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Preface 



This manual describes how to use the RT— 11 system; it provides enough 
information for you to perform ordinary tasks such as program devel- 
opment, program execution, and file maintenance. The manual is written 
for you if you are already familiar with computer software fundamentals 
and have some experience using RT-11. If you have no RT-11 experience, 
you should first read the Introduction to RT-11 before consulting this man- 
ual. If you have experience with an earlier release of RT-11 (this is version 
4), you should read the RT-11 System Release Notes to learn how RT-11 
version 4 differs from earlier versions. If you are interested in more sophis- 
ticated programming techniques or in system programming, you should 
read this manual first and then proceed to the RT-11 Programmer's Refer- 
ence Manual and the RT-11 Software Support Manual. 

The next section. Chapter Summary, briefly describes the chapters in this 
manual and suggests a reading path to help you use the manual efficiently. 



Chapter Summary 



Part I, RT-11 Overview, Chapters 1-2, describes the RT-11 operating sys- 
tem in general. It lists the hardware and software components of the RT-11 
system, describes the monitors, and explains the program development proc- 
ess with RT-11. 

Part II, System Communication, Chapters 3^, describes system conven- 
tions, such as data formats, physical device names, file naming conventions, 
and special function key commands. It also introduces the keyboard monitor 
commands that you use interactively to communicate with the monitor and 
to perform system jobs. 

Part III, Text Editing, Chapter 5, describes the RT-11 text editor (EDIT) 
and shows you how to create and modify files with it. 

Part IV, Utility Programs, Chapters 6-18, consists of thirteen chapters that 
describe the Command String Interpreter (CSI) and the many programs pro- 
vided with the RT-11 system. These programs include: 

PIP Peripheral Interchange Program 

DUP Device Utility Program 

DIR Directory Program 

MACRO MACRO-1 1 Assembly Language 

LINK Linker Program 

LIBR Librarian Program 

DUMP Dump Program 

FILEX File Exchange Program 

SRCCOM Source Comparison Program 
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BINCOM Binary File Comparison Program 
RESORC Resource Program 
FORMAT Volume Formatting Program 

Part V, System Jobs, Chapters 19-20, describes two utilities that can run as 
foreground or system jobs: Error Logging and Queue Package. Both utilities 
actually consist of more than one program and a workfile. 

Error Logging comprises three programs: EL (either a foreground or system 
job), ELINIT (a background job), and ERROUT (a background job). 

The Queue Package comprises two programs: QUEMAN (a background job), 
and QUEUE (either a foreground or system job). 

Note that both utilities run under the foreground/background or extended 
memory monitor, and to run them as system jobs, you must enable system 
job support through the system generation process. 

Part VI, Debugging and Altering Programs, Chapters 21-25, describes the 
five utility programs that permit you to examine and change assembled pro- 
grams and source files. These utilities are: 

ODT On-line Debugging Technique 

SIPP Save Image Patch Program 

PAT Object Module Patch Program 

SLP Source Language Patch Program 

PATCH Patch Utility 

Appendix A describes BATCH processing. Appendix B contains a summary 
of the keyboard monitor commands, their abbreviations, and their system 
program equivalents. 



Documentation Conventions 



A description of the symbolic conventions used throughout this manual fol- 
lows. Familiarize yourself with these conventions before you continue 
reading. 

Conventions used in this manual: 

1. Examples consist of actual computer output wherever possible. Where 
necessary, user input is in red to distinguish it from computer output. 

2. Where necessary, this manual uses the symbol Si) to represent a car- 
riage return, © to represent a line feed,(IDfor a space, and O to repre- 
sent a tab. Unless the manual indicates otherwise, terminate all 
commands or command strings with a carriage return. 

3. Terminal and console terminal are general terms used throughout all 
RT-11 documentation to represent any terminal device, including DEC- 
writers, displays, and Teletypes*. 



^Teletype is a registered trademark of the Teletype Corporation. 
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4. You produce several characters in system commands by typing a com- 
bination of keys concurrently. For example, while holding down the 
CTRL key, type O to produce the CTRL/0 character. Key combinations 
such as this one are documented as ERkS), SEE) , and so on. 

5. In discussions of command syntax, upper-case letters represent the com- 
mand name, which you must type. Lower-case letters represent a vari- 
able, for which you must supply a value. 

Square brackets ([]) enclose options: you may include the item in 

• aCivctS, ui yuu. <.iicLy OmiL. iij, ah J'-"-'- t-iiuubc 

The ellipsis symbol (...) represents repetition. You can repeat the item 
that precedes the ellipsis. 

The hyphen (-) is a continuation character. Use it at the end of a line if 
you continue a command string to another line. 

This is a typical illustration of command syntax: 

This example shows that you must type the word DELETE, as shown, 
and that you can follow it with one or more options of your choice, but 
none are required. You must then leave a space, and supply a file speci- 
fication. The file specification can also be followed by one or more 
options, but none are required. Here is a typical command string: 

DELE TE^/NOaUERY/DATE DTA : MYFIL.E . FOR 
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Parti 

RT-11 Overview 



Part I of this manual provides a description of the hardware and software 
components that make up the RT-11 operating system and a summary of 
jgram development cycle. 
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Chapter 1 lists all the hardware devices, monitors, utility programs, and 
language processors available in the RT-11 computer system. This chapter 
also lists the system services, called keyboard commands, available in 
RT-11. 

Chapter 2 gives a general description of the steps involved in the program 
development cycle. This chapter also summarizes the use of the RT-11 
librarian and high-level languages. 



Chapter 1 

System Components 



RT-ll is digital's smallest real-time and program development oper- 
ating system for the PDP-11 family of minicomputers. This single-user 
operating system runs on hardware configurations ranging from the micro- 
processor-based PDP-11/03 through the larger PDP-11/60 with cache mem- 
ory. RT-ll's design philosophy is to be small, efficient, reliable, and easy to 



use. 



The RT-ll computer system consists of hardware, software, and documen- 
tation. This chapter describes briefly the components available for you to 
use with RT-ll. 



1 .1 Hardware 



The hardware components of an RT-ll system are drawn from the following 
categories: 

• PDP-11 and PDT-11 family computers (except the 11/70 or VAX 11/780) 

• Printing and video terminals 

• Core and solid state memory 

• Line frequency and programmable clocks 

• Random-access mass storage devices 

• Other peripheral devices 

The smallest possible hardware configuration for an RT-ll system must 
include a PDP-11 or PDT-11 computer, one terminal, 12K words of mem- 
ory, and a random-access mass storage device. Larger systems can have a 
clock, more memory, more terminals, and more peripheral devices. 

Table 1-1 lists specific hardware devices that can make up an RT-ll com- 
puter system. 

Table 1-1: RT-ll Hardware Components 



Device Type 


Controller 


Device Name 


Card reader 

Cassette 
Clock 


CRll 

CMll 

TAll 


CRll 
CMll 

TU60 

KW11-L,KW11-P 



(continued on next page) 
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Table 1-1: RT-1 1 Hardware Components (Cont.) 



Device Type 


Controller 


Device Name 


DECtape 


TCll 


TU56 


DECtapelldata 
cartridge 


DLll.DLVll 


TU58 


Disk cartridge 


RK11,RKV11 

RK611 

RL11,RLV11 


RK05, RK05F 
RK06, RK07 
RLOl, RL02 


Diskette 


RX11,RXV11 
RX211,RXV21 


RXOl 
RX02 


Fixed-head 


RFll 
RHll 


RSll 
RJS03, RJS04 


Removable pack 


RPll 


RP02, RP03 


Display processor 


VTll 
VS60 


VR14-L, VR17-L 


Line printer 


LSll 
LVll 
LPll.LPVll 


LS11,LA180 

LVll (printer only) 

all LPll-controlled printers 


Magtape 


TMll.TMAll 

RHll 

TSll 


TUlO, TS03, TE16 
TJU16, TU45 


Paper tape 
Reader 
Reader/punch 


PRll 
PCll 


PRll 
PCll 


Terminal 


DL11,DLV11 
DZ11,DZV11 


LA30P, LA36, LA120, 
LS120, LT33, LT35, 
VT05, VT50, VT52, 
VT55,VT61,VT100 


Terminal and clock 


DLll-W 


terminal/clock combination 



1 .2 Software 



The software components of the RT-11 computer system can be divided into 



e 



Monitors 
Device handlers 



• Utility programs 

• Language processors 



These are described in the following sections. 



1.2.t Monitors 

An RT-1 1 monitor is a collection of routines that control the operation of 
programs, schedule operations, allocate resources, and perform input and 
output. A monitor comprises three major components; RMON (resident 
monitor); USE (user service routine); and KMON (keyboard monitor). The 
resident monitor (RMON) is the part of the monitor that is alwavs nresent in 
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memory. It is the executive controller for the entire system. The user service 
routine (USR) performs operations related to input and output, such as 
opening and closing files. The keyboard monitor (KMON) is the interface 
between you and the other parts of the system. It contains routines to proc- 
ess the keyboard monitor commands, which are your means of performing 
common system operations such as loading and running programs, assign- 
ing alternate device names, and copying and deleting files. 

RT-11 provides three different operating environments that represent com- 
promises among size, speed, and capability. Three types of monitor, all con- 
taining the main parts described above, supervise the different 
environments. These three monitors are the single-job monitor (SJ), the 
foreground/background monitor (FB), and the extended memory monitor 
(XM). The three environments are upward compatible: 

• The single-job monitor supports the basic environment. 

• The foreground/background monitor includes all the support of the 
single-job monitor and adds some extra features. 

• The extended memory monitor is an extension of the foreground/ 
background monitor that includes all the foreground/background fea- 
tures in addition to the extended memory capabilities. 

1.2.1.1 Single-Job (SJ) Monitor - The single-job monitor, called the SJ 
monitor, can run one job at a time. It is the smallest of the three monitors. 
While the SJ monitor does not offer some of the optional features that the 
other monitors have, you can use all the system utility programs, most of 
the keyboard monitor commands, and many of the programmed requests. 
Only 12K words of memory are required for a single-job system, though, and 
since the SJ monitor uses 2K words itself, this leaves lOK words for system 
utility programs or for yoiu- application program. The SJ monitor is ideal for 
real-time applications that require a high data transfer rate because it ser- 
vices interrupts quickly. In the SJ environment, programs can access up to 
28K words of memory (and up to 30K words on some LSI-ll's). 

A version of the SJ monitor, the base-line (BL) monitor, can run in a min- 
imum configuration of 8K words of memory, but it does not support optional 
monitor and device functions. The BL monitor is best suited for very small 
hardware configurations, or for larger configurations where the application 
requires minimal executive support. 

1.2.1.2 Foreground/Background (FB) Monitor - The foreground/back- 
ground monitor, called the FB monitor, can accommodate two jobs that 
appear to run concurrently: a foreground job, and a background job. All pro- 
grams that run in the single-job environment, including system utility pro- 
grams and language processors, can run as background jobs in the 
foreground/background environment. The foreground job is the time-criti- 
cal, real-time job, and the FB monitor gives it priority over the background 
job. A foreground/background system requires 16K words of memory and a 
system clock. 
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Quite often, the central processor of a computer system spends much of its 
time waiting for some external event to occur. Usually, this event is a real- 
time interrupt or the completion of an I/O transfer. The FB monitor lets you 
take advantage of the unused processor capacity to accomplish lower prior- 
ity tasks in the background. 

Whenever the foreground job reaches a state in which no useful processing 
can be done until some external event occurs, the monitor executes the back- 
ground job. The background job runs until the foreground job is again ready 
to execute. The processor then interrupts the background job and resumes 
the foreground job. 

In effect, the FB monitor allows a time-critical job to run in the foreground 
while a less critical task, takes place in the background. All the system util- 
ity programs and language processors can run as background jobs in a fore- 
ground/background system. Thus, you can use FORTRAN or EDIT, for 
example, in the background, while the foreground job is collecting, storing, 
and analyzing data. 

Compared to the SJ monitor, the FB monitor is somewhat larger and has 
slightly slower response time. However, it provides support for the fore- 
ground/background environment. In the FB environment, programs can 
access 28K words of memory (and up to 30K words on some LSI-ll's). Spe- 
cial keyboard monitor commands are designed to link, run, suspend, and 
resume foreground jobs. In addition, programmed requests permit a fore- 
ground job and a background job to share data. Special system jobs 
(described in Part V) run in the foreground/background environment. 

1 .2.1 .3 Extended Memory (XM) Monitor - The extended memory monitor, 
called XM, includes all the features of the FB monitor. In fact, it is produced 
by a conditional assembly of the FB monitor file, RMONFB. Throughout 
this manual, references to the FB environment also apply to the XM envi- 
ronment, unless otherwise stated. The XM monitor provides means for a 
program to access up to 124K words of physical memory. It permits fore- 
ground and background jobs to extend their logical program space beyond 
the 32K-word limit imposed by the 16-bit PDP-11 address word. The XM 
monitor requires a system with the Extended Instruction Set (EIS), a KTll 
memory management unit, and more than 28K words of memory. 

Extended memory services, or the ability to use memory mapping, are avail- 
able at a variety of levels. The XM environment was originally designed 
primarily for high-level language processors such as DIBOL and FORTRAN 
that automatically make use of extended memory. For DIBOL users, for 
example, the mapping to extended memory is completely transparent. FOR- 
TRAN programmers can use virtual arrays to store large amounts of data in 
extended memory. Now, a command to the linker permits RT-11 program- 
mers to store overlays in extended memory instead of on disk, thus increas- 
ing an overlaid program's execution speed markedly. A .SETTOP 
programmed request permits a MACRO-11 program to dynamically allo- 
cate buffers in extended memory without concern for memory mapping. 
Finally, on the most basic level, RT-11 provides other programmed requests 
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that MACRO-11 programs can use to control their own mapping to 
extended memory. Keep in mind that designing an application program to 
use extended memory this way requires considerable thought and careful 
planning. 

In the XM environment, jobs are described as being either privileged or vir- 
tual jobs. Foreground or background jobs that execute in the FB or SJ envi- 
ronments can also execute in the XM environment as privileged jobs. That 
is, they use the default mapping from logical virtual to physical memory. 
Except for jobs that include interrupt service routines, these privileged jobs 
need no major changes to execute properly in the XM environment. Jobs 
that you design specifically to take advantage of extended memory are 
called virtual jobs. 



1.2.2 Device Handlers 

Device handlers are routines that provide the interface to the various hard- 
ware devices that are part of the computer system. The handlers drive, or 
service, peripheral devices and control the physical activities on the devices. 
In RT-11, the terms device handler and device driver are used 
interchangeably . 

A handler exists for every device the system supports (except for the 
VT-11). When you reference a device by its physical name, such as DL: for 
the RLOl disk, you are actually referring to the name of the device handler 
for that peripheral. 

Chapter 3 contains a list of all the devices that RT-11 supports, along with 
their physical names. If you need to use a peripheral device that is not sup- 
ported by RT-11, you usually must write the handler for it yourself. The 
procedure for doing this is documented in the RT-11 Software Support 
Manual. 



1 .2.3 System Utility Programs 

RT-11 provides a number of utility programs that are designed to help you 
develop programs and perform system housekeeping. The following sections 
describe these utilities briefly and show where they are documented in 
greater detail. 

1 .2.3.1 Editing - You use text editors to create and modify source programs 
and to maintain files of any ASCII data, such as memos or documentation 
for your own application programs. DIGITAL distributes three text file edi- 
tors with RT-11, so that you can choose the one that best suits your needs 
and experience: EDIT, KED, and K52. 

The RT-11 text editor (EDIT, described in Chapter 5) is a character-oriented 
editor suitable for hard copy terminals. Its text manipulation commands 
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permit you to make text insertions or changes quickly and easily. EDIT also 
has a special mode for VTll or VS60 graphics display terminals. 

The keypad editor (KED, and K52 described in the PDP-11 Keypad Editor 
User's Guide) is designed especially for the VTIOO and VT52 video termi- 
nals that have the special function keypad. The keypad keys control the 
editing functions. They permit you to position a visible cursor anywhere in 
yoxir text file and make insertions or changes easily. KED runs on VTIOO 
terminals, and K52 runs on VT52 terminals. 

1.2.3.2 General Purpose - RT-11 provides several utility programs that 
help you perform maintenance on your system and aid in program 
development. 

The peripheral interchange program (PIP, described in Chapter 7) is the 
RT-11 file maintenance program. It transfers files between the devices that 
are part of the RT-11 system, and it deletes and renames files as well. 

The device utility program (DUP, described in Chapter 8) performs general 
device tasks such as initializing devices, scanning for bad blocks, dupli- 
cating device contents, and reorganizing files on the device. It operates only 
on RT-11 file-structured devices. 

The directory listing program (DIR, described in Chapter 9) performs a wide 
range of directory listing operations and can list details about certain files, 
such as file names, file types, and block sizes. 

The linker program (LINK, described in Chapter 11) converts a collection of 
object modules from compiled or assembled programs and subroutines into a 
memory image file that RT-11 can load and execute. The linker also allows 
you to: 

• Search library files for subroutines that you specify 

• Produce a load map that lists the assigned absolute addresses 

• Set up a disk or memory resident overlay structure for large programs 

• Create a symbol table file that lists all the global symbols used in the 
program 

• Produce files suitable for execution as foreground jobs 



The librarian program (LIBR, described in Chapter 12) lets you create and 
maintain libraries of functions and routines. These routines can be stored on 
a random-access device in library files where the linker can reference them 
and add them to a program's memory image file. You can create object 
libraries and macro libraries. The latter are used by the MACRO assembler. 

The dump program (DUMP, described in Chapter 13) prints all or any part 
of a file or volume in octal words, octal bytes, ASCII characters, or Radix-50 
characters. 
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The file exchange program (FILEX, described in Chapter 14) transfers files 
among DECsystem-10, PDP-11 RSTS/'E, and DOS BATCH systems on 
DECtape and disks, and between RT-11 and IBM systems on diskettes. 

The source file comparison program (SRCCOM, described in Chapter 15) 
performs a character-by-character comparison of two ASCII text files. You 
can request that the differences be listed in an output file or directly on the 
line printer or terminal to make sure that edits to a file have been performed 
correctly. SRCCOM can also produce a file that is suitable as input to SLP, 
the source file patching utility. 

The binary file comparison program (BINCOM, described in Chapter 16) 
compares two binary files and lists the differences between them. It can pro- 
vide a quick way of telling whether two data files, or output from two ver- 
sions of a program, are identical. BINCOM can also produce a file that can 
be run as an indirect command file for the save image patch program (SIPP) 
to patch one file in the binary comparison so it matches the other. 

The resource program (RESORC, described in Chapter 17) lists information 
about your system configuration and system generation special features. 

The volume formatting program (FORMAT, described in Chapter 18) pro- 
vides a way to format RK05, RK06, and RK07 disks, and diskettes. It also 
provides disk verification by writing patterns and reading them on each 
block of your volume. 

1.2.3.3 System Jobs - RT-11 provides two utilities that you can run as 
system jobs if you have enabled system job support through the system gen- 
eration process: Error Logging and the Queue Package. Both utilities run 
under the FB and XM monitors. 

The Error Logger (described in Chapter 19) keeps a statistical record of all 
I/O transfers for each device it supports. The Error Logger also records mem- 
ory parity and cache errors as they occur. Vv^ith the Error Logger enabled on 
your system volume, you can collect data on each I/O and memory error that 
occurs. The Error Logger consists of three programs and a work file. This 
utility is a special feature; that is, you must enable it through the system 
generation process. 

The Queue Package (described in Chapter 20) sends files to any valid RT-11 
device. The Queue Package is particularly useful for queuing files for sub- 
sequent printing, although output is not restricted to the line printer. 
Unlike the Error Logger, the Queue Package is not a special feature. (You 
need not perform system generation to enable it.) 

1 .2.3.4 Debugging and Patching - These utility programs help you in find, 
diagnose, and correct programming errors. 

The on-line debugging technique (ODT, described in Chapter 21) is an object 
module that you link with your program. It helps you debug assembled and 
linked programs. ODT can: 
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• Print and change the contents of specified locations 

• Execute all or part of the object program 

• Search the object program for specific bit patterns 

The save image patch program (SIPP, described in Chapter 22) can patch 
programs that were linked with the RT-11 V04 linker. It can also patch 
nonoverlaid programs from versions V03 and V03B of RT-11. The major 
advantage in using SIPP rather than PATCH (described below) is that 
SIPP's format makes it easier to use. 

The object module patch program (PAT, described in Chapter 23) performs 
minor modifications to files in object format (output files produced by the 
FORTRAN compiler or the MACRO assembler). It can merge several object 
files into one. 

The source language patch program (SLP, described in Chapter 24) provides 
an easy way to make changes to source files. SLP can use an indirect com- 
mand file (or the keyboard monitor command DIFFERENCES/SLP/ 
OUTPUT:filespec,) created by the SRCCOM /P option to make two source 
files match. 

The patch program (PATCH, described in Chapter 25 performs minor modi- 
fications to memory image files that are output by the pre-V04 linkers. Do 
not use PATCH for files linked with the V04 linker. 



1 .2.3.5 BATCH - The batch program (BATCH, described in Appendix A) is 
a complete job-control language that allows RT-11 to operate unattended. 



1.2.4 Language Processors 

RT-11 supports a number of language processors to help you develop pro- 
grams. The Introduction to RT-11 contains detailed information on the dif- 
ferences between assembly language and high-level languages. It also offers 
guidelines for choosing a programming language and provides demonstra- 
tions of MACRO, BASIC, and FORTRAN programs. 

The MACRO-11 assembler (see Chapter 10) is part of the RT-11 system. 
Because MACRO-11 is an assembly language, it gives you control over the 
system at the most elementary level. On the other hand, it is probably more 
difficult to learn and use than any of the high-level languages. 

The other languages RT-11 supports are: 

• APL • DIBOL 

• BASIC • FORTRAN IV 
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1 .3 RT-1 1 Software Documentation 

The software documentation for an RT-11 system consists of the manuals 
that document the RT-11 system itself, plus the documentation for any 
optional languages or application packages you may have. 

The RT-11 Documentation Directory summarizes the manuals in the RT-11 
documentation set. Reading this directory gives you a general picture of the 
topics covered in the manuals. 

To find more specific information, refer to the RT-11 Master Index. This is a 
compilation of the indexes of the other RT-11 manuals. It pinpoints refer- 
ences by manual name and page number. It also indicates which reference is 
the primary source of information on the specific topic. 



1 .4 Obtaining System Services 

The RT-11 system provides many services that allow you, for example, to 
copy and delete files^ to examine locations in memory^ to run programs^ and 
to open and close files. Some of these services are available to you at the con- 
sole terminal; others are available to application programs. 



1 .4.1 Using the Keyboard {Monitor Commands 

The keyboard monitor commands are a set of English-language commands 
that permit you to perform common system operations. When you t3T)e a 
keyboard monitor command at the console terminal, RT-11 responds by per- 
forming the operation you specify. The monitor then prompts you for 
another command and waits for you to respond. Chapter 4 describes the syn- 
tax and function of each of the keyboard monitor commands. 

X X j.^ o€ \j \jx. A.W > tJ\jat,i. \Jk. xxiXJLXx XAjx \^\Jxxxxxxat,xx\jLa \j\jxxs3xa \JS3 \3L \jyy\i uj l/ wo \jx. \f\jxxxxxi.vt.xx\Xm 

simple and complex. Simple, or direct, commands are executed directly by 
the keyboard monitor, and no other software components are required. The 
complete set of simple commands is as follows: 



ASSIGN 


Deposit 


INSTALL 


RESET 


START 


Base 


Examine 


LOAD 


RESUME 


SRUN 


CLOSE 


^'RUN 


R 


RUN 


SUSPEND 


DATE 


GET 


REENTER 


SAVE 


TIME 


DEASSIGN 


GT 


REMOVE 


SET 


UNLOAD 



Complex, or expanded, commands are not executed directly by the keyboard 
monitor. Instead, a utility program or language processor is called by the 
keyboard monitor to perform the operations. The keyboard monitor expands 
the command line piece by piece and translates the command into an R com- 
mand followed by a program name and one or more lines of file specifications 
and options for that program. When the operation completes, control returns 
to the keyboard monitor and it prompts you for another command. The set of 
complex commands is as follows: 
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APL 


DELETE 


EXECUTE 


LIBRARY 


SQUEEZE 


BASIC 


DIBOL 


FOCAL 


LINK 


TYPE 


BOOT 


DIFFERENCES 


FORMAT 


MACRO 




COMPILE 


DIRECTORY 


FORTRAN 


PRINT 




COPY 


DUMP 


HELP 


RENAME 




CREATE 


EDIT 


INITIALIZE 


SHOW 





1 .4.2 Using Programs Directly 

Another way to obtain services from RT-11 is to invoke system utility pro- 
grams or language processors yourself, instead of invoking them indirectly 
through the keyboard monitor commands. By using this method you can 
obtain all the services provided by the complex keyboard monitor com- 
mands. (The only way to obtain the services provided by the simple 
keyboard monitor commands is to issue those commands.) A limited number 
of utility program operations are not implemented through the keyboard 
monitor. In addition, you must run some of the utility programs directly in 
order to use them at all. Programs in this group include the patching and 
debugging utilities. 

To invoke a system utility program or a language processor run the appro- 
priate program and specify a combination of file specifications and single 
alphabetic character options. Chapter 6 describes the syntax you use to 
interact with the utility programs and language processors. Chapters 7 
through 20 contain detailed information on each program. 



1 .4.3 The Relationship Between Complex Commands and System 
Programs 

It is possible to obtain the services provided by the complex keyboard mon- 
itor commands by directly running the appropriate system programs. 
Appendix B provides a complete list of the keyboard monitor commands and 
the system programs they invoke. 

The following example demonstrates two ways of copying a listing of a pro- 
gram from the system disk, where it is stored as MYFILE.LST, to the line 
printer. The keyboard monitor command to do this is as follows: 

.PRINT MYF"ILi;-<Rirr> 

The commands to invoke a utility program, specify the same operation, and 
return control to the monitor are: 

.R PIP<RET> 

*lp:=iiko:myfile.lst<rc;t> 



a-L 1X1 



So, although there are two ways of obtaining the same services, be, 
mind that the syntax for using the utility programs and language processors 
is quite different from the keyboard monitor command syntax. Since the 
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keyboard commands are designed to be easy to remember and easy to use, it 
makes sense to use them whenever possible. 



1 .4.4 The System Macro Library and Programmed Requests 

The system macro library, called SYSMAC.SML, contains routines that you 
can use in MACRO assembly language programs and in device handlers. 
You call the routines in your assembly language program, and they expand 
into lines of source code. These macros can save you considerable program- 
ming effort. See the RT-11 Programmer's Reference Manual. 



1 .4.5 SYSLIB FORTRAN - Callable Subprograms 

Most of the system subroutine library (SYSLIB) routines are written in 
MACRO. They give the FORTRAN programmer many of the services that 
the MACRO programmer can obtain from the system macro library (SYS- 
MAC.SML). These subprograms can be called from a program written in 
any programming language, as long as the program conforms to the FOR- 
TRAN calling conventions described in the RT-11 Programmer's Reference 
Manual. 
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Chapter 2 

Program Development 



The number and type of tools available on any system depend on many fac- 
tors, including the size of the system, its application, and its cost. RT— 11 pro- 
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a linker, a debugger, and a librarian. High-level languages, such as FOR- 
TRAN or BASIC, are optionally available. 

This chapter describes briefly the program development cycle, which is illus- 
trated in Figure 2-1. The Introduction to RT—11 contains a much more thor- 
ough treatment of program development including demonstrations of 
MACRO, BASIC, and FORTRAN programs. 



2.1 Using an Editor 



You use an editor to create and modify textual material. Text may be the 
statements in a source program, or any other ASCII data, such as reports or 
memos. In this respect, using an editor is analogous to using a typewriter; 
you sit at a keyboard and type text. However, the functions of an editor far 
exceed those of a typewriter. Once a text file has been created, you can mod- 
ify, relocate, replace, merge, or delete text, all by means of simple editing 
commands. When you are satisfied with your text, you can save it on a stor- 
age device where it is available for later reference. 



2.2 Using the Assembler 



Program development does not stop with the creation of a source program. 
Since the computer cannot understand any language but machine language, 
you need an intermediary program to convert source code into the instruc- 
tions the computer can execute. This is the function of an assembler. 

The assembler accepts alphanumeric representations of PDP-11 coding 
instructions, interprets the code, and produces as output the appropriate 
machine, or object, code. You can direct the assembler to generate a listing 
of both the source code and binary output, as well as more specific listings 
that are helpful during the program debugging process. In addition, the 
assembler is capable of detecting certain common coding errors and issuing 
appropriate warnings. 

The assembler's output is called object output because it is composed of 
object, or binary, code. On PDP-11 systems, the object output is called a 
module; it contains your source program in the binary language that, when 
linked, is acceptable to a PDP-11 computer. 



2-1 



2.3 Using the Linker 



Source programs may be complete and functional by themselves; however, 
some programs are written in such a way that they must be used with other 
programs or modules to form a complete and logical flow of instructions. For 
this reason, the object code produced by the assembler must be relocatable. 
That is, assignment of memory locations must be deferred until the code is 
combined with all other necessary object modules. The linker performs this 
function. 

The linker combines and relocates separately assembled object programs. 
The output produced by the linker is a load module, the final linked program 
that is ready for execution. You can, if you wish, request a load map that dis- 
plays all addresses assigned by the linker. 



2.4 Using the Debugger 



You can rarely create a program that does not contain at least one error, 
either in the logic of the program or in its coding. You may discover errors 
while you are editing the program, or the assembler may find errors during 
the assembly process and inform you by means of error codes. The linker 
may also catch certain errors and issue appropriate messages. Often, how- 
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working properly. Programming errors may be extremely difficult to find, 
and for this reason, a debugging tool, ODT (described in Chapter 21), is 
available to help you find the cause of errors. 

ODT allows you to control the execution of your program interactively. With 
it, you can examine the contents of individual locations, search for specific 
bit patterns, set designated stopping points during execution, change the 
contents of locations, continue execution, and test the results — all without 
editing and reassembling the program. 
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for which results are already known. If the results do not match, you know 
you have errors. 



2.5 Using the Librarian 



When programs are written and debugged, they are useful to other pro- 
grammers. Often, routines that are common to many programs, such as 
input and output routines, or sections of code that are used over and over 
again, are more useful if they are placed in a library where they can be 
retrieved by any interested user. A librarian provides such a service by 
allowing creation of a library file. Once created, the library can be expanded 
or updated, or a directory of its contents can be listed. 
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2.6 Using a High-level Language 

High-level languages simplify your work by providing an alternative 
means, other than assembly language, of writing a source program. Gener- 
ally, high-level languages are easy to learn. A single command causes the 
computer to perform many machine-language instructions. You do not need 
to know about the mechanics of the computer to use a high-level language. 
In addition, some high-level languages, such as BASIC, offer a special 
immediate mode that allows you to solve equations and formulas as though 
you were using a calculator. You can concentrate on solving the problem 
rather than on using the system. 



Figure 2-1: Program Development Cycle 
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Part II 

System Communication 



The monitor is the center of RT-11 system communications; it provides 
access to system and user programs, performs input and output functions, 
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You communicate with the monitor through keyboard commands and pro- 
grammed requests. You can use the keyboard commands (described in 
Chapter 4) to load and run programs, start or restart programs at specific 
addresses, modify the contents of memory, and assign and deassign alter- 
nate device names, to name only a few of the functions. 

Programmed requests (described in detail in the RT-11 Programmer's Ref- 
erence Manual) are source program instructions that request the monitor to 
perform monitor services. These instructions allow assembly language pro- 
grams to use the monitor features. A running program communicates with 
the monitor through programmed requests. FORTRAN programs have 
access to programmed requests through the system subroutine library (SYS- 
LIB). Programmed requests can, for example, manipulate files, perform 
input and output, and suspend and resume program operations. 

Of the two chapters in this part. Chapter 3 describes system conventions and 
contains information that helps you get started with RT-11; Chapter 4 
introduces the keyboard monitor commands, which are yoiir means of con- 
trolling the RT-11 system. 



Chapter 3 

System Conventions 



This chapter contains information that will help you start using the RT-11 
system. It describes: 

• Startup procedure 

• Data formats 

• Physical device names 

• File names and file t5^es 

• Device structures 

• Special function keys 

• Foreground/background terminal I/O 

• Type-ahead feature 

Before you operate the RT-11 system, you should be familiar with the spe- 
cial character commands, file naming procedures and other conventions that 
are standard for the system. These conventions are described in this 
chapter. 



3.1 Startup Procedure 



For information on building the system and loading the monitor, refer to the 
Introduction to RT—ll, to the RT—11 Installation, and S'^stem Gen.eration 
Guide, or to any instructions provided by your DIGITAL representative. 

When the system has been built and you load the monitor into memory, the 
monitor prints one of the following identification messages on the terminal: 

RT-llSJ (S) Vxx.nnp 

RT-llFB (S) Vxx.nnp 

RT-llXM(S)Vxx.nnp 

The message indicates which monitor (SJ, FB, or XM) is loaded; you estab- 
lish which is to be loaded when you install the system. The (S) indicates that 
the monitor was created through the system generation process, if 
applicable. 

Vxx represents the version and release number of the monitor — for 
example, V04, for Version 4 (release A), nnp represents the library sub- 
mission number and the patch level — for example, OIB, for library number 
1 (patch level B). 
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As soon as a monitor takes control of the system, it attempts to execute 
keyboard monitor commands from a startup indirect command file called 
STARTS.COM, for the SJ monitor; STARTF.COM, for the FB monitor; or 
STARTX.COM for the XM monitor. You can place commands in this startup 
file that will perform routine tasks such as assigning logical device names to 
physical devices, or setting the current date. If the monitor does not find the 
appropriate file, it issues a warning message. After executing the startup 
indirect command file, the system prints its prompt (.) indicating that it is 
ready to accept commands. You should now write-enable the system device. 
(Note that if you do not want the startup indirect command file feature, you 
can disable it during system generation or you can apply a customization 
patch.) 



3.2 Data Formats 



The RT-11 system stores data in two formats: ASCII and binary. The binary 
data can be organized in many formats, including object, memory image, 
relocatable image, and load image. 

Files in ASCII format conform to the American Standard Code for Informa- 
tion Interchange, in which each character is represented by a 7-bit code. 
Files in ASCII format include program source files created by the editor and 
BASIC, listing and map files created by various system programs, and data 
files consisting of alphanumeric characters. 

Files in binary object format consist of data and PDP-11 machine language 
code. Object files are the files the assembler or language compiler produces; 
they are used as input to the linker. 

The linker can produce runnable files in one of three formats: (1) memory 
image format (.SAV), (2) relocatable image format (.RED, or (3) load image 
format (.LDA). 

A memory image file (.SAV) is a picture of what memory looks like after you 
load a program. The file itself requires the same number of disk blocks as 
the corresponding nimiber of 256-word memory blocks. A memory image file 
does not require relocation and can run in an SJ environment, as a back- 
ground program under the FB or XM monitor, or as a foreground virtual job 
under the XM monitor. 

A relocatable image file (.RED is linked as though its bottom address were 
1000, but relocation information is included with its memory image. When 
you call the program with the FRUN command, the file is relocated as it is 
loaded into memory. A relocatable image file can run in a foreground 
environment. 

You can produce a load image (.LDA) file for compatibility with the PDP-11 
paper tape system. The absolute binary loader loads this file. You can load 
and execute load image files in stand-alone environments without relocat- 
ing them. 
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3.3 Physical Device Names 



When you request services from the monitor, you must sometimes specify a 
peripheral device. You can specify devices by means of a standard two-char- 
acter physical device name. Table 3-1 lists each name and its related device. 
If you do not specify" a unit number for devices with more than one unit, the 
system assumes unit 0. 

Table 3-1: Permanent Device Names 



Permanent Name 


I/O Device 


CR: 


CRll/CMll Card Reader 


CTn: 


TAll Cassette (re is or 1) 


DDn: 


TU58 DECtape II (re is an integer in the range 0-3) 


.DK: 


The default logical storage device for all files (DK: is initially the 
same as SY:) 


DKn: 


The specified unit of the same device type as the system device 


DLn: 


RLOl, RL02 Disk (re is an integer in the range 0-3) 


DMn: 


RK06, RK07 Disk (n is an integer in the range 0-7) 


DPn: 


RP02, RP03 Disk (re is an integer in the range 0-7) 


DSn: 


RJS03/4 Fixed-Head Disks (re is an integer in the range 0-7) 


DTn: 


DECtape (re is an integer in the range 0-7) 


DXn: 


RXOl Diskette (re is an integer in the range 0-3) 


DYn: 


RX02 Diskette (re is an integer in the range 0-3) 


LP: 


Line Printer 


LS: 


Serial Line Printer (a hard copy output device connected to a DLl 1 
interface) 


MMn: 


TJU16/TU45 (industry-compatible) Magtape (re is an integer in the 
range 0-7) 


MQ: 


Message queue pseudo-device for inter-job communication under the 
FB monitor. 


MSn: 


TSll Magtape (n is an integer in the range 0-7) 


MTn: 


TM11/TMA11/TS03/TE16 (industry-compatible) Magtape (re is an 
integer in the range 0-7) 


NL: 


Null device 


PC: 


PCll Combined High-Speed Paper Tape Reader and Punch 


PDn: 


The mass storage volume for the PDT-130/150 intelligent terminal. 
Volumes are DECtape II or single-density diskettes (re is either 
orl). 


RF: 


RFll Fixed-Head Disk Drive 


RKn: 


RK05 Disk Cartridge Drive (re is an mteger in the range 0-7) 


SY: 


The default logical system device; the device and unit from which the 
system is bootstrapped 


SYn: 


The specified unit of the same device type as SY: 


TT: 


Console Terminal Keyboard and Printer 
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In addition to using the permanent names shown in Table 3-1, you can 
assign logical names to devices. A logical name takes precedence over a 
physical name and thus provides device independence. With this feature, 
you do not have to rewrite a program that is coded to use a specific device if 
the device becomes unavailable. You associate logical names with physical 
devices by using the ASSIGN command, which is described in Section 4.4. 



3.4 File Names and File Types 



You can reference files symbolically by a name of one to six alphanumeric 
characters (followed, optionally, by a period and a file type of up to three 
alphanumeric characters). No spaces or tabs are allowed in the file name or 
file type. The file type generally indicates the format or contents of a file. It 
is good practice to conform to the standard file types for RT-11. If you do not 
specify a file type for an input or output file, most system programs use or 
assign an appropriate default file type. Table 3-2 lists the standard file 
types used in RT-11. 



Table 3-2 


: Standard File Types 


File Type 


Meaning 


.BAD 


Files with bad (unreadable) blocks; you can assign this file type whenever 




bad areas occur on a device. The .BAD file type makes the file permanent in 




that area, preventing other files from using it and consequently becoming 




unreadable 


.BAK 


Editor backup file 


.BAS 


BASIC source file (BASIC input) 


.BAT 


BATCH command file 


.CND 


System generation conditional file 


.COM 


Indirect command file 


.CTL 


BATCH control file generated by the BATCH compiler 


.CTT 


BATCH internal temporary file 


.DAT 


BASIC or FORTRAN data file 


.DEL 


DIBOL source file 


.DDF 


DIBOL data file 


.DIF 


SRCCOM output file 


.DIE 


Directory listing file 


.DMP 


DUMP output file 


.FOR 


FORTRAN IV source file (FORTRAN input) 


.LDA 


Absolute binary (load image) file (optional linker output) 


.LOG 


BATCH log file 


.LST 


Listing file (MACRO, FORTRAN, LIBR, or DIBOL output) 


.MAC 


MACRO source file (MACRO or SRCCOM input, LlBR input and output) 


.MAP 


Map file (linker output) 



(continued on next page) 
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Table 3-2: 


Standard File Types (Cont.) 


File Type 


Meaning 


.OBJ 


Relocatable binary file (MACRO or FORTRAN output, linker input, TJBR 
input and output) 


.REL 


Foreground job relocatable image (linker output, default for monitor FRUN 
command) 


.SAV 


Memory image; default for R, RUN, SAVE, and GET keyboard monitor com- 
mands; also default for linker output 


.SML 


System MACRO library 


.SLP 


SLP command file 


.SOU 


Temporary source file generated by BATCH 


.STB 


Symbol table file in object format containing all the symbols produced during 
a link 


.SYS 


Monitor files, handlers, and system job files 


.TMP 


ERROUT temporary file; QUEUE work file 


.TXT 


Text file 



3.5 Device Structures 



RT-ll devices are categorized according to two characteristics: (1) the 
device's method of processing information, and (2) the device's physical 
structure. 

All RT-ll devices are either randomly accessed or sequentially accessed. 
Random-access devices allow the system to process blocks of data in a ran- 
dom order — that is, independent of the data's physical location on the 
device or its location relative to any other information. All disks, diskettes, 
DECtape, and DECtape II fall into this category. Random-access devices are 
sometimes called block-replaceable devices, because you can manipulate 
(rewrite) individual data blocks without affecting other data blocks on the 
device. 

Sequential-access devices require sequential processing of data; the order in 
which the system processes the data must be the same as the physical order 
of the data. RT-ll devices that are sequential devices are cassette, paper 
tape reader and punch, card reader, line printer, terminal, and the null 
device. 

File-structured devices are those devices that allow the system to store data 
under assigned file names. RT-ll devices that are file-structured include all 
disk, diskette, DECtape, DECtape II, magtape, and cassette devices. Non- 
file-structured devices, however, do not store files; they contain a single log- 
ical collection of data. These devices, which include the line printer, card 
reader, terminal, and paper tape reader and punch, are generally used for 
reading and listing information. 
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File-structured devices that have a standard RT-11 directory at the begin- 
ning are RT-11 directory-structured devices. A device directory consists of a 
series of directory segments that contain the names and lengths of the files 
on that device. The system updates the directory each time a program 
moves, adds, or deletes a file on the device. (The RT-11 Software Support 
Manual contains a more detailed explanation of a device directory.) RT-11 
directory-structured devices include all disks and DECtapes. Some devices 
that do not have the standard RT-11 directory structure, such as magtape 
and cassette, store directory information at the beginning of each file, but 
the system must read the device sequentially to obtain all information about 
all files. 

Table 3-3 shows the relationships among devices, access methods, and 
structures. 



Table 3-3: Device Structures 



Device 


Structure | 


File 


Non-file 


RT-directory 


Non-RT-directory 


Random Access 










Disk, diskette 


X 




X 




DECtape, DECtape II 


X 




X 




Sequential Access 










Magtape 


X 






X 


Cassette 


X 






X 


Paper tape 




X 






Card reader 




X 






Line printer 




X 






Terminal 




X 







3.6 Special Function Keys 



Special function keys and keyboard commands let you communicate with 
the RT-11 monitor to allocate system resources, manipulate memory 
images, start programs, and use foreground/background services. 

The special functions of certain terminal keys you need for communication 
with the keyboard monitor are explained in Table 3-4. In the FB system, the 
keyboard monitor runs as a background job when no other background job is 
running. 

Enter CTRL commands by holding the CTRL key down while typing the 
aoDropriate letter. 
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Table 3—4: Special Function Keys 



Key 



Function 



CTRL/A 



CTRL/C 



CTRL/E 



CTRL/F 



CTRL/0 



Is valid only after you type the monitor GT ON command and use the display. 
CTRL/A, a command that does not echo on the terminal, pages output if you 
use it after a CTRL/S. The system permits console output to resume until the 
screen is completely filled; text currently displayed scrolls upward off the 
screen. CTRL/A has no special meaning if the keyboard monitor command GT 
ON is not in effect. 

Causes the system to direct all keyboard input to the background job. The FB 
monitor echoes B> on the terminal. The system takes at least one line of out- 
put from the background job. The foreground or system job, however, has prior- 
ity, so the system returns control to the foreground or system job when it has 
output. In multi-terminal systems, CTRL/B has no special meaning if the 
background console is not shared. CTRL'B directs all typed input to the back- 
ground job until a CTRL/F redirects input to the foreground job or a CTRL/X 
directs input to a system job. CTRL/B has no special meaning when used under 
a single-job monitor or when a SET TT NOFB command is in effect. 

Terminates program execution and returns control to the keyboard monitor. 
CTRL/C echoes *C on the terminal. You must type two CTRL/Cs to terminate 
execution unless the program to be terminated is waiting for terminal input or 
is using the TT handler for input. In these cases, one CTRL/C terminates exe- 
cution. Under the FB monitor, the job that is currently receiving input is the 
job that is stopped (determined by the most recently typed command, CTRL/F 
or CTRL/B). To make sure that the command is directed to the proper job, type 
CTRL/B or CTRL/F before typing CTRL/C. 

Causes all terminal output to appear on both the display screen and the con- 
sole terminal simultaneously. CTRL/E is valid after you t5T)e the monitor GT 
ON command and use the display. The command does not echo on the termi- 
nal. A second CTRL/E disables console terminal output. CTRL/E has no special 
meaning if GT ON is not in effect. 

Causes the system to direct all keyboard input to the foreground job and take 
all output from the foreground job. The FB monitor echoes F> on the terminal 
unless output is already cominf from the foreoround iob. If no foreoround iob 
exists, the monitor prints an error message (.F?). Otherwise, control remains 
with the foreground job until redirected to the backgroimd job (with CTRL/B), 
or redirected to a system job (with CTRL/X), or until the foreground job termi- 
nates. In multi-terminal systems, CTRL/F has no special meaning if the fore- 
ground console is not shared. CTRL/F has no special meaning when used under 
a single-job monitor, or when a SET TT NOFB command is in effect. 

Causes RT-11 to suppress terminal output while continuing program execu- 
tion. CTRL/O echoes as 'O on the terminal. RT-11 reenables terminal output 
when one of the following occurs: 

1. You type a second CTRL/0. 

2. You return control to the monitor by typing CTRL/C or by issuing the 
.EXIT request in your program. 

3. The running program issues a .RCTRLO programmed request (see the 
RT-11 Programmer's Reference Manual). RT-11 system programs reset 
CTRL/0 to the echoing state each time you enter a new command string. 

Note that when you are using CTRL/0 under the single-job monitor, the system 
can print an extraneous character after the monitor echoes the CTRL/0 and a 
carriage return/line feed. 



(continued on next page) 
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Table 3—4: Special Function Keys (Cont.) 



Key 



Function 



CTRL/Q 



CTRL/S 



CTRL/U 



CTRL/X 



CTRL/Z 



DELETE 

or 
RUBOUT 



Resumes printing characters on the terminal from the point printing pre- 
viously stopped because of a CTRL/S. CTRL/Q does not echo and has no special 
meaning imder a multi-terminal SJ or FB monitor if a SET TT NOP AGE com- 
mand is in effect. 

Temporarily suspends output to the terminal until you tjrpe a CTRL/Q. CTRL/S 
does not echo. Under a multi-terminal SJ or FB monitor, CTRL/S is not inter- 
cepted by the monitor if TT NOP AGE is in effect. 

Deletes the current input line and echoes as *U followed by a carriage return at 
the terminal. (The current line is defined as all characters back to, but not 
including, the most recent line feed, CTRL/C, or CTRL/Z.) 

Causes the system to prompt you for a job name, then to direct all keyboard 
input to the system job you specify. When you type CTRL/X, the system prints 
Job? at the terminal. Specify the system job name (or logical job name) of the 
system job to which you want to direct input. Specify B or F to direct keyboard 
input to the background or foreground job, respectively. If the specified job does 
not exist, the system prints a question mark (?), otherwise it prints the system 
job neime at the terminal. Control remains with the specified system job imtil 
the job terminates, or control is redirected to the background job (with 
CTRL/B), the foreground job (with CTRL/F), or another system job (with 
CTRL'X). CTRL/X has no special meaning when used with a monitor that does 
not have system job support or when SET TT NOFB. 

Terminates input when used with the terminal device handler (TT). It echoes 
as 'Z on the terminal. The CTRL/Z itself does not appear in the input buffer. 
Note that because CTRL/Z is a line terminator, you cannot delete it, once typed. 
If TT is not being used, CTRL/Z has no special meaning. 

Deletes the last character from the current line and echoes a backslash plus the 
character deleted. Each RUBOUT succeeding DELETE deletes and echoes 
another character. The system prints an enclosing backslash when you type a 
key other than DELETE. This erasure is performed from right to left up to the 
beginning of the current line. If you are using a video display terminal and you 



V.01T0 icciiorl +V.Q HTHT TT SPOPT? rnrrs-m^rsA FIFT FTF. cyr-ioc^o ^Vio^o^fo 



ri+V. 



backspace, space, backspace sequence. Your corrections appear on the screen; 
RUBOUT does not enclose them with backslash characters. 



3.7 Foreground/Background Terminal I/O 

Console input and output under FB are independent functions; therefore, 
you can type input to one job while another job prints output. You may be in 
the process of typing input to one job when the system is ready to print out- 
put from another job on the terminal. In this case, the job that is ready to 
print interrupts you and prints the message on the terminal; the system 
does not redirect input control to this job, however, unless you type a 
CTRL/B, CTRL/F, or CTRL/X, whichever applies. If you type input to one job 
while another has output control, the system suppresses the echo of the 
input until the job accepting input gains output control; at this point, all 
EccumuiaL6u inpUt ecuoes. 
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If the two jobs are ready to print output at the same time, the job with the 
higher job number has priority. For example, in an FB system, the system 
prints output from the foreground job until it encounters a line feed. Each 
time the system prints a line feed, it checks to see if the foreground job (or, in 
a monitor with system job support, any higher priority job) has output; if so, 
the system gives control to the highest priority job that is ready to print. 

When the foreground job terminates, control reverts automatically to the 
background job. 



3.8 Type-ahead Feature 



The monitor has a type-ahead feature that lets you enter terminal input 
while a program is executing. For example: 

.DIRECTORY/PRINTER 
DATE 

While the first command line is executing, you can type the second line. 
Although the system echoes the characters you type immediately after you 
type them, the system stores this terminal input in a buffer and uses it when 
the system completes the first operation. 

If type-ahead input exceeds the input buffer capacity (usually 134 charac- 
ters), the terminal bell rings and the system accepts no characters until a 
program uses part of the type-ahead buffer, or until you delete characters. 
No input is lost. Type-ahead is particularly useful when you specify multiple 
command lines to system programs. 

Note that after you bootstrap any RT-11 monitor, the system does not recog- 
nize the type-ahead feature until either the keyboard prompting character 
(.) prints or the startup indirect command file begins executing. If you type 
ahead prior to this, the system either ignores or truncates your t3T)e-ahead. 

If you type a single CTRL/C while the system is in this mode, the system 
puts CTRL/C into the buffer. The program currently executing exits when it 
makes a terminal input request. Typing a double CTRL/C returns control to 
the monitor immediately. If you terminate a job by typing two CTRL/Cs,the 
system discards any unprocessed type-ahead. 
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Chapter 4 
Keyboard Commands 



Keyboard commands allow you to communicate with the RT-11 system. 
You enter keyboard commands at the terminal in response to the keyboard 
monitor dot (.), and the operating system invokes the appropriate system 
programs to service these commands. 

This chapter uses some symbolic conventions to describe the monitor com- 
mand language. The preface to this manual contains a more detailed list of 
the symbolic conventions used throughout the manual. You should familiar- 
ize yourself with the symbols and their meaning before reading this chapter. 



4.1 Command Syntax 



The system accepts commands as either: (1) a complete string containing all 
the information necessary to execute a command, or (2) as a partial string. 
In the latter case the system prompts you to supply the rest of the informa- 
tion. Terminate each command with a carriage return. 

The general syntax for a command is: 

command[/option. . . ] input-filespec[/option. . . ] 
output-filespec[/option. . .] 

or 

command[/option...] 

promptl? input-fiiespec[/option. . .] 

prompt2?output-filespec[/option...] 

where: 

command is the command name 

/option represents a command qualifier that specifies the 

exact action to be taken. Any option you supply 
immediately following the command applies to the 
entire command string 

prompt represents the keyboard monitor prompt for more 

information. The keyboard monitor prints an appro- 
priate prompt only if you omit input and/or output 
file or device specifications in the initial command 
line (Note that not all keyboard monitor commands 
print prompts.) 

input-filespec represents the file on which the action is to be taken 
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/option represents a file qualifier that specifies more detailed 

information about that particular file or action to be 
taken 

output-filespec represents the file that is to receive the results of the 
operation 

/option represents a file qualifier that specifies more detailed 

information about that particular file or action to be 
taken 

In the alphabetical listing of keyboard monitor commands in Section 4.4, 
each command begins with a graphic presentation of the syntax involved 
(see Figure 4-1 for an illustration of a tsrpical command). These presenta- 
tions provide a ready-reference list of the options that the commands accept, 
as well as information that makes the commands easier to use. The follow- 
ing list describes the conventions used. 

1. Capital letters represent command names or options, which you must 
type as shown. (Abbreviations are discussed later in this section.) 

2. Lower-case letters represent arguments or variables, for which you 
must supply values. For options that accept numeric arguments, the 
system interprets the values as decimal, unless otherwise stated. Some 
values, usually memory addresses, are interpreted as octal; these cases 
are noted in the accompanying text. 

3. Square brackets ([]) enclose options; you can include the item that is 
enclosed in the brackets or you can omit it, as you choose. If a vertical 
list of items is enclosed in square brackets, you can combine the options 
that appear in the list. However, an option set off from the others by 
blank lines (see /BOOT and /DEVICE in Figure 4-1) indicates that you 
cannot combine that option with any other option in the list. 

4. Braces ({ }) enclose options that are mutually exclusive. You can choose 
only one option from a group of options that appear in braces. 

5. It is conventional to place command options (those qualifiers that apply 
to the entire command line) immediately after the command. However, 
it is also acceptable to specify a command option after a file specifica- 
tion. File options (those that qualify a particular file specification) must 
appear in the command line directly after the file to which they apply. 
The graphic representation of each command shows which options are 
file qualifiers, and whether they must follow input or output file 
specifications. 

6. A line such as [NOJQUERY represents two mutually exclusive options: 
QUERY and NOQUERY. 

7. Underlining indicates default options, that is, the option that the sys- 
tem uses if you do not specify any choice of action. 
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Figure 4-1: Sample Command Syntax Illustration 



COPY 


/BOOT |:val| 

(DEVICE 
/FILES 

r /ASCII ] 

/BINARY 
I /IMAGE 
/CONCATENATE 
/EXCLUDE 
/IGNORE 
/INO) LOG 
/NEWFILES 
/PACKED 
/PREDELETE 
/INO] QUERY 
/INO] REPLACE 
/SETDATE 
/SLOWLY 
/SYSTEM 
/WAIT 


(W) input-lilespecs 


/DOS [/OWNER:|nnn,nnnIl' 
(INTERCHANGE 
(POSITION:!! 
/TOPS 
(END:n 
./START:n 


CsP )output-niespec 


'r(ALLOCATE:size 

(DOS 
\ (INTERCHANQEtsizel 

/PQSITIONin 
L/START:n J 





A Slespec represents a specific file and the device on which it is stored. Its 
syntax is: 

dev:filnam.typ 

where: 

dev: represents either a logical device name or a physical device 
name, which is a two- or three-character name from Table 
3-1 

filnam represents the one- to six-character alphanumeric name of 
the file 

.typ represents the one- to three-character alphanumeric file 
type, some of which are listed in Table 3-2 

There are several ways to indicate the device on which a file is stored. You 
can explicitly type the device name in the file specification: 

PXlt TEST, LSI 

You can omit the device name: 

TEST. LSI 

In this case, the system assumes that the file is stored on device DK:. 



4.1 .1 Factoring File Specifications 

If you want to specify several files on the same device, you can use factoring. 
That is, you can enclose multiple file names in parentheses, as in the follow- 
ing example: 

DTO : ( TEST . LST , TESTA . LST r TESTE . LST ) 
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The command shown above has the same meaning as and is easier to use 
than the next command: 

DTO: TEST. LSTrDTO: TESTA. LSTfDTOtTESTB.LST 

When you use factoring the device name outside the parentheses applies to 
each file specification inside the parentheses. Without factoring, the system 
interprets each file specification to be DK.filespec unless you explicitly spec- 
ify another device name. 

Factoring is useful for complicated command lines. It is a general method of 
string replacement that you can use in many different situations. The mon- 
itor uses the following algorithm to interpret command lines that require 
factoring: 

Format of the command line you type: 

Dl Tl (T3 D3 T4 D4...Tn) T2 D2 

Format of the command line after the monitor performs the factoring: 

Dl T1T3T2 D3 T1T4T2 D4...TlTnT2 D2 

In the skeleton examples shown above, the symbols have the following 
meaning: 

D represents a delimiter 

Dl is one of the following delimiters: 

comma 
space 
beginning of line 

D2 is one of the following delimiters: 

comma 
space 
slash 
end of line 

comma 
space 

T represents a text string 

The following example shows how a command line expands after factoring. 
Note that the /SYSTEM option appears only once in the resulting output 
line. 

Original command line: 

COPY DX';FIL.< i i'2)'3> .SYS/SfSTEn RKl* 
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Resulting command line (after factoring): 

COPY DX:FIL1.SYS»DX:FIL2.SYS»DX:FIL3. SYS/SYSTEM RKi: 

NOTE 

There is a restriction on the use of factoring. The command 
string that results from the expansion of the line you enter 
must not exceed 80 characters in length. If you use six- 
character file names and you also use factoring, specify only 
five files in a command line. 



4.1 .2 File Type Specification 

If you omit the file type in a file specification, the system assumes one of a 
number of defaults, depending on which command you issue. The MACRO 
command, for example, assumes a file type of .MAC for the input file specifi- 
cation, and the PRINT command assumes .LST. Some commands (such as 
COPY) do not assume a particular file type, and may assume a wildcard 
default (see Section 4.2). If you need to specify a file that has no file t3T)e in a 
command that assumes a default file type, type a period after the file name. 
For example, to run the file called TEST, type: 

RUN TEST. 

If you omit the period after the file name, the system assumes a .SAV file 
type and tries to execute a file called TEST.SAV. 

You can enter up to six input files and up to three output files for some com- 
mands. If the command string does not fit on one line of your terminal, use 
the hyphen (-) continuation character as the last character in the line to 
break the string into smaller sections. Use a carriage return to terminate 
the command string. Note that there is still a limit of 80 characters for an 
expanded command line. 

Some of the command and file options are mutually exclusive. You should 
avoid using combinations of options that give contradictory instructions to 
the system. For example, 

.HELETE/QUERY/NOQUERY TEST. LST 

This command is not meaningful. Some mutually exclusive options are less 
obvious; these are noted, where necessary, in the list of options following 
each command and are enclosed by braces ({ }) in the graphic representa- 
tions of the command syntax. 



4.1 .3 Abbreviating Keyboard Commands 

Although the keyboard monitor commands are all English-language words 
and therefore easy to use, it can become tedious to type words like CROSS- 
REFERENCE and ALLOCATE frequently. You can use as abbreviations 
the minimum number of characters that are needed to make the command 
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or option unique. Table B— 1 in Appendix B lists the minimum abbreviations 
for the commands and options. Note also that in Section 4.4, the abbrevia- 
tions are in red. 

An easy way to abbreviate the commands, and one that is always correct, is 
to use the first four characters or the first six characters if the qualifier 
starts with NO. For example: 

CONCATENATE can be shortened to CONC 

NOCONCATENATE can be shortened to NOCONC 

The system prints an error message if you use an abbreviation that is not 
unique. For example, typing the following command produces an error, 
because C could mean COPY or COMPILE. 

C TEST.I..ST 



4.1.4 Keyboard Prompts 

The prompting form of the command may be easier for you to learn if you are 
a new user. If you type a command followed by a carriage return, the system 
prompts you for an input file specification: 

copy/concate:nate 

From? 

You should enter the input file specification and a carriage return: 

DXl : ( TEST . LST y TtrST A , LST ) 

The system prompts you for an output file specification: 

To ? 

You should enter the output file specification and a carriage return: 

DX2; TEST. LST 

The command now executes. 

The system continues to prompt for an input and output file specification 
until you provide them. If you respond to a prompt by entering only a car- 
riage return, the prompt prints again. You can combine the normal form of a 
command with the prompting form, as this example shows: 

.COPY ABC, LST 
To ? DEE. LST 

The system always prompts you for information if any required part of the 
command is missing. You can also enter just an option in response to a 
prompt. The two following examples are equivalent. 
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. COPY • COPY 

From ? *.MAC/NOLOG From ? /NOLOG 

To ? *.BAK From ? #.MAC 

To ? * . BAK 



4.2 Wildcards 



Some commands accept wildcards (% and *) in place of the file name, file 
type, or characters in the file name or file tjrpe. The system ignores the con- 
tents of the wild field and selects all the files that match the remaining 
fields. 

An asterisk (*) can replace a file name: 

*.MAC 

The system selects all files on device DK: that have a .MAC file type, regard- 
less of their name. 

An asterisk (*) can replace a file type: 

The system selects all files on device DK: that are named TEST, regardless 
oftheir file type. 

An asterisk (*) can replace both a file name and a file type: 

The system selects all files on device DK:. 

An embedded asterisk (*) can replace any number of characters in the input 
file name or file type: 

AJKB.MAC 

The system selects all files on device DK: with a file type of .MAC whose file 
names start with A and end with B. For example, AB, AXB, AXYB, etc., 
would be selected. 

The percentage symbol (%) is always considered to be an embedded wild- 
card. It can replace a single character in the input file name or file type: 

A"/»B,MAC 

The system selects all files on device DK: with a file type of .MAC whose file 
names are three characters long, start with A, and end with B. For example, 
AXB, AYB, AZB, etc., would be selected. 

Table 4-1 lists commands that support wildcards. 
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Table 4-1: Commands Supporting Wildcards 



Command 


Specification 


Input File 


Output File 


COPY 


X 


X 


DELETE 


X 




DIRECTORY 


X 




HELP 


X 




PRINT 


X 




RENAME 


X 


X 


TYPE 


X 





For commands that support wildcards the system has a special way of inter- 
preting the file specifications you type. You can omit certain parts of the 
input and output specifications, and the system assumes an asterisk (*) for 
the omitted item. Table 4-2 shows the defaults that the system assumes for 
the input and output specifications of the valid commands. 

Table 4-2: Wildcard Defaults 



Command 


Default 


Input 


Output 


COPY, RENAME 
DIRECTORY 
PRINT, TYPE 
DELETE 


* * 

DK:*.* 
*.LST 
filnam.* 


* * 



1? or example, ii you neea to copy an tne nies caiiea M Y FKUii trom OK: to 
DXl:, use this command: 

.COPY/NOQUETRY MYPROG DXlt 

The system interprets this command to mean: 

.COPY/NOQUERY DK J MYPROG.* DXl J*.* 

The system copies all the files called MYPROG, regardless of their file tj^e, 
to device DXl: and gives them the same names. 

If you need a director}' listing of all the files on device DK:, type the follow- 
ing command: 

.DIRECTORY 

The system iiiLerprets this coiiiinaiid Lo iiieaii: 

•DIRECTORY DKS*,* 
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To list on the printer all the files on device DK: that have a .LST file type, 
use this command: 

.PRINT - riKt 

.PRINT riK:*a..sT 

To delete all the files on device DK: called MYPROG, regardless of their file 
tjrpe, use this command: 

.riELETE/NOQUERY MYPROG 

The system interprets this to mean: 

.DELETE/NOQUERY UK: MYPROG.* 

You can use the SET WILDCARDS EXPLICIT command (described in Sec- 
tion 4.4) to change the way the system interprets these commands. 



4.3 indirect Files 



You can group together as a file a collection of keyboard commands that you 
want to execute sequentially. This collection is called an indirect command 
file, or indirect file. Indirect files are best suited to perform tasks that 
require a significant amount of computer time and that do not require your 
supervision or intervention. Any series of commands that you are likely to 
type often can also run easily as an indirect file. The indirect file concept is 
similar to BATCH processing. Although indirect files lack some of the capa- 
bilities of BATCH, they are easier to use, use the same commands as normal 
operations, and generally require less memory overhead than the BATCH 
processor. (RT-11 BATCH is described in Appendix A of this manual.) This 
section describes how to create indirect files and how to execute them. 



4.3.1 Creating Indirect Files 

Create an indirect file by using the EDIT/CREATE command described in 
Section 4.4. It is conventional to use a .COM file type for an indirect file, but 
you can choose any file name that you wish. Structure the lines of text to 
look like keyboard input, placing one command on each line of the file and 
terminating each line with a carriage return. Do not include the prompt 
character (.) in the line. Any keyboard monitor command you can type at the 
terminal you can also include in an indirect file. The following file, for 
example, prints the date and time, and creates backup copies of all FOR- 
TRAN source files: 

DATE 
TIME 
COPY *.FOR *.BAK 

Control returns to the monitor at the console terminal after this indirect file 
executes. 
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In addition to using the keyboard monitor commands, you can also run one 
of the RT-11 system utility programs in an indirect file. In this case, struc- 
ture your input to conform to the Command String Interpreter syntax 
described in Chapter 6. Do not include the CSI asterisk (*) in any line that 
provides input or output to a utility program. The following file starts the 
directory system utility program and lists the directory of two devices on the 
line printer. 

R DIR 

Lp;:=CT0s/c:3 
Lp;-=riTi:/c:3 

"C 

Note that the last command line is *C. This is not the standard CTRL/C 
sequence you enter by holding down the CTRL key and typing a C. Rather, 
it is a readable character sequence that consists of two separate characters: 
a circumflex (uparrow) followed by a C. This sequence represents CTRL/C in 
indirect files. This sequence terminates the directory program so that con- 
trol returns to the monitor when the indirect file finished executing. Other- 
wise, the directory program would be left waiting for input from the console 
terminal when the indirect file finished executing. 

Remember to terminate the last command line with a carriage return, as 
you ¥,'ould any other line. 

NOTE 

If you have a small (12K) configuration or a very large 
indirect command file, use frequent CTRL/Cs in your 
indirect files. When the system processes an indirect file, it 
first places each line in a special memory buffer. This mem- 
ory buffer must expand to accommodate each line in an 
indirect file, and if there are too many lines before the sys- 
tem reaches a CTRL/C, the processor's memory area may 

uocuiiic; lAxicu. X xcLvxixg a. \y a. A.K±-ii \j c^voi-j^ boii ux o\j xxxico avoxuo 

this problem. 

Some commands normally require a response from you as they execute. The 
INITIALIZE command, for example, prints the Are you sure? message and 
waits for you to type Y and a carriage return before it executes. The 
DELETE command also requests confirmation from you before it deletes a 
file. There are three ways to control interaction with the executing com- 
mand. One way is to use the /NOQUERY option on each command that 
allows it. This option suppresses the confirmation messages entirely when 
you use the command in an indirect file. 

Another method of interacting applies to a command like DELETE. This 
command can have a variable number of confirmation queries, especially if 
you use a wildcard in the file specification. This type of command accepts 
your responses directly from the terminal and allows you to make a decision 
before deleting each file. However, in this case the indirect file cannot oper- 
ate unattended. 
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There is yet another way to deal with commands that require a response 
from you. Both the INITIALIZE and LINK commands have options that 
cause the system to prompt you for data. This section describes two methods 
of responding to these prompts, where more than just a Y response is 
required. The INITIALIZE command with the A^OLUMEID option permits 
you to specify a volume ID and owner name for a device. You can place your 
responses in the indirect file, as this example shows: 

INITIALIZE/NOaUERY/VOLUMEID DTt 

TAF-E6 

PAYROLL 

You can change the indirect file so that the prompts appear on the console 
terminal and you can type your responses there: 

INITIALIZE/NOaUERY/VGLUMEin DT! 
"C 

The ''C informs the system that the responses are to be entered at the termi- 
nal. Execution of the indirect file pauses until you enter the responses. 

Similarly, the LINK command lets you specify some data either in the 
indirect file or from the console terminal. The following example contains 
the response to the TRANSFER prompt. 

LINK/TRANSFER MYPROGsOOT 
O.ODT 

You can specify the same information interactively, as this example shows: 

LINK/TRANSFER MYPROC » ODT 
"C 

The ''C informs the system that the response to the prompt is to be entered 
at the terminal. Execution of the indirect file pauses until you enter your 
response. 

You can specify overlays to the LINK command by either of these two meth- 
ods. The following indirect file links an overlaid program consisting of a root 
module and four overlay modules that reside in two overlay segments. 

LINK/PROMF'T ROOT 
OMRl/On. 
0VR2/0 : :l. 
0VR3/0:2 
OVRA/O'.?.// 

Note in the above example that two slashes (//) terminate the module list. 
You can also enter all or part of the overlay information interactively, as 
this example shows: 

LINK/F'ROMFT ROOT 

OVR 1/0:1 

"C 
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The *C informs the system that more overlay information is to be entered 
from the terminal. Execution of the indirect file pauses when the system 
requires the information. Respond to the asterisk prompt by entering the 
overlay information. Terminate the last overlay line with two slashes (//). 
Execution of the indirect file then proceeds. Chapter 11 describes the LINK 
program and explains how to use overlays. 

If you need to link more than six modules, you can specify the extra modules 
on the next line in the indirect file, as this example shows: 

LINK/PROMPT FILlrFIL2fFIL3.FIL4»FIL5FFIL6 
FIL7»FIL8// 

Or, you can enter the extra modules from the terminal: 

LINK/PROHPT FIL1.FIL2»FIL3»FIL4»FIL5.FII...6 

Execution of the indirect file pauses until you enter the remaining module 
names. Remember to follow the last name with two slashes (//). 

You can include comments in an indirect file to help you document your 
work. These comments do not print on the console terminal when the 
indirect file executes. You begin each line of comment with an exclamation 
point (!). The system ignores any characters it finds between the exclama- 
tion point and the end of the current line. The following example shows an 
indirect file that contains comments. 

! INDIRECT FILE 

DATE ! PRINT DATE 

TIHE ! PRINT TIME 

RENAME *.MAC *.BAK ! SAVE .MAC FILES 

ePROCES ICALL ANOTHER INDIRECT FILE 

DIRECTORY M..IST DIRECTORY OF DK : 



NOTE 

You cannot place in indirect files responses to prompts that 
result in destruction of data. For example, you cannot use 
the INITIALIZE command followed by a Y on the following 
line in an indirect file. Commands like INITIALIZE and 
DELETE require responses that you must enter at the ter- 
minal. (You can avoid the need for a response by using the 
/NOQUERY option.) 



4.3.2 Executing Indirect Files 

You can execute indirect files under the SJ monitor, or in the background 
area under the FB or XM monitor. 
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To execute an indirect file, specify a command string according to the follow- 
ing syntax: 



@filespec 
where: 



is the monitor command that indicates an indirect file 



filespec represents the name and file tjrpe of the indirect file, as 
well as the device on which it is stored. The default file 
type is .COM 

If you omit the device specification, DK: is assumed. If you specify any other 
block-replaceable device, the monitor automatically loads the handler for 
that device. It is conventional to tsTpe the indirect file command directly in 
response to the monitor's prompt, as this example shows: 

.eiNDCT 

However, you can place the indirect command anywhere in a keyboard mon- 
itor command string, as long as it is the last element in the string, not 
including comments. For example: 

.DELETE/NOaUERY eiNDCT ! COMHENTS 

This is a valid command string. The first line of the file should contain the 
list of files to be deleted. In the example above, assume the first line of the 
indirect file is: 

* . BAK 

This is the command that will actually execute: 

riELETE/NOQUERY * , BAK 

Check your indirect file carefully for errors before you execute it. When the 
monitor or any program that has control of the system encounters an illegal 
command line, or if an execution error of any kind occurs, that particular 
line does not execute properly. Execution of the indirect file does proceed, 
however, until any program that may be running relinquishes control to the 
monitor. Be careful of this if you run a system utility program in an indirect 
file, as this example shows: 

R PIP 

rixi:*.*=Dxo!*.* 

riXO;)K*MAC/D 
PRINT riXO?*,I...ST 



If device DXl: becomes full before all the files from DXO: are copied to it, the 
second line of the indirect file does not execute completely. Execution then 
passes to the next line and the system deletes all MACRO files from DXO:. 
The "C returns control to the monitor, which aborts the rest of the indirect 
file. This example shows that it is possible to destroy files accidentally 
because of the way indirect files execute. To be safe, use only keyboard mon- 
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itor commands in an indirect file. This way the monitor regains control after 
each operation and can abort the indirect file as soon as it detects an error. A 
better way to perform the same operations as the indirect file shown above is 
as follows: 

COPY rixo:*,* nxi:*.* 

DELETE DXO U.MAC 
PRINT riXOJ*,I..ST 

You can use the SET ERROR command, described in Section 4.4, to define 
the severity of error that causes an indirect file to stop executing. 

Normally, as each line of an indirect file executes, it echoes on the console 
terminal so that you can observe the progress of the job. However, you can 
use the SET TT QUIET command, described in Section 4.4, to suppress this 
printout. In this case, only the prompting messages, if any, print. You can 
stop execution of an indirect file at any time by typing two CTRL/C charac- 
ters. Control returns to the monitor and you can enter a new command. You 
can also abort the indirect file by typing a single CTRL/C in response to a 
query or prompt. If you use an indirect file to execute a MACRO program, 
read the appropriate section in the RT-11 Programmer's Reference Manual 
to learn about certain restrictions on using the .EXIT call with indirect files. 

You can call another indirect file from within an indirect file. This procedure 
is called nesting. Restrict nesting to three levels of indirect files (see the 
RT-11 Installation and System Generation Guide for details on selecting the 
indirect file nesting depth). The following example shows two-level nesting. 
Assume a programmer types this command at the console terminal in 
response to the monitor's prompt: 

SFIRST 

The file FIRST.COM contains these lines: 



DATE 

TIME 

COPY *.MAC *.BAK 

eSECOND 

PRINT C 

u 1 K E L T u K T / P K i hi T E K Ii K ; 

DELETE/NOQUERY *.MAC 



When this file executes it calls another indirect file, SEC0ND.COM, which 
contains this line: 

MACRO/CROSSREFERENCE AiB+C/LlST 

When file SEC0ND.COM finishes executing, control returns to file 
FIRST.COM, at the line following the indirect file specification. 
FIRST.COM then prints the contents of the file C.LST on the line printer, 
followed by a directory listing of device DK:. Then control returns to the 
monitor at the console terminal. 
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SET tt: 


OUIET 


SET tt: 


SCOPE 


SET TT : 


TAB 


eCOMHON 




SET tt; 


NOQUIET 



4.3.3 Startup Indirect Files 

Section 3.1 introduced the startup indirect command files: STARTS.COM 
(for SJ), STARTF.COM (for FB), and STARTX.COM (for XM). Each monitor 
automatically invokes its own indirect command file when you bootstrap the 
system, and you can modify these files to perform standard system con- 
figurations. Since many of the system parameters are reset by a bootstrap 
operation (see the SET command, Section 4.4), you should use the startup 
indirect files to set the system parameters you normally use. For example, if 
you use the FB monitor and have a visual display console terminal that sup- 
jports hardware tabs, add the SET TT: SCOPE and SET TT: TAB commands 
to the file STARTF.COM. You could also include a SET TT: QUIET com- 
mand at the beginning of STARTF.COM and a SET TT: NOQUIET com- 
mand at the end to suppress extra type-out at bootstrap time. If you have a 
list of commands that you need to execute, regardless of the monitor you 
bootstrap, include these commands in a separate indirect file, such as COM- 
M0N.COM, and invoke this file from all three startup indirect files. The fol- 
lowing example shows a typical STARTF.COM file. 

ITURN OFF TTY PRINTING 

! PERFORM COMMON OPERATIONS 
ITURN ON TTY PRINTING 

If you use BATCH frequently, use a startup indirect file to assign devices 
and load handlers. You can also use the startup indirect files to run your 
own programs, set the date, or do other housekeeping chores. 



4.4 Keyboard Monitor Commands 

The keyboard monitor commands are your means of communicating with 
the system and controlling the monitor. This section lists the keyboard mon- 
itor commands in alphabetical order. Each command description includes 
the command syntax, a table of valid options, and some sample command 
lines, as well as a general discussion of how to use the command. 

You can type almost all the commands to any of the three monitors. The 
exceptions are FRUN, SRUN, SUSPEND, and RESUME. These are not 
valid for the SJ monitor because they apply to foreground programs. 

Any reference to the background program applies also to the program run- 
ning under the SJ monitor. Any reference to FB operation also applies to the 
XM operation. 

NOTE 

Unless noted otherwise, all numeric values you supply to 
keyboard commands should be in decimal. 
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If you make a mistake in a command line, or if the system cannot perform 
the action you request, an error message prints on your terminal. The error 
message indicates which error occurred; see the RT-11 System Message 
Manual for a more complete description of the error and for the recom- 
mended action to take. The error message also indicates which system util- 
ity program detected the error. For example, if your keyboard monitor 
command line contains a syntax error, the keyboard monitor prints an error 
message. If the utility program the keyboard monitor invokes cannot exe- 
cute a command, that utility prints the error message. 

RT— 11 permits you to remove some of the monitor commands at system gen- 
eration time. If you type a command that is not part of your system, the sys- 
tem prints an error message. 
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APL 

The APL command invokes the APL interpreter. 



Because APL has its own command language, the APL command accepts no 
options and no file specifications. For information on using the APL inter- 
preter, see the APL-11 Programmer's Reference Manual. 
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ASSIGN 



The ASSIGN command associates the logical name you specify with a phys- 
ical device. 



ASSIGN (SPJ physical>device>nain« (SP) logical-device*name 



In the command syntax illustrated above, physical-device-name represents 
the RT-11 standard permanent name that refers to a particular device that 
is installed on your system. Table 3-1 contains a list of these names. The 
term logical-device-name represents an alphanumeric name, from one to 
three characters long, that you assign to a particular device. Note that you 
can not use spaces or tabs in the logical device name. If you type ASSIGN, 
followed by a carriage return, the system prompts: Physical device name?. If 
you follow the physical device name with a carriage return, the system 
prompts: Logical device name?. 

If the logical device name you supply is already associated with a physical 
device, the system disassociates the logical name from that physical device 
and assigns it to the current device. You can assign only one logical name 
with each ASSIGN command, but you can use several ASSIGN commands 
to assign different logical names to the same device. You can also use the 
ASSIGN command to assign FORTRAN logical units to physical devices 
(see the RT-lllRSTSIE FORTRAN IV User's Guide). 

The ASSIGN command simplifies programming. When you write a pro- 
gram, for example, you can request input from a device called INP: and 
direct output to a device called OUT:. When you are ready to execute the 
program, you can assign those logical names to the physical devices you 
need to use for that job. The ASSIGN command is especially helpful when a 
program refers to a device that is not available on a certain system; the 
ASSIGN command allows you to direct input and ouput to an available 
device. 

The following command, for example, causes data that you write to device 
LST: to print on the line printer. 

. ASSIGN LP: lst: 

If your program attempts to access a device by using a logical name (such as 
LST:) and you do not issue an appropriate ASSIGN command, an error 
occurs in the program. 

The following command redirects printer output to the terminal. 

i^PSTCN TTv ! F' S 

The command shown above illustrates how you can run a program that spe- 
cifically references LP: without using a line printer. 
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The next command redefines the default file device. 

. ASSIGN RKi: DKJ 

If you supply a file specification and omit the device name, it now defaults to 
RKI:. Note that this does not affect the default system device, SY:. 

The last example is typical for a system that uses a dual-drive diskette 
device. Several users can share the same system software on DXO: and 
maintain their own data files on diskettes that they run in drive 1. When 
you use the following command, references to files without an explicit device 
name automatically access DXl:. 

. ASSIGN DXiJ DK: 

Use the SHOW command to display logical device name assignments on the 
terminal. 
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B 



The B (Base) command sets a relocation base. To obtain the address of the 
location to be referenced in a subsequent Examine or Deposit command, the 
system adds this relocation base to the address you specify. 



B [ (sp) address] 



In the command syntax shown above, address represents an octal address 
that the system uses as a base address for subsequent Examine and Deposit 
commands. If the address you supply is an odd number, the system decreases 
it by one to make the address even. Note that if you do not specify an 
address, this command sets the base to zero. 

Use the B command when using the Examine and Deposit commands to ref- 
erence linked modules that you have loaded into memory with the GET com- 
mand. (Note that the Base command has no effect on program execution.) 
The system adds the current base address to the value you supply in an 
Examine or Deposit command. You can set the current base address to the 
address where a particular module is loaded. Then you can use the reloca- 
table addresses printed in the assembler, compiler, or map listing of that 
module to reference locations within the module. 

The following command sets the base to 0. 

The next two commands both set the base to 1000. 

.B 1000 
.B 1001 
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BASIC 

The BASIC command invokes the BASIC language interpreter. 



Because BASIC has its own command language, the BASIC command 
accepts no options and no file specifications. For information on using the 
BASIC interpreter, see the BASIC-11 Language Reference Manual. 
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BOOT 



The BOOT command directs a new monitor to take control of the system. It 
can also read into memory a new copy of the monitor that is currently con- 
trolling the system. 



BOOT [/foreign' 
LWAIT 



(sp) lilesp«c 



In the command syntax illustrated above, filespec represents the device or 
monitor file to be bootstrapped. If you omit filespec, the system prompts you 
with Device or file?. The BOOT command can perform either of two oper- 
ations: (1) a hardware bootstrap of a specific device, or (2) a direct bootstrap 
of a particular monitor file that does not use the bootstrap blocks on the 
device. When you bootstrap a volume, make sure that the appropriate device 
handler is present on that volume. 

To perform a hardware bootstrap, specify only a device name in the com- 
mand line. The following devices are valid for this operation: 



DTO: 


-DT7: 


DX0:-DX1: 


RKO 


-RK7: 


PD0:-PD1: 


RF: 




DD0:-DD1: 


SY: 




DL0:-DL3: 


DK: 




DY0:-DY1: 


DPO: 

DSO: 


-DP7: 
-DS7: 


DM0:-DM7: 



You can also boot any of the above storage volumes by specifying its logical 
name, if assigned (see the ASSIGN command). The hardware bootstrap 
operation gives control of the system to the monitor whose bootstrap is writ- 
ten on the device. (You can change this monitor by using the COPY/BOOT 
command.) This example bootstraps the single-job monitor, RTllSJ, whose 
bootstrap information is written on device DK:. 

. BOOT dk; 

RT-1.1,SJ M04.00 

To bootstrap a particular monitor file, specify that file name and the device 
on which it is stored, if necessary, in the command line. SY: is the default 
device, and .SYS is the default file t3T)e. 

You can use the BOOT command to alternate between the single-job and 
foreground/background monitors. When you use the BOOT command to 
change monitors you do not have to reenter the date and time. The system 
clock, however, may lose a few seconds during a reboot. The next example 
bootstraps the foreground/background monitor on device SY:, which is cur- 
rently RKO:. 

, BOOT FrniFB 
RT-llf'B V04.00 
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/FOREIGN Use this option to boot a pre- version 4 volume or a non-RT-1 1 
system. You may not specify a file name with /FOREIGN. The /FOREIGN 
option does not preserve the date or time. 

/WATT The /WAIT option is useful if you have a single-disk system. When 

J.T_'_ J.* J.1 J 1—11.1 -A XT Tli^/^m - -1 1 i i1 

yuu U6se uiis opuuii, uie systeui ixiitiiiLes tne dkjkji proceaure out tnen 
pauses and waits for you to mount the volume you want to bootstrap. When 
the system pauses, it prints Mount input volume in <device>; Continue? at 
the terminal, where <device> represents the device into which you mount 
the volume. Mount the volume you want to bootstrap, then type Y followed 
Dy a carriage return. 

The following sample command line boots an RK05 disk: 

•BOOT/UIAIT RKOJ 

Mount input volume in RKOJ? Continue? y 
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CLOSE 



The CLOSE command closes and makes permanent all output files that are 
currently open in the background job. 



CLOSE 



The CLOSE command accepts no options or arguments. 

You can use the CLOSE command to make tentative open files permanent; 
otherwise, they do not appear in a normal directory listing and the space 
associated with the files is available for reuse. The CLOSE command is par- 
ticularly useful after you type a CTRL/C to abort a background job. You can 
also use it after an unexpected program termination to preserve any new 
files that were being used by the terminated program. Note that the CLOSE 
command has no effect on a foreground job and that you cannot use CLOSE 
on files opened on magnetic tape or cassette. 

The CLOSE command does not work if your program defines new input or 
output channels (with the .CDFN programmed request). Because CTRL/C or 
.EXIT resets channel definitions, the CLOSE command has no effect on 
channels it does not recognize. 

The following example shows how the CLOSE command makes temporary 
files permanent. 

•R PROG 



•CLOSE 
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COMPILE 



The COMPILE command invokes the appropriate language processor to 
assemble or compile the files you specify. 



/LIST tfilespec) |/ALLOCATE:sizel 

JtNOI OBJECT [:f llespec] [MLLOCATE:size] 



/DiSCi. 

'/ALPHABETIZE 

/CROSS REFERENCE 

/WOl LINENUMBEHS 

/ONDEBUG 

/INO) WARNINGS 
/FORTRAN 
'/CODEAype 

/DIAGNOSE 

/EXTEND 

/HEADER 

/I4 

/|N0) LINENUMBERS 

/ONDEBUG 

/INO] OPTIMIZE [:type] 

/RECORQileiigih 

/SHOW |:valus] 

/STATISTICS 

/INO] SWAP 

/UNITS:n 

/INO] VECTORS 

/WARNINGS 



/CROSSREFERENCE |:typ«|. .:type]] 
/DISABLE:value I ...lvalue] 
/ENABLE:valueI. ..:valual 
/INO] SHOWnralue 



C SP) lilsspsc r /LIBRARY 1 
[_ /PASS:1 J 



In the command line shown above, filespecs represents one or more files to be 
included in the assembly or compilation. The default file types for the output 
files are .LST for listing files and .OBJ for object files. The defaults for input 
files depend on the particular language processor involved and include 
.MAC for MACRO files, .FOR for FORTRAN files, and .DEL for DIBOL files. 

To compile (or assemble) multiple source files into a single object file, sepa- 
rate the files by plus ( + ) signs in the command line. Unless you specify oth- 
erwise, the system creates an object file with the same name as the first 
input file and gives it an .OBJ file type. To compile multiple files in inde- 
pendent compilations, separate the files by commas (,) in the command line. 
This generates a corresponding object file for each set of input files. You can 
combine up to six files for a compilation producing a single object file. 

Language options are position-dependent — that is, they have different 
meanings depending on where you place them in the command line. Options 
that qualify a command name apply across the entire command string. 
Options that follow a file specification apply only to the file (or group of files 
separated by plus signs) that they follow in the command string. 

You can specify the entire COMPILE command as one line, or you can rely 
on the system to prompt you for information. The COMPILE command 
prompt is Fi/es?. 
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There are three ways to estabhsh which language processor the COMPILE 
command invokes. 

1. Specify a language-name option, such as /MACRO, which invokes the 
MACRO assembler. 

2. Omit the language-name option and explicitly specify the file type for 
the source files. The COMPILE command then invokes the language 
processor that corresponds to that file type. Specifying the file 
SOURCE. MAC, for example, invokes the MACRO assembler. 

3. Let the system choose a file type of .MAC, .DBL, or .FOR for the source 
file you name. To do this, the handler for the device you specify must be 
loaded. If you specify DX1:A and the DX handler is loaded, the system 
searches for source files A.MAC and A.DBL, in that order. If it finds one 
of these files, the system invokes the corresponding language processor. 
If it cannot find one of these files, or if the device handler associated with 
the input file is not resident, the system assumes a file type of .FOR and 
invokes the FORTRAN compiler. 

If the language processor selected as a result of one of the procedures 
described above is not on the system device (SY:), the system issues an error 
message. 

The following sections explain the options you can use with the COMPILE 
command. 

/ALLOCATE:size Use this option with /LIST or /OBJECT to reserve 
space on the device for the output file. The argument size represents the 
number of blocks of space to allocate. The meaningful range for this value is 
from 1 to 32767. A value of -1 is a special case that creates the largest file 
possible on the device. 

/ALPHABETIZE Use this option with /DIBOL to alphabetize the entries 
in the symbol table listing. This is useful for program maintenance and 
debugging. 

/CODE:type Use this option with /FORTRAN to produce object code that 
is designed for a particular hardware configuration. The argument type rep- 
resents a three-letter abbreviation for the type of code to produce. The legal 
values are: EAE, EIS, FIS, and THR. See theRT-11/RSTS/E FORTRAN IV 
User's Guide for a complete description of the types of code and their 
function. 

/CROSSREFERENCE[:type[...:type]] Use this option with /MACRO or 
/DIBOL to generate a symbol cross-reference section in the listing. This 
information is useful for program maintenance and debugging. Note that 
the system does not generate a listing by default. You must also specify 
/LIST in the command line to get a cross-reference listing. 

With /MACRO, this option takes an optional argument. The argument type 
represents a one-character code that indicates which sections of the cross- 
reference listing the assembler should include. See the MACRO command in 
this chapter for a summary of valid arguments and their meaning. 
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/DIAGNOSE Use this option with /FORTRAN to help analyze an internal 
compiler error. /DIAGNOSE expands the crash dump information to include 
internal compiler tables and buffers. Submit the diagnostic printout to 
DIGITAL with an SPR form. The information in the listing can help the 
DIGITAL programme!^ locate the compiler error and correct it. 

/DIBOL This option invokes the DIBOL language processor to compile the 
associated files. 

/DISABLE:value[...:value] Use this option with /MACRO to specify a 
.DSABL directive. See the MACRO command in this chapter for a summary 
of the arguments and their meaning. See the PDP-11 MACRO Language 
Reference Manual for a description of the directive and a list of all legal 
values. 

/ENABLE:value[...:value] Use this option with /MACRO to specify an 
.ENABL directive. See the MACRO command in this chapter for a summary 
of the arguments and their meaning. See the PDP-11 MACRO Language 
Reference Manual for a description of the directive and a list of all legal 
values. 

/EXTEND Use this option with /FORTRAN to change the right margin 
for source input lines from column 72 to column 80. 

/FORTRAN This option invokes the FORTRAN language processor to 
compile the associated files. 

/HEADER Use this option with /FORTRAN to include in the printout a 
list of options that are currently in effect. 

HA Use this option with /FORTRAN to allocate two words for the default 
integer data type (FORTRAN uses only one-word integers) so that it takes 
the same physical space as real variables. 

/ XjXDXlfXV.JIU' X OiSV^ l/XXJLO uUUJ.OlX VV J.IIJ.J. /xVxX^V^'XtiV^ \i\J J.U.^l.XL>Xl.jr C4. XXXCXWXO XXIL^XCXXjr xxx^^ 

use it only after a library file specification in the command line. The 
MACRO assembler looks first to any MACRO libraries you specify before 
going to the default system macro library, SYSMAC.SML, to satisfy refer- 
ences (made with the .MCALL directive) from MACRO programs. In the 
example below, the two files A.FOR and B.FOR are compiled together, pro- 
ducing B.OBJ and B.LST. The MACRO assembler assembles C.MAC, satis- 
fying .MCALL references from MYLIB.MAC and SYSMAC.SML. It 
produces C.OBJ and C.LST. 

.COMPILE A+B/LIST/OBJECT.MYLIB/LIBRARYf C.MAC/LIST/OBJECT 

/LINENUMBERS Use this option with /DIBOL or /FORTRAN to include 
internal sequence numbers in the executable program. These numbers are 
especially useful in debugging programs. This is the default operation. 

/NOLINENUMBERS Use this option with /DIBOL or /FORTRAN to sup- 
press the generation of internal sequence numbers in the executable pro- 
gram. This produces a smaller program and optimizes execution speed. Use 
this option to compile only those programs that are already debugged; other- 
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wise the line numbers in DIBOL or FORTRAN error messages are difficult 
to interpret. 

/LIST[:filespec] You must specify this option to produce a compilation or 
assembly listing. The /LIST option has different meanings depending on its 
position in the command line. 

If you specify /LIST without a file specification in the list of options that 
immediately follows the command name, the system generates a listing that 
prints on the line printer. If you follow /LIST with a device name, the system 
creates a listing file on that device. If the device is a file-structured device, 
the system stores the listing file on that device, assigning it the first input 
file name and a .LST file type. The following command produces a listing on 
the terminal: 

.coMPiLE/LisrrrTJ a. for 

The next command creates a listing file called A.LST on RK3:. 

.C0MPILE/LIST:RK3J A.MAC 

If the /LIST option contains a name and file type to override the default of 
.LST, the system generates a listing file with that name. The following com- 
mand, for example, compiles A.FOR and B.FOR together, producing files 
A.OBJ and FILEl.OUT on device DK:. 

.COMPILE/FORTRAN/LISTJFrLEIi ,OUT AfB 

Another way to specify /LIST is to type it after the file specification to which 
it applies. To produce a listing file with the same name as a particular input 
file, you can use a command similar to this one: 

.COMPILE/DTBOL AfB/LTSTSRKS? 

The command shown above compiles A.DBL and B.DBL together, producing 
files DK:A.OBJ and RK3:B.LST. If you specify a file name on a /LIST option 

f„ii — — :_ CI .:ti 4-4„„ ;« 4-1 — ,~,„_J i; n- i t-i.^ „ : 

luiiuwiiig a. iiic jspccixii^cii/iuii. ill i/iic ^uuiiiicuiu iiiic, lu llclo tiic iaeuiic iiicaiiiiig 

as when it follows the command. The following two commands have the 
same results: 

.COMPILE/MACRO A/LIST JB 
.COMPILE/MACRO/L I ST S B A 

Both the commands shown above generate as output files A.OBJ and B.LST 
on device DK:. 

Remember that file options apply only to the file (or group of files that are 
separated by plus signs) they follow in the command string. For example: 

. COMPILE A , MAC/L I ST t B . FOR 

This command compiles A.MAC, producing A.OBJ and A.LST on DK:. It 
also compiles B.B'UK, producing B.OBJ on DK:. However, it does not pro- 
duce any listing file for the compilation of B.FOR. 
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/MACRO This option invokes the MACRO assembler to assemble the 
associated files. 

/OBJECT[:fllespec] Use this option to specify a file name or device for the 
object file. Because the COMPILE command creates object files by default, 
the following two commands have the same meaning: 

COMPILE/FORTRAN A 
COMPILE/FORTRAN/OBJECT A 

Both commands compile A. FOR and produce A. OBJ as output. The 
/OBJECT option functions like the /LIST option; it can be either a command 
or a file qualifier. 

As a command option, /OBJECT applies across the entire command string. 
The following command, for example, assembles A.MAC and B.MAC sepa- 
rately, creating object files A.OBJ and B.OBJ on RKl:. 

COMPILE/OBJECT : RKl ! C A v B ) . MAC 

Use /OBJECT as a file option to create an object file with a specific name or 
destination. The following command compiles A.DBL and B.DBL together, 
creating files B.LST and B.OBJ. 

COMPlLE/niBOL A+B/LIST/OBJECT 

/NOOBJECT Use this option to suppress creation of an object file. As a 
command option, /NOOBJECT suppresses all object files; as a file option, it 
suppresses only the object file produced by the related input files. In this 
command, for example, the system compiles A.FOR and B.FOR together, 
producing files A.OBJ and B.LST. It also compiles C.DBL and produces 
C.LST, but it does not produce C.OBJ. 

COMPILE A. FQRiB. FOR/LIST »C.BBL/NOOBJECT/LIST 

/ONDEBUG Use this option with /DIBOL to include a symbol table in the 
object file. You can then use a debugging program to find and correct errors 
in the object file. 

Use /ONDEBUG with FORTRAN to include debug lines (those that have a 
D in column 1) in the compilation. You do not, therefore, have to edit the file 
to include these lines in the compilation or to logically remove them. This 
option means that you can include messages, flags, and conditional branches 
to help you trace program execution and find errors. 

/OPTIMIZE[:type] Use this option with /FORTRAN to enable certain 
options that optimize object code for various conditions. The argument type 
represents the three-letter code for the type of optimization to enable. Table 
4-^ summarizes the codes and their meaning. This option is not available in 
version 2.5 of the FORTRAN compiler. 

/NOOPTIMIZE[:type] Use this option with /FORTRAN to disable certain 
options that optimize object code for various conditions. The argument type 
represents the three-letter code for the type of optimization to disable. Table 
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4-4 summarizes the codes and their meaning. This option is not available in 
version 2.5 of the FORTRAN compiler. 

/PASSrl Use this option with /MACRO on a prefix macro file to process 
that file during pass 1 of the assembly only. Using this option means that 
you can assemble a source program together with a prefix file that contains 
only macro definitions, because these definitions do not need to be redefined 
in pass 2 of the assembly. The following command assembles a prefix file and 
a source file together, producing files PROGl.OBJ and PR0G1.LST. 

.COMPILE/MACRO PREFIX/PASS ! 1+PROGl/LIST/OBJECT 

/RECORD:length Use this option with /FORTRAN to override the 
default record length of 132 characters for ASCII sequential formatted input 
and output. The meaningful range for the argument length is from 4 to 4095. 

/SHOW:value Use this option with /FORTRAN to control FORTRAN list- 
ing format. The argument value represents a code that indicates which list- 
ings the compiler is to produce. Table 4-5 summarizes the codes and their 
meaning. 

Use this option with /MACRO to specify any MACRO .LIST directive. Table 
4-12 summarizes the valid arguments and their meaning. The PDP-11 
MACRO Language Reference Manual explains how to use these directives. 

/NOSHOWrvalue Use this option with MACRO to specify any MACRO 
.NLIST directive. Table 4-12 summarizes the valid arguments and their 
meaning. The PDP-11 MACRO Language Reference Manual explains how 
to use these directives. 

/STATISTICS Use this option with /FORTRAN to include compilation 
statistics in the listing, such as amount of memory used, amount of time 
elapsed, and length of the symbol table. 

/SWAP Use this option with /FORTRAN to permit the USR (User Service 
Routine) to swap over the FORTRAN program in memory. This is the 
default operation. 

/NOSWAP Use this option with /FORTRAN to keep the USR resident 
during execution of a FORTRAN program. This may be necessary if the 
FORTRAN program uses some of the RT-11 system subroutine calls (see 
the RT-11 Programmer's Reference Manual). If the program frequently 
updates or creates a large number of different files, making the USR resi- 
dent can improve program execution. However, the cost for making the USR 
resident is 2K words of memory. 

/UNITS:n Use this option with FORTRAN to override the default number 
of logical units (6) to be open at one time. The maximum value you can spec- 
ify for n is 16. 

/VECTORS This option directs FORTRAN to use tables to access multi- 
dimensional arrays. This is the default mode of operation. 
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/NOVECTORS This option directs FORTRAN to use multiplication oper- 
ations to access multidimensional arrays. 

AVARNINGS Use this option to include warning messages in DIBOL or 
FORTRAN compiler diagnostic error messages. These messages call certain 
conditions to your attention but do not interfere with the compilation. This 
is the default operation for DIBOL. 

/NOWARNINGS Use this option with /DIBOL or /FORTRAN to suppress 
warning messages during compilation. These messages are for your infor- 
mation only; they do not affect the compilation. This is the default operation 
for FORTRAN. 
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COPY 

The COPY command performs a variety of file transfer and maintenance 
operations. 



COPY 


/BOOT I:vall 

/DEVICE 
/FILES 

r /ASCII 
/BINARY 
/IMAGE 

/CONCATENATE 
/EXCLUDE 
/IGNORE 
/[NO] LOG 
/NEWFILES 
/PACKED 
/PREDELETE 
/INO) QUERY 
/INO] REPLACE 
/SETDATE 
/SLOWLY 
/SYSTEM 
/WAIT 


( SP ) input'filespecs 


/DOS [/OWNER:[nnn,nnnB 

/INTERCHANGE 

/POSITION:n 

/TOPS 

/END:n 

/START;n 


( SP )output'filespec 


/ALLOCATE:size 

(DOS 

/INTERCHANQE|:size| 

/POSITION:n 

/START:n 





The COPY command transfers: 

• one file to another file 

• a number of files to a single file by concatenation 

• the contents of a device to another device 

• the contents of a bootstrap to a device 

• the contents of a device to a file and vice versa 

In the command syntax shown above, input-filespecs represents the data to 
copy. The input-filespec can be a device name, if you use the /DEVICE 
option. Otherwise, you can specify as many as six files for input. Output- 
filespec represents the device or file to receive the data. You can specify only 

4-_,,j- J .-: -ci„ 

Normally, commas separate the input files if you specify more than one. 
However, you can separate them by plus ( + ) signs if you want to combine 
them, as the following example shows: 

• COPY A.r-OR+B.FOR K.FOR 

This command combines DK:A.FOR with DK:B.FOR and stores the results 
in DK:C.FOR. 

Note that because of the file protection feature, you cannot execute any 
COPY operations that result in the deletion of a protected file. For example, 
you cannot copy a file from one volume to another if a protected file of the 
same name already exists on the output volume. 
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You can use wildcards in the input or output file specification of the com- 
mand. However, the output file specification cannot contain embedded wild- 
cards. Note that for all operations except CONCATENATE, if you use a 
wildcard in the input file specification, the corresponding output file name or 
file tjrpe must be an asterisk (*). This example uses wildcards correctly: 

.COPY AXB.MAC *.BAK 

In the CONCATENATE operation, the output specification must represent 
a single file. Therefore, no wildcards are allowed. 

You can enter the COPY command as one line, or you can rely on the system 
to prompt you for information. If you type COPY followed by a carriage 
return, the system prompts From'?. If you tj^e the input specification fol- 
lowed by a carriage return, the system prompts To?. 

The system has a special way of handling system (.SYS) files and files that 
cover bad blocks (.BAD files). The system requires you to use the /SYSTEM 
option when you need to copy system files. You cannot copy system files sim- 
ply by placing wildcards in file specifications. To copy a .BAD file, you must 
specify it by explicitly giving its file name and file type. Since .BAD files 
cover bad blocks on a device, you usually do not need to copy, delete, or oth- 
erwise manipulate these files. You can copy protected files (see RENAME), 
but you cannot copy the protection status of a protected file (except with the 
COPY/DEVICE command). 

NOTE 

If you transfer files to a storage volume that has never been 
initialized with RT-11, a system failure may result. 

The following sections describe the COPY command options and include 
command examples. 

/ALLOCATErsize Use this option after the output file specification to 
reserve space on the device for the output file. The argument size represents 
the number of blocks of space to allocate. The meaningful range for this 
value is from 1 to 32767. A value of-1 is a special case that creates the larg- 
est file possible on the device. 

/ASCII This option copies files in ASCII mode, ignoring and eliminating 
nulls and rubout characters. It converts data to the ASCII 7-bit format and 
treats CTRL/Z (32 octal) as the logical end-of-file on input. Files that consist 
of ASCII-format data include source files you create with the editor, map 
files, and list files. The following example copies a FORTRAN source pro- 
gram from DXO: to DXl:, giving it a new name, and reserving 50 blocks of 
space for it. 

. COPY/ASCt 1 LiXO :MA ( RIX . FOR DXl { TEST . FOR/ALLOCATE 1 50 

/BINARY Use this option to copy formatted binary files, such as .OBJ files 
produced by the assembler or the FORTRAN compiler, and .LDA files pro- 
duced by the linker. The system verifies checksums and prints a warning if a 
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checksum error occurs. If this happens, the copy operation does not com- 
plete. The following command copies a binary file from DK: to a diskette. 

.COPY/BINARY ANAL Y2, OB J BXIJ*.* 

Note that you cannot copy library files with the /BINARY option because a 
checksum error occurs. Copy them in image mode, or when you are creating 
a bootable RXOl system while the current system is on an RX02. 

/BOOT[:val] This option copies bootstrap information from a monitor and 
handler files to blocks and 2 through 5 of a random-access volume, permit- 
ting you to use that volume as a system volume. The optional argument val 
represents a two-letter target system device name that you use when you 
are creating a bootable PDT system volume on a PDP-11, and vice versa. 
You can also use this notation to create a bootable RXOl system while the 
current system is on an RX02 diskette. Note that you cannot combine 
/BOOT with any other option, and that your input and output volume must 
be the same. Also note that you can name your monitor file any name you 
wish. When you perform this operation, you must have the correct device 
handler to go with the volume. For example, to create a bootable RK05 disk, 
you must have the handler file RK.SYS on that RK05. 

To create a bootable system volume, follow the procedure below: 

1. Initialize the volume, using the keyboard monitor command 
INITIALIZE. (Note that if the volume is an RK06/07 or an RLOl/02, you 
should also use the /REPLACE option.) 

2. Copy files onto the volume, using the COPY/SYSTEM command. 

3. Write the monitor bootstrap onto the volume, using COPY/BOOT. 
The following example creates a system diskette. 

♦ iNiTiALixTE nxi : 

DXl t/InitieJ. ize J Are you sure"? Y 

.COPY/SYSTEM DXO;*.* PX;L5*.* 
Files copied; 
DXOJRTllSJ.SYS to DXl t RTl ISJ. SYS 
DXOUiT.SYS to DXISDT.SYS 

Dxo:rix.SYS to dxudx.sys 

DXOJTT.SYS to DX:1:TT,SYS 

nxo:LP,SYS to dxiu..p.sys 

DxotniR.SAV to nxuniR.SAy 
nxotnup.sAV to dxijdup.sam 

IiXOtABC.MAC to DX1;ABC.MAC 
nXOtAAF-.MAC to DXIJAAF.MAC 
DXOtCT.SYS to nXlJCT.SYS 

nxotPiP.SAV to nxitPip.SAU 

nXOJMT.SYS to nXlJMT.SYS 

tiXO:MM.SYS to IiXtJMM.SYS 

nxo ; COMB . hat to dx 1 1 comb . dat 

nXOSRTllFB.SYS to BXl JRTl :I FB. SYS 
.COPY/BOOT DXltRTJJ.FB.SYS DXI. S 
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The device names you can use for the optional argument val are PD, DD, 
DX, and DY. The follov/ing example creates a bootable system diskette for a 
PDT while the current system is on a PDP-11: 

• copy/boot: Pit rixo:RTiisj.SYS dxo: 

The following example creates a bootable system diskette for a PDP-11 
while the current system is on a PDT-1 1/150: 

COPY/BOOT :riX PtHtRTllSJ.SYS PDi; 
i-NOuC tiiat unc iiiOiJiitOi mc Ca±iiiOb rcSiuc; Un a. UiuC-iv. U1143.L' t-Oiiuciiiib cL ua\x bc^t-uux 

error (BSE) if you are doing bad block replacement. If this condition occurs, 
a boot error results when you bootstrap the system. In this case, move the 
monitor so that it does not reside on a block with a BSE error. 

/CONCATENATE Use this option to combine several input files into a 
single output file. This option is particularly useful to combine several object 
modules into a single file for use by the linker or librarian. The following 
command combines all the .FOR files on DXl: into a file called MERGE.FOR 
on DXO:. 

•COPY/CONCATENATE DXl J*. FOR DXOtHERGE.FOR 
Files copiod! 

DXl : A. FOR to dxo: MERGE. FOR 

DXl IB. FOR to DXO t MERGE. FOR 

DXl ;C. FOR to dxo: MERGE. FOR 

Wildcards are illegal in the output file specification. 

/DEVICE This option copies block for block the image of one device to 
another. This option copies all data from one disk to another without chang- 
ing the file structure or the location of the files on the device. This is conven- 
ient in that the bootstrap blocks also remain unchanged. You can also copy 
disks that are not in RT-11 format, as long as they have no bad blocks. If the 

o^To+arvi ai-kr'rmn-i-aya a Kq/I Vilnnt rln-rincp fVio PlOPY/TJP.VTr^Tn nnomfinn it 

prints an error message. However, it then retries the operation and per- 
forms the copy one block at a time. If only one error message prints, you can 
assume that the transfer completed correctly. 

If one device is smaller than the other, the system copies only as many 
blocks as the smaller device contains. For example, if you copy a large vol- 
ume to a smaller one, you copy the entire directory of the input volume, but 
not every file in the input volume. It is possible to copy blocks between disk 
and magtape, even though magtape is not a random-access device. The data 
is stored on tape formatted in IK-word blocks. Because magtape is not file- 
structured, there is room for only one disk image on a magtape. The follow- 
ing command copies an image of DXO: to DXl:. 

.copY/DEyiCE dxo: dxi: 

DXl : /Copy? Are? you sure? Y 

Respond to the query message by typing Y and a carriage return. Any 
response not beginning with Y cancels the command and the COPY oper- 
ation does not proceed. 
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NOTE 

The COPY command does not copy track of diskettes. 
However, this restriction has no impact on any copy oper- 
ations if your diskette was supplied by DIGITAL. 

/DOS Use this option to transfer files between RSTS/E or DOS-11 format 
and RT-11 format. The option must appear in the command line after the 
file to which it appHes. Valid input devices are DECtape and RK05; the only 
valid output device is DECtape. The only other options allowed with /DOS 
are /ASCII, /BINARY, /IMAGE, and /OWNER:[nnn,nnn]. The following 
command transfers a BASIC source file from a DOS-11 disk to an RT-11 
disk. 

.COPY RKtPROG.BAS/EiOS/OUNE:R!i:200r200.T SYt*.* 

The next command copies a memory image file from an RT-11 disk to a 
RSTS/E format DECtape. 

.COPY nuMP.SAU riT:*.*/Dos 

/END:n Use with /START:n and /DEVICE to specify the last block of the 
volume you are copying. The /END:n notation must follow the input file 
specification. The argument n represents a decimal block number. The fol- 
lowing example copies blocks to 500 from RKO: to RKl:, starting at block 
501, in a file named ADAM.MAC: 

.COPY RKO J /START jo/end: 500 RKl t ADAM. MAC/START !S01 

/EXCLUDE This option copies all the files on a device except the ones you 
specify. The following command copies all files from DXO: to DXl: except 
.OBJ and .SAV files. 

.COPY/EXCLUriE DXO: (*.OBJ!*.SAM) DX:!. J*.* 

/FILES Use with /DEVICE to copy a volume to a file on another volume or 
Vice versa. If you use a magtape or casseLLe for the input voiimie, you must 
specify a file name with the input volume. This operation is useful if you 
wish to make several copies of a volume that is on a slow device. You can 

proceed to make copies. Note that when you copy a file to a volume, the 
bootstrap and directory of the output volume are replaced by the equivalent 
blocks of the input file. 

The following example copies diskette DXO: to DLl: as file FLOPPY.BAK: 

.COPY/DEVICE/f- J:LES DXOi DLl {FLOPPY.BAK 

The following example copies file DECTAP.BAK to DDO: 

.COPY/DEyiCE/F:n...ES DECTAP.BAK DDO J 

/IGNORE Use this option to ignore errors during a copy operation. 
/IGNORE forces a single-block data transfer, which you can invoke at any 
other time with the /SLOWLY option. Use /IGNORE if an input error 
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occurred when you tried to perform a normal copy operation. This procedure 
can sometimes recover a file that is otherwise unreadable. If there is still an 
error, an error message prints on the terminal, but the copy operation con- 
tinues. This option is invalid with /DOS, /TOPS, and /INTERCHANGE. 

/IMAGE If you enter a command line without an option, 6r if you use 
the /IMAGE option, the copy operation proceeds in image mode. Use this 
method to transfer memory image files and any files other than ASCII or for- 
matted binary. Note that you cannot transfer memory image files reliably to 
or from paper tape, or to the line printer or console terminal. You can image- 
copy ASCII and binary data with the following restrictions: 

1. For ASCII data, there is no check for nulls. 

2. For binary data, there is no checksum consideration. 

This command copies a text file to a DECtape for storage: 

.CtDPY L.E:TrD[R.rXT DTOJ*.* 

The primary advantage to using /IMAGE is that it is faster than /ASCII and 
/BINARY. 

/INTERCHANGE[:size] This option transfers data in interchange format 
between RT-11 block-replaceable devices and interchange diskettes that 
are compatible with IBM 3741 format. The option must appear in the com- 
mand line after the file to which it applies. If the output file is to be in inter- 
change format, you can specify the length of each record. The arguiaentsize 
represents the record length in characters. The following command trans- 
fers the RT-11 file WAIT.MAC from device DK: to device DXl: in inter- 
change format, giving it the name WAIT.MA. The record length is set to 128 
(decimal) bytes. 

.COPY WAIT. MAC DXl :*.*/INTERCHANGE:: 128. 

/LOG This option lists on the terminal the names of the files that were cop- 
ied by the current command. Normally, the system prints a log only if there 
is a wildcard in the file specification. If you specify /QUERY, the system 
prints the name of each file and asks you for confirmation before the oper- 
ation proceeds. In this case, the query messages replace the log, unless you 
specifically type /LOG/QUERY in the command line. The following example 
shows a copy command line and the resulting log. 

.COPY/LOG DXl : FILE. MAC DXOJFILE.MAC 
Files copied; 

nxiJFiLE.MAC to dxo:file.mac 

/NOLOG This option prevents a list of the files copied from appearing on 
the terminal. 

/NEWFILES Use this option in the command line if you want to copy only 
those files that have the current date. The following example shows a con- 
venient way to back up all new files after a session at the computer. 
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.COPY/NEWFILES *.* DXi:*.* 
Files copied; 
DK:A.FfJR to nXlIA.FOR 
DKtB.FOR to nXltB.FOR 
riKtC.FOR to DXI :C. FOR 

/OWNER:[nnn,nnn] Use this option with /DOS to represent a DOS-11 
user identification code (UIC) for a DOS-11 input device. Note that the 
square brackets are part of the UIC; you must type them. The initial default 
for the UIC is [1,1]. 

/PACKED This option copies files in DECsystem-10, DOS, or interchange 
mode. You can use /PACKED on an input file specification with the /TOPS, 
/DOS, or /INTERCHANGE option to transfer files to RT-11 format. 

/POSITION:!! Use this option when you copy files to or from magtape or 
cassette. The /POSITIONrn option lets you direct the tape operation; you can 
move the tape and perform an operation at the point you specify. For all 
operations, omitting the argument n has the same effect as setting n equal 
to {n is interpreted as a decimal number). Since this option applies to the 
device and not to the files, you can specify one /POSITION:n option for the 
output file and one for the input files. 

For magtape read (copy from tape) operations, the /POSITION:n option 
initiates these procedures: 

1. IfnisO: 

The tape rewinds and the handler searches for the file you specify. If you 
specify more than one file, the tape rewinds before each search. If the 
file specification contains a wildcard, the tape rewinds only once and 
then the handler copies all the appropriate files. 

2. If 71 is a positive integer: 

The handler looks for the file at file sequence number n. If the file it 
finds there is the one you specify, the handler copies it. Otherwise, the it 
prints an error message. If you use a wildcard in the file specification, 
the handler goes to file sequence number n and then begins to look for 
the appropriate files. 

^. iinis-i: 

The handler starts its search at the current position. Note that if the 
current position is not the beginning of the tape, it is possible that the 
file you specify will not be found, even though it does exist on the tape. 

For magtape write (copy to tape) operations, the /POSITION:n option has 
this effect: 

1. IfnisO: 

The tape rewinds before the handler copies each file. A warning mes- 
sage prints on the terminal if the handler finds another file on the tape 
with the same name and file type, and the handler does not copy the file. 

2. If n is a positive integer: 

The handler goes to file sequence number n or to the logical end of tape. 
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whichever comes first. Then it enters the file you specify. If you specify 
more than one file, or if you use a wildcard in the file specification, the 
tape does not rewind before the handler writes each file, and the handler 
does not check for duplicate file names. If the handler finds the sequence 
number n it creates a new logical end of ta'^e. If there are an^ files with 
a sequence number greater than n, they are lost. 

3. If re is -1: 

The handler goes to the logical end-of-tape and enters the file you spec- 
ify. It does not rewind, and it does not check for duplicate file names. 

4. If n is -2: 

The tape rewinds between each copy operation. The handler enters the 
file you specify at logical end-of-tape or at the first occurrence of a dupli- 
cate file name (but if the handler enters the file over the duplicate file, 
you lose everything after that file). 

The handler also has special procedures for handling cassettes. For cassette 
read (copy from tape) operations, the /POSITIONm option initiates these 
procedures: 

1. IfnisO: 

The cassette rewinds and the handler searches for the file you specify. If 
you specify more than one file, or if you use a wildcard in the file specifi- 
cation, the cassette rewinds before each search. 

2. If n is a positive integer: 

The handler starts from the cassette's present position and searches for 
the file you specify. If the handler does not find the file you specify before 
it reaches the nth file from its starting position, it reads the nth file. 
Note that if the starting position is not the beginning of the tape, it is 
possible that the handler will not find the file you specify, even though it 
does exist on the tape. 

3. If n is a negative integer: 

The cassette rewinds, then the handler follows the procedure outlined in 
step 2 above. 

For cassette write (copy to tape) operations, the /POSITION:n has this effect: 

1. If 71 is 0: 

The cassette rewinds and the handler writes the file you specify at the 
logical end-of-tape. The handier automatically deletes any file it finds 
that has the same name and file type as the file you specify. 

2. If n is a positive integer: 

The handler starts from the cassette's present position and searches n 
files ahead, deleting along the way any file it finds that has the same 
name and file type as the file you specify. If the handler does not reach 
the logical end-of-tape before it reaches the nth file from its starting 
position, it enters the file you specify over the nth file and deletes any 
files beyond it on the tape. If the handler reaches the logical end-of-tape 
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before it reaches the nth file, it writes the file you specify at the end-of- 
tape position. 

3. If « is a negative integer: 

The cassette rewinds, then the handler follows the same procedure out- 
lined in step 2 above. 

Chapter 7, Section 7.2.1, contains more detailed information about oper- 
ations involving magtape and cassette. 

/PREDELETE This option deletes a file on the output device that has the 
same name as a file you copy to that device. The system deletes the file on 
the output device before the copy occurs. Normally, the system deletes a file 
of the same name after the copy operation successfully completes. This 
option is useful for operations involving devices that have limited space, 
such as diskette. Be careful when you use the /PREDELETE option; if for 
any reason the input file is unreadable, the output file will already have 
been deleted and you are left with no usable version of the file. Cassette 
devices are valid for input files but not for output. 

/QUERY If you use this option, the system requests confirmation 
from you before it performs the operation. /QUERY is particularly useful on 
operations that involve wildcards, when you may not be sure which files the 
system selected for an operation. The /QUERY option is valid on the COPY 
command only if both input and output are in RT-11 format. Note that if 
you specify /QUERY in a copy command line that also contains a wildcard in 
the file specification, the confirmation messages that print on the terminal 
replace the log messages that would normally appear. You must respond to 
a query message by typing Y (or anything that begins with a Y) and a car- 
riage return. The system interprets any other response to mean NO, and it 
does not copy the file. The following example copies three of the four FOR 
files stored on DK: to DXl:. 

.CnPY/QUEFJY DKt^.FOR IJXl t*.* 



DK ; A , FOR 


to 


nXKA.FOR ? Y 


DKJB.FOR 


to 


DXl ;B. FOR ? Y 


DK J C . FOR 


to 


DXl :C. FOR ? N 


riK:riEMOFi,FOR 


to 


DXltDEHOFl.FOR? Y 



/NOQUERY This option suppresses the confirmation message that the 
system prints for some operations, such as COPY/DEVICE. It also sup- 
presses logging of file names if the command line contains a wildcard. You 
must explicitly type /LOG to obtain a list of the files copied. 

/REPLACE This is the default mode of operation for the COPY command. 
If a file exists on the output device with the same name as the file you specify 
for output, the system deletes the duplicate file after the copy operation suc- 
cessfully completes. 

/NOREPLACE This option prevents execution of the copy operation if a 
file with the same name as the output file you specify already exists on the 
output device. /NOREPLACE is valid only if both the input and output are 
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/SETDATE This option causes the system to put the cxirrent date on all 
files it transfers, unless the current system date is zero. Normally, the sys- 
tem preserves the existing file creation date when it copies a file block for 
block. This option is invalid for operations involving magtape and cassette, 
because the system always uses the current date for tape files. 

/SLOWLY This option transfers files one block at a time. On some devices, 
a single-block transfer increases the chances of an error-fi-ee transfer. Use 
this option if a previous copy operation failed because of a read or write 
error. 

/START[:n] Use with the /DEVICE option to specify the starting block 
and, with /END:n, to specify the last block of the disk you are copying. The 
/STARTrn notation must follow the input or output file specification. The 
argument n with both /START and /END represents a decimal block 
number. 

You can use /START:n with the output file specification to specify the start- 
ing block number for the write operation on the output volume. 

The following example copies blocks 500 to 550 of RKO: to RKl: starting at 
block 100: 

.COPY RKO!/STAf«T:500/ENtU550 RK:I. S/STAfti; 100 

If you do not supply a value with /START, the system assumes the first block 
on the volume. If you do not specify a value with /END, the system assumes 
the last block on the volume. Note that the first block of a file or volume is 
block 0. 

/SYSTEM Use this option if you need to copy system (.SYS) files. If you 
omit this option, the .SYS files are excluded from all operations and a mes- 
sage is printed on the terminal to remind you. 

/TOPS This option transfers files on DECsystem-lO DECtape to RT-11 
format. The option must follow the input file specification. Note that DEC- 
tape is the only valid input device. You cannot perform this copy operation 
while a foreground job is running. Use /PACKED with /TOPS to convert 
from TOPS-IO 7-bit ASCII format to standard PDP-11 byte ASCH format. 
The following command copies in ASCII format all the files named MOD- 
ULE from the DECsystem-10 DECtape DTO: to RT-11 device RKO:. 

.COPY/ASCII DTO : MODULE. */TOPS RKOJ*.* 

/WAIT Use this option on systems that have only a single-disk drive, or on 
systems that have dual drive and the system volume is neither the input nor 
output volume. When you use this option, the system initiates execution of a 
command but then pauses and prints the message Continue'?. At this time, 
you can remove the system disk and mount the disk on which you want the 
operation to take place. When the new disk is loaded, type a Y followed by a 
carriage return to resume the operation. When the operation completes, the 
system prints the Continue? message again. Mount the system volume and 
type a Y followed by a carriage return. The system then prints the keyboard 
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monitor prompt. Make sure PIP and DUP are on your system volume when 
you use the AVAIT option. The AVAIT option is valid with /DEVICE. 

Single-Volume Operation 

If you want to transfer a file between two storage volumes, and you have 
only one drive for that type of storage volume, follow the procedure below. 

1. Enter a command string according to this general syntax: 

COPY AVAIT input-filespec output-filespec 

where output-filespec represents the destination device and file specifi- 
cation, and input-filespec represents the source device and file 
specification. 

2. The system responds by printing the following message at the terminal. 

Mount input volume in <device>» Continue? 

<device> represents the device into which you are to mount your input 
volume. TjT)e a Y followed by a carriage return after you have mounted 
your input volume. 

3. The system continues the copy procedure and prints the following mes- 
sage on the terminal: 

Mount output volume in <device>? Continue? 

4. After you have removed your input volume from the device, mount your 
output volume, then type Y followed by a carriage return. 

5. Depending on the size of the file, the system may repeat the transfer 
cycle (steps 2 and 3) several times before the transfer is complete. When 
the transfer is complete, the system prints the following prompt at the 
terminal: 

Mount system volume in <device>? Continue? 

When you mount your system volume and type a Y followed by a car- 
riage return in response to the last instruction, you terminate the copy 
Gperai/ion. 

Double-Volume Operation 

If you have a small disk system, you can use the AVAIT option for transfer- 
ring files between two non-system volumes. The procedure for transferring 
files this way follows. 

1. With your system volume mounted, enter a command according to the 
following general syntax: 

COPY AVAIT input-filespec output-filespec 

where output-filespec represents the destination device and file specifi- 
cation, and input-filespec represents the source device and file 
specification. 
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2. After you have entered the last command string, the system responds 
with the following prompt: 

Mount input volume in <device>; Continue? 

T3T)e a Y followed by a carriage return when you have mounted the 
input volume: 

3. The system then prints the next instruction for you to mount the output 
volume: 

riount output voiuit!^ ii"! '-^devicB!--"? Continu^T 

Type a Y followed by a carriage return in response to the last message 
after you have mounted the output volume: 

4. Unlike the single-volume transfer, the double-volume transfer involves 
only one cycle of mounting the input and output volumes. When the file 
transfer is complete, PIP prints the following instruction: 

Mount system volume in <device>» Continue? 

When you mount your system volume and type a Y followed by a car- 
riage return in response to the last instruction, you terminate the copy 
operation. 
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CREATE 



The CREATE command creates or extends a file with a specific name, loca- 
tion, and size on the block replaceable volume that you specify. 



CREATE ( SP) filespec 



/START :n |;ALLOCATE:nl 
/EXTENSION:n 



In the command syntax illustrated above, filespec represents the device and 
file specifications of the file you wish to create or extend. If you are using the 
CREATE command to create a file, this command only creates a directory 
entry for the file. This command does not store any data in a file. You must 
specify both the file name and type of the file you wish to create or extend. 

If you type a carriage return after typing CREATE, the system prompts 
File?. 

The following sections describe the options you can use with the CREATE 
command. 

/ALLOCATEtn Use this option following the file specification to allocate 
n blocks for the file you are creating, where n represents a decimal number. 
A value of -1 for n indicates a file of the maximum size available on the vol- 
ume. If you do not use /ALLOCATE, the system assumes one block. 

/EXTENSION:!! Use this option to extend an existing file you specify by n 
blocks, where re is a decimal number. When you use this option following the 
file specification, make sure that there is enough unused space on the vol- 
ume for the size you specify (use the DIRECTORY/FULL command to do 
this). If you do not supply a value with /EXTENSION, the system assumes 
one block. 

The following example illustrates the procedure for extending a file with the 
CREATE command. In this example, BUILD.MAC is extended by 20 blocks. 
First, a DIRECTORY/FULL command determines whether there is avail- 
able space adjacent to BUILD.MAC. 



.DIRECTORY/FULL UXO: 
















05-Dt-C-7V 




















MYPROG.MAC 


36F' 


19- 


-nm- 


-79 


TM .MAC 


25 


27- 


-NOU- 


-79 


VTMAC .MAC 


7 


19- 


-NOV- 


-79 


SYSMACMAC 


41 


19- 


-NOV- 


-79 


< UNUSED > 


25 








RTllSJ.SYS 


67 


19- 


-NOV- 


-79 


TT .SYS 


2 


19- 


•Noy- 


-79 


DX ,SYS 


3 


19- 


-NOV- 


-79 


LELA . LIBM 


:l. 


05- 


-DEC- 


■79 


BUILD ^MAG 


80 


19- 


■nm- 


-79 


< UNUSED > 


199 


















9 Filosf 26 


2 Bloc 


.•ks 
















224 FrHH b:i 


ocks 



















Next the CREATE command extends BUILD.MAC by 20 blocks. 

. CREATE DXO J BUILD . MAC/EXTENSI ON 1 20 
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/STARTm Use this option to specify the starting block number of the file 
you are creating. The argument n represents a decimal block number. If you 
do not use /START, the system uses the first available space on the volume. 

The following example illustrates the procedure for creating a file with the 
CREATE command. In this example, SWAP.SYS is restored after having 
been previously deleted. First, a DIRECTORY/DELETED command estab- 
lishes the starting block numbers of the deleted files on DXO: 

.niRECTORY/DELETED UXOS 

05-nEC-79 
SWAP .SYS 25 19-N0V-79 117 EMPTY. FIL 179 31-0CT-79 315 

Filesj Blocks 

204 Free blocks 

Next, the CREATE command restores SWAP.SYS, starting at block 117, 
and using the /ALLOCATErn option to allocate 25 blocks. 

. CREATE DXO S SWAP , SYS/START 1 1 1 7/ALI...0CATE i 25 

See the RT-11 Software Support Manual for a detailed description of the 
RT-11 file structure. 
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The D (Deposit) command deposits values in memory, beginning at the loca- 
tion you specify. 



D (SPj address = value [,.. . value) 



In the command syntax illustrated above, address represents an octal 
address that, when added to the relocation base value from the Base com- 
mand (if you used one), provides the actual address where the system must 
deposit the values. The argument value represents the new contents of the 
address. If you do not specify a value, the system assumes a value of 0. If you 
specify more than one value and separate the values by commas, the system 
deposits the values in sequential locations, beginning at the location you 
specify. 

The Deposit command accepts both word and byte addresses, but it always 
executes the command as though you specified a word address. (If you spec- 
ify an odd address, the system decreases it by one to make it even.) The 
Deposit command stores all values as word quantities. 

Use commas to separate multiple values in the command line. Two or more 
adjacent commas cause the system to deposit zeroes at the location you spec- 
ify and at the following locations, if indicated. 

Note that you cannot specify an address that references a location outside 
the area of the background job. You can use the D command with GET and 
START to temporarily alter a program's execution. Use the SAVE command 
before START to make the alteration permanent. 

The following command deposits zeroes into locations 300, 302, 304, and 
306. 

.1) 300=!- f> 

The next command sets the base address to 0. 

The following command deposits 3705 into location 1000. 

• n 1000^=--3705 

The next command sets the relocation base to 1000. 

• B 1.000 

The next command puts 2503 into location 1500 (offset of 500 from the lastB 
command) and 22 into location 1502. 

• Ii 500=2503 y 22 
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DATE 

Use the DATE command to set or to inspect the current system date. 



DATE [ (sp) dd-mmm-yyl 



In the command syntax shown above, dd represents the day (a decimal num- 
ber from 1 to 31); mmm represents the first three characters of the name of 
the month; and jy represents the year (a decimal number from 73 to 99). 

To enter a date into the system, as soon as you bootstrap the system specify 
the date in the format described above. The system uses this date for newly 
created files, for files that you transfer to magtape or cassette, and for listing 
files. The following example enters the current date. 

.HATE 18-HAY-77 

To display the current system date, type the DATE command without an 
argument, as this example shows. 

.DATE 
18-May-77 

The FB and XM monitors automatically increment the date at midnight 
each day. The SJ monitor increments the date only if you select timer sup- 
port as a system generation special feature. Note that you can also select 
automatic end-of-month date advancement through system generation. 
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DEASSIGN 



The DEASSIGN command disassociates a logical device name from a phys- 
ical device name. 



DEASSIGN [(sp) kigical-device-nanw) 



In the command syntax illustrated above, logical-device-name represents an 
alphanumeric name, from one to three characters long, that is assigned to a 
particular device. Note that spaces and tabs are not permitted in the logical 
device name. 

To remove the assignment of a particular logical device name to a physical 
device, specify that logical device name in the command line. The following 
example disassociates the logical name INP: from the physical device to 
which it is assigned. 

.DEASSI(3N INPJ 

If you specify a logical name that is not currently assigned, the system 
prints an error message, as this example shows. 

.DEASSTGN INP: 

?KM0N--f"-L.o<3icsl ri3iTie not found 

To disassociate all logical names from physical devices, type the DEASSIGN 
command without an argument. The following example disassociates all 
logical device names (except SY:) from physical devices and resets the log- 
ical names DK: and SY: to represent the system volume. 

.DEASSIGN 

XX x^xx. xo cxooxgxxcu tfvr <x xxuxx-oj^Oi/Cixx \xcvxy,%:^ v^u^^^ CLO x>^l.x., lux CikdllipiC/, I>11C 

following command disassociates DK: from DXl: and restores the default 
association of DK: to SY:, the system device. 

.DEASSIGN DKI 
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DELETE 



The DELETE command deletes the files you specify. 



DELETE 


/DOS 

/INTERCHANGE 

/EXCLUDE 
/LOG 

/newf:les 

/POSmON:n 
/INO] QUERY 
/SYSTEM 
/WAIT 

/ENTRY 


(sp j fllespecs 



In the command syntax shown above, filespecs represents the files to be 
deleted. You can specify up to six files; separate them with commas. You can 
enter the DELETE command as one line, or you can rely on the system to 
prompt you for information. If you omit the file specification, the DELETE 
command prompts Files?. If you delete a file accidentally, it may be possible 
to recover the file if you act immediately (see CREATE). A procedure for 
doing this is described in Chapter 8. 

The system has a special way of handling system (.SYS) files and files that 
cover bad blocks (.BAD files). So that you do not delete system files by acci- 
dent when you use a wildcard in the file specification, the system requires 
you to use the /SYSTEM option when you need to delete system files. To 
delete a .BAD file, you must specify it by explicitly giving its file name and 
file type. Since .BAD files cover bad blocks on a device, you do not need to 
copy, delete, or otherwise manipulate these files. To delete a protected file (a 

the RENAME/NOPROTECTION command. 

Another feature of the DELETE command is that the system unless using 
/LOG or /NOQUERY requests confirmation from you before it deletes a file. 
You must respond to the query message by t3^ing Y followed by a carriage 
return in order to execute the command. 

The following sections describe the options you can use with the DELETE 
command. 

/DOS Use this option to delete a file that is in DOS-11 or RSTS/E format. 
The valid devices for this tjrpe of file are disks or DECtapes. You cannot use 
any other option in combination with /DOS. 

/ENTRY Use this option to delete a job from the queue. Use /ENTRY 
when QUEUE is running as a foreground or system job (see Chapter 20, 
Queue Package). 
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When you use /ENTRY, you do not have to specify the input files in the job, 
only the job name. If you have not specified a job name, the system uses the 
first file name in the job as the job name. The following example deletes 
MILLER from the queue: 

. DELKTE/ENTRY MILLER 

If QUEUE is printing a job when you delete that job, QUEUE immediately 
stops processing that job. 

/EXCLUDE This option deletes all the files on a device except the ones 
you specify. The following command, for example, deletes all files from DXO: 
except .SAV files. 

. riELETE/EXCLUBE DXO : * . SAM 
?PIP-U-No .SYS action 

Files deleted? 

DXOJABC.OLO ? Y 

nXOJAAF.OLD ? Y 

DXOJCOMF. ? Y 

DXO I MERGE, OLD ? Y 

/INTERCHANGE Use this option to delete from a diskette a file that is in 
interchange format. You cannot use any other option with 
/INTERCHANGE. 

/LOG This option lists on the terminal a log of the files that are deleted by 
the current command. Note that if you specify /LOG, the system does not ask 
you for confirmation before execution proceeds (that is, /LOG implies 
/NOQUERY). Use both /LOG and /QUERY to invoke logging and querying. 

/NEWFILES Use this option to delete only the files that have the current 
system date. This is a convenient way to remove all the files that you just 
created in a session at the computer. The following example deletes the files 
created today. 

i D E L E T E / N E W F 1 !... E S .ti X :!, '* : B A K 

Files deleted; 
nxi: MERGE, BAK ? Y 

mrf~\dTmT^'~viwTr t tt ji • i- i t i . r*t ^ 

/n^oiJLixji^iiiij luu can use mis opuon wnen you aeiete nies irom cas- 
sette. It permits you to move the tape and perform an operation at the point 
you specify. Omitting the argument n has the same effect as setting n equal 
to (ra is interpreted as a decimal number). The /POSITION:n option has the 
following effect: 

1. IfnisO: 

The cassette rewinds and the system searches for the file you specify. If 
you specify more than one file, or if you use a wildcard in the file specifi- 
cation, the cassette rewinds before each search. 

2. If n is a positive integer: 

The system starts from the cassette's present position and searches for 
the file you specify. If the system does not find the file you specify before 

it rsarVifts tbp nth filp frnm its sfnr+inor nnQitinn if rlolofoo +V>o »>+V« filo 
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Note that if the starting position is not the beginning of the tape, it is 
possible that the system will not find the file you specify, even though it 
does exist on the tape. 

3. If ra is a negative integer: 

The cassette rewinds, then the system follows the procedure outlined in 
step 2 above. 

/QUERY Use this option to request a confirmation message from the sys- 
tem before it deletes each file. This option is particularly useful on oper- 
ations tiiSt invoxve wiiucarus, Wnen you may nou be compiei/ciy sure WiiiCii 
files the system selected for the operation. This is the default mode of oper- 
ation. Note that specifying /LOG eliminates the automatic query; you must 
specify /QUERY with /LOG to retain the query function. You must respond 
to a query message by typing Y (or anything that begins with a Y) and a car- 
riage return to initiate execution of a particular operation. The system 
interprets any other response as NO; it does not perform the operation. The 
following example shows querying. Only one file is deleted. 

. DELETE/QUERY DX.I. J * . * 

Files deletetiS 
nXlJABC.MAC ? N 
nXlJAAF.MAC '!■ Y 
DXi; MERGE. FOR ? N 

/NOQUERY This option suppresses the confirmation message the system 
prints before it deletes each file. 

/SYSTEM Use this option if you need to delete system (.SYS) files. If you 
omit this option, the system files are excluded from the DELETE operation, 
and a message is printed on the terminal. (Note that the system prints this 
message only when system files might otherwise be included in the 
operation.) 

/WAIT This option is useful if you have a single-disk system. When you 
use this option, the system initiates the DELETE operation but then pauses 
for you to mount the volume on which you want the operation to take place. 
When the system pauses, it prints Mount input volume in <device>; Con- 
tinue?, where <device> represents the device into which you mount the vol- 
ume. When the volume is mounted, type Y followed by a carriage return. 

The following example deletes FILE. MAC from an RK05 disk: 

. DELETE/UIAIT RKO J FILE . MAC 

Mount input volume in RK0J5 Continue? Y 

RKO : FILE. MAC? Y 

Mount system volume in RKOJj Continue? Y 

This option is invalid with /INTERCHANGE and /DOS. 
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DIBOL 



The DIBOL command invokes the DIBOL compiler to compile one or more 
source programs. 



DIBOL 


fLIST [:filespec] [/ALLOCATE:size) 

nNOI OBJECT [:filespec1 l/ALL0CATE:5i2e1 

/ALPHABETIZE 
ICROSSREFERENCE 
/[NO] LINENUMBERS 
/ONDEBUG 
/INOl WARNINGS 


(^ SP ) filespecs 



In the command sjmtax illustrated above, filespecs represents one or more 
files to be included in the compilation. If you omit a file type for an input file, 
the system assumes .DBL. Output default file types are .LST for listing files 
and .OBJ for object files. To compile multiple source files into a single object 
file, separate the files by plus ( + ) signs in the command line. Unless you" 
specify otherwise, the system creates an object file with the same name as 
the first input file and gives it an .OBJ file type. To compile multiple files in 
independent compilations, separate the files by commas (,) in the command 
line. This generates a corresponding object file for each set of input files. 

Language options are position-dependent — that is, they have different 
meanings depending on where you place them in the command line. Options 
that qualify a command name apply across the entire command string. 
Options that follow a file specification apply only to the file (or group of files 
separated by plus signs) they follow in the command string. 

You can enter the DIBOL command as one line, or you can rely on the sys- 
tem to prompt you for information. The DIBOL command prompt is Files'? 
for the input specification. 

The DlBOL-11 Language Reference Manual contains more detailed infor- 
mation about using DIBOL. The following sections describe the options you 
can use with the DIBOL command. 

/ALLOCATE:size Use this option with /LIST or /OBJECT to reserve 
space on the device for the output file. The argument size represents the 
number of blocks of space to allocate. The meaningful range for this value is 
from 1 to 32767. A value of -1 is a special case that creates the largest file 
possible on the device. 

/ALPHABETIZE Use this option to alphabetize entries in the symbol and 
label tables. This is useful for program maintenance and debugging. 

/CROSSREFERENCE This option generates a symbol cross-reference 
section in the listing to which it adds as many as four separate sections to 
the listing. These sections are: (1) symbol cross-reference table, (2) label 
cross-reference table, (3) external subroutine cross-reference table, (4) 
COMMON cross-reference table. Note that the system does not generate a 
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listing by default. You must also specify /LIST in the command line to get a 
cross-reference listing. 

/LINENUMBERS This option generates line numbers for the program 
during compilation. These line numbers are referenced by the symbol table 
segment, label table segment, and the cross-reference listing; they are espe- 
cially useful in debugging DIBOL programs. This is the default operation. 

/NOLINENUMBERS This option suppresses the generation of line num- 
bers during compilation, which produces a smaller program and optimizes 
execution speed. Use this option to compile only programs that are already 
debugged; otherwise the DIBOL error messages are difficult to interpret. 

/LIST[:filespec] You must specify this option to produce a DIBOL com- 
pilation listing. The /LIST option has different meanings depending on 
where you place it in the command line. 

The /LIST option produces a listing on the line printer when /LIST follows 
the command name. For example, the following command line produces a 

. DIBOL/LIST HYPROC!<RET> 

When the /LIST option follows the file specification, it produces a listing file. 
For example, the following command line produces the listing file 
DK:MYPROG.LST after compiling a DIBOL source file: 

. DIBOL MYPROG/LIST<RET> 

If you specify /LIST in the list of options that immediately follows the com- 
mand name, but omit a file specification, the DIBOL compiler generates a 
listing that prints on the line printer. If you follow /LIST with a device 
name, the system creates a listing file on that device. If the device is a file- 
structured device, the system stores the listing file on that device, assigning 

■1+ 4-l-»^ c<<cinn£k -MOTY^^i QQ ^-Vi^i iT^YMTf Til A 1171 + r» o T .ST^ Tilfi '^\7Trt£i ^r\Ck Trtl 1 r*txTi Tk fT r*r\im- 

J.U UJ.1.^^ OCA.XJ.JL^^ XJ-CAXXX^r CAO UXX^ XXXJkrVXU XXXV' «rXi«XX %JL .XJK./ A XXXV/ VJT^X^t X. XX^^ XV/XX\/ VT XXXg V/V^XXX~ 

mand produces a listing on the terminal. 

. DIBOL/LIST :TTt A 

The next command creates on RK3: a listing file called A.LST. 

. DIBOL/LIST:; RK3; A 

If the /LIST option contains a name and file type to override the default of 
.LST, the system generates a listing file with that name. The following com- 
mand, for example, compiles A.DBL and B.DBL together, producing on 
device DK: files A.OBJ and FILE LOUT: 

. niBOL/LISTJFILLl .OU (■ MB 

Another way to specify /LIST is to type it after the file specification to which 
it applies. To produce a listing file with the same name as a particular input 
file, you can use a command similar to this one: 

.DIBOL a+b/list:rk3; 
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The command shown above compiles A.DBL and B.DBL together, producing 
files DK:A.OBJ and RK3:B.LST. If you specify a file name on a /LIST option 
following a file specification in the command line, it has the SEime meaning 
as when it follows the command. The following two commands have the 
same results: 

.niBOL A/LIST.'B 
.niBOL/LISTJB A 

Both commands generate as output files A.OBJ and B.LST. 

Remember that file options apply only to the file (or group of files that are 
separated by plus signs) they follow in the command string. For example: 

.niBOL A/LISTfE 

This command compiles A.DBL, producing A.OBJ and A.LST. It also com- 
piles B.DBL, producing B.OBJ. However, it does not produce any listing file 
for the compilation of B.DBL. 

/OBJECT[:filespec] Use this option to specify a file name or device for the 
object file. Because DIBOL creates object files by default, the following two 
commands have the same meaning: 



.DIBOL/OBJECT A 

Both commands compile A.DBL and produce A.OBJ as output. The 
/OBJECT option functions like the /LIST option; it can be either a command 
or a file qualifier. 

As a command option, /OBJECT applies across the entire command string. 
The following command, for example, compiles A.DBL and B.DBL sepa- 
rately, creating object files A.OBJ and B.OBJ on RKl:. 

.DIBOL/OBJECT ;RKi ; AjB 

Use /OBJECT as a file option to create an object file with a specific name or 
destination. The following command compiles A.DBL and B.DBL toeether. 
creating files B.LST and B.OBJ. 

.PIBOL A+B/LISr/OBJECT 

/NOOBJECT Use this option to suppress creation of an object file. As a 
command option, /NOOBJECT suppresses all object files; as a file option, it 
suppresses only the object file produced by the related input files. In this 
command, for example, the system compiles A.DBL and B.DBL together, 
producing files A.OBJ and B.LST. It also compiles C.DBL and produces 
C.LST, but does not produce C.OBJ. 

jiiBOL a+b/i.j:st, c/noobject/list 

/ONDEBUG This option includes a symbol table in the object file. You can 
then use a debugging program to find and correct errors in the object file. 
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AVARNINGS Use this option to include warning messages in DIBOL 
compiler diagnostic error messages. These messages call certain conditions 
to your attention, but they do not interfere with the compilation. This is the 
default operation. 

/NOWARNINGS Use this option to suppress warning messages during 
compilation. 
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DIFFERENCES 



The DIFFERENCES command compares two files and lists the differences 
between them. 





_ 






DIFFERENCES 


/0UTPUT:lilespec[/ALL0CATE:size]1 

/PRINTER 

/TERMINAL 


( SP ) oldfile 


newfile 




/BINARY 


'/ALWAYS 
/BYTES 
/QUIET 
/SIPP:(llespec 


[/START:n] [/END:nl 








/AUDITTRAIL 

/BLANKLINES 

/CHANGEBAR 

/TNOl COMMENTS 

/FORMFEED 

/MATCH:n 

/SLP 

/INOl SPACES 

/[NOl TRIM 








l_ _J 







In the command syntax shown above, oldfile represents the first file to be 
compared and newfile represents the second. The default output device is the 
console terminal. The default file type for input files is .MAC; for output files 
it is .DIF. You can specify the entire command on one line, or you can rely on 
the system to prompt you for information. The DIFFERENCES command 
prompts are File 1 ? and File 2?. 

The DIFFERENCES command is particularly useful when you want to com- 
pare two similar versions of a source or binary program, ts^pically, an 
updated version against a backup version. A file comparison listing high- 
lights the changes made to a program during an editing session. The follow- 
ing sections describe the various options you can use with the 
DIFFERENCES command. Following the descriptions of the options is a 

aamnl/o liafinor nnH an dYTilnnnfinn nf Vinw^fn m+pmrpt if 

The DIFFERENCES command is also useful for creating command files that 
can install patches to backup versions of programs so they match the 
updated versions. The /SLP and /SIPP;fiiespec options are designed espe- 
cially for this purpose. 

/ALLOCATE:size Use this option with /OUTPUT and /SIP? to reserve 
space on the device for the output listing file. The argument size represents 
the number of blocks of space to allocate. The meaningful range for this 
value is from 1 to 32767. A value of -1 is a special case that creates the larg- 
est file possible on the device. 

/ALWAYS When you use this option with /BINARY or /SIPP:filespec, the 
system creates an output file regardless of whether there are any differences 
between the two input files. This option is useful when running BATCH 
streams to prevent job step failures due to the absence of a DIFFERENCES 
output file. 



4^56 Keyboard Commands 



The /ALWAYS option is position dependent. That is, you must use it imme- 
diately after the output file to which you want it to apply. If you use it at the 
end of the command string, it applies to all output files. 

/AUDITTRAIL Use this option with /SLP to specify an audit trail. The 
/SLP option, described below, creates a command file which, when run with 
the source language patch program (SLP), can patch old file so it matches 
new file. When you use SLP to modify a file, it creates an output file that has 
audit trails. An audit trail is a string of characters that appears in the right 
margin of each line that has been changed by the modification procedure. 
The audit trail keeps track of the patches you make to the patched source 
file. 

By default, SLP uses the following characters for the audit trail: 

When you use the /AUDITTRAIL option, the system prints the following 
prompt at the terminal. 

Audit trail? 

Enter a string of up to 12 ASCII characters that you want to use in place of 
the default audit trail. Do not use the slash (/) in the audit trail. 

/BINARY When you use this option, the system compares two binary files 
and lists the differences between them. This option is useful for comparing 
and relocatable image files (that is, machine runnable programs and object 
files) and provides a quick way of telling whether two files are identical. For 
example, you can use /BINARY to tell whether two versions of a program 
produce identical output. 

When you use /BINARY and do not specify an output file, the system prints 
output at the terminal according to the following general syntax: 

bbbbbb 000/ fifffif ssssss xxxxxx 

where: 

bbbbbb represents the octal block number of the block that 

contains the difference 

000 represents the octal offset within the block that con- 

tains the difference 

fffffF represents the value in the first file you are comparing 

ssssss represents the value in the second file you are 

comparing 

xxxxxx represents the logical exclusive OR of the two values 

in the input files 

If you use the /OUTPUT:filespec option with /BINARY, the system stores 
the differences listing in the file you specify (if there are any differences 
found), instead of printing the differences at the terminal. 
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/BLANKLINES Use this option to include blank lines in the file com- 
parison. Normally, the system disregards blank lines. 

/BYTES When you use this option with /BINARY, the system lists the dif- 
ferences byte-by-byte. 

/CHANGEBAR Use this option to create an output file that contains new- 
file with a changebar character next to the lines in newfile that differ from 
oldfile. The system inserts a vertical bar next to each line that has been 
added to newfile, and a bullet (lower-case letter o) next to each line that has 
been deleted. 

The output defaults to the terminal. Use the /PRINTER option to list the 
output to the line printer. Specify an output file with the /OUTPUTrfilespec 
option. 

The sample that follows creates a listing of RTLIB.MAC with a changebar 
character at the left margin of each line that is different from RTLIB.BAK: 

niFFERENCES/CHANGEBAR RTLIB . BAK » RTLIB . MAC 

/COMMENTS When you use this option, the system includes in the file 
comparison all assembly language comments it finds in the two files. (Com- 
ments are preceded by a semicolon on the same line.) This is the default 
operation. 

/NOCOMMENTS Use this option to exclude comments from the com- 
parison. (Comments are preceded by a semicolon on the same line.) This is 
useful if you are comparing two MACRO source programs with similar con- 
tent but different format. 

/END[:n] Use this option with /BINARY to specify the ending block num- 
ber of the file comparison, where n is an octal number that represents the 
ending block number. If you do not supply a value with /END, the system 
defaults to the last block of the file or volume. 

/FORMFEED Use this option to include form feeds in the output listing. 
Normally, the system compares form feeds but does not include them in the 
output listing. 

/MATCH[:n] Use this option to specify the number of lines from each file 
that must agree to constitute a match. The value n is an integer in the range 
1-200. The default value for n is 3. 

/OUTPUT:filespec Use this option to specify a device and file name for 
the output listing file. Normally, the listing appears on the console terminal. 
If you omit the file type for the listing file, the system uses .DIF. Note that 
the system creates this file only if there are any differences found. Use the 
/ALWAYS option if you want the system to create an output file regardless 
of whether any differences are found. 

/PRINTER Use this option to print a listing of differences on the piinler. 
Normally, the listing appears on the console terminal. 
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/QUIET When you use this option with /BINARY, the system suppresses 
printing the differences at the terminal and prints ?BINCOM-W-Files are 
different, if applicable. 

/SIPP:filespec Use this option with /BINARY to output a file that you can 
use as an input eommanu me to tue save image patcix program csi-rr, wuere 
filespec represents the name of the output file. 

The file you create with /SIPP can patch oldfile so it matches newfile. 

The example that follows creates an input command file which, when run 
with SIPP, patches DEMOFl.BAK so it matches DEMOFl.SAV. 

DIFFERENCES/BINARY/SIPPtPATCH.COM DEMOFl.BAK* DEMOFl.SAV 

To execute the input command file created by /SIPP, see Chapter 22, Save 
Image Patch Program (SIPP). 

/SLP Use this option with /OUTPUT:filespec to create a command file 
that, when run with the source language patch utility SLP, patches oldfile to 
match newfile. If you do not use the /OUTPUT:filespec option with /SLP, the 
system prints the command file at the terminal. 

The sample that follows creates the command file PATCH.COM. 
PATCH.COM can be used as input to the program SLP to patch RTLIB.BAK 
so that it matches RTLIB.MAC. 

• DIFFERENCES/SLP/OUTPUT % PATCH . COM RTL IB . BAK , RTLIB . MAC 

To execute the command file you create with /SLP, see Chapter 24, Source 
Language Patch Program (SLP). 

/SPACES This option includes spaces and tabs in the file comparison. 
This is the default operation and is particularly useful when you are com- 
paring two text files and must pay careful attention to spacing. 

/NOSPACES Use this option to exclude spaces £md tabs from the file com- 
parison. This is useful when you are comparing two source programs with 
similar contents but different formats. 

/START[:n] Use this option with /BINARY to specify the starting block 
number of the file comparison, where n represents the octal starting block 
number. If you do not supply a value with /START, the system defaults to 
the first block in the file. 

/TERMINAL Use this option to cause the list of differences to appear on 
the console terminal. This is the default operation. 

To understand how to interpret the output listing, first look at the following 
two text files. 



.TYPE FILE1.TXT 

HERE'S A BOTTLE AND AN HONEST FRIEND! 

WHAT WAD YE WISH FOR HAIRf MAN? 
UHA KENSf BEFORE HIS LIFE MAY END* 

WHAT HIS SHAME MAY BE 0' CARE* MAN? 
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THEN CATCH THE MOMENTS AS THEY FLYi. 

AND USE THEM AS YE OUGHT- MAN? 

BELIEVE MEr HAPPINESS 13 SLYy 

AND COMES NOT AY WHEN SOUGHT* MAN. 

—SCOTTISH SONG 



.TYPE FILE2.TXT 

HERE'S A BOTTLE AND AN HONEST FRIEND! 

WHAT yAD YE WISH FOR MAIR. MAN? 
WHA KENSf BEFORE HIS LIFE MAY END. 

WHAT HIS SHARE MAY BE 0' CARE J MAN? 
THEN CATCH THE MOMENTS AS THEY FLYf 

AND USE THEM AS YE OUGHT r MANS — •• 
BELIEVE ME» HAPPINESS IS SHY* 

AND COMES NOT AY WHEN SOUGHT- MAN. 

•—SCOTTISH SONG 



Notice that in the fourth hne ofFILEl.TXT, shame should be share; in the 
seventh line, sly should be shy. 

The following command compares the two files, creating a listing file called 
DIFF.TXT. 

. DIFFERENCES/MATCH 1 1/OUTPUT : DIFF . TXT FILEl . TXT ,FILE2 . TXT 
?SRCCOM-W-Files are different 

The following listing shows file DIFF.TXT. 

.TYPE DIFF.TXT 

1) DK: FILEl. TXT 

2) DK: FILE2.TXT 

1)1 WHAT HIS SHAME MAY BE 0' CARE» MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLYr 

2)1 WHAT HIS SHARE MAY BE 0' CARE» MAN? 

2) THEN CATCH THE MOMENTS AS THEY FLYr 

1)1 BELIEVE HE!" HAPPINESS IS SLYt 

1) AND COMES NOT AY WHEN SOUGHT » MAN. 

2)1 BELIEVE MEr HAPPINESS IS SHY- 

2) AND COMES NOT AY WHEN SOUGHT- MAN. 

If the files are different, the system always prints the file name of each file as 
identification: 

1) DKtFILEl.TXT 

2) DK: FILE2.TXT 

The numbers at the left margin have the form n)m, where n represents the 
source file (either 1 or 2) and m represents the page of that file on which the 
specific line is located. 

J. lie isyStcIU neXt piiiiba veil. CLOVCL i.oi\.i3 aiiu i/ucii iiobis uic uixi.cicuveo uct/Wccu. 

the two files. The /MATCH:n option was used in this example to set to 1 the 
number of lines that must agree to constitute a match. 
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The first three lines of the song are the same in both files, so they do not 
appear in the listing. The fourth line contains the first discrepancy. The sys- 
tem prints the fourth line from the first file, followed by the next matching 
line as a reference. 

1)1 WHAT HIS SHAME MAY BE 0' CARE» MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLY, 

The four asterisks terminate the differences section from the first file. 

The system then prints the fourth line from the second file, again followed 
by the next matching line as a reference: 

2)1 WHAT HIS SHARE MAY BE 0' CAREr MAN? 

2) THEN CATCH THE MOMENTS AS THEY FLYr 

The ten asterisks terminate the listing for a particular difference section. 

The system scans the remaining lines in the files in the same manner. When 
it reaches the end of each file, it prints ?SRCCOM-W-Files are different on 
the terminal. 

If you compare two files that are identical, the system does not create an out- 
put listing, but prints: 

?SRCC0M-I-Nc3 differences found 

/TRIM Use the /TRIM option with /SLP to ignore tabs and spaces that 
appear at the ends of source lines. This is the default setting. 

/NOTRIM Use /NOTRIM with /SLP to include in the comparison spaces 
and tabs that appear at the ends of source lines. /TRIM is the default setting. 
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DIRECTORY 



The DIRECTORY command lists information you request about a device, a 
file, or a group of files. 



DIRECTORY 



/OUTPUT:filespec [MLLOCATE-.size] 

/PRINTER 

/TERMINAL 



fBADBLOCKS [/FILES] [fSTARTin] |/END:n] [/VERIFY] 

/DOS [/OWNER:{nnn,nnn]] 

/INTERCHANGE 



/TOPS 

/VOLUMEID [:ONL] 
'/BEFORE [date]' 
/DATE [date] 
/NEWFILES 
/SINCE [dale] 

/ALPHABETIZE [/REVERSE] 

/ORDER [category] [/REVERSE] 

/SORT [xategory] [/REVERSE] 

/BLOCKS 

/BRIEF 

/COLUMNS:n 

/DELETED 

/EXCLUDE 

/FAST 

/FREE 

/FULL 

/OCTAL 

/POSITION 

/SUMMARY 



( SP) lilespecs[/BEGIN] 



In the command syntax shown above, filespecs represents the device, file, or 
group of files whose directory information you request. The DIRECTORY 
command can list directory information about a specific device, such as the 
number of files stored on the device, their names, and their creation dates. It 
can list details about certain files including their names, their file types, and 
their size in blocks. You can specify up to six files explicitly, but you can 
obtain directory information about many files by using wildcards in the file 
specification. The DIRECTORY command can also print a device directory 

„.,„,. «., 4„ ] ;_ .„! „ 1. l_l-_l--j.:__i T 1 .•__! 

Normally, the DIRECTORY command prints listings in two columns on the 
terminal. Read these listings as you would read a book; read across the col- 
umns, moving from left to right, one row at a time. Directory listings that 
are sorted (with /ALPHABETIZE, /ORDER, or /SORT) are an exception to 
this. Read these listings as you would a telephone directory, by reading the 
left column from top to bottom, then reading the right column from top to 
bottom. 

The DIRECTORY command does not prompt you for any information. If you 
omit the file specification, the system lists directory information about 

cVlCc U±\.., So LlllSS CAailiplB SiluVVB. 
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.DIRECTORY 

27-NOV-79 
RTllSJ.SYS 67P 03-Jul-79 RTllFB.SYS SOP 13-AuS-79 
RTllBL.SYS 63P 15-H3r-79 DX .SYS 3P 13-Aus-79 
SWAP .SYS 25F 13-Au3-79 TT .SYS 2P 13-Au3-79 
DP .SYS 3P 13-AIJ3-79 DY .SYS 4P 13-Aus-79 
LP .SYS 2P 27-NOV-79 PIP .SAV 16 25-Jul-/y 
DUP .SAV 41 26-H3r-79 RESORC.SAV 15 13--Aus-79 
EDIT .SAy 19 13-Aua-79 STARTS. COH 1 27-Aij3-79 
SIPP .SAV 14 13-AUS-79 

15 Files. 413 Blocks 

73 Free blocks 

A "P" next to the block size number of a file's directory entry indicates that 
the file is protected from deletion (see RENAME/PROTECTION). 

If you specify only a device in the file specification, the system lists directory 
information about all the files on that device. If you specify a file name, the 
system lists information about just that file, as this example shows. 

.DIRECTORY DX0:RT1 IFB . SYS 

lO-Dec-79 
RTllFB.SYS 80P 13-Au3-79 

1 File. 80 Blocks 

4 Free blocks 

The following sections describe the options you can use with the DIREC- 
TORY command and provide sample directory listings. Some of the options 
accept a date or part of a date as an argument. The syntax for specifying the 
date is: 

[:dd][:mmm][:yy] 

where: 

dd represents the day (a decimal integer in the range 

1-31) 

mmm represents the first three characters of the name of 

the month 

yy represents the year (a decimal integer in the range 

73-99) 

The default value for the date is the current system date. If you specify just 
the day, the system interprets it as the given day of the current month and 
year. If you specify just the month, the system interprets it to be the first day 
of the given month in the current year. If you specify only the year, the sys- 
tem interprets it as the start of that year. If the current system date is not 
set, it is considered (the same as for an undated file in a directory listing). 

If you have selected timer support through the system generation process, 
but have not selected automatic end-of-month date advancement, make sure 
that you set the date of the beginning of each month with the DATE com- 
mand. If you fail to set the date at the beginning of each month, the system 
prints -BAD- in the creation date column of each file created beyond the end- 
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of-month. (Note that you can eliminate -BAD- by using the RENAME/ 
SETDATE command after you set the date.) 

/ALLOCATErsize Use this option with /OUTPUT to reserve space on the 
device for the output hsting file. The argument size represents the number 
of blocks of space to allocate. The meaningful range for this value is from 1 
to 32767. A value of -1 is a special case that creates the largest file possible 
on the device. 

/ALPHABETIZE This option lists the directory of the device you specify 
in alphabetical order by file name and file type. It has the same effect as the 
/ORDER:NAME option. Note that this option sorts numbers after letters. 

/BADBLOCKS Sometimes devices (disks and DECtapes) have bad blocks, 
or they develop bad blocks as a result of use and age. Use the /BADBLOCKS 
option to scan a device and locate bad blocks on it. The system prints the 
absolute block number of these blocks on the devices that return hardware 
errors when the system tries to read them. This procedure does not destroy 
data that is already stored on the device. Remember that block numbers are 
listed in both octal and decimal and the first block on a device is block 0. If a 
device has no bad blocks, an informational message prints on the terminal. 

.DIRECTORY/BADBLOCKS DXi: 
?DUP-I-No b3d blocks detected 

If /BADBLOCKS is the only option in the command line, the volume being 
scanned does not need a valid RT-11 directory structure. 

/BEFORE[date] This option prints a directory of files created before the 
date you specify. The following command lists on the terminal all files stored 
on device DXI: that were created before December 1979. 



.DIRECTORY/BEFORE 


!DEC ItXll 








14-i:iec-79 










HYPROG.MAC 36P 


19-Nov~79 


TM .MAC 


25 


27-NOV-79 


UTMAC ,MAC 7 


19-NOV-79 


SYSMAC.MAC 


Al 


19-NOV-79 


RTllSJ.SYS 


19-NOV-79 


RTllSJ.SYS 


67 


19-NOV-79 


IT .SYS 2 


19~Nov-79 


DX ,SYS 


3 


19-NOV-79 


buj:l.i:i .mac loo 


:L9-Nov-79 









9 Piles r 2S1 Blocks 
lau h ree blocks 



/BEGIN This option lists the directory of the device you specify, beginning 
with the file you name and including all the files that follow it in the direc- 
tory. The occurrence of file names in the listing is the same as the order of 
the files on the device. 

The following example lists the file VTMAC.MAC on device DXO: and all 
the files that follow it in the directory. 
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.DIRECTORY 


DXO 


3VTMAC. MAC/BEGIN 








lO-Dec-79 














VTMAC .MAC 




15 


10-AU3-79 


DIR .SAV 


17 


03-AUS-79 


RK .SYS 




3 


13-Aug-79 


EDIT .3AV 


19 


03-AUS-79 


STflRTS.COM 




1 


27-Aua-79 


DD .SYS 


5 


19-AUS-79 


SRCCOH.SAV 




13 


13-AU2-79 


BINCOM.SAy 


11 


05-0ct-79 


SLP .SAM 




9 


13-AU2-79 


SIPP ,5M 


14 


05-0ct-79 


10 Filesj 


107 


Bl 


ocks 
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/BLOCKS This option prints a directory of the device you specify and 
includes the starting block number in decimal (or in octal if you use 
/OCTAL) of all the files listed. The following example lists the directory of 
DXO:, including the starting block numbers of files. 



.DIRECTORY/ 


BLOCKS 


DXOt 




















14-nec-79 
























FSM .MAC 


31P 


19-Nov- 


-79 


2955 


BATCH 


.MAC 


102P 


19- 


-Nov- 


-79 


2986 


ELCOPY.MAC 


8P 


19-Nov- 


-79 


3088 


ELINIT 


.MAC 


15P 


19- 


-Nov- 


-?? 


3096 


ELTASK.MAC 


15P 


19-Nov- 


-79 


3111 


ERROUT 


.MAC 


4BP 


19- 


-Nov- 


-79 


3126 


ERRTXT.MAC 


9P 


19-Nov- 


-79 


3174 


SYCND 


.BL 


3P 


19- 


-Nov- 


-79 


3183 


SYSTEL.BL 


4P 


19=-f<0v = 


-79 


31S6 


SYCND 


.ras 


5P 


19- 


-Nov- 


-79 


3190 


SYSTBL.DIS 


4P 


19-Nov- 


-79 


3195 


SYCND 


.HD 


5P 


19- 


-Nov- 


-79 


3199 


ABSLOD.SAV 


48 


15-M3r- 


-76 


3204 


CHESS 


.3AU 


40 


17- 


-Ausi- 


-75 


3252 


PETAL .SAV 


36 


ll-Sef>- 


-75 


3292 


LAMP 


.SAU 


29 


16- 


-Msr- 


-79 


3328 


UUMPUS.SAV 


30 


lA-Msr- 


-79 


3357 
















17 Files, 


343 Blocks 
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/BRIEF This option lists only file names and file types, omitting file 
lengths and associated dates. It produces a five-column listing, as the follow- 
ing example shows. 



.DIRECTORY/BRIEF RKl : 
14-Dec-79 



SWAP .SYS 


RTllSJ 


,SYS 


RTUFB.SYS 


RTllBL.SYS 


TT .SYS 


DT .SYS 


DP 


.SYS 


DX .SYS 


DY .SYS 


RF .SYS 


RK .SYS 


DL 


.SYS 


DM .SYS 


OS .SYS 


BD .SYS 


LP .SYS 


LS 


.SYS 


CR .SYS 


MS .SYS 


MTHD .SYS 


DISMT1.COM 


MMHD 


.SYS 


NUMBER. PAS 


ULOCK .SAV 


MYPROG.MAC 


PROG .MAP 


ANTONY 


.BAK 


MSHD .SYS 


NL .SYS 


PC .SYS 


PD .SYS 


CT 


.SYS 


BA .SYS 


MYPROG.SAy 


ODT .SAV 


35 Files, 


408 Block' 


5 









78 Free blocks 

/COLUMNS:n Use this option to list a directory in a specific number of 
columns. The value n represents an integer in the range 1-9. Normally, the 
system uses two columns for regular listings and five columns for brief list- 
ings. The following example lists the directory information for device DXl: 
in one column. 



Keyboard Commands 4-65 



.DIRECTORY/COLUMNS!! DXIJ 

29-NOV-79 
SWAP .SYS 25P 19-NOV-79 
RTllSJ.SYS 67P 19--HOV-79 
RTllFB.SYS 80F 19-Nov-79 
RTllBL.SYS 64P 19-Nov-79 
TT .SYS 2P 19-NOV-79 
DT .SYS 3P 19-NOV--79 
DP .SYS 3P 19-NOV-79 

7 Filesf 244 Blocks 

242 Free blocks 



/DATE[date] Use this option to include in the directory listing only those 
files with a certain date. The following command lists all the files on device 
DXO: that were created on 13 August 1979. 



.directory/date:i3:aug;79 dxo: 



15-Sep-79 
















RTllSJ 


.SYS 


67P 


13-A.JS-79 


RTllFE 


.SYS 


SOP 


13-AuS- 


-79 


RTllBL 


.SYS 


63P 


13-AUS-79 


DX 


,SYS 


3P 


13-AuS 


-79 


SWAP 


.SYS 


25P 


13-AU3-79 


TT 


.SYS 


2P 


13-AU3- 


-79 


DP 


.SYS 


3P 


13-AU2-79 


DY 


• SYS 


4P 


13-A1J3- 


-79 


LP 


.SYS 


2P 


13-AIJ2-79 


PIP 


.SAV 


16 


13-Aija- 


-79 


DUP 


.SAV 


41 


13-AU2-79 


RE30RC 


,SAV 


15 


13-A1J3- 


-7V 


DIR 


.SAV 


17 


13-AUSI-79 


RK 


.SYS 


3 


13-AuS- 


-79 


EDIT 


.SAV 


19 


13-AU3-79 


DD 


.SYS 


5 


13-AU2- 


-79 


SRCCOM 


.SAV 


13 


13-AU3-79 


BINCOM 


.SAV 


11 


13-AuS- 


-79 


SLP 


.SAV 


9 


13-AU3-79 


SIPP 


.SAV 


14 


13-AiJg- 


-79 


20 Fi 


lesf 


412 BlocKs 
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/DELETED This option lists a directory of files that have been deleted 
from a specific device, but whose file name information has not been 
destroyed. The listing includes the file names, types, sizes, creation dates, 
and starting block numbers in decimal of the files. The file names that print 
also represent tentative files. The listing can be useful in recovering files 
that have been accidentally deleted. Once you identify the file name and 
location, you can use the CREATE command or DUP to rename the area 
(see Section 8.2.1 for this procedure). The following command lists files on 
device DXO: that have been deleted. 

.DIRECTORY/DELETED DXO; 

14-Dec-79 
SYSGEN.CND 11 
TM .MAC 26 
468DAT.DIR 1 
NUM2 .MAC 4 

Files* Blocks 

1164 Free blocks 

Note in the example shown above that, since a deleted file does not really 
exist, the total number of files and blocks is 0. 

/DOS Use this option to list the directory of a device that is in RSTS/E or 
DOS format. The only other options valid with /DOS are /BRIEF, /FAST, 
and /OWNER. The valid devices are DECtaoe for RSTS/E and DOS, and 
RK05 for DOS. 



19- 


-Nov-79 


1403 


TS .MAC 


2 


27-NOV-79 


2895 


19- 


-Nov-79 


2926 


MT .SYS 


32 


27-NOV-79 


3415 


14- 


-Dec-79 


3701 


468DEL.DIR 


527 


14-Dec-79 


3704 


21- 


-Nov-79 


4231 


NUM2 .LST 


565 


06-Se)'-79 


4235 
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/END:n Use with /START:n and /BADBLOCKS to specify the last block 
number of a bad block scan. If you do not specify /'ENDrn, the system scans to 
the last block on the volume. 

/EXCLUDE This option lists a directory of all the files on a device except 
those flies you specify. The following example lists all files on DXO: except 
the .SAV and .SYS files. 

.DIRECTORY/EXCLUrtE IiXO; ( « . SAVf « . SYS) 



29-0ct-79 
















RTllSJ.MAC 


67P 


OA-Sep-79 


RTl 


IFB.MAC 


SOP 


06-Sep- 


-79 


RTllBL.MAC 


63P 


06-Sei=-79 


DX 


.MAC 


3P 


06-Sep- 


-79 


SWAP .MAC 


25P 


06-Sep-79 


TT 


.MAC 


2P 


06-Sep- 


-79 


DP .MAC 


3P 


06-Sep-79 


DY 


.MAC 


4P 


06-Sep- 


-79 


LP .MAC 


2P 


OA-Sep-79 


RK 


.MAC 


3 


06-Sep- 


-79 


STARTS.COM 


1 


27-AUS-79 


DD 


.MAC 


5 


06-Sep- 


-79 


12 Filesi 


258 Blocks 












73 Free bl 


ocks 















/FAST This option lists only file names and file types, omitting file lengths 
and associated dates. This is the same as /BRIEF. 

/FILES Use this option with /BADBLOCKS to print the file names of bad 
blocks. If the system does not find any bad blocks, it prints only the heading, 
as the following example shows. Do not use this option if the volume is not a 
standard RT-11 directory-structured volume or if the volume does not con- 
tain an RT-11 directory. 

.directory/badblocks/file:s dti: 

?riUP-I-No bad blocks detected DTi: 

/FREE Use this option to print a directory of unused areas and the size of 
each. This example lists the unused areas on device DK:. 



.DIRECTORY/FREE 


14-nec-79 




< UNUSED > 


11 


< UNUSED > 


26 


< UNUSED > 


1 


< UNUSED > 





Files, 


Blocks 


1162 Free 


blocks 



UNUSED > 


2 


UNUSED > 


32 


UNUSED > 


525 


UNUSED > 


565 



/FULL This option lists the entire directory, including unused areas and 
their sizes in blocks (decimal). The following example lists the entire direc- 
tory for device DXO:. 
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.DIRECTORY/FULL DXOI 












l4-Dec-79 
















SWAP .SYS 


25P 


23-0ct-79 


RTllSJ 


.SYS 


67P 


23-Oct- 


-79 


RTllFB.SYS 


SOP 


19-MOV-79 


RTllBL 


.SYS 


64P 


19-Nov 


-79 


TT .SYS 


2P 


19-Nov~79 


DT 


.SYS 


3P 


19-Nov- 


-79 


DP .SYS 


3P 


23-0ct-79 


DX 


.SYS 


3P 


19-Nov- 


■79 


BY .SYS 


4P 


19-NOV-79 


RF 


.SYS 


3P 


19-Nov- 


-79 


RK .SYS 


3P 


19-NOV-79 


DL 


.SYS 


4P 


23-Oct- 


-79 


DM .SYS 


5P 


23-0ct-79 


DS 


.SYS 


3P 


19-Nov- 


-79 


DD .SYS 


5P 


23-0ct-79 


LP 


.SYS 


2P 


2;3-0ct- 


-7? 


LS .SYS 


2P 


19-NOV-79 


CR 


.SYS 


3P 


19-Nov- 


-79 


MS .SYS 


9P 


27-NOV-79 


MTHD 


.SYS 


3P 


2:i-0ct- 


-79 


DISMT1.COM 


9P 


27-NOV-79 


MMHD 


.SYS 


4P 


19-Nov- 


-79 


NUMBER. PAS 


1 


ll-Dec-79 


TONY 


.AGP 


14 


17-Au<3- 


-79 


NUM3 .LST 


1 


13-Dec-79 


< UNUSED > 


565 






25 Files» 


322 Blocks 













164 Free blocks 

/INTERCHANGE Use this option to list the directory of a diskette that is 
in interchange format. The only other options valid with /INTERCHANGE 
are /BRIEF and /FAST. 

/NEWFILES This option includes in the directory listing only those files 
that were created on the current day. This is a convenient way to list the 
files you created in one session at the computer. The following command 
lists the new files on 19 May 1979. 

.DIRECTORY/NEWFILES DTO: 

19-M3y-79 
FILEl .TXT 1 19-May-79 FILE2 .TXT 1 19-M3y-79 

2 Filesf 2 Blocks 

328 Free blocks 

/OCTAL This option lists the sizes (and starting block numbers if you also 
use /BLOCKS) in octal. If the device you specify is a magtape or cassette, the 
system prints the sequence numbers in octal. The following example shows 
an octal listing of device DXO:. 



.DIRECTORY/OCTAL DXOJ 














14-Dec-79 


Oc 


tsl 
















MYPROG.MAC 




44P 


12-Nov- 


-79 


TM .MAC 


31 


27- 


-Nov- 


-79 


VTMAC .MAC 




7 


18-Oct- 


-79 


SYSMAC.MAC 


51 


19' 


-Nov- 


-79 


SWAP ;SYS 
RTllSJ. SYS 




31 
103 


05-Ssp- 
19-Nov- 


-79 
-79 


AxiTnLi uAi-» 

TT .SYS 


4 
2 


17 
19- 


Nwv- 

-Nov- 


-7? 
-79 


DX .SYS 




3 


29-AuS- 


-79 


BUILD .MAC 


144 


19- 


-Nov- 


-79 


10 Filesf 




462 


Blocks 















264 Free blocks 



/ORDER[:category] This option sorts the directory of a device according 
to the category you specify. Table 4-3 summarizes the categories and their 
functions. 
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Table 4-3: Sort Categories 



Category 



Function 



DATE 

NAME 

POSITION 

SIZE 

TYPE 



Sorts the directorv chronologically b^ creation date. Files that hs 
date are sorted alphabetically by file name and file type. 

Sorts the directory alphabetically by file name. Files that have the same file 
name are sorted alphabetically by file type (this has the same effect as the 
/ALPHABETIZE option). 

using /ORDEE with no category). 

Sorts the directory based on file size in blocks. Files that are the same size are 
sorted alphabetically by file name and file type. 

Sorts the directory alphabetically by file type. Files that have the same file 
type are sorted alphabetically by file name. 



The following examples list the directory of device DXO:, according to each 
of the categories. 



.directory/order; DATE Dxo; 
14-Dec-79 



BUILD .MAC 


100 


06-Sep-79 


SYSMAC 


.MAC 


41 


19- 


-Nov 


-79 


DX .SYS 


3 


06-Sep-79 


TT 


.SYS 


2 


19- 


-Nov 


-79 


MYPR06.MAC 


36P 


12-0ct-79 


VTMAC 


.MAC 


7 


19- 


-Nov 


-79 


RFUNCT.MAC 


4 


19-NOV-79 


TM 


.MAC 


25 


27- 


-Nov 


-79 


RTllSJ.SYS 


67 


19-NOV-79 


SUAP 


.SYS 


25 


05- 


-Dec- 


-79 


10 FileST 


306 Bl 


ocks 














180 Free blocks 
















.iurectory/order: 


NAME dxo: 














14-Dec-79 


















BUILD .MAC 


100 


06-Sep-79 


SWAP 


.SYS 


25 


05- 


-Dec- 


-79 


DX .SYS 


3 


Q6-SSP-79 


SYSMAC 


.MAC 


41 


19- 


-Nqv- 


-79 


MYPR06.MAC 


36P 


12-0ct-79 


TM 


.MAC 


25 


27- 


-Nov- 


-79 


RFUNCT.SYS 


4 


19-NOV-79 


TT 


.SYS 


2 


19- 


-Nov 


-79 


RTllSJ.SYS 


67 


19-NOV-79 


VTMAC 


.MAC 


7 


19- 


-Nov- 


-79 


10 Filesf 


306 Bl 


ocks 















180 Free blocks 



.DIRECTORY/ORDERSPOSITION DXO! 
i4-Dec-79 

67 
3 



RTllSJ.SYS 
DX .SYS 
MYPR06.MAC 
SUAP .SYS 
RFUNCT.SYS 
10 Filesi- 



19-NOV-79 

06-SeF-79 

36P 12-0ct-79 

25 05-Dec-79 

4 19-NOV-79 

306 Blocks 



BUILD .MAC 
SYSMAC. MAC 
TM .MAC 
VTMAC .MAC 
TT .SYS 



100 06-Sep-79 

41 19-NOV-79 

25 27-NOV-79 

7 19-NOV-79 

2 19-NOV-79 



180 Free block< 
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.DIRECTORY/ORDERtSIZE DXOJ 
14-Dec-79 



TT .SYS 


2 


19-NOV-79 


SWAP 


.SYS 


25 


05- 


-Dec- 


-79 


nx .SYS 


3 


06-Sep-79 


MYPROG 


.MAC 


36P 


12- 


-Oct- 


-79 


RFUNCT.SYS 


4 


19-NOV-79 


SYSMAC 


.MAC 


41 


19- 


-Nov 


-79 


VTMAC .MAC 


7 


19-NOV-79 


RTUSJ 


.SYS 


67 


19- 


-Nov- 


-7? 


TM .MAC 


25 


27-NOV-79 


BUILD 


.MAC 


100 


06- 


-Sep- 


-79 


10 Filesf 


306 Bl 


ocks 














180 Free blocks 
















.directory/order: 


TYPE DXO: 














14-Dec-79 


















BUILD .HAC 


100 


06-Sep-79 


DX 


.SYS 


3 


06- 


-Sep- 


-79 


MYPR06.MAC 


36P 


12-0ct-79 


RFUNCT 


,SYS 


4 


19- 


-Nov- 


-79 


SYSMAC.MAC 


41 


19-NOV-79 


RTllSJ. 


.SYS 


67 


19- 


■Nov- 


-79 


TM .MAC 


25 


27-NOV-79 


SWAP 


.SYS 


25 


05- 


■Dec- 


-79 


VTMAC .MAC 


7 


19-NOV-79 


TT 


.SYS 


2 


19- 


-Nov 


= 79 


10 Filesr 


306 Bl 


ocks 














180 Free blocks 

















/OUTPUTrfilespec Use this option to specify a device and file name for 
the output listing file. Normally, the directory listing appears on the console 
terminal. If you omit the file type for the listing file, the system uses .DIR. 

/OWNER:[nnn,nnn] Use this option with /DOS to specify a user identi- 
fication code (UIC). Note that the square brackets are part of the UIC; you 
must type them. 

/POSITION Use this option to list the file sequence numbers of files stored 
on a magtape. See /COLUMNS:n for a sample listing. 

/PRINTER Use this option to print the directory listing on the line 
printer. The default output device is the terminal. Note that the /PRINTER 
option does not use the QUEUE program to queue the directory listing. 

/REVERSE This option lists a directory in the reverse order of the sort 
you specify with /ALPHABETIZE, /ORDER, or /SORT. The following exam- 
ple sorts the directory of DXO: and lists it in reverse order by size. 

.directory/order: SIZE/REVERSE DXO 5 



14-Dec-79 












BUILD .MAC 


100 06-Spp- 


-79 


TM .MAC 


7R 


?7-Nnu-79 


RTllSJ. SYS 


67 19-Nov 


-79 


UTMAC .MAC 


7 


19-NOV-79 


SYSMAC.MAC 


41 19-Nov- 


-79 


RFUNCT.SYS 


4 


19-NOV-79 


MYPROG. MAC 


36P 12-Oct- 


-79 


DX .SYS 


3 


06-Sep-79 


SUAP .SYS 


25 05-Dec- 


-79 


TT .SYS 


2 


19-N0V-79 


10 Filesf 


306 Blocks 











180 Free blocks 



/SINCE[date] This option lists a directory of all files on a specified device 
that were created on or after a specified date. The following command lists 
only those files on DK: that were created on or after 13 August 1977. 
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♦directory/since; 13! AUG: 79 

14-riec-79 
RTllSJ.SYS 67P 14-AU3-79 RTllFB.SYS SOP 02-Sep-79 
RTllBL.SYS 63P 19-Aij2-79 DX .SYS 3P lO-SeF-79 
SWAP .SYS 25P 02-Sep-79 TT .SYS 2P 15-Sep-79 
SIPP .SAM 14 02-Sep-79 

7 Files? 154 Blocks 

332 Free blocks 

/SORT[:category] This option sorts the directory of a device according to 
the category you specify. It is the same as /ORDER[:category]. 

/START[:n] Use this option with the /BADBLOCKS option to specify the 
starting block, and optionally the last block if you use /END:n, of the bad 
block scan. The argument n represents a block number in decimal. If you do 
not supply a value with /START, the system scans from the first block on the 
volume. If you do not specify /END:n, the system scans to the end of the 
volume. 

/SUMMARY This option lists a summary of the device directory. The 
summary lists the number of files in each segment and the number of seg- 
ments in use on the volume you specify. The /SUMMARY option does not 
list the segments in numerical order, only the order in which they are linked 
on the volume. The following example lists the summary of the directory for 
device DK:. 

•niRECTORY/SUMMARY 
l4-Nov -79 

44 Files in segment 1 

46 Files in segmerit "i 

37 Files in seament 2 
34 Files in SE'Smeni. 5 

38 Files in s e S ni e n t 3 

16 Available sesment? . 5 in use 

199 Files. 3647 Blocks 
1115 Free blocks 

/TERMINAL This option lists directory information on the console termi- 
nal. This is the default operation. 

/TOPS Use this option to list the directory of a DECtape that is in DEC- 
system-10 format. The only other options valid with /TOPS are /BRIEF and 

/FAST. 

/VERIFY Use this option with the /BADBLOCKS option to read a bad 
block, write to it, and read it again. If the system can not read the block, it 
reports a hard error. If the block recovers, it reports a soft error. This pro- 
cedure does not destroy data already on the volume. 

Use this option only when necessary; DIGITAL does not guarantee the 
integrity of the data recovered from a soft bad block error. 
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A^OLUMEID[:ONLY] Use A^OLUMEID to print the volume ID and 
owner name along with the directory listing of the storage volume. If you 
include the optional argument, ONLY, the system prints only the volume ID 
and owner name. 

The following example displays the volume ID of volume DKl: 



.niRECTORY/VOLUMEID DXl J 














14-Dec-79 
















Volume ID? 


BACKUP2 














Owner : 


hsrcH 














SWAP .SYS 


25P 19-Nov- 


-79 


RTllSJ.SYS 


.47P 


19- 


-Nov- 


-79 


RTllFB.SYS 


80P 19-Nov 


-79 


RTllBL.SYS 


64P 


19- 


-Nov- 


-79 


TT .SYS 


2P 19-Nov- 


-79 


riT .SYS 


3P 


19- 


-Nov 


-79 


DP .SYS 


3P 19-Nov 


-79 


DX .SYS 


3P 


19- 


-Nov- 


-79 


DY .SYS 


4P 19-Nov- 


-79 


RF .SYS 


3P 


19- 


-Nov- 


-79 


RK .SYS 


3P 19-Nov- 


-79 


DL .3YS 


4P 


19- 


-Nov 


-77 


12 FilesT 


271 Blocks 














215 Free blocks 















AVAIT Use with the /BADBLOCKS option when you want the system to 
initiate a bad block scan but to pause for you to mount the input volume. 
This option is particularly useful if you have a single-disk system. When you 
use this option, and the system volume is mounted, the system initiates the 
operation you specify, then prints Mount input volume in <device>; Con- 
tinue?. The prompt <device> represents the device into which you mount 
the volume. Mount your input volume and type Y, followed by a carriage 
return. 

The following sample performs a bad block scan on an RK05 disk. 

niRECTORY/UAIT/BADBLOCKS RKOJ 
Mount input volume in RKOI Continue? Y 
?DUP-I-No bad blocks detected RKO: 
Mount system volume in RKOS Continue? Y 
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DUMP 



The DUMP command can print on the terminal or line printer, or write tea 
file all or any part of a file in octal words, octal bytes, ASCII characters, 
and/or Radix-50 characters. It is particularly useful for examining direc- 
tories and files that contain binary data. 











DUMP 


f ;OUTPUT:fii>SDec i/ALLCCATEsizer 

/PRINTER 
In-ERMINAL J 

;[N0| ASCII 

/BYTES 

/IGNORE 

/ONLYiblock 

/RAD50 

I/START:blocl(l I/END:block] 

/WORDS 


(SP) 


fUespec 



In the command syntax shown above, filespec represents the device or file 
you want to examine. If you do not specify an output file, the listing prints 
on the line printer. If you do not specify a file type for an output file, the sys- 
tem uses .DMP. You can specify the entire command on one line, or you can 
rely on the system to prompt you for information. The DUMP command 
prompt is Device or file?. 

Notice that some of the options (/ONLY, /START, and /END) accept a block 
number as an argument. Remember that all block numbers are in octal, and 
that the first block of a device or file is block 0. To specify a decimal block 
number, follow the number with a decimal point. If you are dumping a file, 
the block numbers you specify are relative to the beginning of that file. If 
you are dumping a device, the block numbers are the absolute (physical) 
block numbers on that device. 

The system handles operations involving magtape and cassette differently 
from operations involving random-access devices. If you dump an RT-11 
file-structured tape and specify only a device name in the file specification, 
the system reads only as far as the logical end-of-tape. Logical end-of-tape is 
indicated by an end-of-file label (EOFl) followed by two tape marks. For 
non-file-structured tape, logical end-of-tape is indicated by two consecutive 
tape marks. If you dump a cassette and specify only the device name in the 
file specification, the results are unpredictable. For magtape dumps, tape 
mark messages appear in the output listing as the system encounters them 
on the tape. 

NOTE 

The DUMP operation does not print data from track of 
diskettes. 

The following sections describe the options you can use with the DUMP com- 
mand. Following the options are some sample listings and an explanation of 
how to interpret them. 
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/ALLOC ATE:size Use this option with /OUTPUT to reserve space on the 
device for the output listing file. The argument size represents the number 
of blocks of space to allocate. The meaningful range for this value is from 1 
to 32767. A value of -1 is a special case that creates the largest file possible 
on the device. 

/ASCII This option prints the ASCII equivalent of each octal word or byte 
that is dumped. A dot (.) represents characters that are not printable. This is 
the default operation. 

/NO ASCII Use this option to suppress the ASCII output, which appears in 
the right hand column of the listing (or below the bytes if you have specified 
/BYTES). This allows the listing to fit in 72 columns. 

/"BYTES Use this option to display information in octal bytes. The system 
does not display words unless you also use /WORDS. 

/END:block Use this option to specify an ending block number for the 
dump. The system dumps the device or file you specify, beginning with block 
(unless you use /START) and continuing until it dumps the block you spec- 
ify with /END. 

/FOREIGN Use this option to dump a magtape that is not RT-11 file- 
structured. 

/IGNORE Use this option to ignore errors that occur during a dump oper- 
ation. Use /IGNORE if an input or output error occurred when you tried to 
perform a normal dump operation. 

/ONLY:block Use this option to dump only the block number you specify. 

/OUTPUT:filespec Use this option to specify a device and file name for 
the output listing file. Normally, the listing appears on the line printer. If 
you omit the file type for the listing file, the system uses .DMP. 

/PRINTER This option causes the output listing to appear on the line 

poxiLer. xiiis its me ut^ittuiL upciaLiun. 

/RAD50 This option prints the Radix-50 equivalent of each octal word 
that is dumped. 

/START:block Use this option to specify a starting block number for the 
dump. The system dumps the device or file, beginning at the block number 
you specify with /START and continuing to the end of the device or file 
(unless you use /END). 

/TERMINAL This option causes the output listing to appear on the con- 
sole terminal. Normally, the listing appears on the line printer. 

/WORDS This option displays information in octal words. This is the 
default operation. 

The following command dumps block 1 of the file SYSMAC.MAC. The out- 
put listing, which shows octal bytes and their ASCII equivalent, is stored in 
file MACLIB.DMP. The PRINT command prints the contents of the file on 
the line printer. 
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. nUHP/OUTPUT : MACL IB/BYTES/ONL Y S 1 S YSMAC . MAC 
.PRINT MACLIB.DMP 



SY:SY6MAC,MAC 

BLOCK NbHBEh 00001 

000/ 120 040 117 1U6 040 040 124 110 105 040 040 123 117 106 124 127 

P OF THt SOiTw 

020/ 101 122 10b 040 040 lU 123 040 040 110 105 122 105 102 131 015 

ABE IS riEREBV. 

040/ 012 073 040 124 122 101 116 123 106 105 122 122 105 104 056 015 

; TRANS KEHRED.. 

060/ 012 073 015 012 073 040 124 iiO i05 040 ill life 106 117 122 115 

;..; THE 1 K t h H 

100/ 101 124 111 117 116 040 HI 116 040 124 110 111 123 040 123 117 

ATlOIv IN a HIS SO 

120/ 106 124 127 101 122 105 040 111 123 040 123 125 10^ 112 105 103 

FTinARt IS SUbJEC 

140/ 124 040 124 117 040 103 110 101 116 107 10b 040 040 127 HI 124 

T TO CHANGE HI I 

160/ 110 117 12b 124 04U 040 Ud 117 124 111 103 105 015 012 073 040 

H U T N r 1 C E . . ; 

200/ 101 116 104 040 040 123 110 117 125 114 104 040 040 116 117 124 

AND SHOULD NOT 

220/ 040 040 102 10b 040 040 103 117 116 123 124 122 125 105 104 040 

BE CONSTKUEL 

240/ 040 101 123 040 040 101 040 103 117 lib 115 HI 124 115 105 116 

AS A CuMMlTMEh 

260/ 124 040 102 131 040 104 HI 107 HI 124 lul 114 040 105 121 125 

T BY DIGITAL Egu 

300/ 111 120 lib 105 lib 124 01b 012 073 040 103 117 122 120 117 122 

IFMENT..; COKfUK 

320/ 101 124 111 117 lib 05b 015 012 073 015 012 073 04C 104 Hi lu7 

A T I Q N . . . ; . . ; ,i G 

340/ 111 124 101 114 040 101 123 123 125 lib 10b 123 040 Ho 117 040 

ITAL ASSUMES NO 

360/ 122 105 123 120 117 lib 123 111 lU2 111 114 HI 124 131 040 106 

RESPONSIBlLlIi i 

400/ 117 122 040 124 110 105 040 125 123 105 040 117 122 040 040 122 

OR THE USE OR K 

420/ 105 114 111 101 102 HI 114 111 124 131 040 040 117 106 040 040 

ELIABILITY OK 

440/ 111 124 123 015 012 073 040 123 117 106 124 127 101 122 105 040 

ITS..; SOFTWARE 

A ti /\ t * 4 ^ 4 4^ /\ A t\ 4 r,c: 404 .^^c 444 4'^n iic iTiC 11.. 10A fi A Ci 10*7 11 n 1t1 
•low/ X J. r IID U**W IVJ 1 £ X M.AJ k I J. AAW i i, J AW^ XAV A * "x w t w aa* 4. « v aaa 

ON EgUIPMENT «HI 

500/ 103 HO 040 HI 123 040 116 117 124 040 123 125 120 120 114 111 

CH IS NOT SUPPLi 

520/ 105 104 040 102 131 040 104 111' 107 HI 124 101 114 056 015 012 

ED BY DIGITAL... 

540/ 014 056 115 101 103 122 117 040 056 05b 126 061 056 056 015 012 

MACRO ..t/1.... 

560/ 056 115 103 101 114 114 Oil 056 056 056 103 Hb 060 054 056 056 

MCALL....CHO,.. 
600/ 056 103 115 061 054 056 056 056 103 115 062 054 056 056 056 103 

• CMlf...CM2f...C 
620/ 115 063 054 056 056 056 103 115 064 054 056 056 056 103 115 065 

M3,...CM4,...C«5 
640/ 054 056 056 056 103 115 066 015 012 05b 056 056 126 061 075 061 

f « scCMb* • • • •V1*I 

660/ 015 012 056 105 116 104 115 015 012 015 012 056 lib 101 103 122 

ENDH MACh 

700/ 117 040 056 056 126 062 056 056 015 012 056 115 103 101 114 114 

..V2 hCALL 

720/ OH 056 056 056 103 115 060 054 056 056 056 103 115 061 054 056 

CM0,...CH1,. 
740/ 056 056 103 115 062 054 056 056 056 103 115 063 054 05b 05b 056 

.,CM2f...Ct'4 3f... 
760/ 103 115 064 054 056 056 056 103 115 065 054 056 056 056 103 Ha 

CH4,...CM5,...CM 
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In the printout above, the heading shows which file was dumped and which 
block of the file follows. The numbers in the leftmost column indicate the 
byte offset from the beginning of the block. Remember that these are all 
octal values, and that there are two bytes per word. The octal bytes that 
were dumped appear in the next eight columns. The ASCII equivalent of 
each octal byte appears underneath the byte. The system substitutes a dot (.) 
for nonprinting codes, such as those for control characters. 

The last example shows block 6 (the directory) of device RKO:. The output is 
in octal words with Radix-50 equivalents below each word. 

.DUMP/NOASCII/RAD50/ONLY5A RKO! 



RKOS/h/X/Osb 

BLOCK NUMBtR 0000b 

000/ 000020 000002 000004 000000 000046 002000 075131 062000 

p B D 8 YX SWA P 

020/ 075273 000031 000000 027147 002000 071677 142302 075273 

SX5 Y GP9 VX RTl ISJ SYS 

040/ 000103 000000 027147 002000 071677 141262 075273 000120 

A$ GP9 YX RTl IFB SYS B 

060/ 000000 027147 002000 071677 141034 075273 000100 000000 

GP9 YX RTl IBL SYS AX 

100/ 027147 002000 100040 000000 075273 000002 000000 027147 

GP9 YX TI SYS fl GP9 

120/ 002000 016040 000000 075273 000003 000000 027147 002000 

iX DT SYS C aP9 YX 

140/ 015600 000000 075273 Q00003 000000 027147 002000 016300 

DP SYS C C;P9 YX DX 

160/ 000000 075273 000003 000000 027147 002000 016350 OOOOOO 

SYS C GP9 YX DY 

200/ 075273 000004 OOOOOO 027147 002000 070560 OOOOOO 075273 

SYS IJ GP9 YX RF SYS 

220/ 000003 OOOOOO 027147 002000 071070 OOOOOO 075273 000003 

C GP9 YX RK SYS C 

240/ OOOOOO 027147 002000 015340 OOOOOO 075273 000004 OOOOOO 

GP9 YX DL SYS D 

260/ 027147 002000 015410 OOOOOO 075273 000005 OOOOOO 027147 

GP9 YX L»M SYS E GP9 

300/ 002000 015770 OOOOOO 075273 000003 OOOOOO 027147 002000 

YX DS SYS C GP9 YX 

320/ 014640 OOOOOO 075273 000005 OOOOOO 027147 002000 046600 

r\n cvc l; CsP9 YX LP 

340/ OOOOOO 075273 000002 OOOOOO 027147 002000 U46770 OOOOOO 

SYS B GP9 YX LS 

360/ 075273 000002 OOOOOO 027147 002000 012620 OOOOOO 075273 

SYS B GP9 YX CR _ SYS 

400/ 000003 OOOOOO 027147 002000 05i!070 UOOUUO 0/52/3 OOOOii 

C GP9 YX MS SYS i 

420/ OOOOOO 027547 002000 052150 014400 075273 000003 OOOOOO 

GWO YX rtTH D SYS C 

440/ 027147 002000 015173 052177 012445 000011 OOOOOO 027547 

GP9 YX DIS Mil COM I GwO 

460/ 002000 051520 014400 075273 000004 OOOOOO 027147 002000 

YX MMrt D SYS D GP9 YA 

500/ 015173 052200 012445 OOOOlO OOOOOO 0275^7 002000 052100 

DIS hT2 COM H GWO YX ' MSH 

520/ 014400 075273 000004 OOOOOO 02714? 002000 054540 OOOOOO 

D SYS D GP9 IfX Kb 

540/ 075273 000002 OOOOOO 027147 002000 06217U OOOOOO 075273 

SYS b GP9 XX PC SiS 

560/ 000002 OOOOOO 027147 002000 062240 OOOOOO 075273 000003 

a GP9 YX PO SYS C 

6rtAy Anr.nA/> nnt^A-l t\t\or\r\f\ filO'FdA (^000(^0 0"'S'5"'> 0^0Q0'> OOQOf*^ 

GP9 YX CT SYS E 

620/ 027147 002000 006250 OOOOOO 075273 000007 OOOOOO 027147 
GP9 YX BA SYS G GP9 
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640/ 


002000 


016130 


000000 


073376 


000051 


000000 


027147 


002000 




YX 


DUP 




SAV 


AA 




GP9 


iX 


660/ 


023752 


050574 


073376 


000023 


000000 


027147 


002000 


070533 




FOR 


HAT 


SAV 


S 




GP9 


YX 


RLS 


700/ 


060223 


073376 


000017 


000000 


027147 


002000 


015172 


000000 




OKC 


SAV 







GP9 


YX 


DIR 




720/ 


073376 


QQ0021 


QQOQQQ 


027147 


002000 


075273 


050553 


074324 




SAV 


Q 




GP9 


YX 


SYS 


MAC 


SML 


740/ 


000052 


000000 


027147 


002000 


017751 


076400 


073376 


000023 




AB 




GP9 


YX 


EDI 


T 


SAV 


S 


760/ 


000000 


027147 


002000 


042614 


000000 


073376 


000073 


000000 






GP9 


YX 


KED 




SAV 


AS 
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The E (Examine) command prints in octal the contents of an address on the 
console terminal. 



E ( SP } address [address] 



In the command syntax illustrated above, address represents an octal ad- 
dress that, when added to the relocation base value from the Base command, 
provides the actual address that the system examines. This command per- 
mits you to open specific locations in memory and inspect their contents. It is 
most frequently used after a GET command to examine locations in a 
program. 

The Examine command accepts both word and byte addresses, but it always 
executes the command as though you specified a word address. (If you spec- 
ify an odd address, the system decreases it by one.) 

If you specify more than one address (in the form addressl'address2), the 
sys- tem prints the contents of addressl through address2, inclusive. The 
second address (address2) must always be greater than the first address. If 
you do not specify an address, the system prints the contents of relative 
location 0. 

Note that you cemnot examine addresses outside the background. 

The following example prints the contents of location 1000, assuming the 
relocation base is 0. 

.E 1000 
127401 

The next command sets the relocation base to 1000. 

.B 1000 

The following command prints the contents of locations 2000 (offset of 1000 
from last B command) through 2005. 

,B 1001-1005 

127401 007624 127400 
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EDIT 



The EDIT command invokes the text editor. 



/KED 
/K52 
/TECO 



[( 



/CREATE 
/INSPECT 
/OUTPUT:tilespec[/ALLOCATE:size] 



& 



SP J filespec [/ALLOCATEisize] 



The text editor, EDIT, is a program that creates or modifies ASCII files for 
use as input to programs such as the MACRO assembler or the FORTRAN 
compiler. The editor reads ASCII files from any input device, makes speci- 
fied changes, and writes the file on an output device. It also allows efficient 
use of VTll or VS60 display hardware, if this is part of the system con- 
figuration (except in multi-terminal systems). 

You can also use the Keypad Editor (KED for VTIOO terminals, Ko2 for 
VT52 terminals) as an alternative to EDIT. The Keypad Editor is restricted 
to the VTIOO and VT52 terminals, however. You can invoke the Keypad 
Editor with the /KED or /K52 options described below. For more information 
on the Keypad Editor, see the PDP-11 Keypad Editor User's Guide. 

NOTE 

You can use the SET EDIT command to set a default editor 
(EDIT, KED, or K52) so that when you issue the EDIT com- 
mand, you invoke that editor. The system defaults to the 
EDIT editor each time you bootstrap, however. For more 
details, see the SET EDIT command description. 

EDIT considers a file to be divided into logical units called pages. A page of 
text is generally 50-60 lines long (delimited by form feed characters) and 
corresponds approximately to a physical page of a program listing. EDIT 
reads one page of text at a time from the input file into its internal buffers 
where the page becomes available for editing. You can then use editing com- 
mands to: 

• Locate text to be changed 

• Execute and verify the changes 

• List an edited page on the console terminal 

• Output a page of text to the output file 

In the command syntax illustrated above, filespec represents the file you 
wish to edit. You can enter the EDIT command on one line, or you can rely 
on the system to prompt you for information. If you do not supply a file speci- 
fication for the file to edit, the system prompts File?. If you do not specify any 
option with the EDIT command, the text editor performs the edit backup 
operation. To do this, it changes the name of the original file, giving it a file 
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type of .BAK when you finish making your editing changes. The actual file 
renaming occurs when you successfully exit from the editor. 

When you want to edit an existing file, the editor does not perform any I/O 
operation as a result of your command. You must issue the R command to 
the editor to read the first page of text and make it available for you to work 
on. The following example invokes EDIT, opens an existing file, and reads 
the first page of text: 

.EDIT MYFILE.TXT 

When you issue an EDIT command, the system invokes the text editor. (You 
can use the SET EDIT command to set the default editor. If you do not use 
the SET EDIT command, the system assumes EDIT.SAV each time you 
issue the EDIT command. See the SET EDIT command for more informa- 
tion.) It is possible to receive an error or warning message as a result of the 
EDIT command. If, for example, the file you need to edit with EDIT does not 
exist on device DK:, the editor issues an error message and remains in con- 
trol. For example: 

.EDIT/INSPECT EXAhP3.TXT 
TEDIT-F -File not found 

When a situation like this occurs, you can either issue another command 
directly to the text editor or enter CTRL/C followed by two ESCAPEs to 
return control to the monitor. 

NOTE 

To perform any edit operations on a protected file, you must 
disable the file's protected status (see the RENAME com- 
mand description). 

The following sections describe the options you can use with the EDIT com- 
mand. A complete description of EDIT is contained in Chapter 5. 

/ALl!OCATE:size Use this option with /OUTPUT or after the file specifi- 

represents the number of blocks of space to allocate. The meaningful range 
for this value is from 1 to 32767. A value of -1 is a special case that creates 
the largest file possible on the device. 

/CREATE Use this option to build a new file. With EDIT you can also cre- 
ate a new file while you are working with the text editor by using the EDIT 
Write (EW) command, described in Chapter 5. The following example cre- 
ates a file called NEWFIL.TXT on device DK:, inserts one line of text, and 
then closes the file. 

•EDIT/CREATE NEWFIL.TXT 
JttlTHIS TR A NFU FT!F. 

«EX$« 
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To create a file with /KED or /K52, see the PDP-11 Keypad Editor User's 
Guide. 

/EXECUTE:filespec Use this option with /TECO to execute the TECO 
commands contained in the file you specify with /EXECUTE. 

/INSPECT Use this option to open a file for reading. This option does not 
create any new output files. You can also open a file for inspection while you 
are working with the EDIT by using the Edit Read (ER) command, which is 
explained in Chapter 5. 

The following command opens an existing file for inspection, lists its con- 
tents, and then exits. 

.ED IT/ INSPECT NEWFIL.TXT 

*/L$* 

THIS IS A NEU FILE, 

*"C$$ 

/KEB This option invokes the Keypad Editor (KED). For more informa- 
tion on the Keypad Editor, see the PDP-11 Keypad Editor User's Guide. Use 
/KED only if you are using a VTIOO terminal. 

/K52 This option invokes the Keypad Editor. Use /K52 only if you are 
using a VT52 terminal. For more information on the Keypad Editor, see the 
PDP-11 Keypad Editor User's Guide. 

/OUTPUTrfilespec This option directs the text you edit to the file you 
specify, leaving the input file unchanged. You can also write text to an out- 
put file while you are working with EDIT by using the Edit Write (EW) com- 
mand, explained in Chapter 5. The following command reads file 
ORIG.TXT, and writes the edited text to file CHANGE.TXT. 

.edit/output:change.txt Orig.txt 
* 

/TECO This option invokes the TECO editor. (TECO is not supported by 
DIGITAL. It is distributed on the RT-11 kit for the convenience of those cus- 
tomers who normally order TECO from the DECUS Program Library) For 
more information on TECO see the PDP-11 TECO User's Guide. 
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EXECUTE 



The EXECUTE conimand invokes one or more language processors to 
assemble or compile the files you specify. It also links object modules and 
initiates execution of the resultant program. 



EXECUTE 



/EXECUTE |:fllespec1 [/ALLOCATE:sizel 
(LIST tfilespecl |/ALLOCATE:slzs] 
/MAP (:1il«specl l/ALLOCATE»lzeIWI0E] 
/OBJECT [:filespec] [/ALLOCATE:size] 

/BOTTOM:n 
/DEBUG tfilespecl 
/LINKLIBRARY [rfilespec] 
/INOl RUN 



/DIBOL 

/ALPHABETIZE 

/CROSSREFERENCE 

/TNOl LINENUMBERS 

/ONDEBUG 

/TNOl WARNINGS 
/FORTRAN 

/CODE:type 

/DIAGNOSE 

/EXTEND 

/HEADER 

/I4 

/INOl LINENUMBERS 

/ONDEBUG 

/(NOl OPTIMIZE |:type| 

/RECORD:length 

/SHOW tvaluel 

/STATISTICS 

/INC] SWAP 

/UNITS:n 

/tNOl VECTORS 
[_ /WARNINGS 
/MACRO 



/CROSSREFERENCE I:type|. 
/DISABLE;valueI...»alue| 
/ENABLE:«slueI.. rvsluei 
IINOI SHOW:value 



:typeJl 



( SP 3 niaspec f/LlBRARYl 
[(PASS:1 J 



In the command line shown above, filespecs represents one or more files to be 
included in the assembly. The default file types for the output files are .LST 
for listing files, .MAP for load map files, .OBJ for object files, and .SAV for 
memory image files. The defaults for input files depend on the language 
processor involved. These defaults include .MAC for MACRO files, .FOR for 
FORTRAN files, and .DBL for DIBOL files. 

To compile (or assemble) multiple source files into a single object file, sepa- 
rate the files by plus ( + ) signs in the command line. Unless you specify oth- 
erwise, the system creates an object file with the same name as the first 
input file and gives it an .OBJ file type. 

To compile multiple files in independent compilations, separate the files by 
commas (,) in the command line. This generates a corresponding object file 
for each set of input files. The system then links together all the object files 
and creates a single executable file. You can combine up to six files for a 
compilation producing a single object file. You can specify the entire EXE- 
CUTE command as one line, or you can rely on the system to prompt you for 
information. The EXECUTE command prompt is Files?. 
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There are several ways to establish which language processor the EXE- 
CUTE command invokes: 

1. Specify a language-name option, such as /MACRO, to invoke the 
MACRO assembler. 

2. Omit the language-name option and explicitly specify the file t3T)e for 
the source files. The EXECUTE command then invokes the language 
processor that corresponds to that file type. Specifying the file 
SOURCE.MAC, for example, invokes the MACRO assembler. 

3. Let the system choose a file type of .MAC, .DBL, or .FOR for the source 
file you name. The handler for the device you specify must be loaded. If 
you specify DX1:A, and the DX handler is loaded, the system searches 
for source files A.MAC and A.DBL, in that order. If it finds one of these 
files, the system invokes the corresponding language processor. If it can- 
not find one of these files, or if the device handler associated with the 
input file is not resident, the system assumes a file type of .FOR and 
invokes the FORTRAN compiler. 

If the language processor selected as a result of this procedure described 
above is not on the system device (SY:), the system issues an error 
message. 

Language options are position-dependent. That is, they have different 
meanings depending on where you place them in the command line. Options 
that qualify a command name apply across the entire command string. 
Options that follow a file specification apply only to the file (or group of files 
separated by plus signs) that they follow in the command string. 

The following sections describe the options you can use with the EXECUTE 
command. 

/ALLOCATEisize Use this option with /EXECUTE, /LIST, /MAP, or 

//-»T> TTn/^rn j._ j.l-_ J ; r j-U_ i.- i £!_ rri._ , j. 

iKjiitjEjyji. tu rtism vt; spciut:; uii um utsviut; lur tim uutpuL lut;. j.nt; iirguiimiii/ 

size represents the number of blocks of space to allocate. The meaningful 
range for this value is from 1 to 32767. A value of -1 is a special case that 
creates the largest file possible on the device. 

/ALPHABETIZE Use this option with /DIBOL to alphabetize the entries 
in the symbol table listing. This is useful for program maintenance and 
debugging. 

/BOTTOM:n Use this option to specify the lowest address to be used by 
the relocatable code in the load module. The argument n represents a six- 
digit, unsigned, even octal number. If you do not use this option, the system 
positions the load module so that the lowest address is location 1000 (octal). 
This option is invalid for foreground links. 

/CODE:type Use this option with /FORTRAN to produce object code that 
is designed for a particular hardware configuration. The argument type rep- 
resents a three-letter abbreviation for the type of code to be produced. The 
valid values are: EAE, EIS, FIS, and THR. See the RT-lllRSTSIE FOR- 
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TRAN IV User's Guide for a complete description of the tjrpes of code and 
their function. 

/CROSSREFERENCE[:type[...:type]] Use this option with /MACRO or 
/DIBOL to generate a symbol cross-reference section in the listing. This 
information is useful for program maintenance and debugging. Note that 
the system does not generate a listing by default. You must also specify 
/LIST in the command line to get a cross-reference listing. 

With MACRO this option takes an optional argument. The argument type 
represents a one-character code that indicates which sections of the cross- 
reference listing the assembler should include. Table 4-10 summarizes the 
valid arguments and their meaning. 

/DEBUG[:filespec] Use this option to link ODT (on-line debugging tech- 
nique, described in Chapter 21) with your program to help you debug it. If 
you supply the name of another debugging program, the system links the 
debugger you specify with your program. The debugger is always linked low 
in memory relative to your program. 

/DIAGNOSE Use this option with /FORTRAN to help analyze an internal 
compiler error. /DIAGNOSE expands the crash dump information to include 
internal compiler tables and buffers. Submit the diagnostic printout to DIG- 
ITAL with a software performance report (SPR) form. The information in 
the listing can help DIGITAL programmers locate the compiler error and 
correct it. 

/DIBOL This option invokes the DIBOL language processor to compile the 
associated files. 

/DISABLE:value[...:value] Use this option with /MACRO to specify a 
.DSABL directive. Table 4-11 summarizes the arguments and their mean- 
ing. See the PDP-11 MACRO Language Reference Manual for a description 
of the directive and a list of all legal values. 

/Cii'>iAi>iji!i:vaiueL...:vaiuej use tnis opuon witn /ivi/\«^rvw to speciiy an 
.ENABL directive. Table 4-11 summarizes the arguments and their mean- 
ing. See the PDP-11 MACRO Language Reference Manual for a description 






/EXECUTE[:fiIespec] Use this option to specify a file name or device for 
the executable file. Because the EXECUTE command creates executable 
files by default, the following two commands have the same meaning: 

•EXECUTE MYPROG 
•EXECUTE/EXECUTE MYPROG 

Both commands link MYPROG.OBJ and produce MYPROG.SAV as a 
result. The /EXECUTE option has different meanings when it follows the 
command and when it follows the file specification. The following command 
creates an executable file called PROGl.SAV on device RKl:. 

• execute/execl)te:rk:l : progi »proq2 
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The next command creates an executable file called MYPROG.SAV on 
device DK:. 

.EXECUTE RTNl »RTN2»MYPR0G/EXECUTE 

/EXTEND Use this option with /FORTRAN to change the right margin 
for source input lines from column 72 to column 80. 

/FORTRAN This option invokes the FORTRAN language processor to 
compile the associated files. 

/HEADER Use this option with /FORTRAN to include in the printout a 
list of options currently in effect. 

/I4 Use this option with /FORTRAN to allocate two words for the default 
integer data type (FORTRAN uses only one-word integers) so that it takes 
the same physical space as real variables. 

/LIBRARY Use this option with /MACRO to identify the file the option 
qualifies as a macro library file. Use it only after a library file specification 
in the command line. The MACRO assembler looks first to the library asso- 
ciated with the most recent /LIBRARY option to satisfy references (made 
with the .MCALL directive) from MACRO programs. It then looks to any 
libraries you specified earlier in the command line, and it looks last to 
SYSMAC.SML. 

In the example below, the two files A.FOR and B.FOR are compiled to- 
gether, producing B.OBJ and B.LST. The MACRO assembler assembles 
C.MAC, satisfying .MCALL references from MYLIB.MAC and SYS- 
MAC.SML. It produces C.OBJ and C.LST. The system then links B.OBJ and 
C.OBJ together, resolving undefined references from SYSLIB.OBJ, and pro- 
duces the executable file B.SAV. Finally, the system loads and executes 
B.SAV. 



, CACL-U I C. 



/LINENUMBERS Use this option with /DIBOL or /FORTRAN to include 
internal sequence numbers in the executable program. These are especially 
useful in debugging programs. This is the default operation. 

/NOLINENUMBERS Use this option with /DIBOL or /FORTRAN to sup- 
press the generation of internal sequence numbers in the executable pro- 
gram. This produces a smaller program and optimizes execution speed. Use 
this option to compile only those programs that are already debugged; other- 
wise the line numbers in DIBOL or FORTRAN error messages are difficult 
to interpret. 

/LINKLIBRARY:filespec Use this option to include the library file name 
you specify as an object module library during the linking operation. Repeat 
the option if you need to specify more than one library file. 

/LIST[:filespec] You must specify this option to produce a compilation or 
assembly listing. The /LIST option has different meanings depending on 
where you put it in the command line. 
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If you specify /LIST without filespec in the list of options that immediately 
follows the command name, the system generates a listing that prints on the 
line printer. If you follow /LIST with a device name, the system creates a 
listing file on that device. If the device is a file-structured device, the system 
stores the listing file on that device, assigning it the same name as the input 
file with a .LST file type. The following command produces a listing on the 
terminal: 

.EXECUTE/LIST tTT A. FOR 

The next command creates a listing file called A.LST on RK3:. 

.EXECUTE/LIST ;RK;?; A.MAC 

If the /LIST option contains a name and file type to override the default of 
.LST, the system generates a listing file with that name. The following com- 
mand, for example, compiles A.FOR and B.FOR together, producing files 
A.OBJ and FILEl.OUT on device DK:. It then links A.OBJ (using SYS- 
LIB.OBJ as needed) and produces A.SAV. 

.EXECUTE/NORUN/FORTRAN/LTST 5 F TLEl . OUT A+B 

Another way to specify /LIST is to type it after the file specification to which 
it applies. To produce a listing file with the same name as a particular input 

Ti|c» iTr\ii i^Of* iiQ£i o /^i^TviTv^o-nrt oiTiriT loi* +r\ i-rno rvt-»e» 

.EXECUTE/niBOL a+b/list:rk3: 

The command shown above compiles A.DBL and B.DBL together, producing 
files DK:A.OBJ and RK3:B.LST. It then links A.OBJ (using SYSLIB.OBJ as 
needed) and produces DK:A.SAV. If you specify a file name on a /LIST 
option following a file specification in the command line, it has the same 
meaning as when it follows the command. The following two commands 
have the same results: 

.EXECUTE/MACRO A/LIST:B 
.EXECUTE/MACRO/LISTJB A 

Remember that file options apply only to the file (or group of files that are 
separated by plus signs) that they follow in the command string. For 
example: 

.EXECUTE/NORUN A . MAC/L 1ST , B , FOR 

This command compiles A.MAC, producing A.OBJ and A.LST. It also com- 
piles B.FOR, producing B.OBJ. However, it does not produce any listing file 
for the compilation of B.FOR. Finally, the system links A.OBJ and B.OBJ 
together, producing A.SAV. 

/MACRO This option invokes the MACRO assembler to assemble associ- 
ated files. 

/MAP[:filespec] You must specify this option to produce a load map after 
a link operation. The /MAP option has different meanings depending on 
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where you put it in the command line. It follows the same general rules out- 
lined above for /LIST. 

/OB JECT[;filespec] Use this option to specify a file name or device for the 
object file. Because the EXECUTE command creates object files by default, 
the following two commands have the same meaning: 

♦EXECUTE/FORTRAN A 
•EXECUTE/FORTRAN/OBJECT A 

■W^ tT ■» .I * T-» .'^ T^ ^ t • i'-k^^ "^ f ^ 

Ajijvli \^\jnixi.±ci.ix\jLO v/v/xxij-fjijic xX.r \^±\> <xxi\x pXuuu.v^c ri.vylJti do uuLpUL. J. nc: 

/OBJECT option functions like the /LIST option; it can be either a command 
or a file qualifier. 

As a command option, /OBJECT applies across the entire command string. 
The following command, for example, assembles A.MAC and B.MAC sepa- 
rately, creating object files A.OBJ and B.OBJ on RKl:. 

• EXECUTE/OBJECT J RKi: A. MAC > E.MAC 

Use /OBJECT as a file option to create an object file with a specific name or 
destination. The following command compiles A.DBL and B.DBL together, 
creating files B.LST, B.OBJ, and B.SAV. 

. EXECUTE/niBOL. A+B/LI3T/0BJECT/EXECUTE 

/ONDEBUG Use this option with /DIBOL to include a symbol table in the 
object file. You can then use a debugging program to find and correct errors 
in the object file. 

Use /ONDEBUG with /FORTRAN to include debug lines (those that have a 
D in column one) in the compilation. You do not, therefore, have to edit the 
file to include these lines in the compilation or to logically remove them. 
You can include messages, flags, and conditional branches to help you trace 
program execuuion anu iinu an error. 



/OPTIMIZE:type Use this option with /FORTRAN to enable certain 
options that optimize object code for various conditions. The argument type 
represents the three-letter code for the type of optimization to be enabled. 
Table 4-^ summarizes the codes and their meaning. This option is not avail- 
able with version 2.5 of the FORTRAN compiler. 

/NOOPTIMIZErtype Use this option with /FORTRAN to disable certain 
options that optimize object code for various conditions. The argument type 
represents the three-letter code for the type of optimization to be disabled. 
Table 4-4 summarizes the codes and their meaning. This option is not avail- 
able with version 2.5 of the FORTRAN compiler. 

/PASS:1 Use this option with /MACRO on a prefix macro file to process 
that file only during pass 1 of the assembly. This option is useful when you 
assemble a source program together with a prefix file that contains only 
macro definitions, since these do not need to be redefined in pass 2 of the 
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assembly. The following command assembles a prefix file and a source file 
together, producing files PROGl.OBJ, PROGl.LST, and PROGl.SAV. 

• EXECUTE/NORUN/MACRO PREFIX/PASSJ I+PROGI/LIST/OBJECT/EXECIJTE 

/RECORDrlength Use this option with /FORTRAN to override the 
default record length of 132 characters for ASCII sequential formatted input 
and output. The meaningful range for length is from 4 to 4095. 

/RUN Use this option to initiate execution of your program if there are no 
errors in the compilation or the link. This is the default operation. Do not 
use /RUN with any option that requires a response from the terminal. 

/NORUN Use this option to suppress execution of your program. The sys- 
tem performs only the compilation and the link. 

/SHOW[:value] Use this option with /FORTRAN to control FORTRAN 
listing format. The argument value represents a code that indicates which 
listings the compiler is to produce. Table 4-5 summarizes the codes and 
their meaning. 

Use this option with /MACRO to specify any MACRO .LIST directive. Table 
4-12 summarizes the valid arguments and their meaning. The PDP-11 
MACRO Language Reference Manual explains how to use these directives. 

/NOSHOWivalue Use this option with /MACRO to specify any MACRO 
.NLIST directive. Table 4-12 summarizes the valid arguments and their 
meaning. The PDP-11 MACRO Language Reference Manual explains how 
to use these directives. 

/STATISTICS Use this option with /FORTRAN to include compilation 
statistics, such as amount of memory used, amount of time elapsed, and 
length of the symbol table. 

/SWAP Use this option with /FORTRAN to permit the USR (user service 
routine) to swap over the FORTRAN program in memory. This is the default 
operation. 

/NOSWAP Use this option with FORTRAN to keep the USR resident dur- 
ing execution of a FORTRAN program. This may be necessary if the FOR- 
TRAN program uses some of the RT-11 System subroutine library calls (see 
the RT-11 Programmer's Reference Manual). If the program frequently 
updates or creates a large number of different files, making the USR resi- 
dent can improve program execution. However, the cost for making the USR 
resident is 2K words of memory. 

/UNITSrn Use this option with /FORTRAN to override the default number 
of logical units (6) to be open at one time. The maximum value you can spec- 
ify for n is 16. 

/VECTORS This option directs FORTRAN to use tables to access multi- 
dimensional arrays, This is the default mode of operation. 

/NO VECTORS This option directs FORTRAN to use multiplication oper- 
ations lo access muii/iuimensionai arrays. 
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/WARNINGS Use this option to include warning messages in DIBOL or 
FORTRAN compiler diagnostic error messages. These messages call certain 
conditions to your attention but do not interfere with the compilation. This 
is the default operation for DIBOL. 



rm.T^^'STT A T-fc-kTX-kTJ^f^ TT l t ' i • ' i 1 rr\TT\J^T 



/rsKjyvAtmLrsKjfto use tnis option witn /uldkjli w suppress warning mes- 
sages during compilation. These messages are for your information only; 
they do not affect the compilation. This is the default operation for 
FORTRAN. 

/WIDE Use this option with /MAP to produce a wide load map listing. Nor- 
mally, the listing is wide enough for three Global Value columns, which is 
suitable for a page with 72 or 80 columns. The /WIDE option produces a list- 
ing that is six Global Value columns wide, or 132 columns. 
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FORMAT 



The FORMAT command formats disks and diskettes, and verifies any disk, 
diskette, DECtape, or DECtape II. 



FORMAT 


/PATTERN ImIub] 
/INO] QUERY 
/SINGLEDENSITY 
/VERIFY 1:0NLY] 
/WAIT 


( SP ) device 



In the command syntax described above, device represents the storage vol- 
ume you wish to format and/or verify. Although you can verify any disk or 
DECtape, the formatting process is valid only for the disks and diskettes 
listed below. 

RX01-RX02 
RK05 
RP02-RP03 
RK06-RK07 

When the system formats a volume, it writes headers for each block in the 
volume. The header of a block contains data the device controller must use 
to transfer data to and from that block. Using the FORMAT command to for- 
mat a storage volume makes that volume usable to the RT-11 operating sys- 
tem. Formatting is advisable under the following circumstances: 

• when you receive a new RK05 disk from DIGITAL 

• when you wish to format an RX02 double density diskette to single den- 
sity, and vice versa 



when you wish to eliminate bad blocks (though formatting does not guar- 
antee the elimination 
number of bad blocks) 



antee the elimination of every bad block, fornmtting can reduce the 



When the system verifies a volume, it writes a 16-bit pattern on each block 
in the volume, and then reads each pattern. When the system is unable to 
write and read a pattern, it reports a bad block. The verification process is 
similar to the bad block scan (see INITIALIZE), except that verification is a 
data-destructive process. That is, whereas bad block scanning only reads 
data from each block on a volume, verifying both writes and reads data, 
destroying any data previously existing on the volume. Because the veri- 
fication process reads and writes data, it can be more effective than a bad 
block scan in establishing the validity of data contained in a block. Veri- 
fying also makes sure that the previous formatting operation was 
successful. 

NOTE 

You can format a diskette (RXOl or RX02) only when you 
have mounted the diskette in a double density diskette 
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drive unit (DY). Unless you use the /SINGLEDENSITY 
option, the system will format both single and double den- 
sity diskettes in double density format. If you attempt to 
format a diskette in a single density drive unit (DX), the 
system will print an error message. 

When you format an RK06 or RK07 disk, the system lists the block numbers 
of all the bad blocks in the manufacturer's bad block table and in the soft- 
ware bad block table. 

The options you can use with the FORMAT command follow. 

/PATTERN[:value] Use this option with A^ERIFY[:ONLY] to specify 
which 16-bit patterns you want the system to use when it verifies the vol- 
ume. The optional argument value represents an octal integer in the range 
to 377 that denotes which of eight patterns you want used. The /P:n option in 
Chapter 18 provides a complete description of the patterns you can specify 
with /PATTERN[:value]. As the system uses each pattern, it prints at the 
terminal which pattern it is using. 

The command line that follows verifies an RK05 disk with the 16-bit pat- 
terns denoted by the value 25. 

.F0RMAT/yERIFY/PATTERN:25 RKOJ 

RKO;/FORMAT-Are you sure? Y 

?FORMAT-I-FoririBttirisi complete 

PATTERN #5 

PATTERN *3 

PATTERN *1 

?FC)RhAT-I -Verification complete 

If you do not supply a value with /PATTERN, the system uses pattern #8. 

/QUERY Use this option when you want the system to print a con- 
firmation message before it performs formatting or verification. This is the 
default setting. 

/NOQUERY Use this option if you do not want the system to print a con- 
firmation message before it performs formatting or verification. When you 
use this option in the FORMAT command line, the system prints only the 
pattern numbers it uses if it performs verification and the informational 
messages indicating the formatting or verification is complete. The default 
setting is /QUERY. 

/SINGLEDENSITY Use this option to format an RX02 double density 
diskette in single density format. The following example uses the /SINGLE- 
DENSITY option to format an RX02 in drive unit 1 as a single density 
diskette. 

.FORMAT/SINGLEDENSITY DY15 
nYi:/FORMAT-Are you sure? Y 
?F0RMAT-I-Fariiiattiri!3 complete 

/VERIFY[:ONLY] Use this option when you want to verify a volume fol- 
lowing formatting. Use the optional argument, :ONLY, when you want the 
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system to only verify a volume. (Note that although you can format only a 
limited variety of storage volumes, you can verify any disk, diskette, DEC- 
tape, or DECtape II.) When you use --VERIFY, the system first formats the 
specified volume, and then writes a bit pattern to each block on the volume. 
Next, the system reads each pattern. After the verification process is com- 
plete, the system prints at the terminal the block number of each bad block 
it found. 

The example that follows uses A^ERIFY to format and verify an RK05 disk 
in drive unit 2. 

. FORMAT/MERITY RK2{ 
RK2:/F0RMAT-Are hou sure? Y 
TFORMAT - 1 -Formatting comp 1 ete 
PATTERN #8 
?F0RMAT-I-yerific3tiori coniplete 

The next example uses A''ERIFY:ONLY to only verify an RXOl diskette in 
drive unit 0. 

. format/verify: ONLY nxo; 

nXO: /VERIFY- A re you sure? Y 

PATTERN *£i 

?FORMAT-- 1 -Ve ri f i est i on comp lete 

AVAIT Use this option to pause before formatting begins in order to sub- 
stitute a second volume for the volume you specify in the command line. The 
/WAIT option is useful for single drive systems. After the system accepts 
your command line, it pauses while you exchange volumes. Type a Y fol- 
lowed by a carriage return when you have exchanged volumes and are ready 
for formatting to begin. When formatting completes, the system pauses 
again while you replace the system volume. Type a Y followed by a carriage 
return after you have remounted the system volume to terminate the for- 
matting operation. 

The following example uses the /WAIT option to format an RK05 disk. 

.FORMAT/WAIT RKO ! 

RKO;/F(DRMAT-Are aou sure? Y 

Insert volume hou wish to forrast. CONTINUE (Y/N )?Y 

/FORMAT -I -Formstt ins complete 

replace oridinsl volume. CONTINUE C Y/N)? Y 
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FORTRAN 

The FORTRAN command invokes the FORTRAN IV compiler to compile 
one or more source programs. 



FORTRAN 


(LIST [:lilespec| {f ALLOCATEsizei 

([NO] OBJECT tfilsspec] (lALLOCATEsizal 

/CODErtype 

/DIAGNOSE 

(EXTEND 

(HEADER 

(14 

([N0| LINENUMBERS 

(ONOEBUQ 

/INOl OPTIMIZE ttype] 

/RECORD:length 

/SHOW [:valuel 

/STATISTICS 

/INOl SWAP 

/UNITSin 

(INOl VECTORS 

(WARNINGS 


( SP ) filespecs 



You can enter the FORTRAN command as one line, or you can rely on the 
system to prompt you for information. The FORTRAN command prompt is 
Files'? for the input specification. 

In the command syntax illustrated above, filespecs represents one or more 
files to be included in the compilation. If you omit a file type for an input file, 
the system assumes .FOR. Output default file types are .LST for listing files 
and .OBJ for object files. To compile multiple source files into a single object 
file, separate the files with plus ( + ) signs in the command line. Unless you 
specify otherwise, the system creates an object file with the same name as 
the first input file and gives it an .OBJ file type. To compile multiple files in 
independent compilations, separate the files with commas (,) in the com- 
mand line. This generates a corresponding object file for each set of input 
files. 

Language options are position-dependent — that is, they have different 
meanings depending on where you place them in the command line. Options 
that qualify a command name apply across the entire command string. 
Options that follow a file specification apply only to the file (or group of files 
separated by plus signs) that they follow in the command string. 

The RT-lllRSTSIE FORTRAN IV User's Guide contains detailed informa- 
tion about using FORTRAN. The following sections describe the options you 
can use with the FORTRAN command. 

/ALLOCATE:size Use this option with /LIST or /OBJECT to reserve 
space on a device for the output file. The argument size represents the num- 
ber of blocks of space to allocate. The meaningful range for this value is from 
1 to 32767. A value of-1 is a special case that creates the largest file possible 
on the device. 
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/CODE:type Use this option to produce object code that is designed for a 
particular hardware configuration. The argument type represents a three- 
letter abbreviation for the tj^je of code to be produced. The legal values are: 
EAE, EIS, FIS, and THR. See the RT-lllRSTSIE FORTRAN IV User's 
Guide for a complete description of the types of code and their function. 

/DIAGNOSE Use this option to help analyze an internal compiler error. 
/DIAGNOSE expands the crash dump information to include internal com- 
piler tables and buffers. Submit the diagnostic printout to DIGITAL with a 
software performance report (SPR) form. The information in the listing can 
help DIGITAL programmers locate the compiler error and correct it. 

/EXTEND Use this option to change the right margin for source input 
lines from column 72 to column 80. 

/HEADER This option includes in the printout a list of options that are 
currently in effect. 

/I4 Use this option to allocate two words for the default integer data iypQ 
(FORTRAN uses one-word integers) so that it takes the same physical space 
as real variables. 

/LINENUMBERS Use this option to include internal sequence numbers 
in the executable program. These are especially useful in debugging a FOR- 
TRAN program. They identify the FORTRAN statements that cause run- 
time diagnostic error messages. This is the default operation. 

/NOLINENUMBERS This option suppresses the generation of internal 
sequence numbers in the executable program. This produces a smaller pro- 
gram and optimizes execution speed. Use this option to compile only those 
programs that are already debugged; otherwise the line numbers in FOR- 
TRAN error messages are replaced by question marks and the messages are 
difficult to interpret. 



compilation listin°'. The /LIST o'^tion has different meanin'^s d'^^^n^'^n"' "" 



/LlST[:filespec] You must specify this option to produce a FORTRAN 

f^nmnilnfinn lia+inor TVio /T.TST ontion Vio 

where you place it in the command line. 

The /LIST option produces a listing on the line printer when /LIST follows 
the command name. For example, the following command line produces a 
line printer listing after compiling a FORTRAN source file: 

.FORTRAN/LIST MYPROG<RET> 

When the /LIST option follows the file specification, it produces a listing file. 
For example, the following command line produces the listing file 
DK:MYPROG.LST after compiling a FORTRAN source file: 

. FORTRAN MYPROG/LIST<RET> 

If you specify /LIST without a file specification in the list of options that 
immediately follows the command name, the FORTRAN compiler generates 
a listing that prints on the line printer. If you follow /LIST with a device 
name, the system creates a listing file on that device. If the device is a file- 
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structured device, the system stores the listing file on that device, assigning 
it the same name as the input file with a .LST file type. The following com- 
mand produces a listing on the terminal: 

.FORTRAN/LISTtTTI A 

The next command creates a listing file called A.LST on RK3:. 
.fortran/list:rk3: a 

If the /LIST option contains a name and file type to override the default of 
.LST, the system generates a listing file with that name. The following com- 
mand, for example, compiles A.FOR and B.FOR together, producing files 
A.OBJ and FILEl.OUT on device DK:. 

•fortran/list:filei.out a+b 

Another way to specify /LIST is to type it after the file specification to which 
it applies. To produce a listing file with the same name as a particular input 
file, you can use a command similar to this one: 

.FORTRAN A+B/LIST:RK3: 

The above command compiles A.FOR and B.FOR together, producing files 
DK:A.OBJ and RK3:B.LST. If you specify a file name on a /LIST option fol- 
lowing a file specification in the command line, it has the same meaning as 
when it follows the command. The following two commands have the same 
results: 

.FORTRAN A/LIST:B 
.FORTRAN/LISTtB A 

Both the above commands generate A.OBJ and B.LST as output files. 

Remember that file options apply only to the file (or group of files that are 
separated by plus signs) that they follow in the command string. For 
example: 

.FORTRAN A/LIST s'B 

This command compiles A.FOR, producing A.OBJ and A.LST. It also com- 
piles B.FOR, producing B.OBJ. However, it does not produce any listing file 
for the compilation of B.FOR. 

/OBJECT[:filespec] Use this option to specify a file name or device for the 
object file. Because FORTRAN creates object files by default, the following 
two commands have the same meaning: 

.FORTRAN A 
.FORTRAN/OBJECT A 

Both commands compile A.FOR and produce A.OBJ as output. The 
/OBJECT option functions like the /LIST option; it can be either a command 
or a file qualifier. 
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As a command option, /OBJECT applies across the entire command string. 
The following command, for example, compiles A.FOR and B.FOR sepa- 
rately, creating object files A.OBJ and B.OBJ on RKl:. 



.fortran/object:rki: a»b 

Use /OBJECT as a file option to create an object file with a specific name or 
destination. The following command compiles A.FOR and B.FOR together, 
creating files B.LST and B.OBJ. 

.FORTRAN A+B/LIST/OBJECT 

/NOOBJECT Use this option to suppress creation of an object file. As a 
command option, /NOOBJECT suppresses all object files; as a file option, it 
suppresses only the object file produced by compilation of the related input 
files. In this command, for example, the system compiles A.FOR and B.FOR 
together, producing files A.OBJ and B.LST. It also compiles C.FOR and pro- 
duces C.LST, but does not produce C.OBJ. 

.FORTRAN A+B/LIST,C/NOOBJECT/LIST 

/ONDEBUG Use this option to include debug lines (those that have a D in 
column one) in the compilation. You do not, therefore, have to edit the file to 
include these lines in the compilation or to logically remove them. This 
option is useful in debugging a program. You can include messages, flags, 
and conditional branches to help you trace program execution and find an 
error. 

/OPTIMIZE :type Use this option to enable certain options that optimize 
object code for various conditions. The argument type represents the three- 
letter code for the type of optimization to be enabled. Table 4-4 summarizes 
the codes and their meaning. 



Table 4-4: Optimization Codes 



Code 



Meaning 



BND 
CSE 
SPD 
STR 



Global register bindings for inline code generation 

Common subexpression elimination 

Optimization for speed of execution, as opposed to minimal program size 

Strength reduction optimization 



This option is not available with version 2.5 of the FORTRAN compiler. 

/NOOPTIMIZE:type Use this option to disable certain options that opti- 
mize object code for various conditions. The argument type represents the 
three-letter code for the type of optimization to be disabled. Table 4-4 sum- 
marizes the codes and their meaning. This option is not available with ver- 
sion 2.5 of the FORTRAN compiler. 

/RECORDrlength Use this option to override the default record length of, 
usually 132, characters for ASCII, sequentially formatted input and output. 
The meaningful range for length is from 4 to 4095. 
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/SHOW[:value] Use this option to control FORTRAN listing output. The 
argument value represents a code that indicates which listings the compiler 
is to produce. Table 4-5 summarizes the codes and their meaning. You can 
combine options by specifying the sum of their numeric codes. For example: 



/SHOW:? 

or 

/SHOW:ALL 



The two options shown above have the same meaning. If you specify no code, 
the default value is 3, a combination of SRC and MAP. 



Table 4-5: 


FORTRAN Listing Codes 


Code 


Listing Content 





Diagnostics only 


lor SRC 


Source program and diagnostics 


2 or MAP 


Storage map and diagnostics 


3 


Diagnostics, source program, and storage map 


4 or COD 


Generated code and diagnostics 


7 or ALL 


Diagnostics, source program, storage map, and generated code 



/STATISTICS Use this option to include compilation statistics in the list- 
ing, such as amount of memory used, amount of time elapsed, and length of 
the symbol table. 

/SWAP Use this option to permit the USR (user service routine) to swap 
over the FORTRAN program in memory. This is the default operation. 

/NOSWAP This option keeps the USR resident during execution of a 
FORTRAN program. This may be necessary if the FORTRAN program uses 
some of the RT-11 system subroutine library calls (see Chapter 4 of the 
RT-11 Programmer's Reference Manual). If the program frequently updates 
or creates a large number of different files, making the USR resident can 
improve program execution. However, the cost for making the USR resident 
is 2K words of memory. 

/UNITS:n Use this option to override the default number of logical units 
(6) to be open at one time. The maximum value you can specify for n is 16. 

/VECTORS This option directs FORTRAN to use tables to access multi- 
dimensional arrays. This is the default mode of operation. 

/NOVECTORS This option directs FORTRAN to use multiplication oper- 
ations to access multidimensional arrays. 

/WARNINGS Use this option to include warning messages in FORTRAN 
compiler diagnostic error messages. These messages call certain conditions 
to your attention, but do not interfere with the compilation. A warning mes- 
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sage prints, for example, if you change an index within a DO loop, or if you 
specify a variable name longer than six characters. 

/NOWARNINGS Use this option to exclude warning messages in FOR- 
TRAN compiler diagnostic error messages. This is the default setting. 
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FRUN 

The FRUN command initiates foreground jobs. The default file type is .REL. 



FRUN ( SP ) filespec 



/BUFFER:n 
/PAUSE 
/TERMINALn 
/NAME:jobname_ 



In the command syntax illustrated above, filespec represents the program to 
execute. Because this command runs a foreground job, it is valid for the FB 
and XM monitors only. 

If a foreground job is active when you issue the FRUN command, an error 
message prints on the terminal. You can run only one foreground job at a 
time. If a terminated foreground job is occupying memory, the system 
reclaims that region for your program. Then, if the system finds your pro- 
gram and if your program fits in the available memory, execution begins. 

The following sections describe the options you can use with FRUN. Note 
that the option must follow the file specification in the command line. 

Note that you can use the FRUN command to run a virtual foreground job, 
and that you can use FRUN to run a virtual .SAV file in the foreground 
under the XM monitor. 

/BUFFERm Use this option to reserve more space in memory than the 
actual program size. The argument n represents, in octal, the number of 
words of memory to allocate. You must use this option to execute a FOR- 
TRAN foreground job. If you use /BUFFER for a virtual job linked with the 

r\T »«4-;.-.«« /■«« rV\lf\ 4-1^.-. n-.Tni-r^-r^ i rv^ ^-i/trxt^ /D T IT?!?!? T? Ki-«y«nii i?i.-. i-*- "Una r»li«^o/^TT ■t-*-*.r\ 

vided a buffer in extended memory. 

The following formula determines the space needed to run a FORTRAN pro- 
gram as a foreground job. 

n = [l/2[504 + (33*N) + (R-136) + A*512)]] 
where: 

A represents the number of files open at one time. If you are using 
double buffering, multiply A by 2. 

N represents the number of channels (logical unit numbers) 

R represents the maximum record length. The default is 136 
characters. 

This formula must be modified for certain System Subroutine Library (SYS- 
LIB) functions. 
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The IQSET function requires the formula to include additional space for 
queue elements (qcount) as follows: 

n = [l/2[504 + (33*N) + (R-136) + A*512]] + [10*qcount] 

The ICDFN function requires the formula to include additional space for the 
integer number of channels (num) as follows: 

n = [l/2[504 + (33*N) + (R-136) + A*512]] + [6*num] 

The INTSET function requires the formula to include additional space for 
the number of INTSET calls issued in the program as follows: 

n = [l/2[504 + (33*N) + (R-136) + A*512]] + [25*INTSET] 

Any functions, including INTSET, that invoke completion routines must 
include 64(decimal) words plus the niunber of words needed to allocate the 
second record buffer (default is 68(decimal) words). The length of the record 
buffer is controlled by the /RECORD option to the FORTRAN compiler. If 
the /RECORD option is not used, the allocation in the formula must be 
136(decimal) bytes, or the length that was set at FORTRAN installation 
time. This modifies the formula as follows: 

n = [l/2[504 + (33*N) + (R-136) + A*512]] + [64 + R/2] 

If the /'BUFFER option does not allocate enough space in the foreground on 
the initial call to a completion routine, the following message appears: 

TERR Of NON-FORTRAN error call 

This message also appears if there is not enough free memory for the back- 
ground job or if a completion routine in the single-job monitor is activated 
during another completion routine. In the latter case, the job aborts; you 
should use the FB monitor to run multiple active completion routines. 

/PAUSE Use this option to help you debug a program. When you type the 
carriage return at the end of the command string, the system prints the load 
address of your program and waits. You can examine or modify the program 
(by using ODT, described in Chapter 21) before starting execution. You 
must use the RESUME command to start the foreground job. The following 
command loads the program DEMOSP.REL, prints the load address, and 
waits for a RESUME command to begin execution. 

•FRUN DEMOSP/P 
Lo3ded 3t 127276 

.RESUME 

/TERMINAL:!! This option is meaningful only in a multi-terminal sys- 
tem. Use it to assign a terminal to interact with the foreground job. The 
argument n represents a terminal logical unit number. If you do not use this 
option, the foreground job shares the console terminal with the background 
job. By assigning a different terminal to interact with the foreground job, 
you eliminate the need for the foreground and background jobs to share the 
console terminal. Note that the original console terminal still interacts with 
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the background job and with the keyboard monitor, unless you use the SET 
TT:CONSOL command to change this. 

/NAME:name Use this option to assign a logical name to the foreground 
job. This option is valid only on a monitor that has system job support, a si^e- 
cial feature enabled by the system generation process. 
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GET 

The GET command loads a memory image file into memory. 



GET (^ SP ) filespec 



In the command syntax shown above, filespec represents the memory image 
file to be loaded. The default file type is .SAV. Note that magtape and cas- 
sette are not block-replaceable devices and therefore are not permitted with 
the GET command. Use the GET command for a background job only. You 
cannot use GET on a virtual program that executes under the XM monitor. 
The GET command is useful when you need to modify or debug a program. 
You can use GET with the Base, Deposit, Examine, and START commands 
to test changes. Use the SAVE command to make these changes permanent. 
You can combine programs by issuing multiple GET commands, as the fol- 
lowing example shows. This example loads a program, DEMOSP.SAV, loads 
ODT.SAV (on-line debugging technique, described in Chapter 21), and 
starts the program using the address of ODT's entry point. 

.GET DEMOSP 
.GET ODT 
.START 
ODT vol. 04 

If more than one program requires the same locations in memory, the pro- 
gram you load later overlays the previous program. Note that you cannot 
use GET to load overlay segments of a program; it can load only the root. If 
the file you need to load resides on a device other than the system device, the 
.system automatically loads that device handler into memory when you issue 
the GET command. This prevents problems that occur if you use the START 
command and your program is overlaid. 
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GT 

The GT command enables or disables the VTll or VS60 display hardware. 




When you issue the GT OFF command, you disable the display hardware. 
The printing console terminal then becomes the device that prints output 
from the system. 

When you issue the GT ON command, the display screen replaces the print- 
ing console terminal. The display screen offers some advantages over the 
printing terminal: (1) it is quieter than a printing terminal, (2) it is faster 
than a printing terminal, (3) it does not require a supply of paper, and (4) it 
is the device for which EDIT's immediate mode is intended. The display 
screen can speed up the editing process (see Chapter 5 for information on 
how to use the text editor). You can use CTRL/A, CTRL/S, CTRL/E, and 
CTRL/Q to control scrolling. These commands are explained in Chapter 3. 

Note that RT-11 does not permit you to use display hardware (with GT ON) 
if you have multi-terminal support (enabled by a user-generated monitor) or 
if you have an 8K configuration. You cannot use GT ON or GT OFF when a 
foreground or system job is active; this causes the system to print an error 
message. Issue the GT ON command before you begin execution of the fore- 
ground job. ODT (on-line debugging technique, described in Chapter 21) is 
the only system program that cannot use the display screen. Its output 
always appears on the console terminal. You can use VDT, a variant of 
ODT, because it can interact with the display hardware. 

NOTE 

If an indirect command file issues a GT ON command, part 
of the command may echo on the terminal and the rest may 
echo on the graphics screen. Also, if you type the GT ON 
command, followed by CTRL/E, the initial line on the ter- 
minal overprints when you type GT OFF. 

The following options control the number of lines that appear on the screen 
and position the first line vertically. 

/L:n Use this option to change the number of lines of text that display on 
the screen. Table 4-6 shows the valid range for the argument n in decimal. 
If you do not use this option the system determines the screen size and auto- 
matically assigns the largest valid value. 
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/T:n Use this option to change the top position of the scroll display. Table 
4—6 shows the valid range for the argument n in decimal. If you do not use 
this option, the system determines the screen size and automatically assigns 
the largest valid value. 

Table 4-6: Display Screen Values 



Screen Size 


Lines 


Top Position 


12-inch 
17-inch 


1-31 
1-^0 


1-744 

1-1000 (or larger) 
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HELP 

The HELP command lists information related to RT-11 commands to help 
you remember command sjoitax, options, and so on, when you are at the 
console. 



HELP rfn-ERMINALJ 
[[/PRINTER J 


( SP ) topic 


(^ SP ) subtopicliitein] 
. (option 


r n 







In the command syntax shown above, topic represents a subject about which 
you need information. In the help file supplied with RT-11, the topics are 
the keyboard monitor commands. The subtopic represents a category within 
a topic. In the RT-11 help file, the subtopics are SYNTAX, SEMANTICS, 
OPTIONS, and EXAMPLES. The item represents one member of the sub- 
topic group. You can specify more than one item in the command line if you 
separate the items by colons (:). If you type HELP followed by a carriage 
return, the system lists information on the HELP command. 

The HELP command permits you to access the HELP text file. The help file 
distributed with RT-11 contains information about the keyboard monitor 
commands and how to use them. However, the concept of the help file is a 
general one. That is, you can create your own help file to supply quick refer- 
ence material on any subject. For information on how to change the HELP 
text file, see the RT-11 Installation and System Generation Guide. There are 
only two options you can use with the HELP command. They are /PRINTER 
and /TERMINAL. 

/PRINTER Use this option to list information on the line printer. 



/TERMINAL This option lists information on the console terminal. This 






The following examples all make use of the standard RT-11 help file. 

The following command lists all the topics for which assistance is available. 

. HELP * 

AF'L Invokes the APL Isn^uade interfreter 

ASSIGN Associates 3 loiSicsl device name with a physical device 

B Sets 3 reloc3tioi-i base 
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The next command lists all the information about the DATE command. 

.HELP DATE 

DATE Sets or dlsplsas the current system dste 

SYNTAX 

DATEC rjd-mmiti-ay] 

SEHANTICS 

All numeric values are deciinalr mmm is the first three 
characters of the name of the month 

OPTIONS 

None 

EXAMPLES 

DATE 12-MAY-79 

The next command lists all the options that are valid with the DIRECTORY 
command. 

.HELP DIRECTORY OPTIONS 

OPTIONS 

allocate: size 

Use with /OUTPUT to reserve space for the output listing 
file 
ALPHABETIZE 

Sorts the directory in alphabetical order b« file name 
and tape 



The next command lists information about the /BRIEF option for the 
DIRECTORY command. 

.HELP DIRECTORY OPTIONSJBRIEF 

BRIEF 

Lists only file names and file types of files? same as 
/FAST 

mi_ _ r-Ti 1 J i:~i.„ :^f 4.4 „1 ,,* 4-U„ T^TTJTTTirri/^DV ^^-^-.■^^■^A 

llie lUllUWlllg CUlllllicliiu iisus iiiiuiiiiat^iuii olkhjuhi viic ±jjlj.\,±u\j ±\j±\, j. wuxiuucuj.vx 

options that begin with B. 

.HELP DIRECTORY/B 
BADBLOCKS 

Scans the device for had blocks and types their octal 

number 
BEFORECdatej 

Lists the files created before the date you specify 
BEGIN 

Lists the directory? startinsi with the file you specify 

BLOCKS 

Lists the startinsi block, numbers of the files 
BRIEF 

Lists only file names and file tapes of files? same as 

/FAST 
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INITIALIZE 

Use the INITIALIZE command to clear and initialize a device directory. 



INITIALIZE 


7dOS [/INOIQUERY] ~] 
/INTERCHANGE [/INOPUERYI 


( SP ) device 


/FILEfilespec 
/INOl QUERY 
A/OLUMEIO |:ONLY| 
/SEGMENTS:n 
/REPLACE i:RETAIN! 
/BADBLOCKS 
/WAIT 

/RESTORE _ 



In the command syntax illustrated above, device represents the volume you 
need to initialize. The initialize operation must always be the first operation 
you perform on a new volume after you receive it, formatted, from the manu- 
facturer. If the volume is not formatted, use the FORMAT command (see the 
FORMAT command description) to format the volume. The INITIALIZE 
command destroys any data that may already exist on a device. After you 
use the INITIALIZE command, there are no files in the directory. If you use 
the INITIALIZE command with no options, the system simply initializes the 
device directory. You can enter the INITIALIZE command as one line, or 
you can rely on the system to prompt you for the name of the device with 
Device?. The following sections describe the options you can use with 
INITIALIZE and give some examples of their use. 

The default number of directory segments for RT-11 directory structured 
volumes is listed in Table 4-7. If any default is too small for your needs, see 
the RT-11 Installation and System Generation Guide for details on chang- 
ing this default directory size. 

If the volume you are initializing has protected files, the system always 
prints a confirmation message as in the following example. 



.INIT RKOI 

RK0:/Initi3lizeJ Are you sure? Y <RET> 

Volume contains protected files? Are you sure? Y 



::ret> 



/BADBLOCKS[:RET] Use this option to scan a volume (disk or DECtape) 
for bad blocks and write .BAD files over them. For each bad block the system 
encounters on the volume, it creates a file called FILE. BAD to cover it. After 
the volume is initialized and the scan completed, the directory consists of 
only FILE.BAD entries to cover the bad blocks. This procedure ensures that 
the system will not attempt to access these bad blocks during routine oper- 
ations. If the system finds a bad block in either the boot block or the volume 
directory, it prints an error message and the volume is not usable. DIGITAL 
recommends that you use the DIRECTORY/BADBLOCKS command after 
using the INITIALIZE/BADBLOCKS command so that you can find out 
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where the bad blocks are, if any. The following command initializes volume 
RKl: and scans for bad blocks. 

.INITIALIZE/BADBLOCKS RK1{ 

RKl J/Initialize; Are your sure? Y 

If you use /BADBLOCKS:RET, the system will retain through initialization 
all files with a .BAD file type that it finds on the volume, giving them the 
name FILE. BAD. The system does not do a bad block scan. The advantage in 
using :RET is that initializing takes less time. Note that some volumes sup- 
port bad block replacement; DIGITAL recommends you use the 
/REPLACE[:RET] option instead of /BADBLOCKS[:RET] for these volumes 
when scanning for bad blocks. 

/DOS Use this option to initialize a DECtape for DOS-11 format. 

/FILE:filespec Use this option to initialize a magtape and create a boot- 
able tape. For filespec, substitute dev:MBOOT.BOT. This file is distributed 
with RT-11 for this purpose only. Consult the RT-11 Installation and Sys- 
tem Generation Guide for more information. The following example creates 
a bootable magtape. 

.INITIALIZE/FILEtHBOOT.BOT MTOJ 

./INTERCHANGE Use this option to initialize a diskette for interchange 
format. The following example initializes DXl: in interchange format. 

♦INITIALIZE/INTERCHANGE DXl J 
DXlt/lnit Are aou sure? Y 

/QUERY This option prompts you for confirmation before it initializes a 
device. Respond by typing a Y followed by a carriage return to initiate exe- 
cution of the command. The system interprets a response beginning with 
any other character to mean NO. /QUERY is the default operation. 

/NOQUERY Use this option to suppress the confirmation message the 
system prints before it proceeds with the initialization. 

/REPLACE[:RET] If you have an RK06, RK07, RLOl, or RL02 disk, 
ncQ tViig o"tion to scan a disk for bad blocks. If the system finds an'"^ bad 
blocks, it creates a replacement table so that routine operations access good 
blocks instead of bad ones. Thus, the disk appears to have only good blocks. 
Note, though, that accessing this replacement table slows response time for 
routine input and output operations. With /REPLACE, you have the option 
of deciding which bad blocks you want replaced if there is a replacement 
table overflow. The RK06s and RK07s support up to 32 bad blocks in the 
replacement table: the RLOls and RL02s support up to 10. 

With an RK06 or RK07 disk, the system can replace only those bad blocks 
that generate a bad sector error (BSE). Of the blocks the system cannot 
replace, the system can report a bad block as being hard or soft. If you use 
/VERIFY with /REPLACE and the system still cannot use the block, the sys- 
tem reports a hard bad block. If the system can use the block, it reports a soft 
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With an RLOl or RL02 disk, the system can replace any kind of bad block. 

When you use /REPLACE, the system prints a list of replaceable bad blocks 
as in the following sample: 

.INITIALIZE/REPLACE DLOJ 



Block 


Type 


030722 


12754. 


Replscesble 


115046 


39462. 


Replaceable 


133617 


46991. 


Replscesble 


136175 


48253. 


Replaceable 


136277 


48319. 


Replaceable 


136401 


48385. 


Replaceable 


140405 


49413. 


Replaceable 


146252 


52394. 


Replaceable 



DUP-I-Bad blocks detected 8. 



If there is a replacement table overflow, the system prompts you to indicate 
which blocks you want replaced as follows: 

?DUP-W-Repl3ce!sent table overflow 
Tape <RET>> Oc or nnnnnn (<RET>) 
Replace block * 

nnnnnn represents the octal number of the block you want the system to 
replace. 

After you enter a block number, the system responds by repeating the 
Replace block # prompt. If you type a at any time you do not want any 
more blocks replaced, prompting ends and any blocks not placed in the 
replacement table are marked as FILE. BAD. 

If you enter a carriage return at any time, the system places all bad blocks 
you have not entered into the replacement table, starting with the first on 
the disk, until the table is full. The system assigns the name FILE.BAD to 
any remaining bau uiOCKs anu prompting enus. 

If you use /NOQUERY with /REPLACE, and there is a replacement table 
overflow, the effect will be as if you had entered a carriage return in 
response to the first Replace block # prompt. 

If you use :RET with /REPLACE, the system initializes the volume and 
retains the bad block replacement table (and FILE.BAD files) created by the 
previous /REPLACE command. 

Note that if the monitor file resides on a block that contains a bad sector 
error (BSE) and you are doing bad block replacement, a boot error results 
when you attempt to bootstrap the system. In .this case, move the monitor. 
Use the DIRECTORY/BADBLOCKS/FILES command to determine which 
files reside on bad blocks. 

/RESTORE Use this option to uninitialize a volume. That is, you can use 
this option to restore the directory and files that were present on the volume 
prior to the previous initialization. You can use /RESTORE only if no files 
have been transferred to the volume since the last time it was initialized. 
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The /RESTORE option does not restore the boot blocks; so if you use 
/RESTORE to restore a previously bootable volume, use the COPY/BOOT 
command to make the volume bootable again. 

/SEGMENTS:!! Use this option if you need to initialize a disk and also 
change the number of directory segments. The number of segments in the 
directory establishes the number of files that can be stored on a device. The 
system allows a maximum of 72 files per directory segment, £md 31 directory 
segments per device. The argument n represents the number of directory 
segments. The valid range for n is from 1 to 31 (decimal). Table 4-7 shows 
the default values of n for standard RT-11 devices. 

Table 4-7: Default Directory Sizes 





Size (decimal) of 


Device 


Directory in Segments 


RK 


16 


DD 




DT 




RF 




DS 




DP 


31 


DX 




DM 


31 


DY 




DL 


16 


PD 


1 



/VOLUMEID[:ONLY] Use /VOLUMEID to write a volume identification 
on a device when you initialize it. This identification consists of a volume ID 
(up to 12 characters long for a block-replaceable device, up to 6 characters 
long for magtape) and an owner name (up to 12 characters long for a block- 












example initializes device RKl: and writes a volume identification on it. 

, TWTTTfSi! T7F/Uni IIMFTTI Rk 1 1 

RKl ; /Initialize J Are you sure? Y 
Volume ID? FORTRAN yOL. 
Owner? Msrcy 

Use /VOLUMEID:ONLY to write a new volume identification on a device 
without reinitializing the device. You cannot change the volume ID of a 
magtape or cassette without initializing the entire tape. 

/WAIT The /WAIT option is useful if you have a single-disk system. When 
you use this option to initialize a volume, the system begins the procedure 
but then pauses and waits for you to mount the volume you want to 
initialize. When the system pauses, it prints the following prompt at the 
terminal: 

Mount input volume in <device>j Continue? 
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<device> is the name of the device into which you mount the volume to be 
initialized. After you have mounted the input volume, type Y followed by a 
carriage return. After the system completes the initialization process, it 
prints the following message prompting you to mount the system volume: 

Mount system volume in <device>; Continue? 

After you mount the system volume, type Y followed by a carriage return. 
When you use AVAIT, make sure that DUP is on the system volume. 
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INSTALL 

The INSTALL command installs the device you specify into the system. 



INSTALL ( SP ) device [,. . device] 



In the command syntax shown above, device represents the name of the 
device to be installed. The INSTALL command accepts no options. It allows 
you to install into the system tables a device that was not installed into the 
system when it was bootstrapped. (A device handler must exist in the sys- 
tem tables before you can use that device.) The device occupies the first 
available device slot. Using the INSTALL command does not change the 
monitor disk image; it only modifies the system tables of the monitor that is 
currently in memory. 

You can enter the command on one line, or you can rely on the system to 
prompt you for information. The INSTALL command prompt is Device^. 

When you specify a device name, the system searches the system device for 
the corresponding device handler file. For SJ and FB systems, if LP: is to be 
installed, the INSTALL command searches for the file SY:LP.SYS. For XM 
system-s, INSTALL searches for SY:LPX.SYS. The INSTALL command does 
not allow a device handler built for a different configuration of the system to 
be installed in a given system. Note that you cannot install the device 
names SY, DK, or BA. 

To permanently install a device, include the INSTALL command in the 
standard, system startup indirect command file. This file is invoked auto- 
matically when you boot the system. The INSTALL command also allows 
you to configure a special system for a single session without having to 
reconfigure to revert to the standard device configuration. If there are no 
free device slots (use the SHOW DEVICES command to ascertain this), you 
must remove an existing device (with the REMOVE command) before you 
can install a new device. 

The following command installs the card reader into the system tables from 
the file CR.SYS. (The colon (:) that follows the device handler name is 
optional.) 

•INSTALL cr: 

The next example installs the line printer, the card reader, and DECtape. 

.INSTALL lpi»cr:jDt: 
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LIBRARY 

The LIBRARY command lets you create, update, modify, list, and maintain 
library files. 



LIBRARY 



/LIST tfilespec] [/ALLOCATE:size] 

/INO] OBJECT [:filespec| [/ALLOCATE:size] 



/CREATE 
/EXTRACT 
/INSERT 
/MACRO 



/DELETE 
/PROMPT 
(REMOVE 



Cir)l.ra.[CID«— [{rD^Tf}]] 



In the command syntax illustrated above, library represents the library file 
name, and filespecs represents the input module file names. Separate the 
library file specification from the module file specifications with a space. 
Separate the module file specifications with commas. The system uses .LST 
as the default file type for library directory listing files. It uses .OBJ as the 
default file type for object libraries and object input files, and .MAC for 
macro libraries and macro input files. Object libraries contain machine-level 
object modules, and macro libraries contain MACRO source modules. You 
cannot combine object modules with MACRO modules. The default oper- 
ation, if you do not specify an option, is /INSERT. If you do not specify a 
library file in the command line, the system prompts Library?. If you specify 
/CREATE, /INSERT, or /MACRO and omit the module file specification, the 
system prompts Files?. If you specify /EXTRACT, the system prompts File?. 
Note that no other option causes the File? or Files? prompt. 

The LIBRARY command can perform all the functions listed above on object 
library files. It can also create macro library files for use with the 
MACRO-11 assembler. A library file is a direct-access file (a file that has a 
directory) that contains one or more modules of the same type. The system 
organizes library files so the linker and MACRO-11 assembler can access 
them rapidly. Each library is a file that contains a library header, library 
directory, and one or more object modules. The object modules in a library 
file can be routines that are repeatedly used in a program, routines that are 
used by more than one program, or routines that are related and simply 
gathered together for convenience. An example of a typical object library file 
is the default system library, SYSLIB.OBJ, used by the linker. An example 
of a macro library file is SYSMAC.SML. 

You access object modules in a library file by making calls or references to 
their global symbols; you link the object modules with the program that uses 
them by using the LINK command to produce a single executable module. 
Each input file for an object library consists of one or more object modules, 
and is stored on a device under a specific file name and file tj^e. Once you 
insert an object module into a library file, you no longer reference the mod- 
ule by the file name of which it was a part; reference it by its individual mod- 
ule name. For example, the input file FORT.OBJ may exist on DT2: and can 
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contain an object module called ABC. Once you insert the module into a 
library, reference only ABC, and not FORT. OB J. 

The input files normally do not contain main programs but only sub- 
programs, functions, and subroutines. The library file must never contain a 
FORTRAN BLOCK DATA subprogram because there is no undefined global 
symbol to cause the linker to load it automatically. 

The following sections describe the LIBRARY command options and explain 
how to use them. The last section under this command describes the 
LIBRARY prompting sequence and order of execution for commands that 
combine two or more LIBRARY options. Chapter 12 contains more detailed 
information on object and macro libraries. 

/ALLOCATErsize Use this option only with /LIST or /OBJECT to reserve 
space on the device for the output file. The value size represents the number 
of blocks of space to allocate. The meaningful range for this value is from 1 
to 32767. A value of-1 is a special case that allocates the largest area avail- 
able on the device. 

The following example uses /ALLOCATE to create the object library 
MYLIB.OBJ from the object library MYFILE.OBJ. The argument, -1, is 
specified with /ALLOCATE. 

LIBRARY/0BJECT!MYLIB/ALL0CATE:-1 hyfile 

/CREATE Use this option by itself to create an object library. Specify a 
library name followed by the file specifications for the modules that are to be 
included in that library. The following command creates a library called 
NEWLIB.OBJ from the modules contained in files FIRST.OBJ and 
SECOND.OBJ. 

•LIBRARY/CREATE NEULIB FIRST»SECOND 

/DELETE Use this option to delete an object module and all its associated 

&*""^«-«-* »Jjr xiXn-rVTikJ .L.a. WXAX l^xxv^ xxU'xCA.xJ. k^^^VXJ-J l/l.X\^ XXIk/XCtXJT J.JLU.J,XX<C XJ.J. VXl.^ *^\J1.±1±1.1.0L1.1\A 

line. The system prompts you for the names of the modules to delete. The 
prompt is: 

Module name? 

Respond with the name of a module. (Be sure to specify a module name and 
not a global name.) Follow each module name with a carriage return. Enter 
a carriage return on a line by itself to terminate the list of module names. 
The following example deletes modules SGN and TAN from the library 
called NEWLIB.OBJ. 

.LIBRARY/DELETE NEULIB 
Module name? SGN 
Module name? TAN 
Module name? 

/EXTRACT Use this option to extract an object module from a library and 
store it in a file with the same name as the module and a file tvne of .OBJ. 
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You cannot combine this option with any other option. The system prompts 
you for the name of the object module to be extracted. The prompt is: 

Global? 

11 you speciiy a giouai name, tue system extracts tue entire mouuie oi wiiicn 
that global is a part. Follow each global name with a carriage return. Enter 
a carriage return on a line by itself to terminate the list of global symbols. 
The following example shows how to extract the module ATAN from the 
library called NEWLIB.OBJ and store it in file ATAN.OBJ on DXl:. 

.LIBRARY/EXTRACT 
Library? NEULIB 
File ? DXl t ATAN 
Global ? ATAN 
Global ? 

/INSERT Use this option to insert an object module into an existing 
library. Although you can insert object modules that have duplicate names, 

UJ.1.J.O L/1 CI. V UXVO J.O J.ivrU X Cv</.LXJ.xj.j.€xrv<.ovc kJC^V'Clu.oC' vm. uxxv? lAl.i.j.lvwixvj' xlx v vrx v ^vc Ixj. x ^l/Iu^' 

ing or updating these modules. Note that /INSERT is the default operation. 
If you do not specify any option, insertion takes place. The following 
example inserts the modules contained in the files THIRD.OBJ and 
FOURTH.OBJ into the library called OLDLIB.OBJ. 

.LIBRARY/INSERT OLDLIB THIRD»FOURTH 

/LIST[:filespec] Use this option to obtain a directory listing of an object 
library. The following example obtains a directory listing of OLDLIB.OBJ 
on the terminal (the line printer is the default device). 

•library/listjtt: oldlib 



The directory listing prints global symbol names. A plus sign ( + ) in the 

iiiLiuuic L;uiuxxiix luui^citco a «^uiilj.iiucu luic kjcc kjc 

to include module names in the directory listing. 



lliuuuic ^uiuiiixx xxxux^cLtco CL UU1XLXXXU.CU iixic kjcc kJC^LXuxx x^.^. f i.\jL CL pxuv^cu.u.xc; 



You can also use /LIST with other options (except /MACRO) to obtain a 
directory listing of an object library after you create or modify it. The follow- 
ing command, for example, inserts the modules contained in the files 
THIRD.OBJ and FOURTH.OBJ into the library called OLDLIB.OBJ; it 
then prints a directory listing of the library on the terminal. 

.LIBRARY/INSERT/LIST:TTt OLDLIB THIRD»FOURTH 

You cannot obtain a directory listing of a macro library. 

Make sure when you use /LIST with LIBRARY that you use it on the com- 
mand side of the command string, and not after the file specification. 

/MACRO Use this option to create a macro library. Note that this is the 
only valid function for a macro library. You can create a macro library, but 
you cannot list or modify it. To update a macro library, simply edit the 
ASCII text file and then reprocess the file with the LIBRARY/MACRO com- 
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mand. The following example creates a macro library called NEWLIB.MAC 
from the ASCII input file SYSMAC.MAC. 

♦LIBRARY/MACRO/CREATE NEWLIB SYSMAC 

When you use /MACRO with LIBRARY, use it on the command side of the 
command string, and not after the file specification. 

/OBJECT[:filespec] The system creates object library files by default as a 
result of executing a LIBRARY command. When you modify an existing 
library, the system actually makes the changes to the library you specify, 
thus creating a new, updated library that it stores under the same name as 
the original library. Use this option to give a new name to the updated 
library file and preserve the original library. The following example creates 
a library called NEWLIB.OBJ, which consists of the library OLDLIB.OBJ 
plus the modules that are contained in files THIRD.OBJ and FOURTH.OBJ. 

•LIBRARY/INSERT/OBJECTtNEULIB OLDLIB THIRD-FOURTH 

/NOOBJECT Use this option to suppress the creation of a new object 
library as a result of a LIBRARY command. 

/PROMPT Use this option to specify more than one line of input file speci- 
fications in a LIBRARY command. This option is valid with all other library 
functions except the /EXTRACT option. You must specify // as the last input 
in order to terminate the input list. Note that the file specifications you 
enter after typing the /PROMPT option must conform to Command String 
Interpreter conventions. The following example creates a macro library 
called MACLIB.MAC from seven input files. 

•LIBRARY/MACRO/PROMPT HACLIB A» Br Cr H 

*E»F»e 

*// 

/REMOVE This option permits you to delete a specific global symbol from 
a library file's directory. Since globals are deleted only from the directory 
(and not from the object module itself), all the globals that were previously 
deleted are restored whenever you update that library, unless you use 
/REMOVE again to delete them. This feature lets you recover a library if 
you have inadvertently deleted the wrong global. The system prompts you 
for the names of the global symbols to remove. The prompt is: 

Global? 

Respond with the name of a global symbol to be removed. Follow each global 
symbol with a carriage return. Enter a carriage return on a line by itself to 
terminate the list of global symbols. The following example deletes the glob- 
als GA, GB, GC, and GD from the library OLDLIB.OBJ. 

•LIBRARY/REMOVE OLDLIB 

Global? GA 

Global? GB 

Global? ec 

Global? QD 

Global? 
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/REPLACE Use this option to replace modules in an existing object 
library with modules of the same name contained in the files you specify. 
The following example replaces a module called SQRT in the library 
MATHLB.OBJ with a new module, also called SQRT, from the file called 
MFUNCT.OBJ. 

.LIBRARY MATHLB MFUNCT/REPLACE 

Note that the /REPLACE option must follow each file specification that con- 
tains a module to be inserted into the library. Note also that you can use 



/J.V1IJX ±J. 






/UPDATE This option combines the functions of /INSERT and 
/REPLACE. Specify it after each file specification to which it applies. If the 
modules in the input file already exist in the library, the system replaces 
those library modules. If the modules in the input file do not exist in the 
library, the system inserts them. The following example updates the library 
OLDLIB.OBJ. 

.LIBRARY QLDLIB FIRST/UPDATE? SECOND/UPDATE 

Note that the /UPDATE option must follow each file specification to which it 
applies, and that you can use this option only with modules, not files. 

You can combine the LIBRARY options with the exceptions of /EXTRACT 
and /MACRO, which you cannot combine with most of the other functions. 
Table 4-8 lists the sequence in which the system executes the LIBRARY 
options and prompts you for additional information. 



Table 4—8: Execution and Prompting Sequence of 
LIBRARY Options 



Option 


Prompt 


/CREATE 




/DELETE 


Module name? 


/REMOVE 


Global? 


/UPDATE 




/REPLACE 




/INSERT 




/LIST 





The following example combines several options. 

LIBRARY/LISTJTT:/REH0VE/INSERT NEULIB LIB2/REPLACEfLIB3 

Global? SQRT 

Global? 

RT-11 LIBRARIAN y03.10 FRI 15-JUL-79 00;08J37 

NEULIB FRI 15-JUL>-79 00 : 08: 35 



MODULE 



GLOBALS 

COS 

DATAN 

ATAN 

ncos 



GLOBALS 

SIN 

tiATAN2 
ATAN2 
DSIN 



GLOBALS 
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The command executes in the following sequence: 

1. Removes global SQRT from NEWLIB 

2. Replaces any duplicates of the modules in the file LIB2.0BJ 

3. Inserts the modules in the file LIBS. OB J 

4. Lists the directory of NEWLIB . OBJ on the terminal 
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LINK 

The LINK command converts object modules into a format suitable for load- 
ing and execution. 



HHO] execute tlilespec] 

/MAP [:filesp«c] [/ALLOCATE:size| [WIDE] 



/FOREGROUND [:stacksizel 
/FILL:n 

/B0TrOM:n 
/FILL:n 
/RUN 
/STACK [:nl 

/ALPHABETIZE 

/[NO] BITMAP 

/BOUNDARY:value 

/DEBUG tfilespec] 

/EXTEND:n 

/INCLUDE 

(LIBRARY:filespec 

/LINKLIBRARY:fllespec 

/PROMPT 

/ROUND:n 

/SLOWLY 

/SYMBOLTabLE 

/TOP 

/TRANSFER [:nl 

/XM 



rsF) tilespecs 



The RT-11 system lets you separately assemble a main program and each of 
its subroutines without assigning an absolute load address at assembly 
time. The linker can then process the object modules of the main program 
and subroutines to relocate each object module and assign absolute 
addresses. It links the modules by correlating global symbols that are 
defined in one module and referenced in another, and it creates the initial 
control block for the linked program. The linker can also create an overlay 
structure (if you specify the /PROMPT option) and include the necessary 
run-time overlay handlers and tables. The linker searches libreiries you 
specify to locate unresolved global symbols, and it automatically searches 
the default system subroutine library, SYSLIB.OBJ, to locate any remain- 
ing unresolved globals. Finally, the linker produces a load map (if you spec- 
ify /'MAP) that shows the layout of the executable module. See Chapter 11 
for a more detailed explanation of the RT-11 linker. The linker also can pro- 
duce and STB file. 

In the command syntax illustrated above, filespecs represents the object 
modules to be linked. Each input module should be stored on a random- 
access device (disk, diskette, DECtape, or DECtape II); the output device for 
the load map file can be any RT-11 device, The output for an .LDA file (if 
you specify /LDA) can also be any RT-11 device, even those that are not 
block replaceable, such as paper tape. 

The default file types are as follows: 



Load Module 
Map Output 
Object Module 



.SAV,.REL(/FOREGROUND),.LDA(/LDA) 

.MAP 

.OBJ 
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If you specify two or more files to be linked, separate the files by commas. 
The system creates an executable file with the same name as the first file in 
the input list (unless you use /EXECUTE to change it). 

The LINK command options and explanations of how to use them follow. 
Table 4-9 summarizes LINK prompting sequence for commands that com- 
bine two or more LINK options. 

Table 4-9: Prompting Sequence for LINK Options 



Option 


Prompt 


/TRANSFER 


Transfer symbol? 


/STACK 


Stack symbol? 


/EXTENDrn 


Extend section? 


/BOUND ARY:value 


Boundary section? 


/ROUND:n 


Round section? 


/INCLUDE 


Library search? 



If you combine any of the options listed in Table 4-9, the system prompts 
you for information in the sequence shown in the table. Note that the 
Library search? prompt is always last. This is the only prompt that accepts 
more than one line as a response. For all the prompts, terminate your 
response with a carriage return. Terminate your list of responses to the 
Library search? prompt by typing an extra carriage return. Note that if the 
command lines are in an indirect file and the system encounters an end-of- 
file before all the prompting information has been supplied, it prints the 
prompt messages on the terminal. 

/ALLOCATErsize Use this option with /EXECUTE or /MAP to reserve 
space on the device for the output file. The argument size represents the 
number of blocks of space to allocate. The meaningful range for this value is 
from 1 to 32767. A value of -1 is a special case that creates the largest file 
possible on the device. When used with /EXECUTE, /ALLOCATE is valid 
only when you are generating a .REL or .LDA file. 

/ALPHABETIZE When ^'^ou use this option the linker lists in the load 
map your program's global symbols in alphabetical order. 

/BITMAP Use this option if you want the linker to create a memory usage 
bitmap. This is the default setting. 

/NOBITMAP Use this option if you do not want the linker to create a 
memory usage bitmap. This option is useful if you are preparing your pro- 
gram for ROM storage and its code lies between locations 360 and 377 
inclusive. /BITMAP is the default setting. 

/BOTTOM:n Use this option to specify the lowest address to be used by 
the relocatable code in the load module. The argument n represents a six- 
digit unsigned, even octal number. If you do not use this option, the linker 
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positions the load module so that the lowest address is location 1000 (octal). 
This option is invalid for foreground links. 

/BOUNDARY:value Use the /BOUNDARY option to start a specific pro- 
gram section on a particular address boundary. The system generates a 
whole number multiple of the value you specify for the starting address of 
the program section. The argument value must be a power of 2. The system 
extends the size of the previous program section to accommodate the new 
starting address for the specific section. When you have entered the com- 
plete LINK command, the system prompts you for the name of the section 
whose starting address you need to modity . i ne prompt isi 

Boundary section? 

Respond with the appropriate program section name and terminate your 
response with a carriage retiirn. 

/DEBUG[:filespec] Use this option to link ODT (on-line debugging tech- 
nique, described in Chapter 21) with your program to help you debug it. If 
you supply the name of another debugging program, the system links the 
debugger you specify with your program. The system links the debugger low 
in memory relative to your program. 

/EXECUTE[:fiIespec] Use this option to specify a file name or device for 
the executable file. Because the LINK command creates executable files by 
default, the following two commands have the same meaning: 

.LINK MYPROG 
.LINK/EXECUTE MYPROG 

Both commands link MYPROG.OBJ and produce MYPROG.SAV as a 
result. The /EXECUTE option has different meanings when it follows the 
command and when it follows the file specification. The following command 
creates an executable file called PROGl.SAV on device RKl:. 

. LINK/EXECUTE {RKi; PR0GlfPR062 

The next command creates an executable file called MYPROG.SAV on 
device DK:. 

LINK RTNl>RTN2fMYPR0G/EXECUTE 

/'NOEXECUTE Use this option to suppress creation of an executable file. 

/EXTEND:n This option allows you to extend a program section to a spe- 
cific octal value n. The resultant program section size is equal to or greater 
than the value you specify, depending on the space the object code requires. 
When you have entered the complete LINK command, the system prompts 
you for the name of the program section you need to extend. The prompt is: 

Extend section? 

Respond with the appropriate program section name, and terminate your 
response with a carriage return. 
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/FILL:n Use this option to initialize unused locations in the load module 
and place a specific octal value n in those locations. Note that the linker 
automatically initializes to unused locations in the load module; use this 
option to place another value in those locations. This option can be useful in 
eliminating random results that occur when a program references uninitia- 
lized memory by mistake. It can also help you to determine which locations 
have been modified by the program and which remain unchanged. 

/FOREGROUND[:stacksize] This option produces an executable file in 
relocatable (.RED format for use as a foreground job under the FB or XM 
monitor. You cannot use .REL files under the single-job system. This option 
assigns the default file tj^e .REL to the executable file. The argument stack- 
size represents the number of bj^es of stack space to allocate for the fore- 
ground job. The value you supply is interpreted as an octal number; specify 
an even number. Follow n with a decimal point (n.) to represent a decimal 
number. The default value is 128 (decimal) (or 200 octal) bytes of stack 
space. DIGITAL recommends that you allocate 256. bytes of stack space 
when linking a FORTRAN program to run in the foreground. 

/INCLUDE This option lets you take global symbols from any library and 
include them in the linked memory image. When you have entered the com- 
plete LINK command, the system prompts you for a list of global ssmtibols to 
include in the load module. The prompt is: 

Library search? 

Respond by typing the global symbols to be included in the load module. 
Type a carriage return after each global symbol. Tj^pe a carriage return on a 
line by itself to terminate the list. This option forces modules that are not 
called by other modules to be loaded from the library. 

/LDA This option produces an executable file in LDA format. The LDA- 
format file can be output to any device, including those that are not block- 
replaceable, such as the paper tape pimch or cassette. The default file tjT)e 
=LDA is assigned by /LDA to the executable file. This option is useful for files 
that you need to load with the Absolute Binary Loader. 

/LIBRARY This option is the same as /LINKLIBRARY. It is included 
here only for system compatibility. 

/LINKLIBRARY:filespec You can use this option to include the library 
file you specify as an object module library in the linking operation. Because 
the system automatically recognizes library files in the linking operation 
you do not normally need this option; it is provided for compatibility with 
the EXECUTE command. 

/MAP[:fiiespec] You must specify this option to produce a load map list- 
ing. The /MAP option has different meanings depending on where you put it 
in the command line. 

If you specify /MAP without a filespec in the list of options that immediately 
follows the command name, the system generates a listing that prints on the 
line printer. If you follow /MAP with a device name, the system creates a 
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map file on that device. If the device is a file-structured device, the system 
stores the listing file on that device, assigning it the same name as the first 
input file and a .MAP file type. The following command produces a load map 
on the terminal. 

. LINK/MAP :TT: MYPFtOG 

The next command creates a map listing file called MYPROG.MAP on RK3:. 

.LINK/MAP J RK3 J MYPROQ 

If the /MAP option contains a name and file type to override the default of 
.MAP, the system generates a listing with that name. The following com- 
mand, for example, links PROGl and PR0G2, producing a map listing file 
called MAP.OUT on device DK:. 

.link/map: MAP. OUT PROGl »PR0G2 

Another way to specify /MAP is to type it after the file specification to which 
it applies. To link a file and produce a map listing file with the same name, 
use a command similar to this one. 

.LINK PROGl »PR0G2/EXECUTE/MAP 

The command shown above links PROGl and PR0G2, producing files 
PR0G2.SAV and PR0G2.MAP. If you specify a file name on a /MAP option 
following a file specification in the command line, it has the same meaning 
as when it follows the command. 

/PROMPT Use this option to enter additional lines of input. The system 
continues to accept lines of linker input until you enter two slashes (//). 
Chapter 11 describes the commands you can enter directly to the linker. 
When you use the /PROMPT option, note that successive lines of input must 
conform to CSI conventions (see Chapter 6, Command String Interpreter). 

'PliQ Qvqmrklo f^^af fnlln-wrc iicoc fVici /PT?0"M^PT^ rmfinn fn PT^Qfo on nvovlciv 

structure for the program COSINE.MAC: 

.LINK/PROMPT COSINE 
*TAN/0{1 

!f!COSi/o;i 

*SIN3/0:2 
Ji<LML3/t):2// 

The /PROMPT option also gives you a convenient way to create an overlaid 
program from an indirect file. The file ANT0N.COM contains these lines: 

A/PROHPT 

SUBl/0:i 

SUB2/0:i 

SUB3fSUB4/0n, 

// 

The following command produces an executable file, DK:A.SAV, and a link 
map on the printer. 

.LINK/MAP (3ANT0N 
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/ROUND:n This option rounds up the section you specify so that the size of 
the root segment is a whole number of the value n you supply. The argument | 

n must be a power of 2. When you have entered the complete LINK com- 
mand, the system prompts you for the name of the section that you need to 
round. The prompt is: 

Round section? 

Respond with the appropriate program section name, and terminate your 
response with a carriage return. 

/RUN Use this option to initiate execution of the resultant .SAV file. This 
option is valid for background jobs only. Do not use /RUN with any option 
that requires a response from the terminal. 

/SLOWLY This option instructs the system to allow the largest possible 
memory area for the link symbol table at the expense of making the link 
process slower. Use this option only if an attempt to link a program failed 
because of symbol table overflow. i 

/STACK[:n] This option lets you modify the stack address, location 42, 
which is the address that contains the value for the stack pointer. When 
your program executes, the monitor sets the stack pointer (SP) to the con- 
tents of location 42. The argument n is an even, unsigned, six-digit, octal 
number that defines the stack address. When you have entered the complete 
LINK command, the system prints the following prompt message if you did 
not already specify a value for n: , 

stack symbol? 

Respond with the global symbol whose value is the stack address. You can- 
not specify a number at this point. Terminate your response with a carriage 
return. If you specify a nonexistent symbol, the system prints an error mes- 
sage. It then sets the stack address to 1000 (for memory image files) or to the 
bottom address if you used /BOTTOM. 

/SYMBOLTABLE[:fllespec] When you use this option, the linker creates j 

a file that contains symbol definitions for all the global symbols in the load 

JlXJ.v/v«.U.xv^, x^JLXUWX bXX\_/ oji XXXIk./V/X KdlLfX^ XXXV^ 0^1^VXXlVClUXkyj.J. aO UXXC i'llXXU, V/U.ULIUU OU^V/IXX' 

cation in the LINK command line. If you do not specify a file name, the 
linker uses the name of the first input file and assigns a .STB file type. By 
default, the system does not create a symbol table file. 

The following example creates the symbol table file BTAN.STB. 

.LINK B0B,JrB0BJ2 AOBJ y B0BJ/SYMB0L.TABLE:BTAN 

/TOPrvalue Use this option to specify the highest address to be used by 
the relocatable code in the load module. The argument value represents an 
unsigned, even octal number. 

/TRANSFER[:n] The transfer address is the address at which a program 
starts when you initiate execution with R, RUN, FRUN, or SRUN. The 

^ 



JJ^V^-KTJ.J. J.X^WW ^V»**. KJ^^'U.L^^ VJUJt.^' k^ V«.AX W kA\AV«.J. V/I^U V*X WXX^^ X\J%J^\JI, XXXV^VA lAX\.r 
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The argument n is an even, unsigned, six-digit, octal number that defines 
the transfer address. When you have entered the complete LINK command, 
the system prints the following prompt message if you did not already spec- 
ify a value for n: 

Transfer sumbol? 

Respond with the global symbol whose value is the transfer address. You 
cannot specify a number at this point. Terminate your response with a car- 
riage return. If you specify a nonexistent symbol, an error message prints 
and the linker sets the transfer address to 1 so that the system cannot exe- 
cute the program. If the transfer address you specify is odd, the program 
does not execute after loading, and control returns to the monitor. 

/WIDE Use this option with /MAP to produce a wide load map listing. Nor- 
mally, the listing is wide enough for three Global Value columns, which is 
suitable for paper with 72 or 80 columns. The /WIDE option produces a list- 
ing that is six Global Value columns wide, which is equivalent to 132 
columns. 

Table 4—9 lists the sequence in which the system prompts you for additional 
information when you combine LINK options. 

/XM When you use this option, you enable special .SETTOP and .LIMIT 
features provided in the XM monitor. This option allows a virtual job to map 
a scratch region in extended memory with the .SETTOP programmed 
request. See the RT-11 Programmer's Reference Manual and the RT-11 
Software Support Manual, for more details on these special features. Do not 
use with /FOREGROUND. 

If you want to create an extended memory overlay structure for your pro- 
gram, use the /PROMPT option. You can then specify on subsequent lines 
the overlay structure using the LINK /V option (see Chapter 11 of this man- 

^-lrtl^ ^Jr\4-a -fl-in-f TTyl-iQti TTrtll llca f\7 -fn ^•■•♦ZlO'fii Ol-l r\\TCkJ*\rit7 C!i-TfTir*i-mf£l +r»£i ITniT-OT* 

LtCLJ-y • ±y\J\>^ UX±Cl.i< VV JLJ.«:;;j.X \ KJ\A. U.t:3\^ f J K/\J \^X \^CAU^^ CAXJ. V/ V \^±. ±fJLJ I^I^X t^VUVt-X \^y UXXV./ XXXXXXV/X 

automatically enables the special .SETTOP and .LIMIT features. 
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LOAD 

The LOAD command loads a device handler into memory for use with fore- 
ground, background, or system jobs, or BATCH. 



LOAD (spj device I = jobname|[, device [= jobnamen 



In the command syntax shown above, device represents the device handler 
to be made resident; jobtype assigns the device handler to the background 
job if it has the value B, or to the foreground or system job if it has the value 
F. The jobtype specification is invalid with the SJ monitor. Under a monitor 
that has system job support, jobtype can be the logical job name of a system 
job. 

The LOAD command helps control system execution by bringing a device 
handler into memory and optionally allocating the device to a job. The sys- 
tem allocates memory for the handler as needed. Before you use a device in a 
foreground program with the FB monitor, or any device at all with the XM 
monitor, you must first load the device handler. A device can be owned 
exclusively by either the foreground, background, or system job. (Note that 
BATCH, if running, is considered to be a background job under the FB and 
XM monitors.) This exclusive ownership prevents the input and output of 
two different jobs from being intermixed on the same non file-structured 
device. In the following example, magtape belongs to the background job, 
while DECtape is available for use by either the background, foreground, or 
system job; the line printer is owned by the foreground job. All three han- 
dlers are made resident in memory. 

.LOAD riTJrMT:=BfLP:=F 

For a monitor with system job support, the following example reserves the 
line printer for the system job QUEUE. 

.LOAD LP:=aUEUE 

Different units of the same random-access device controller can be owned by 
different jobs. Thus, for example, DTI: can belong to the background job, 
while DT5: can belong to the foreground or system job. If no ownership is 
indicated, the device is available for public use. 

NOTE 

If you use the LOAD command to load a non-file-structured 
device handler, and assign ownership of that handler to a 
give example job, all units of that particular device become 
assigned to that job. This means, no other job can use any 
unit of that particular device. 

xo ciiange ownership oi a device, use another LOAD command. It is not nec- 
essary to first unload the device. For example, if the line printer has been 
loaded into memorv and assiemed to the foreerround ioh as in the examnle I 
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above, the following command reassigns it to the background job without 
unloading the handler first. 

.LOAD LF':=B 

Note, however, that if you interrupt an operation that involves magtape or 
cassette, you must unload (with the UNLOAD command) then load the 
appropriate device handler (MM, MT, MS, or CT). When using the MT han- 
dler with the FB monitor, this restriction does not apply. 

You cannot assign ownership of the system unit (the unit you bootstrapped) 
of a system device, and any attempt to do so is ignored. You can, however, 
assign ownership of other units of the same type as the system device. 
LOAD is valid for use with logical names. For example: 

.ASSIGN rk: xy 

.LOAD XY!=F 

If you are using a diskette, loading the necessary device handlers into mem- 
ory can improve system performance significantly, since no handlers need to 
be loaded dynamically from the diskette. Use the SHOW command to dis- 
play on the terminal the status of device handlers and device ownership. 
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MACRO 

The MACRO command invokes the MACRO assembler to assemble one or 
more source files. 



MACRO 


/LIST [:filespec] l/ALL0CATE:5ize) 

/INO) OBJECT tfilespec] [/ALLOCATE:sizel 

/CROSSREFERENCE |:typel. . :typell 
/DISABLE:value [. . .:value] 
/ENABLE:value[...:value| 
/[NO) SHOW [;valuel 


( SP ) filespecs 


/LIBRARY 
/PASSU 





In the command syntax shown above, filespecs represents one or more files to 
be included in the assembly. If you omit a file type for an input file, the sys- 
tem assumes .MAC. Output default file types are .LST for listing files and 
.OBJ for object files. 

To assemble multiple source files into a single object file, separate the files 
by plus ( + ) signs in the command line. Unless you specify otherwise, the 
system creates an object file with the same name as the first input file and 
gives it an .OBJ file type. To assemble multiple files in independent assem- 
blies, separate the files by commas (,) in the command line. This generates a 
corresponding object file for each set of input files. 

Language options are position-dependent — that is, they have different 
meanings depending on where you place them in the command line. Options 
that qualify a command name apply across the entire command string. 
Options that follow a file specification apply only to the file (or group of files 
separated by plus signs) that they follow in the command string. 

You can enter the MACRO command as one line, or you can rely on the sys- 
tem to prompt you for information. The MACRO command prompt is Files? 
iux i/i±c xiijjui. oycv-iiicatiuij.. iiic o^oi/cui piiiii/Ei uii uie Leriiiiiiai me numoer oi 
errors MACRO detects during an assembly, as this printout shows: 

.MACRO/CROSSREFERENCE PR0G1+PR0G2/LIST/0BJECT 

ERRORS detected: 

Chapter 10 and the PDP-11 MACRO Language Reference Manual contain 
more detailed information about using MACRO. The options you can use 
with the MACRO command follow. 

/ALLGCATErsize Use this option with /LIST or /OBJECT to reserve 
space on the device for the output file. The argument size represents the 
number of blocks of space to allocate. The meaningful range for this value is 
from 1 to 32767. A value of-1 is a special case that creates the largest file 
possible on the device. 

/CROSSREFERENCE[:type[...:type] Use this option to generate a sym- 
bol cross-reference section in the listing. This information is useful for pro- 
gram maintenance and debueeringr. Note that the svstpm Hops not o-onorafo a 



4-128 Keyboard Commands 



listing by default. You must also specify /LIST in the command line to get a 
cross-reference listing. The argument type represents a one-character code 
that indicates which sections of the cross-reference listing the assembler 
should include. Table 4-10 summarizes the arguments and their meaning. 

Table 4^10: Cross-reference Sections 



Argument 



Section Type 



R 
M 
P 
C 

E 
no argument 



user-aennea symoois 

Register symbols 

Macro symbolic names 

Permanent symbols (instructions, directives) 

Control sections (.CSECT symbolic names) 

Error codes 

Equivalent to :S:M:E 



/DISABLE:value[...:value] Use this option to specify a MACRO .DSABL 
directive. See the PDP-11 MACRO Language Reference Manual for a 
description of the directive and a list of all legal values. Table 4-11 summa- 
rizes the arguments and their meaning. 



Table 4-11: 


.DSABL and .ENABL Directive Summary 


Argument 


Default 


Enables or Disables 


ABS 


disable 


Absolute binary output 


AMA 


disable 


Assembles all absolute addresses as relative addresses 


CDR 


disable 


Treats source columns 73 and greater 
as comments 


FPT 


disable 


Floating-point truncation 


GBL 


disable 


Treats undefined symbols as globals 


LC 


disable 


Accepts lower case ASCII input 


LSB 


disable 


Local symbol block 


PNC 


enable 


Binary output 


REG 


enable 


Mnemonic definitions of registers 



/ENABLE:value[...rvalue] Use this option to specify a MACRO .ENABL 
directive. See the PDP-11 MACRO Language Reference Manual for a 
description of the directive and a list of all legal values. Table 4-11 summa- 
rizes the arguments and their meaning. 

/LIBRARY This option identifies the file it qualifies as a library file; use it 
only after a library file specification in the command line. The MACRO 
assembler looks first to the library file or files you specify and then to the 
system library, SYSMAC.SML, to satisfy references (made with the 
.MCALL directive) from MACRO programs. In the example below, the com- 
mand string includes two user libraries. 

.MACRO MYL1B1/LIBRARY+A+MYLTB2/I.IBRARY+B 

When MACRO assembles file A, it looks first to the library, MYLIBl.MAC, 
and then to SYSMAC.SML to satisfy .MCALL references. When it assem- 



Keyboard Commands 4-129 



bles file B, MACRO searches MYLIB2.MAC, MYLIBl.MAC, and then SYS- 
MAC.SML, in that order, to satisfy references. 

/LIST[:filespec] You must specify this option to produce a MACRO assem- 
bly listing. The /LIST option has different meanings depending on where 
you place it in the command line. 

The /LIST option produces a listing on the line printer when /LIST follows 
the command name. For example, the following command line produces a 
line printer listing after compiling a MACRO source file: 

.MACRO/LIST MYPROG<RET> 

When the /LIST option follows the file specification, it produces a listing file. 
For example, the following command line produces the listing file 
DK:MYPROG.LST after compiling a MACRO source file: 

MACRO MYPR06/LIST<RET> 

If you specify /LIST without a file specification in the list of options that 
immediately follows the command name, the MACRO assembler generates 
a listing that prints on the line printer. If you follow /LIST with a device 
name, the system creates a listing file on that device. If the device is a file- 
structured device, the system stores the listing file on that device, assigning 
it the same name as the input file and a .LST file type. The following com- 
mand produces a listing on the terminal. 

.macro/list;ttj a 

The next command creates a listing file called A.LST on RK3:. 

.MACR0/LISTJRK3: A 

If the /LIST option contains a name and file type to override the default of 
.LST, the system generates a listing file with that name. The following com- 
mand for example, assembles A.MAC and B.MAC together, producing files 
A.OBJ and FILEl.OUT on device DK:. 

.MACRO/LISTJFILEl .OUT A+B 

V'/^n ^OnT^*^^ llO^i O />rt-»-lr-trv^ «-n-»^ 1-il^^ ^-Vi^ -n n-.r4- .^->^ a T-»» 4-1. 4 .« 1_ J.1 JI 
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listing file would replace the first one and cause an error. 

.macro/list:file2 a,b 

Another way to specify /LIST is to type it after the file specification to which 
it applies. To produce a listing file with the same name as a particular input 
file, you can use a command similar to this one: 

.MACRO A+B/LIE!T:RK3: 

The above command assembles A.MAC and B.MAC, producing files 
pK:A.OBJ and RK3:B.LST. If you specify a file name on a /LIST option fol- 
lowing a file specification in the command line, it has the same meaning as 
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when it follows the command. The following two commands have the same 
results: 

.macro a/list !b 
.macro/list:b a 

Both commands generate output files A.OBJ and B.LST. 

Remember that file options apply only to the file (or group of files that are 
separated by plus signs) they follow in the command string. For example: 

.MACRO A/LIST fB 

This command assembles A.MAC, producing A.OBJ and A.LST. It also 
assembles B.MAC, producing B.OBJ. However, it does not produce any list- 
ing file for the assembly of B.MAC. 

/OBJECT[:filespec] Use this option to specify a file name or device for the 
object file. Because MACRO creates object files by default, the following two 
commands have the same meaning: 

.HACRO A 
.MACRO/OBJECT A 

Both commands assemble A.MAC and produce A.OBJ as output. The 
/OBJECT option functions like the /LIST option; it can be either a command 
or a file qualifier. 

As a command option, /OBJECT applies across the entire command string. 
The following command, for example, assembles A.MAC and B.MAC sepa- 
rately, creating object files A.OBJ and B.OBJ on RKl:. 

. MACRO/OB JECT:RK1: ArB 

Use /OBJECT as a file option to create an object file with a specific name or 
destination. The following command assembles A.MAC and B.MAC 
together, creating files B.LST and B.OBJ. 

.MACRO A •{■ B / 1._ :i: S T / B J E C T 

/NOOBJECT Use this option to suppress creation of an object file. As a 
command option, /NOOBJECT suppresses all object files; as a file option, it 
suppresses only the object file produced by the related input files. In this 
command, for example, the system assembles A.MAC and B.MAC together, 
producing files A.OBJ and B.LST. It also assembles C.MAC and produces 
C.LST, but does not produce C.OBJ. 

.MACRO a+b/list»c/noobject/l:i:st 

/PASS:1 Use this option on a prefix macro file to process that file during 
pass 1 of the assembly only. This option is useful when you assemble a 
source program together with a prefix file that contains only macro defini- 
tions, since these definitions do not need to be redefined in pass 2 of the 
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assembly. The following command assembles a prefix file and a source file 
together, producing files PROGl.OBJ and PROGl.LST. 

.MACRO PREFIX. mac/pass: 1+PROGl/LIST/OBJECT 

/SHOWivalue Use this option to specify any MACRO .LIST directive. The 
PDP-11 MACRO Language Reference Manual explains how to use these 
directives. Table 4-12 summarizes the arguments and their meaning. Note 
that you must explicitly request a listing file with the /LIST option. 



Table 4-12: .LIST and .NLIST Directive Summary 



Argument 


Default 


Controls 


SEQ 


list 


Source line sequence numbers 


LOG 


list 


Location counter 


BIN 


list 


Generated binary code 


BEX 


list 


Binary extensions 


SRC 


list 


Source code 


COM 


list 


Comments 


MD 


list 


Macro definitions, repeat range expansions 


MC 


list 


Macro calls, repeat range expansions 


ME 


nolist 


Macro expansions 


MEB 


nolist 


Macro expansions binary code 


CND 


list 


Unsatisfied conditionals, .IF and .ENDC statements 


LD 


nolist 


Listing directives with no arguments 


TOC 


list 


Table of Contents 


TTM 


line printer 
mode 


Output format 


SYM 


list 


Symbol table 



/NOSHOWivalue Use this option to specify any MACRO .NLIST direc- 
tive. The PDP-11 MACRO Language Reference Manual explains how to use 
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meaning. Note that you must explicitly request a listing file with the /LIST 
option. 
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PRINT 

The PRINT command lists the contents of one or more files on the line 
printer. 



PRINT 


/COPIES:n 

/DELETE 

/|N0) LOG 

/NEWFILES 

/PROMPT 

(QUERY 

/WAIT 

/[N0| FLAQPAGE 
/NAMEijobname 


(, SP ) filespecs 



In the command syntax illustrated above, filespecs represents the file or files 
to be printed. You can explicitly specify up to six files as input to the PRINT 
command. The system prints the files in the order in which you specify them 
in the command line. You can also use wildcards in the file specification. In 
this case, the system prints the files in the same order that they occur in the 
directory of the specified device. If you specify more than one file, separate 
the files by commas. If you omit the file type for a file specification, the sys- 
tem assumes .LST. You can specify the entire command on one line, or you 
can rely on the system to prompt you for information. The PRINT command 
prompt is FiZes?. 

If you are running QUEUE as either a foreground or system job, many of the 
PRINT commands are executed by this program, therefore, the keyboard 
monitor may return the dot prompt immediately. See Chapter 20, Queue 
Package, for more information. If QUEUE is not running, some PRINT 
options are invalid (as noted). Likewise, some PRINT options are invalid if 
QUEUE is running. You should use the LOAD command to assign own- 
ership of a non-file structured device to QUEUE so that another job and 
QUEUE will not intermix output on that device. 

The PRINT command options follow; they include command examples. 

/COFIESrn Use this option to print more than one copy of the file. The 
meaningful range of values for the decimal argument n is from 1 to 32 (1 is 
the default). This option must appear immediately after the PRINT com- 
mand, and not after the file specification. The following command, for 
example, prints three copies of the file REPORT.LST on the line printer. 

.PRINT/C0PIES:3 REPORT 

/DELETE Use this option to delete a file after it lists on the line printer. 
This option must appear following the command in the command line. The 
PRINT/DELETE operation does not ask you for confirmation before it exe- 
cutes. You must use /QUERY for this function. The following example 
prints PROGl.BAS on the line printer, then deletes it from DXl:. 

.PRlNT/riELETE tiXl 5PR0G1 .BAS 
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/FLAGPAGE:n Use this option if you want banner pages for each file 
being printed, where n represents the number of banner pages you want for 
each file. This option is valid only if you are running QUEUE. If you specify 
more than one file to be printed, QUEUE prints a banner page for each file. 

The banner page that QUEUE creates consists of a page showing the file 
name in large, block letters. The banner page also includes a trailer that 
lists the job name, the date and time the job was output, the copy number 
and number of copies in the job, and the input file specification. 

NOTE 

If you use the PRINT command to output files, and QUEUE 
is running, you may get banner pages even when you do not 
specify /FLAGPAGE. This condition is due to a default 
value you can set when you run QUEMAN, the background 
job that serves as an interface between you and QUEUE. 
The QUEMAN /P option sets the default number of banner 
pages for output jobs, so that each time you output a job, 
you get banner pages. This condition remains in effect until 
you reset it with the QUEMAN /P option. For more infor- 
mation on QUEMAN and the /P option, see Chapter 20, 
Queue Package. 

The following example prints three banner pages for each file in the com- 
mand line. 

.PRINT/FLAGPAGE:3 PROGl.MACyPftClGl.LSTrPROGl.STB 

/NOFLAGPAGE Use this option if you do not want any banner pages 
printed for each of the files in the job you want printed. Use this option only 
if you are running QUEUE. This option is useful if you have previously set 
QUEMAN's /P option to create banner pages each time a job is output (see 
note above). The default setting is /NOFLAGPAGE unless you specify other- 
wise with the QUEMAN /P option. 

/LOG This option lists on the terminal the names of the files that are 
printed by the current command. Normally, the system prints a log only if 

therfi is a 'wildrard in thft filp snprifiratinn Tf vnn enanifv /OTTTT.RV fVic n^1a^nT 

messages replace the log, unless you specifically type /LOG/QUERY in the 
command line. The following example shows a PRINT command and the 
resulting log. 

.PRINT/LOG/DELETE REPORT 
Files copied/deletedJ 
DK: REPORT. LST to LP: 

This option is invalid if QUEUE is running. 

/NOLOG This option prevents a list of the files copied from typing out on 
the terminal. You can use this option to suppress the log when you use a 
wildcard in the file specification. This option is invalid if QUEUE is 
running. 
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/NAME:[dev:]jobname Use this option to specify a job name for the files 
you want printed. This option is valid only if you are running QUEUE. You 
can use up to six alphanumeric characters for the job name. If you do not use 
the /NAME option, the system uses the first input file name as the job name. 
11 you speciiy a uevice wiwi me jOu name, you can senu me mes lo i/nat 
device, permitting you to send files to any valid RT-11 device. If you send 
the files to a mass storage volume, the system uses the job name as the file 
name for the job, assigning a .JOB file type. Note that the handler for the 
output device must be loaded in memory (see the LOAD command 
description). 

The following example sends JOBS, consisting of FILEl.LST, FILE2.LST, 
andFILE3.LST,toDXl:. 

.PRINT/NAHEJDXIJJOBS FILE:!, . F1LE2,FILE:3 

The files from this example reside on DXl: as J0B5.J0B. 

/NEWFILES Use this option in the command line if you need to print only 
those files that have the current date. The following example shows a con- 
venient way to print all new files after a session at the computer. 

.PRINT/NEWFILES *.LST 

Files copied? 

HKJOUTFILJ-ST to LP! 

DK: REPORT. LST to LPt 

This option is invalid if QUEUE is running. 

/PROMPT Use this option to continue a command string onto subsequent 
lines. This option is valid only if you are running QUEUE. When you use 
/PROMPT, you can enter file specifications on subsequent lines directly to 
QUEMAN, described in Chapter 20. Terminate the command with two 
slashes (//). 

The following example uses /PROMPT to print FILE1,FILE2,FILE3,FILE4, 
and FILES: 

, PRINT /PRCWPT FII F1 
*FILE2. FILE3 
*FILE4 
*FILE5// 

/QUERY If you use this option, the system requests confirmation 
from you before it performs the operation. /QUERY is particularly useful on 
operations that involve wildcards, when you may not be sure which files the 
system selected for an operation. Note that if you specify /QUERY in a 
PRINT command line that also contains a wildcard in the file specification, 
the confirmation messages that print on the terminal replace the log mes- 
sages that would normally appear. You must respond to a query message by 
typing Y (or anything that begins with Y) and a carriage return to initiate 
execution of a particular operation. The system interprets any other 
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response to mean NO; it does not perform the specific operation. The follow- 
ing example uses /QUERY. 



•PRINT/QUERY *.LST 
Files copied* 

dk:outfil.lst to lpj? n 

DK: REPORT. LST to LPJ? Y 



This option is invalid if QUEUE is running. 



fWATT This option is useful if you have a single-disk system. When you 
use this option, the system initiates the PRINT operation, but then pauses 
and waits for you to mount the volume from which you want the operation to 
take place. When the system pauses, it prints Mount input volume in 
<device>; Continue?. When the volume is mounted, type Y followed by a 
carriage return. 

The following command line prints ERREX.MAC from RKO: 

•PRINT/WAIT RKO : ERREX.MAC 

Mount input volume in RKOI? Continue?Y 

Mount system volume in RKOtS Continue?Y 

In the case of PRINT, the system prints the file or files you specify before it 

pXJ.XlUO ifiUU-ZH- OJ'Oi'C//t UXJViA'ttV'C. VIV ^-.(^Ct/tl^C--^ , V^W/l'H'/t.tX'C."' . i-TXClA.^ OU.XC7 WXIOIJ. J'VU. 

use /WAIT that PIP is on the system volume. This option is invalid if 
QUEUE is running. 
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The R command loads a memory image file from the system device into 
memory and starts execution. 



R ( SP ^ filespecs 



In the command syntax shown above, filespec represents the program to be 
executed. The default file type is .SAV. The only valid device is SY:. The R 
command is similar to the RUN command except that the file you specify in 
an R command string must be on the system device (SY:). Use the R com- 
mand only with background jobs including privileged jobs in XM. (Use 
FRUN to execute a foreground job under the FB or XM monitor.) The follow- 
ing command loads and executes MYPROG.SAV from device SY:. 

,R MYPRQG 

The R command is the only monitor command that can execute a back- 
ground virtual job under the XM monitor. The R command creates a virtual 
memory partition for the job, creates a region and window definition 
block, and sets up the user mapping registers. 
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REENTER 

The REENTER command starts the program at its reentry address (the 
start address minus 2). 



The REENTER command accepts no options or arguments. REENTER does 
not clear or reset any memory areas. Use it to avoid reloading the same pro- 
gram for subsequent execution. You can use REENTER to return to a sys- 
tem program or to any program that allows for a REENTER after the 
program terminates. You can also use REENTER after you have used two 
CTRL/Cs to interrupt those programs. 

If you issue the REENTER command and it is not valid, the message 
?KMON-F -Illegal command is printed. You must start that program with 
an R or RUN command. 

In the following example the directory program (DIR) lists the directory of 
DK: on the line printer. Two CTRL/Cs interrupt the listing and return to the 
monitor. REENTER starts DIR at its reentry address, and DIR prompts for a 
line of input. 

,R DIR 

*i..F'5--riK:*.* 



, REENTER 
* 

Note in the example above that using REENTER does not mean that the 
directory listing continues from where it was interrupted, only that the 
DIRECTORY program re-commences execution. 
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REMOVE 

The REMOVE command removes a device name from the system tables. 



REMOVE ( SP ) device [....devicel 



In the command syntax shown above, device represents the device to be 
removed from the system tables. The REMOVE command accepts no 
options. You can enter the REMOVE command on one line, or you can rely 
on the system to prompt you for information. The REMOVE command 
prompt is Device?. 

Using the REMOVE command does not change the monitor disk image; it 
only modifies the system tables of the monitor currently in core. This allows 
you to configure a special system for a single session at the computer with- 
out having to reconfigure to return to yo\ir standard device configuration. 
Bootstrapping the system device restores the original device configuration. 
To permanently REMOVE a device, include the REMOVE command in the 
standard system startup indirect command file. 

You cannot remove SY: (the handler for the system device), BA: (the 
BATCH handler), or TT: (the terminal handler). If you attempt to REMOVE 
a device that does not exist in the running monitor's system table, the sys- 
tem prints an error message. You can use the INSTALL command to install 
a new device after using the REMOVE command to remove a device (thus 
creating a free device slot). 

The following command removes the line printer handler and the card 
reader handler from the system. Note that the colons (:) are optional. 

.REMOVE LPIjCFJ! 

Use the SHOW command to display on the terminal a list of devices that are 
currently available on your system. 
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RENAME 

The RENAME command assigns a new name to an existing file. 



RENAME 


/INO] LOG 

/INOl PROTECTION 

/QUERY 

/INO] REPLACE 

/SETDATE 

/SYSTEM 

/WAIT 


(sp) input-filespecs Qsp) outpuHilespecs 



In the command S5mtax illustrated above, input-filespecs represents the files 
to be renamed, and output-filespec represents the new name. You can specify 
up to six input files, but only one output file. Note that the device specifica- 
tion must be the same for input and output; you cannot rename a file from 
one device to another. If a file exists with the same name and file t5T)e as the 
output file you specify, the system deletes the existing file unless you use the 
/NOREPLACE option to prevent this. 

So that you do not rename system (.SYS) files by accident when you use a 
wildcard in the file specification, the system requires you to use the /SYS- 
TEM option when you need to rename system files. To rename files that 
cover bad blocks (.BAB files), you must explicitly give the file name and file 
type of the specified .BAD file. Since .BAD files cover bad blocks on a device, 
you usually do not need to rename or otherwise manipulate these files. 

Note that because of the file protection feature, you cannot execute any 
RENAME operations that result in deleting a protected file. For example, 
you cannot rename a file to the name of a protected file that already exists 
on the same volume. 

The options you can use with the RENAME command follow. 

/LOG This option lists on the terminal the files that were renamed by the 
current command. Normally, the system prints a log only if there is a wild- 
card in the file specification. If you specify /QUERY, the query messages 
replace the log (unless you specifically type /LOG/QUERY in the command 
line). 

This example demonstrates logging. 

. RENAME nXO : ( A* . M AC * . FOR ) 
Files rensniedt 
DXOIABC.MAC to DXOJABC.FOR 
nXOIAAF.MAC to DXOJAAF.FOR 



/NOLOG This option prevents a list of the files that are renamed from 
appearing on the terminal. 



Use this option in the command line if you want to rename 



,/NEWFILES 

only those files that have the current date. This is a convenient way to 
access all new files after a session at the computer. 
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/PROTECTION Use this option to give a file protected status so that it 
cannot be deleted until you disable that status. Note that if a file is pro- 
tected, you cannot delete it implicitly. For example, you cannot perform any 
operations on a file that result in deleting a protected file. You can change a 
protected file's name, but not its ■nrotected status, unless you also use the 
/NOPROTECTION option. 



/NOPROTECTION Use this option to enable a file for deletion. This 
option disables a file's protected status. 

I ^ir^j mIam.^ M. XX y\J\JL <.LoC vxAi.k3 \j\^%/M.KrjLXj wj.x^/ Oy Gu^M.x± L ^y%^*jLas vi3 \AJm.j^jlm. M.jLM.a%/M.\J±± 

from you before it performs the operation. /QUERY is particularly useful on 
operations that involve wildcards, when you may not be sure which files the 
system selected for the operation. Using the /QUERY option also provides a 
quick way of performing operations on several files. For example, renaming 
several files is easier if you use /QUERY. You can then specify Y for each file 
you want renamed, as the following example shows. 

.RENAME/QUERY *.BAK *.MAC 
Files renamed; 

DKtPROGl.BAK to DKtPROGl.MAC ? Y 

i:iK:PR0G2.BAK to riKtPR0G2.MAC ? Y 

DK;PR0G6.BAK to riKIPR0G6.MAC ? Y 

DK:LML8A.BAK to riK:LML.8A,MAC ? 

dk:lml9 .bak to dk:lml9 .mac ? y 

Note that if you specify /QUERY in a command line that also contains a 
wildcard in the file specification, the confirmation messages that print on 
the terminal replace the log messages that would normally appear. You 
must respond to a query message by typing Y (or anything that begins with 
Y) and a carriage return to initiate execution of a particular operation. The 
system interprets any other response to mean NO; it does not perform the 
specific operation. The following example demonstrates querying. 

.RENAME/QUERY DXO: (PIPl .SAW PIP.SAV) 
Files renamed : 

nxojpiPi.sAV to nxojpip.SAV ? y 

/REPLACE This is the default mode of operation for the RENAME com- 
mand. If a file exists with the same name as the file you specify for output, 
the system deletes that duplicate file when it performs the rename 
operation. 

/NOREPLACE This option prevents execution of the rename operation if 
a file with the same name as the output file you specify already exists on the 
same device. The following example uses /NOREPLACE. In this case, the 
output file already existed and no action occurs. 

.RENAME/NOREPLACE DX0:TEST.SAV DXOtDUP.SAV 

?PIP-U-Oijtput file found* no operation performed DXOtTEST.SAV 

/SETDATE This option causes the system to put the current date on all 
files it renames, unless the current system date is not set. Normally, the sys- 
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tem preserves the existing file creation date when it renames a file. The fol- 
lowing example renames files and changes their dates. 



. RENAME/SETDATE DXO;(*.FOR *.OLD) 
Files renamed' 
nXOJABC.FOR to nXOtABC.OLD 

dxo:aaf.for to nxotAAF.OLn 

DXO; MERGE. FOR to DXOt MERGE. OLD 

/SYSTEM Use this option if you need to rename system (.SYS) files. If you 
omit this option, the system files are excluded from the rename operation 
and a message is printed on the terminal to remind you of this. This example 
renames MM.SYS to MX.SYS. 

.RENAME/SYSTEM DXO! MM. SYS DXO J MX. SYS 

/WAIT This option is useful if you have a single-disk system. When you 
use this option, the system initiates the RENAME operation, but then 
pauses and waits for you to mount the input volume on which the operation 
is to take place. When the system pauses, it prints Mount input volume in 
<device>; Continue? where <device> represents the device into which you 
mount the volume. When the volume is mounted, tj^e Y followed by a car- 
riage return. 

The following command line renames PRIAM.TXT to NESTOR.TXT. 
PRIAM.TXT is on an RK05 disk. 

.RENAME/UAIT/NOLOG RKOtPRIAM.TXT NESTOR.TXT 
Mount input volume in RKOJ? Continue?Y 
Mount system volume in RKOJ f ContinueTY 



I 
1 
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RESET 

The RESET command resets several background system tables and does a 
general clean-up of the background area. 



The RESET command accepts no options or arguments. 

It causes the system to purge all open input/output channels, initialize the 
user program memory area, and release any device handlers that were not 
explicitly made resident with the LOAD command. It also disables CTRL/0, 
clears locations 40-53, and resets the KMON (keyboard monitor) stack 
pointer. Use RESET before you execute a program if a device or the monitor 
needs reinitialization, or when you need to discard the results of previously 
issued GET commands. The RESET command has no effect on the fore- 
ground or system job. The following example uses the RESET command 
before running a program. 

.RESET 

.R MYPROG 
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RESUME 

The RESUME command continues execution of the foreground or system job 
from the point at which a SUSPEND command was issued. 



RESUME [ (SP) iobname 1 



If you have system job support enabled on your monitor, the RESUME com- 
mand must be followed by the name of the foreground or system job you wish 
to resume. (The RESUME command accepts logical job names.) If you do not 
have system job support enabled on your monitor, do not include the name of 
the foreground job you wish to resume. When you issue the RESUME com- 
mand, the foreground or system job enters any completion routines that 
were scheduled while the job was suspended. Note that RESUME is valid 
only with the FB and XM monitors. The following command resumes execu- 
tion of the foreground job that is currently suspended. 

. F?ESUME 

The next command resumes execution of the system job, QUEUE.SYS, that 
is currently suspended. 

.RESUME QUEUE 

You can also use the RESUME command to start a foreground job that you 
loaded with FRUN using /PAUSE. Likewise, you can use RESUME to start 
a system job that you loaded with SRUN using /PAUSE. 
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RUN 

The RUN command loads a memory image file into memory and steirts 
execution. 



RUN (sp) filespec 


r(sp) input-list (sp) outputiist ~1 
1 (sp) argument J 





In the command sjmtax illustrated above, filespec represents the program to 
be executed. The system assumes a .SAV file tj^e for the executable file, 
which can reside on any RT-11 block-replaceable device. The default device 
is DK:. The RUN command automatically loads the device handler for the 
device you specify if it is not already resident. This eliminates the need to 
explicitly load a device handler when you run an overlaid program from a 
device other than the system device. The RUN command executes only those 
programs that have been linked to run as background jobs. (Use FRUN to 
execute foreground jobs under the FB or XM monitor.) 

RUN is a combination of the GET and START commands. First it loads a 
memory image file from a storage device into memory. Then it begins execu- 
tion at the program's transfer address. You can use RUN to execute a privi- 
leged job under the XM monitor the same way you execute any other 
background job in FB or SJ. However, a virtual job in XM requires special 
preparation for execution. You must use the R command to execute a back- 
ground virtual job. The R command creates a virtual memory partition for 
the job, creates a region and window definition block for the partition, 
and sets up the user mapping registers. The following command, for 
example, executes MYPROG.SAV, which is stored on device DXl:. 



• RUN DXl. :hyprog 

You can also pass an argument in the RUN command to the program, or 
specify a list of input and output. This allows you to specify a line of input for 
a user program or for a system utility program (which accepts file specifica- 
tions in the special syntax described in Chapter 6). The system automati- 
cally converts the input list and the output list you specify into a format that 
the Command String Interpreter accepts. For example, to execute the direc- 
tory program (DIR) and obtain a complete listing of the directory of DXl: on 
the printer, you can use the following command. 

.RUN d:i;r dxj:*.* lpj/e 
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This command has the same effect as the following lines. 



.RUN niR 
*LPJ/E=nxi:*,* 



Note that when you use either an argument or an input list and output list 
with RUN, control returns to the monitor when the program completes. 
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SAVE 

The SAVE command writes memory areas in memory image format to the 
file and device that you specify. 



SAVE C^P) filespec CIL) parameters 



In the command syntax shown above, filespec represents the file to be saved 
on a block-replaceable device. If you do not specify a file type, the system 
uses .SAV. The parameters represent memory locations to be saved. 

Parameters are of the form: 

address[-address(2)][,address(3)[-address(n)]] 

where: 

address is an octal value representing a specific block of memory 
locations to be saved. If you specify more than one address, 
each address must be higher than the previous one 

RT-11 transfers memory in 256-word blocks, beginning on 
boundaries that are multiples of 256 (decimal). If the loca- 
tions you specify make a block that is less than 256 words, 
the system saves additional words to make a 256-word block 

The system saves memory from location to the highest memory address 
specified by the parameter list or to the program high limit (location 50 in 
the system communication area). Initially, the system gives the start 
address and the Job Status Word the default value and sets the stack to 
1000. If you want to change these or any of the following addresses, you can 
use the Deposit command to alter them and the SAVE command to save the 
correct areas. 

Area Location 

Start address 40 

Stack 42 

JSW 44 

USR address 46 

High address 50 

Fill characters 56 

If you change the values of the addresses, it is your responsibility to reset 
them to their default values. For more information concerning these 
addresses refer to the RT-11 Programmer's Reference Manual. Note that 
the SAVE command does not write the overlay segments of programs; it 
saves only the root segment. You cannot use the SAVE command for fore- 
ground or virtual jobs. 
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The following command saves locations 10000 through 11777, and 14000 
through 14777. It stores the contents of these locations in the file 
FILEl.SAV on device DK:. 

.SAVE FILE! 10000--11000, 14000-14100 

The next example sets the reenter bit in the JSW and saves locations 1000 
through 5777 in file PRAM.SAV on device SY:. 

.D 44=2000 

.SAVE SYJPRAM 1000-5777 
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SET 

The SET command changes device handler characteristics and certain sys- 
tem configuration parameters. 




In the command syntax illustrated above, physical-device-name represents 
the device handler whose characteristics you need to modify. 

See Table 3-1 in this manual for a list of the standard RT-11 permanent 
device names. The argument item represents a system parameter that you 
need to modify. The system items you can change include error handling 
(SET ERROR) and wildcard handling (SET WILD). Table 4-13 lists the 
devices and items you can modify, as well as the valid conditions for these 
devices and items. If you set more than one condition for a device, separate 
the conditions with commas. With the exception of the SET TT, SET USR, 
and SET item commands, the SET command locates the file SY:device.SYS 
and permanently modifies it. The SET commands are valid for all three 
RT-11 monitors unless otherwise specified. They permanently modify the 
device handlers (except where noted); this means that the conditions remain 
set even across a reboot. For those SET commands that do not permanently 
modify the device handlers, the conditions return to the default setting after 
a reboot. To make these settings appear permanent, include the appropriate 
SET commands in your system's stEirtup indirect command file (see Section 
4.3.3). The command you enter must be completely valid for the modifica- 
tion to take place. 

NOTE 

If a handler (except for TT:) is already loaded when you 
issue a SET command for it, you must unload the handler 
and install a fresh copy from the system device for the mod- 
ification to have an effect on execution. 

The colon (:) after each device name is optional. 
Figure 4-2: Format of a 12-bit Binary Number 
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Table 4-13: SET Device Conditions and Modification 



Device or 
Item 



CR: 

CR: 
CR: 
CR: 
CR: 



CR: 



Condition 



CODE=n 

CRLF 
NOCRLF 
HANG 
NOHANG 



IMAGE 



CR: 



CR: 



CR: 
CT: 



CT: 



DD: 



NOIMAGE 



TRIM 



NOTRIM 
RAW 



NORAW 



VECTOR =n 



Modification 



Modifies the card reader handler to use either the DEC 026 or 
DEC 029 card codes. The argument n must be either 26 or 29. 
The default value is 29. 

Appends a carriage return/line feed combination to each card 
image. This is the normal mode. 

Transfers each card image without appending a carriage 
return/line feed combination. The default is CRLF. 

Waits for you to make a correction if the reader is not ready at 
the start of a transfer. This is the normal mode. 

Generates an immediate error if the device is not ready at the 
start of a transfer. The handler waits (regardless of how the 
condition is set) if the reader is not ready at some point dur- 
ing a transfer (that is, the input hopper is empty, but an end- 
of-file card has not been read). The default is HANG. 

Causes each card column to be stored as a 12-bit binary num- 
ber, one column per word. The CODE option has no effect in 
IMAGE mode. Figure 4-2 illustrates the format of the 12-bit 
binary number. This format allows the system to read binary 
card images. It is especially useful if you use a special encod- 
ing of pimch combinations. Mark-sense cards can be read in 
this mode. The default is NOIMAGE. 

Allows the normal translation (as specified by the CODE 
option) to take place. The system packs data one column per 
byte. It translates invalid punch combinations into the error 
character, ASCII backslash (\), which is octal code 134. This is 
the normal mode. 

Removes trailing blanks from each card that the system 
reads. You should not use TRIM and NOCRLF together 
because card boundaries become difficult to read. TRIM is the 
normal mode. 

Transfers a full 80 characters per card. The default is TRIM. 

Performs a read-after-write check for every record written. 
The system retries if an output error ocpurs, Tf three retries 
fail, the system indicates an output error. The default is 
NORAW. 

Writes every record directly without reading it back for veri- 
fication. This setting significantly increases transfer rates at 
the risk of increased error rates. This is the normal mode. 

Modifies the DECtape II handler to use n as the vector 
address for the first DECtape II controller (n is an octal num- 
ber). This option, and the next three, enable you to set vector 
and Control and Status Register (CSJl) values in the handler 
itself, without having to modify the handler source code and 
reassemble. Use these options if you have installed the DEC- 
tape II controller(s) at nonstandard addresses. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



DD: 



CSR = n 



BD: 



DD: 



EDIT 



EDIT 



EDIT 



EDIT 



ERROR 



VEC2 = n 



CSR2 = n 



EDIT 



KED 



K52 



TECO 



WARNING 



ERROR 



ERROR 



Modifies the DECtape 11 handler to use n as the CSR address 
for the first DECtape II controller. When you use this option, 
the system prints a message that indicates where to patch the 
DECtape II handler bootstrap, if you want to use a DECtape 
II as your system volume. 

Modifies the DECtape II handier to use n as the vector for the 
second DECtape 11 controller. This option is valid only if you 
create the DECtape II dual controller handler (through sys- 
tem generation). 

Modifies the DECtape II handler to use n as the CSR address 
for the second DECtape II controller. This option is valid only 
if you create the DECtape II dual controller handler (through 
system generation). 

Invokes the text editor EDIT with the keyboard monitor 
EDIT command. This is the normal mode. The system returns 
to this condition after a reboot. 

Invokes the Ke3T)ad Editor (KED). For more information on 
the Keypad Editor, see the PDP-11 Keypad Editor User's 
Guide. This condition is valid only for VTIOO terminals. The 
system returns to EDIT EDIT after a reboot. 

Invokes the Keypad Editor (K52); valid if your terminal is a 
VT52. For more information on the Keypad Editor, see the 
PDP-11 Keypad Editor User's Guide. The system returns to 
EDIT EDIT after a reboot. 

Invokes the text editor TECO with the keyboard monitor 
EDIT command. The default is EDIT. The system returns to 
that condition after a reboot. 

Causes indirect command files and keyboard monitor com- 



.tai 



CLUJLO 
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occur. See SET ERROR ERROR, which is the default setting. 
Warning error messages contain the -W- characters. The sys- 
tem returns to that condition after a reboot. 

Causes indirect command files and keyboard monitor com- 
mands that perform multiple operations (such as EXECUTE, 
which combines assembling, linking, and running) to abort if 
errors or severe or fatal errors occur. This setting causes 
indirect files and keyboard monitor commands to abort on 
MACRO assembly errors. An example of an error is an unde- 
fined symbol in an assembly. An example of a severe error is a 
device that is write-locked when the system attempts to write 
to it. If either condition occurs, the indirect command file or 
keyboard monitor command aborts the next time the monitor 
gets control of the system. Error error messages contain the 
-E- characters. This is the normal setting. The system returns 
to this condition after a reboot. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



ERROR 



SEVERE 



ERROR 



NONE 



LP: 



CR 



LP: 



NOCR 



LP: 



CSR = n 



LP: 



CTRL 



LP: 
LP: 



NOCTRL 
FORM 



Causes indirect command files and keyboard monitor com- 
mands to abort only if severe or fatal errors occur. Severe 
error messages contain the -F- characters. See SET ERROR 
ERROR, which is the default setting. The system returns to 
that condition after a reboot. 

Allows indirect command files and keyboard monitor com- 
mands to continue to execute even though they contain sig- 
nificant errors. Most monitor fatal errors still cause the 
indirect command file or keyboard monitor command to 
abort. Fatal errors that always abort indirect command files 
contain the -U- characters in the error messages. See SET 
ERROR ERROR, which is the default setting. The system 
returns to that condition after a reboot. 

Sends carriage returns to the printer. To allow overstriking 
on the printer, use this condition for any FORTRAN program 
that uses formatted input and output. Use CR also for any 
LSll or LP05 line printer to prevent loss of the last line in the 
buffer. LP NOCR is the normal mode. 

Prevents the system from sending carriage returns to the 
printer. This setting produces a significant increase in print- 
ing speed on LPll printers, where the line printer controller 
causes a line feed to perform the functions of a carriage 
return. This is the default setting. 

Modifies the line printer handler to use n as the Control and 
Status Register (CSR) address for the line printer controller. 
The value you supply must be an octal word address not less 
than 160000. This option enables you to set a special CSR 
value in the line printer handler itself, without having to 
modify and reassemble the handler source code. Use this 
option if you have installed the line printer controller at a 
nonstandard address. 

Passes all characters, including nonprinting control charac- 
ters, to the printer. Use this condition to pass the bell charac- 
ter to the LA180 printing terminal. You can use this mode for 
LSll line "rinters. 'Other line "rinters "rint a s"ac8 for a 
control character.) The default is NOCTRL. 

Ignores nonprinting control chEiracters. This is the normal 
mode. 

Declares that the line printer has hardware form feeds, caus- 
ing the line printer handler to send form feeds to the con- 
troller. When you use this option, the line printer handler 
sends the form feed character to the printer each time the 
handier encounters a form feed. This is the default setting. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



LP: 

LP: 
LP: 



FORMO 

NOFORMO 
HANG 



LP: 
LP: 

LP: 
LP: 

LP: 



NOHANG 
LC 

NOLC 
LENGTH =n 

SKIP = n 



LP: 
LP: 
LP: 



TAB 
NOTAB 
VECTOR =n 






feeds by sending one or more line feeds to the printer. When 
you use this setting, you must also use the LENGTH = n set- 
ting and position the paper at the top of a form (that is, at the 
page perforation) before you start to use the printer. Using 
the NOFORM condition is useful if you are using a preprinted 
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ting if your printer does not accommodate form feeds. FORM 
is the default setting. 

Issues a form feed before a request to print blocks 0. This is 
the normal mode. 

Turns off FORMO mode, which is the default. 

Waits for you to make a correction if the line printer is not 
ready or is not ready at some point during printing. If you 
expect output from the line printer and the system does not 
respond or appears to be idle, check to see if the line printer is 
powered on and ready to print. This is the normal mode. 

Generates an immediate error if the line printer is not ready. 
The default is HANG. 

Allows the system to send lower-case characters to the 
printer. Use this condition if your printer has a lower-case 
character set. The default is NOLC. 

Translates characters in lower case to upper case before 
printing. This is the normal mode. 

Causes the line printer to use n as the number of lines per 
page. The default number of lines per page is 66. Use this 
option with the NOFORM and SKIP = n settings. 

Causes the line printer handler to send a form feed to the 

UXliilid WIlCll IL UUlllCO WlLlllll 11 llllCb Ul LXXC IL^WWlll VI a. pug^. 

Use this setting to prevent the printer from printing over 
page perforations. The value you supply for n should be an 
integer from to the maximum number of lines on the paper. 
If you set SKIP = 0, the handler sends lines to the printer 
regardless of the position of the paper. To disable this condi- 
tion, set SKIP = 0. When you use this setting, you must also 
use the LENGTH = n setting. 

Sends TAB characters to the line printer. The default is 
NOTAB. 

Expands TAB characters by sending multiple spaces to the 
line printer. This is the normal mode. 

Modifies the line printer handler to use n as the vector of the 
line printer controller. The value you supply for n must be an 
even octal address below 500. This option enables you to set a 
special vector value in the line printer handler itself, without 
having to modify the handler source code and reassemble. 
Use this option if you have installed the line printer con- 
troller at a nonstandard address. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



LP: 



LS: 



WIDTH = n 



CR 



LS: 



NOCR 



LS: 



CSR=n 



LS: 

LS: 

LS: 



CTRL 

NOCTRL 
FORM 



LS: 



NOFORM 



LS: 

LS: 
LS: 



FORMO 

NOFORMO 
HANG 



Sets the line printer width to n, where ra is a decimal integer 
between 30 and 255, inclusive. The system ignores any char- 
acters that print past column n. The default is 132. 

Sends carriage returns to the printer. To allow overstriking 
on the printer, use this condition for any FORTRAN program 
that uses formatted input and output. (Use CR also for any 
LSll or LP05 line printer to prevent loss of the last line in the 
buffer.) This is the normal mode. 

Prevents the system from sending carriage returns to the 
printer. This setting may produce a signifxcant increase in 
printing speed on some line printers. Where the printer con- 
troller causes a line feed to perform the functions of a carriage 
return. The default is CR. 

Modifies the line printer handler to use n as the Control and 
Status Register (CSR) address for the printer controller. The 
value you supply for n must be an octal word address not less 
than 160000. This option enables you to set a special CSR 
value in the printer handler itself, without having to modify 
the handler source code and reassemble. Use this option if 
you have installed the printer controller at a nonstandard 
address. 

Passes all characters, including nonprinting control charac- 
ters, to the printer. Use this condition to pass the bell charac- 
ter to the LA180 printing terminal. The default is NOCTRL. 

Ignores nonprinting control characters. This is the normal 
mode. 

Declares that the line printer has hardware form feeds, caus- 
ing the line printer handler to send form feeds to the con- 
troller. When you use this option, the line printer handler 
sends the form feed character to the printer each time the 
handler encounters a form feed. This is the default setting. 

Causes the line printer handler to simulate hardware form 
feeds by sending one or more line feeds to the printer. When 
you use this setting, you must also use the LENGTH = n set- 
ting and position the paper at the top of a form (that is, at the 
page perforation) before you start to use the printer. Using 
the NOFORM condition is useful if you are using a preprinted 
form that has a nonstandard length. You must use this set- 
ting if your printer does not accommodate form feeds. FORM 
is the default setting. 

Issues a form feed before a request to print block 0. This is the 
normal mode. 

Turns off FORMO mode. The default is FORMO. 

Waits for you to make a correction if the line printer is not 
ready or becomes not ready during printing. If you expect out- 
put from the printer and the system does not respond or 
appears to be idle, check to see if the printer is powered on 
and ready to print. This is the normal mode. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



us: 
US: 

LS: 
LS: 

LS: 



LC 



LENGTH =n 



SKIP = n 



LS: 
LS: 

LS: 



TAB 
NOTAB 

VECTOR =n 



LS: 



MM: 



MM: 



MM: 



WIDTH = n 



DEFALT =9 



DENSE = 
or 809 
or 1600] 



[800 



ODDPAR 



/-I J. : 3:_i— :^4.u« *^^.^i.^-^ ;^ «»4- .^nJ.* T^U^ 

default setting is HANG. 

Allows the system to send lower-case characters to the 
printer. Use this condition if your printer has a lower-case 
character set. The default is NOLC. 

Translates lower-case characters to upper-case before print- 
ing. This is the normal mode. 

Causes the printer to use n as the number of lines per page. 
The default number of lines per page is 66. Use this option 
with the NOFORM and SKIP = n settings. 

Causes the line printer handler to send a form feed to the 
printer when it comes within n lines of the bottom of a page. 
Use this setting to prevent the printer from printing over 
page perforations. The value you supply for n should be an 
integer from to the maximum number of lines on the paper. 
If you set SKIP = 0, the handler sends lines to the printer 
regardless of the position of the paper. To disable this condi- 
tion, set SKIP = 0. When you use this setting, you must also 
use the LENGTH = n setting. 

Sends TAB characters to the printer. The default is NOTAB. 

Expands TABS by sending multiple spaces to the printer. 
This is the normal mode. 

Modifies the printer handler to use n as the vector of the line 
printer controller. The value you supply for n must be an even 
octal address below 500. This option enables you to set a spe- 
cial vector value in the line printer handler itself, without 
having to modify the handler source code and reassemble. 
Use this option if you have installed the printer controller at 
a nonstandard address. 

Sets the printer to width n, where re is a decimal integer 
between 30 and 255, inclusive. The system ignores any char- 
acters that print past column n. The default is 132. 

Returns to default settings for 9-track tape. The 9-track 
defaults are: 

DENSE = 809 

ODDPAR 

NODUMP 

Sets density for the 9-track tape handler. Do not alter the 
density setting within a volume. A density setting of 1600 
bits per inch (BPI) automatically sets parity to odd. The valid 
density settings for 9-track tape are: 

800 BPI 
1600 BPI 

Sets parity to odd for 9-track tape. DIGITAL recommends this 
setting. 
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Table 4-13: SET Device Conditions and Modiflcation (Cont.) 



Device or 
Item 


Condition 


Modification 


MM: 


NOODDPAR 


Sets parity to even for 9-track tape. DIGITAL does not recom- 
mend this setting for normal operation, and provides it only 
for compatibility with other systems. 


MT: 


DEFALT = [7 


Returns to default settings for 7- or 9-track tape. The 7-track 




or 9] 


defaults are: 

DENSE = 807 

ODDPAR 

DUMP 

The 9-track defaults are: 

DENSE = 809 

ODDPAR 

NODUMP 

The default setting is DEFALT = 9. 


MT: 


DENSE =[200 


Sets density for 7- or 9-track tape. 807 represents 800 BPI for 




or 556 or 807 


7-track tape; 809 represents 800 BPI for 9-track tape. Do not 




or 809] 


alter the density within a tape volume. You must set density 
to 807 for 7 track tape if you want dump mode. The valid den- 
sity settings for 7 and 9 track tape are: 

7-track: 200 BPI 
556 BPI 
800 BPI 
800 BPI Dump 

9-track: 800 BBI 


MT: 


DUMP 


Writes bytes to 7-track tape. You must also set density to 807. 


MT: 


ODDPAR 


Sets parity to odd for 7- or 9-track tape. DIGITAL recom- 
mends this setting. 


MT: 


NOODDPAR 


Sets parity to even for 7- or 9-track tape. DIGITAL does not 
recommend this setting for normal operation, and pro'/ides it 
only for compatibility with other systems. 


TT: 


CONSOL=n 


Directs the system to use the terminal whose logical unit 
number you specify as the console terminal. The terminal 
whose logical unit number you specify must not be currently 
attached by the foreground or any system job. To use this set- 
ting, you must have a multi-terminal configuration. The sys- 
tem returns to this default after a reboot. You cannot use this 
setting for a remote line. 


Ti': 


CRLF 


Issues a carriage return/line feed combination on the console 
terminal whenever you attempt to print past the right mar- 
gin. You can change the margin with the WIDTH command. 
This is the normal mode. This setting is invalid with a non- 
multi-terminal SJ monitor. The system returns to this condi- 
tion after a reboot. 


IT: 


NOCRLF 


Takes no special action at the right margin. This setting is 
invalid with a non-multi-terminal SJ monitor. The default is 
CRLF. The system returns to that condition after a reboot. 
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Table 4-13: SET Device Conditions and Modification (Cent.) 



Device or 
Item 



Condition 



Modification 



TT: 



FB 



NOFB 



TT: 



TT: 



TT: 



FORM 



NOFORM 



HOLD 



TT: 



NOHOLD 



TT: 



PAGE 



TT: 



TT: 



TT: 



NOPAGE 

QUIET 
NOQUIET 



Treats CTRL/B and CTRL/F (and CTRL/X in system job mon- 
itors) as background and foreground program control charac- 
ters and does not transmit them to your program. This is the 
normal mode. This setting is not valid for the SJ monitor. The 
system returns to this condition after a reboot. 
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itors) to have no special meaning. Issue SET TT: NOFB to 
KMON, which runs as a background job, to disable all com- 
munication with the foreground or system job. To enable com- 
munication with the foreground job, issue the command SET 
TT FB. This setting is not valid for the SJ monitor. The 
default is FB. The system returns to that condition after a 
reboot. 

Indicates that the console terminal is capable of executing 
hardware form feeds. This setting is invalid with a non-multi- 
terminal SJ monitor. 

Simulates form feeds by generating eight line feeds. This set- 
ting is not valid for the non-multi-terminal SJ monitor. This 
is the normal mode. The system returns to this condition after 
a reboot. 

Enables the Hold Screen mode of operation for the VT50, 
VT52, and VT61 terminals. The command has no effect on any 
other terminals, but it can cause a left square bracket ([) to 
print. This setting is valid for all monitors. NOHOLD is the 
default setting. The system returns to that condition after a 
reboot. 

Disables the Hold Screen mode of operation for the VT50 ter- 
minal. The command has no effect on any other terminal, but 
it can cause a backslash (\) to print. This setting is valid for all 
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that condition after a reboot. 

Treats CTRL/S and CTRL/Q characters as terminal output 
hold and unhold flags and does not transmit them to your pro- 
gram. You must use this setting if you are using a VTIOO ter- 
minal. This setting is not valid for the non-multi-terminal SJ 
monitor. This is the normal mode. The system returns to this 
condition after a reboot. 

Causes CTRL/S and CTRL/Q to have no special meaning. This 
setting is not valid for the non-multi-terminal SJ monitor. 
The default is PAGE. The system returns to that condition 
after a reboot. 

Prevents the system from echoing lines from indirect files. 
The default is NOQUIET. The system returns to that condi- 
tion after a reboot. 

Echoes lines from indirect files. This is the default mode. The 
system returns to this condition after a reboot. 
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Table 4-13: SET Device Conditions and Modification (Cont.) 



Device or 
Item 



Condition 



Modification 



TT- 



SCOPE 



TT: 



TT: 



TT: 



TT: 



USR 



USR 



WILD 



NOSCOPE 



TAB 



NOTAB 



WIDTH = n 



SWAP 



NOSWAP 



EXPLICIT 



WILD 



IMPLICIT 



Echoes RUBOUT characters as backspace-space-backspace. 
Use this mode if your console terminal is a VT50, VT05, 
VT52, VT55, VT61, VTIOO, or if GT ON is in effect. The 
default is NOSCOPE. The system returns to that condition 
after a reboot. Note that you delete TAB characters by typing 
a single RUBOUT or DELETE, even though the cursor does 
not move back the correct number of spaces. This is a restric- 
tion in SCOPE modes. 

Echoes RUBOUT characters by enclosing the deleted charac- 
ters in backslashes. This is the normal mode. The system 
returns to this condition after a reboot. 

Indicates that the console terminal is capable of executing 
hardware tabs. This setting is not valid for the non-multi-ter- 
minal SJ monitor. The default is NOTAB. The system returns 
to that condition after a reboot. 

Simulates tab stops every eight positions. Many terminals 
supplied by DIGITAL have hardware tabs. This setting is not 
valid for the non-multi-terminal SJ monitor. This is the nor- 
mal mode. The system returns to this condition after a reboot. 

Sets the terminal width to n, where n is an integer between 30 
and 255. The system initially sets the width to 80. This setting 
is not valid for the non-multi-terminal SJ monitor. (See SET 
TT CRLF.) The system returns to 80 after a reboot. 

Allows the background job to place the user service routine 
(USR) in a swapping state. This setting is not valid for the XM 
monitor. This is the normal mode for FB and SJ monitors. The 
system returns to this condition after a reboot. 

Prevents the background job from placing the USR in a 
swapping state. This setting is not valid for the XM monitor. 
The default is SWAP for FB and SJ monitors. The system 
returns to that condition after a reboot. 

Causes the system to recognize file specifications exactly as 
you type them. If you omit a file name or a file type in a file 

missing item with an asterisk (*). Wildcards are described in 
Section 4.2 of this manual. The default is IMPLICIT. The sys- 
tem returns to that condition after a reboot. 

Causes the system to interpret missing fields in file specifica- 
tions as asterisks (*). Wildcards are described in Section 4.2 of 
this manual. Table 4r-2 shows how the system interprets com- 
mands that have missing fields. This is the normal mode. The 
system returns to this condition after a reboot. 
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The following examples illustrate the SET command. This command allows 
the system to send lower-case characters to the printer: 

.SET LP LC 

ine nexi coimiiiixiu sclb mc o^otcm v¥j.iu«^ai.u \x^i.a.u.±u vv^ iixj^^i^i-iu. 

.SET WILD IMPLICIT 

As a result of this command the system inserts an asterisk in place of a miss- 
ing file name or file type in a file specification. See Table 4-2 for a list of 
these commands. 
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SHOW 

The SHOW command prints information about your RT-11 system on the 
console terminal. 



SHOW 



p 




-1 


(SP) 


ALL 
CONFIGURATION 




DEVICES _ 




ERRORS 


/ALL 

/FILE:filespec 
/FROM [:date] 
/OUTPUT:filespec 1 
/PRINTER f 
/SUMMARY 
/TERMINAL 




JOBS 


/TO tdatel 




QUEUE 




.TERMINALS J 


L 




J 



The information includes hardware configuration, monitor version, special 
features in effect, device names and logical device name assignments, termi- 
nal characteristics for terminals currently active on a multi-terminal sys- 
tem, and device handler status. If you are running the Error Logger or 
QUEUE, the SHOW command can provide information on errors and the 
update status of files waiting to be sent to an output device. 

If you specify SHOW without an option, SHOW displays your system's 
device assignments. The devices the system lists are those known by the 
RT-11 monitor currently running in memory. This list reflects any addi- 
tions or deletions you have made with the INSTALL and REMOVE com- 
mands. The listing also includes additional information about particular 
devices. The informational messages and their meanings are: 



Message 

(RESORC) 
or = RESORC 



(FORE) 

or =r'ui\Ej 

(jobname) 
or =jobname 



(Loaded) 
^Resident) 



Indicated Condition 

The device or unit is assigned to the back- 
ground job RESORC (for FB and XM monitors 
only). 

The device or unit is assigned to the fore- 
ground job (for FB and XM monitors only and 
monitors without system job support). 

The device or unit is assigned to the system or 
foreground job (for FB and XM monitors that 
have system job support), where jobname rep- 
resents the name of the system or foreground 
job. 

The handler for the device has been loaded 
into memory with the LOAD command. 

The handler for the device is included in the 
resident monitor. 
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= logical-device-name(l), The device or unit has been assigned the 
logical-device-name(2)... indicated logical device names with the 
,logical-device-nanie(n) ASSIGN command. 

XX free slots The last line tells the number of unassigned, 

or free, device slots. 

The following example was created under an FB monitor that has system job 
support. It shows the status of all devices known to the system. 

♦ SHOW 

TT <Resident) 

RK (Resident) 

RKl = SYf DK» OBJ. SRC» BIN 

RK2 = LSTf MAP 
MQ (Resident) 
DL (Loaded) 
DM 
DX (Loaded) 

DXOJ (MYPROG) 

nxi: (RESORC) 

LPt (LG3dsd=QUEUE) 

MT 

CT 

5 free slots 

The listing shows first that TT and RK are resident in memory. The other 
device handlers known to the system are MQ, DL, DM, DX, LP, MT, and CT. 
There are five free slots in the table. RKO: has the logical names SY, DK, 
OBJ, SRC, and BIN. RKl: has the logical names LST and MAP. The DX 
handler is loaded and device DXO: belongs to the foreground job, MYPROG. 
The LP: handler is loaded and belongs to the system job, QUEUE. 

The options for the SHOW command follow. 

ALL This option is a combination of CONFIGURATION, DEVICES, 

TOTiS oii/l TWRMTMATS in fhnf nrrlpr TTip AT.T. nnt.inn fllsn tftsts the dfivice 

assignments. 

CONFIGURATION This option displays the monitor version number 
and patch level, the monitor SET options in effect, the hardware con- 
figuration, and the special features in effect (if any). The listing varies, of 
course, depending on which monitor and which hardware system you are 
using. 

First, the listing always shows the version number and patch level of the 
currently running monitor. 

Next, information about the monitor is displayed. The first line indicates the 
device from which the system was bootstrapped. The next line prints the 
resident monitor's base address, in octal. Then the listing shows whether the 
user service routine (USR) is set to SWAP or NOSWAP. Another line prints 
out if a foreground job is loaded. The listing shows whether TT is set QUIET 
or NOQUIET, and whether the indirect file abort level is set to NONE, 
WARNING, ERROR, or SEVERE. The indirect file nesting depth prints out 
as a decimal number. 
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Next, the listing displays the system hardware configuration. It lists the 
processor type, which can be one of the following: 

LSI 11 
PDT 130/150 
PDP 11/04 
PDF 11/05,10 
PDP 11/15,20 
-^ PDP 11/23 
PDP 11/34 
PDP 11/35,40 
PDP 11/45,50,55 
PDP 11/60 
PDP 11/70 

A separate line prints out for each of the following items that is present on 
your system: 

-FPU Hardware Floating Point Unit | 

Commercial Instruction Set (CIS) 

Extended Instruction Set (EIS) 

Floating Instruction Set (FIS) 

KTll Memory Management Unit 
"Parity Memory 

Cache Memory 

If you have graphics hardware ( VTl 1 or VS60), another line is printed out to 
indicate it. The clock frequency (50 or 60 cycles) prints next, followed by a I 

line for the KWll-P programmable clock, if there is one on your system. 

Finally, the listing either shows that there are no special features in effect, 
or it lists the appropriate features from the following list: 

' Device I/O time-out support 

Error logging support 

Multi-terminal support 

Memory parity support | 

'SJ timer support 

oysteiii job SUppOrl 

The following example was created on a PDP 11/23 processor: 

.SHOW CONFUHJRATION 
RT-llFB(S) y04.00 

Booted from HilKOJ 

Resident Monitor bisse is 137500 (4S960,) 

USR is set SWAP 

TT is set NOQUIET 

Indire^ct file abort level is ERROR 

Indirect file nestiniS depth is 3 

PUP 11/23 

60 Cacle System Clock 

Error lo<3ains3 support 

Be vice I/O time-out support g 

1 



=> '.J r' f \.> I 
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DEVICES This option displays the RT-11 device handlers, their status, 
and their vectors. The messages for handler status are as follows: 

Installed 

Not installed 

-Not installed (the handler special features do not match those of the 

monitor) 

nnnnnn (load address of handler) 

Resident 

The following example uses SHOW DEVICES. 

.SHOW DEUICES 



Device 


Status 


Vector 


DX 


Installed 


264 


RK 


Resident 


220 


RF 


Not installed 


204 


DT 


Installed 


214 


LP 


Installed 


200 


CR 


Not installed 


230 


NL 


Installed 


000 


PC 


Installed 


070 074 


CT 


Installed 


260 


DS 


Installed 


204 


DM 


Installed 


210 


DL 


Installed 


330 


DP 


Installed 


254 


DY 


Installed 


270 


HT 


Installed 


224 


MM 


Not installed 


224 



In the preceding example, note that the PC handler has two vectors. One is 
for the paper tape reader and the other is for the paper tape punch. Because 
of its special format, the TT handler is never listed. 

JOBS This option displays data about the jobs that are currently loaded. 
This option also tells the following: 

• the job name and number (if you have not enabled system job support on 
your monitor, the foreground job name appears as FORE, and its priority 
isl) 

• the console the job owns (if a non-multi-terminal monitor, this space is 
blank) 

• the priority level of the job 

• the job's running state (running, suspended, or done (but not unloaded)) 

• the low and high memory limits of the job 

• the start address of the job's impure area 
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The example that follows displays data about currently running jobs: 



•SHOW JOBS 

Job Name Console Level 
14 QUEUE 6 
RESORC 



State Low 
Suspend 116224 
Run 000000 



Hiah Impure 
130306 115254 
115210 134126 



ERRORS The SHOW ERRORS command is valid only if you have error 
logging enabled on your monitor. For a complete description of the error log- 
ger and directions on how to start it, see Chapter 19, Error Logging. Note 
that the error logger is a special feature, available only through the system 
generation process. Because the error logger compiles statistics on each I/O 
transfer that occurs, in addition to hardware errors that occur, it is a good 
idea to enable error logging on a spare system volume that you use only 
when you want to compile error statistics. 

The SHOW ERROR command invokes ERROUT, one of the three programs 
in the error logging package that runs as a background job. ERROUT cre- 
ates reports on the I/O and error statistics the error logger compiles, and can 
print the reports at the terminal, line printer, or store the reports in a file 
you specify. For complete descriptions of the reports ERROUT creates, see 
Chapter 19, Error Logging. 



ERRORS <RET; 



ERRORS/ALL 
ERRORS/FILE:filespec 



ERRORS/FROM[:date] 



prints a full report on each I/O transfer that 
has occurred in addition to each FO, memory 
parity, and cache memory error that has 
occurred. 

same as SHOW ERRORS <RET> 

prints a full I/O transfer and error report from 
the file you specify. The file you specify must 
be of the same format that the error logger 
uses for its statistics compilations. 

prints a full I/O transfer and error report for 
errors that occurred starting from the date 
you specify. Enter the date as dd:mmm:yy, 
where 

dd is a two-digit date (decimal) 

mmm is the first three characters of a month 

yy is a two-digit year 

prints a full I/O transfer and error report for 
errors that occurred up to the date you 
specify. 

ERRORS/OUTPUT:filespec enters the I/O transfer and error report in the 

output file you specify. This is useful if you 
want to save the error logging reports. 



ERRORS/TO[:date] 
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ERRORS/PRINTER 



ERRORS/SUMMARY 



ERRORS/TERMINAL 



prints the I/O transfer and error report at the 
line printer. 

prints a summary error report at the termi- 
nal. The summary error report lists only the 
errors that occurred, not the successful I/O 
transfers. 

prints the I/O transfer and error report at the 
terminal. /TERMINAL is the default setting. 



QUEUE Use the SHOW QUEUE command to get a listing of the contents 
of the queue. This option is invalid if you are not running QUEUE (see 
Chapter 20, Queue Package). The listing shows the output device, job name, 
input files, job status, and number of copies for each job that is queued. The 
sample command line that follows lists the current contents of the queue. 



• SHOW 


QUEUE 








DEVICE 


JOB 


STATUS 


COPIES 


FILES 


LPO: 


LAB2 


P 


1 
2 
2 


PASS3 .LST 
PASS4 .LST 
PASS5 .LST 


LPOJ 


HODG 


Q 


3 


MESMAN.DOC 


DTi: 


JUDITH 


Q 


2 
2 


PARTI .DOC 
PART2 .DOC 


MTi; 


SZYM 


Q 


1 


REFMAN.TXT 


LPo: 


JOYCE 


Q 


1 
1 


SSM .DOC 
D0CPLN.DOC 



The job STATUS column prints a P if the job is currently being output, an S 
if the job being output is suspended, or a Q if the job is waiting to be output. 
If you have a large lineup of files, and yoiu" console is a video terminal, you 
can use the CTRL/S and CTRL/Q commands to control the scrolling of the 
listing. 

TERMINALS This option indicates the status of and special features in 
effect for currently active terminals on multi-terminal systems. If your sys- 
tem has only the console terminal, the following message prints: 

No multi -terminal sup-Port 

Multi-terminal support is a special feature; it is not part of the distributed 
RT-11 monitors. 

If your system does have multi-terminal support, SHOW TERMINALS 
prints a table of the existing terminals and lists the following information: 



Unit number 

Owner: 
Type: 



(0-15) 

Background, foreground, system job owner, or none 

Local 

Remote (dial-up) 

Console 

(continued on next page) 
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Unit number (0-15) 

S-console (shared by background and foreground or sys 

temjob) 

Is attached to another job (the foreground) 

Interface t3T)e: DL DZ 

Width: (width in characters, up to 255) 

SET options in effect: 

TAB 
CRLF 
FORM 
SCOPE 

Line speed: (baud rate if DZ; not applicable if DL) 

The following example shows the terminal status of an RT-11 system. 

.SHOW TERMINALS 

Unit Owner Tape WIDTH TAB CRLF FORM SCOPE SPEED 

RESORC S-Console DL 132 No Yes No No N/A 

1 FORE Local DL 80 Yes No No Yes N/A 
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SQUEEZE 

The SQUEEZE command consolidates all unused blocks into a single area 
on the device you specify and consolidates the directory entries on the 
device. 



SQUEEZE 


/OUTPUT:device 

UNO] QUERY 
WAIT 


( SP ) device 



In the command syntax illustrated above, device represents the block 
replaceable volume to be compressed. To perform a squeeze operation, the 
system moves all the files to the beginning of the device you specify, produc- 
ing a single unused area after the group of files. The squeeze operation does 
not change the bootstrap blocks of a device. The system prints a con- 
firmation message before it performs the squeeze operation. You must tj^e 
Y followed by a carriage return to execute the command. 

The squeeze operation does not move files with .BAD file types. This feature 
prevents you from reusing bad blocks that occur on a disk. The system 
inserts files before and after .BAD files until the space between the last file 
it moved and the .BAD file is smaller than the next file to be moved. Note 
that you should use the SQUEEZE command when you get a directory full 
error, even if there is still space remaining on the volume. 

If you perform a squeeze operation on the system device, the system auto- 
matically reboots the running monitor when the compress operation com- 
pletes. This reboot takes place in order to prevent system crashes that might 
occur when the monitor file or handler files are moved. The system volume 
cannot be squeezed if a foreground or system job is loaded. 

The options for the SQUEEZE command follow. 

/OUTPUTifilespec Use this option to transfer all the files from the input 
device to the output device in compressed format, an operation that leaves 
the input device unchanged. The output device must be an initialized block 
replaceable volume. (Use the INITIALIZE command to do this.) Note that 
the system does not query you for confirmation before this operation pro- 
ceeds. If the output device is not initialized, the system prints an error mes- 
sage and does not execute the command. Note that /OUTPUT does not copy 
boot blocks; you must use the COPY/BOOT command to make the output 
volume bootable. The following example transfers all the files from RKO: to 
RKl: in compressed format, leaving RKO: unchanged. 

.SGUEEZE/OUTPUTSRKi: RKO! 

/QUERY This option causes the system to print a confirmation message 
before it executes a squeeze operation. You must respond by tjrping a Y fol- 
lowed by a carriage return for execution to proceed. This is the default oper- 
ation. /QUERY is invalid with the /OUTPUT option. 
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/NOQUERY Use this option to suppress the confirmation message that 
prints before a squeeze operation executes. The following command com- 
presses all the files on device DTI: and does not query. 

.SQUEEZE/NOCIUERY DTI t 

/WAIT This option is useful if you have a single-disk system. When you 
use AVAIT, the system initiates the SQUEEZE operation, but then pauses 
and waits for you to mount the volume you want to squeeze. When the sys- 
tem pauses, it prints Mount input volume in <device>; Continue?, where 
<device> represents the device into which you mount the volume. When the 
volume is mounted, type Y followed by a carriage return. 

The following sample command line squeezes an RK05 disk: 

.SQUEEZE/WAIT RKOt 

RK0!/S(3ueezef Are aou sure? Y 

Mount input volume in RKOtf Continue? Y 

Mount system volume in RKOJy Continue? Y 

Note that the system may repeat the Mount input volume — Mount output 
volume cycle several times to complete the SQUEEZE operation. 
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SRUN 

The SRUN command initiates system jobs. 



SRUN ( SP ) lilespec 


fBUFFER:n 

/LEVEL:n 

/NAME:logicaMobname 

/PAUSE 

/TERMINAL:!! 





In the command syntax illustrated above, filespec represents the program to 
be executed. Because this command runs a system job, it is valid only for FB 
and XM monitors that have system job support — a special feature enabled 
through the system generation process. 

You can run up to six system jobs simultaneously, in addition to the fore- 
ground and background jobs. If you attempt to run a system job that is 
already active, an error message prints on the terminal. 

Note that when you issue the SRUN command, the monitor assumes a .SYS 
file type. If you want to issue the SRUN command for a program that has a 
.REL file type, either enter the file type with the file name (for example, 
SRUN QUEUE.REL), or rename the file so it has a .SYS file type. 

In an XM monitor, you can use the SRUN command to run a virtual .SAV 
image program. You must type the file type explicitly. 

The options that you can use with SRUN follow. 

/BUFFERrn Use this option to reserve space in memory over the actual 
program size. The argument n represents the number of octal words of mem- 
ory to allocate. You must use this option to run any FORTRAN program as a 
system job. If you use this option for a virtual job linked with the /V option 

/"«« /V^\4■^ J-l,„ „ f : /TlTTTnTTlTTIT-l 1 il j -I i rvx 

(Kji i^j\a.j, LUC Bjcotcm igiiures laurs^jiisx oecause me system proviaes a Duner 
in extended memory. 



/LE VEL:n Use this option to assign an execution priority level to the job, 
where n can be 1, 2, 3, 4, 5, or 6. If you attempt to assign the same priority 
level to two system jobs, an error message prints at the terminal. If omitted, 
the priority level defaults to the highest level that is thus far unassigned. 

/'NAME:logical-jobname Use this option to assign a logical job name to a 
program. This is the name that programmed requests and SYSLIB calls use 
to reference a system job. If you attempt to assign the same logical job name 
to two system jobs, an error message prints at the terminal. If you do not 
specify a logical job name, the system assumes the file name of the program. 

/PAUSE Use this option to help you debug a program. When you type the 
carriage return as the end of the command string, the system prints the load 
address of your program and waits. By means of ODT, you can examine or 
modify the program before starting execution (see Chapter 21). You must 
use the RESUME command to restart the system job. The following corn- 
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mand loads the program MFUNCT.SYS, prints the load address, and waits 
for a RESUME command to begin execution. 

,SRUN HFUNCT/PAUSE 

Losded 3t 126556 

.RESUME MFUNCT 

/TERMINAL:!! Use this option to change the console of the system job. 
Your system must have multi-terminal support — a special feature avail- 
able only through system generation — before you can use it. The argument 
n represents a terminal logical unit number. By assigning a different termi- 
nal to interact with the system job, you eliminate the need for system, fore- 
ground, and background jobs to share the console terminal. Note that the 
original console terminal still interacts with the background job and with 
the keyboard monitor, unless you use the SET TT: CONSOL command to 
change this. 
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START 

The START command initiates execution of the program currently in mem- 
ory (loaded with the GET command) at the address you specify. 



[CE) 



In the command syntax shown above, address is an even octal number rep- 
resenting any 16-bit address. If you omit the address or if you specify 0, the 
system uses the starting address that is in location 40. If the address you 
specify does not exist or is invalid for any reason, a trap to location 4 occurs 
and the monitor prints an error message. Note that this command is valid 
for background jobs only, and not for extended memory virtual jobs. The fol- 
lowing command loads MYPROG.SAV into memory and begins execution. 

.GET MYF'ROC 
.START 

The next example loads MYPROG.SAV and ODT.SAV into memory, and 
begins execution at ODT's starting address. 

.GET MYPROG 
.GET ODT 
.START 1222 
ODT vol.. 04 
* 
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SUSPEND 

The SUSPEND command temporarily stops execution of the foreground or 
system job. 



SUSPEND [ ( SP ) iobname] 



If you have system job support enabled on your monitor, specify the name of 
the system or foreground job you wish to suspend. If you do not have system 
job support, then do not include an argument with the SUSPEND command. 
The SUSPEND command is not valid for the SJ monitor. The system per- 
mits foreground input and output that are already in progress to finish; how- 
ever, it issues no new input or output requests and enters no completion 
routines (see the RT-11 Programmer's Reference Manual for a detailed 
explanation of completion routines). You can continue execution of the job 
by typing the RESUME command. The following command suspends execu- 
tion of the foreground job that is currently running on a system that does not 
have system job support. 

* SUSPEND 

The next command suspends execution of the system job, QUEUE, that is 
currently running on a system that does have system job support. 

•SUSPEND QUEUE 
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TIME 

Use the TIME command to set the time of day or to display the current time 
of day. 



TIME [ ( SP ) hh:inm:ss] 



In the command syntax shown above, hh represents hours (from to 23); 
mm represents minutes (from to 59) and ss represents seconds (from to 
59). The system keeps time on a 24-hour clock. 

To enter the time of day, specify the time in the format described above. You 
should do this as soon as you bootstrap the system. The following example 
enters the time, 11:15:00 A.M. 

.TIME li:i.5 

As this example shows, if you omit one of the arguments the system 
assumes 0. 

To display the current time of day, type the TIME command without an 
argument, as this example shows. 

/TIME 
Utl5J01 

When you install the standard RT-11 monitors, the clock rate is preset to 60 
cycles. Consult the RT-11 Installation and System Generation Guide for 
information on setting the clock to a 50-cycle rate. 

The FB and XM monitors automatically reset the time each day at mid- 
night. The SJ monitor resets the time only if you select timer support during 
the system generation process. 
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TYPE 

The TYPE command prints the contents of one or more files on the terminal. 



TYPE 


/COPIES:n 

/DELETE 

/INO] LOG 

/NEWFILES 

/QUERY 

WAIT 


( SP ) filespecs 







In the command syntax illustrated above, filespecs represents the file or files 
to be typed. You can explicitly specify up to six files as input to the TYPE 
command. The system types the files in the order in which you specify them 
in the command line. You can also use wildcards in the file specification. In 
this case, the system tjrpes the files in the order in which they occur in the 
directory of the device you specify. If you specify more than one file, separate 
the files by commas. If you omit the file type for a file specification, the sys- 
tem assumes .LST. You can specify the entire command on one line, or you 
can rely on the system to prompt you for information. The TYPE command 
prompt is FiZes?. 

The TYPE command options and examples follow. 

/COPIESrn Use this option to list more than one copy of the file. The 
meaningful range of values for the decimal argument n is from 2 to 32 (1 is 
the default). The following command, for example, types three copies of the 
file REPORT.LST on the terminal. 

,TYPE/C0PIEISJ3 REPORT 

/DELETE Use this option to delete a file after it is typed on the terminal. 
This option must appear following the command in the command line. The 
TYPE/DELETE operation does not ask you for confirmation before it exe- 
cutes. You must use /QUERY for this function. The following example types 
a BASIC program on the terminal, then deletes it from DXl:. 

. TYPF/riEl fTTE DXl : PROGl . EAS 

/LOG This option prints on the terminal the names of the files that were 
typed by the current command. Normally, the system prints a log only if 
there is a wildcard in the file specification. If you specify /QUERY, the query 
messages replace the log, unless you specifically type /LOG/QUERY in the 
command line. The following example shows a TYPE command and the 
resulting log. 

.TYPE/LOG OIJTFIL.LST 

Files copiedJ 
DKIOUTFIL.LST to TT; 

/NOLOG This option prevents a list of the copied files from printing on the 
terminal. You can use this option to suppress the log if you use a wildcard in 
the file specification. 
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/NEWFILES Use this option in the command line if you need to type only 
those files that have the current date. The following example shows a con- 
venient way to type all new files after a session at the computer. 



.TYPE/NEUJFILES *.LST 

Files copied* 
DK: REPORT. LST to TTJ 



/QUERY If you use this option, the system requests confirmation 
before it performs the operation. /QUERY is particularly useful on oper- 
ations that involve wildcards, when you may not be sure v»'hich files the sys- 
tem selected for an operation. Note that if you specify /QUERY in a TYPE 
command line that also contains a wildcard in the file specification, the con- 
firmation messages printed on the terminal replace the log messages that 
would normally appea You must respond to a query message by typing Y 
(or anything that begins with y) and a carriage retun to initiate execution 
of a articular operation. The system interprets ay other response to mean 
NO and does not perform the specific operation. 

.TYPE/QUERY/DELETE *.LST 

Files copied/deletedl 
BKJOUTFIL.LST to TT!? NO 
DKJREPORT.LST to TTt? Y 

/WAIT This option is useful if you have a single-disk system. When you 
use this option, the system initiates the TYPE operation, but then pauses 
and waits for you to mount the volume on which you want the operation to 
take place. When the system pauses, it prints Mount input volume in 
<device>; Continue?, where <device> represents the device into which you 
mount the volume. When you have mounted the volume, type Y followed by 
a carriage return. 

The following sample command types AJAX.DOC from an RK05 disk: 

.TYPE/WAIT RKO: AJAX.DOC 

Mount input volume in RKOJ; Continue?Y 

After the system has typed AJAX.DOC at the terminal, it issues the follow- 
ing prompt: 

Mount system volume in RKOJ? Continue? 

When you mount the system volume, and type a Y followed by a carriage 
return, you terminate the TYPE operation. 
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UNLOAD 

The UNLOAD command removes previously loaded handlers from memory, 
thus freeing the memory space they occupied. It also removes terminated 
foreground or system jobs. 



UNLOAD 


dovico {, . . . d6vic6] 
jofaname[,.. .jobnamsl 





In the command syntax shown above, device represents the device handler 
to be unloaded. The colon that follows the device handler is optional with SJ, 
FB, and XM monitors and monitors that do not have system job support. 
You must include the colon if your system has system job support. 

UNLOAD clears ownership for all units of the device tj^je you specify. A 
request to unload the system device handler clears ownership for any 
assigned units for that device, but the handler itself remains resident. After 
you issue the UNLOAD command, the system returns any memory it frees 
to a free memory list. The background job eventually reclaims free memory. 
Note that if you interrupt an operation that involves magtapes or cassette, 
you must unload and then load (with the LOAD command) the appropriate 
device handler (MM, MT, MS, or CT). 

The system does not accept an UNLOAD command while a foreground job is 
running if the foreground job owns any units of that device. This is because a 
handler that the foreground job needs might become nonresident. You can 
unload a device while a foreground job is running if none of its units belong 
to the foreground job. 

A special function of this command is to remove a terminated foreground or 
system job and reclaim memory, since the system does not automatically 
return the space occupied by the foreground or system job to the free mem- 
ory list. The following command unloads the foreground job and frees the 
memory it occupied. This command is valid only if the foreground job is not 
running. 

.UNLOAD F 

The following command unloads the system job QUEUE. 

.UNLOAD QUEUE 

The following command clears ownership of all units of RK:. If RK: is the 
system device, the RK handler itself remains resident. 

.UNLOAD RKt 

The next command releases the line printer and DECtape handlers and 
frees the area they previously held. 

1 I V I > r^ A Tt ' f. ♦ T<~r * 
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Part III 
Text Editing 



You use an editor to create and modify textual material. Part III describes 
the RT-11 text editor, EDIT, and explains how to use it. 



Chapter 5 



The text editor (EDIT) is a program that creates or modifies ASCII soiirce 
files for use as input to other system programs such as the MACRO assem- 
bler or the FORTRAN compiler. EDIT, which accepts commands you type at 
the terminal, reads ASCII files fh)m any input device, makes specific 
changes, and writes on any output device. EDIT allows efficient use of VTll 
or VS60 display hardware, if they are part of the system configuration. 

The editor considers a file to be divided into logical units called pages. A 
page of tiext is generally 50 to 60 lines long (delimited by form feed charac- 
ters) and corresponds approximately to a physical page of a program listing. 
The editor reads one page of text at a time from the input file into its inter- 
nal text buffers, where the page becomes available for editing. Editing com- 
mands can: 

• Locate text to be changed 

• Execute and verify changes 

• List an edited page on the console terminal 

• Output a page of text to the output file 

Note that you cannot perform any edit operations on a protected file. To dis- 
able a file's protected status, see the RENAME command description. 



5.1 Calling EDIT 



You can call the text editor when you are at monitor level. The syntax of the 
command is: 



EDIT 


(/CREATE j' 

< /INSPECT I 
(/OUTPUT:fiiespecl/ALLOCATE:size]) 


(SP) filespecl/AL LOCATE :sizel 



See Section 4.4 for a description of the EDIT command and its options. 



5.2 Modes of Operation 



The editor operates in either command mode or text mode. In command 
mode the editor interprets all input you type on the keyboard as commands 
to perform some operation. In text mode the editor interprets all t5rped input 



Text Editor (EDIT) 5-1 



as text to replace, insert into, or append to the contents of the text biiffer. 
You can use a special editing mode, called immediate mode, with the VT-11 
display hardware. Section 5.7.2 describes this mode. 

Immediately after being loaded into memory and started, the editor is in 
command mode. EDIT prints an asterisk at the left margin of the console 
terminal page to indicate that it is ready to accept a command. Terminate 
all commands by pressing the ESCAPE key twice in succession. Execution 
of commands proceeds from left to right. When EDIT encounters an error 
before beginning execution of a command string, it prints an error message 
followed by an asterisk at the beginning of a new line, indicating that it is 
still in command mode, that it is waiting for a command, and that execution 
of the illegal command has not occurred. You should ret5T)e the command 
correctly. 

To enter text mode, type a command that must be followed by a text string. 
These commands insert, replace, exchange, or otherwise manipulate text. 
When you type one of these commands, EDIT recognizes all succeeding char- 
acters as part of the text string until it encounters an ESCAPE character. 
The ESCAPE terminates the text string and causes the editor to reenter 
command mode. 



5.3 Special Key Commands 



Table 5-1 lists the EDIT key commands. Tjrpe a control command by hold- 
ing down the CTRL key while typing the appropriate character. 

Table 5-1: EDIT Key Commands 



Key 



ESCAPE, 

ALTMODE, 

orSEL 



CTRL/C 



Explanation 



Echoes as $. A single ESCAPE terminates a text string. A double ESCAPE 
(two consecutive ESCAPEs) executes the command string. For example: 

*GMOV A.B*-iri$$ 

The first ESCAPE ($) terminates the text object (MOV A,B) of the Get com- 
mand. The double ESCAPE ($$) terminates the Delete command and causes 
execution of the entire statement with the result that the character B will 
be deleted. 

Echoes at the terminal as "C. If EDIT encounters a CTRL/C as a command 
in command mode, it terminates execution and returns control to the mon- 
itor. You can restart the editor by typing R EDIT or REENTER in response 
to the monitor's prompt. If EDIT encounters a CTRL/C in a text object, the 
CTRL/C is included in the text object, as if it were just like any other charac- 
ter. If the editor is executing a lengthy command and you want to stop 
EDIT, type two CTRL/C commands in succession. This will abort the com- 
mand, generate the lEDIT-F-COMMAND ABORTED error message, and 
return the editor to command mode. For example: 






i.;** 



(continued on next page) 
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Table 5-1: EDIT Key Commands (Cont.) 



Key 



CTRL/C 



CTRL/0 



CTRL/U 



RUBOUT 

or 
DELETE 



TAB 



CTRL/X 



Explanation 



In the first command, the three CTRL/C characters are part of the text 
object of the Insert command. EDIT treats them Uke any other character. In 
the second command string, the CTRL/C occurs at command level, which 
causes the editor to terminate. 

If no commands (other than CLOSE) are executed between the time you ter- 
minate the editor and the time you issue a REENTER command, the text 



buffer is preserved. The input and output files are closed, and the save and 
macro buffers are reinitialized. 

If you inadvertently terminate an editing session before the output file can 
be closed, you can often use the monitor CLOSE command to make per- 
manent the portion of the output file that has already been written (see Sec- 
tion 4.4). You can then reenter the editor, open a new output file, and 
continue the editing session. 

Echoes as *0 and a carriage return. Inhibits printing on the terminal until 
completion of the current command string. Typing a second CTRL/O 
resumes output. 

Echoes as "U and a carriage return. Deletes all characters on the current 
terminal input line. (Typing CTRL/U has the same effect as pressing the 
RUBOUT key until all the characters back to the beginning of the line are 
deleted.) 

Deletes a character from the current command line; echoes as a backslash 
followed by the character deleted. Each succeeding RUBOUT you type 
deletes and echoes another character. An enclosing backslash prints when 
you type a key other than RUBOUT. This erasure is done from right to left. 
Since EDIT accepts multiple-line commands, RUBOUT can delete past the 
carriage return/line feed combination and delete characters on the previous 
line. You can use RUBOUT in both command and text modes. 

Spaces to the next tab stop. Tab stops are positioned every eight spaces on 
the terminal; pressing the TAB key causes the carriage to advance to the 
next tab position. 

Echoes as ^X and a carriage return. CTRL/X causes the editor to ignore the 
entire command string you are currently entering. The editor prints a car- 
riage return'line feed combination and an asterisk to indicate that you can 
enter another command. For example; 

*1ABCD 
EFGH"X 
* 

A CTRL/U would cause only deletion of EFGH; CTRL/X erases the entire 
command. 



5.4 Command Structure 



EDIT commands fall into eight general categories. Table 5-2 lists these cat- 
egories, the commands they include, and the sections of this manual where 
you will find information on the particular command. 
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Table 5-2: EDIT Command Categories 



Category 


Commands 


Section 


File open and close 










Edit Backup 


5.6.1.3 






Edit Read 


5.6.1.1 






Edit Write 


5.6.1.2 






End File 


5.6.1.4 




File input/output 










EXit 


5.6.2.4 






Next 


5.6.2.3 






Read 


5.6.2.1 






Write 


5.6.2.2 




Immediate mode 










ESCAPE 


5.7.2 






CTRLD 


5.7.2 






CTRLG 


5.7.2 






CTRLN 


5.7.2 






CTRLV 


5.7.2 






RUBOUT 


5.7.2 




Pointer location 










Advance 


5.6.3.3 






Beginning 


5.6.3.1 






Jump 


5.6.3.2 




Search 










Find 


5.6.4.2 






Get 


5.6.4.1 






Position 


5.6.4.3 




Text listing 










List 


5.6.5.1 






Verify 


5.6.5.2 




Text modification 










Change 


5.6.6.4 






Delete 


5.6.6.2 






TT 1 


f- /> /^ ^ 






eAcnange 


o.o.o.u 






Insert; 


5.6.6.1 






Kill 


5.6.6.3 














Edit Console 


5.7.1 






Edit Display 


5.7.1 






Edit Lower 


5.6.7.6 






Edit Upper 


5.6.7.6 






Edit Version 


5.6.7.5 






Execute Macro 


5.6.7.4 






Macro 


5.6.7.3 






Save 


5.6.7.1 






Unsave 


5.6.7.2 
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The general syntax for all the EDIT commands, except immediate mode 
commands, is: 

[n]C[text]$ 
or 

[n]C$ 
where: 

C represents a 1- or 2-letter command 

text represents a string of ASCII characters 

As a rule, commands are separated from one another by a single ESCAPE; 
however, if the command requires no text, the separating ESCAPE is not 
necessary. Commands are terminated by a single ESCAPE; typing a second 
ESCAPE begins execution. (You use ESCAPE differently when immediate 
mode is in effect; see Section 5.7.2.) 

The syntax of display editor commands is different from the normal editing 
command format, and is described in Section 5.7. 

5.4.1 Arguments 

An argument is positioned before a command letter. It specifies either the 
particular portion of text to be affected by the command or the number of 
times to perform the command. With some commands, this specification is 
implicit and no argument is needed; other editing commands require an 
argiunent. Table 5-3 lists the possible arguments and their meanings. 

Table 5-3: Command Arguments 



Argument 



Meaning 



Represents an integer in the range -16383 to + 16383 and may, except where 
noted, be preceded by a plus ( + ) or minus (-) sign. If no sign precedes n, it is 
assumed to be a positive number. The absence of n implies a 1 (or -1 if a minus 
sign precedes a command). This argument can represent the number of char- 
acters or lines forward or backward ( + or -) to move the pointer, or it can rep- 
resent the number of times to execute the operation. 

Indicates the text between the beginning of the current line and the reference 
pointer (see Section 5.4.3). 

Refers to the text between the reference pointer and the end of the text in the 
buffer. 

Represents -n, where n is equal to the length of the last text argument used. 
Use this argument with the J, D, and C commands only. 



The roles of all arguments are explained in the following sections. 
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5.4.2 Command Strings 

All EDIT command strings are terminated by two successive ESCAPE char- 
acters. Use spaces, carriage returns, and line feeds within a command string 
to increase command readability. EDIT ignores them unless they appear in 
a text string. Commands to insert text can contain text strings that are sev- 
eral lines long. Each line you enter is terminated by the carriage return key, 
which inserts both a carriage return and a line feed character into the text. 
The entire command is terminated by a double ESCAPE. 

You can string several commands together and execute them in sequence. 
For example: 



text object text object text object 

*BGMOy PC !■ RO* -^ICR 1 $5KGCI...R t3R2t* 



second 
command 

first 
command 



third 
command 



fifth 
command 



fourth 
command 



where: 

B is the first command 

GMOV PC,RO is the second command (MOV PC.RO is the text object) 

-2CR1 is the third command (Rl is the text object) 

5K is the fourth command 

GCLR @R2 is the fifth command (CLR @R2 is the text object) 

$ separates the end of each text object from the follow- 

ing command 

$$ executes the commands 

Execution of a command string begins when you tsnpe the double ESCAPE 
and proceeds from left to right. EDIT ignores spaces, carriage returns, line 
feeds, and single ESCAPEs, except when they are part of a text string. Thus, 
example (1) has the same result as example (2): 

(1) *BGMOV RO*=CCLR R1*AM** 

(2) *B» GMOV R0$ 
=CCLR Rl* 
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5.4.3 Current Location Pointer 

Most EDIT commands function with respect to a movable reference pointer 
that is normally located between the most recent character operated upon 
and the next character in the buffer. It is important to think of this pointer 

a» uciiig uci/wccix bwu uicuav^i/Cjis, cuiu xxcvcx uxxci^ux^ uxx ex i;xxcixauLcx. ni/ bxxc 

start of editing operations, the pointer precedes the first character in the 
buffer, although it is not displayed on the console terminal. At any time dur- 
ing the editing procedure, think of the pointer as representing the current 
position of the editor in the text. The pointer moves during editing oper- 
ations according to the type of editing operation being performed. Refer to 
text in the buffer as so many characters or lines preceding or following the 
pointer. 



5.4.4 Character- and Line-Oriented Command Properties 

Edit commands are either character-oriented or line-oriented: character-ori- 
ented commands affect a specified number of characters preceding or follow- 
ing the pointer; line-oriented commands operate on entire lines of text. 

The argument of character-oriented commands specifies the number of char- 
acters in the buffer on which to operate. If n is unsigned (positive), the com- 
mand moves the pointer in a forward direction. If n is preceded by a minus 
sign (negative), the command moves the reference pointer backward. LF, 
RET, and null characters, although not printed, are embedded in text lines, 
counted as characters in character-oriented commands, and treated as any 
other text characters. When you press the RET key, both a carriage return 
and a line feed character are inserted into the text. For example, assume the 
pointer is positioned as indicated in the following text (T represents the cvir- 
rent position of the pointer): 

MOV #VECT,R2(r1i)(TD^ 
CLR @R2(^et)(lf) 

The EDIT command -2J moves the pointer back two characters to precede 
the carriage return character. 

MOV #VECT , R2^(r1i) (S) 
CLR @R2 (eS)© 

The command lOJ advances the pointer forward ten characters and places it 
between the RET and LF characters at the end of the second line. Note that 
the tab character preceding (ffiR2 is also counted as a single character. 

MOV #VECT.R2(ret)(lf) 
CLR @R2^^© 

Finally, to place the pointer after the C in the first line, use a -14J command. 
The J (Jump) command is explained in Section 5.6.3.2. 

MOV #VECT,R2(ill)(ID 
CLR @R2 '^(HDCt?) 
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When you use line-oriented commands, the command argument specifies 
the number of lines on which to operate. Because EDIT counts the line-ter- 
minating characters to determine the number of lines on which to operate, 
an argument n does not affect the same number of lines forward (positive) as 
it affects backward (negative). For example, the argimient -1 applies to the 
line beginning with the first character following the second previous end-of- 
line and ending with the character preceding the pointer. The argument 1 in 
a line-oriented command, however, applies to the text beginning with the 
first character following the pointer and ending at the first end-of-line. 
Thus, if the pointer is at the center of the line, the argument -1 affects one 
and one-half lines backward from the pointer and the argimient 1 affects 
one-half line beyond the pointer. 

For example, assume the buffer contains: 

MOV PC,Rl(iE)(lL) 

ADD #DRIV-.,R1(11i)(l?) 

MOV #VECT.R2(ret)(lF) 

CLR @R2(Rl!)Ct!) 

The command to advance the pointer one line (lA) causes the following 
change: 

MOV PC,R!(r1DClD 

ADD #DRIV-..R1(ret)(lf) 

MOV #VECT,R2(Mi)(lf) 

CLR @R2(r1S)(If) 

The command 2A moves the pointer over two RET LF combinations to pre- 
cede the fourth line: 

MOV PCRKretDClF) 

ADD #DRIV-..Rl(RiT)(lF) 

MOV #VECT.R2(RiT)CLF) 

^CLR (°>R2 CrItXIf) 

Assume the buffer contains: 

MOV PC.R1(ret)(Tf) 

ADD #DRIV- . ,R 1 (MI) © 

MOV #VECT ,R2 (Hi) (lf) 

CLR (aR2 (IIDClf) 

A command of -lA moves the pointer back by one and one-half lines to pre- 
cede the second line. 

MOV PC,Rl(Rit)CLF) 
ADD #DRIV-.,Rl€ll)(ID 
MOV #VECT.R2CRiT)(LF) 



CLR @R2^et)(If) 

Now a command of -lA moves the pointer back by only one line. 
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MOV PC,R1(ret)Clf) 

ADD #DRIV-.,R1(r1t)Clf) 

MOV #VECT ,R2 (ret) (If) 

CLR @R2(lg)(LF) 



5.4.5 Command Repetition 

You can execute portions of a command string more than once by enclosing 
the portion in angle brackets (<>) and preceding the left angle bracket with 
the number of iterations you desire. The syntax is: 

n<command> 

For example: 

Cl*C2*n<C3*C4*>C5** 

where: 

C represents a command 

n represents an iteration argument 

Commands CI and C2 each execute once, then commands C3 and C4 execute 
n times. Finally, command C5 executes once and the command line is fin- 
ished. The iteration argument («) must be a positive number (in the range 1 
through 16383); if unspecified, it is assumed to be 1. If the number is nega- 
tive or too large, an error message prints. You can nest iteration brackets up 
to 20 levels. Before execution, EDIT checks command lines to make certain 
the brackets are correctly used and match. 

Enclosing a portion of a command string in iteration brackets and preceding 
it with an iteration argument {n) has the same result as typing that portion 
of the string n times. Thus, example (1) and example (2) are equivalent. 

(1) !KBGAAA$3<-DIB*-J>V$$ 

(2) *BGAAA*-DIB$-J-niB$-J-niB$-jy** 

Similarly, the following two strings are equivalent: 

*B3<2<Ari>y>$$ 

*BADADVADAriVADADV«$ 

The following bracket structures are examples of legal usage: 

The following bracket structures are examples of combinations that will 
cause an error message: 

XX 
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During command repetition, execution proceeds from left to right imtil a 
right bracket is encountered. EDIT then returns to the last left bracket 
encountered, decreases the iteration counter, and executes the commands 
within the brackets. When the counter is decreased to 0, EDIT looks for the 
next iteration count to the left and repeats the same procedures. The overall 
effect is that EDIT works its way to the innermost brackets and then works 
its way back again. The most common use for iteration brackets is found in 
commands, such as Unsave (U), that do not accept repeat counts. For 
example: 

*3<U>*$ 

Assume you want to read a file called SAMP (stored on device DK:), and you 
want to change the first four occurrences of the instruction MOV #200 ,R0 
on each of the first five pages to MOV #244,R4. Enter the following com- 
mand line: 



* i: :■ Tj c' a m !::■ &. <:■■■. ..•■ >.. \ a ■■■ r.i !■.■: .vj ri i i •n- ■ :■ r-, f\ .. v.',' .''i * ■••• I &. "-f ■ ' i"': A <>: ■•■■ r --J ■■ > X-. ■•■' <|- :t 



The command line contains three sets of iteration loops (A,B,C) and exe- 
cutes as follows: 

Execution initially proceeds from left to right; EDIT opens the file SAMP for 
input and reads the first page into memory. EDIT moves the pointer to the 
beginning of the buffer and initiates a search for the character string MOV 
#200,R0. When it finds the string, EDIT positions the pointer at the end of 
the string, but the = J command moves the pointer back, so that it is posi- 

tlUllCU. Ill.lllXC;u.icibC::i^ jjx c^uc^U-ixig X/LVC ooixxig. jn.u uxxxo j^v/xxii/, o.a.'&^u.ux'l/xx xxcxo i^cioo\^«jL 

through each of the first two sets of iteration loops (A,B) once. The 
innermost loop (C) is next executed three times, changing the Os to 4s. Con- 
trol now moves back to oick uo the second \t9;r^\Sc\r\ of loop R; and again 
moves from left to right. When loop C has executed three times, control 
again moves back to loop B. When loop B has executed a total of four times, 
control moves back to the second iteration of loop A, and so forth, until all 
iterations have been satisfied. 



5.5 Memory Usage 



The memory area used by the editor is divided into four logical buffers as 
follows: 
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MACRO BUFFER 



SAVF RIJFFFR 



FREE MEMORY 



BUFFER 



TEXT BUFFER 



High Memory 



Low Memory 



The text buffer contains the current page of text you are editing, and the 
command input buffer holds the command you are currently tjrping at the 

If^i. 11XJ.1XCA.J.* XI. cX v\^Xi.lJ.lJ.a.J.J.VL Vv/vi Cix C w wlJ. i. C^x Ll j* ^^xluC^xxxxg J.Q ttxvxxxxx uCxx ^xxuJ. uvr i/Cx S 

of exceeding the space available in the command buffer, the following mes- 
sage prints on the terminal. 

?ED1T -W-Commsnd buffer almost full 

If you can complete the command within ten characters, you can finish 
entering the command; otherwise you should press the ESCAPE key twice 
to execute that portion of the command line already completed. The warning 
message prints each time you enter a character in one of the last ten spaces. 

If you attempt to enter more than ten characters, EDIT prints the following 
message and aborts the command. 

TEDIT-F-Comnisnd buffer full? no commsncKs) e:;ecuted 

The save buffer contains text stored with the Save (S) command, and the 
macro buffer contains the command string macro entered with the Macro 
(M) command. (Both commands are explained in Section 5.6.7.) 

EDIT does not allocate space for the macro and save buffers until an M or S 
command executes. Once you enter an M or S command, a OM or OU 
(Unsave) command executes to return that space to the free area. 

The size of each buffer automatically expands and contracts to accommodate 
the text you are entering; if there is not enough space available to accom- 
modate required expansion of any of the buffers, EDIT prints the error 
message: 

?EDIT-F-Insuf ficient memory 
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5.6 Editing Commands 

This section describes the commands and procedures required to: 

• Read text from the input files to the buffer 

• Create a backup version of the file 

• List the contents of the buffer on the terminal 

• Move the reference pointer 

• Locatecharactersor strings ofcharacters within the text buffer 

• Insert, relocate, or delete text in the buffer 

• Close the output file 

• Terminate the editing session 

The following sections are arrgmged, in order, by category of command func- 
tion, as illustrated in Table 5-2. 

5.6.1 File Open and Close Commands 

You can use file open and close commands to: 

• Open an existing file for input and prepare it for editing (ER) 

• Open a file for output of newly created or edited text (E W) 

• Open an existing file for editing and create a backup version of it (EB) 

• Close an open output file (EF) 

5.6.1 .1 Edit Read - The Edit Read (ER) command opens an existing file for 
input and prepares it for editing. Only one file can be open for input at a 
time. 

The syntax of the command is: 

i!inaev:ninam.iyp$ 

The argument dev:filnam.typ is limited to 19 characters and specifies the file 
to be opened. If you do not specify a device, DK: is assumed. If a file is cur- 
rently open for input, EDIT closes that file and opens the new one. 

Edit Read does not input a page of text nor does it affect the contents of the 
other user buffers. 

With Edit Read you can close a file that is already open for input and reposi- 
tion EDIT at the beginning of the file. The first Read command following 
any Edit Read command inputs the first page of the file. 

This command string opens the file SAMP.MAC on device DTI:. 

*ERDT1J5AMP.MAC$* 
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NOTE 

If you enter EDIT with the monitor EDIT/INSPECT or 
EDIT/OUTPUT command, an Edit Read command is auto- 
matically performed on the file named in the EDIT 
command. 

5.6.1 .2 Edit Write - The Edit Write (EW) command opens a file for output 
of newly created or edited text. However, no text is output and the contents 
of the buffers are not affected. Only one file can be open for output at a time. 
EDIT closes any output files currently open and preserves any edits made to 
the file. 

The syntax of the command is: 

EWdev:filnam.typ[n]$ 

The argument dev:filnam.typ[n] is limited to 19 characters and is the name 
you assign to the output file being opened. If you do not specify a device, DK: 
is assumed. The optional argument [nj is a decimal number that represents 
the length of the file to be opened. Note that the square brackets ([]) are part 
of this argument and must be typed. If you do not specify [n], the system will 
default to either the larger of one-half the largest available space, or the sec- 
ond largest available space. If this is not adequate for the output file size, 
you must close this file and open another when this one becomes full. You 
should use the [n] construction whenever there is doubt as to whether 
enough space is available on the device for one output file. 

If a file with the same name already exists on the device, EDIT deletes the 
existing file when you type an Exit, End File, or another Edit Write com- 
mand. EDIT prints the warning message: 

TEDIT-W-Supersedina existinsi file 

The following command, for example, opens FILE.BAS on device DK: and 
allocates 11 blocks of space for it. 

*EUFILE.BASClia$* 

NOTE 

If you enter EDIT with the monitor EDIT/CREATE com- 
mand, an Edit Write command is automatically performed 
on the file named in the EDIT command. If you enter EDIT 
with the monitor EDIT/OUTPUT command, an Edit Write 
is automatically performed on the file named with the 
/OUTPUT option. 

5.6.1.3 Edit Backup - The Edit Backup (EB) command opens an existing 
file for editing and at the same time creates a backup version of the file. 
EDIT closes any input and output file currently open. No text is read or writ- 
ten with this command. 
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The syntax of the command is: 

EBdev:filnam.typ[n]$ 

The argument dev:filnam.typ[n] is limited to 19 characters. If you do not 
specify a device, DK: is assumed. The argument [n] is optional and repre- 
sents the length of the file to be opened; if you do not specify [n], the system 
defaults to either the larger of one-half the largest available space, or the 
second largest available space. 

The file you indicate in the command line must already exist on the device 
you designate, because text will be read from this file as input. At the same 
time, EDIT opens an output file under the same file name and file type. 
When the output file is closed, EDIT renames the original file (used as input) 
with the current file name and a .BAK file type and deletes any previous file 
with this file name and a .BAK file type. EDIT closes the new output file and 
assigns it the name you specify in the EB command. This renaming of files 
takes place when an Exit, End File, or subsequent Edit Write or Edit 
Backup command executes. If you terminate the editing session with a 
CTRL/C command before the output file is closed, the new output file is not 
made permanent, and the renaming of the current version to .BAK does not 
take place. Thus: 

*EEISYJBAS1.MAC** 

This command opens BASl.MAC on device SY:. When editing is complete, 
the old BASl.MAC becomes BASl.BAK, and the new file becomes 
BASl.MAC. EDIT deletes any previous version of BASl.BAK. 

NOTE 

In EB, ER, and EW commands, leading spaces between the 
command and the file name are not permitted because 
EDIT assumes the file name to be a text string. All 
dev:file.tjT) specifications for EB, ER, and EW commands 
conform to RT-11 conventions for file naming. File names 
entered in command strings used with other system pro- 
grams have identical specifications. 

XI ^uu eiii/Ci iLUXJty. witii uie iiiuiiiLui n/uix cuiiiiiiauu, an 
Edit Backup command is automatically performed on the 
file named in the EDIT command. 



5.6.1 .4 End File - The End File (EF) command closes the current output 
file and makes it permanent. You can use the EF command to create an out- 
put file from a section of a large input file or to close an output file that is full 
before you open another file. Modifiers are illegal with an EF command. 
Note that an implied EF command is included in EW and EB commands. 

The syntax of the command is: 

EF 

rr„ui„ c 4^ ,'ll,,«4-«-,4-.^„ j-l.„ i„i: T_;_ u-j. j.T.-d_ j „i 

xeiuic u— ^ iiiuisi/iatcis uic i cxaLiuiiBiiip uetweeii uie iiitJ upt;u illiu ciuse com- 
mands and the buffers and files themselves. 
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Table 5-4: EDIT Commands and File Status 



Command 


File Status 


Input 


Text Buffer 


Output 


EEXXX$ 


Opens XXX for input; 
closes existing input 
file, if any 


Unchanged 


Unchanged 


EWXXX$ 


Unchanged 


Unchanged 


Opens XXX for output; closes 
existing output file, if any; 
performs .BAK renaming if EB is 
in effect 


EBXXX$ 


Opens XXX for input; 
closes existing input 
file, if any 


Unchanged 


Opens a temporary file 

for output; closes existing 

output file, if any; 

performs .BAK renaming if EB is 

in effect 


EF$ 


Unchanged 


Unchanged 


Closes output file; performs 
.BAK renaming if EB is 
in effect 


EX$ 


Copies to 
output file 


Copies to 
output file 


Closes output file after 

copying complete; performis .BAK 

renaming if EB is in effect 



5.6.2 File input/Output Commands 

You use file input/output commands to: 

• Read text from an input file into the buffer 

• Copy lines of text from the buffer into an output file 

• Terminate the editing session 

5.6.2.1 Read - Before you can edit text, you must read the input file into 
the buffer. The Read (R) command reads a page of text from the input file 
(previously specified in an ER or EB command) and appends it to the current 
contents of the text buffer (contents can be empty). 

The command is: 

R 

No arguments are used with the R command. If the bviffer contains text 
when the R command is executed, the pointer does not move; however, if the 
buffer does not contain text, the pointer is placed at the beginning of the buf- 
fer. EDIT transfers text to the buffer until one of the following conditions 
occurs: 

1 . A form feed character, signifying the end of the page, is encountered. 

2. The text buffer is 500 characters from being full. (When this condition 
occurs, the Read command inputs up to the next carriage return/line 
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feed combination, then returns to command mode. An asterisk prints as 
though the read were complete, but text will not have been fully input.) 

3. An end-of-file is encountered. (The ?EDIT-F-End of input file message 
prints when all text in the file has been read into memory and no more 
input is available.) 

The maximum number of characters you can bring into memory with an R 
command depends on the system configuration and the memory require- 
ments of other system components. EDIT prints an error message if the read 
exceeds the memory available or if no input is available. 

The following example creates a file using the EB and R commands. 

*EBSJK1. .BAS$* 

This command opens SJKl.BAS on DK: and permits modification. 

*R/L*$ 

THIS IS PAGE ONE OF 

FILE SJKl.BAS. 

This command reads the first page of SJKl.BAS into the buffer. The pointer 
is placed at the beginning of the buffer. /L lists the contents of the buffer on 
the terminal, beginning at the pointer and ending with the last character in 
the buffer. 

5.6.2.2 Write - The Write (nW) command copies lines of text from the text 
buffer to the output file (as specified in the EW or EB command). The con- 
tents of the buffer are not altered and the pointer is left unchanged (unless 
an output error occurs). 

NOTE 

EDIT uses a system of intermediate buffers to store output 

k/«^^v/j.«^ ±u TTXxtKpo uixc Ud I/O l/W Clll UUb^UI/ lllC X IIC VVlltC CUUl- 

mand logically writes to the file, but output to a device does 
not occur until the intermediate buffer fills. When the edi- 
tor closes a filfi (that is. after ^ou issue an EF EB EX or 
EW command), text is written from the buffer to the file 
and the file is complete. If the editor does not close a file (if 
you exit with CTRL/C and use the CLOSE command), it is 
possible that the output file will be missing the last 512 
characters. 

The syntax of the command is: 
nW 

The argxmient you supply with the W command determines the lines of text 
to copy. Table 5-5 lists the arguments for the W command. 
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Table 5-5: Write Command Arguments 



Argument 



Function 



Writes n lines of text beginning at the pointer and ending with the nth end-of- 



llllC VJ.XCU. Ot^ bCX lAJ bJ.lC UU.tf^Ub ±±±\. 



Writes n lines of text to the output file beginning with the first character on 
the -nth line and terminating at the pointer. 

Writes to the output file the current line up to the pointer. 

Writes to the output file the text between the pointer and the end of the buffer. 



If the buffer is empty when the write executes, no characters are output. 
The following examples illustrate the use of the W command. 

(1) *5U$* 

In example (1), the command writes the five lines of text following the 
pointer into the ciirrent output file. 

(2) *-2U*» 

In example (2), the command writes the two lines of text preceding the 
pointer into the current output file. 

(3) B/W»* 

In example (3), the command writes the entire text buffer to the current out- 
put file. 

NOTE 

If an output file fills while a Write command is executing, 
EDIT prints the ?EDIT-F-Output file full message. In this 
case, EDIT positions the reference pointer after the last 

V;il£ll d^ LC<1 XL mXKIV^ OU.\^K/^OOXKA.il.y . JL KI\JL K^CL2.L Ui.±&xx ULaK: UX.L^./ J.WX- 

lowing recovery procedure: 

1. Close the current output file (EF command). 

2. Open a new output file (EW command). 

3. Delete the characters just written by using -nD or -nK, 
where n is any arbitrary number that exceeds the num- 
ber of lines or characters in the buffer. 

4. Resume output. 

5.6.2.3 Next - The Next (nN) command writes the contents of the text buf- 
fer to the output file, deletes the text from the buffer, and reads the next 
page of the input file into the buffer. The pointer is positioned at the begin- 
ning of the buffer. The syntax of the command is: 

nN 
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If you specify the argument n with the Next command, the sequence is exe- 
cuted n times. 

If EDIT encounters the end of the input file when trying to execute an N 
command, it prints ?EDIT-F-End of input file to indicate that no further text 
remains in the input file. Since the contents of the buffer have already been 
transferred to the output file, the buffer is empty. 

Using the N command is a quick way to write edited text to the output file 
and set up the next page of text in the buffer. The N command functions as 
though it were a combination of the Write, Delete, Read, and Beginning 
commands. (Delete is a text modification command, described in Section 
5.6.6.2; the Beginning command is a pointer relocation command, described 
in Section 5.6.3.1.) Using the N command with an argument is a convenient 
way to set up text in the buffer, if you already know its page location. The N 
command operates in a forward direction only; therefore, you cannot specify 
negative arguments with an N command. 

In the following example, an N command copies an input file with more than 
one page of text to the output file. 

*EBriK:TEST.MAC** 

This command opens the file TEST.MAC on device DK: and creates a new 
file entitled TEST.MAC for output. 

)(tN/L$$ 

THIS IS PAGE ONE OF 

FILE TEST.MAC. 

This command reads the first page of the input file, TEST.MAC, into the buf- 
fer and lists the entire page on the terminal. 

!t(N/L$* 

TEDIT-F-End of input file 

* 

This command transfers the contents of the buffer to the output file, clears 
the buffer, and encounters the end of the file. Because it cannot complete the 
N sequence, EDIT prints ?EDIT-F-End of input file on the terminal. The 
buffer is empty and the entire input file has been written to the output file. 

5.6.2.4 EXit - Type the Exit (EX) command to terminate an editing ses- 
sion. The Exit command: 

• Writes the text buffer to the output file 

• Transfers the remainder of the input file to the output file 

• Closes all open files 

• Renames the backup file with a .BAK file type if an EB command is in 
effect 

• T?pflirns pnntrnl fn flio mnnifn-r 
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The command is: 

EX 

No arguments are accepted. Essentially, Exit copies the remainder of the 

J.llL/Ul' lllC; iiAUW lj±lX^ U«J.U^U.U ±J.±^ CI.J.J.U. XVUU.J.J.xia <.<V kaxw iiivrxxj-uvfJ. . .lj.a.au xu xw^i.4.x vxxx_^ 

when there is an output file open. If an output file is not open and you want 
to terminate the editing session, return to the monitor with CTRL/C. 

NOTE 

You must issue an S£ib or hi,n. command, in order to maKe an 
output file permanent. If you use CTRL/C to return to the 
monitor without issuing an EF command, the current out- 
put file will not be saved. (You can, however, make per- 
manent that portion of the text file that has already been 
written out, by using the monitor CLOSE command.) 

An example of the contrasting uses of the EF and EX commands follows. 
Assume an input file, SAMPLE, contains several pages of text. The first and 
second pages of the file will be made into separate files called SAMl and 
SAM2, respectively; the remaining pages of text will then make up the file 
SAMPLE. This can be done by using these commands: 

*ersample*$ 

*h:wsam2*$ 

*ne:f** 

*eusample*ex$* 

Note that the EF commands are not necessary in this example since the EW 
command closes a currently open output file before opening another. 



5.6.3 Pointer Relocation Commands 

Pointer relocation commands allow you to change the current location of the 
reference pointer within the text buffer. 

5.6.3.1 Beginning - The Beginning (B) command moves the current loca- 
tion of the pointer to the beginning of the text buffer. 

The command is: 

B 

There are no arguments. 

For example, assume the buffer contains: 

MOVE 5(R1),@R2 

ADD R1,(R2)+ 

CLR (SR2 

MOVE 6(R1),@R2 
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The B command moves the pointer to the beginning of the text buffer. 

The text buffer now looks like this: 

MOVE 5(R1),@R2 

ADD R1,(R2)+ 

CLR @R2 

MOVE 6(R1),@R2 

5.6.3.2 Jump - The Jump (nJ) command moves the pointer past a specified 
number of characters in the text buffer. The syntax of the command is: 

nJ 

Table 5-6 shows the arguments for the J command. 

Table 5-6: Jump Command Arguments 



Argument 



(+ or-)n 


/ 



Meaning 



Moves the pointer (forward or backward) n characters. 

Moves the pointer to the beginning of the current line (equivalent to OA). 

Moves the pointer to the end of the text buffer (equivalent to /A). 

Moves the pointer backward n characters, where n equals the length of the 
last text argument used. 



Negative arguments move the pointer toward the beginning of the buffer; 
positive arguments move it toward the end. Jump treats carriage returns, 
line feeds, and form feed characters the same as any other character, count- 
ing one buffer position for each one. 

The following examples illustrate the J command. 

This command moves the pointer ahead three characters. 

This command moves the pointer back four characters. 

This command moves the pointer so that it immediately precedes the first 
occurrence of ABC in the buffer. 

5.6.3.3 Advance - The Advance (nA) command is similar to the Jump com- 
mand except that it moves the pointer a specific number of lines (rather than 
single characters) and leaves it positioned at the beginning of the line. The 
syntax of the command is: 

nA 
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Table 5-7 lists the arguments for the A command and their meanings. 
Table 5-7: Advance Command Arguments 



^Vl'gUlUCUli 



Ttr 1^^ 



Moves the pointer forward n lines and positions it at the beginning of the nth 
line. 

Moves the pointer backward past n carriage retiom/line feed combinations 
and positions it at the beginning of the - wth line. 

Moves the pointer to the beginning of the current line (equivalent to OJ). 

Moves the pointer to the end of the text buffer (equivalent to /J). 



Following are examples that use the A command. 

This command moves the pointer ahead three lines. 
Assume the buffer contains: 

CLR @R^ 

The following command moves the pointer to the beginning of the current 
line: 

Now the buffer looks like this: 
,CLR @R2 

T 



R R d Sfkarrh PnirmnAnHs 

Use search commands to locate characters or strings of characters within 
the text buffer. 

NOTE 

Search commands always have positive arguments. They 
search ahead in the file. This means that to search for a 
character string that has already been written to the out- 
put file, you must first close the currently open file (with 
EX) and then edit the file that was just used for output 
(with EB). 



5.6.4.1 Get - The Gret (nG) command is the basic search command in EDIT. 
It searches the current text buffer for the nth occurrence of a specific text 
string, starting at the current location of the pointer. If you do not supply 
the argument n, EDIT searches for the first occurrence of the text object. The 
search terminates when EDIT either finds the nth occurrence or encounters 
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the end of the buffer. If the search is successful, EDIT positions the pointer 
to follow the last character of the text object. EDIT notifies you of an unsuc- 
cessful search by printing ^ EDIT -F -Search failed. In this instance, EDIT 
positions the pointer after the last character in the buffer. 

The syntax of the command is: 

nGtext$ 

The argument n must be positive. If you omit it, EDIT assumes it to be 1. 

The text string may be any length and must immediately follow the G com- 
mand. EDIT makes the search on the portion of the text between the pointer 
and the end of the buffer. 

For example, assume the pointer is at the beginning of the buffer shown 
below. 

MOV PC,R1 

ADD #DRIV-.,R1 

MOV #VECT,R2 

CLR @R2 

MOVE 5(R1),@R2 

ADD R1,(R2)+ 

CLR f^R2 

MOVE 6(R1),@R2 

The following command searches for the first occurrence of the characters 
ADD following the pointer and places the pointer after the searched 
characters. 

*GAnn$* 

Now the buffer looks like this: 



ADD^ #DRIV-.,R1 

^ t.t.Kj M.i.\j^-%.*j K^t^xAxxxxf^AxvA uv/t^x vxxvkj xv^x uxx\^ vxxxx vx \^^/v«Ax X ^xx^^ \Ji. uxxv^ \^xxlax &a^ uv-rx kj yi^j.*^^^ 

following the pointer and leaves the pointer immediately following the text 
object. 

The buffer is changed to: 

ADD R1,(R2)+ 
CLR C^R2^ 

T 

After successfully completing a search command, EDIT positions the pointer 
immediately following the text object. Using a search command in com- 
bination with = J places the pointer in front of the text object, as follows: 

*eTEST*=J*$ 
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This command combination places the pointer before TEST in the text 
buffer. 

5.6.4.2 Find - The Find (nF) command starts at the current pointer loca- 

ij±%Ji.M, C4.J.J.U. £7^C(.X VoXX^^O I^XJ.^/ \./j.J.uxj. \^ xxj-^i^w xj.jlv/ xk^j. wxa>.^ i f wxa i_rwx/wi.x a ^^x.lv^^ vj. vj.x^/ w/^>.v 

string. If EDIT does not find the rath occurrence of the text string in the cur- 
rent buffer, it automatically performs a Next command and continues the 
search on the new text in the buffer. When the search is successful, EDIT 
leaves the pointer immediately following the nth occurrence of the text 

file and does not find the nth occurrence of the text string), EDIT prints 
? EDIT -F -Search failed. In this instance, EDIT positions the pointer at the 
beginning of an empty text buffer. When you use the F command, EDIT 
deletes the contents of the buffer after writing it to the output file. 

The syntax of the command is: 

nFtextl 

The argument n must be positive. EDIT assumes it to be 1 if you do not sup- 
ply another value. 

You can use an F command to copy all remaining text from the input file to 
the output file by specifying a nonexistent text object. The Find command 
functions like a combination of the Get and Next commands. 

The following example uses the F command. 

*2FM0yB 6<Rl).eR2$* 

This command searches the entire input file for the second occurrence of the 
text string MOVE 6(R1),@R2. EDIT places the pointer following the text 
string. EDIT writes the contents of each unsuccessfully searched buffer to 
the output file. 

5.6.4.3 Position - The Position (nP) command is identical to the Find (F) 
command with one exception. The F command transfers the contents of the 
text buffer to the output file as each page is unsuccessfully searched, but the 
P command deletes the contents of the buffer after it is searched without 
writing any text to the output file. 

The syntax of the command is: 

nPtext$ 

The argument n must be positive. If you omit it, EDIT assumes it to be 1. 

The nP command searches each page of the input file for the nth occurrence 
of the text object starting at the pointer and ending with the last character 
in the buffer. If EDIT finds the nth occurrence, it positions the pointer fol- 
lowing the text object, deletes all pages preceding the one containing the 
text object, and positions the page containing the text object in the buffer. 
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If the search is unsuccessful, EDIT clears the buffer but does not transfer 
any text to the output file. EDIT positions the pointer at the beginning of an 
empty text buffer. 

The Position command is a combination of the Gret, Delete, and Read com- 
mands; it is most useful as a means of placing the pointer in the input file. 
For example, if your aim in the editing session is to create a new file from 
the second half of the input file, a Position search saves time. 

The following example uses the P command. 

This command searches the input file for the first occurrence of the text 
object, 3. EDIT positions the pointer after the text object. 

*0L*$ 

INPUT FILE PAGE 3 

This command lists on the terminal the current line up to the pointer. 



5.6.5 Text Listing Commands 

5.6.5.1 List - The List (nL) command prints at the terminal lines of text as 
they appear in the buffer. The syntax of the command is: 

nL 

An argument preceding the L command indicates the portion of text to 
print. For example, the command, 2L, prints on the terminal the text begin- 
ning at the pointer and ending with the second end-of-line character. The 
pointer is not altered by the L command. Table 5-8 lists arguments and 
their effect upon the list command. 



Table 5-^ 


: List Command Arguments 


Argument 


Meaning 


n 


Prints at the terminal n lines beginning at the pointer and ending with the 
rath end-of-line character. 


-n 


Prints all characters beginning with the first character on the -nth. line and 
terminating at the pointer. 





Prints the current line up to the pointer. Use this command to locate the 
pointer within a line. 


/ 


Prints the text between the pointer and the end of the buffer. 



These examples illustrate the use of the L command. 

*~2L** 
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This command prints all characters starting at the second preceding line 
and ending at the pointer. 

X XXJIO XXXX^ byXXXXUk? (XXX V^XXIXX (X WVX kj> K_r\^^XXXXXXXXg «XV VXXX^ ^^^XXXV^^X «^XXV« V>^X X&XXXXIA VXXX^ b*«« 

the fourth carriage return/line feed combination. 
Assuming the pointer location is: 

MOVB 5(Rl),(:«iR2 
ADD^ R1,(R2)+ 

The following command prints the previous one and one-half lines up to the 
pointer: 

The terminal output now looks like this: 

MOvB 5 ( Fa ) > (?R2 
ADD 

5.6.5.2 Verify - The Verify (V) command prints at the terminal the entire 
line in which the pointer is located. It provides a ready means of determin- 
ing the location of the pointer after a search completes and before you give 
any editing commands. (The V command combines the two commands OLL.) 
You can also type the V command after an editing command to allow proof- 
reading of the results. No arguments are allowed with the V command. The 
location of the pointer does not change. 

5.6.6 Text Modification Commands 

You can use the following commands to insert, relocate, and delete text in 
the text buffer. 

5.6.6.1 Insert - The Insert (I) command is the basic command for inserting 
text. EDIT inserts the text you supply at the location of the pointer and then 
places the pointer after the last character of the new text. 

The syntax of the command is: 

Itext$ 

No arguments are allowed with the insert command. The text string is lim- 
ited only by the size of the text buffer and the space available. All characters 
are legal, except ESCAPE, which terminates the text string. 

NOTE 

If you forget to tj^e the I command, the editor will interpret 
the text as commands. 
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EDIT automatically protects the text buffer from overflowing during an 
insert. If the I command is the first command in a multiple command line, 
EDIT ensures that there will be enough space for the insert to be executed at 
least once. If repetition of the command exceeds the available memory, an 
error message prints. 

The following example illustrates the I command. 



*iMoy 


#BUFF»R2 


MOV 


#LINE»R1 


MOVB 


-1(R2)»R0** 


* 





This command inserts the text at the current location of the pointer and 
leaves the pointer positioned after RO. 

DIGITAL recommends that you insert large amounts of text into the file in 
small sections rather than all at once. This way, you are less vulnerable to 
loss of time and effort due to machine failure or human error. This is the rec- 
ommended procedure for inserting large amounts of text: 

1. Open the file with the EB command. 

2. Insert or edit a few pages of text. 

3. Insert a unique text string (like ????) to mark your place. 

4. Use the Exit command to preserve the work you have done so far. 

5. Start again, using the F command to search for the unique string you 
used to mark your place. 

6. Delete your marker and continue editing. 

5.6.6.2 Delete - The Delete (nD) command is a character-oriented com- 
mand that deletes n characters in the text buffer, beginning at the current 
location of the pointer. The syntax of the command is: 

nD 

If you do not specify n, EDIT deletes the character immediately following 
the pointer. Upon completion of the D command, EDIT positions the pointer 
immediately before the first character following the deleted text. Table 5-9 
lists arguments for the D command. 
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Table 5-9: Delete Command Arguments 



Argument 



Meaning 



Deletes n characters following the pointer. Places the pointer before the first 



character following the deleted text. 



Deletes n characters preceding the pointer. Places the pointer before the first 
character following the deleted text. 

Deletes the current line up to the pointer. The position of the pointer does not 
change (equivalent to OK). 

Deletes the text between the pointer and the end of the buffer. Positions the 
pointer at the end of the buffer (equivalent to /K). 

Deletes -n characters, where n equals the length of the last text argiunent 
used. 



The following examples illustrate the use of the D command. 

This command deletes the two characters immediately preceding the 
pointer. 

*B$FMOV R1*=D** 

This command string deletes the text string MOV Rl ( = D in combination 
with a search command deletes the indicated text string). 

Assume the text buffer contains the following: 

ADD Rl ,(R2)+ 
CLR /«'R2 

The following command deletes the current line up to the pointer: 



The buffer now contains: 

ADD R1,(R2)+ 

^(«'R2 

5.6.6.3 Kill - The Kill (nK) command removes n lines of text (including the 
carriage return and line feed characters) from the page buffer, beginning at 
the pointer and ending with the nth end-of-line. The syntax of the command 
is: 

nK 

EDIT places the pointer at the beginning of the line following the deleted 
text. Table 5-10 describes each argument and its effect upon the Kill 
command. 
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Table 5-10: Kill Command Arguments 



Argument 



Meaning 



Removes the character string (including the carriage return/line feed com- 
bination) beginning at the pointer and ending at the rath end-of-line. 

Removes the character string beginning at the nth end-of-line preceding the 
pointer and ending at the pointer. Thus, if the pointer is at the center of a line, 
the modifier -1 deletes one and one-half lines preceding it. 

Removes the current line up to the pointer (equivalent to OD). 

Removes the characters beginning at the pointer and ending with the last line 
in the text buffer (equivalent to /D). 



The following examples illustrate the K command. 

This command deletes lines starting at the current location of the pointer 
and ending at the second carriage return/line feed combination. 

Assume the text buffer contains the following: 

ADD R1,(R2)+ 
CLR^ C^R2 
MOVE 6(R1),(®R2 

This command removes the characters beginning at the pointer and ending 
with the last line in the text buffer: 

The buffer now contains: 

ADD R1,(R2)+ 
CLR. 

T 

Kill and Delete commands perform the same function, except that Kill is 
line-oriented and Delete is character-oriented. 



5.6.6.4 Change - The Change (nC) command changes a specific number of 
characters following the pointer. The syntax of the command is: 

nCtext 

A C command is equivalent to a Delete command followed by an Insert com- 
mand. You must insert a text object following the nC command. Table 5-11 
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Table 5-11: Change C ommand Arguments 



Argument 



Meaning 



Replaces n characters following the pointer with the specified text. Places the 
pointer after the inserted text. 

Replaces n characters preceding the pointer with the specified text. Places the 
pointer after the inserted text. 

Replaces the current line up to the pointer with the specified text. Places the 
pointer after the inserted text (equivalent to OX). 

Replaces the text beginning at the pointer and ending with the last character 
in the buffer. Places the pointer after the inserted text (equivalent to /X). 

Replaces -n characters with the indicated text string, where n represents the 
length of the last text eirgument used. 



The size of the text is Umited only by the size of the text buffer and the space 
available. All characters are legal except ESCAPE, which terminates the 
text string. 

If the C command is to be executed more than once (that is, it is enclosed in 
angle brackets) and if there is enough space available for the command to be 
entered, it will be executed at least once (provided it appears first in the 
command string). If repetition of the command exceeds the available mem- 
ory, an error message prints. 

The following examples illustrate the C command. 

*5C*VECT$* 

This command replaces the five characters to the right of the pointer with 
#VECT. 

Assume the text buffer contains the following: 

CLR @R2 
MOV^ 5(R1),@R2 

The next command replaces the current line up to the pointer with the speci- 
fied text. 

#OCADDB** 

The buffer now contains: 

CLR @R2 
ADDS, 5(R1),@R2 

T 

You can use = C with a Get command to replace a specific text string. Here 
is an example: 

*eFiFTY;t=CFiVE:$ 

This command finds the text string FIFTY: and replaces it with FIVE:. 
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5.6.6.5 Exchange - The Exchange (nX) command is similar to the change 
command except that it changes lines of text, instead of a specific number of 
characters. The syntax of the command is: 

nXtext 

The nX command is identical to an nK command followed by an Insert com- 
mand. Table 5-12 lists the Exchange command arguments. 

Table 5-12: Exchange Command Arguments 



Argument 



-n 



Meaning 



Replaces n lines, including the carriage return and line feed characters follow- 
ing the pointer. Places the pointer after the inserted text. 

Replaces n lines, including the carriage return and line feed characters pre- 
ceding the pointer. Positions the pointer after the inserted text. 

Replaces the current line up to the pointer with the specified text. Positions 
the pointer after the inserted text (equivalent to OC). 

Replaces the text beginning at the pointer and ending with the last character 
in the buffer with the specified text (equivalent to /C). Positions the pointer 
after the inserted text. 



All characters are legal in the text string except ESCAPE, which terminates 
the text. 

If the X command is enclosed within angle brackets to allow more than one 
execution, and if there is enough memory space available for the X com- 
mand to be entered, EDIT executes it at least once (provided it is first in the 
command string). If repetition of the command exceeds the available mem- 
ory, an error message prints. 

The following example illustrates the X command. 

*2XAriD Rl»(:R2)f 
CLR (?R2 

* 

This command exchanges the two lines to the right of the pointer with the 
text string. 



5.6.7 Utility Commands 

During the editing session, you can store text in external buffers and sub- 
sequently restore this text when you need it later in the editing session. The 
following sections describe the commands that perform this function. 

5.6.7.1 Save - The Save (nS) command lets you store text in an external 
buffer called a save buffer (described previously in Section 5.5), and sub- 
sequently insert it in several places in the text. 
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The synt£U£ of the command is: 



nS 

The Save command copies n lines, beginning at the pointer, into the save 
KiiWar. TViQ S nn-m-mctnA nnofnf^s nnlv in thp fnrwfirri r^irfirtion: t.heTfifore. vou 
cannot use a negative argument. The Save command destroys any previous 
contents of the save buffer; however, EDIT does not change the location of 
the pointer or the contents of the text buffer. 

If you specify more characters than the save buffer can hold, EDIT prints 
?EDIT-F-Insufficient memory. None of the specified text is saved. 

For example, assume the text buffer contains the following assembly lan- 
guage subroutine: 

SUBROUTINE MSGTYP 

WHEN CALLED, EXPECTS RO TO POINT TO AN 
ASCII MESSAGE THAT ENDS IN A ZERO BYTE, 
TYPES THAT MESSAGE ON THE USER TERMINAL 



MSGTYP: 


TSTB 


(RO) 


DONE? 




BEQ 


MDONE 


YES-RETURN 


MLOOP: 


TSTB 


@#177564 


NO-IS TERMINAL READY? 




BPL 


MLOOP 


NO-WAIT 




MOVE 


(R0) + ,@#177566 


YES PRINT CHARACTER 




BR 


MSGTYP 


LOOP 


MDONE: 


RTS 


PC 


RETURN 



The following command stores the entire subroutine in the save buffer 
(assuming the pointer is at the beginning of the buffer): 

*12S»* 

You can insert the contents of the save buffer into a program whenever you 
choose by using the Unsave command. 

5.6.7.2 Unsave - The Unsave (U) command inserts the entire contents of 
the save buffer into the text buffer at the pointer and leaves the pointer posi- 
tioned following the inserted text. You can use the U command to move 
blocks of text or to insert the same block of text in several places. Table 5-13 
lists the U commands and their meanings. 



Table 5-13: Unsave Command Arguments 



Command 



U 

ou 



Meaning 



Inserts the contents of the save buffer into the text buffer. 
Clears the save buffer and reclaims the area for text. 



The only argument the U command accepts is 0. 
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The contents of the save buffer are not destroyed by the Unsave conmiEind 
(only by the OU command) and can be unsaved as many times as desired. If 
the Unsave command causes an overflow of the text buffer, the ?EDIT-F- 
Insufficient memory error message prints, and the command does not 
execute. 

For example: 

*U$$ 

This command inserts the contents of the save buffer into the text buffer. 

5.6.7.3 Macro - The Macro (M) command inserts a command string into 
the EDIT macro buffer. Table 5-14 lists the M commands and their 
meanings. 

Table 5-14: M Command and Arguments 



Command 


Meaning 


M/command string/ 
OMorM// 


Stores the command string in the macro buffer. 
Clears the macro buffer and reclaims the area for text. 



The slash (/) represents the delimiter character. The delimiter is always the 
first character following the M command, and can be any character that does 
not appear in the macro command string itself 

Starting with the character following the delimiter, EDIT places the macro 
command string characters into its internal macro buffer until the delimiter 
is encountered again. At this point, EDIT returns to command mode. The 
macro command does not execute the macro string; it merely stores the com- 
mand string so that the Execute Macro (EM) command can execute later. 
The Macro command does not affect the contents of the text or save buffers. 

All characters except the delimiter are legal macro command string charac- 
ters, including single ESCAPES to terminate text commands. All com- 
mands, except the M and EM commands, are legal in a command string 
macro. 

In addition to using the OM command, you can type the M command imme- 
diately followed by two identical characters (assumed to be delimiters) and 
two ESCAPE characters to clear the macro buffer. 

The following examples illustrate the use of the M command. 

*«//$* 

This command clears the macro buffer. 

*M/6R0*-Cl/*t 

This command stores a macro to change RO to Rl. 
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NOTE 

Be careful to choose infrequently used characters as macro 
delimiters; choosing frequently used characters can lead to 
errors. For example: 

»M GMOV RO$=CADD Rl* «♦ 
?EDIT-F-No file open for input 

In this case, it was intended that the macro be GMOV 
RO$ = CADD Rl$, but since the delimiter character (the 
character following the M) is a space, the space following 
MOV is used as the second delimiter, terminating the 
macro. EDIT then returns an error when it interprets the R 
as a Read command. 



5.6.7.4 Execute Macro - The Execute macro (nEM) command executes the 
command string previously stored in the macro buffer by the M command. 

The syntax of the command is: 

nEM 

The argument n must be positive. The macro is executed n times and 
returns control to the next command in the original command string. 

The following example uses the EM command. 

*M/BGRO*~Cl$/$* 

*B1000EM«« 

TEDIT-F- Search failed 

* 

This command sequence executes the macro stored in the previous example. 
EDIT "rints an error message when it reaches the end of the buffer, (This 
macro changes all occurrences of RO in the text buffer to Rl.) 

*IMOy PCtR1*2EMICLR eR2$* 

* 

This command inserts MOV PC,R1 into the text buffer and then executes 
the command in the macro buffer twice before inserting CLR @R2 into the 
text buffer. 

5.6.7.5 Edit Version - The Edit Version (EV) command displays the ver- 
sion number of the editor in use on the console terminal. 

The command is: 

EV 

This example displays the running version of EDIT: 

*EV** 

V03.3A 

* 
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5.6.7.6 Upper- and Lower-Case Commands - If you have an upper- and 
lower-case terminal as part of your hardware configuration, you can take 
advantage of the two editing commands, Edit Lower (EL) and Edit Upper 

(EU). 

When the editor is started with the EDIT command, upper-case mode is 
assumed - that is, all characters you type are automatically translated to 
upper case. To allow processing of both upper- and lower-case characters, 
enter the Edit Lower command. For example: 

*EL$$ 

*i You can enter text and comnonds in UPPER and lower C3se.$$ 

* 

The editor now accepts and echoes upper- and lower-case characters 
received from the keyboard, and prints text on the terminal in upper and 
lower case. 

To return to upper-case mode, use the Edit Upper command: 

*EU*t 

Control also reverts to upper-case mode upon exit from the editor (with EX 
orCTRL/C). 

Note that when you issue an EL command, you can enter EDIT commands 
in either upper or lower case. Thus, the following two commands are 
equivalent: 

*GTEXT$=Cnew te;:t*y$* 
*STEXT*=cnew text$v** 

The editor automatically translates (internally) all commands to upper case 
without reference to EL or EU. 

When you use EDIT in EL mode, make sure that text argu- 
ments you specify in search commands have the proper 
case. The command GTeXt$, for example, will not match 
TEXT, text, or any combination other than TeXt. 



5.7 Display Editor 



In addition to all functions and commands mentioned thus far, the editor 
can use VT-11 and VS-60 display hardware that are part of the system con- 
figuration (GT40, GT44, DECLAB 11/40, DECLAB 11/34). The most obvious 
feature provided by this hardware is the use of the display screen rather 
than the console terminal for printing terminal input and output. Another 
feature is that the top of the display screen functions like a window into the 
text buffer. When all the features of the display editor are in use, a 12-inch 

srrApn Hisnlavs tpvf as sliown in FiornrA f^—l 
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Figure 5-1: Display Editor Format, 12-inch Screen 



lOPRECEDIN 
LINES OF TEXT 



CURSOR 
(CURRENT LI 

AND 9 
FOLLOWING 
LINES OF TEXT 



SEPARATION 
LINE 

3 PRECEDING 
COMMAND LIN 
CURRENT 
COMMAND LI! 




INTO THE 
TEXT BUFFER 



The major advantage is that you can now see immediately where the pointer 
is, because it appears between characters on the screen as a bhnking L- 
shaped cursor. Remember that pressing the RET key causes both a carriage 
return and a line feed character to be inserted into the text. Note that if the 
pointer is placed between a carriage return and line feed, it appears in an 
inverted position at the beginning of the next line. 

In addition to displaying the current line (the line containing the cursor), 
the 15 lines of text preceding the current line and the 14 lines following it 
are also in view on a 17-inch screen. Each time you execute a command 
string (with a double ESCAPE), EDIT refreshes this portion of the screen so 
that it reflects the results of the commands you just performed. 

The lower section of the 17-inch screen contains eight lines of editing com- 
mands. The command line you are currently entering is last, preceded by 
the most recent command lines. A horizontal line of dashes separates this 
section from the text portion of the screen. As you enter new command lines, 
previous command lines scroll upward off the command section so that only 
eight command lines are ever in view. 

A 12-inch screen displays 20 lines of text and 4 command lines. 



5.7.1 Using the Display Editor 

The display features of the editor are automatically invoked whenever the 
system scroller is in use (a monitor GT ON command is in effect) and you 
start the editor. However, if the system does not contain display hardware, 
the display features are not enabled. 
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If the system contains display hardware and you wish to use the screen dur- 
ing the editing session, you can activate it in one of two ways, whether or not 
the display is in use. (All editing commands and functions previously dis- 
cussed in this chapter are valid for use.) 

1. If the scroller is in use (the GT ON monitor command is in effect), EDIT 
automatically uses the screen for display of text and commands. How- 
ever, it rearranges the scroller so that a window into the text buffer 
appears in the top two-thirds of the screen, while the bottom third dis- 
plays command lines. This arrangement is shown in Figure 5-1. 

You can use the Edit Console command to return the scroller to its nor- 
mal mode so that text and commands use the full screen, and the win- 
dow is eliminated. 

The command is: 

EC 

This example uses the EC command: 

*BAEC2L** 

This command lists the second and third lines of the current buffer on 
the screen; there is no window into the text buffer at this point. 

EDIT ignores subsequent EC commands if the window into the text buf- 
fer is not being displayed. 

To recall the window, use the Edit Display command: 

ED 

The screen is again arranged as shown in Figure 5—1. 

2. Assume the scroller is not in use (the GT ON command is not in effect). 
When you call EDIT with the EDIT command, an asterisk appears on 
the console terminal. Use the ED command at this time to provide the 
window into the text buffer; however, commands continue to be echoed 
to the console terminal. 

When you use ED in this case, it must be the first command because you 
issue; otherwise, it becomes an illegal command (the memory used by 
the display buffer and code, amounting to over 600 words, is reclaimed 
as working space). You cannot use the display again until you load a 
fresh copy of EDIT. 

While the display of the text window is active, EDIT ignores ED 
commands. 

Tjrping the EC command clears the screen and returns all output to the 
console terminal. 
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NOTE 

After completing an editing session that uses the ED com- 
mand, clear the screen by tjrping the EC command or by 
returning to tne monitor ana using me monicor nriOJii i 
command. Failure to do this may cause unpredictable 
results. 



5.7.2 Immediate Mode 

An additional mode is available to provide easier and faster interaction dur- 
ing the editing session. This mode is called immediate mode, which com- 
bines the most frequently used functions of the text and command modes — 
namely, repositioning the pointer and deleting and inserting characters. 

You can use immediate mode only when the VT-11 display hardware is 
active and the editor is running. To enter immediate mode type two 
ESCAPES (only) in response to the command mode asterisk: 

*$* 

The editor responds by displaying an exclamation point (!) on the screen. 

The exclamation character remains on the screen as long as immediate 
mode is in effect. 

Once you enter immediate mode, you can use only the commands in Table 
5-15. Any other commands or characters are treated as text to be inserted. 
None of these commands echoes, but the text appearing on the screen is con- 
stantly refreshed and updated during the editing process. 

To return control from immediate mode to normal command mode, type a 
single ESCAPE. The editor responds with an asterisk and you may proceed 
using all normal editing commands. (Immediate mode commands you type 
at this time will be accepted as command mode input characters.) To return 
control to the monitor from immediate mode, type ESCAPE to return to 
command mode, then type CTRL/C followed by two ESCAPEs. 

Table 5-15: Immediate Mode Commands 



Command 



Meaning 



CTRL/N 
CTRL/G 

CTRL/D 

CTRLA^ 



Advances the pointer (cursor) to the beginning of the next line (equiva- 
lent to A). 

Moves the pointer (cursor) to the beginning of the previous line (equiva- 
lent to -A). 

Moves the pointer (cursor) forward by one character (equivalent to J). 

Moves the pointer (cursor) back by one character (equivalent to -J). 



(continued on next page) 
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Table 5-15: Immediate Mode Commands (Cont.) 



Command 



Meaning 



RUBOUT 

or 
DELETE 

ESCAPE 

or 
ALTMODE 

Any character 
other than 
those above 



Deletes the character immediately preceding the pointer (cursor) (equiva- 
lent to -D). 

Single character returns control to command mode; double character 
directs control to immediate mode. 



Inserts the character as text positioned immediately before the pointer 
(cursor) (equivalent to I). 



5.8 EDIT Example 



The following example illustrates the use of EDIT commands to change a 
program stored on the device DK:. Sections of the terminal output are coded 
by letter, and corresponding explanations follow the example. 

^r .ed;i:t testi.mac 

JTEST PFaiJGRAM 



= 



V 



START J HOI' #:!.000vSF- 

MOV #MS(:;»RO 

JSR Pi:;i'MSGTYP 
HALf 
HS\it * ASCI I/IT WORKS/ 

*BYTE 15 

.BYTE 12 

,ByIE 



5 INITIALIZE sta(::k 

S POINT RO TO MESSAGE 
V PRINT IT 
J STOP 



^ V *B*1J*5D* 
r :*GPROGRAM 

C\. ?program;{; 



I TO TEST SIJBRGUTINE MSGTYP, TYf 

y " rilE TEST PROGRAM WORKS" 

;DN the TEMI\:i;M\RMINAL*f 
r >kF*ASCII/*$ 

v. *SCTHE TEST PROGRAM WORKS** 
r *P,BYTE'X 
/ *F>BYTE 0*M** 
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r * T 



< 



Mis 



?PFa:JGI-<AM TO IfEST SUB ROUTINE MSGTYP. TYI 



?0N THE 


TERMINAL 










;rrARTi 


MOU #:IOOOySP 
MOM fMSOi-RO 
JSR PCyMSGTYl 
HALT 

.ASC:i:i/TI-lE TEST 1 

.BYTE 15 

.BYTE :l.2 

.BYTE 

.END 


■■ROG 


? :i N 1 T I i- 
? POINT 
SPRINT 
iGTOP 
RAM WORKS/ 


RO 


':e stack 
to mess ag 



V. 



r*i 



I 



A Calls the EDIT program and prints *. The input file is TESTl.MAC; the 
output file is TEST2.MAC. Reads the first page of input into the buffer. 

B Lists the buffer contents. 

C Places the pointer at the beginning of the buffer. Advances the pointer 
one character (past the ;) and deletes the TEST. 

D Positions the pointer after PROGRAM and verifies the position by list- 
ing up to the pointer. 

TTI TrscQv+D +0-V+ TTcoc RTTROTTT fn pnrrept t.vnincr prrnr 

F Searches for .ASCII/ and changes IT WORKS to THE TEST PROGRAM 
WORKS. 

G Types CTRL/X to cancel the P command. Searches for .BYTE and veri- 
fies the location of the pointer with the V command. 

H Inserts text. Returns the pointer to the beginning of the buffer and lists 
the entire contents of the buffer. 

I Closes the input and output files after copying the current text buffer as 
well as the rest of the input file into the output file. EDIT returns control 
to the monitor. 



5.9 EDIT Error Conditions 



The editor prints an error message whenever it detects an error. EDIT 
checks for three general types of error conditions: (1) syntax errors, (2) exe- 



Text Editor (EDIT) 5-39 



cution errors, and (3) macro execution errors. This section describes the 
error message fonn for each type of error condition. 

Before it executes any commands, EDIT first scans the entire command 
string for errors in command syntax, such as illegal arguments or an illegal 
combination of commands. If the editor finds an error of this type, it prints a 
message of this form: 

?EDIT-F-Mess3£ie» no commandts) executed 

You should retype the command. 

If a command string is syntactically correct, EDIT begins execution. Execu- 
tion errors, such as buffer overflow or input and output errors, can still 
occur. In this case, EDIT prints a message of the form: 

?EniT-F-Mess3Se 

EDIT executes all commands preceding the one in error. It does not execute 
the command in error or any commands that follow it. 

When an error occurs during execution of a macro, EDIT prints a message of 
the form: 

?EDIT-F-Mess3^e in mscrof no comin3nd(s> executed 

or 

?EniT-F-Mess3Se in macro 

Most errors are syntax errors. These are usually easy to correct before 
execution. 

The RT-11 System Message Manual contains a complete list of the EDIT 
error messages, along with recommended corrective action for each error. 
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Part IV 

Utility Programs 



Part IV describes the utility programs available with RT-11. You can take 
advantage of nearly all of the capabilities of RT-11 by using the keyboard 
commands (described in Chapter 4), but it is the utility programs that 
actually perform many of the system's functions. For example, when you 
issue the CREATE command, the utility program DUP performs the create 
operation. 

This part of the manual explains how to carry out utility operations, those 
not performed directly by the monitor, by running a specific utility program 
instead of using the keyboard monitor commands. It is not necessary to have 
an understanding of the material contained in Part FV in order to use the 
RT-11 system. However, the information in this part may be of interest to 
you if you have experience with a previous version of RT-11, or if you are a 
systems programmer and need to perform certain functions with the utility 
programs that are not available with the keyboard monitor commands. 

Note that the syntax the Command String Interpreter requires for input 
and output specifications is different from the syntax you use to issue a 
keyboard monitor command. Chapter 6, the Command String Interpreter, 
describes the general syntax of the specification string that the system util- 
ity programs accept, and explains certain conventions and restrictions. Read 
this chapter carefully before you use any of the system utility programs 
directly, and bear in mind that there are many differences between issuing a 
monitor command and running a utility program. Chapters 7 through 18 
describe the svstem utility progrrams themselves. 



Chapter 6 

Command String Interpreter 



The Command String Interpreter (CSI) is part of the RT-11 that accepts a 
line of ASCII input, usually from the console terminal, and interprets it as a 
string of input specifications, output specifications, and options for use by a 
utility program. To call a utility program, respond to the dot (.) printed by 
the keyboard monitor by typing R followed by a program name and a car- 
riage return. This example shows how to call the directory program (DIE): 



.R niR 



The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal, indicating that it is ready to accept a list of specifications and 
options. The following section describes the syntax of the specifications and 
options you can enter. 



6.1 CSI Syntax 



Once you have started a system program, you must enter the appropriate 
information before any operation can be performed. You type a specification 
string in response to the prompting asterisk. The specifications are in the 
following general syntax: 

output-filespecs/option = input-filespecs/option 

A few system programs — EDIT and PATCH, for example — ^require you to 
enter this information differently. Complete instructions are provided in the 
appropriate chapters. 

In all cases, the syntax for output-filespecs is: 

dev:filnam.typ[n],...dev:filnam.typ[n] 
The sjTitax for input-filespecs is: 

dev:filnam.typ,. . .dev:filnam.typ 
The syntax for /option is: 

/o[:oval] or /o[:dval]. 
where: 

dev: represents either a logical device name or a physical 

device name, which is a two- or three-character name 
from Table 3-1. 
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If you do not supply a device name, the system uses 
device DK:. DK:, or whatever device you specify for the 
first file in a list of input or output files, applies to all the 
files in that input or output list, until you supply a differ- 
ent device name. For example: 

*DT1:FIRST.0BJ,LP:=TASK.1,RK1:TASK.2,TASK.3 
This command is interpreted as follows: 

*DT1:FIRST.0BJ,LP: = DK:TASK.l, 
RK1:TASK.2,RK1:TASK.3 

File FIRST.OBJ is stored on device DTI:. File TASK.l is 
stored on default device DK:. Files TASK.2 and TASK.-3 
are stored on device RKl:. Notice that file TASK.l is on 
device DK:. It is the first file in the input file list and the 
system uses the default device DK:. Device DTI: applies 
only to the file on the output side of the command 

filnam.typ is the name of a file (consisting of one to six alphanumeric 
characters followed optionally by a period and a zero- to 
three-character file type). No spaces or tabs are allowed 
in the file name or file t3^e. As many as three output and 
six input files are allowed. If you omit the dot and the file 
type, the system may apply a default file type that the 
program specifies. 

[n] is an optional declaration of the number of blocks (n) you 

need for an output file, n is a decimal number (up to 
65,535) enclosed in square brackets immediately follow- 
ing the output filnam.typ to which it applies 

/o[:oval] or 

/o[:dval]. "^^ ^^^ °^ more options whose functions vary according to 
the program you are using (refer to the option table in the 
appropriate chapter), oval is either an octal number or 
one to three alphanumeric characters (the first of which 
must be alphabetic) that the program converts to 
Radix-50 characters, dval. is a decimal number tbllowed 
by a decimal point. You can use a minus sign (-) to denote 
negative octal or decimal numbers. 

This manual uses the lo:oval construction throughout, 
except for the keyboard monitor commands, where all 
values are interpreted as decimal (unless indicated other- 
wise) and the decimal point after a value is not necessary. 
However, the lo:dval. format is always valid. Generally, 
these options and their associated values, if any, should 
follow the device and file name to which they apply. 

If the same option is to be repeated several times with dif- 
ferent values (for example, /L:MEB/L:TTM/L:CND) you 
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can abbreviate the line as /L:MEB:TTM:CND. You can 
mix octal, Radix-50, and decimal values 

is a delimiter that separates the output and input fields. 
You can use the < sign in place of the = sign. You can 
omit the separator entirely if there are no output files 

NOTE 

Except where noted, all ntimeric values you supply to the 
CSI must be in octal. 



6.2 Prompting Characters 



Table 6-1 summarizes the characters RT-11 prints either to indicate that 
the system is waiting for your response or to specify which job (foreground, 
system, or background) is producing output. 



Table 6-1: Prompting Characters 



Character 



Explanation 



. (dot) 



> 



The keyboard monitor is waiting for a command. 

When the console terminal is being used as an input file, the uparrow (or cir- 
cumflex) prompts you to enter information from the keyboard. Typing a CTRL 
Z marks the end-of-file. 

If a foreground or system job is active, the > character identifies which job, 
foreground, system, or background, is producing the output that currently 
appears on the console terminal. Each time output from the background job is 
to appear, B> prints first, followed by the output. If the foreground job is to 
print output, F> prints first. If a system job is to print output,jofena7ne> 
appears first, where jobname represents the name of the system job. See Sec- 
tion 3.6 for details on special function keys. 

The current system utility program is waiting for a line of specifications and 
options. 
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Chapter 7 

Peripheral Interchange Program (PIP) 



The peripheral interchange program (PIP) is a file transfer and file mainte- 
nance utility program. You can use PIP to transfer files between any of the 
RT-11 devices (listed in Table 3-1) and to merge, rename, and delete files. 



7.1 Calling PIP 



To call PIP from the system device, respond to the keyboard monitor prompt 
(.) by typing: 

R P1P<RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to type a command string. If you enter only a car- 
riage return at this point, PIP prints its current version number and 
prompts you again for a command string. You can type CTRL/C to halt PIP 
and return control to the monitor when PIP is waiting for input from the 
console terminal. You must type two CTRL/C s to abort PIP at any other 
time. To restart PIP, type R PIP or REENTER followed by a carriage return 
in response to the monitor's dot. 

Chapter 6, Command String Interpreter, describes the general syntax of the 
command line PIP accepts. You can type as many as six input file names, 
but only one output file name is allowed. If you specify a command involving 
random access devices for which the output specification is the same as the 
input specification, PIP does not move any files. However, it can change the 
creation dates on the files if you use /T, or it can rename the files if you 
use /R. 

Because PIP performs file transfers for all RT-11 data formats (ASCII, 
object, and image), it does not assume file types for either input or output 
files. You must explicitly specify all file types where file types are 
applicable. 

On random-access devices, such as disks and DECtape, PIP operations 
retain a file's creation date. If the file's creation date is 0, PIP gives it the 
current system date. However, in transfers to and from magtape and cas- 
sette, PIP always gives files the current system date. 

You can use all variations of the wildcard construction for the input file 
specifications in the PIP command line (Section 4.2 describes wildcard 
usage). Output file specifications cannot contain embedded wildcards. If you 
use any wild character in an input file specification, the corresponding out- 
put file name or file type must be an asterisk. (The concatenate copy oper- 
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ation is an exception to this rule because it does not allow wildcards in the 
output specification.) The following example shows wildcard usage: 

**.B=AXB.HAC 

In the last example, the embedded percent character (%) represents any 
single, valid file name character. In the output file specification, the asterisk 
represents any valid file name. 

The following command deletes all files with the file type .BAK (regardless 
of their file names) from device DK:. 

**.BAK/D 

The next command renames all files with a .BAK file type (regardless of file 
names) so that these files now have a .TST file type (maintaining the same 
file names). 

**.TST=*.BAK/R 

In most cases, PIP performs operations on files in the order in which they 
appear in the device directory. PIP ignores system files with the file type 
.SYS unless you also use the /Y option. PIP prints the error message ?PIP- 
W-No .SYS action if you omit the /Y option on a command that would oper- 
ate on .SYS files. 

NOTE 

You cannot perform any operations that result in deleting a 
protected file. For example, you cannot transfer a file to a 
volume if a protected file with the same name already 
exists on the output volume. 

PIP ignores all files with the file type .BAD unless you explicitly specify 
both the file name and file type in the command string. PIP does not print a 
warning message when it does not include .BAD files in an operation. 
Because of the way PIP handles .BAD files, you cannot use a wildcard 
(*.BAD) to perform any operation on them. 

This example transfers all files, including system files, (regardless of file 
name or file tvne) from dfivinp DK- tn Hpvipp RK1 • Tt r\n(ia nnf i^ranafay R AFV 
files. 

*RKi:*,*/Y=*.* 

NOTE 

If you attempt to transfer files to a storage volume that has 
never been initialized with RT-11, a system failure may 
result. 
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7.2 Options 



PIP options, summarized in Table 7-1, permit you to perform various oper- 
ations with PIP. If you do not specify an option, PIP assumes that the oper- 
ation is a file transfer in image mode. You can put command options at the 
end of the command string or type them after any file name in the string. 
Operations involving magtape are an exception, because the /M option is 
device-dependent and has a different meaning when you specify it on the 
input or output side of a command line. Type any number of options in a 
command line, as long as only one operation is represented. You can, how- 
ever, combine copy and delete operations on one line. 

Table 7-1: PIP Options 



Option 



/A 

/B 

/C 



/E 

/F 
/G 
/K:n 
/M:n 

/N 
/O 



Section 



7.2.2.2 

7.2.2.3 
7.2.2.4 
7.2.3 



7.2.7 

7.2.4.1 
7.2.2.5 
7.2.2.6 
7.2.1 

7.2.2.7 
7.2.2.8 



Explanation 



Copies files in ASCII mode, ignoring and discarding nulls and 
rubouts. It converts input file to 7-bit ASCII and treats CTRL/Z 
(32 octal) as the logical enu-of-fiie on input i,tiie ueiauit copy 
mode is image). 

Copies files in formatted binary mode (the default copy mode is 
image). 

Can be used with other options to include only files with the cur- 
rent date in the specified operation. 

Deletes input files from a specific device. Note that PIP does not 
automatically query before it performs the operation. If you com- 
bine fD with a copy operation, PIP performs the delete operation 
after the copy completes. This option is invalid in an input speci- 
fication with magtape. 

Transfers files in a single- or small-disk system. PIP initiates the 
transfer, but pauses and waits for you to mount the volumes 
involved in the transfer. 

Protects files from deletion. Use with /R. Invalid for magtapes 
and cassettes. 

Ignores any input errors that occur during a file transfer and 
continues copying. 

Makes n copies of the output files to any sequential device, such 
as LP:, TT:, or PC:. 

You can use /M:n when I/O transfers involve either cassette or 
magtape. (See Section 7.2.1, Operations Involving Magtape and 
Cassette.) 

Does not copy or rename a file if a file with the same name exists 
on the output device. This option protects you from accidentally 
deleting a file. It is invalid for magtape and cassette in the out- 
put specification. 

Deletes a file on the output device if you copy a file with the same 
name to that device. The delete operation occurs before the copy 
operation. This option is invalid for magtape and cassette in the 
output specification. 



(continued on next page) 
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Table 7-1: PIP Options (Cont.) 


Option 


Section 


Explanation 


/P 


7.2.2.9 


Copies or deletes all files except those you specify. 


/Q 


7.2.6 


Use only with another operation. The /Q option causes PIP to 
print the name of each file to be included in the operation you 
specify. You must respond with a Y to include a particular file. 


/R 


7.2.4 


Renames the file you specify. This operation is invalid for mag- 
tape and cassette. 


/S 


7.2.2.10 


Copies files one block at a time. 


/T 


7.2.2.11 


Puts the current date on all files you copy or rename, unless the 
current date is 0. This option is invalid for magtape and cassette; 
operations involving those devices always use the current date. 


/U 


7.2.2.12 


Copies and concatenates all files you specify. 


AV 


7.2.5 


Prints on the terminal a log of copy, rename, and delete 
operations. 


/Y 


7.2.2.13 


Includes .SYS files in the operation you specify. You cannot mod- 
ify or delete these files unless you use the /Y option. 


/Z 


7.2.4.2 


Enables files for deletion, if they have been previously protected 
with /F. Use with /R. Invalid for magtapes and cassettes. 



7.2.1 Operations Involving Magtape and Cassette 

PIP handles magtape and cassette devices, which are sequential-access 
devices, differently from random-access devices, such as disks, diskettes, 
DECtape, and DECtape II. On magtape and cassette devices, files are stored 
serially, one after another, and there is no directory at the beginning of each 
device that lists the files and gives their location. Thus, you can access only 
one file at a time on each sequential-access device unit. Avoid commands 
that specify the same device unit number for both the input and output files 
— they are invalid. 

The /M:n option makes operations that involve magtape and cassette more 
efficient. This option lets you specify different tape handling procedures for 
PIP to follow. The following sections outline the operations that involve 
magtape and cassette and describe the different procedures for using these 
devices that you can specify with the /M:n option. Remember that when you 
use the /M:n option, n is interpreted as an octal number. You must use n. (n 
followed by a decimal point) to represent a decimal number. 

7.2.1.1 Using Cassette - The cassette is an inexpensive auxiliary storage 
medium. Note that DECtape II is not a cassette. Cassettes are used t5T)ically 
to store data such as text files or source programs. Clear plastic leader 
indicates the beginning-of-tape (BOT) and physical end-of-tape (EOT). A 
special sentinel file marks the end of current data and indicates where new 
data can begin. The /M:n option lets you position the tape a particular way, 
or rewind it, before beginning an operation. You can also use the /M:n option 
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to specify a special procedure for tape handling during cassette operations 
with PIP. The following operations are valid for use with cassettes: /A, /B, 
/C, /D, /G, /M, /P, /Q, /R, /S, /U, AV, and /Y. The following options are invalid 
with cassettes: /K, /N, 10, /R, /F, /Z, and /T. If you omit the /M:n option in a 



(^aoocbbc u^c^xdi/iuii, kJ-ic; w-dooci/bc icwiiius UCIUXC ceicil upt;X'<illUii V.U!SXIlg /iVl;U 

has the same effect). The character, n in /M:n, represents a count of the num- 
ber of files from the present position on the cassette. Note that the /M:n 
option has a different meaning for magtape (Section 7.2.1.2 describes how to 
use /M:n with magtape). 

In copying to cassettes, /M:n functions as follows: 

1. IfnisO: 

The cassette rewinds and PIP searches for the file you specify. If you 
specify more than one file, or if you use a wildcard in the file specifica- 
tion, the cassette rewinds before PIP searches for each file. 

2. If « is a positive integer: 

PIP starts from the cassette's present position and searches for the file 
you specify. If PIP does not find the file by the time it reaches the nth file 
from its starting position, it uses the nth file for the read operation. Note 
that if PIP's starting position is not the beginning of the cassette, it is 
possible that PIP will not find the file you specify, even though it does 
exist on the tape. 

3. If n is a negative integer: 

The cassette rewinds, then PIP follows the procedure outlined in step 2 
above. 

In writing to cassettes, /M:n functions as follows: 

1. IfnisO: 

The cassette rewinds and PIP writes the file you specify starting at the 
logical end-of-tape (LEOT) position. PIP deletes any file it finds along 
the way that has the same name and file type as the file you specify. 

2. If n is a positive integer: 

PIP starts from the cassette's present position and searches n files 
ahead, deleting along the way any file it finds that has the same name 
and file type as the file you specify. If it does not reach LEOT before it 
reaches the nth file from its starting position, it enters the file you spec- 
ify over the nth file and deletes any files beyond it on the tape. If PIP 
reaches LEOT before it reaches the nth file, it writes the file you specify 
at the end-of-tape. 

3. If n is a negative integer: 

The cassette rewinds, then PIP follows the procedure outlined in step 2 
above. 
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If you are copying a file to cassette and reach the physical end-of-tape before 
the copy completes, PIP automatically continues the file on another cassette. 
The cassette device handler prints the CTn: PUSH REWIND OR MOUNT 
NEW VOLUME message. If you want to halt the copy operation at this 
point, push the cassette rewind button. The tape rewinds, PIP prints an 
error message, and then prompts you for a new command. However, if you 
want to continue the file on another cassette, remove the first cassette and 
put another initialized cassette in its place. The new cassette rewinds imme- 
diately. PIP then continues copying the file. The continued part of the file 
has the same file name and file type as the first part of the file, but PIP adds 
one to its sequence number to show that it is a continued file. Make sure you 
have a supply of initialized cassettes handy for cassette copy operations; you 
cannot interrupt the copy operation to initialize a cassette when PIP is wait- 
ing for a new volume. The following example shows a copy operation that 
fills one cassette and continues to another. 

*cti:*.*=rk:rt*.sys»Z3i;.sys/y/u/mji 

Files copied! 

rk:rtiisj,sys to cti:rtiisj.sys 

CT1{ PUSH REWIND OR MOUNT NEW VOLUME 
rk:rtiifb.sys to CT1IRT11FB,SYS 

RKtDT.SYS to CTISDT.SYS 

RK J DP. SYS to CTltDP.SYS 

RKJDX.SYS to CT1:DX.SYS 

RKJRF.SYS to CTIJRF.SYS 

RKtRK.SYS to CTltRK.SYS 

RKJDM.SYS to CT1;DM.SYS 

RK5DS.SYS to CTIJDS.SYS 

RKJTT.SYS to CTltTT.SYS 

RK J LP. SYS to CTltLP.SYS 

RK SCR. SYS to CTi:CR.SYS 

RKtMT.SYS to CT1:MT.SYS 

rk:mm.sys to cti:mm.sys 

RKJNL.SYS to CTIJNL.SYS 

RK J PC. SYS to CTltPC.SYS 

RK5CT.SYS to CTltCT.SYS 

RKSBA.SYS to CTltBA.SYS 
* 

A directory listing of the second cassette shows that the first file, 
RKMNFB.SYS, is continued from a previous tape. (The number of blocks in 
a cassette directory listing is not meaningful; it really represents the total of 
sequence numbers in the directory.) 



•DIRECTORY 


CTi: 


















15-Apr-79 




















RTllFB.SYS 


1 


15~Apr- 


-79 


DT 


.SYS 





15- 


-Apr- 


-79 


DP .SYS 





15-Apr- 


•79 


nx 


.SYS 





15- 


-Apr- 


-79 


RF .SYS 





15~Apr- 


■79 


RK 


.SYS 





15- 


-Apr- 


-79 


DM .SYS 





15-Apr- 


-79 


ns 


.SYS 





15- 


-Apr- 


-79 


TT .SYS 





15-Apr- 


-79 


LP 


.SYS 





15- 


-Apr- 


-79 


CR .SYS 





15-Apr- 


-79 


MT 


.SYS 





15- 


-Api- 


-79 


MM .SYS 





15-Apr- 


-79 


NL 


.SYS 





15- 


-Apr- 


-79 


PC .SYS 





15-Apr- 


-79 


EL 


,SYS 





15- 


-Apr 


-79 


CT .SYS 





15-Apr- 


-79 


BA 


.SYS 





15- 


-Apr- 


-79 



18 Files? 1 Blocks 
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If you are reading a file from cassette that is continued on another volume, 
the cassette handler also prints the CTn: PUSH REWIND OR MOUNT 
NEW VOLUME message when it reaches the end of the first tape. To abort 
the operation, push the cassette rewind button; PIP then issues an error 
message anu prompts lor a new commanu. lo continue tiie reau operation, 
remove the first cassette and mount the second one in its place. The second 
cassette rewinds immediately and PIP searches for a file with the correct 
name and sequence number. PIP repeats the new volume message if it does 
not find the correct file. The following example copies a file that is continued 



*rki:*.*=cti:rtiife.sys/y/u 

Files copiedJ 
CTi: PUSH REWIND OR MOUNT NEUI VOLUME 
CTIJRTIIFB.SYS to RKl SRTllFB.SYS 
* 



If you tjT)e a double CTRL/C during any output operation to cassette, PIP 
does not write a sentinel file at the end of the tape. Consequently, you can- 
not transfer any more data to the cassette unless you follow one of these 
recovery procedures: 

1. Rewind the cassette. Then transfer all good files from the interrupted 
cassette to another cassette and initialize the interrupted cassette as 
the following example shows. Use any arbitrarily large number for 

/M:n. 



* CT 1 ! * . *=CTO J DMPX . MAC , EXAMP . FOR/M : 1 000 
*"C 

.R DUP 

*CTO:/Z/Y 

* 

2. Determine the sequential number of the file that was interrupted and 
use the /M:n option to enter a replacement file (either a new file or a 
dummy) over the interrupted file. PIP writes the replacement file and a 
sentinel file (LEOT) after it. The following example assumes the bad file 
is the fourth file on the cassette. 



*CT0;DUMMY.FIL=riT0:GL0BAL.MAC/MJ-4 
*"C 



.DIRECTORY CTO! 










19-Apr-77 










DMPX .MAC 


19-Af>r~77 


MATCH 


.BAS 


19-Apr-77 


EXAMP .FOR 


19-APR-77 


DUMMY 


.FIL 


19-Apr-77 


4 Files» Blocks 











A directory listing of the cassette shows three files and the replacement 
file. 
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To copy multiple files to a cassette with a wildcard command, use the 
following: 

*CTnJ*.*/M:i=dev}*.* 

Continue to mount new cassettes in response to the PUSH REWIND OR 
MOUNT NEW VOLUME message. Do not abort the process by typing two 
consecutive CTRL/Cs, because continuation files may not be completed and 
no sentinel file will be written on the cassette. 

To read multiple files from a cassette, use a command such as the following 
one. Use any arbitrarily large number for /M:n. 

*dev:«,#=CTn:*.*/MJ1000 

Whenever PIP detects a continued volume, the PUSH REWIND OR 
MOUNT NEW VOLUME message appears, until the entire file has been 
copied (assuming that you mount each sequential cassette in response to 
each occurrence of the message). When PIP copies the final section of a con- 
tinued file, it returns to command level. To copy the remaining files on that 
cassette, reissue the command: 

*dev:*.*=CTri;*,*/M:iOOO 

Repeat the process as often as necessary to copy all files. Do not abort the 
process by typing consecutive CTRL/Cs, because continuation files may not 
be completed. 

7,2.1.2 Using Magtape - Magnetic tape is a convenient auxiliary storage 
medium for large amounts of data, and is often used as backup for disks. 
Reflective strips indicate the beginning and end of the tape. A special label 
(an EOFl or EOVl tape label) followed by two tape marks indicates the end 
of current data and also where new data can begin. The following PIP 
options are valid for use with magtape: /A, /B, /C, /G, /M, /P, /Q, /S, /U, fW, 
and /Y. These options are invalid with magtape: /K, /R, /F, /Z, and /T. The 
/M:n option lets you direct the tape operation; you can move the tape and 
perform an operation at the point you specify. Note that /D is invalid for 
input to magtape; /N and /O are invalid for output to magtape. 

The /M:n option can be different for the output and input side of the com- 
mand line. Since the option applies to the device and not to the files, you can 
specify one /M:n option for the output file and one for each input file. The 
/M:n option has a different meaning for cassette and magtape. Section 
7.2.1.1 describes how to use /M:n with cassette. 

Sometimes PIP begins an operation at the current position. To determine 
the current position, the magtape handler backspaces from its present posi- 
tion on the tape until it finds either an EOF indicator or the beginning of 
tape, whichever comes first. PIP then begins the operation with the file that 
immediately follows the EOF or BOT. The magtape handler also has a spe- 
cial procedure for locating a file with sequence number n: 
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1. If the file sequence number is greater than the current position, PIP 
searches the tape in the forward direction. 

2. If the file sequence number is more than one file before the current posi- 
tion, or if the file sequence number is less than five files from the begin- 
ning-of-tape (BOT), the tape rewinds before PIP begins its search. 

3. If the file sequence number is at the current position, or if it is one file 
past the current position, PIP searches the tape in the reverse direction. 

Whenever you fetch or load a new copy of the magtape handler, the tape 
position information is lost. The "new" handler searches backward until it 
locates either BOT or a label from which it can learn the position of the tape. 
It then operates normally, according to steps 1, 2, and 3 described above. 

If you omit the /M:n option, the tape rewinds between each operation. Using 
/M:0 has the same effect as omitting /M:n. When n is positive, it represents 
the file sequence number. When n is negative, it represents an instruction to 
the magtape handler. 

In copying to magtapes, /M:n functions as follows: 

1. IfnisO: 

The tape rewinds and PIP searches for the file you specify. If you specify 
more than one file, the tape rewinds before each search. If the file speci- 
fication contains a wildcard, the tape rewinds only once and then PIP 
copies all the appropriate files. 

2. If n is a positive integer: 

PIP goes to file sequence number n. If the file it finds there is the one you 
specify, PIP copies it. Otherwise, PIP prints the ?PIP-F-File not found 
message. If you use a wildcard in the file specification, PIP goes to file 
sequence number n and then begins to search for matching files. 

3. Ifnis-1: 

PIP starts the search at the current position. If the current position is 
not the beginning of the tape, PIP may not find the file you specify, even 
though it does exist on the tape. 

In writing to magtapes, /M:n functions as follows: 

1. IfnisO: 

The tape rewinds before PIP copies each file. PIP prints a warning mes- 
sage if it finds a file with the same name and file t5rpe as the input file 
and does not perform the copy operation. 

2. If n is a positive integer: 

PIP goes to the file sequence number n and enters the file you specify. If 
PIP reaches logical end-of-tape (LEOT) before it finds file sequence 
number n, it prints the ?PIP-F-File sequence number not found message. 
If you specify more than one file or if you use a wildcard in the file speci- 
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fication, the tape does not rewind before PIP writes each file, and PIP 
does not check for duplicate file names. 

3. Ifnis-1: 

PIP goes to the LEOT and enters the file you specify. It does not rewind, 
and it does not check for duplicate file names. 

4. If n is -2: 

The tape rewinds between each copy operation. PIP enters the file at 
LEOT or at the first occurrence of a duplicate file name. 

If PIP reaches the physical end-of-tape before it completes a copy operation, 
it cannot continue the file on another tape volume. Instead, it deletes the 
partial file by backspacing and writing a logical end-of-tape over the file's 
header label. You must restart the operation and use another magtape. 

If you type consecutive CTRL/Cs during any output operation to magtape, 
PIP does not write a logical end-of-tape at the end of the data. Consequently, 
you cannot transfer any more data to the tape unless you follow one of the 
following recovery procedures. 

1. Transfer all good files from the interrupted tape to another tape and 
initialize the interrupted tape in the following manner: 

*devl : * . *=devO S * . * 

"C 

.R DUP 

«devO!/Z/Y 

2. Determine the sequential number of the file that was interrupted and 
use the /M:n construction to enter a replacement file (either a new file or 
a dummy) over the interrupted file. PIP writes the replacement file and 
a good LEOT after it. The following example assumes the bad file is the 
fourth file on the tape: 

*devO:f ile.new/M:4=file.duiii 



7.2.2 Copy Operations 

PIP copies files in image, ASCII, and binary format. Other options let you 
change the date on the files, access .SYS files, combine files, and perform 
other similar operations. PIP automatically allocates the correct amount of 
space for new files in copy operations (except for concatenation). For block- 
replaceable devices, PIP stores the new file in the first empty space large 
enough to accommodate it. If an error occurs during a copy operation, PIP 
prints a warning message, stops the copy operation, and prompts you for 
another command. You cannot copy .BAD files unless you specifically type 
each file name and file type. 

7.2.2.1 Image Mode - If you enter a command line without an option, PIP 

nrknioc "filao nr*fn fV»o rlocf iT^Q^-inn ^ottipo i-n imacro mo/lo "Mn-f-Q fViof irnn *^QnTir»f 

^^\^^:li^kj ^^^\^i^ vrxAW wijlx/ ^a^/i.j wx&x^a wxvr^x vl^j t x^^ xxx '''"'fT'' xxx^^v«v . A . V VV/ VXXVfcV J \^ \A %^tJiX^Al.\J V 
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reliably transfer memory image files to or from paper tape, or to the line 
printer or console terminal. PIP can image-copy ASCII and binary data but 
it does not do any of the data checking described in Sections 7.2.2.2 and 
7.2.2.3. 

The following command makes a copy of the file named XYZ.SAV on device 
DK: and assigns it the name ABC.SAV. (Both files exist on device DK: after 
the operation.) 

*ABC.SAV=XYZ.SAV 

The next example copies from DK: all .MAC files whose names are three 
characters long and begin with A. PIP stores the resulting files on DXl:. 

*rixi:*.*=AZX.MAC 

7.2.2.2 ASCII Mode (/A) - Use the Ik option to copy files in 7-bit ASCII 
mode. PIP ignores and eliminates nulls and rubouts during file transfer. PIP 
treats CTRL/Z (32 octal) as logical end-of-file if it encounters that character 
in the input file. The following command copies F2.F0R from device DK: 
onto device DTI: in ASCII mode and assigns it the name Fl.FOR. 

*DT1 IFl .F0R=F2. FOR/A 

7.2.2.3 Binary Mode (/B) - Use the IE option to transfer formatted binary 
files (such as .OBJ files produced by the assembler or the FORTRAN com- 
piler and .LDA files produced by the linker). The following command, trans- 
fers a formatted binary file from the paper tape reader to device DK: and 
assigns it the name FILE. OBJ. 

*dk:file.obj=pc:/b 

When performing formatted binary transfers, PIP prints a warning if a 
checksum error occurs. If there is a checksum error and you did not use /G to 
ignore the error, PIP does not perform the copy operation. You cannot copy 
library files with the /B option. Copy library files in image mode. 

7.2^.4 Newfiles Option (/C) - The /C option copies only those files with the 
current date. Specify /C only once in the command line; it applies to all the 
file specifications in the entire command. The following command copies (in 
ASCII mode) all files named ITEMl that also have the current date. It also 
copies the file ITEM2.MAC, if it has the current date, from DK: to DT2:. It 
combines all these files under the name NN3.MAC. 

*DT2;NN3.MAC=ITEMl.*/CflTEH2,MAC/A/U 

The next command copies all files with the current date (except .SYS and 
.BAD files) from DK: to DXl:. This is an efficient way to back up all new files 
after a session at the computer. 

*DXi:*.*=*.*/c 
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7.2.2.5 Ignore Errors Option (/G) - The /G option copies files, but ignores 
all input errors. This option forces a single-block transfer, which you can 
invoke at any other time with the /S option. Use the /G option if an input 
error occurred when you tried to perform a normal copy operation. The pro- 
cedure can sometimes recover a file that is otherwise unreadable. If an error 
still occurs, PIP prints the ?PIP-W-Input Error message and continues the 
copy operation. 

The following command, copies the file TOP.SAV in image mode from device 
DTI: to device DK: and assigns it the name ABC.SAV. 

*ABC . SAV=DTi ! TOP . SM/G 

The next command copies files Fl.MAC and F2.MAC in ASCII mode from 
device DTI: to device DT2:. This command creates one file with the name 
COMB.MAC, and ignores any errors that occur during the operation. 

«DT2:C0HB.MAC=DT1{F1.MAC»F2.MAC/A/G/U 

7.2.2.6 Copies Option (/K:n) - The /K:n option directs PIP to generate n 
copies of the file you specify. The only legal output devices are the console 
terminal, the line printer, and paper tape punch. Normally, each copy of the 
file begins at the top of a page; copies are separated by form feeds. 

*LP : =STOTLE . LST/K : 3 

This command, for example, prints three copies of the listing file, 
STOTLE.LST, on the line printer. 

7.2.2.7 Noreplace Option (/N) - The /N option prevents execution of a copy 
or rename operation if a file with the same name as the output file already 
exists on the output device. This option is not valid when output is to mag- 
tape or cassette. The following example uses the /N option. 

*DXO : CT . SYS=DK : CT . SYS/Y/N 

?PIP-U-Oijtpijt file foundr no operstion performed DKJCT.SYS 

* 

not proceed. 

7.2.2.8 Predeiete Option (/O) - The /O option deletes a file on the output 
device if you copy a file with the same name to that device. PIP deletes the 
file on the output device before the copy operation occurs. Normally, PIP 
deletes a file of the same name after the copy completes. This option is not 
valid when output is to magtape or cassette. The following example uses the 
/O option. 

)KRK1 : TESTl . MAC=DT2 1 TEST . MAC/0 

If a file named TESTl. MAC already exists on RKl:, PIP deletes it before 
copying TEST.MAC from DT2: to TESTl.MAC on RKl:. 
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7.2.2.9 Exclude Option (/P) - The /P option directs PIP to transfer all files 
except the ones you specify. 

*nTOS*.*=DXlJ«.HAC/P 

rri.;-. „-.J f^». ^-n-ri^v^nlf. Aifant-c PTP +rt +T'ancfoT q11 filoQ fmm nXI • rn 

DTO: except the .MAC files. 

7.2.2.10 Single-Block Transfer Option (/S) - The /S option directs PIP to 
copy files one block at a time. On some devices, this operation increases the 

-1. -^x* ^« ^-...^^-^ -p^^^ -t-MrinQ-T/ii-k. Vr*n .><3i-i /»rtTr»Vsir»£» flip /'S 0*1^^0^^ IjyS^-*^ ArrifiT 

CnailCtiS Ui iXll CllUl-llCC tlcluBxCx. xuu \^cixx vuxixkJlxxC uxxC / k^ S^^/uxUxx Wiv»* ^.*Xw 

PIP copy options. For example: 

*RK1 : TEST . MAC=RKO J TEST , MAC/S 

PIP performs this transfer one block at a time. 

7.2.2.1 1 Setdate Option (/T) - This option causes PIP to put the current date 
on all files it transfers, unless the current date is 0. Normally, PIP preserves 
the existing file creation date on copy and rename operations. This option is 
invalid for operations involving magtape and cassette because PIP always 
uses the current date for tape files. The following command puts the current 
date on all the files stored on device DK:. 

Note that the command shown above changes only the dates; PIP does not 
move or change the files in any other way. 

7.2.2.12 Concatenate Option (/U) - To combine more than one file into a 
single file, use the /U option. This option is particularly useful when you 
want to combine several object modules into a single file for use by the 
linker or librarian. PIP does not accept wildcards on the output specifica- 

tlOn. use tne /D option WltXl /U U yuu am CUllcatCliai-iiig uujcv-l \.\jxjuj xxxca. 

The following examples show the /U option. 

*riK:AA.OBJ=IiTi:BB.OBJ»CC.OBJ»DD.OBJ/U/B 

The command shown above transfers files BB.OBJ, CC.OBJ and DD.OBJ to 
device DK: as one file and assigns it the name AA.OBJ. 

#DT3tMERGE.MAC=riT2JFTLE2.MACjFILE3.MAC/A/U 

This command merges ASCII files FILE2.MAC and FILE3.MAC on DT2: 
into one ASCII file named MERGE.MAC on device DT3:. 

7.2.2.13 System Files Option (/Y) - Use the /Y option if you need to perform 
an operation on system files (.SYS). For example: 

*#.*=nT3:*.*/Y 

This command copies to device DK:, in image mode, all files (including .SYS 
files) from device DT3:. 
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7.2.3 Delete Operation (/D) 

Use the /D option to delete one or more files from the device you specify. 
Note that PIP does not query you before it performs this operation, unless 
you use /Q. Remember to use the /Y option to delete .SYS files. You cannot 
delete .BAD files, unless you name each one specifically, including file name 
and file type. You can specify only six files in a delete operation unless you 
use wildcards. You must always indicate a file specification in the command 
line. A delete command consisting only of a device name (dev:/D) is invalid. 
The delete option is also illegal for magtape. The following examples illus- 
trate the delete operation. 

«FILE1.SAV/D 

The command shown above deletes FILEl.SAV from device DK:. 

*DXi:«.*/D 

?PIP-U~No .SYS action 

* 

The command shown above deletes all files from device DXl: except those 
with a -SYS or .BAD file type. If there is a file with a .SYS file type, PIP 
prints a warning message to remind you that this file has not been deleted. 

««.MAC/D 

This command deletes all files with a .MAC file type from device DK:. 



7.2.4 Rename Operation (/R) 

Use the /R option to rename a file you specify as input, giving it the name 
you specify in the output specification. PIP prints an error message if the 
command specifications are not valid. Use the /Y option if you rename .SYS 
files. You cannot use /R with magtape or cassette. 

The following examples illustrate the rename operation. 

*DT1 :F1 .«AC=DT1 JFO.MAC/R 

The command shown above renames FO.MAC to Fl.MAC on device DTI:. 

*DX1 J OUT . SYS=DX1 5 CT . SYS/Y/R 

This command renames file CT.SYS to OUT.SYS. 

The rename command is particularly useful when a file contains bad blocks. 
By giving the file a .BAD file type, you can ensure that the file permanently 
resides in that area of the device. Thus, the system makes no other attempts 
to use the bad area. Once you give a file a .BAD file type, you cannot move it 
during a compress operation. You cannot rename .BAD files unless you spe- 
cificallv indicate both the file name and file tvne 
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7.2.4.1 File Protection Option (/F) - Use the /F option with /R to protect a 
file from deletion. The file in question appears as a protected file in the direc- 
tory of the device in which that file resides. The letter P next to the block 
size number in the file's directory entry indicates the file is protected. 

A sample command line for protecting the file SAVEME.TXT follows: 

*SAMEME . TXT=SAVEME . TXT/R/F 

If you copy a protected file, PIP does not copy the protected status. 

7.2.4.2 File "Unprotection" Option (/Z) - Use the /Z option with /R to 
remove a file's protected status, enabling you to delete or change that file. 
When you use the /Z option, PIP removes the "P" from the file's directory 
entry. 

In the following example, BOOT.MAC is enabled for deletion: 

*BOOT . MAC=BOOT . MAC/R/Z 



7.2.5 Logging Operation (/W) 

When you use the AV option, PIP prints a list of all files copied, renamed, or 
deleted. The /W option is useful if you do not want to take the time to use the 
query mode (the /Q option, described in Section 7.2.6), but you do want a list 
of the files operated on by PIP. 

PIP prints the log for an operation on the terminal under the command line. 
This example shows logging with the delete operation. 

*nxi:*,*/D/u 

?PIP-W-No .SYS action 
Files deleted; 

11 AX * I ao I +I'IMU 

DX1:FIX463,SAV 
DXi; GRAPH. BAK 
nXlJDMPX.MAC 
nXlIMATCH.BAS 
DXIJEXAMP.FOR 
DXi: GRAPH. FOR 
DXI 5 GLOBAL. mac; 

dxi:prosec.mac 

nX 15 EX AMP. MAC 

7.2.6 Query Option (/O) 

Use the /Q option with another PIP operation to list all files and to confiri|i 
individually which of these files should be processed. Typing a Y (or any 
string that begins with Y) followed by a carriage return causes the named 
file to be processed; typing anything else excludes the file. The following 
example deletes files from DXI:. 
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*rixi{*.*/n/a 

Files deleted; 
DX1JFIX463.SAV? 
DXl : GRAPH. BAK ? Y 

dxi:dmpx.mac ? 

DXl J MATCH. BAS ? 
DXIJEXAMP.FOR ? 
DXl ; GRAPH. FOR ? Y 
DXl J GLOBAL. MAC? Y 
DXi;pROSEC.MAC? Y 

dxi:kb.mac ? 

DXltEXAMP.MAC ? 



7.2.7 Wait Option (/E) 



If you have a single-disk system or a diskette system, you will find the /E 
option useful for copying operations. You use this option when you need to 
exchange storage volumes during a copy procedure. The general format of 
the command line follows. 

*filespec/E = filespec 

You can use any option with /E that is valid with your RT-11 configuration. 
You can not use wildcards as input. When you use /E, make sure that PIP is 
on your system volume. 

When you use the /E option, PIP guides you through a series of steps in the 
process of completing the file transfer. After you enter the initial command 
string, PIP prints a message telling you what to do. After you complete each 
step, type a Y followed by a carriage return to proceed to the next step. 
When the transfer is complete, PIP prints a message instructing you to 
mount your system volume. After you have mounted the system volume, 
tjrpe a Y followed by a carriage return. 

The sections that follow describe the procedure for single-volume and 
double-volume transfer. 

7.2.7.1 Single-Volume Operation - If you want to transfer a file between 
two storage volumes, and you have only one drive for that type of storage 
voluTnfi follow the Procedure below. 

1. Enter a command string according to this general syntax: 

*output-filespec/E = input-filespec 

where output-filespec represents the destination device and file specifi- 
cation, and input-filespec represents the source device and file 
specification. 

2. PIP responds by printing the following message at the terminal. 

Mount input volume in <device>» Continue? 

<device> represents the device into which you are to mount your input 
volume. Type a Y followed by a carriage return after you have mounted 

Trrviii* Tt-l-TMl^- «T/\1-»1 ■»■»?> /-v 1 
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3. PIP continues the copy procedure and prints the following message on 
the terminal: 

Mount output volume in <device>J Continue? 

4. After you have removed your input volume from the device, mount your 
output volvune and type Y followed by a carriage return. 

5. Depending on the size of the file, PIP may repeat the transfer cycle 
(steps 2 and 3) several times before the transfer is complete. When the 
transfer is complete, PIP prints the following message if you had to 
remove the system volume from <device>: 

Mount system volume in <device>» Continue? 

When you type a Y followed by a carriage return in response to the last 
instruction, you terminate the copy operation. 

7.2.7.2 Double-Volume Operation - You can use the /E option for transfer- 
ring files between two non-system volumes. The procedure for transferring 
files this way follows. 

1. With your system volume mounted, enter a command string according 
to the following general syntax: 

*output-filespec/E = input-filespec 

where output-filespec represents the destination device and file specifi- 
cation, and input-filespec represents the source device and file 
specification. 

2. After you have entered the command string, PIP responds with the 
message: 

Mount input volume in <device>5 Continue? 

Type a Y followed by a carriage return when you have mounted the 
input volume. 

3. PIP then prints: 

Mount output volume in <device>r Continue? 

Type a Y followed by a carriage return after you have mounted the out- 
put volume. 

4. Unlike the single-volume transfer, the double-volume transfer involves 
only one cycle of mounting the input and output volumes. When the file 
transfer is complete, PIP prints the following message if you had to 
remove the system volume from <device>: 

Mount system volume in <device>; Continue? 

When you type a Y followed by a carriage return in response to the last 
instruction, you terminate the copy operation. 
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Chapter 8 

Device Utility Program (DUP) 



The device utility program (DUP) is a device maintenance utility program 
that creates files on file-structured RT-11 devices (disks, single- and double- 
density diskettes, DECtape, DECtape II, magtape, and cassette). It can also 
extend files on certain file-structured devices (disks, single- and double-den- 
sity diskettes, DECtape, and DECtape II) and it can compress, image copy, 
initialize, or boot RT-11 file-structured devices. DUP does not operate on 
non-file-structured devices (line printer, card reader, terminal, and paper 
tape). 



8.1 Oaiiing DUP 



To call DUP from the system device, respond to the dot (.) printed by the 
keyboard monitor by tj^jing: 

R DUP <RET> 

The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal and waits for you to type a command string. If you enter only a 
carriage return at this point, DUP prints its current version number and 
prompts you again for a command string. You can type CTRL/C to halt DUP 
and return control to the monitor when DUP is waiting for input from the 
console terminal. You must type two CTRL/Cs to abort DUP at any other 
time. Note that the /S, /T, and /C operations lock out the CTRL/C command 

with CTRL/C. To restart DUP, type R DUP or REENTER in response to the 
monitor's dot. Chapter 6, Command String Interpreter, describes the gen- 
eral syntax of the command line that DUP accepts. DUP accepts only one 
input file specification and one output file specification in the command line. 



8.2 Options 



Certain options are available for use with DUP. These options are divided 
into two categories: (1) Action, and (2) Mode. Action options cause specific 
operations to occur. You can use these options alone or with valid mode 
options. Usually, you can specify only one action option at a time. Mode 
options modify action options. Table 8-1 illustrates which mode options you 
can use with a particular action option. 
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Table 8-1: DUP Options and Categories 



Action 


Mode 


C 


W,Y,G,E 


D 


W,Y 


I 


W,Y,G,E,F 


K 


W,F,H,G,E 





W,Y 


S 


W,X,Y 


T 


W,Y 


U 


W,Y 


V 


W,Y 


z 


W,B,N,R,V,Y,D 



Note that A'^ can be either an action or a mode option, depending on how you 
use it. 

You can use DUP action options to perform operation such as creating files, 
copying devices, scanning for bad blocks, performing a bootstrap operation, 
and initializing volumes. You can use the DUP mode options to modify the 
action options, where necessary. The following sections describe the various 
DUP options and give examples of typical uses. Table 8-2 summarizes the 
options you can use with DUP. 



Table 8-2: DUP Options 


Option 


Section 


Explanation 


/B[:RET] 


8.2.12.4 


Use with /Z to write files with the file type .BAD over any bad 
blocks DUP finds on the disk to be initialized. Use :RET to retain 
through initialization all .BAD entries created by a previous /B. 


/C 


8.2.1 


Use with /G to create a file on the device you specify; /G specifies 
the starting block number for the file to be created. 


/D 


8.2.12.5 


Use with /Z to "uninitialize" a device. Use only if no files have 
been transferred to it since it was initialized. 


/E:n 


8.2.2 


Specifies the ending block number for a read operation (used with 
the /I and /K options). 


/F 


8.2.3.1 


Has two uses: use with the /K option to transfer the file name con- 
taining the bad block together with the relative block number of 
the bad block in the file. Or use with /I either to copy a file to an 
output device or copy a device to an output file. 


/G:n 


8.2.1 


Specifies the starting block number for a read operation (on an 
input device) and the starting block number for a write operation 
(on an output device), n is an integer that represents a block 
number. Use this option with the /C, /I, and /K options. 


/H 


823 


Use with the /K and /I options. Use with /K to read the bad block, 
write to the bad block, and then read it again. This operation does 
not destroy information already stored on the device. Use /H with 
/I to verify that the output is equal to the input. 



(continued on next page) 
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Table 8-12: DUP Options (Cont.) 



Option 


Section 


Explanation 


/I 


8.2.2 


Copies the image of a disk to another disk or magtape or from 
magtape to disk. (Use with /G and /E if you want to specify block 
numbers.) 


/K 


8.2.3 


Scans a device for bad blocks and outputs the octal address of the 
bad blocks to the output device. Use with /G and /E if you want to 
specify block numbers as boundaries for the scan. 


/N:n 


8.2.12.1 


use with /Z to set the number of directory segments you require if 
you do not want the default size; n is an integer in the range 1-37 
(octal). 


/O 


8.2.4 


Boots the device or file you specify. 


/Q 


8.2.5 


Use with /O to boot a volume that is not RT-11, or is a pre-version 
4voliimeofRT-ll. 


/R[:RET] 


8.2.12.3 


Use with /Z to scan a device that supports bad block replacement 
for bad blocks. It then creates a replacement table on the disk for 
any bad blocks DUP finds. If you use :RET, DUP retains the 
replacement table that is already on the disk and does not pre- 
scan the disk for bad blocks. 


/S 


8.2.6 


Compresses a disk (or DECtape) onto itself or onto another disk 
(or DECtape); the output device, if any, must be initialized. 


/T:n 


8.2.7 


Extends an existing file by the number of blocks that n indicates. 


/U[:xx] 


8.2.8 


Writes the bootstrap portion of the monitor file in blocks and 
2-5 of the target device. The optional argument, xx, represents 
the target system device name. i 


m:ONL] 


8.2.9 


Prints the user ID and owner name. Use it with /Z (as a mode 
option) to place a new user ID and owner name in block 1 of the 
initialized disk, or in the VOLl header block on magtape (not 
applicable for cassette). Using A^:ONL with /Z changes only the 
ID and owner name, and does not initialize the device (not appli- 
cable for magtape or cassette). 


AV 


8.2.10 


Use with any action option (but only one) to initiate an operation 
and then pause. This is useful on small, single-disk systems 
because it lets you replace the system device with another disk 
before performing an operation. 


/X 


8.2.6 


Use with /S to inhibit automatic booting of the system device 
when it is compressed. 


/Y 


8.2.11 


Use with /C, /I, /O, /S, /T, or /Z to inhibit the dev:lrxxr Are you 
sure'? message a-aAiheForegroundjob loaded, CONTINUE? mes- 
sage and ensure immediate execution of the operation. 


/Z[:n] 


8.2.12 


Initializes the directory of the device you specify. The size of the 
directory defaults to the standard RT-11 size; use n to allocate 
extra directory words for each entry beyond the default. 



8.2.1 Create Option (/C[/G:n]) 

The /C option creates a file with a specific name, location, and size on the 
block-replaceable device that you specify. This option is useful in recovering 
files that have been deleted. The /C option creates only a directory entry for 
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the file. It does not store any data in the file. You must specify both the file 
name and file tj^pe of the file to be created. The syntax of the command is: 

filespec[n]=/C[/G:n] 

where: 

filespec[n] represents the device file name, and file tjrpe of the file to 
be created; [n] is a decimal number representing the size 
in blocks of the file to be created. Note that the brackets 
here are part of the command; that is, they do not 
indicate n is optional. If you do not specify this number, 
DUP creates a one-block file 

/G:n represents the octal numeric value of the starting block of 

the file to be created. If you do not use /G:n, DUP creates 
the file in the first unused area large enough to contain 
the file 

You can use the /C option to cover bad blocks on a disk by creating a file with 
a file tjTJe .BAD to cover the bad area. 

You can also use /C to recover accidentally deleted files. In this case, use DIR 
to obtain a listing of the device. Use the /E and /Q options in DIR to list files, 
tentative files, empty areas, and the sizes of all areas. You can then assign a 
file name to the area that contains the data you lost. 

You can also use DUP to set aside a file on a disk without performing any 
input or output operations on the file. 

When you use the /C option, make sure that the area in which the file is to be 
created is empty (using the DIR /E and /Q options). If there are more blocks 
in the empty area than the file you are creating needs, DUP attempts to put 
the extra blocks in empty areas that are contiguous to the file you are creat- 
ing. If there is not enough room in contiguous empty areas, the error mes- 
sa*^e ?DUP-F-No roow. for file rtrints, and DUP does not create the file. The 
/C option checks for duplicate file names. If the file name you specify already 
exists on the device, DUP issues an error message and does not create a sec- 
ond file with the same name. 

The following example uses /C to create a file named FILE. MAC consisting 
of blocks 140, 141, and 142 on device DKl:. 

*DK1JFILE.MACC33=/C/G:140 



8.2.2 Image Copy Option (/I) 

The /I option copies block for block from one volume to another. (This oper- 
ation is not applicable for magtape or cassette.) The /I option is often used to 
copy one disk to another without changing the file structure or location of 
files on the device. For this purpose, it is an added convenience that you do 
not have to copy a boot block to the device. You can also copy disks that are 
not in RT-11 format, if they have no bad blocks. If DUP encounters a bad 
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block on either the input or output volume, it prints an error message. How- 
ever, it retries the operation and performs the copy one block at a time. If 
only one error message prints, you can assume that the transfer completed 
correctly. 

Qualifiers to the /I option let you: 

1. Specify the blocks to be read from the input device and a starting block 
number for the write operation on the output device. 

2. Copy a file to a device, or a device to a file, by specifying a file name with 
either the input or output device. For example, you can copy a diskette 
to an RLOl as a file, or a file on an RK05 to a diskette. 

NOTE 

When you use /F and you have specified a magtape or cas- 
sette as the input device, you must specify an input file 
name. 

The syntax of the command is: 



output-device: < filename }> [/G:m] = input-device[filename]/I[/G:rn/E:rn][/F] 






where: 

filename represents the output file name of the input device, or 
(when specified with the input device) represents the input 
file name you are copying to the output device. If you spec- 
ify an input file, use the dummy file name A with the out- 
put specification. Note that you can use a file name with 
either the input or output, but never with both 

A represents a dummy file name (required if the output 

device is not a magtape or cassette). Note that either file- 
name or A, but not both, can be specified with the output 
device 

/G:rn when specified with the output device, represents the start- 

ing block number for the write operation. When specified 
with the input device, it represents the starting block num- 
ber of the read operation 

,'E:rn represents the ending block number on the input device for 

the read operation 

/F indicates that a file is involved in the transfer 

The command string must include an input and an output specification; 
there is no default device. The /I operation does not copy to or from a device 
that has logical bad blocks. (Physical bad blocks can be logically replaced or 
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covered, as Sections 8.2.12.3 and 8.2.12.4 describe.) If one device is smaller 
than the other, DUP copies only the number of blocks of the smaller device. 

You can copy blocks between disk and magtape. DUP stores the data on the 
tape, formatting it in IK-word blocks. It is possible to store only one disk 
image on a magtape, regardless of the size of the tape. 

NOTE 

The /I option does not copy track of diskettes. However, 
this restriction has no impact on any copy operations if your 
diskette was supplied by DIGITAL. 

The following examples use the /I option. The file name A is not significant; 
it is a dummy file name required by the Command String Interpreter. 

*RKi:A=RKO{/I 

RKlS/CopyJ Are you sure? 

The command shown above copies all blocks from RKO: to RKl:. 

XfRKi ; A/R : 50:l--rko : /:r /g : o/e j soo 

RKl {/Copy* Are you sureTY 

The command shown above copies blocks 0-500 from RKO: to blocks 501 - 
1000 on RKl:. 

RKl : FLOPPY . BAK/F--DXO : / 1 
RKl! /Copy 5 Are you sureTY 

The last command copies device DXO: to RKl: in a file named 
FLOPPY.BAK. 



8.2.3 Bad Block Scan Option (/K) 

Some mass stora'^e volumes (disks diskettes DECta^^e and DECtai^e II) 
have bad blocks, or they develop bad blocks as a result of age and use. You 
can use the /K option to scan a device and locate bad blocks on it. DUP prints 
the absolute block number of those blocks on the device that return hard- 
ware errors when DUP tries to read them. If you specify an output file, DUP 
prints the bad block report in that file. Remember that block numbers are 
octal and the first block on a device is block 0. If DUP finds no bad blocks, it 
prints an informational message. A complete scan of a volume takes from 
one to several minutes depending on the size of the volume. It does not 
destroy data that is stored on the device. 
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You can scan selected portions of a device by specifying beginning and 
ending block numbers. The syntax of this command is: 



[filespec = ]input-device:/K[/G:m[/E:n][/H] 



wnere: 

filespec represents the output file specifications for the bad block 
report 

/G:m represents the block number of the first block to be scanned 

/E:n represents the block number of the last block to be scanned 

If you specify only a starting block number, DUP scEins from the block you 
specify to the end of the device. 

If the device to be scanned has files on it, you can use /F with the /K option to 
print the name of the file containing the bad block and the relative block 
number within the file that is bad. 

You can use /H with /K to read the bad block, write to the bad block, and 
then read it again. If the block is still bad, DUP reports a HARD error. If the 
block recovers, DUP reports a SOFT error. This procedure does not destroy 
data already stored on the device. Note that DIGITAL does not guarantee 
the integrity of data recovered from a soft bad block. 

8.2.3.1 File Option (/F) - The file option serves two different purposes as a 
mode option, depending upon whether you use it with /K or with /I. 

When you use /F with /K, DUP does a bad block scan and displays file names 
for each bad block it finds. DUP then prints a list of these bad block files 
along with their locations within the file. This list includes a relative block 
number of each bad block within the file and a report on whether each bad 

Klrt/.t- iQ ViairA r>T- cr>fl- An OYQmnlti nf oiipli a list nlnncr Axrit.li t.ViA mmrnnnH linp 

H^i^^VXV XI.J XXb^X VA V^X kJl^XW. X XXX %^^Xb«xxx^ XN^ ^.x U.A^^XX ^& ^^.^v, ^^.^^^^^q t . ^ v..^ v^-w w^^'.X^.^.. .• ....v 

that generated it, follows. 



*DXO:/K/F 












Block 


Type 


File 


Block 




000717 


463. 


Hard 


NUMBER. PAS 


000546 


358. 


000725 


469. 


Hard 


ANTONY. MAC 


000554 


364. 


000732 


474. 


H3rd 


CAESAR. MAC 


000561 


369, 


000743 


483. 


Hsrd 


< UNUSED > 


000572 


378. 


000751 


489. 


Hsrd 


< UNUSED > 


000600 


384. 


000754 


492. 


Hard 


< UNUSED > 


000603 


387. 



?DUP-I-Bad blocks detected 6. 



DUP outputs the following list if you use /F with /K on a disk that supports 
bad block replacement. In the column marked Type, DUP lists whether the 
bad block is replaced in the manufacturer's bad block replacement table or if 
it is hard or soft. 
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*riMi:/K/F 










Block 


Tape 


File 


Block 


003055 


1581. 


Replsced 


MSX .SYS 


000007 


7, 


00ZA65 


1845, 


Replaced 


DRy .OBJ 


000077 


63. 


037061 


15921. 


Replaced 


< UNUSED > 


010550 


4456. 


056106 


23622. 


Replaced 


< UNUSED > 


027575 


12157. 


056210 


23688. 


Replaced 


< UNUSED > 


027677 


12223. 


077521 


32593. 


Replaced 


< UNUSED > 


051210 


21128. 


143116 


50766. 


Replaced 


< UNUSED > 


043374 


18172. 


145337 


51935. 


Replaced 


< UNUSED > 


045615 


19341. 



?DUP-I-B3d blocks detected 8. 



When you use /F with /I, you use it either to copy a file from an input device 
to an output device, or to copy an input device to an output file. Note that /I 
does not copy track of diskettes. Note also that if you use a magtape or cas- 
sette for either the input or output device, you must specify a file name with 
the input device. For more information on /F refer to Section 8.2.2. 



8.2.4 Boot Option (/O) 

The /O option can perform two operations: (1) a hardware bootstrap of a spe- 
cific device containing an RT-11 system and (2) a bootstrap of a particular 
RT-11 monitor file that does not affect the bootstrap blocks on the device. 
The command syntax for a device bootstrap is as follows: 

dev:/0 

This operation has the same results as a hardware bootstrap. Valid devices 
for the boot operation follow: 



DTO: 


-DT7: 


DD0:-DD1: 


RKO: 
RF: 


-RK7: 


DL0:-DL3: 
DY0:-DY1: 


SY: 




DM0:-DM7 


DK: 




DS0:-DS7: 


DPO: 


-DPT: 


PDO:-PDi: 


DXO: 


-DXl: 





Use the following syntax to boot a monitor without changing the bootstrap 
on the device: 

dev:monitor-name/0 

This makes it easy for you to switch from one monitor to another. Whether 
bootstrapping a specific monitor or a specific device, DUP checks to see if the 
bootstrap blocks are correctly formatted. If the boot operation you request is 
invalid, DUP prints an error message and waits for another command. 

When you reboot with the /O option, you do not have to reenter the date and 
time of day with the monitor DATE and TIME commands. However, the 
clock does lose a few seconds during the reboot. 

The following command reboots the RT-11 system under the single-job 
monitor: 
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*rko:rtiisj. SYS/0 

RT-llSJ V04.00 



To boot a different monitor, for example the foreground'background monitor 
(for DXO:), type: 



«riXO{RTllFB.SYS/0 



8.2.5 Boot Foreign Volume Option (/Q) 

Use the /Q option with /O to boot a volume that has a monitor other than the 
RT-11 version 4 monitor. Note that you must use /Q to boot any version 3B 
or earlier volume of RT-11. The following example boots an RT-11 version 
3B volume. 

*RKO;/0/Q 
RT-llSJ V03B-00B 

DUP does not retain the date and time when you use the /Q option. 



8.2.6 Squeeze Option (/S) 

Use the /S option to compress a volume (disk, diskette, DECtape) onto itself 
or onto another disk or DECtape. To do this, DUP moves all the files to the 
beginning of the device, producing a single, unused area after the group of 
files. The squeeze operation does not change the bootstrap blocks of a device. 
The output device you specify, if any, must be an initialized device. If you 
specify an output device, DUP does not query you for confirmation before it 
performs the operation. If you do not specify an output device, DUP prints 
the Are you sure? message and waits for your response before proceeding. 
You must type Y followed by a carriage return for the command to be exe- 
cuted. Since it is critical to perform an error-free squeeze operation, be sure 
to scan a device (with /K) before you use /S. 

So you cannot reuse bad blocks, the /S option does not operate on files with 
.BAD file types. You can rename files containing bad blocks, giving them a 
.BAD file tjrpe, and therefore cause DUP to leave them in place when you 
execute a /S. DUP inserts files before and after .BAD files until the space 
between the last file it moved and the .BAD file is smaller than the next file 
to be moved. If an error occurs during a squeeze operation, DUP continues 
the operation, performing it one block at a time. If only one error message 
prints, you can assume that the operation completed correctly. 

The syntax of the command is: 

[output-device = ]input-device/S 

Do not use /S on the system device (SY:) when a foreground or system job is 
loaded. A ?DUP-F-Can't squeeze SY: while foreground loaded error message 
results if you attempt this, and DUP ignores the /S operation. You must 
unload the foreground job before using the /S option. 
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NOTE 

If you perform a compress operation on the system device, 
the system automatically reboots when the compress oper- 
ation is completed. This operation takes place in order to 
prevent system crashes that can occur when a system file is 
moved. 

You can use /X with /S to suppress the automatic reboot and leave DUP run- 
ning. However, you should use /X only if you are certain that the monitor 
file will not move. Even then, you should reboot the system when the 
squeeze operation completes if the device handlers have moved. 

The following examples use the /S option: 

*sy:/s 

SY*/Saueeze> Are you sure?Y 
RT-llSJ V04.00 

The command shown above compresses the files on the system device and 
reboots the system when the compress operation completes. 

NOTE 

If you compress your system volume, make sure DUP pro- 
gram within has the name DUP.SAV. If not, a system fail- 
ure may occur. 

*DTi;A=nT2:/s 

This command transfers all the files from device DT2: to device DTI:, leav- 
ing DT2: unchanged. The file name A is not significant; it is a dummy file 
name required by the Command String Interpreter. 



o.£../ cxienu upiion (/ 1 :n; 

Use the /T option to extend the size of a file. The syntax of the command is: 

filespec = /T:n 

where: 

filespec represents the device, file name, and file type of the file to be 
extended 

n represents the number of blocks to add to the file 

You can extend a file in this manner only if it is followed by an unused area 
at least n blocks long. Any blocks not required by the extend operation 
remain in the unused area. 

The following example uses the /T option: 

*dti:zyz.tst=/t;ioo I 

1 
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This command assigns 100 more blocks to the file named ZYZ.TST on device 
DTI:. 



fi 9 fi Rontetran C^nrni Hntinn (im-Y-aW 

In order to use a volume as a system volume, you must copy a bootstrap onto 
it. To do this, first make sure that the appropriate monitor file and handler 
are stored on the volume. For a diskette system, for example, check to see 
that the file DX.SYS is in the diskette directory. If it is, then you can copy 
the desired monitor onto the diskette, using the /U option. The option argu- 
ment, XX, represents a target system device name. Use this argument when 
you are creating a bootable PDT volume if the current system is a PDP-11, 
and vice versa. Also you can use this, argument when the current system is 
on an RX02 diskette and you wish to create a bootable RXOl diskette. 

To copy a bootstrap for the single-job monitor on RKl:, for example, use the 
following procedure: 

1. Obtain a formatted disk. (Most disks, diskettes, DECtape, and DECtape 
II volumes are formatted by the manufacturer. However, Chapter 18, 
FORMAT, does outline the procedure for reformatting RK05, RK06, 
RK07, RP02, RP03 disks, and RXOl and RX02 diskettes.) 

2. Initialize the disk with /Z (see Section 8.2.12). 

3. Copy files onto the disk. 

4. Copy the monitor and RK05 handler, RK.SYS, onto the disk. 

5. Copy the monitor bootstrap onto the disk with /U. 

The following example shows how to initialize a diskette, copy files to it, and 
write a bootstrap onto the diskette: 

*DXi:/Z/Y 

The command shown above (step 2 of the procedure described above) 
initializes the diskette. 

*Dxi:A=rixo:/s 

This command, which combines steps 3 and 4, squeezes all the files from 
DXO: onto DXl:. 

*DXi:A=riXO:RTllFB.SYS/U 

The last command (step 5) writes the bootstrap for the fore- 
ground/background monitor onto the bootstrap blocks (blocks and 2-5) of 
DXl:. The file name A is not significant; it is a dummy file name required by 
the Command String Interpreter. 

To create a bootable PDT-1 1/150 system diskette while running on a 
PDP-11, specify PD with the /U option. Likewise, if you are running on a 
PDT-1 1/150, and you wish to create a bootable PDP-11 system diskette. 
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specify DX (for single-density diskette) or DD (for DECtape II) with the /U 
option. The following command creates a bootable PDT-1 1/150 diskette 
while the current system is on a PDP-11: 



*riXO:A=DXOJRTllSJ.SYS/U:PD 



The next command creates a bootable PDP-11 diskette while the current 
system is on a PDT-1 1/150: 



*prio i A=PDO : RT 1 IS J * SYS/u : dx 



8.2.9 Volume ID Option (A^[:ONL]) 

You can use the /V option as an action option to print the volume ID of a 
device or to change the volume ID. The syntax of the command is: 

device:[/Z]/V[:ONL] 

where: 

device: is the device whose volume ID you want to display or change 

If you specify only /V, DUP prints out on the console terminal the volume ID 
and owner name of the device you specify. If you specify /Z with /V, DUP 
initializes the device and prompts you for a new volume ID and owner name. 
If you specify /Z/V:ONL, DUP assumes you want only to change the volume 
ID and owner name and not initialize the device. 

When you specify either /Z/V or /Z/V:ONL, DUP prompts you for a volume 
ID: 

Volume ID? 

Respond with a volume ID that is up to 12 characters long for a block- 
replaceable device. Terminate your response with a carriage return. DUP 



Owner? 

Xf r\ar\r\-»-t ^ T.ri^V. «** ^i^t-m^-h » » *^ » 4~U»4- -I ^ , 4-^ 10 „T i. 1 r 1_1__1_ 

x.v<^>:>p\/xxvi. Tvxi/xx cxxx uT¥xxcx xxcixxxc bxiciL lo up l/U X^ l^ilcll CtUl/Ci B ^t>llg lOI H UlOCli.- 

replaceable device. Terminate your response with a carriage return. DUP 
ignores characters you type beyond the legal length. You cannot change the 
volume ID of a magtape or cassette without initializing the entire tape. The 
/V:ONL command changes only the volume ID and owner name; it does not 
initialize the device. Section 8.2.12.2 describes how to use /V with the /Z 
option to initialize a device and write new volume identification on it. 

The following example uses the /V:ONL option: 

*RKi:/z/y:oNL 

RKO J/Volume ID chsnaef Are you sure? Y 
Volume ID? FORTRAN VOL 
Owner? Marcw 

This command writes a new volume ID and owner name on device RKl:. 
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8.2.1 Wait for Volume Option (/W) 

The AV option causes DUP to prompt you for the volumes to operate on, and 
waits for you to mount them. It is useful for single-disk systems or diskette 
svstems. It is a mode option that vou can use with any of the action options. 
However, you can perform only one operation at a time. The /W option 
initiates execution of a command, but then pauses and prints the message 
Mount input volume in <device>; Continue?, where <device> represents 
the device into which you mount the input volume. At this time you can 
remove the system disk (if necessary) and mount the disk on which you 
actually want the operation to take place. When the new disk is loaded, type 
a Y followed by a carriage return to execute the operation. DUP then 
prompts you for the input volume, if any. When the operation completes 
(except the /O operation, which boots the system), the Mount system volume 
in <device>; Continue? message prints. Replace the system device and type 
a Y followed by a carriage return. The asterisk (*) prompt prints, and DUP 
waits for you to enter another command. The following example uses the fW 
option: 

*DXi:/K/F/lJ 

Mount input volume in DXlf Continue? Y <RET> 

?DUP-I-No bad blocks detected 

Mount system volume in DXIJ Continue? Y <RET> 

* 



This command directs DUP to scan the disk for bad blocks. During the first 
pause, the system disk is removed and another disk is mounted. A Y is typed 
and the scan operation executes. During the second pause, the system disk 
(on which DUP is stored) is replaced and another Y is typed. DUP prompts 
for another command. When you use AV, make sure that DUP is on the sys- 
tem volume. 



8.2.1 1 Noquery Option (/Y) 

Use the /Y option to suppress the query messages that some commands 
print. Certain options normally print the Foreground job loaded, Continue? 
message if a foreground job is loaded when you issue one of them (/C, /I, /O, 
/Q, /S, /T, and /Z). You must respond to the query message by typing Y fol- 
lowed by a carriage return for the operation to proceed. Some other options 
(/C, /I, /O, /S, /V, and /Z) print the Are you sure? message and wait for your 
response. If a foreground job is loaded and you specify one of these options, 
DUP combines the two query messages into one message and waits for your 
response. You can suppress all these messages and the pause associated 
with them by specifying /Y in the command string. Note, if you use /Y with 
/Z to initialize your system volume, the system ignores /Y. 
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8.2.12 Directory Initialization Option (/Z[:n]) 

You must initialize a device before you can store files on it. Use the /Z option 
to clear and initialize the directory of an RT-11 directory-structured device. 
The /Z option must always be the first operation you perform on a new device 
after you receive it, formatted, from a manufacturer. After you use /Z, there 
are no files in the directory. 

The syntax of the command is as follows: 

device:/Z[:n] 
where: 

uevice represents tue uevice you want to initialize 

:n is an octal integer (greater than or equal to 1) that represents 

the size increase, in words, of each directory entry. DUP adds 
this number to the default number of words allocated for 
each entry (valid only for directory-structured devices) 

The size of the directory determines the number of files that can be stored on 
a device. The system allows a maximum of 72 files per directory segment, 
and 31 directory segments per device. Each segment uses two blocks of disk 
space. If you do not specify n, each entry is seven words long (for file name, 
creation date, and file position information). When you allocate extra words, 
the number of entries per directory segment decreases. The formula for 
determining the number of entries per directory segment is: 

(512-7)/(number of extra words) + 7) 

For example, if you use /Z:l, you can make 63 entries per segment. RT-11 
does not normally support nonstandard directory formats, and DIGITAL 
does not recommend altering the directory format. 

fi O 10 1 f^hanninet niraotMnt CAnmants //M.nV __ Te ..».-. J« _~^ ...__4. 4.1.^ 

»»..^. ..^.. ^^.IMUJJII.JJ k^iawwkWIJ «#<(>^IIIc:ilK> ^ii'a.ll/ — iX JIV/U U.U LLXJV WaiXL tllC 

default directory size of the device, use /N with /Z to set the desired number 
of directory segments for entries in the directory. The syntax is as follows: 

/N:n 

In this option, n is an integer in the range 1-31 that represents the number 
of directory segments you want the directory to have. 

Table 8-3 lists the default directory sizes, in segments, for RT-11-sup- 
ported, directory-structured devices. 
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Table 8-3: Default Directory Sizes 





Size (decimal) of 


Device 


Directory in Segments 


RK 


16 


DD 


1 


DT 


1 


RF 


4 


BS 


4 


DP 


31 


DX 


1 


DM 


31 


DY 


4 


DL 


16 


PD 


1 



If the default directory size for diskettes is too small for your needs, see the 
RT—11 Installation and System Generation Guide for details on increasing 
the default number of directory segments. 

The following example initializes the directory on device RKl: and allocates 
six directory segments. 



RKl.VInitislizef 



Are you sureTY 



8.2.12.2 Storing Volume ID {/\f) - When you initialize a disk or magtape, 
DUP normally maintains the volume ID and owner name. If at initialization 
time you want to change the volume ID and owner name, use the A^ option 
with /Z. For example, the following command initializes device RKl: anu 
prompts you for a volume ID and owner name. Section 8.2.9 illustrates these 
prompts and shows how to use them. 



♦RKl * /Z/ V 

RKi:/Iriiti3li2:e» Are you sure?Y 

Volume ID? VOUCHE^RS 

Owner? PAYABLES 



8.2.12.3 Replacing Bad Blocks (/R[:RET]) - If you have RK06, RK07, 
RLOl, or RL02 disks, use this option with /Z to scan a disk for bad blocks. If 
DUP finds any bad blocks, it creates a replacement table so that routine 
operations access good blocks instead of bad ones. Thus, the disk appears to 
have only good blocks. Note, though, that accessing this replacement table 
slows response time for routine input and output operations. With /R you 
have the option of deciding which bad blocks you want replaced if the num- 
ber of bad blocks exceeds what can fit in the replacement table (replacement 
table overflow). The RK06 and RK07s support up to 32 (decimal) bad blocks 
in the replacement table; the RLOls and RL02s support up to 10. 
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When you use /R, DUP prints out a list of replaceable bad blocks as in the 
following sample: 



Block 


Type 


030722 


12754. 


Replaceable 


115046 


39462. 


Replaceable 


133617 


46991. 


Replaceable 


136175 


48253. 


Replaceable 


136277 


48319. 


Replaceable 


136401 


48385. 


Replaceable 


140405 


49413. 


Replaceable 


146252 


52394. 


Replaceable 



?DUP-I-B3d blocks detected 8. 



If there is a replacement table overflow, DUP prompts you to indicate which 
blocks you want replaced as follows: 

tnUP-W-Replscement table overflow 
Type <RET>i' 0> or nnnnnn (<RET>) 
Replace block # 

nnnnnn represents the octal block number of the block you want the system 
to replace. 

After you enter a block number, DUP responds by repeating the Replace 
block # prompt. TjT)e a at any time if you do not want any more blocks 
replaced, and this will end prompting. DUP marks any blocks not placed in 
the replacement table as FILE.BAD. 

If you enter a carriage return at any time, DUP places all bad blocks you 
have not entered into the replacement table, starting with the first on the 
disk, until the table is full. DUP assigns the name FILE.BAD to any 
remaining bad blocks and prompting ends. 

If you use /Y with /R, the effect will be as if you entered a carriage return in 
response to the first Replace block prompt. 

If you use :RET with /R, DUP initializes the volume and retains the bad 
block replacement table (and FILE.BAD files) created by the previous /R 
command. 

Note that the monitor file cannot reside on a block that contains a bad sector 
error (BSE) if you are doing bad block replacement. If this condition occurs, 
a boot error results when you attempt to bootstrap the system. In case this 
happens, move the monitor. 

8.2.12.4 Covering Bad Blocks (/B[:RET]) - To scan the volume for bad 
blocks and write files over them, use the /'B option with /Z. For every bad 
block DUP encounters on the device, it creates a file called FILE.BAD to 
cover it. After the disk is initialized and the scan completed, the directory 
consists only of FILE.BAD entries that cover the bad blocks. If DUP finds a 
bad ulock in tue boot uiock or the uirectory, it prixits an error message and 
the disk is not usable. 
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If you specify :RET with /B, DUP will retain through initialization all 
FILE. BAD files created by a previous /B. 

8.2.12.5 Restoring a Disk (/D) - Use /D to "uninitialize" a volume if you 

1 J. J. r ] c^ i^ :i _: :_:j.:_i^ t-i t\ttd i^^ _«„4-««« •»!! 

nave noL Lraiisieirtsu any lucs tu it isiiicc iiunan/itti/iuii. iy«ji wm. icou^xc an 

files and directory entries that were present before the volume was 

initialized. This option is useful if you initialize a voliime by mistake. 

Note that /D does not restore boot blocks. Thus, if you use /D to restore a pre- 
viously bootable volume, use the bootstrap copy option, /U[:xx], to make the 
volume bootable again. 
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Chapter 9 

The Directory Proorarn (DIR) 



The directory program (DIR) performs a wide range of directory listing oper- 
ations. It can list directory information about a specific device, either in 
summarized form — where only the number of files stored per segment is 
given — or in more detailed form — where file names, file types, creation 
dates, and other file information is given. DIR can organize its listings in 
severgd ways, such as alphabetically or chronologically. 



9.1 Calling and Using DIR 



To call DIR from the system device, respond to the dot (.) printed by the 
keyboard monitor by t3^ing: 

R DIR <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to enter a command string. If you enter only a 
carriage return in response to the asterisk, DIR prints its current version 
number. You can type CTRL/C to halt DIR and return control to the monitor 
when DIR is waiting for input from the console terminal. You must type two 
CTRL/Cs to abort DIR at any other time. To restart DIR, type R DIR or 
REENTER in response to the monitor's dot. Chapter 6, Command String 
Interpreter, describes the general syntax of the command line that DIR 
accepts. Unless otherwise indicated, numeric arguments are interpreted as 
octal. Remember to put a decimal point after a decimal number to dis- 
tinguish it from an octal number. Some of the DIR options accept a date as 
an argument in the command line. The syntax for specifying the date is: 

dd.:mmm:yy. 

where: 

dd. represents the day (a decimal integer in the range 1-31) 

mmm represents the month (the first three characters of the name of 
the month) 

yy. represents the year (a decimal integer in the range 73-99) 

You can specify only one input device and one output device, but you can 
specify up to six file names on the input device. The default device for output 
is the terminal. The default file type for an output file is .DIR. The default 
device for input is DK:. If you omit the input specification completely, DIR 
uses DK:*.*. If you do not supply an option, DIR performs the /L operation. 
Note that wildcards are valid with DIR for the input specification only. 
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If you have selected timer support through the system generation process, 
but have not selected automatic end-of-month date advancement, make sure 
that you set the date at the beginning of each month with the DATE com- 
mand. If you fail to set the date at the beginning of each month, DIR prints 
-BAD- in the creation date column of each file created beyond the end-of- 
month. (Note that you can eliminate a -BAD- entry by using the 
RENAME/SETDATE command after you have set the date.) 

Directory listings normally print on the terminal in two columns. Read the 
entries across the columns, moving from left to right, one row at a time. 
Directory listings that are sorted, however, are an exception to this. (Sorted 
directories Eire produced by /A, /R, and /S options.) Read these listings by 
reading the left column from top to bottom, then reading the right column 
from top to bottom. 



9.2 Options 



You can perform many different directory operations by specifying options 
in the DIR command line. Table 9-1 summarizes the operations these 
options permit you to perform with DIR. The sections following the table 
describe the various DIR options and give examples; the options are 
arranged alphabetically in these sections. 



Table 9^1: DIR Options 



Option 


Section 


Explanation 


/A 


9.2.1 


Lists the directory of the device you specify in alphabetical 
order by file name and type (this is the same as /S:NAM). 


/B 


9.2.2 


Lists the directory of the device you specify, including file 
names and types, creation dates, starting block number and 
the number of blocks in each file. For magtape, the starting 
block number is the file sequence number. Note that DIR lists 
block numbers in decimal, unless you use the /O option. 


/C:n 


9.2.3 


Lists the directory in n columns; n is an integer in the range 
i-3. The default value is two columns for normal listings and 
five columns for abbreviated listings. 


/D[:date] 


9.2.4 


Lists a directory containing only those files having the date 
you specify. If you do not supply a date, DIR uses the system's 
current date. 


/E 


9.2.5 


Adds unused spaces and their sizes to the listing of the device 
directory. An empty space on a cassette directory represents a 
deleted file. 


/F 


9.2.6 


Prints a five-column, short directory (file names and types 
only) of the device you specify. 


/G 


9.2.7 


Lists the file you specify and all files that follow it in the direc- 
tory. This option does not list any files that precede the file you 
specify. 






9^2 Directory Program (DIR) 



Table 9-1: DIR Options (Cont.) 


Option 


Section 


Explanation 


/J[:date] 


9.2.8 


Prints a directoir of the files created on or after the date you 
specify. If you do not supply a date, DIR uses the system's cur- 
rent date. 


/K[:date] 


9.2.9 


Prints a directory of files created before the date you specify. If 
you do not supply a date, DIR uses the system's current date. 


/L 


9.2.10 


Lists the directory of the device you specify, including the 
number of files, their dates, and the number of blocks each file 
occupies. (This is the default operation.) 


M 


9.2.11 


Lists a directory of unused areas of the device you specify. 


/N 


9.2.12 


Lists a summary of the device directory. 


/O 


9.2.13 


Similar to /L but Hsts the sizes and block numbers of the files 
in octal. 


/P 


9.2.14 


Prints a directory of the device you specify, excluding the files 
you list. 


/Q 


9.2.15 


Lists a directory of the device you specify, listing the file 
names and types, sizes, creation dates and starting block num- 
bers of files that have been deleted and whose file name infor- 
mation has not been destroyed. 


/R 


9.2.16 


Lists the files in the reverse order of the sort specified with /A 
or/S. 


/S[:xxx] 


9.2.17 


Lists the directory of the device you specify in the order you 
specify; xxx indicates the order in which DIR sorts the listing 
(xxx can be DAT, NAM, POS, SIZ, or TYP). 


A^[:ONL] 


9.2.18 


Lists the volume ID and owner name as part of the directory 
listing header. If you specify fViONL, DIR lists only the vol- 
ume ID and owner name. 



9.2.1 Alphabetical Option (/A) 

The /A option lists the directory of the device you specify in alphabetical 
order by file name and type. Note that /A sorts numbers after letters. It has 
the same effect as the /S:NAM option. The following example lists the direc- 
tory of device DXO: in alphabetical order. 



«DXO;/A 












14-Dec-79 












BUILD .MAC 


100 06-Sep- 


-79 


SWAP .SYS 


25 


05-nec-79 


DX .SYS 


3 06-Sep- 


-79 


SYSMAC.MAC 


41 


19-NOV-79 


MYPROG.MAC 


36P 12-Oct- 


-79 


TM .MAC 


25 


27-NOV-79 


RFUNCT.SYS 


4 19-Nov- 


-79 


TT ,SYS 


2 


19-NOV-79 


RTllSJ.SYS 


67 19-Nov- 


-79 


VTMAC .MAC 


7 


19-NOV-79 


10 Filesf 


306 Blocks 










180 Free blocks 
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9.2.2 Block Number Option (/B) 

The /B option adds the starting block number in decimal of all the files listed 
in a directory of the volume you specify. The following example lists the 
directory of device DXO:, including the starting block numbers of files. 



«DXO{/B 


















14-nec-79 


















FSH .HAC 


31P 


19-NOV-79 


2955 


BATCH .MAC 


102P 


19-Nov- 


-79 


2986 


ELCOPY.HAC 


8P 


19-NOV-79 


3088 


ELINIT.MAC 


15P 


19-Nov- 


-79 


3096 


ELTASK.HAC 


15P 


19-NOV-79 


3111 


ERROUT.MAC 


48P 


19-NOV-79 


3126 


ERRTXT.MAC 


9P 


19-NOV-79 


3174 


SYCND .BL 


3P 


19-Mov- 


-79 


3183 


SYSTBL.BL 


4P 


19-NOV-79 


3186 


SYCND .DIS 


5P 


19-Nov- 


-79 


3190 


SYSTBL.DIS 


4P 


19-NOV-79 


3195 


SYCND .HB 


5P 


19-Nov- 


-79 


3199 


ABSLOD.SAV 


48 


15-M3r-76 


3204 


CHESS .SAV 


40 


17-Aua- 


-75 


3252 


PETAL .SAV 


36 


il-Sep-75 


3292 


LAMP .SAV 


29 


16~?1sr 


-79 


3328 


UUMPUS.SAV 


30 


16-M3r-79 


3357 












17 Filesf 


348 Blocks 














138 Free blocks 

















9.2.3 Columns Option (/C[:n]) 

The /C[:n] option lists the directory in the number of columns you specify. 
The argument, n, represents an integer in the range 1—9. If you do not use 
the /C:n option, DIR lists the directory in two columns for normal listings 
and five columns for abbreviated listings. The following command, for 
example, lists the directory of device DXl: in one column. 



«DXi:/c:i 










29-NOV-79 










SWAP .SYS 


25P 


19- 


-Nov- 


-79 


RTllSJ.SYS 


67P 


19- 


-Nov- 


-79 


RTllFB.SYS 


SOP 


19- 


-Nov- 


-79 


RTllBL.SYS 


64P 


19- 


-Nov 


-79 


TT .SYS 


2P 


19- 


-Nov- 


-79 


DT .SYS 


3P 


19- 


-Nov- 


-79 


DP .SYS 


3P 


19- 


-Nov- 


-79 


7 Files, 244 


Blocks 






242 Free blocks 









9.2.4 Date Option (/D[:date]) 

The /D[:date] option includes in the directory listing only those files having 
the date you specify. The default date is the system's current date. For 
example, the following command lists all the files that were created on 
August 13, 1979. 



«DX0{/DJ13. 


; AUG: 75 


?, 










15-Sep-79 














RTllSJ 


.SYS 


67P 


13-Aug-79 


RTllFB 


.SYS 


SOP 


13-Aua-79 


RTllBL 


.SYS 


63P 


13-AU3-79 


DX 


.SYS 


3P 


13-AIJS-79 


SWAP 


.SYS 


25P 


13-AUS-79 


TT 


.SYS 


2P 


13-Aua-79 


DP 


• SYS 


3P 


13-Au3~79 


DY 


.SYS 


4P 


13-AUSI-79 


LP 


.SYS 


2P 


13-Aug-79 


PIP 


.SAV 


16 


13-AUS-79 


DUP 


.SAV 


41 


13-Aua-79 


RESORC 


.SAV 


15 


13-AUS-79 


DIR 


.SAV 


17 


13-Aud-79 


RK 


.SYS 


3 


13-Aug-79 


EDIT 


.SAV 


19 


13-AUS-79 


DD 


.SYS 


5 


13-Aua-79 


SRCCOM 


.SAV 


13 


13-AUS-79 


BINCOM 


.SAV 


11 


13-Aug-79 


SLP 


.SAV 


9 


13-Aija-79 


SIPP 


.SAV 


14 


13-A1J3-79 


20 Fi 


les» 


412 Blocks 










73 Free bl 


ocks 
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9.2.5 Entire Option (/E) 

The /E option lists the entire directory including the unused areas and their 
sizes in blocks (decimal). The following example lists the entire directory of 
device DXl:, including unused areas. Use it to find free space before you 
extend a file (with CREATE or DUP/C). 



«DXi:/E 














14-Dec-79 














SWAP .SYS 


25P 


23-0ct-79 


RTllSJ 


I.SYS 


67P 


23-0ct-79 


RTiiFB.SYS 


SOP 


19-NOV-79 


RTUBL 


.SYS 


64P 


19-NOV-79 


TT .SYS 


2P 


19-NOV-79 


DT 


.SYS 


3P 


19-NOV-79 


DP .SYS 


3P 


23-0ct-79 


DX 


.SYS 


3P 


19-Nov-7y 


DY .SYS 


4P 


19-NOV-79 


RF 


.SYS 


3P 


19-NOV-79 


RK .SYS 


3P 


19-NOV-79 


DL 


.SYS 


4P 


23-0ct-79 


DM .SYS 


5P 


23-0ct-79 


DS 


.SYS 


3P 


19-NOV-79 


DD .SYS 


5P 


23-0ct-79 


LP 


.SYS 


2P 


23-0ct-79 


LS .SYS 


2P 


19-NOV-79 


CR 


.SYS 


3P 


19-NOV-79 


MS .SYS 


9P 


27-MOV-79 


MTHD 


.SYS 


3P 


23-0ct-79 


DISMT1.COM 


9P 


27-NOV-79 


MMHD 


.SYS 


4P 


19-NOV-79 


NUMBER. PAS 


1 


ll-Dec-79 


TONY 


.AGP 


14 


17~Au2--79 


NUM3 .LST 


1 


13-Dec-79 


< UNUSED > 


565 




25 Files, ; 


322 Blocks 










164 Free blocks 













9.2.6 FAST Option (/F) 

The /F option lists only file names and file types, omitting file lengths and 
associated dates. For example, the following command lists only file names 
and types from device DXO:. 



!KDXO:/F 
16-Au£i-79 












DX .SYS PIP .SAV 


DIR .SAy 


nup 


.SAV 


SWAP 


.SYS 


RTllSJ. SYS RTllFB.SYS 


RTllBL.SYS 


TT 


.SYS 


DT 


.SYS 


10 FilesT 312 Blocks 












174 Free blocks 













9.2.7 Begin Option (/G) 

The /G option lists the directory of the device you specify, beginning with the 
file you specify and including all the files that follow it in the directory. Usu- 
ally, the disk you are using as a system device contains a number of files the 
operating system needs. These files include .SYS monitor files, .SAV utility 
program files, and various .OBJ, .MAC, and .BAK files. They are generally 
grouped together and usually listed at the beginning of a normal device 
directory. Files that you create and use, such as source files and text files, 
are also generally grouped together and follow the operating system files in 
the directory. If you specify the name of the last system file with the /G in 
the command line, DIR prints a directory of only those files that you created 
and stored on the device. The following command, for example, lists the last 
system file (CT.SYS) and all the user files that follow it. 
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*DX0:CT.SY3/6 














lO-Dec-79 
















CT .SYS 




5 


lO-Aua-79 


DIR .SAU 


17 


03-Aija- 


-79 


RK .SYS 




3 


13-AU3-79 


EDIT .SAV 


19 


03-Aua- 


-79 


STARTS.COM 




1 


27-Aua-79 


DD .SYS 


5 


19-AU3- 


-79 


SRCCOM.SAg 




13 


13-AU2-79 


BINCOM.SAV 


11 


05-Oct- 


-79 


SLP .SAV 




9 


13-Au£!-79 


SIPP .SAV 


14 


05-Oct- 


-79 


10 Files» 


107 


Bl 


ocks 











73 Free blocks 

9.2.8 Since Option (/J[:date]) 

The /J[:date] option lists a directory of all files stored on the device you spec- 
ify that were created on or after the date you supply. The default date is the 
system's current date. The following command lists all files on device DTO: 
that were created on or after 28 July 79. 

*DT0:/J:28. JJUL579. 

14-Dec-79 
RTllSJ.SYS 67P 28-JU1-79 RTllFB.SYS 80P 02-Sep-79 

RTllBL.SYS 63P 19-Au3-79 DX .SYS 3P lO-Sep-79 

SWAP .SYS 25P 02-Sep-79 TT .SYS 2P 15-Sep-79 

SIPP .SAV 14 02-Sep-79 

7 Files» 154 Blocks 

332 Free blocks 

9.2.9 Before Option (/K[:date]) 

The /K[:date] option prints a directory of files created before the date you 
specify. The default date is the system's current date. The following com- 
mand lists all files stored on device DXl: that were created before March 15, 
1979. 

«nxi:/K;i5. ;har:79. 

13-AF'r-79 
FORTRA.SAV 191 14-M8r-79 BASIC .SAV 51 25-Feb-79 
2 Files* 242 Blocks 
38 Free blocks 

9.2.10 Listing Option (/L) 

The /L option lists the directory of the device you specify. The listing con- 
tains the current date, all files and their associated creation dates, the num- 
ber of blocks used by each file, total free blocks on the device (if disk or 
DECtape), the number of files listed, and the total number of blocks used by 
the files. File lengths, number of blocks and number of files are indicated as 
decimal values. For example, the following command lists on the line 
printer the directory for device DTI:. 

*Lp;=riTi:/i- 
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The line printer output looks like this: 



20-NOV-79 














RTUSJ 


.SYS 


67P 


03-JU1-79 


RTllFB.SYS 


SOP 


13-AuS- 


-79 


RTllBL 


.SYS 


63P 


15-M3r-79 


DX .SYS 


3P 


13-AU2 


-79 


SMAP 


. SYS 


25P 


13-AU2-79 


TT .SYS 


2P 


13-Aug- 


-79 


DP 


.SYS 


3P 


13-AUS-79 


DY .SYS 


4P 


13-Aug- 


-79 


LP 


.SYS 


2P 


2O-N0V-79 


PIP .SAV 


16 


25-Jul- 


-79 


DUP 


.SAV 


41 


26-M3r-79 


RESORC.SAy 


15 


13-AU3 


-79 


EDIT 


.SAV 


19 


13-Aua-79 


STARTS.COM 


1 


27-Aua- 


-79 


SIPP 


.SAV 


14 


13-AU3-79 










15 Fi 


les> 


413 Blocks 










73 Free blocks 













9.2.1 1 Unused Areas Option (/M) 

The /M option lists only a directory of unused areas and their size on the 
device you specify. For example, the following command lists all the unused 
areas on device RKO:. 

*RKO:/M 
14-Dec-79 

< UNUSED > 11 < UNUSED > 2 

< UNUSED > 26 < UNUSED > 32 

< UNUSED > 1 < UNUSED > 525 

< UNUSED > < UNUSED > 56S 
Files* Blocks 

1162 Free blocks 

9.2.12 Summary Option (/N) 

The /N option lists a summary of the device directory. The following com- 
mand lists the summary of the directory for device DK:. 



«/N 
I4-N0V-79 

44 Files in sesmeni 1 

46 Files in segment 4 

37 Files in segnent 2 
34 Files in segment 5 

38 Files in se:SRient 3 

16 Avsildble se^mentsf 5 in use 

199 FilesT 3647 Blocks 
1115 Free blocks 



9.2.13 Octal Option (/O) 



The /O option is similar to the /L option, but lists the sizes (and starting 
block numbers if you use /B) of the files in octal. If the device you specify is a 
magnetic tape or cassette, DIR prints the sequence number in octal. For 
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example, the following command lists the directory of device DXO:, with 
sizes in octal. 



«Dxo:/o 
















14-Dec-79 


Octal 














MYPR06.MAC 


44P 


12-Nov- 


-79 


TM .MAC 


31 


27-Nov- 


-79 


VTHAC .MAC 


7 


18-Oct- 


-79 


SYSMAC.MAC 


51 


19-Nov- 


-79 


SWAP .SYS 


31 


05-Sep- 


-79 


ANTON .MAC 


4 


19-Nov- 


-79 


RTllSJ.SYS 


103 


19-Nov- 


-79 


TT .SYS 


2 


19-Nov- 


-79 


DX .SYS 


3 


29-AU3- 


-79 


BUILD .MAC 


144 


19-Nov- 


-79 


10 Files, 


462 


Blocks 













264 Free blocks 



9.2.14 Exclude Option (/P) 

The /P option lists a directory of all files on a volume, excluding those that 
you specify. You may specify up to six files. 



*DX15*.SAV/P 


















29-0ct-79 




















RTllSJ.MAC 




67P 06-Sei>- 


-79 


RTllFE 


.MAC 


SOP 


06- 


-Sep- 


-79 


RTllBL.MAC 




A3P 06-Sep- 


-79 


DX 


.MAC 


3P 


06- 


-Sep- 


-79 


SUAP .MAC 




25P 06-Sep- 


-79 


TT 


.MAC 


2P 


06- 


-Sep- 


-79 


DP .MAC 




3P 06-Sep- 


-79 


DY 


.MAC 


4P 


06- 


-Sep- 


-79 


LP .MAC 




2P 06-Sep- 


-79 


RK 


.MAC 


3 


06- 


-Sep- 


-79 


STARTS.COM 




1 27-AIJ3- 


-79 


DD 


.MAC 


5 


06- 


-Sep- 


-79 


12 Files» 


258 Blocks 

















73 Free blocks 

This command lists all files on device DXl: except .SAV files. 

9.2.15 Deleted Option (/Q) 

The /Q option lists a directory of the device you specify, listing the file 
names, types, sizes, creation dates, and starting block numbers in decimal of 
files that have been deleted but whose file name information has not been 
destroyed. The file names that print represent either tentative files or files 
that have been deleted. This can be useful in recovering files that have been 
accidentally deleted. Once you identify the file name and location, you can 
use DUP to rename the area. See Section 8.2.1 for this procedure. 

*DISK.niR=/« 

This command creates a file called DISK.DIR on device DK: that contains 
directory information about unused areas from device DK:. 

Use the monitor TYPE command to read the file: 

.TYPE DISK.DIR/LOG 
Files copiedl 



MTHD ,SMP 5 03-Sep-79 



DKtDISK.niR 




to TT5 


12-0ct-79 






EXAMPL.FOR 




23 09-Sep-79 


SCOPE .PIC 




3 22-Sep-79 


Files* 


Bl 


ocks 


Free bloc 


;ks 
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9.2.16 Reverse Option (/R) 

The /R option lists a directory in the reverse order of the sort you specify 
with the /A or /S option. 



*nxoj/SiSiz/R 

14-Dec-79 
BUILD .MAC 
RTllSJ.SYS 
SYSHAC.HAC 
HYPROG.f.ftC 
SWAP .SYS 



100 06-Sep-79 

67 19-NOV-79 

41 19-NOV-79 

3AP 12-0ct-79 

25 05-nec-79 



10 Filesf 306 Blocks 
ISO Free blocks 



TM .MAC 
VTMAC .MAC 
RFUNCT.SYS 
DX .SYS 
TT .SYS 



25 27-NOV-79 

7 19-NOV-79 

4 19-NOV-79 

3 06-Se!»-79 

2 19-NOV-79 



This command lists the directory of device DXO: in reverse chronological 
order. 



9.2.17 Sort Option (/S[:xxx]) 

The /S[:xxx] option sorts the directory of the specified device according to a 
three-character code you specify as :xxx. Table 9-2 summarizes the codes 
and their functions. 



Table 9-2: Sort Codes 



Code 



Explanation 



DAT 

NAM 

POS 

SIZ 

TYP 



Chronological by creation date. Files that have the same date are sorted alpha- 
betically by file name and file type 

Alphabetical by file name. Files that have the same file name are sorted alpha- 
betically by file type (this has the same effect as the /A option) 

According to the position of the files on the device. This is the same as using /S 
with no code 

Based on file size in blocks. Files that are the same size are sorted alphabetically 
by file name and file type 

Alphabetical by file type. Files that have the same file type are sorted alphabeti- 
cally by file name 



The following examples illustrate the /S option. 



«dxo:/s:dat 










14-Dec-79 










BUILD .MAC 


100 06-SeP-79 


SYSMAC.MAC 


41 


19-NOV-79 


DX .SYS 


3 06-Sep-79 


TT .SYS 


2 


19-NOV-79 


MYPROG.MAC 


36P 12-0ct-79 


yTMAC .MAC 


7 


19-NOV-79 


RFUNCT.MAC 


4 19-NOV-79 


TM .MAC 


25 


27-NOV-79 


RTllSJ.SYS 


67 19-NOV-79 


SWAP .SYS 


25 


05-Dec-79 


10 Filesf 


306 Blocks 









ISO Free blocks 



(continued on next page) 
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«dxo{/s;nam 










14-Ilec-79 










BUILD ,HAC 


100 06-Sep-79 


SWAP .SYS 


25 


05-Dec-79 


DX ,SYS 


3 06-Sep-79 


SYSMAC.MAC 


41 


19-NOV-79 


MYPROG.MAC 


36P i2-0ct-79 


TM .MAC 


25 


27-NOV-79 


RFUNCT.SYS 


4 19-NOV-79 


TT .SYS 


2 


19-NOV-79 


RTllSJ.SYS 


67 19-NOV-79 


VTMAC .MAC 


7 


19-NOV-79 


10 Filesr 306 Blocks 









180 Free blocks 



*Dxo:/sjpos 






14-Dec-79 






RTllSJ.SYS 


67 19-Nov- 


-79 


DX .SYS 


3 06-Sep- 


-79 


MYPROG.MAC 


36P 12-Oct- 


-79 


SWAP ,SYS 


25 05-Dec- 


-79 


RFUNCT.SYS 


4 19-Nov- 


-79 


10 Filesf 


306 Blocks 





180 Free blocks 



«DXO:/S!TYP 






14-Dec-79 






BUILD .MAC 


100 06-Sep- 


-79 


MYPROG.HAC 


36P 12-Oct- 


-79 


SYSHACeHAC 


41 19-Nov- 


-79 


TM .MAC 


25 27-NOV-79 


VTMAC .MAC 


7 19-Nov- 


-79 


10 Files* : 


306 Blocks 





180 Free blocks 



«Dxo:/s:siz 








14-Dee-79 








TT .SYS 


2 


19-NOV-79 


DX .SYS 


3 


06-Sep- 


-79 


RFUNCT.SYS 


4 


19-Nov- 


-79 


VTMAC .MAC 


7 


19-Nov- 


-79 


TM .MAC 


25 


27-Nov- 


-79 


10 Filesr 306 


Bl 


ocks 





180 Free blocks 



BUILD .MAC 


100 


06- 


-Sep-79 


SYSMAC.MAC 


41 


19- 


-Nov-79 


TM .MAC 


25 


27- 


-Nov-79 


VTMAC .MAC 


7 


19- 


-Nov~79 


TT .SYS 


2 


19- 


-Nov-79 



DX .SYS 


3 


06-Sep-79 


RFUNCT.SYS 


4 


19-NOV-79 


RTllSJ.SYS 


67 


19-NOV-79 


SWAP .SYS 


25 


OS-Dec-79 


TT .SYS 


2 


19-NOV-79 



SWAP .SYS 


25 


05-Dec-79 


MYPROG.MAC 


36P 


12-0ct-79 


SYSMAC.MAC 


41 


19-NOV-79 


RTllSJ.SYS 


67 


19-NOV-79 


BUILD .MAC 


100 


0«-Sep-?9 



9.2.18 Volume ID Option (/V[:ONL]) 

The IW option prints the volume identification and owner name as part of the 
directory listing header. The optional argument, :ONL, prints only the vol- 
ume ID and owner name. You can combine A^ with any other option. 
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The following example uses the /V option. 



«DX{/V 










14-Dec-79 










Voluae id: 


EACKUP2 








Ouner • 


Mercs 








SWAP .SYS 


25P 19-NOV-79 


RTllSJ.SYS 


67P 


19-NOV-79 


RTllFB.SYS 


SOP 19-NOV-79 


RTllBL.SYS 


64P 


I9-N0V-79 


TT .SYS 


2P 19-NOV-79 


DT .SYS 


3P 


I9-N0V-79 


DP .SYS 


3P 19-NOV-79 


DX .SYS 


3P 


I9-N0V-79 


DY .SYS 


4P 19-NOV-79 


RF .SYS 


3P 


19-NOV-79 


RK .SYS 


3P 19-N0V-79 


DL .SYS 


4P 


19-N0V-79 



12 Filesf 271 Blocks 
215 Free blocks 



The next example uses the :ONL argument. 



*DXO:/VtONL 
yolume IDt RTll V4 
Owner i Judith 
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Chapter 10 

MACRO-1 1 Program Assembly 



This chapter describes how to assemble MACRO-1 1 programs under the 
RT-11 operating system. 

Output from the MACRO-1 1 assembler includes any or all of the following: 

1. A binary object file — the machine-readable logical equivalent of the 
MACRO-1 1 assembly language source code 

2. A listing of the source input file 

3. A cross-reference file listing 

4. A table of contents listing 

5. A symbol table listing 

To use the MACRO-1 1 assembler, you should understand how to: 

1. Initiate and terminate the MACRO-1 1 assembler (including how to for- 
mat command strings to specify files MACRO-1 1 uses during assembly) 

2. Assign temporary work files to non-default devices, if necessary 

3. Use file specification options to override file control directives in the 
source program 

4. Use the small version of MACRO-1 1 for PDP-1 1 systems with 8K mem- 
ory, if necessary 

5. Interpret error messages 

The following sections describe these topics. 

1 0.1 Calling the MACRO-1 1 Assembler 

To call the MACRO-1 1 assembler from the system device, respond to the 
system prompt (a dot printed by the keyboard monitor) by typing: 

R MACRO <RET> 

When the assembler responds with an asterisk (*), it is ready to accept com- 
mand string input. (You can also call the assembler using the keyboard 
monitor MACRO command; see Chapter 4 for a description of this 
command.) 
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The assembler now expects a command string consisting of the following 
items, in sequence: 

1. Output file specifications 

2. An equals sign 

3. Input file specifications 

Format this command string as follows (punctuation is required where 
shown): 

dev:obj ,dev:list,dev:cref/s:arg = dev:sourcei, . . . ,dev:sourcen/s:arg 
where: 

dev is any legal RT-11 device for output; any file-structured 

device for input 

obj is the file specification of the binary object file that the 

assembly process produces; the dev for this file should not be 
TTorLP 

list is the file specification of the assembly and symbol listing 

that the assembly process produces 

cref is the file specification of the CREF temporary cross-refer- 
ence file that the assembly process produces. (Omission of 
dev.cref does not preclude a cross-reference listing, however.) 

/s:arg is a set of file specification options and arguments (Section 
10.4 describes these options and associated arguments.) 

sourcei is a file specification for a MACRO-11 source file or MACRO 
library file (These files contain the MACRO language pro- 
grams to be assembled. You can specify as many as six 
source files.) 

The following command string calls for an assembly that uses one source file 
plus the system MACRO library to produce an object file BINF.OBJ and a 
listing. The listing goe.ci directly to the line "rinter. 

*dk:binf.obj»lp:=dk;src.mac 

All output file specifications are optional. The system does not produce an 
output file unless the command string contains a specification for that file. 

The system determines the file type of an output file specification by its posi- 
tion in the command string. Use commas in place of files you wish to omit. 
For example, to omit the object file, you must begin the command string 
with a comma. The following command produces a listing, including cross- 
reference tables, but not binary object files. 



* »LP J/C= (source file specification) 



You need not include a comma after the final output file specification in the 
command string. 
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Table 10-1 lists the default values for each file specification. 



Table 10-1: Default FUe Specification Values 



FUe 


Default 
Device 


Default 
File Name 


Default 
File Type 


Object 


DK: 


Must specify 


.OBJ 


Listing 


Same as for object 
file 


Must specify 


.LST 


Cref 


DK: 


Must specify 


.TMP 


First source 


DK: 


Must specify 


.MAC 


Additional source 


Same as for preceding 
source file 


Must specify 


•MAC 


System MACRO 
Library 


System device SY: 


SYSMAC 


.SML 


User MACRO 
Library 


DK: if first file, 
otherwise same as for 
preceding source file 


Must specify 


.MAC 



1 0.2 Terminating the MACRO-1 1 Assembler 

If you have typed R MACRO and received the asterisk prompt but have not 
yet entered the command string, you can terminate MACRO-1 1 control by 
typing CTRL/C once. After you have completed the command string (thus 
beginning an assembly) you can halt the assembly process at any time by 
typing CTRL/C twice. This returns control to the system monitor, and a sys- 
tem monitor dot prompt appears on the terminal. 

To restart the assembly process, type R MACRO in response to the system 



♦v.»rt*.»i4-/^•*« T-ifi^-rv^-n^- Vnn /»Qr» alart t-og 

J.LL\JLXM.U^± k.li V.»±i±L/u. A.\J\A \^f^^^ «,4.xkj\.f J.-... 



ta-rt naincr flit^ T?TriF.NTFIR fnmmand in 

■ b ""^ *— .,^ . — 



most cases; however, the RT-11 system does not accept the REENTER com- 
mand if the assembler is producing a cross-reference listing when you halt 
the assembly. 



1 0.3 Temporary Woric File 



Some assemblies need more ssmibol table space than available memory can 
contain. When this occurs the system automatically creates a temporary 
work file called WRK.TMP to provide extended symbol table space. 

The default device for WRK.TMP is DK. To cause the system to assign a dif- 
ferent device, enter the following command: 

.ASSIGN dev: U)F 

The dev parameter is the physical name of a file-structured device. The sys- 
tem assigns WRK.TMP to this device. 
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10.4 File Specif ication Options 

At assembly time you may need to override certain MACRO directives 
appearing in the source programs. You may also need to direct MACRO-11 
on the handling of certain files during assembly. You can satisfy these needs 
by including special options in the MACRO-11 command string in addition 
to the file specifications. Table 10-2 lists the options and describes the effect 
of each. 

The general format of the MACRO-11 command string is repeated below for 
your convenience: 

dev:obj,dev:list,dev:cref/s:arg = dev:sourcei,...,dev:sourcen/s:arg 



Table 10-2: File Specification Options 



Option 



Usage 



/L:arg 

/N:arg 

/E:arg 

/D:arg 

/M 

/C:arg 

/P:arg 



Listing control, overrides source program directive .LIST 

Listing control, overrides source program directive .NLIST 

Object file function enabling, overrides source program directive .ENABL 

Object file function disabling, overrides source program directive .DSABL 

Indicates input file is MACRO library file 

Control contents of cross-reference listing 

Specifies whether input source file is to be assembled during pass 1 or pass 2 



The /M and /P options affect only the particular source file specification to 
which they are directly appended in the command string. 

Other options are unaffected by their placement in the command string. The 
/L option, for example, affects the listing file, regardless of where you place 

it in fVio nnmmanA ai"rincr 
— — — „ — ..„»»^ ,^„»„j,. 

The following subsections describe how to use the file specification options. 
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10.4.1 Listing Control Options 

Two options, /L:arg and /N:arg, pertain to listing control. By specifying 
these options with a set of selected arguments (see Table 10-3) you can con- 
trol the content and format of assembly listings. You can override at assem- 
bly time the arguments of .LIST and .NLIST directives in the source 
program. 

Figure 10-1 shows an assembly listing of a small program. This listing 
shows the more important listing features. It labels each feature with the 
mnemonic ASCII argument that determines its appearance on the listing; 
the argument SEQ, for instance, controls the appearance of the source line 
sequence numbers. 

Specifying the /N option with no argument causes the system to list only the 
symbol table, the table of contents, and error messages. 

Specifying the /L option with no arguments causes the system to ignore 
.LIST and .NLIST directives that have no arguments. 

The following example lists binary code throughout the assembly using the 
132-column line printer format, and suppresses the symbol table listing. 

*I » LP : /L : MEB/N : sym=file 



Table 10-3: Arguments for /L and /N Options 



Argument 


Default 


Listing Control 


SEQ 


list 


Source line sequence number 


LOC 


list 


Address location counter 


BIN 


list 


Generated binary code 


BEX 


list 


Binary extensions 


SRC 


list 


Source code 


COM 


list 


Comment 


MD 


list 


Macro definitions, repeat range expansion 


MC 


list 


Macro calls, repeat range expansion 


ME 


no list 


Macro expansions 


MEB 


no list 


Macro expansion binary code 


CND 


list 


Unsatisfied conditionals, .IF and .ENDC statements 


LD 


no list 


List control directives with no arguments 


TOC 


list 


Table of Contents 


TTM 


no list 


132-column line printer format when not specified, terminal 
mode when specified 


SYM 


list 


Symbol table 
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Figure 10-1: Sample Assembly Listing 
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10.4.2 Function Control Options 

Two options, /E:arg and /Drarg, allow you to enable or disable functions at 
assembly time, and thus influence the form and content of the binary object 
file. These functions can override .ENABLE and .DSABL directives in the 
source program. 

Table 10-4 summarizes the acceptable /E and /D function arguments, their 
normal default status, and the functions they control. 



Table 10-4 


: Arguments for /E and /D Options 


Argument 


Default Mode 


Function 


ABS 


Disable 


Allows absolute binary output 


AMA 


Disable 


Assembles all absolute addresses as relative addresses 


CDR 


Disable 


Treats all source information beyond column 72 as 
commentary 


CRF 


Enable 


Allows cross-reference listing. Disabling this function 
inhibits CREF output if option /C is active 


FPT 


Disable 


Truncates floating point values (instead of rounding) 


GBL 


Disable 


Treats undefined symbols as globals 


LC 


Disable 


Allows lower-case ASCII source input 


LSB 


Disable 


Allows local symbol block 


PNC 


Enable 


Allows binary output 


REG 


Enable 


Allows mnemonic definitions of registers 



For example, if you t)T)e the following commands the system assembles a 
file while treating columns 73 through 80 of each source card as 
commentary. 

,R PIP 

skcards.mac=cr:/a 

.R HACRO 

* r LP : =CARDS . MAC/E t CDR 

Because MACRO-11 is a two-pass assembler, you cannot read the cards 
directly from the card reader or other non-file-structured device. You must 
use PIP (or the keyboard monitor COPY command) to transfer input to a 
file-structured device before beginning the assembly. 
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Use either the function control or listing control option and arguments at 
assembly time to override corresponding listing or function control direc- 
tives in the source program. For example, assume that the source program 
contains the following sequence: 

.NLIST MEB 

* 

• (MACRO references) 

.LIST MEB 

In this example, you disable the listing of macro expansion binary code for 
some portion of the code and subsequently resume MEB listing. However, if 
you indicate /L:MEB in the assembly command string, the system ignores 
both the .NLIST MEB and the .LIST MEB directives. This enables MEB list- 
ing throughout the program. 



1 0.4.3 Macro Library File Designation Option 

The /M option is meaningful only if appended to a source file specification. It 
designates its associated source file as a macro library. 

If the command string does not include the standard system macro library 
SYSMAC.SML, the system automatically includes it as the last source file 
in the command string. 

When the assembler encounters an .MCALL directive in the source code, it 
searches macro libraries according to their order of appearance in the com- 
mand string. When it locates a macro record whose name matches that 
given in the .MCALL, it assembles the macro as indicated by that definition. 
Thus if two or more macro libraries contain definitions of the same macro 
name, the macro library that appears leftmost in the command string takes 
precedence. 

Consider the following command string: 

* (output file specification) ^alib . mac/m » blib . mac/m i. xiz 

Assume that each of the two macro libraries, ALIB and BLIB, contain a 
macro called .BIG, but with different definitions. Then, if source file XIZ 
contains a macro call .MCALL .BIG, the system includes the definition of 
.BIG in the program as it appears in the macro library ALIB. 

Moreover, if macro library ALIB contains a definition of a macro called 
.READ, that definition of .READ overrides the standard .READ macro defi- 
nition in SYSMAC.SML. 
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1 0.4.4 Cross-Reference (CREF) Table Generation Option 

A cross-reference (CREF) table lists all or a subset of the symbols in a source 
program, identifying the statements that define and use symbols. 

1 0.4.4.1 Obtaining a Cross-Reference Table - To obtain a CREF table you 
must include the /C:arg option in the command string. Usually you include 
the /C:arg option with the assembly listing file specification. You can in fact 
place it anywhere in the command string. 

If the command string does not include a CREF file specification, the system 
automatically generates a temporary file on device DK:. If you need to have 
a device other than DK: contain the temporary CREF file, you must include 
the (iei'.'cre/' field in the command string. 

If the listing device is magtape or cassette, load the handler for that device 
before issuing the command string, using the monitor LOAD command 
(described in Chapter 4). 

A complete CREF listing contains the following six sections: 

1. A cross reference of program symbols; that is, labels used in the program 
and symbols defined by a direct assignment statement. 

2. A cross reference of register equate symbols. These normally include the 
symbols RO, Rl, R2, R3, R4, R5, SP, and PC, unless the REG function 
has been disabled through a .DSABL REG directive or the /D:REG 
option. Also included are any other symbols that are defined in the pro- 
gram by the construct: 

symbol = % n 

where 0<n<7 and n represents the register number. 

3. A cross reference of MACRO symbols; that is, those symbols defined by 
.MACRO and .MCALL directives. 

4. A cross reference of permanent symbols, that is, all operation mnemon- 
ics and assembler directives. 

5. A cross reference of program sections. These symbols include the names 
you specify as operands of .CSECT or .PSECT directives. Also included 
are the default program sections produced by the assembler, the blank 
p-sect, and the absolute p-sect, . ABS. 

6. A cross reference of errors. The system groups and lists all flagged errors 
from the assembly by error type. 

You can include any or all of these six sections on the cross-reference listing 
by specifying the appropriate arguments with the /C option. These argu- 
ments are listed and described in Table 10-5. 
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Table 10-5: /C Option Arguments 


Argument 


CREF Section 


S 


User-defined symbols 


R 


Register symbols 


M 


MACRO symbolic names 


P 


Permanent symbols including instructions and directives 


C 


Control and program sections 


E 


Error code grouping 



NOTE 

Specifying /C with no arguments is equivalent to specifying 
/C:S:M:E. That special case excepted, you must explicitly 
request each CREF section by including its arguments. No 
cross-reference file occurs if the /C option is not specified, 
even if the command string includes a CREF file 
specification. 

10.4.4.2 Handling Cross-Reference Table Files - When you request a 
cross-reference listing by means of the /C option, you cause the system to 
generate a temporary file, DK:CREF.TMP. 

If device DK: is write-locked or if it contains insufficient free space for the 
temporary file, you can allocate another device for the file. To allocate 
another device, specify a third output file in the command string; that is, 
include a deu.-cre/ specification. (You must still include the /C option to con- 
trol the form and content of the listing. The deu.-cref specification is ignored 
if the /C option is not also present in the command string.) 

The system then uses the dev:crefMe instead of DK:CREF.TMP and deletes 
it automatically after producing the CREF listing. 

The following command string causes the system to use RK2:TEMP.TMP as 
the temporary CREF file. 

* r LP : » RK2 : TEMP . TMP=SOURCE/C 

Another way to assign an alternate device for the CREF.TMP file is to enter 
the following command prior to entering R MACRO: 

.ASSIGN devJCF 

This method is preferred if you intend to do several assemblies, because it 
relieves you from having to include the dev.cref specification in each com- 
mand string. If you enter the ASSIGN dev: CF command, and later include 
a CREF specification in a command string, the specification in the command 
string prevails for that assembly only. 
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The system lists requested cross-reference tables following the MACRO 
assembly listing. Each table begins on a new page. (Figure 10-2 combines 
the tables to save space, however.) 

The system prints symbols and also symbol values, control sections, and 
error codes, if applicable, beginning at the left margin of the page. Refer- 
ences to each symbol are listed on the same line, left-to-right across the 
page. The system lists references in the form p-l; where p is the page in 
which the symbol, control section, or error code appears, and I is the line 
number on the page. 

A number sign (#) next to a reference indicates a symbol definition. An 
asterisk (*) next to a reference indicates a destructive reference — that is, an 
operation that alters the contents of the addressed location. 
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Figure 10-2: Cross-Reference Table 



.MAIN, K&CPO VBil.eei 6-JU^'-79 aBj(»3«57 PAGt S-1 
CP0S5 SETERENCE TABLE CCPEF V01-t)5 ) 



.GLOBA 


1-6 






.TTYIN 


t«9 






ANSWER 


1-18» 


1-2BI 




BurriR 


t-9 


•14 


l-2l» 


LF 


I'lt 


-n 




STARI 


1»9» 


-16 


1-22 


SUBRl 


!•<> 


1-15 




SUBR? 


1-6 


1-17 





.MAIN, KACRO V^i.te 6-JUN-77 ^U:1?3I57 PAGt H-1 
CROSS KEK6PENCE T*SIE (CP^F Vat-C? ! 



PC 


1-15» 


1-17* 




Rd 


1-ia 


1-11 


1-18 


R7 


l-?» 


l»lil» 


1-13« 


R3 


1-14* 







,MAll», VACRO fei,ie 6-JUN.77 001513157 I'ACk. M-J 
CROSS REFERtMCE I»BtE (CPFTF V^n-05 ) 



.EXIT 1-21 

.Tliii" i-2» 
CALl 1-31 



1-19 
1-15 



1-17 



.MAIN, MACRO VHU.Zl" 6.Ju^•7'» 0fl»«'3I57 FAGE P.l 
CROSS REFERENCE TABLE CCREF Vai-U5) 



.BLKB 


-21 


,BLK«i 


• 73 


.C5ECT 


-7 


,ENn 


-72 


.MACRO 


-3 


.MCALL 


-2 


DCS 


-io 


BNL 


-12 


CLRB 


-13 


CHPP 


-11 


EHT 


•19 


JSR 


-15 


MOV 


'^ 


MOVE 


-10 



1-14 



1-18 



.MAIN, MACRO Vr,3,i^ 6-JUN.77 iaP»P3:57 PAGt C-1 
CROSS REFERENCE TABLE (CREF Vnl-05 ) 



. ASS, 
PPOG 



1-7 



.MAIN, HACPO V0O.00 6-JUN-79 iJ»»P3l57 PACr F-1 
CPOSS RErERENCE TABLE (CkEI V'41.e><; ) 



1-6 

1-6 



1-9 

1-9 



1-12 
1-12 



1-lS 



1-17 



10-12 Macro- 11 Program Assembly 



10.4.5 Assembly Pass Option 

The /P:arg option is meaningful only if appended to a source input file speci- 
fication. You must specify either of two arguments with it: 1 or 2. 

The specification /P:l calls for assembly of the file during pass 1 only. Some 
files consist entirely of code that is completely assembled at the end of pass 
1. By specifying /P:l for these files, you can cause MACRO-11 to skip proc- 
essing of these files through pass 2. In some cases this procedure can save 
considerable assembly time. 

The specification /P:2 calls for assembly of the file during pass 2 only. (Note: 
Situations where the /P:2 option can be meaningfully employed are 
unusual.) 
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A subset version of MACRO-ll, with file name MAC8K.SAV, is available 
for systems with 8K words of memory — that is, systems with insufficient 
memory to support operation of the full MACRO-11 assembler. 

The full assembler (MACRO) requires approximately lOK words of memory, 
or must be operating on at least a 12K system using the single-job (SJ) 
monitor. 

The subset version (MAC8K) requires approximately 6K words of memory, 
or must be operating on an 8K system using the baseline SJ monitor. 

The subset version differs from the full assembler as follows: 

1. All handlers must be resident (that is, loaded) before you call MAC8K. 

2. The full assembler prints the input command string at the end of the 
listing; tiie suuset version uoes not. 

3. The subset version does not recognize the following items: 

a. The operation codes exclusive to PDP-11/45 and PDP-11/70 

b. The Commercial Instruction Set (CIS) 

c. The FLT2 and FLT4 fioating point directives 

4. The system device is the only file medium available under MAC8K. 

5. The subset version does not support the cross-reference file and ignores 
attempts to obtain such a listing. 

6. Assembly times of the subset version are noticeably longer, 

7. The subset version operates only under control of the baseline single-job 
monitor (see the RT-11 Installation and System Generation Guide). 

8. To get a program listing, specify a listing file name in the command line. 
You can then obtain the listing by using the PRINT or TYPE command. 
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1 0.6 MACRO-1 1 Error Codes 



The MACRO-1 1 system prints diagnostic error codes as the first character 
of a source line on which the assembler detects an error. This error code 
identifies the tj^e of error; for example, a code of M indicates a multiple defi- 
nition of a label. Table 10-6 shows the error codes that might appear on an 
assembly listing. For detailed information on error code interpretation and 
debugging, see the PDP-11 MACRO-1 1 Language Reference Manual. 

Table 10-6: MACRO-1 1 Error Codes 



Error Code 



Meaning 



Addressing or relocation error. This message can be generated by any of the 
following: 

1. a conditional branch instruction target that is too far above or below the 
current statement. Conditional branch targets must be within -128 to 
-127 (decimal) words of the instruction. 

2. a statement that makes an illegal change to the current location counter. 
For example, a statement that forces the current location counter to 
cross a .PSECT boundary can generate this message. 

3. a statement that contains an invalid address expression. For example, an 
absolute address expression that has a global symbol, relocatable value, 
or complex relocatable value can generate this message. The directives 
.BLKB, .BLKW, and .REPT must have an absolute value or an expres- 
sion that reduces to an absolute value. 

4. separate expressions in the statement that are not separated by commas. 

5. a global definition error. If .ENABL GBL is set, MACRO-11 scans the 
symbol table at the end of the first pass and marks any undefined sym- 
bols as global references. If one of these symbols is subsequently defined 
in the second pass, a general addressing error occurs. 

6. a global assignment statement that contains a forward reference to 
another symbol. 

7. an expression that defines the value of the current location counter and 
contains a forward reference. 

8. an illegal argument for an assembler directive 

9. an unmatched delimiter or illegal argument construction 

Instruction or word data are being assembled at an odd address. The system 
increments the location counter by 1, and continues. 

A non-local label is defined more than once, specifically in an earlier 

statement. 

The .END assembler directive at the end of the source input is missing. The 
system supplies a .END statement and completes the current assembly pass. 

MACRO-11 has detected one or more illegal characters. A question mark (?) 
replaces each illegal character on the assembly listing, and MACRO-11 con- 
tinues after ignoring the character. 

An input line is longer than 1.32 characters Tn particular, this error occurs 
when the expansion of a macro causes excessive substitution of real argu- 
ments for dummy arguments. 



(continued on next page) 
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Table 10-6: MACRO-11 Error Codes (Cont.) 



Error Code 



M 



N 



O 



Q 



R 



U 



Meaning 



A label is the same as an earlier label (multiple definition of a label). For 

.^vn*vtr%|A ^wQ loVi^ig -iirjiQcg first six characters are identical can ^enerat'6 this 

error. 

A number is not in the current program radix. MACRO-11 processes this 

number as a decimal value. 

Op-code error. Exceeding the permitted nesting level for conditional assem- 

tified after a .MCALL search can also generate this message. 

Phase error. The definition or value of a label differs from one assembler pass 
to the next, or a local symbol occurs more than once in a local symbol block. 

Questionable syntax. For example, missing arguments, too many arguments, 
or an incomplete instruction scan can generate this error message. 

Register-type error. For example, if the source program attempts an invalid 
reference to a register, the assembler can generate this error message. 

Truncation error. A number that generates more than 16 bits in a word, or an 

expression in a .BYTE directive or trap instruction, can cause this error 

message. 

Undefined symbol. The assembler assigns the undefined symbol a constant 

zero value. 

Incompatible instruction. This message is a warning that the instruction is 
not defined for all PDP-11 hardware configurations. 
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Chapter 1 1 
Linker (LINK) 



The linker (LINK) converts object modules to a format suitable for loading 
and execution. If you have no previous experience with the linker, see the 

iTitrOdUCvlGTi lU Xti — -tJ. lUX CIJ.1 AiiljiUVilAWl/VXJr-±C\Cx VLV/&vxJ.^wxv#Ai \JA. v**.\^ ^^.x^X^^^^g 

process. 

To make this chapter easy to use, the description that follows outlines the 
organization of this chapter. 

Section 11.1, Overview of the Linking Process, explains: 

• some of the terms used exclusively in this chapter 

• the functions of the linker 

• how the linker structures your program to prepare it for execution 

• the communication links between modules within your program 

Section 11.2, Calling and Using the Linker, describes how to invoke the 
linker from the system device and how to enter the command string. This 
section also provides a summary of the options you can use in the command 
string. 

Section 11.3, Input and Output, lists and describes the files valid for input to 
and output from the linker. This section also explains how to use library 
files, and how the linker processes library files, which you create with the 
librarian utility (see Chapter 12). 

Section 11.4, Creating an Overlay Structure, describes how to design and 
implement overlay structures for your programs. This section provides 
detailed descriptions and illustrations of how overlaid programs work and 
how they reside in memory. This section also explains how to create an over- 
lay structure in extended memory. 

Section 11.5, Options Description, lists and describes the options you can use 
with the linker. 

Section 11.6, Linker Prompts, lists and explains the prompts the linker 
prints at the terminal after you enter a command line. 



11.1 Overview of the Linker Process 

A few of the terms used frequently within this chapter, along with their defi- 
nitions, are listed below. Although the descriptions are brief, you can find 
more information on these terms in the Introduction toRT-11 or the RT-11 
Software Support Manual. 
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program section 



object module 



load module 
library file 

library module 
root segment 

overlay segment 



global symbol 
low memory 
extended memory 



A named, contiguous unit of code (instructions or data) 
that is considered an entity and that can be relocated 
separately without destroying the logic of the program. 
Also known as p-sect. 

The primary output of an assembler or compiler, which 
can be linked with other modules and loaded into mem- 
ory as a runnable program. The object module is com- 
posed of the relocatable machine language code, re- 
location information, and the corresponding global sym- 
bol table defining the use of the symbols within the pro- 
gram. Also known as a module. 

A program in a format ready for loading and executing. 

A file containing one or more relocatable object modules 
that are routines that can be incorporated into other 
programs. 

A module from a library file. 

The segment of an overlay structure that, when loaded, 
remains resident in memory during the execution of a 
program. Also known as the root. 

A section of code treated as a unit that can overlay code 
already in memory and be overlaid by other overlay seg- 
ments when called from the root segment or another 
overlay segment. Also known as an overlay. 

A global value or global label. 

Physical memory from to 28K words. 

Physical memory above the 28K word boundary. 



1 1 .1 .1 What the Linker Does 



Tf x±&i.a UJ.1C 11UA.CX pi.u\.,cooco mc luctu. liiuuuica, iL peiiuiiiia Lue iuxiuLiuim imieu. 
below. 






Relocates your program module and assigns absolute addresses 

Links the modules by correlating global sjrmbols that are defined in one 
module and referenced in another 

Creates the initial control block for the linked orogram that the GET, R- 
RUN, SRUN, and FRUN commands use 

Creates an overlay structure, if specified, and includes the necessary 
run-time overlay handlers and tables 

Searches the library files you specify to locate unresolved global symbols 
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• Produces a load map, if specified, that shows the layout of the load 
module 

• Produces a symbol table definition file, if specified 

The linker requires two passes over the input modules. During the first pass 
it constructs the symbol table, which includes all program section names 
and global symbols in the input modules. Next, the linker seems the library 
files to resolve undefined global symbols. It links only those modules that 
are required to resolve undefined global symbols. During the second pass, 

Lnt; illlKer rcauS m uuJcCl uiuuulco, pcri.Oi.iiia iiiuaw ui uiic iiiiivKivfiio lioucu. 

above, and produces the load module. 

The linker runs in a minimal RT-11 system of 8K words of memory; any 
additional memory is used to facilitate linking and to extend the size of the 
symbol table. The linker accepts input from any random-access volume on 
the system; there must be at least one random-access volume (disk, diskette, 
DECtape, or DECtape II) for memory image or relocatable format output. 



11 .1 .2 How the Linker Structures the Load Module 

When the linker processes the assembled or compiled object modules, it cre- 
ates a load module in which it has assigned all absolute addresses, has cre- 
ated an absolute section, and has allocated memory for the program 
sections. 

11.1.2.1 Absolute Section — The absolute section is often called the 
ASECT because the assembler directive .ASECT allows information to be 
stored there. The absolute section appears in the load map with the name 
. ABS., and is always the first section in the listing. The absolute section 
typically ends at address 1000 (octal) and contains the following: 

• a system communication area 

• hardware vectors 

• user stack 

The system communication area resides in locations 0-377, and contains 
data the linker uses to pass program control parameters and a memory 
usage bitmap. Section 11.3.3 provides a detailed description of each location 
in the system communication area. 

The stack is an area that a program can use for temporary storage and sub- 
routine linkage. General register 6, the stack pointer (SP), references the 
stack. 

11.1.2.2 Program Sections — The program sections (p-sects) follow the 
absolute section. The set of attributes associated with each p-sect controls 
the allocation and placement of the section within the load module. The p- 
sect, as the basic unit of memory for a program, has: 
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• a name by which it can be referenced 

• a set of attributes that define its contents, mode of access, allocation, and 
placement in memory 

• a length that determines how much storage is reserved for the p-sect 

You create p-sects by using a COMMON statement in FORTRAN, or the 
.PSECT (or .CSECT) directive in MACRO. You can use the .PSECT (or 
.CSECT) directive to attach attributes to the section. Note that the attri- 
butes that follow the p-sect name in the load map are not part of the name; 
only the name itself distinguishes one p-sect from another. You should make 
sure, then, that p-sects of the same name that you want to link together also 
have the same attribute list. If the linker encounters p-sects with the same 
name that have different attributes, it prints a warning message and uses 
the attributes from the first time it encountered the p-sect. 

Program Section Attributes 

The linker collects from the input modules scattered references to a p-sect 
and combines them in a single area of the load module. The attributes, 
which are listed in Table 11-1, control the way the linker collects and places 
this unit of storage. 

Table 1 1-1: P-sect Attributes 



Attribute 


Value 


Explanation 


access-code* 

type-code 
scope-code 

reloc-code 
alloc-code 


RW 
RO 

D 

I 

GBL 

LCL 

REL 
ABS 
CON 

OVR 


Read/Write — data can be read from, and written into, the p- 
sect. 

Read Only — data can be read from, but cannot be written 
into, the p-sect. 

Data — the p-sect contains data, concatenated by byte. 

Instruction — the p-sect contains either instructions, or data 
and instructions, concatenated by word. 

Global — the p-sect name is recognized across segment bound- 
aries. The linker allocates storage in the root for the p-sect 
from references outside the defining overlay segment. If the p- 
sect is referenced only in one segment, that p-sect has space 
allocated in that segment only. 

Local — the p-sect name is recognized only within each indi- 
vidual segment. The linker allocates storage for the p-sect 
from references within the segment only. 

Relocatable — the base address of the p-sect is relocated rela- 
tive to the virtual base address of the program. 

Absolute — the base address of the p-sect is not relocated. It is 
always 0. 

Concatenate — all allocations to a given p-sect name are con- 
catenated. The total allocation is the sum of the individual 
allocations. 

Overlay — all allocations to a given p-sect name overlay each 
other. The total allocation is the length of the longest individ- 
ual allocation. 



'' Not supported 
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The scope-code is meaningful only when you define an overlay structure for 
the program. In an overlaid program, a global section is known throughout 
the entire program. Object modules contribute to only one global section of 
the same name. If two or more segments contribute to a global section, then 

In contrast to global sections, local sections are only known within a particu- 
lar program segment. Because of this, several local sections of the same 
name can appear in different segments. Thus, several object modules con- 
tributing to a local section do so only within each segment. An example of a 
global section is named COMMON in FORTRAN. An exam-ple of a local sec- 
tion is the default blank section for each macro routine. 

The alloc-code determines the starting address and length of memory allo- 
cated by modules that reference a common p-sect. If the alloc-code indicates 
that such a p-sect is to be overlaid, the linker stores the allocations from 
each module starting at the same location in memory. It determines the 
total size from the length of the longest reference to the p-sect. Each mod- 
ule's allocation of memory to a location overwrites that of a previous mod- 
ule. If the alloc-code indicates that a p-sect is to be concatenated, the linker 
places the allocations from the modules one after the other in the load mod- 
ule; it determines the total allocation from the sum of the lengths of the 
contributions. 

Any data (D) p-sect that contains references to word labels must start on a 
word boundary. You can do this by using the .EVEN assembler directive at 
the end of each module's concatenated p-sect. (If you do not do this, the pro- 
gram may fail to link, printing the message ?LINK-F-Word relocation 
error.) 

The allocation of memory for a p-sect always begins on a word boundary. If 
the p-sect has the D (data) and CON (concatenate) attributes, all storage 
that subsequent modules contribute is appended to the last byte of the pre- 

— -• n J.: mi-.' t.„.i-l.„_„. ~4- 4-U»^ U.,4-» 4» »« „ ...^«J Um,v^Jr.»^T 
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For a p-sect with the I (instruction) and CON attributes, however, all stor- 
age that subsequent modules contribute begins at the nearest following 
word boundary. 

The .CSECT directive of MACRO is converted internally by both MACRO 
and the linker to an equivalent .PSECT with fixed attributes. An unnamed 
CSECT (blank section) is the same as a blank PSECT with the attributes 
RW, I, LCL, REL, and CON. 

A named CSECT is equivalent to a named PSECT with the attributes RW, I, 
GBL, REL, and OVR. Table 11-2 shows these sections and their attributes. 
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Table 11-2: Section Attributes 



Section 


access- 
code 


type- 
code 


scope- 
code 


reloc- 
code 


alloc- 
code 


CSECT 


RW 


I 


LCL 


REL 


CON 


CSECTname 


RW 


I 


GBL 


REL 


OVR 


ASECTCABS.) 


RW 


I 


GBL 


ABS 


OVR 


COMMON/name/ 


RW 


D 


GBL 


REL 


OVR 


VSECT (. VIR.) 


RW 


D 


GBL 


REL 


CON 



The names assigned to p-sects are not considered to be global symbols; you 
cannot reference them as such. For example: 



MOM 



*PNAME»RO 



This statement, where PNAME is the name of a section, is invalid and gen- 
erates the undefined global error message if no global symbol of PNAME 
exists. A name can be the same for both a p-sect name and a global symbol. 
The linker treats them separately. 

Program Section Order 

The linker determines the memory allocation of p-sects by the order of 
occurrence of the p-sects in the input modules. Table 11-3 shows the order in 
which p-sects appear for both overlaid and nonoverlaid files. 

Table 1 1-3: P-sect Order 



Nonoverlaid 


Overlaid 


absolute (. ABS) 

blank 

named (NAME) 


absolute (. ABS) 

overlay handler ($OHAND) 

overlay table ($OTABL) 

blank 

named (NAME) 



If there is more than one named section, the named sections appear in the 
order in which they occur in the input files. For example, the FORTRAN 
compiler arranges the p-sects in the main program module so that the USR 
can swap over pure code in low memory rather than over data required by 
the function making the USR call. 

If the size of the blank p-sect is 0, it does not appear in the load map. 



1 1 .1 .3 Global Symbols: Communication Links Between Modules 

Global symbols provide the link, or communication, between object modules. 
You create global symbols with the .GLOBL or .ENABL GBL assembler 
directive (or with double colon, ::, double equals sign, = = , or by = = :). If the 
global symbol is defined in an object module (as a label using :: or by direct 
assignment using = = ), other object modules can reference it. If the global 
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sjnnbol is not defined in the object module, it is an external symbol and is 
assumed to be defined in some other object module. If a global symbol is used 
as a label in a routine, it is often called an entry point — that is, it is an 
entry point to that subroutine. 

As the linker reads the object modules it keeps track of all global symbol def- 
initions and references. It then modifies the instructions and data that refer- 
ence the global symbols. The linker always prints undefined globals on the 
console terminal after pass 1. If you request a load map on the terminal, 
they also appear at the end of the load map. 

Table 11-4 shows how the linker resolves global references when it creates 
the load module. 



Table 11—4: Global Reference Resolution 



Module 


Global 


Global 


Name 


Definition 


Reference 


INI 


Bl 


A 




B2 


LI 
CI 
XXX 


IN2 


A 
Bl 


B2 


INS 




Bl 



In processing the first module, INI, the linker finds definitions for Bl and 
B2, and references to A, LI, CI, and XXX. Because no definition currently 
exists for these references, the linker defers the resolution of these global 
symbols. In processing the next module, IN2, the linker finds a definition for 
A that resolves the previous reference, and a reference to B2 that can be 






When all the object modules have been processed, the linker has three unre- 
solved global references remaining: LI, CI, and XXX. A search of the 
default system library resolves XXX. The global symbols LI and CI remain 
unresolved and are, therefore, listed as undefined global symbols. 

The relocatable global symbol, Bl, is defined twice and is listed on the termi- 
nal as a global symbol with multiple definitions. The linker uses the first 
definition of such a symbol. An absolute global S5Tnbol can be defined more 
than once without being listed as having multiple definitions, as long as 
each occurrence of the symbol has the same value. 



11 .2 Calling and Using the Linker 

To call the linker from the system device, respond to the dot printed by the 
keyboard monitor by typing: 

R LINK ■■•iiRET;^ 
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The Command String Interpreter prints an asterisk at the left margin of the 
console terminal when it is ready to accept a command line. If you enter only 
a carriage return at this point, the linker prints its current version number. 

Type two CTRL/Cs to halt the linker at any time (or a single CTRL/C to halt 
the linker when it is waiting for console terminal input) and return control 
to the monitor. To restart the linker, type R LINK or REENTER in response 
to the monitor's dot. 

The first command string you enter in response to the linker's prompt has 
this syntax: 

[bin-filespec],[map-filespec],[stb-filespec] = obj-filespec[/option...][,...obj-filespec[/option...]] 
where: 

bin-filespec represents the device, file name, and file tj^e to be 
assigned to the linker's output load module file 

map-filespec represents the device, file name, and file type of the 
load map output file 

stb-filespec represents the device, file name, and file type of the 
sjrmbol definition file 

obj-filespec represents an object module, a library file, or a symbol 
table file, created in a previous link 

/option is one of the options listed in Table 1 1-6 

In each file specification above, the device should be a random-access device, 
with these exceptions: the output device for the load map file can be any 
RT-11 device, as can the output device for an .LDA file if you use the /L 
option. If you do not specify a device, the linker uses default device DK:. 
Note that the linker load map contains lower-case characters. Use the SET 
LP LC command to enable lower-case printing if your printer has lower-case 
characters. 

If you do not specify an output file, the linker assumes that you do not want 
the associated output. For example, if you do not specify the load module and 
load map (by using a comma in place of each file specification) the linker 
prints only error messages, if any occur. 

Table 11-5 shows the default values for each specification. 
Table 1 1-5: Linker Defaults 



Load Module 
Map Output 


Device 


File Name 


File Type 


DK: 

DK: or same 
as load 
module 


none 
none 


SAV, REL(/R), LDA(/L) 
MAP 



(continued on next page) 
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Table 1 1-5: Linker Defaults (Cont.) 



Symbol 


Device 


File Name 


FOeType 


DK: or same 


none 


STB 


Definition 


as previous 






Output 


output device 






Object Module 


DK: or same 
as previous 
object module 


none 


OBJ 



If you make a syntax error in a command string, the system prints an error 
message. You can then retype the new command string following the aster- 
isk. Similarly, If you specify a nonexistent file, a warning error occurs; con- 
trol returns to the Command String Interpreter, an asterisk prints and you 
can reenter the command string. 

Table 11-6 lists the options associated with the linker. You must precede 
the letter representing each option by the slash character. Options must 
appear on the line indicated if you continue the input on more than one line, 
but you can position them ansrwhere on the line. The column titled Com- 
mand Line lists on which line in the command string the option can appear. 
(Section 11.5 provides a more detailed explanation of each option.) 



Table 11-6: Linker Options 


Option 
Name 


Command 
Line 


Section 


Explanation 


/A 


first 


11.5.1 


Lists global symbols in program sections in alphabe- 
tical order. 


/B:n 


first 


11.5.2 


Changes the bottom address of a program to n 
(invalid with /H and /R). 


/C 


any but last 


11.5.3 


Continues input specification on another command 
line. (You can also use /C A'^ with 10; do not use /C 
with the // option.) 


/E:n 


first 


11.5.4 


Extends a particular program section in the root to a 
specific value. 


/F 


first 


11.5.5 


Instructs the linker to use the default FORTRAN 
library, FORLIB.OBJ; this option is provided only 
for compatibility with previous versions of RT-11. 


/G 


first 


11.5.6 


Adjusts the size of the linker's library directory buf- 
fer to accommodate the largest multiple definition 
library directory. 


/H:n 


first 


11.5,7 


Specifies the top (highest) address to be used by the 
relocatable code in the load module. Invalid with /B, 
/R, /Y and /Q. 


/I 


first 


11.5.8 


Extracts the global symbols you specify (and their 
associated object modules) from the library and links 
them into the load module. 



(continued on next page) 
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Table 11-6: Linker Options (Cont.) 



Option 
Name 



/K:n 



/L 



/M[:n] 



/0:n 



/P:n 



Command 
Line 



first 



first 



first 



any, but first 



first 



/Q 



/R[:n] 



/S 



/T[:n] 



/U:n 



A^ 



/X 



/Y:n 



/Z:n 



first 



first 



first 



first 



first 



first 



ally out lii at 



Section 



first 
first 



first 



first 



first and last 



11.5.9 



11.5.10 



11.5.11 



11.5.12 



11.5.13 



11.5.14 



11.5.15 



11.5.16 



11.5.17 



11.5.18 



11.5.19 



11.5.20 
11.5.21 



11.5.22 



11.5.23 



11.5.3 



Explanation 



Inserts the value you specify (the valid range for n is 
from 1 to 28) into word 56 of block of the image file; 
this option is provided only for compatibility with the 
ESTS operating system. Invalid with /R. 

Produces a formatted binary output file (invalid for 
overlaid programs and for foreground links). 

Cause the linker to prompt you for a global symbol 
that represents the stack address or that sets the 
stack address to the value n. Do not use with /R. 

Indicates that the program is an overlay structure; n 
specifies the overlay region to which the module is 
assigned. Invalid with /L. 

Changes the default amount of space the linker uses 
for a library routines list. 

Lets you specify the base addresses of up to eight root 
program sections. Invalid with /H or /R. 

Produces output in relocatable format and can 
indicate stack size for a foreground job. Invalid with 
/B, /H, /K, and /L, fV. 

Makes the maximum amount of space in memory 
available for the linker's symbol table. (Use this 
option only when a particular link stream causes a 
symbol table overflow.) 

Cause the linker to prompt you for a global symbol 
that represents the transfer address or that sets the 
transfer address to the value n. 

Rounds up the root program section you specify so 
that the size of the root segment is a whole number 
multiple of the value you supply (n must be a power 

Enables special .SETTOP and .LIMIT features pro- 
vided by the XM monitor. Invalid with /R and /L. 

IiiJicaLet) LiiaL an extended memory overlay segment 
is to be mapped in virtual region n, and optionally in 
partition m. 

Directs the linker to produce a wide load map listing. 

Does not output the bitmap if the code is placed over 
the bitmap (location 360-377). This option is pro- 
vided only for compatibility with the RSTS operating 
system. 

Starts a specific program section in the root on a par- 
ticular address boundary. Invalid with /H. 

Sets unused locations in the load module to the 
value n. 

Allows you to specify command string input on addi- 
tional lines. Do not use this option with /C. 
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11.3 Input and Output 



Linker input and output is in the form of modules; the linker uses one or 
more input modules to produce a single output (load) module. The linker 
also accepts library modules and symbol table definition files as input, and 
can produce a load map and/or sjnnbol table definition file. The sections that 
follow describe all valid forms of input to and output from the linker. 



1 1 .3.1 input Object Modules 

Object files, consisting of one or more object modules, are the input to the 
linker. (Entering files that are not object modules may result in a fatal 
error.) Object modules are created by language translators such as the FOR- 
TRAN compiler and the MACRO-11 assembler. The module name item 
declares the name of the object module (see Section 11.3.4). 

The first six Radix-50 characters of the .TITLE assembler directive are used 
as the name of the object module. These six characters must be Radix— 50 
characters (the linker ignores any characters beyond the sixth character). 
The linker prints the first module name it encounters in the input file 
stream (normally the main routine of the program) on the second line of the 
map following TITLE:. The linker also uses the first identity labelTissued by 
the .IDENT directive) for the load map. It ignores additional module names. 

The linker reads each object module twice. During the first pass it reads 
each object module to construct a global symbol table and to assign absolute 
values to the program section names and global symbols. The linker uses 
the library files to resolve undefined globals. It places their associated object 
modules in the root. On the second of its two passes, the linker reads the 
object modules, links and relocates the modules, and outputs the load 
module. 

Symbol table definition files are special object files that can serve as input to 
LINK anywhere other object files are allowed. 



1 1 .3.2 Input Library Modules 

The RT-11 linker can automatically search libraries. Libraries consist of 
library files, which are specially formatted files produced by the librarian 
program (described in Chapter 12) that contain one or more object modules. 
The object modules provide routines and functions to aid you in meeting spe- 
cific programming needs. (For example, FORTRAN has a set of modules con- 
taining all necessary computational functions — SQRT, SIN, COS, and so 
on.) You can use the librarian to create and update libraries. Then you can 
easily access routines that you use repeatedly or routines that different pro- 
grams use. Selected modules from the appropriate library file are linked as 
needed with your program to produce one load module. Libraries are further 
described in Chapter 12. 
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NOTE 

Library files that you combine with the monitor COPY 
command or with the PIP /U or /B option are invalid as 
input to both the linker and the librarian. 

You specify libraries in a command string in the same way as you specify 
normal modules; you can include them anywhere in the command string. If 
you are creating an overlay structure, specify libraries before you specify 
the overlay structure. Do not specify libraries on the same line as overlay 
segments. If a global symbol is undefined at the time the linker encounters 
the library in the input stream, and if a module is included in the library 
that contains that global definition, then the linker pulls that module from 
the library and links it into the load image. Only the modules needed to 
resolve references are pulled from the library; unreferenced modules are not 
linked. 

Modules in one library can call modules from another library; however, the 
libraries must appear in the command string in the order in which they are 
called. For example, assume module X in library ALIB calls Y from the 
BLIB library. To correctly resolve all globals, the order of ALIB and BLIB 
should appear in the command line as: 

!t:Z=BrALIBrEiLIB i 

Module B is the root. It calls X from ALIB and brings X into the root. X in 
turn calls Y, which is brought from BLIB into the root. 

Library Module Processing 

The linker selectively relocates and links object modules from specific user 
libraries that were built by the librarian. Figure 11-1 diagrams this general 
process. During pass 1 the linker processes the input files in the order in 
which they appear in the input command line. If the linker encounters a 
library file during pass 1, it takes note of the library in an internal save 
status block, and then proceeds to the next file. The linker processes only 
non-library files during the initial phase of pass 1. In the final phase of pass 
1 the linker processes only library files. This is when it resolves the unde- 
fined globals that were referenced by the non-library files. 

The linker processes library files in the order in which they appear in the 
input command line. The default system library (SY:SYSLIB.OBJ) is 
always processed last. 

The search method the linker uses allows modules to appear in any order in 
the library. You can specify any number of libraries in a link and they can 
be positioned anywhere, with the exception of forward references between 
libraries, and they must come before the overlay structure. The default sys- 
tem library, SYrSYSLIB.OBJ, is the last library file the linker searches to 
resolve any remaining undefined globals. 

Some languages, such as FORTF.AN, have an Object Time System (OTS) 
that the linker takes from a library and includes in the final module. The 
most efficient way to accomplish this is to include these OTS routines (such 
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as NHD, OTSCOM, and V2NS for FORTRAN) in SY:SYSLIB.OBJ. See the 
RT-11 Installation and System Generation Guide for details on how to do 
this. 

Libraries are input to the linker the same way as other input files. Here is a 
sample LINK command string: 

*TASK01fLP{=MAIN»MEASUR 

This causes program MAIN.OBJ to be read from DK: as the first input file. 
Any undefined symbols generated by program MAIN.OBJ should be satis- 
fied by the library file MEASUR.OBJ specified in the second input file. The 
linker tries to satisfy any remaining undefined globals from the default 
library, SY:SYSLIB.OBJ. The load module, TASKOl.SAV, is stored on DK: 
and a load map prints on the line printer. 

Figure 11-1: Library Searches 



> 




READ AS MUCH OF LIBRARY 
DIRECTORY AS POSSIBLE , 



SEARCH FOR UNDEFINED 

GLOBALS FROM LIBRARY 
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Multiple Definition Libraries 

In addition to the libraries explained so far, LINK processes multiple definir 
tion libraries. DIGITAL does not recommend that you use this type of 
library in normal situations; its primary purpose is to provide special func- 
tions for RSTS. These libraries differ from other libraries in that they can 
contain more than one definition for a given global. You specify multiple 
definition libraries in the command line the same way you specify normal 
libraries. Modules that LINK obtains from multiple definition libraries 
always appear in the root. 

It is useful to be aware of the differences between processing normal and 
multiple definition libraries. When you include modules from a multiple def- 
inition library, LINK has to store that library's directory in an internal buf- 
fer. A library's directory is often called an entry point table (EPT). If a 
library EPT is too large to fit into the internal buffer, LINK prints a mes- 
sage instructing you to use the /G option, the /G option changes the buffer's 
size to accommodate the largest EPT of all the multiple definition libraries 
you are using. Use the /G option only when LINK indicates it is required. 

When a global symbol from a multiple definition library matches an unde- 
fined global, LINK removes from the undefined global list all other globals 
defined in the same library. LINK does this before it processes the library 
module. Thus, two modules with identical globals will not appear in the 
linked module. 

NOTE 

The order of modules in multiple definition libraries is very 
important and will affect which modules LINK uses. The 
increased EPT size (due to duplicate entries, in addition to 
module name entries) will also slow LINK down. 



I i.o.u v/uiput i_uau muuuit; 

The primary output of the linker is a load module that you can run under 
RT— 11. The linker rreatps as a InaH mnrliilp. a mpmnrv imnor«i file, ("filo tima r.f 

.SAV) for use under a single-job system or the background job, and save 
images can also be run as virtual foreground jobs in the XM monitor. If you 
need to execute a program in the foreground, use the /R option to produce a 
relocatable format (file type of .RED foreground load module. The linker 
can produce an absolute load module (file type of .LDA) if you need to load 
the module with the Absolute Loader. See the RT-11 Software Support 
Manual for more details on these formats. 

The load module for a memory image file is arranged as follows: 



Root Segment 


Overlay Segments 
(optional) 
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For a relocatable image file the load modules are arranged as follows: 



Root Segment 


Overlay Segments 
(optional) 


Relocation information for root and 
overlay segments 



The first 256- word block of the root segment (main program) contains the 
memory usage bitmap and the locations the linker uses to pass program con- 
trol parameters. The memory usage bitmap outlines the blocks of memory 
that the load module uses; it is located in locations 360 through 377. 

Table 11-7 lists the parameters that appear in the absolute block, the 
addresses the parameters occupy, and the conditions under which they are 
set. 

Table 1 1-7: Absolute Block Parameters Information 



Address 





2 

14,16 

20,22 

34,36 

40 

42 

44 

46 

50 

52 

54 

56 

60 

62 

64 

66 

360-377 



Information 



When Set 



Identification of a program that was created with fV option 

Highest virtual memory address used by the program 

(XM only) BPT trap 

(XM only) lOT trap 

TRAP vector 

Start address of program 

Initial setting of SP (stack pointer) 

Job Status Word (overlay bit set by LINK) 

USR swap (set by user) address (0 implies normal location) 

Highest memory address used by the program (high limit) 

Size of root segment in bytes 

Stack size in bytes (value with /R or default 128) 

Size of overlay region in bytes 

Identification of a file in relocatable (REL) format 

Relative block number for start of relocation information 

Start address of overlay table 

Start of the virtual overlay segment information in overlay 
handler tables 

Memory usage bitmap 



only with A^ 
only with fV 
only vsdth /R 
only with /R 
only with /R 
always 
always 
always 
always 
always 
only with /R 
only with /R 
only with /R 
only with /R 
only with /R 
with /O or A^ 

only with fV 

always, 
except with 
/Xor/L 



The linker stores default values in locations 40, 42, and 50, unless you use 
options to specify otherwise. The /T option affects location 40, for example, 
and /M affects location 42. You can also use the .ASECT directive to change 
the defaults. The overlay bit is located in the job status word. LINK auto- 
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matically sets this bit if the program is overlaid. Otherwise, the linker 
initially sets location 44 to 0. Location 46 also contains zero unless you spec- 
ify another value by using the .ASECT directive. 

You can assign initial values to memory locations 0-476 (which include the 
interrupt vectors and system communication area) by using an .ASECT 
assembler directive. The values appear in block of the load module, but 
there are restrictions on the use of .ASECT directives in this region. You 
should not modify location 54 or locations 360-377 because the memory 
usage map is passed in those locations. In addition, for foreground links, 
modifications of words 52-62 are not permitted because additional parame- 
ters are passed to the FRUN command in those locations. 

You can use an ASECT directive to set any location that is not restricted, 
but be careful if you change the system communication area. The program 
itself must initialize restricted areas, such as locations 360-377. There are 
no restrictions on .ASECT directives if the output format is LDA. 

Locations in addresses 0-476 might not be loaded at execution time, even 
though your program uses an ASECT to initialize them. For background 
programs, this is because the R, RUN, and GET commands do not load 
addresses that are protected by the monitor's memory protection map. For 
foreground programs, the FRUN command loads only locations 14-22 and 
34-50 and ignores all other low memory location. To initialize a location at 
run time, use the .PROTECT programmed request. If it is successful, follow 
it with a MOV instruction to modify the location. 



1 1 .3.4 Output Load Map 

The linker can produce a load map following the completion of the initial 
pass. This map, shown in Figure 11-2, diagrams the layout of memory for 
the load module. 

X lie lOau map liSbS eacn program section txiat is mciuueu m tiie linKing proc- 
ess. The line for a section includes the name and low address of the section 
and its size in bytes. The rest of the line lists the program section attributes, 
as shown in Table 11 — 3. The remainin*^ columns con^*-*in ^h*-* o'I^^^qI otttviK/^Io 
found in the section and their values. 

The map begins with the linker version number, followed by the date and 
time the program was linked. The second line lists the file name of the pro- 
gram, its title (which is determined by the first module name record in the 
input file), and the first identification record found. The absolute section is 
always shown first, followed by any nonrelocatable symbols. The modules 
located in the root segment of the load module are listed next, followed by 
those modules that were assigned to overlays in order by their region num- 
ber (see Section 11.6). Any undefined global symbols are then listed. The 
map ends with the transfer address (start address) and high limit of reloca- 
table code in both octal bytes and decimal words. 
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NOTE 

The load map does not reflect the absolute addresses for a 
REL file that you create to run as a foreground job; you 
must add the base relocation address determined at FRUN 

base address of 1000. 
For example, assume the FRUN command is used to run the program TEST: 

♦FRUN TEST/P 
Loaded at 127276 

The /P option causes FRUN to print the load address, which is 127276 in this 
example. To calculate the actual location in memory of any global in the pro- 
gram, first subtract 1000 from that global's value. (The value 1000 repre- 
sents the base address assigned by the linker. This offset is not used at load 
time.) Then add the result to the load address determined with /P. The final 
result represents the absolute location of the global. 

Figure 11-2: Sample Load Map 

1 RT-li LINK y06.01 Load Map Ued 20-Jun-79 11:25:28 

2 TEST .SAV Title: TEST Ident: 
3 

4 Section Addr Size Global Ualue Global Value Global Value 

5 

6 . ABS* 000000 001000 (RUr I rGBLr ABSrOVR) 

7 001000 000200 (RUf I »LCL»RELf CON) 

8 TEST 001200 000174 (RUr I rLCL jRELi-CON) 

9 ■ START 001200 EXIT 001240 

10 

11 Transfer address = 001200- Hiah limit = 001372 = 331. words 

Table 11-8 describes each line in the sample load map above. 
Table 11-8: Line-by-Line Sample Load Map Description 



Line 



Contents 



8-9 



11 



Load map header 

Program name, program title (.MAIN, default) and identity (default is blank) 

P-sect description header. Section indicates the p-sect name; Addr indicates the p- 
sect start address; Size indicates p-sect length in octal bytes; Global and Value list 
the p-sect globals and their associated octal values. 

Absolute p-sect, . ABS. This line includes the absolute p-sect's start address, length 
and attributes (for a complete description of these abbreviations, see Table 11-3). 
The linker always includes a . ABS. p-sect in the link. 

Unnamed p-sect. This p-sect appears in the load map after the absolute p-sect. For 
overlaid programs, the unnamed p-sect appears in the load map after the overlay 
table p-sect (see Figure 11-11). 

TEST p-sect. Line 9 lists TEST'S two globals, START and EXIT, with their associ- 
ated values. 

Transfer address indicates the address in memory where the program starts. High 
limit indicates the last address used by the program. The number of words in the pro- 
gram appeeu-s last. 
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11 .4 Creating an Overlay Structure 

The ability of RT-11 to handle overlays gives you virtually unlimited mem- 
ory space for an assembly language or FORTRAN program. A program 
using overlays can be much larger than would normally fit in the available 
memory space, since portions of the program reside on a storage device such 
as disk or DECtape. To utilize this capability, you must define an overlay 
structure for your program. 

Prior to version 4, RT-11 permitted overlays to be placed only in low mem- 
ory. Now you can place them in extended memory, too, if you nm your pro- 
gram on a system that has an extended memory configuration and XM 
monitor. Overlays that reside in low memory are called low memory over- 
lays, and those in extended memory are called extended memory overlays. 

Section 11.4.1, Low Memory Overlays, describes low memory overlays in 
general and shows how to define a low memory overlay structure for your 
program. Section 11.4.2, Extended Memory Overlays, deals specifically with 
extended memory overlays, and shows how to define an overlay structure 
that has either extended memory overlays only or both extended memory 
and low memory overlays. 

Read 11.4.1 before reading 11.4.2, because much of the information con- 
tained in the first subsection applies to the second subsection. 



1 1 .4.1 Low Memory Overlays 

An overlay structure divides a program into segments. For each overlaid 
program there is one root segment and a number of overlay segments. Each 
overlay segment is assigned to a particular area of available memory called 
an overlay region. More than one overlay segment can be assigned to a 
given overlay region. However, each region of memory is occupied by one 
(and only one) of its assigned segments at a time. The other segments 
assigned to that region are stored on disk, diskette, DECtape, or DECtape II. 
They are brought into memory when called, replacing (overlaying) the seg- 
ment previously stored in that region. The root segment, on the other hand, 
contains those parLis of the program that must always be memory resident. 
Therefore the root is never overlaid by another segment. 

Figure 11-3 diagrams an overlay structure for a FORTRAN program. The 
main program is placed in the root segment and is never overlaid. The vari- 
ous MACRO subroutines and FORTRAN subprograms are placed in overlay 
segments. Each overlay segment is assigned to an overlay region and stored 
on DECtape until called into memory. For example, region 2 is shared by 
the MACRO subroutine A currently in memory and the MACRO subroutine 
B in segment 4. When a call is made to subroutine B, segment 4 is brought 
into region 2 of memory, overlaying or replacing segment 3. 

The overlay file, shown on the DECtape in Figure 11-3, is created by the 
linker when you specify an overlay structure. The overlay file contains at all 
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times a copy of the root segment and each overlay segment, including those 
overlay segments currently in memory. 

F^ure 11-3: Sample Overlay Structure for a FORTRAN Program 



i high 



low 



REGION 3 



SEGMENT 6 
FORTRAN subprogram 



REGION 2 



SEGMENTS 
MACRO subroutine A 



REGION 1 



SEGMENT 2 
FORTRAN subprogram 



ROOT 



FORTRAN main program 



memory 



segment 6 



Region 3 
segment 5 



Region 2 

segment 4 

MACRO 

subroutine B 



Region 2 
segment 3 



Region 1 
segment 2 



Region 1 
segment 1 



ROOT 

FORTRAN 

main program 



Block 

nf Ouarlau FMp 
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You specify an overlay structure to the linker by using the /O option (see 
Figiire 11—4). To specify an overlay structure that uses extended memory, 
use the A'^ option (see Section 11.4.2 for a discussion of extended memory 
overlays). This option is described fully in Section 11.4.2.4. 

Figure 11-4: Overlay Scheme 



Command line: 

A=A// 
B/0:1 
C/0:1 

D/0:2 
E/0:2 

// 



=Root 
=Segment 1 
=Segment 2 

=Segment 3 
=Segment 4 



} 
} 



high 



Region 1 
Region 2 



low 



W/M 


E 


D 


B 


W/M 


c 


A 



Region 2 
Region 1 
Root 



The linker calculates the size of any region to be the size of the largest seg- 
ment assigned to that region. Thus, to reduce the size of a program (that is, 
the amount of memory it needs), you should first concentrate on reducing 
the size of the largest segment in each region. The linker delineates the 
overlay regions you specify, and prefaces your program with the run-time 
overlay handler code shown in Figure 11-5. The linker also sets up links 
between the overlay handler and program references to routines that reside 
in overlays. When, at run time, a reference is made to a section of your pro- 
gram that is not currently in memory, these links cause an overlay to be 
read into memory. The overlay segment containing the referenced code 
becomes resident. 

Figure 11-5: The Run-Time Overlay Handler 

.SBITL TAi. RUN-TI.ME DVcRLAV HA.NDLER 



Tap CTtinjrM:: rnn-a tc rii/rnnrn tm t>3J iics 



o u T lie 



LINKER WHEKE»ER LOil MEMORY OtfERLAVS AR-i KSQJEST^O RY TiiK USift. 
THE KDN-riME LOW «E»iOkY OVERLAY HAi»3L2R IS :AL[.EJ 3Y A DUm;-.Y 
SUBRQJTISiE OK THE FDLLOrfING fOR!<: 



U « Laii ii^tM.^ 



.kOSD <0»SKLAif Jf *6> ;# 3f DiSIRFD S5GMSNT 

•BOaD <E«Tk¥ ADOR> ;ACrUAL CORE AJDR (VIRTUAL ADOR) 

ONE Da?4j»Y ROUIIIIE OF Irtfi AEOVE FO^rt IS STORED II. iHE RESIDENT P3RriDN 

OF tilS USER'S PROGRAM ?0R EACH ENTRY POINT TO A LOS MEMORY OVERLAY SE'JMEtiT. 

ALL REFEi<£NC2S TO TBE ENTRY POIST ARE MODIFIED EV fiii LINKER TO PE 

ftEFERESiCeS TO THE APPROPRIATE DU.MSY SDailNE. E4CU OVERLAY SEGMENT 

IS CALLED INTO CORE AS A UNIT A!iD -UST BE C3NIIGU0US IiJ CORE. AU 

OVERLAY SEGMENT MAY hAVE ANY NUMBER OF SaTRf POINTS, TO THE LIMITS 

OF CORE MEKOftV. OKLY OSE SEGMENT AT A tVAi. MAY OCCJPY AN UVEKLAY REGIOJ). 

THERE IS ONE WORD i'REFIXED TO EVERY OVERLAY RiGIOM TKAT IOlNTIFIES THL 
SEGMENT CURRENTLY RESIDENT IS THAT DViRLAY aESION. THIS iiORO IS AS IKDEX 
IMI3 THE OVERLAY TABLE, AND POINTS IT THE OVERLAY S?GMEMI INF OR'^ATIDN. 

UMDEFmEb GLOBALS IN TiiE OVERLAY ilANDLErf MUST BE NAMEC "SOVDH" TO 
"SOVOFn" SUCH tHAT A PAK'Gf: CWCJC HAY ^R DllNP f4V \AH' TO p-T'KMIiiiK IF 
THE UNDEFINED GLOBAL NAME IS FROM THE QiTERLAY HANDLER. A CHECK IS 
DONE OS THE .RAD50 CHARACTERS "30V", AND THSH A ^iANGE CHECK IS DONE ON 
THE .SAD50 CHAkJTSbS "DFl" I'O "DFn". THESE iL3PAu SYMBOLS DO NOT APPEAR 

(continued on next page) 
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OS LIMK MAPS, SISCE THEIR VALUE IS SOT SSOJiS JSTILL AFIEH 1H£ HAP HAS BEE*) 
PRINTED. CORRENTLV SOSDFl TD $D¥DFS ASS IN JSR. 

GLOBAL SYKBOLS OSREAD, ASD DSDDSE A9E USFFULL W4ES D:lBUGGING 
OrERLAID PROGRAMS. 



Q$HEAa:: bill APPEAS in the LIHK Ak?, A'iO LOCATES THE 
STATENKMT IH THE OVERLAY HASDLER. 



.P.£*D*< 



a$DONE:: WILL APPEAR IN THa LI.vK MSP, ASO LOCATES THE flP.ST 
IHSrHOCriaS after the .RSAOiI in the overlay HAJiDLSS. 



-•fCALL .fiEiDfe, 
..VI.. 



. . in . 



;\fl FQRrfAT 
SflFTL OVERLAY KAdOLEF CODE 



.PSECT $0itAi<D,G8L 



.EtJABL SBL 
.ENABL LSB 

; »0VR3 IS IKE H'STRY POIwT TO TH2 OlfSSLAY K.^NDL^R 



.FAD50 /aVS/ 

S3¥RHS5 MOV RO,-{SF) 

MOV R1,-(SP) 

MUV «2,-(SPJ 



;rHIS KSLPS rfA.^OL?R till SAME SIZE AS V03 
;/0 OVERLAY SNTkY ?01*T 
;SAIi'£ REGISTERS 



is: 



2$: 



BR 


5S 


kOV 


@R5/R1 


ADD 


#S31fTAfi-6,n 


MOV 


(»<l)+,Ri 


CMP 


(.H5)*,m2 


BEQ 


3S 



;firsi :all osly • * * 

;PICK U? OVERLAY ;<UH3c;:< 

;CALC TABL2 ADDR 

;SET FIRST AR3. 0? DVFRLAY SiG. ENTRY 

;IS OVERLAY AufiAlY KESIUEi.T? 

;YES, BKAMCH TO IT 



; THE .READ* AkGJi^EmIS ARE AS FOLLO^lS: 

; CHANNEL NUH8ER, CORE iJDRESS, L^NSIH TO RSAi, RiLATIlft BLOCK 0!* DISK. 

; THESE ARE USED IN REVERSE ORDER fR3»4 IiiAT SPECIFIED IM IHF, CALL. 



OSRSAO: 


:.READW 


17,S2,(4R 


OSDONE: 


:bcs 


4S 


3S: 


HQV 


(SP)+,R2 




unu 


^ CD \ A _ Ul 




nu ■ 


\ w. I J ^ f iyA. 




MOV 


(Si')+,RO 




hOV 


@a6,R5 




RTS 


k3 


4S: 


SMT 


376 




.8YI£ 


0,373 


5S: 


fflV 


#11501,1 




MOV 


$00F1,R1 


6$: 


CLR 


(Rl) + 




CMP 


ki,S0DF2 




3LQ 


5S 




oR 


IS 


SODFl:: 


.<IORD 


50VDF1 


S3DF2:: 


.WORD 


53VDf2 



17,S2,(4R1,(81)+ ;REA3 F!i34 OVSKLAY FILE 
>SESr3ki USERS SEilSTESS 



;gst entry ADOR'^SS 

;iaTES JVErLA!? .■^aari.iE AhD StSTORE USER'S 
;SYSTSM ERROR 10 (OVERLAV I/O) 



;REST3a? s«iT;i; instr (kdv ak;;,Ki) 

;START ADIR FOR CLEAR OPtKAiIQ^: 
;CL=:Ag ALL OVERLAY RfCIQSS 
JOOIE? 

;La -> HO, rs:>eat 

I mo RETURN 13 CALL li< FROGRlSS 

;dIJH AiUR Of .vJOr SEG.-iEkT * 2 («Xr AVAIL) 
}HlZ<i ATQRF.SS ')?■ /Q QVERHYS +2 (MXT AVAIL) 



.DSABL LSB 
.SBTIL SOVTAB 



OVERLAY lAoLi 



; OVERLAY TABLE 

; 

; LOC 64 -> 

; 



siructure: 
Sovtar: 

.*0RD <C0RE ADDR>,<3SLAT1VE SLK>,<inORD C0iJhT> 
DUMMY SUBROUTINES FOR ALL OVERLAY Si^CiMENIS 



/D OVERLAYS 



(continued on next page) 
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.PSBCI $OTASL,D,GBL/0¥R 
.END 

There is no special formula for creating an overlay structure. You do not 
need a special code or function call. However, some general guidelines must 
be followed. For example, a FORTRAN main program must always be 
placed in the root segment. This is true also for a global program section 
(such as a named COMMON block) that is referenced by more than one 
overlay segment. 

The assignment of region numbers to overlay segments is crucial. Segments 
that overlay each other (have the same region number) must be logically 
independent; that is, the components of one segment cannot reference the 
components of another segment assigned to the same region. Segments that 
need to be memory resident simultaneously mUst be assigned to different 
regions. 

When you make calls to routines or subprograms that are in overlay seg- 
ments, the entire return path must be in memory. This means that from an 
overlay segment you cannot call a routine that is in a different segment of 
the same region. If this is done, the called routine overlays the segment 
making the call, and destroys the return path. 

Figure 11-6 illustrates a sample set of subroutine calls and return paths. In 
the example, solid lines represent legal subroutine calls and dotted lines 
represent invalid calls. 

Suppose the following subroutine calls were made: 

1. The root calls segment 8 

2. 8 calls segment 4 

3. Segment 4 calls segment 3 

Segment 3 can now call any of the following, in any order: 

itself segment 8 

segment 4 the root 

These segments and the root, of course, are all currently resident in 
memory. 

Segment 3 cannot call any of the following segments because this would 
destroy its return path: 

segments 2 and 1 
segment 5 
segments 6 and 7 

Look at what might happen if one of these invalid calls is made. Assume 
that segments 3, 4, and 5 all contain MACRO subroutines. Suppose segment 
4 calls segment 3 and seement 3 in turn calls segment 5. Seement 5 is not 
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resident in region 2, so an overlay read-in occurs: segment 5 is read into 
memory, thus destroying the memory-resident copy of segment 4. The sub- 
routine in segment 5 executes and returns control to segment 3. Segment 3 
finishes its task and tries to return control to segment 4. Segment 4, how- 
ever, has been replaced in memory by segment 5, Segment 4 cannot regain 
control and the program loops indefinitely, or traps, or random results occur. 

Figure 11-6: Sample Subroutine Calls and Return Paths 



region 3 



region2 



region 1 



root 




The guidelines already mentioned and some additional rules for creating 
overlay structures are summarized below. 

1. SYSLIB must be present to create an overlay structure because it con- 
tains the overlay handler. 

2. Overlay segments assigned to the same region must be logically inde- 
pendent; that is, the components of one segment cannot reference the 
components of another segment assigned to the same region. 
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3. The root segment contains the transfer address, stack space, impure 
variables, data, and variables needed by many different segments. The 
FORTRAN main program unit must be placed in the root segment. 

4. A global program section (such as a named COMMON block or a 
.PSECT with the GBL attribute) that is referenced in more than one 
segment is placed in the root segment by the linker. This permits com- 
mon access across the different segments. 

5. Object modules that are automatically acquired from a library file will 
automatically be placed in an overlay segment, so long as that library 
module is referenced only by that segment. If a libreoy module is refer- 
enced by more than one segment, LINK places that library module in 
the root. 

Do not specify a library file on the same command line as an overlay seg- 
ment. You must specify all library modules before specifying any over- 
lay modules. Link places in the root any modules from a multiple 
definition library and any modules included with the /I option. 

6. All COMMON blocks that are initialized with DATA statements must 
be simileirly initialized in the segment in which they are placed. 

7. When you make calls to overlay segments, the entire return path to the 
calling routine must be in memory. (With XM overlays, the entire 
return path must be mapped. See Section 11.4.2.) This means you 
should take the following points into account: 

a. You can make calls with expected return (as from a FORTRAN 
main program to a FORTRAN or MACRO subroutine) from an over- 
lay segment to entries in the same segment, the root segment, or to 
any other segment, so long as the called segment does not overlay in 
memory part of your return path to the main program. 

b. You can make jumps with no expected return (as in a MACRO pro- 

gi.cii.ix^ XX UXJ.X dxx ovcxxcxjr o<cgxxxc;xxu xi\j cxxxjr icxxuxjr jijli t/xxc? ^i.ugxaxxx vvxoxx 

one exception: you can not make such a jump to a segment if the 
called segment will overlay an active routine (that is, a routine 

w^hosfi pYprnf.inn has hpcfiin. hut not finished, and that w^ill hp 

returned to) in that region. 

c. Calls you make to entries in the same region as the calling routine 
must be entirely within the same segment, not within another seg- 
ment in the same region. 

8. You must make calls or jumps to overlay segments directly to global 
symbols defined in an instruction p-sect (entry points). For example, if 
ENTER is a global tag in an overlay segment, the first of the following 
two commands is valid, but the second is not: 

JMP ENTER jyALin 
JMP ENTER+6 ? INVALID 
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9. You can use globals defined in an instruction p-sect (entry points) of an 
overlay segment only for transfer of control and not for referencing data 
within an overlay segment. The assembler and linker cannot detect a 
violation of this rule so they issue no error. However, such a violation 
can cause the program to use incorrect data. If you reference these 
global symbols outside of their defining segment, the linker resolves 
them by using dummy subroutines of four words each in the overlay 
handler. Such a reference is indicated on the load map by a "@" follow- 
ing the symbol. 

10. The linker directly resolves symbols that you define in a data p-sect. It 
is your responsibility to load the data into memory before referencing a 
global symbol defined in a data section. 

11. You cannot use a section name to pass control to an overlay because it 
does not load the appropriate segment into memory. For example, JSR 
PC,OVSEC is illegal if you use OVSEC as a .CSECT name in an over- 
lay. You must use a global symbol to pass control from one segment to 
the next. 

12. In the linker command string, specify overlay regions in ascending 
order. 

13. Overlay regions are read-only. Unlike USR swapping, an overlay han- 
dler does not save the segment it is overlaying. Any tables, variables, or 
instructions that are modified within a given overlay segment are rei- 
nitialized to their original values in the SAV or REL file if that segment 
has been overlaid by another segment. You should place any variables 
or tables whose values must be maintained across overlays in the root 
segment. 

14. Your program cannot use channel 17 (octal) because overlays are read 
on that channel. 

15. MACRO and FORTRAN directly resolve all global symbols that are 
defined in a module. If LINK moves the p-sect where they are defined 
from an overlay segment to the root, LINK will not generate an overlay 
table entry for those symbols. 

Refer to the RT-11/RSTS/E FORTRAN IV User's Guide for additional 
information. 

The absolute section (. ABS) never takes part in overlaying in any way. It is 
part of the root and is always resident. 

This set of rules applies only to communications among the various modules 
that make up a program. Internally, each module must only observe stand- 
ard programming rules for the PDP-11 (as described in the PDP-11 Proc- 
essor Handbook and in the FOR TRAN and MACRO-1 1 Language Reference 
Manuals). 

Note that the condition codes set by your program are not preserved across 
overlay segment boundaries. 
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The linker provides overlay services by including a small resident overlay 
handler in the same file with your program to be used at program run time. 
The linker inserts this overlay handler plus some tables into your program 
beginning at the bottom address. The linker then moves your program up in 
memory to make room for the overlay handler and tables, if necessary. The 
handler is stored in SYSLIB. This scheme is diagrammed in Figure 11-7. 

Figure 1 1-7: Memory Diagram Showing BASIC Link with Overlay 
Regions 
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1 1 .4.2 Extended Memory Overlays 

You can use LINK to create an overlay structure for your program that uses 
extended memory. Although you need a hardware configuration that 
includes a Memory Management Unit to run a program that has overlays in 
extended memory, you can link it on any RT-11 system. Read Section 
11.4.1, Low Memory Overlays, before reading this section — much of the 
information contained in that section applies to extended memory overlays 
as well. Usually, you can convert an overlaid program to use extended mem- 
ory without modifying the code. The extended memory overlay handler and 
the keyboard monitor include all the programmed requests necessary to 
access extended memory (see the RT-11 Software Support Manual for 
details on extended memory restrictions). The overlay tables also include 
additional data used by these requests, so you can access extended memory 
automatically without using extended memory programmed requests in 
your program. Refer to the RT-11 Software Support Manual for more infor- 
mation on extended memory. 

The extended memory overlay structure is different from the low memory 
overlay structure in that extended memory overlays can reside concurrently 
in extended memory. This allows for speedier execution because, once read 
in, your program requires fewer I/O transfers with the auxiliary mass stor- 
age volume. If all program data is resident, and the program is loaded, the 
program may be able to run without an auxiliary mass storage volume. 
However, you must observe the same restrictions with extended memory 
overlays that apply to low memory overlays, especially regarding return 
paths. This section describes how to create a program with overlays in 
extended memory and ends with an example of such a program. 

NOTE 

Overlays that reside in extended memory can contain 
impure data, but impure data is not automatically 
initialized each time a new overlay segment maps over a 
segment that contains impure data. 



11.4.2.1 Vwtual Address Space — When you set up an extended memory 
overlay structure, you set it up as though you had locations to 177777 (that 
is, 32K words of memory) available for your use. Physically, not all these 
locations are available to you in low memory; your program's absolute sec- 
tion resides, typically, in locations to 500, and the monitor takes up a good 
deal of memory starting at location 160000, going downward. Also, the com- 
puter sets aside addresses 160000 to 177777 for the I/O page. But, because of 
memory management, you can structure your program as though you had 
all 32K words of memory for your use. This space is called the program vir- 
tual address space (PVAS). The memory management hardware and the 
monitor will allow part of your 32K address space to reside in extended 
memory. 

The program virtual address space is divided into eight sections called 
pages, numbered 0-7. Each page contains 4K words. RT-11 references each 



Linker (LINK) 11-27 



page by the Active Page Register (APR). The APR contains the relocation 
constant, which controls the mapping for each page. Figure 11-8 illustrates 
the program virtual address space, divided into pages. Keep in mind the 
structure of your program in terms of how it uses the virtual address space 
so that you can design its overlay structure correctly and efficiently. 

Figure 11-8: Program Virtual Address Space 
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Each overlay that is to reside in extended memory must start on one of the 
4K word page boundaries. The linker automatically roxmds up the size of 
each secernent to achieve this. The linker thereby restricts ^ou to a region 
reserved for the root, and a maximum of seven virtual overlay regions, each 
starting on a page boundary. If any of these segments extends beyond a 4K 
word boundary, then one fewer virtual overlay regions is available. For 
example, if the root is 5K words long, then the static region uses the 
addresses referenced by APRs and 1. Only six virtual overlay regions will 
remain, those referenced by APRs 2 through 7. 

1 1 .4.2.2 Physical Address Space — When LINK creates the load module 
for a program that has overlays in extended memory, it defines how each 
overlay will be mapped to extended memory during run time. LINK handles 
extended memory overlays differently from low memory overlays, Ficnires 
11-9 and 11-10 compare the differences. 
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Figure 11-9 shows the physical address space of a program that has low 
memory overlays. Overlay segments share each region, and each is read in 
from an axixiliary mass storage volume when called. 

Figure 1 1-9: Physical Address Space for Program with Low 
Memory Overlays 
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Figure 11-10: Virtual and Physical Address Space 
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In Figure 11-10, the diagram on the left shows the program virtual address 
space (0 to 177777). The diagram on the right shows the physical address 
space. In the program virtual address space, there is only one overlay 
region, and it starts on a 4K word boundary (APR 1 references this region). 

virtual overlay regions. Notice the arrows that point from the virtual over- 
lay region to a number of overlay segments that appear on the right. 

The overlay segments in the virtual overlay region shown use the space 
specified by APR 1 (20000 to 37777), but they occupy contiguous areas of 
extended memory, called partitions. At run time, overlay segments 1 
through 4, once called, are concurrently resident in extended memory, and 
no further disk I/O is done to access these segments. 

11.4.2.3 Virtual and Privileged Jobs — The amount of virtual address 
space available uo your program uepeiids on the type of program you are 
running. Background, foreground, and system jobs can fall into two cate- 
gories: virtual and privileged. 
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Virtual jobs can use all 32K words of the virtual address space, but they can- 
not directly access the I/O page, the monitor, the vectors, or other jobs. 
Unless you need to access these protected areas of memory, make your jobs 
virtual by setting bit 10 of the JSW. 

Privileged jobs also have 32K words of virtual addressing space, but by 
default, the protected areas (monitor, I/O page, vectors, and so on) are part of 
this addressing space. Just as you may lose access to protected areas if you 
implement your own extended memory mapping, you may lose access to the 
monitor and I/O page if you use extended memory overlays with a 
privileged job. 

Virtual and privileged jobs can map to extended memory. You can use 
extended memory overlays with any type of virtual job (foreground, system, 
background) and with background privileged jobs. You cannot use extended 
memory overlays with privileged foreground and system jobs. 

See the RT-11 Software Support Manual for more details on virtual and 
privileged jobs, and see the RT-11 Programmer's Reference Manual for 
instructions on how to make a job virtual. 

1 1 .4.2.4 Extended Memory Overlay Option (A^:n[:m]) — Use the /V option 
to describe your program's structure in terms of virtual overlay regions 
(areas of virtual address space) and partitions (areas of physical address 
space). The argument, n, represents a virtual overlay region, and m repre- 
sents a partition. As you specify successive extended memory overlay seg- 
ments in the command string, make svire that the n and m in the /V:n[:m] 
notation are in ascending order. The following examples show how to use 
the /V:n[:m] option. 

In the first example, program PROG has four segments to be mapped to 
extended memory. The four segments are named SEGl, SEG2, SEG3, and 






,R LINK 
*PROG=PROG// 
*SEGl/ytl 
#SEG2/V;i 

*SE:G3/yn 

*SEG4/MJ1// 



These segments map to extended memory exactly as Figure 11-10 shows. 
Notice how each segment fits into its own partition in extended memory. 
Because each segment fits into its own partition, no storage volume access is 
necessary to change (or swap) segments once they have been read in. 



NOTE 



The /V:n[:m] option works differently from the /0:n option. 
If /0:n were used in the previous example, the four seg- 
ments would share the same physical locations, obviously 
requiring storage volume I/O as each segment is called. 
With /V:n[:m], each segment from the previous example 
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occupies a unique area in extended memory, and no mass 
storage I/O is necessary after each segment is called. 

The next example places the same four segments into virtual overlay 
regions 1 and 2. Although the program in this example uses two virtual 
overlay regions at run time, the segments will reside in memory the same as 
the segments shown in Figure 11-10. The virtual address space will be dif- 
ferent for this example, however (see Figure 11-11). SEGl and SEG2 use 
APR 1 (20000 to 37777), while SEG3 and SEG4 use APR 2 (40000 to 57777). 

.R LINK 

«PROG=PROG// 

*SEG1/V:i 

*SEG2/V;i 
*oirr2Tr /tt* 'y 

*SEG4/ui2// 



Figure 11-11: Virtual and Physical Address Space 
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The argument, m in fV:n[:m], represents the partition in extended memory 
for the overlay segment. If you use m, segments can share the same parti- 
tion in extended memory. That is, a segment, when called by your program, 
can be read in from auxiliary storage, thus overlaying the segment that cur- 

ItJlltlV UCUU-UICO LllC OdlllC^ pCLX UJ.ux^-'XJ.. f 1 XJ.CXJ. ocgxj.j.c;xj.i>i3 oxicxj. \^ ^cu. uj-uj-v/j-xo, »jj.j.^ 

program requires auxiliary storage for I/O during run time, as does a pro- 
gram with low memory overlays. 

LINK makes each partition the size of the largest segment it must accom- 
modate. The following example generates the overlay structure shown in 
Figure 11-12. 

.R LINK 

*PROG=PROG// 

*SEGl/VJi:i 

*SEQ2/V;itl 

*SEG3/V:2 

*SEG4/y:2 

*SEG5/yJ251 
*SEG6/V:2:i// 

Figure 1 1-12: Extended Memory Partitions That Contain Sharing 
Segments 
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Notice in the specifications above that there are fovir segments specified for 
virtual overlay region 2, and that two segments share partition 1. The m 
value in A^:n:m groups segments in a region. The only reason to use the 
argument m is to create a partition that contains two or more segments. As 
shown in the previous example, the m argument is specified in ascending 
order within each virtual overlay region. This means you can renumber m 
from 1 for each virtual overlay region. 

If you specify four segments for the same virtual overlay region, as in 
Example 1 below, the result is the same as if you specified Example 2. 
Because two segments are not specified to share the same partition, the par- 
tition order is as Example 2 shows. 

Example 1 
*se:g2/v:i 

*SEG3/V:i 
*SEG4/V{1 

Example 2 

*SEGi/v:i:i 

*SEG2/VJi:2 
*SE63/VJi:3 
*SEG4/V{1J4 



11.4.2.5 Combining Low Memory Overlays with Extended lUlemory Over- 
lays — You can combine low memory overlays and extended memory over- 
lays in the same program structure. If you do so, however, each low memory 
overlay region you use makes your remaining virtual address space smaller. 

It is important to note that as you combine low memory overlays with 
extended memory overlays, you must list your regions in ascending order, 
whether or not one is a low memory overlay region and the next is a virtual 
region. That is, if the first overlay region is a low memory overlay region, 
specify it as region 1. If the next region is a virtual region, specify it as 

'•~0*"" "• •"v.vN^ v^^viv J\^\* iiiviun u^>^^j.xjr iv/t» iliV^iiiUi jr u » cx id JT O UdUX C CA.LC11UCU 

memory overlays. 

The following example creates a low memory overlay region and a virtual 
overlay region above it. 

♦R LINK 

*PROG=PROG 

*SEGl/Otl 

*SEG2/0}1 

*SEG3/V:2 

*SE64/V:2 

*SEQ5/y:2:i 

*SE66/V:2:i 

*SEG7/V;2J! 
*SEG8/V:2 
*SEG9/V52 
*SEG10/V;3 
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Figure 11-13 shows how low memory and extended memory might appear if 
the program from the previous example were loaded. 

Figure 11-13: Memory Diagram Showing Low Memory and 
Extended Memory Overlays 
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11.4.3 Load Map 

Figure 11-14 shows a sample load map for PROG.SAV, whose overlay struc- 
ture is defined below. 

*PROG,PROG=MODO// 

!KM0ni/0tl 

*M0D2/0:i 

*Mon3/v.>:2 

*M0D4/VI3// 
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Figure 11-14: Load Map for Program with Unmapped and Virtual 
Overlays 
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RT-11 LINK V06.01 Load Map Thu OS-Nov-79 14J17!26 

PROG .SAM Title! .MAIN. IdentJ VOl.OO 



Section Addr 



Size 



. ABS. 000000 001000 
iOHAND 001000 000252 



*OTABL 001252 000114 

001366 000410 

MAIN 001776 000070 



LML4 002066 000026 
LML5 002114 000026 
SeSment size = 002142 



OverlSM region 000001 Seament 000001 
LML2 002144 000032 <ftW, I f LCL ,REL .CON) 

STARTie 002144 
Seament size = 000032 = 13. wordt; 

Overlaa reaion 000001 Seament 000002 
LML3 002144 000036 (RU , I f LCL .REL -CON) 

START2!? 002144 
SeSment size = 000036 = 15. uord-i 



Global Mslue Global 


Value 


Global 


Value 


(RUrI>GBLrABS>nMR) 








<RUiI.GBL,REL,CON) 








SOURHV 001000 tOVRH 


001004 


y»REAIi 


001034 


y*DONE 001046 tVIiFS 


001234 


tvriF4 


001236 


tMDFl 001246 *VIlF2 


001250 






(RUfDjGBLrREL.OyR) 








(RU.I,LCLtREL;CON) 








(RU.I.LCL.RELrCON) 








START 001776 RETl 


002010 


RET2 


002014 


LIMIT 002024 








(RUtI.GBL.RELjCON) 








MSGL 002066 








(RUIjItGBL.REL.CON) 








MS6L2 002114 








561. word?; 









Virtual overlay reaion 000002 



Partition 000001 Seament 000003 
LML7 020002 000034 (RU> I fLCL> REL , CON ) 

STARTS 020002 
LML6 020036 000042 (RU . I .GBL. REL f CON) 

MSGL3 020036 RET4 
Seament size = 000076 = 31. words 

Virtual overlay reaion 000003 



020050 



Partition 000002 Seament 000004 
LML9 040002 000076 < RW , I f GBL . REL . CON ) 

MSGL9 e 040002 
Beament size = 0000/6 = il. word^r, 



Transfer address = 001776. Hiah limit = 002200 = 576. words 



Virtual hiah limit = 040076 = 8223. words, next free address = 060000 



Extended memory reauired = 000200 = 64. words 



Table 11-9 gives a line-by-line description of the load map above. This table 
makes references only to those portions of the load map that are unique to 
overlaid programs. For details on other parts of the load map, see Section 
11.3.4. 
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Table 11-9: Line-by-Line Sample Load Map Description 



Line 



Description 



7-10 

11 

12 

20 

22 
23-24 



25 
32 

34 

37 
41 

42 
44 
47 
50 



53 



56 



59 



$OHAND p-sect. This is the overlay handler for overlays in both low and extended 
meiuory. 

$OTABL p-sect. This program section contains tables of data used by the overlay 
handler. 

Blank p-sect. The load map for overlaid programs lists the blank p-sect, when pre- 
sent, after the $OHAND and $OTABL p-sects. 

Contains data about the size of the program's root. The sections of the load map 
that follow provide information on the part of the program that is overlaid. 

Header for overlay region 1, segment 1. (Low memory overlay region.) 

LiML2 p-sect. This is the only p-sect in segment 1. Notice in line 24 the @ charac- 
ter next to the global START2. This character indicates that its associated global 
is accessed through data contained in the overlay table p-sect, $OTABL, which is 
in the root. 

Contains data on the size of segment 1. 

Delineates the portion of the load map devoted to low memory from the portion 
devoted to extended memory. 

Header for virtual overlay region 2. Note that overlay regions are numbered in 
ascending order, whether in low or extended memory. 

Header for partition 1, segment 3. 

Notice the absence of the @ character for the globals in p-sect LML6. This 
indicates that LML6 is not called outside segment 3. 

Contains data on the size of overlay segment 3. 

Header for virtual overlay region 3. 

Header for partition 2, segment 4. 

Contains data on the size of segment 4. Notice that segments 3 and 4 have the 
same length. LINK automatically rounds up the size of virtual overlay segments 
to multiples of 32 (decimal) words (or 100 octal bytes). LINK adds an overlay seg- 
ment number word to the segment size number (the number 000076 that follows 
040002 in line 48) to give the actual segment size. 

Transfer address and high limit. The transfer address is the start address of the 
program. The high limit is the last low memory address used by the root and 
unmapped overlays. 

Virtual high limit. Indicates the last virtual address used by the part of the pro- 
gram in extended memory. The next free address is the address of the next page 
not in use by the program. 

Indicates the amount of extended memory required by the program. Make sure 
you check this figure to ensure you have adequate space for your program at run- 
time. 



Figure 11-15 shows the extended memory overlay handler. 



Linker (LINK) 11-37 



Figure 11-15: Extended Memory Overlay Handler 



.SBTTL IHfi RUN-TIME OVERLAY HANDLER 



THE FOLLOWING CODE IS INCLUDED IH THE USER'S PROGRAM BY THE 
LINKER WHENEVER LOil KEMORV OVERLAYS ARE REQJESTSD BY THE USEii. 
THE RUN-TIME LOU MEHORY OVSPLAY HAiOLSR IS :ALLS0 BY A DUMMY 
SilBROaTIHE OF T3E FOLLOWING FORM: 



JS8 R5,$0VRH 
.WORO <aYERLAY # *6> 
.WORD <2MTRY AUDR> 



;CALL 11 COAHIH CODE FOR LOW MEMORY QYERLAYS 

>tf OF DiSIRED SiG^ENT 

; ACTUAL CORE AD3R (VIRTUAL ADDR) 



ONE OOrfKY 800TINE OF THE ABOVE FORM IS STORED IN THE RESIDENT PaRTIOB 

OF THE USER'S PROGRAM f3R EACH HUTftY PQIiiT TO A LOW MEMORY OVERLAY SS3MENT. 

ALL REFERENCES TO THF ENTRY POINT AR3 MODIFIED "V THE LINKi^R TO BE 

REFERENCES 10 THE APPROPRIATE OUHMY kDUTISE. EACH OVERLAY SEGMEST 

IS CALLED INTO CORE AS A UNIT \ND HJST BE C3NTIGU0US IN C3RE. AN 

OVERLAY SEGMENT MAY HAVE ANY NOMBSR OF EKTR? POINTS, TO THE LIMITS 

OF CORE MEMORY. ONLY O^IE SEGMENT AT A TIME MAY OCCUPY Ad QVERLAV REGION. 

IF OVERLAYS IN EXTENDED MEMORY ARE SPECIFIED, THE FOLLOWING DUMMY SOBROUTIN": 
IS USED AS THE ENTRY POINT TO THE iXTE^iaE^ '(SjfQRY OVERLAY HANDLER. 

JSR PCSOVRHV JENTRY FOR /V (iKTSNDED MiMOkV) OVERLAYS 

.WORD OVERLAY #*6> ; ff OF 0!?SIRBD SEGMENT 

• WORD <VIRmAL EKThY AJORESS> ;VIRT3AI. ADDRESS OF SEGKEST 

ADDITIONAL DATA STRUCTURES IN THE EXTENDED <ES40RY OVERLAY HASDLER AND THE 
OVERLAY TABLE PERMIT USE OF EXIENJEJ MEMORY. Jat REGIOa nEFFINIIIOii 
BLOCK IS DEFINED IN THE HANDLER, AND XM E!4T'S ARE ALSO INCLUDED. HINDOW 
DEFINITION BLOCKS FOR THE EXTESDED MEMORY PARIITIOMS FOLLOh THE DUMMY 
SUBROOTINSS IN THE OVERLAY TABLE. 

THERE IS ONE WORD PREFIXED TO EVERY OVERLAY REGION THAI IDENTIFIES THE 
SEGMENT CURRENTLY RESIDENT IN THAT DVERLAY REGION. ThIS WORD IS AS INDEX 
INTO THE OVERLAY TABLE, AND POINiS AT THE OVERLAY SEGHESI laFOKSATiaN. 

USDEFINED GLOBALS IK THE OVERLAY HASDLSR MOST 3S NAMED "SOVDFl" TO 
"SOVOFn" SOCH THAI A RANGE CHECK MAY 3E DONS BY LINK TO DEIERKIUE IF 
THE UNDEFINED GLOBAL NA^E IS FROM TilE OVERLAY IiANDLER. A CHECK IS 
DONE ON THE .RAD50 CHARACTERS "SOV", AND THEN A RANGE CHECK IS DOSE ON 
raE .RAO50 CHARATFRS "DFl" TO "DFn". THESE 3L33AL SYMBOLS DO NOT APPEAk 
ON LINK HAPS, SINCE THEIR VALUE IS SIOT KNOWN UhTILL AFTER THE MAP HAS BEEtV 
PRINTED. CURRENTLY SOVDFl TO S0VDF5 ARE IS JSE. 

GLOBAL SYMBOLS V$PCAC, AuD V$DONE A3E JSEFOLL WHEN CEBUGGUG 
OVERLAID PROGRAMS. 

V$R£AD:; WILL APPEAR IN THE LINK MAP, AiilD LOCAiES THE .PEADW 
STATEMENT IN THE OVERLAY HANDLER. 



;- 

.HCALL 



VSDONE:: I»ILL appear in the link hap, and locates the FIRST 
INSIRuCIXuH AriER IHE .READW IN THE uVcRLAV HahuLER. 



.WDB0F,.i<DS3F,.PRUI,.CKAU,.£!(II,.REA3iri,..VI.. 
..VI.. ;¥l F3RMAI 

.WOBDF JDEFISE WDB OFFSETS 

•RDEDF ;DE?ISE rob OFFSETS 



.SBTTL OVERLAY HANDLER CODE 
.PSSCT S0KAND,G3L 



.EKA3L 
.SNABL 



GBL 

USB 



THERE A|jE two EWikt POINTS TO THE OVEHuAY HA.'i^L'iS: SUVR'iV FOP. /V 
(5XTESDED MFMORY) OVERLAYS, AND SaVR^i FUR /J (10)1 ^FMCkY) OVKkLSYS. 



^ccntiims^ on nsxt "3"g^ 
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sav8HV: 


:i^c 


(PC)* 


1S5 


• WORD 





SOVRH:: 


HQV 


RO,-{SP) 




C.OV 


Sl,-tSP) 




HOV 


R2/-(SF) 


2S: 


BR 


7S 


/ 


mv 


|4ft5,Rl 




ADO 


#SQ»TAB-6,R1 




ftO/ 


(R1)+,R2 




rsT 


1$ 




BitE 


6$ 


3$: 


CMP 


(R5)+,@K2 




3SQ 


4S 



;ssr /i aviJiLfty aaiRY switch 

;=0 I? /a J =i IF /V QifESLAif SSTRY 

;/o QiresLAy ejtsy point 

;SAVE REGISTERS 



}?mST TALL OiuV * * * 

;PICK U? aVERLAy MU»(uSi< 

}Cki.C TABLS ADOH 

;GSr fISSI \Ri. 0? QVEkLAV ScIG. EKTPY 

;is Trfis /v ESTsy? 

>IF N3I E3IJAL THEN YES 

;IS airE!?LAY AI.SEADY RESIDENT? 



; THE .PEADH AKGUMEMTS ARE AS FQLLOUS: 

; CHAUeiSC. HSSHB&k, CORE AOURESSy. LEIJJIH TO S.£Uj, RELATIVE aLQCK. OH OlSiC. 

; THESE ARE OSED I« REViRSE ORDER FROH THAT SPECIFIED IS THE CALL. 

;- 

V$kEAO::.READW 17,32,eP.l,(ftl)+ ;SEAD FROH QWE.^LA/ FILE 

;REST3Ri USERS ^iGISTERS 



'GET ENTRY ACORiSS 

; CLEAR /V FLAJ 

iS^XEi OlfESLA!? f<aJXlA'E A..: P.ESfOF.i !JS=:R'S U5 

;SY3TiM ERROR 10 (OVERLAY I/O) 



;SAVE Rl at, STACi 

;gst hosj L2s;th 

;AND CGNVSRT to Tlii. .iUriBtS 

;0F 32. «(U»n 

;(40 OCTAL) 

;BL3CKS for XiS LEiiGTH 

;to map 

;SET [.E!iGTH TJ i»A? 



V$03tjE: 


:;BCS 


oS 


4S: 


HOV 


(SP) + ,P,2 




MOV 


(sp)+,rvi 




HOW 


{SP)+,KO 




MOtf 


i4R5,-R5 




CLk 


IS 




RtS 


K5 


5S: 


CHT 


376 




• BYTE 


0,373 


6S: 


.-40 V 


R1,-(SP) 




HOV 


2(R1),R1 




ASR 


Rl 




ASR 


kl 




ASK 


Rl 




ASR 


Rl 




ASR 


Rl 




10 V 


Rl/U.hL£ 



;♦ 

; IM A REGION, RfcSItEKT PARTITIONS rfllH THE SArfE BASE ADDRESS USE DIFFERENT 

; WDB'S. OaLY ONE OF THESE HIhDOUS IS PRESENT AT AiMY TIKE. A CRAW MUST BS DONE 

; TO HAKE SURE THE KlNDuW BEINS riAPPES IS TKE^K NTkf. THE MAP IS DOSE 

; BECAUSE THE WS.HAP 3TT IS SET IN THE ^fDB. 



^CREATE iilNDOii AND MAP IT (MS.MAP BIT SCI) 

;REST3RE Rl 

;SEI :OSE ADDS Of OViiPXAY 

;C=a THE CRAU MO MAP APE Qi; 

;C=1 PRINT ER*OR J^ESSAGE 

;ReST3RE SWIi:fl IWSTK (KOV @S5,R1) 
;STARr ADQR F3R CLEAR QPixATiOJi 
;ARa ifS DOME? 

;^IS -> DON?., Ok .«0 /O OVERLAYS 
>CLSAR ALL LO* ■(EMGRY OVERLAY PEGIONS 





.CRAW 


ft ARE A, E2 




HQV 


(SP)+,R1 




HOV 


W.KBAS(R2)/R2 




3CC 


35 




BR 


3S 


7$: 


MOV 


#1150iy2$ 




MOV 


SVDFlrfl 


as: 


CK? 


K1,SVDF2 




BrfIS 


25 




CLk 


(KD* 




BR 


6$ 


; ERROR 


MESSAGE 




9S: 


i^OV 

• PklJsT 
.EXIT 


#1SG2,K0 



;3I-1SR-<I3S ERJQR 
;Aa3 PRIST MiSSAGS 
;A1<0 elXIT 



.9SABL LSB 
•SBTTL IMPURE AREA 



.ENABL LC 
.NLIST 3EX 
MSG2: .ASCIZ 
.LIST BEX 



/VHAUOL-F-Winuow error/ 



(continued on next page) 
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.EVEN 

»REA: .word 0,0 ;=.MT URSA BLOCS ?0H .CRAW 

S/DF5:: .MOkD SQVDFS ii'OlHlES. XU iilJ.O AfrSK 1«D?'S IS QVSiluAY liP'^S 

$73F4:: .WORD $0VDF4 jPOIwIER TO START OF kOB'3 IM OVKkLAY TAaLi' 

RGADR: .WORD ;THRE:S iiORD fiSGlON DEFINITION SLOCK 

RSSIZ: .WORD SDVDf3,0 ;SUtfD?3 -> SET 3Y LliJK = SlZii Of kSoIOai 

SVDFl:: .hOKU SDVDFl ;Hi;.t A3Uk R03T SSGMt;!,'" + 2 (NXT AVAIL) 

$?DF2:: .WORD S0VDf2 }'dliii A3DR /O OVSP.LAVS + 2 (NXT U kil) 

.SBTTL SOVTAP OVSSL*y TABLn 

}*■ 

i OlfEKLAif TABLK STRUCTURE; 

/ 

> LOC 64 -> sdvtar: 

; .WORD <COKE ADDR>,<ac;L.AriVE BLK>,<WORD COUijr> /a OVF,i<LA¥S 

; L3C 66 -> .KOPD <ilDB iODft>,<RF[,ATIVE 3LS>,<S0RD C3UN'T> /V OVERLAYS 

; DUMMY SUBROUTINES FOR ALL OVERLAY SEGt'SNTS 

; $lfOF4 -> WISiDOW DEFIKIIIOJ BLOCKS FOR EXTEJOEO HSHOKY OVERLAYS (/«) 

; S»DF5 -> WORD AFTER THS END Of TRP AimQV DFFINITION iiLGCKS (/V) 

;- 

• PSECT $0TABL,i),G3L/0VR 

$3Vtab: 

.END 



11 .5 Option Descriptions 



Full descriptions of the options summarized in Table 11-6 follow in alphabe- 
tical order. 



1 1 .5.1 Alphabetical Option (/A) 

The /A option lists global symbols in program sections in alphabetical order. 



1 1 .5.2 Bottom Address Option (/B:n) 

The /B:n option supplies the lowest address to be used by the relocatable 
code in the load module. The argument, n, is a six-digit unsigned octal num- 

ILTCX b^mu \x'cii.i.MXio uxxc u\j\/\^\jm o^\x\xx^oo \ji. VM-ix^ pxugicxixi uc^ixxg xxiixv.c?i.x. XI yyJ^JL yxyj 

not supply a value for n, the linker prints 

?LINK-F-/B No value 

Retjrpe the command line, supplying an even octal value. 

When you do not specify /B, the linker positions the load module so that the 
lowest address is location 1000 (octal). If the ASECT size is greater than 
1000, the size of ASECT is used. 

If you supply more than one /B option during the creation of a load module, 

the linker uses the first /B option specification. /B is illegal when you are 

linking to a high address (/H). The /B option is also illegal with foreground 

links. These foreground modules are always linked to a bottom address of 
1 f\rtr\ r'/v/.+o^^ 
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The bottom value must be an unsigned, even, octal number. If the value is 
odd, the ?LINK-F-/B odd-value error message prints. Reenter the command 
string specifying an unsigned, even, octal number as the argument to the /B 
option. 



11.5.3 Continue Option (/C) or (//) 

The continue option (/C) lets you type additional lines of command string 
input. Use the /C option at the end of the current line and repeat it on sub- 
sequent command lines as often as necessary to specify all the input modu- 
les in your program. Do not enter a /C option on the last line of input. 

The following command indicates that input is to be continued on the next 
line; the linker prints an asterisk. 

!KOUTPUT»LPJ = INPUT/C 
* 

An alternate way to enter additional lines of input is to use the // option on 
the first line. The linker continues to accept lines of input until it encounters 
another // option, which can be either on a line with input file specifications, 
or on a line by itself. The advantage of using the // option instead of the /C 
option is that you do not have to t)^ the // option on each continuation line. 
This example shows how the linker itself is linked: 

# 1. X N K T L I M K == L I N K / U / / 

*t..iNKi./o;:i 

*LINK2/QJ:L 
!CL.INK3/0J;t 
*L.INK4/Dt1. 
lltLINKS/On 
*LlHK6/0tl 
#L.INK7/05:l. 
*L.INKEM/On.// 

You cannot use the /C option and the // option together in a link command 
sequence. That is, if you use // on the first line, you must use // to terminate 
input on the last line. If you use /C on the first line, use /C on all lines but the 
last. 



1 1 .5.4 Extend Program Section Option (/E:n) 

The /E:n option allows you to extend a program section in the root to a spe- 
cific value. Type the /E:n option at the end of the first command line. After 
you have typed all input command lines, the linker prompts with: 

Extend section? 

Respond with the name of the program section to be extended, followed by a 
carriage return. The resultant program section size is equal to or greater 
than the value you specify, depending on the space the object code requires. 
The value you specify must be an even byte value. Note that you can extend 
only one section. 



Linker (LINK) 11-41 



The following example extends section CODE to 100 (octal) bytes. 



«X.TT:=LK001/EtlOO 
Extend section? CODE 



1 1 .5.5 Default FORTRAN Library Option (/F) 

By indicating the /F option in the command line, you can link the FOR- 
TRAN library (FORLIB.OBJ on the system device SY:) with the other object 
modules you specify. You do not need to specify FORLIB explicitly. For 
example: 

«file»lp:=ab/f 

The object module AB.OBJ from DK: and the required routines from the 
FORTRAN library SY:FORLIB.OBJ are linked together to form a load mod- 
ule called FILE. SAV. 

The linker automatically searches a default system library, 
SYrSYSLIB.OBJ. The library normally includes the modules that compose 
FORLIB. The /F option is provided only for compatibility with other ver- 
sions of RT-11. You should not have to use /F. 

uee i<he ^i. ^ —1± i.nstoii,v{ition, (inu> oy stein yjrsnercition Kjuiu£ lOr uetaiis on com- 
bining SYSLIB and FORLIB Ubrary files. 



1 1 .5.6 Directory Buffer Size Option (/G) 

When you are using modules for your program that are from a multiple defi- 
nition library, LINK has to store that library's directory in an internal buf- 
fer. Occasionally, this buffer area is too small to contain an entire directory, 
in which case LINK is unable to process those modules. The /G option 
instructs LINK to adjust the size of its directory buffer to accommodate the 
largest directory size of the multiple definition libraries you are using. You 
should use /G only when required because it slows down linking time. Use it 
only after an attempt to link your program failed because the buffer was too 
small. When a link failure of this sort occurs, LINK prints the message 
?LINK-F-Library EPT too big, increase buffer with IG. 



1 1 .5.7 Highest Address Option (/H :n) 

The /H:n option allows you to specify the top (highest) address to be used by 
the relocatable code in the load module. The argument n represents an 
unsigned, even, octal number. If you do not specify n, the linker prints: 

?LINK-F-/H no value 

Retype the command, supplying an even octal number to be used as the 
value. 
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If you specify an odd value, the linker responds with: 

TLINK-F-/H odd value 

Retype the command, supplying an even octal number. 

If the value is not large enough to accommodate the relocatable code, the 
linker prints: 

TLINK-F-/H value too low 

Relink the program with a larger value. 

The /H option cannot be used with the /R or /Y or /B options. 

NOTE 

Be careful when you use the /H option. Most RT-11 pro- 
grams use the free memory above the relocatable code as a 
dynamic working area for I/O buffers, device handlers, 
symbol tables, etc. The size of this area differs according to 
the memory configuration. Programs linked to a specific 
high address might not run in a system with less physical 
memory because there is less free memory. 



11.5.8 Include Option (/I) 

The /I option lets you take global symbols from any library and include them 
in the linking process even when they are not needed to resolve globals. This 
provides a method for forcing modules that are not called by other modules 
to be loaded from the library. All modules that you specify with /I go into the 
root. When you specify the /I option, the linker prints: 



Im. A 1.^ I at ' 



Reply with the list of global symbols to be included in the load module; type 
a carriage retxim to enter each symbol in the list. A carriage return alone 
terminates the list of symbols. 

The following example includes the global $SHORT in the load module: 

*SCCA=RK1JSCCA/I 

Library search? $SHORT <RET> 

Library search? <RET> 



1 1 .5.9 Memory Size Option (/K:n) 

The /K:n option lets you insert a value into word 56 of block of the image 
file. The argument n represents the number of IK blocks of memory 
required by the program; n is an integer in the range 1-28. You cannot use 
the /K option with the /R option. The /K:n option is provided mainly for com- 
patibility with the RSTS operating system. You should not need to use it 
with RT-11. 
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11 .5.1 LDA Format Option (/L) 

The /L option produces an output file in LDA format instead of memory 
image format. The LDA format file can be output to any device including 
those that are not block-replaceable, such as paper tape or cassette. It is use- 
ful for files that are to be loaded with the Absolute Loader. The default file 
type .LDA is assigned when you use the /L option. You cannot use the /L 
option with the LM overlay option (/O), the foreground link option (/R), or 
the XM overlay option (A^). The following example links files IN and IN2 on 
device DK: and outputs an LDA format file OUT.LDA to the cassette and a 
load map to the line printer. 

*CTJ0UT,Lp:=rN»IN2/L 



1 1 .5.1 1 Modify Stack Address Option (/M[:n]) 

The stack address, location 42, is the address that contains the initial value 
for the stack pointer. The /M option lets you specify the stack address. If you 
use the /R:n option (foreground link) with /M, LINK ignores the value on 
/R:n. The argument n is an even, unsigned, six-digit, octal number that 
defines the stack address. After all input lines have been typed, the linker 
prints the following message if you have not specified a value for n: 

stack stiinibol? 

In this case, specify the global symbol whose value is the stack address and 
follow with a carriage return. You must not specify a number. If you specify 
a nonexistent symbol, an error message prints and the stack address is set to 
the system default (1000 for SAV files) or to the bottom address if you used 
/B. If the program's absolute section extends beyond location 1000, the 
default stack space starts after the largest .ASECT allocation of memory. 

Direct assignment (with .ASECT) of the stack address within the program 
takes precedence over assignment with the /M option. The statements to do 
this in a MACRO program are as follows: 

»m3ECT 

.=42 

.WORD INITSP » INITIAL STACK SYMBOL UALUE 

.PSECT JRETURN TO PREVIOUS SECTION 

The following example modifies the stack address. 

*OUTPUT=INPUT/M 

Stack sambol? BEG <RET> 



1 1 .5.1 2 Low Memory Overlay Option (/0:n) 

The /O option segments the load module so that the entire program is not 
memory resident at one time. This lets you execute programs that are larger 
than the available memory. The argument n is an unsigned octal number 
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(up to six digits in length) specifying the overlay region to which the module 
is assigned. The /O option must follow (on the same line) the specification of 
the object modules to which it applies, and only one overlay region can be 
specified on a command line. Overlay regions cannot be specified on the first 
command line; that is reserved for the root segment. You must use / v^ or // lOr 
continuation. 

You specify co-resident overlay routines (a group of subroutines that occupy 
the overlay region and segment at the same time) as follows: 

*OBJAfOBJB!.OBJC/0:i/C 

*objdtObje/o:2/c 



All modules that the hnker encounters until the next /O option will be co- 
resident overlay routines. If you specify, at a later time, the /O option with 
the same value you used previously (same overlay region), then the linker 
opens up the corresponding overlay area for a new group of subroutines. 
This group occupies the same locations in memory as the first group, but it is 
never needed at the same time as the previous group. The following com- 
mands to the linker make R and S occupy the same memory as T (but at dif- 
ferent times): 

*main.1-p:=root/c 
*RfS/on./c 

*T/0S1 

The following example establishes two overlay regions. 

*outf'UT»lp:^=input// 
)Kobja/o:i 

*OBJB/0:i 
*0BJC/0:2 
«0BJD/0:2 

*// 

You must specify overlays in ascending order by region number. For 
example: 

*A=A/C 

*B/0J1/C 

)KC/0;i/C 

«ri/o:i/c 
*G/o;2 

The following overlay specification is invalid since the overlay regions are 
not given in ascending numerical order. An error message prints in each 
case, and the overlay option immediately preceding the message is ignored. 

«X=LIBRO// 
*LIBRl/0:i 
*LIBR2/0:0 
TLINK-W-/0 or /V option error? re-enter line 
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In the above example, the overlay line immediately preceding the error mes- 
sage is ignored, and should be re-entered with an overlay region number 
greater than or equal to one. 



1 1 .5.1 3 Library List Size Option (/P:n) 

The /P:n option lets you change the amount of space allocated for the library 
routine list. Normally, the default value allows enough space for your needs. 
It reserves space for approximately 170 unique library routines, which is the 
equivalent of specifying /P:170. (decimal) or /P:252 (octal). See the RT-11 
Installation and System Generation Guide for details on customizing this 
default number for the library routine list. 

The error message ?LINK-F-Library list overflow, increase size with IP 
indicates that you need to allocate more space for the library routine list. 
You must relink the program that makes use of the library routines. Use the 
/P:n option and supply a value for n that is greater than 170. 

You can use the /P:n option to correct for symbol table overflow. Specify a 
value for n that is less than 170. This reduces the space used by the library 
routine list and increases the space allocated for the symbol table. If the 
value you choose is too small, the ?LINK-F-Library list overflow, increase 
size with IP message prints. In the following command, the amount of space 
for the library routine list is increased to 300 (decimal). 

*scca=rki:scca/p:300. 



11 .5.1 4 Absolute Base Address Option (/Q) 

The /Q option lets you specify the absolute base addresses of up to eight p- 
sects in your program. This option is particularly handy if you are preparing 
your program sections in Absolute Loading format for placement in ROM 
storage. When you use this option in the first command line, the linker 
prompts you for the p-sect names and load addresses. The p-sect name must 
be six characters or less, and the load address must be an even octal number. 
Terminate each line with a carriage return. If you enter only a carriage 
return in response to any of the prompts, LINK ceases prompting. 

If you use /E, /Y, or /U with /Q, LINK processes those options before it proc- 
esses /Q. 

When you use the /Q option, observe the following restrictions: 

• Enter only even addresses. If you enter an odd address, no address, or 
invalid characters, LINK prints an error message and then prompts you 
again for the p-sect and load address. 

• /Q is invalid with /H or /R. These options are mutually exclusive. 

• LINK moves your p-sects up to the specified address; moving down might 



I 
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prints an error message, ignores the p-sect for which you have specified a 
load address, and continues. 

The following example specifies the load addresses for three p-sects. 

*FILETTT:=FILE»FILEl/a/L 

Load SectiontAddress? PSECTIJIOOO <RET> 

Lo3d SectionJAddress? PSECT3:4000 <RET> 

Losd SectionJAddress? 

Load SectionJAddress? <RET> 



1 1 .5.1 5 REL Format Option (/R[:n]) 

The /R[:n] option produces an output file in REL format for use as a fore- 
ground job with the FB or XM monitor. You cannot use .REL files under the 
SJ monitor. The /R option assigns the default file type .REL to the output 
file. The optional argument n represents the amount of stack space to allo- 
cate for the foreground job; it must be an even, octal number. The default 
value is 128 (decimal) bytes of stack space. If you also use the /M option, the 
value or global symbol associated with it overrides the /R value. 

The following command links files FILEI.OBJ and NEXT.OBJ and stores 
the output on DT2: as FILEO.REL. It also prints a load map on the line 
printer. 

*DT2JFILEOi.L.P:=FILEIjNEXT/RJ200 

You cannot use the /B, /H, or /L option with /R since a foreground REL job 
has a temporary bottom address of 1000 and is always relocated by FRUN. 
An error message prints if you attempt this. The A^ and /K options are also 
illegal with /R. 



1 1 .5.1 6 Symbol Table Option (IS) 

The /S option instructs the linker to allow the largest possible memory area 
for its symbol table at the expense of input and output buffer space. Because 
this makes the linking process slower, you should use the /S option only if an 
attempt to link a program failed because of symbol table overflow. When you 
use /S, do not specify a symbol table file or a map in the command string. 



1 1 .5.17 Transfer Address Option (/T[:n]) 

The transfer address is the address at which a program starts when you 
initiate execution with an R, RUN, SRUN (GET, START), or FRUN com- 
mand. It prints on the last line of the load map. The /T option lets you specify 
the start address of the load module. The argument m is a six-digit unsigned 
octal number that defines the transfer address. If you do not specify n the fol- 
lowing message prints: 

Transfer symbol? 
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In this case, specify the global symbol whose value is the transfer address of 
the load module. Terminate your response with a carriage return. You can- 
not specify a number in answer to this message. If you specify a nonexistent 
symbol, an error message prints and the transfer address is set to 1 so that 
the program traps immediately if you attempt to execute it. If the transfer 
address you specify is odd, the program does not start after loading and con- 
trol returns to the monitor. 

Direct assignment (.ASECT) of the transfer address within the program 
takes precedence over assignment with the /T option. The transfer address 
assigned with a /T option has precedence over that assigned with an .END 
assembly directive. To assign the transfer address within a MACRO pro- 
gram, use statements similar to these: 



5 SYMBOL MALUE FOR TRANSFER ADDRESS 
rRETURN TO PREVIOUS SECTION 





.ASECT 






.=40 






.UORD 


STARTI 




.PSECT 




STARTi: 


* 




or 






START2: 


* 






.END 


START2 



J SECONDARY STARTING ADDRESS 



The following example links the files LIBRO.OBJ and ODT.OBJ together 
and starts execution at ODT's transfer address. 



*LBRODTfLBROnT=LIBROfODT/T/U// 
*LlBRl/OJi 

*LiBR2/a:i 

*LIBR3/0:i 

*LiBK4/u; 1 

#1... IBRS/u ! i 

*LIBR6/0Ji 

*LBREH/0:.1.// 

Transfer SHiiibol? O.ODT 

* 



11.5.18 Round Up Option (/U:n) 



The /U:n option rounds up the section you specify in the root so that the size 
of the root segment is a whole number multiple of the value. The argument 
n must be a power of 2. When you specify the /U:n option, the linker 
prompts: 



Round section? 



Kepiy with tne name ot tne program section to oe rounaea, loiiowea oy a car- 
riage return. The program section must be in the root segment. Note that 
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you can round only one program section. The following example rounds up 
section CHAR. 

*LK007 > TT : =LK007/U 1 200 
Round section? CHAR 

If the program section you specify cannot be found, the linker prints ?LINK- 
W-Round section not found, and the linking process continues with no 
rounding. 



1 1 .5.1 9 Extended Memory Overlay Option (/V:n[:m]) 

Use the /V option to create an extended memory overlay structure for your 
program. See Section 11.4.2 for a complete description of this option. 

If you use /V on the first command line, you enable special .SETTOP fea- 
tures provided by the XM monitor and special .LIMIT features. When used 
on the first line of the command string, this option allows virtual back- 
ground and foreground jobs to map a work area in extended memory with 
the .SETTOP programmed request. Thus, your program does not need an 
extended memory overlay structure to make use of the XM .SETTOP fea- 
tures. See the RT-11 Programmer's Reference Manual and the RT-11 Soft- 
ware Support Manual for more details on these features and extended 
memory. 



1 1 .5.20 Map Width Option (/W) 

The AV option directs the linker to produce a wide load map listing. If you do 
not specify the /W option, the listing is wide enough for three Global Value 
columns (normal for paper with 80 columns). If you use the /W command, 

me llHUIlg IS BIA CUlUUlllS wiue, Wlliuii is suitauic lui a io^-i^uiiiiiiu page 



1 1 .5.21 Bitmap Inhibit Option (/X) 

The /X option instructs the linker not to output the bitmap if code is between 
360 and 377 inclusive. This option is provided for compatibility with the 
RSTS operating system. The bitmap is stored in locations 360-377 in block 
of the load module, and the linker normally stores the program memory 
usage bits in these eight words. Each bit represents one 256-word block of 
memory. This information is required by the R, RUN, and GET commands 
when loading the program; therefore, use care when you use this option. 



1 1 .5.22 Boundary Option (/Y:n) 

The /Y:n option starts a specific program section in the root on a particular 
address boundary. Do not use this option with /H. The linker generates a 
whole number multiple of n, the value you specify, for the starting address 



Linker (LINK) 11-49 



of the program section. The argument n must be a power of 2. The linker 
extends the size of the previous program section to accommodate the new 
starting address. When you have entered all the input lines, the linker 
prompts: 

Boundary section? 

Respond with the name of the program section whose starting address you 
are modifying. Terminate your response with a carriage return. Note that 
you can specify only one program section for this option. If the program sec- 
tion you specify cannot be found, the linker prints ?LINK-W-Boundary sec- 
tion not found, and the linking process continues. 

The RT-11 monitors have internal two-block overlays. The first overlay seg- 
ment, OVLYO, must start on a disk block boundary: 

*RT1 IS J . SYS=BTSJ y RMSJ f KMS J i- TBS J/Y : 1 000 
Boundary Section? OVLYO 



1 1 .5.23 Zero Option (/Z:n) 

The /Z:n option fills unused locations in the load module and places a specific 
value in these locations. The argument n represents that value. This option 
can be useful in eliminating random results that occur when the program 
references uninitialized memory by mistake. The system automatically 
zeroes unused locations. Use the /Z:n option only when you want to store a 
value other than zero in unused locations. You cannot use the R, RUN, 
FRUN, or GET commands to load into memory a load image block of fill 
characters. 



1 1 .6 Linker Prompts 



borne of the linker operations prompt for more information, such as the 
names of specific global symbols or sections. The linker issues the prompt 
after you have entered all the input specifications, but before the actual 
linking begins. Table 11-10 shows the sequence in which the prompts occur. 



Table 11-10: Linker Prompting Sequence 



Prompt 


Option 


Transfer symbol? 


/T 


Stack symbol? 


/M 


Extend section? 


/E:n 


Boundary section? 


/Y:n 


Round section? 


/IT-n 


Load section:address? 


/Q 


T.ihrary search? 


/I 
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The library search and the load section prompts can accept more than one 
symbol and are terminated by a carriage return in response to the prompt. 

Note that if the command lines are in an indirect file and the linker encoun- 
ters an end-of-file before the "romntintf information has been supnlied, the 
linker prints the prompt messages on the terminal. 

The following example shows how the linker prompts for information when 
you combine options. 

*LK001=LK001/T/M/E:i00/Y;4O0/U:20/I/a 

Transfer symbol? O.ODT 

Stack symbol? ST3 

Extend section? CHAR 

Boundera section? CODE 

Round section? STKSP 

Load sectionJaddress? MAINS 100000 

Load sectionJaddress? <RET> 

Library search? tSHORT 

Library search? <RET> 

* 
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Chapter 12 
Librarian (LIBR) 



The librarian utility program (LIBR) lets you create, update, modify, list, 
and maintain object library files. It also lets you create macro library files to 
use with the V03 and later versions of the MACRO-11 assembler. 

A library file is a direct access file (a file that has a directory) that contains 
one or more modules of the same module type. The librarian organizes the 
library files so that the linker and MACRO-11 assembler can access them 
rapidly. Each library contains a library header, library directory (or global 
symbol table, or macro name table), and one or more object modules, or 
macro definitions. The object modules in a library file can be routines that 
are repeatedly used in a program, routines that are used by more than one 
program, or routines that are related and simply gathered together for con- 
venience. The contents of the library file are determined by your needs. An 
example of a typical object library file is the default system library that the 
linker uses, SYSLIB.OBJ. An example of a macro library file is SYS- 
MAC.SML, which MACRO uses to process programmed requests. 

You access object modules in a library file from another program by making 
calls or references to their global symbols; you then link the object modules 
with the program that uses them, producing a single load module (see Chap- 
ter 11). 

Consult the RT—11 Software Support Manual for more information on the 
internal data structure of a library file. 



12.1 Calling and Using LIBR 



To call the RT-11 librarian from the system device, respond to the dot (.) 
printed by the keyboard monitor by typing: 

R LIBR <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
console terminal when it is ready to accept a command line. Chapter 6, Com- 
mand String Interpreter, describes the general syntax of the command line 
LIBR accepts. 

Type two CTRL/C's to halt the librarian at any time (or a single CTRL/C to 
halt the librarian when it is waiting for console terminal input) and return 
control to the monitor. To restart the librarian, type R LIBR or REENTER 
in response to the monitor's dot. 

Section 12.2 explains how to use the librarian to create and maintain object 
libraries; Section 12.3 describes how to create macro libraries. 
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Specify the LIBR command string in the following general format: 

library-filespec[n],list-filespec[n] = input-filespecs/options 

where: 

library-filespec[n] represents the library file to be created or 
updated. The optional argimient n represents the 
number of blocks to allocate for the output file 

list-filespec[n] represents a listing file for the library's contents. 

The optional argument n represents tue numuer 
of blocks to allocate for the listing file 

input-filespec represents the input object modules (you can spec- 

ify up to six input files); it can also represent a 
library file to be updated 

option represents an option from Table 12-1 

You specify devices and file names in the standard RT-11 command string 
syntax, with default file types for object libraries assigned as follows: 



Object FUe 




Default FUe Type 


List file: 




.LST 


Library output file: 




OBJ 


Input file (library or 


module): 


,OBJ 



If you do not specify a device, the default device (DK:) is assumed. 

Each input file consists of one or more object modules and is stored on a 
given device under a specific file name and file tjrpe. Once you insert an 
object module into a library file, you no longer reference the module by the 
name of the file of which it was a part; instead you reference it by its individ- 
ual module name. You assign this module name with the assembler with 
either a .TITLE statement in the assembly source program, or with the 
default name .MAIN, in the absence of a .TITLE statement or the sub- 

~.„ f„_ T7rkt>rrD A TVT „„.,4-;„„„ TU..^ f„„ „„„,~,„1^ 4-1,^ ;„„,,j. -Cl^ 

uxuglCLlll ixcimc i.u± X' vyxvx rtFX~i.±i xM\jLVii.i.'ca, xiiixis, j.v/x civoxixpic;, iixic xiipixu ixxc 

FORT.OBJ can exist on DT2: and can contain an object module called ABC. 
Once you insert the module into a library file, reference only ABC (not 
FORT.OBJ). 

The input files normally do not contain main programs but rather sub- 
programs, functions, and subroutines. The library file must never contain a 
FORTRAN BLOCK DATA subprogram because there is no undefined global 
symbol to cause the linker to load it automatically. 
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1 2.2 Option Commands and Functions for Object Libraries 

You maintain object library files by using option commands. Functions that 
you can perform include object module deletion, insertion and replacement, 
library file creation, and listing of an object library file's contents. 

Table 12-1 summarizes the options available for you to use with RT-11 
LIBR for object libraries. The following sections, which are arranged alpha- 
betically by option, describe the options in greater detail. 



Table 12-1 : LIBR Object Options 



Option 


Command 
Line 


Section 


Meaning 


/A 


first 


12.2.1 


Puts all globals in the directory, including all absolute 
global symbols. 


/C 


any 
but last 


12.2.2 


Command continuation; allows you to type the input 
specification on more than one line. 


/D 


first 


12.2.5 


Delete; deletes modules that you specify from a library 
file. 


/E 


first 


12.2.6 


Extract; extracts a module from a library and stores it in 
an OBJ file. 


/G 


first 


12.2.6 


Global deletion; deletes global symbols that you specify 
from the library directory. 


/N 


first 


12.2.8 


Names; includes the module names in the directory. 


/P 


first 


12.2.9 


P-sect names; includes the program section names in the 
directory. 


/R 


first 


12.2.10 


Replace; replaces modules in a library file. This option 
must follow the file specification to which it applies. 


/U 


first 


12.2.11 


Update; inserts and replaces modules in a library file. 
This option must follow the file specification to which it 
applies. 


/W 


first 


12.2.12 


Indicates wide format for the listing file. 


/x 


first 


12.2.13 


Allows multiple definitions of global entry points to 
appear in the library entry point table. 


II 


first and 
last 


12.2.2 


Command continuation; allows you to type the input 
specification on more than one line. 



There is no option to indicate module insertion. If you do not specify an 
option, the librarian automatically inserts modules into the library file. 



1 2.2.1 Include All Global and Absolute Global Symbols Option (/A) 

Use the /A option when you want all the global symbols to appear in the 
library file's directory. When you use /A, the librarian includes in the direc- 
tory all absolute global symbols, including those that have a value of 0. 
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Normally, the librarian includes in the directory only global entry points 
(labels), and not absolute global symbols. 

The following example places all the global symbols from module MODI and 
MOD2 in the library directory for ALIB.OBJ. 

*ALIB=M0DljM0n2/A 



1 2.2.2 Command Continuation Options (/C and //) 

You must use a continuation option whenever there is not enough room to 
enter a command string on one line. The maximum number of input files 
that you can enter on one line is six; you can use the /C option or the // option 
to enter more. Ts^e the /C option at the end of the current line and repeat it 
at the end of subsequent command lines as often as necessary, so long as 
memory is available; if you exceed memory, an error message prints. Each 
continuation line after the first command line can contain only input file 
specifications (and no other options). Do not specify a /C option on the last 
line of input. If you use the // option, type it at the end of the first input line 
and again at the end of the last input line. 

The following example creates a library file on the default device (DK:) 
under the file name ALIB.OBJ; it also creates a listing of the library file's 
contents as LIBLST.LST (also on the default device). The file names of the 
input modules are MAIN.OBJ, TEST.OBJ, FXN.OBJ, and TRACK.OBJ, all 
from DTI:. 

*ALIE.LIBLST=DTi:MAIN,TESTfFXN/C 
*riT 1! TRACK 

The next example creates a library file on the default device (DK:) under the 
name BLIB.OBJ. It does not produce a listing. Input files are MAIN.OBJ 
from the default device, TEST.OBJ from RKl:, FXN.OBJ from RKO:, and 

ma A r^ir r\T> t e .„ t^t'-i . 

i. LVtWj I.\..\J LMJ llUlli U X JL . . 

*blib=main// 
*rki:test 

*RKOir AN 

*DT.i, :trac;k// 



Another way of writing this command line is: 

»BLI B=MA I N , RK 1 : TEST , RKO ! FXN// 

*riTi: TRACK 

*// 



1 2.2.3 Creating a Library File 



To create a library file, specify a file name on the output side of a command 
line. 
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The following example creates a new library called NEWLIB.OBJ on the 
default device (DK:). The modules that make up this library file are in the 
files FIRST.OBJ and SECOND.OBJ, both on the default device. 



♦NEULIB-^FIRSTi- SECOND 



1 2.2.4 inserting IModules into a Library 

Whenever you specify an input file without specifying an associated option, 
the librarian inserts the input file's modules into the library file you name 
on the output side of the command string. You can specify any number of 
input files. If you include section names (by using /P) in the global symbol 
table and if you attempt to insert a file that contains a global symbol or 
PSECT (or CSECT) having the same name as a global symbol or PSECT 
already existing in the library file, the librarian prints a warning message 
(see Section 12.2.13 for multiple definition library creation). The librarian 
does, however, update the library file, ignore the global symbol or section 
name in error, and return control to the CSI. You can then enter another 
command string. 

Although you can insert object modules that exist under the same name (as 
assigned by the .TITLE statement), this practice is not recommended 
because of possible confusion when you need to update these modules (Sec- 
tions 12.2.2.10 and 12.2.2.11 describe replacing and updating). 

NOTE 

The librarian performs module insertion, replacement, 
deletion, merge, and update when creating the library file. 
Therefore, you must indicate the library file to which the 
operation is directed on both the input and output sides of 
the command line, since effectively the librarian creates a 
"new" output library file each time it performs one of these 
operations. You must specify the library file first in the 
input field. 

The following command line inserts the modules included in the files 
FA.OBJ, FB.OBJ, and FC.OBJ on DTI: into a library file named DXY- 
NEW.OBJ on the default device. The resulting library also includes the con- 
tents of library DXY.OBJ. 

)|cDXYNEU=DXY , DTI : FA y FB » FC 

The next command line inserts the modules contained in files THIRD. OBJ 
and FOURTH.OBJ into the library NEWLIB.OBJ. 

#NEWLIBfLIST=NEULlB» THIRD » FOURTH 

Note that the resulting library (1) contains the original library plus some 
new modules, and (2) replaces the original library because the same name 
was used in this example for the input and output library. 
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1 2.2.5 Delete Option (/D) 

The /D option deletes modules and all their associated global symbols from 
the library. 

When you use the /D option, the librarian prompts: 

Module name? 

Respond with the name of the module to be deleted, followed by a carriage 
return. Continue until you have entered all modules to be deleted. Type a 
carriage return immediately after the Module name'? message to terminate 
input and initiate execution of the command line. 

The following example deletes the modules SGN and TAN from the library 
fileTRAP.OBJonDTS:. 

*DT3 : TRAP=riT3 : TRAF/D 
Module nanre? SGN 
Module name? TAN 
Module name? 

The next example deletes the module FIRST from the library LIBFIL.OBJ; 
all modules in the file ABC. OBJ replace old modules of the same name in 
the library; it also inserts the modules in the file DEF.OBJ into the librarj'. 

*LIBFIL=I..IBFIL/DjABC/RFriEF 
Module name? FIRST 
Module name? 

In the following example, the librarian deletes two modules of the same 
name from the library file LIBFIL.OBJ. 

*LIBFIL=LIBFIL/D 
Module name? X 
Module name? X 



1 2.2.6 Extract Option (/E) 

The /E option allows you to extract an object module from a library file and 
place it in an .OBJ file. 

When you specify the /E option, the librarian prints: 
Global? 

Respond with the name of the object module you want to extract. If you spec- 
ify a global name, the librarian extracts the entire module of which that 
global is a part. Ty^e a carriage return to terminate the prompting for a 
global. 

You cannot use the /E option on the same command line as another option. 
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The following example extracts the ATAN routine from the FORTRAN 
library, SYSLIB.OBJ, and stores it in a file called ATAN.OBJ on DXl:. 



«nXi:ATAN=SYSLIB/E 
Global? ATAN 
Global? 



The next example extracts the $PRINT routine from SYSLIB.OBJ and 
stores it on DM1: as PRINT.OBJ. 



Global? *PRINT 
Global? 



1 2.2.7 Delete Global Option (/G) 

The /G option lets you delete a specific global symbol from a library file's 
directory. 

When you use the /G option, the librarian prints: 

Global? 

Respond with the name of the global symbol you want to delete followed by a 
carriage return; continue until you have entered all globals to be deleted. 
TjT)e a carriage return immediately after the Global? message to terminate 
input and initiate execution of the command line. 

The following command instructs LIBR to delete the global symbols 
NAMEA and NAMEB from the directory found in the library file 
ROLL.OBJ on DK:. 

*R0l-L=R0L.L/6 
Global? NAMEA 
Global? NAMEB 
Global? 

The librarian deletes globals only from the directory (and not from the 
library itself). Whenever you update a library file, all globals that you pre- 
viously deleted are restored unless you use the /G option again to delete 
them. This feature lets you recover if you delete the wrong global. 



1 2.2.8 Include Module Names Option (/N) 

When you use the /N option on the first line of the command, the librarian 
includes module names in the directory. The linker loads modules from 
libraries based on undefined globals, not on module names. The linker also 
provides equivalent functions by using global symbols and not module 
names. Normally, then, it is a waste of space and a performance compromise 
to include module names in the directory. 
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If you do not include module names in the directory, the MODULE column 
of the directory listing is blank, unless the module requires a continuation 
line to print all its globals. A plus ( + ) sign in the MODULE column 
indicates continued lines. The /N option is useful mainly when you create a 
temporary library in order to obtain a directory listing. 

If the library does not have module names in its directory, you must create a 
new library to include the module names. The following example illustrates 
how to do this. It creates a temporary new library from the current library 
(by specifying the null device for output) and lists its directory on the termi- 
nal. The current library OLDLIB remains unchanged. 



*nl:temp 

RT-11 LI 
NLJTEMP. 


»tt:=oldlib/n 
:brarian vo3.io 

OBJ 


Tut 
TUE 


03- 
03- 


-MAY-79 20: 36 Ml 
-MAY-79 20136:40 


MODULE 






GLOBALS 






GLOBALS GLOBALS 


IRAD50 

JMUL 

LEN 

SUBSTR 

JADD 

JCMP 






IRAD50 

JMUL 

LEN 

SUBSTR 

JADD 

JCMP 






RAD50 



1 2.2.9 Include P-section Names Option (/P) 

The librarian does not include program section names in the directory 
unless you use the /P option on the first line of the command. The linker does 
not use section names to load routines from libraries — in fact, including 
the names can decrease linker performance. Including program section 
names also causes a conflict in the library directory and subsequent 
searches, since the librarian treats section names and global symbols 
identically. 

This option is provided for compatibility with RT-11 V2C. DIGITAL recom- 
mends that you avoid using it with later versions of RT-11. 



1 2.2.1 Replace Option (/R) 

Use the /R option to replace modules in a library file. The /R option replaces 
existing modules in the library file you specify as output with the modules of 
the same names contained in the file(s) you specify as input. In the command 
string, enter the input library file before the files used in the replacement 
operation. 

If an old module does not exist under the same name as an input module, or 
if you specify the /R option on a library file, the librarian prints an error 
message followed by the module name and ignores the replace command. 
The /R option must follow each input file name containing modules for 

replacement. | 

1 
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The following command line indicates that the modules in the file INB.OBJ 
are to replace existing modules of the same names in the library file 
TFIL.OBJ. The object modules in the files INA.OBJ and INC.OBJ are to be 
added to TFIL. All files are stored on the default device DK:. 

*TFIL=TFIL» INAr INB/R » INC 

The same operation occurs in the next command as in the preceding 
example, except that this updated library file is assigned the new name 
XFIL. 

«XFIL=TFILflNAfINB/R»INC i 



12.2.11 Update Option (/U) 

The /U option lets you update a library file by combining the insert and 
replace functions. If the object modules that compose an input file in the 
command line already exist in the library file, the librarian replaces the old 
modules in the library file with the new modules in the input file. If the 
object modules do not already exist in the library file, the librarian inserts 
those modules into the library. (Note that some of the error messages that 
might occur with separate insert and replace functions do not print when 
you use the update function.) /U must follow each input file that contains 
modules to be updated. Specify the input library file before the input files in 
the command line. 

The following command line instructs the librarian to update the library file 
BALIB.OBJ on the default device. First the modules in FOLT.OBJ and 
BART.OBJ replace old modules of the same names in the library file, or if 
none already exist under the same names, the modules are inserted. The 
modules from the file TAL.OBJ are then inserted; an error message prints if 
the name of the module in TAL.OBJ already exists. 

*BALIB=BALIB»FOLT/UtTAL»BART/U 

In the next example, there are two object modules of the same name, X, in 
both Z and XLIB; these are first deleted from XLIB so that both the modules 
called X in file Z are correctly placed in the library. Globals SECl and SEC2 
are also deleted from the directory but automatically return the next time 
the library XLIB.OBJ is updated. 

«XLIB=XLIB/DrZ/U/Q 
Module name? X 
Module name? X 
Module name? 
Global? SECl 
Global? SEC2 
Global? 



12.2.12 Wide Option (/W) 

The AV option gives you a wider listing if you request a listing file. The 
wider listing has six Global columns instead of three, as in the normal list- 
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ing. This is useful if you list the directory on a line printer or a terminal that 
has 132 columns. 



12.2.13 Creating Multiple Definition Libraries Option (/X) 

The /X option lets you create libraries that can have more than one defini- 
tion for a global entry point. These libraries are called multiple definition 
libraries. They are processed differently from libraries that contain only one 
definition for each global entry point name that appears in the library's 
directory (for more information on processing multiple definition libraries, 
see Chapter 11). 

In multiple definition libraries, two library modules may use the same 
global entry point name, and both definitions may appear in the entry point 
table (EPT). At least one entry point name should be unique in each module 
so that you can easily identify it. 

When you use the /X option, the librarian does not issue the ?LIBR-W-Ille- 
gal insert ofAAAAAA message when it encounters a duplicate global S3an- 
bol name, and the global name will appear in the directory for each module 
that defines it. In addition, the /X option causes the librarian to turn on the 
/N option (see Section 12.2.8). 

The following example creates the multiple definition library MLTLIB from 
modules MODI, M0D2, and M0D3 and lists the library on the terminal. 
Since MODS contains only absolute global symbols, this example must also 
use the /A option. 

*ML.TLIB r TT : =MOn 1 » M0D2 1 M0D3/X/A 

RT-11 LIBRARIAN V03.10 THU 25-APR-79 09:45:31 



dk:mltlib, 


► OBJ 




THU 


25- 


-APR-79 


09! 


!45i 


!31 




MODULE 




GLOBALS 






GLOBALS 






GLOBALS 


MODI 
M0D2 

M0D3 




OMA*R 

ATP* 

LBM 

ATP* 

ENTZ 






SUP* 
OMA*R 

OMA*R 








ATP* 
MER*CR 

MFRtHR 



12.2.14 Listing the Directory of a Library File 

You can request a listing of the contents of a library file (the global symbol 
table) by indicating both the library file and a list file in the command line. 
Since a library file is not being created or updated, you do not need to 
indicate the file name on the output side of the command line; however, you 
must use a comma to designate a null output library file. 

The command syntax is as follows: 

*,LP: = library-filespec 
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or 



^list-filespec = libraiy-filespec 



where: 



library-filespec represents the existing library file 

LP: indicates that the listing is to be sent directly to the 

line printer (or terminal, if you use TT:) 






represenus a ust me uo. tne nuiaiy mc s cuiiueiitis 



The following command outputs to DT2: as LIST.LST a listing of all modules 
in the library file LIBFIL.OBJ, which is stored on the default device. 

*»DT2JLIST=LIBFIL 

The next command sends to the line printer a listing of all modules in the 
library file FLIB.OBJ, which is stored on the default device. 

*»lp:=flib 

Here is a sample section of a large directory listing: 



*tTt;=syslib 

RT-ll LIBRARIAN V03,10 
DKJSYSLIB.OBJ 



TUE 03-MAY-79 21J0i:01 
TUE 03-MAY-79 20 t 59: 47 



MODULE 


6L0BALS 


GLOBALS 


GLOBALS 




DCO* 


ECO* 


FCO* 


+ 


6C0* 


RCI* 






D1C*IS 


DIC*MS 


DICfPS 


+ 


DIC*SS 


*DIVC 


*DVC 




AOD$IS 


ADD*MS 


ADD»PS 


+ 


ADD*SS 


SUD$IS 


SUDfMS 


+ 


SUD*PS 


sun$ss 


»ADD 



The first line of the listing file shows the version of the librarian that was 
used and the current date and time. The second line prints the library file 
name and the date and time the library was created. Each line in the rest of 
the listing shows only the globals that appear in a particular module. If a 
module contains more global symbol names than can print on one line, a 
new line will be started with a plus ( + ) sign in column 1 to indicate 
continuation. 

If you request a listing of a library file that was created with the /X or /N 
option, the listing includes module names under the MODULE heading. 



12.2.15 Merging Library Files 

You can merge two or more library files under one file name by specifying in 
a single command line all the library files to be merged. The librarian does 
not delete the individual library files following the merge unless the output 
file name is identical to one of the input file names. 
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The command syntEix is as follows: 

*library-filespec = input-filespecs 

where: 

library-filespec represents the library file that will contain all the 
merged files (If a library file already exists under 
this name, you must also indicate it in the input side 
of the command line so that it is included in the 
merge.) 

input-filespec represents a library file to be merged 

Thus, the following command combines library files MAIN.OBJ, TRIG.OBJ, 
STP.OBJ, and BAC.OBJ under the existing library file name MAIN.OBJ; 
all files are on the default device DK:. Note that this replaces the old con- 
tents of MAIN.OBJ. 

«MAIN=HAIN>TRIG»STP»BAC 

The next command creates a library file named FORT.OBJ and merges 
existing library files A.OBJ, B.OBJ, and C.OBJ under the file name 
FORT.OBJ. 



»r-ur< r =HirEi>u 



NOTE 

Library files that you combine using PIP are illegal as 
input to both the librarian and the linker. 



12.2.16 Combining Library Option Functions 

You can request two or more library functions in the same command line, 
with the exception of the /E and /M options, which cannot be specified on the 
same command line with any other option. The librarian performs functions 
(and issues appropriate prompts) in the following order: 

1. /C or // 

2. /D 

3. /G 

4. /U 

5. /R 

6. Insertions 

7. Listing 

Here is an example that combines options: 

*FILE»LP:=F"ILE/ri,HODX,MODY/R 
Module Tiams? XYZ 
Module name? A 
Module n3iiie? 

1 
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The librarian performs the functions in this example in the following order: 

1. Deletes modules XYZ and A from the library file FILE.OBJ. 

2. Replaces any duplicate of the modules in the file MODY.OBJ. 

3. Inserts the modules in the file MODX.OBJ. 

4. Lists the directory of FILE.OBJ on the line printer. 

1 2.3 Option Commands and Functions for i^acro Libraries 

The librarian lets you create macro. libraries. A macro library works with 
the V03 and later MACRO-11 assembler to reduce macro search time. 

The .MACRO directive produces the entries in the library directory (macro 
names). LIBR does not maintain a directory listing file for macro libraries; 
you can print the ASCII input file to list the macros in the library. 

The default input and output file type for macro files is .MAC. 

If you give the library file the same name as one of the input files, the librar- 
ian prints the error message: ?LIBR-F-Output and input filnames the same. 

The librarian removes all comments from your source input file except for 
those within a macro (that is, between a .MACRO and .ENDM pair of direc- 
tives). Because comments take up space during the assembly and in the 
library, remove them from the macros wherever possible before creating a 
macro library, if saving space and shortening assembly time are important 
to you. 

Table 12-2 summarizes the options you can use with macro libraries. 
The options are explained in detail in the following two sections. 



Table 12-2: LIBR Macro Options 



Option 


Command 
Line 


Section 


Meaning 


/C 


any 
but last 


12.3.1 


Command continuation; allows you to type the 
input specification on more than one line. 


/M[:n] 


first 


12.3.2 


Macro; creates a macro library from the ASCII 
input file containing .MACRO directives. 


// 


first and 
last 


12.3.1 


Command continuation; allows you to type the 
input specification on more than one line. 



1 2.3.1 Command Continuation Options (/C or //) 

These options are the same for macro libraries as for object libraries. See 
Section 12.2.2. 
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1 2.3.2 Macro Option (/M[:n]) 

The /M[:n] option creates a macro library file from an ASCII input file that 
contains .MACRO directives. The optional argument n determines the 
amount of space to allocate for the macro name directory by representing 
the number of macros you want the directory to hold. Remember that n is 
interpreted as an octal number; you must follow re by a decimal point (n.) to 
indicate a decimal number. Each 64 macros occupy one block of library 
directory space. The default value for n is 128, enough space for 128 macros, 
which will use 2 blocks for the macro name table. 

The command syntax is as follows: 

*library-filespec - input-filespec/M[:n] 
where: 

library-filespec represents the macro library to be created 

input-filespec represents the ASCII input file that contains 
.MACRO definitions 

/M[:n] is the macro option 

The continuation options (/C or //) are the only options you can use with the 
macro option. 

The following example creates the macro library SYSMAC.SML from the 
ASCII input file SYSMAC.MAC. Both files are on device DK:. 

*S YSMAC . SHL=S YSMAC/M 
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Chapter 13 
DUMP 



The DUMP program prints on the console or line printer, or writes to a file, 
all or any part of a file as words or bytes (in octal), ASCII characters, and/or 
Radix-50 characters. DUMP is particularly useful for examining directories 
and files that contain binary data. 



13.1 Calling and Using DUIMP 



To call the DUMP program from the system device, respond to the dot (.) 
printed by the keyboard monitor by typing: 

R DUMP <re:t> 

The Command String Interpreter prints an asterisk at the left margin of the 
console terminal when it is ready to accept a command line. If you respond to 
the asterisk by typing only a carriage return, DUMP prints its current ver- 
sion number. 

You can type CTRL/C to halt DUMP and return control to the monitor when 
DUMP is waiting for input from the console terminal. You must type two 
CTRL/C's to abort DUMP at any other time. To restart DUMP, type R 
DUMP or REENTER in response to the monitor's dot. Chapter 6, Command 
String Interpreter, describes the general syntax of the command line that 
DUMP accepts. If you do not specify an output file, the listing prints on the 
line printer. If you do not specify a file type for an output file, the system 
uses .DMP. 



13.2 Options 

Table 13-1 summarizes the options that are valid for DUMP. 
Table 13-1: DUMP Options 



Option 



/B 

/E:n 
/G 
/N 
/0:n 



Explanation 



Outputs bytes, in octal. 

Ends output at block number n, where ra is an octal block niunber. 

Ignores input errors. 

Suppresses ASCII output. 

Outputs only block number n, where n is an octal block number. With this option, 
you can dump only one block for each command line. 



(continued on next page) 
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Table 13-1: DUMP Options(Cont.) 



Options 



Explanation 



/S:n 

/T 
AV 

/X 



Starts output with block number n, where n is an octal block number. For ran- 
dom-access devices, n may not be greater than the number of blocks in the file. 

Defines a tape as non-file-structured. 

Outputs words, in octal (the default mode). 

Outputs Radix-50 characters. 



ASCII characters are always dumped unless you t3T)e /N. 

tive to the beginning of that file. If you do not specify a file name, that is, if 
you are dumping a device, the block numbers are the absolute (physical) 
block numbers on that device. Remember that the first block of any file or 
device is block 0. 

NOTE 

DUMP does not print data from track of diskettes. 

DUMP handles operations that involve magtape and cassette differently 
from operations involving random-access devices. 

If you dump an RT-11 file-structured tape and specify only a device name in 
the input specification, DUMP reads only as far as the logical EOFl. Logical 
end-of-tape is indicated by an end-of-file label followed by two tape marks. 
For non-file-structured tape, logical end-of-tape is indicated by two con- 
secutive tape marks. If you dump a cassette and specify only the device 
name in the input specification, the results are unpredictable. For magtape 
dumps, tape mark messages appear in the output listing as DUMP encoun- 
ters them on the tape. 

If you use /S:n with magtape, n can be any positive value. However, an error 
can occur if n is greater than the number of blocks written on the tape. For 
example, if a tape has 100 written blocks and n is 110, an error can occur if 
DUMP accesses past the 100th block. If you specify /E:n, DUMP reads the 
tape from its starting position (block 0, unless you specify otherwise) to 
block number n or to logical end-of-tape, whichever comes first. 



1 3.3 Example Commands and Listings 

This section includes sample DUMP commands and the listings they 
produce. 

The following command string directs DUMP to print, in words, information 
contained in block 1 of the file DMPX.SAV stored on device DK:. 

*tIMPX.SAV/0!l 
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DMPX, 


,SAtf/0:: 


1 












BLOCK hUMBtR OUOOl 










000/ 


000000 


042062 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


oooooo 


020/ 


000000 


OOOOOO 


OOOOOO 


oooooo 


OOOuOO 


OOOOOO 


oooooo 


040/ 


000000 


oooooo 


00l0u2 


oooooo 


OOOOOO 


003356 


001010 


060/ 


000014 


000400 


004C01 


oooooo 


OOOOOO 


OOOOOO 


oooooo 


100/ 


000000 


OOOOOU 


04b5U4 


043072 


046111 


Q3Q505 


044456 


120/ 


000000 


04O061 


oooooo 


OOOOUO 


OOOOOO 


OOOOOO 


oooooo 


140/ 


000000 


OOOOOO 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


IbO/ 


000000 


oooooo 


oooooo 


OOOOOO 


OOOOOO 


001356 


002000 


200/ 


000000 


OOOUOO 


UOOOOO 


oooooo 


OOOOOO 


001000 


oooooo 


220/ 


oooooo 


ooouoo 


oooooo 


OOOOOO 


OOOOOO 


oooooo 


oooooo 


240/ 


000000 


ooouoo 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


oooooo 


260/ 


oooooo 


OOOuyO 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


300/ 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


oooooo 


320/ 


oooooo 


OOOOOO 


oooooo 


OOOuOO 


OOOOOO 


oooooo 


oooooo 


340/ 


oooooo 


OOoOOO 


oooooo 


oooooo 


oooooo 


oooooo 


UOOOOO 


360/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


OOOOOU 


oooooo 


400/ 


oooooo 


OOOutly 


oooooo 


OuOOOU 


oooooo 


oooooo 


uOOOOO 


420/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


oooooo 


oooooo 


440/ 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


oooooo 


OOOOOO 


460/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


oooooo 


oooooo 


500/ 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


oooouo 


OOOOOU 


uOOOOO 


520/ 


oooooo 


OOOOUO 


oooooo 


oooooo 


OOOOOu 


oooooo 


oooooo 


540/ 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


oooouo 


OOOOOO 


560/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


UOOOOO 


oooooo 


600/ 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


ououoo 


oooooo 


620/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


OOOOOu 


OOOOOO 


oooooo 


640/ 


oooooo 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


660/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


700/ 


oooooo 


OOOuOO 


OUOOOO 


OOOOOO 


oooooo 


OuOOOO 


oooooo 


720/ 


oooooo 


OOOOOO 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 


740/ 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


oooooo 


oooooo 


oooooo 


760/ 


OOOOOu 


OOOUuO 


oooooo 


oooooo 


OOOOOO 


oooooo 


oooooo 



oooooo *..2D * 

OOOOOO * * 

001104 * n..,0.* 

OOOOOO * ♦ 

046523 *, , » sDKlKILEl .ISM» 

OOOOOO *..li * 

OOOOOO * * 

001234 * n « 

OOOOOO * * 

OOOOOO ♦ * 

OOOOOO * ♦ 

OOOOOO * * 

WVWV ^•••■■•••••••■«a»^ 

OOOOOO * * 

OOOOOO * * 

uOOOOO * * 

OOOOOO ♦.., 

OOOOOO * * 

OOOOOO ♦ * 

OOOOOO *..., » 

OOOOOO * * 

oooooo ♦ ...,..» 

OOOOOO ♦ * 

oooooo » ♦ 

oooooo ♦ , * 

OOOOOU '•' * 

oooooo * ♦ 

OOOOOO ♦ » 

OOOOOO ♦ » 

OOOOOO ♦ ♦ 

OOOOOO * * 

OOOOOO ♦ * 



In the printout above, the heading shows which block of the file follows. The 
numbers in the leftmost column indicate the byte offset from the beginning 
of the block. Remember that these are all octal values and that there are two 
bytes per word. The words that were dumped appear in the next eight col- 
umns. The rightmost column contains the ASCII equivalent of each word. 
DUMP substitutes a dot (.) for nonprinting codes, such as those for control 
characters. 

The next command dumps block 1 of file PIP.SAV. The /N option suppresses 
ASCII output. 

«pip.sAy/N/o:i 



sy:pif.sav/n/o:i 








BLOCK NUMBER OOUOl 


L 






000/ 


060502 


010046 


010146 


010246 


000422 


020/ 


022512 


001406 


012100 


005046 


011146 


040/ 


012602 


012601 


012600 


011505 


000205 


060/ 


011501 


177724 


016701 


000012 


005021 


100/ 


000743 


005562 


015260 


005562 


000006 


120/ 


003147 


014100 


000022 


000211 


014100 


140/ 


000025 


000470 


004537 


001002 


000006 


160/ 


C00014 


005764 


004537 


001002 


000022 


200/ 


000030 


014102 


004537 


001002 


000036 


220/ 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


240/ 


oooooo 


oooooo 


OOOOOO 


oooooo 


OOOOOO 


260/ 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


300/ 


oooooo 


oooooo 


OOOOOO 


001000 


015260 


320/ 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


OOOOOO 


340/ 


oooooo 


oooooo 


OOOOOO 


oooooo 


OOOOOO 



062701 001100 

010246 104217 

104376 175400 

020167 000006 

002112 005562 

000023 000423 

006456 004537 

014102 004537 

014120 OOOOOO 

OOOOOO OOOOOO 

OOOOOO OOOOOO 

OOOOOO OOOOOO 

oooooo OOOOOO 

oooooo OOOOOO 

OOOOOO OOOOOO 

(continued on 



012102 
103405 
012767 
103774 
000013 
014100 
001002 
001002 
OOOOOO 
OOOOOO 
OOOOOO 

oooooo 

OOOOOO 

oooooo 

OOOOOO 
next page) 
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360/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


400/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


420/ 


000000 


000000 


002056 


002063 


003452 


000000 


005020 


000000 


440/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


460/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


500/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


520/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


540/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


560/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


600/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


620/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


640/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


660/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


700/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


720/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


740/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


760/ 


000000 


000000 


000000 


000000 


000000 


000000 


000000 


000000 



The following command dumps block 1 of SYSMAC.MAC in bytes. ASCII 
equivalents appear underneath each byte. 



*SYSMAC.MAC/B/0;i 

SY:5YSMAC.MAC/B/0:l 
BLOCK NUMBER 00001 
000/ 120 040 117 106 

020/ 101 122 105 040 

ARE 
040/ 012 073 040 124 

; t 

060/ 012 073 015 012 

100/ ioi 124 ill 117 

Alio 
120/ 106 124 127 101 

F T W A 
140/ 124 040 124 117 

T TO 
160/ 110 117 125 124 

H U T 
200/ 101 116 1U4 040 

AND 
220/ 040 040 102 105 

B E 
240/ 040 101 123 040 

A S 
260/ 124 040 102 131 

T B X 
300/ 111 120 115 105 

1 P M E 
320/ 101 124 111 117 

A T I Q 
340/ 111 124 101 114 

I T A L 
360/ 122 105 123 120 

R £ S P 
400/ 117 122 040 124 

OR T 
420/ 105 114 111 101 

E L I A 
440/ 111 124 123 015 

ITS 
460/ 117 116 040 105 

ON t. 



040 


040 


124 

T 


110 
H 


105 


040 


040 


040 


111 


123 


040 


040 


110 


105 




I 


S 






H 


E 


122 


101 


116 


123 


106 


105 


122 


R 


A 


N 


S 


F 


E 


R 


073 


040 


124 


110 


105 


040 


111 


; 




T 


H 


E 




I 


116 


040 


111 


116 


040 


124 


110 


N 




I 


N 




T 


H 


122 


105 


040 


111 


123 


040 


123 


R 


E 




I 


S 




S 


040 


103 


110 


101 


116 


107 


105 




C 


H 


A 


N 


G 


E 


040 


040 


116 


117 


124 


111 


103 






N 





T 


I 


C 


040 


123 


110 


117 


125 


114 


104 




S 


H 





U 


L 


D 


040 


040 


103 


117 


116 


123 


124 






c 


D 


N 


S 


T 


040 


101 


040 


103 


117 


115 


115 




A 




C 





M 


H 


040 


104 


HI 


107 


111 


124 


101 




D 


I 


G 


I 


T 


A 


116 


124 


015 


012 


073 


040 


103 


N 


T 


• 


• 


; 




C 


116 


056 


015 


012 


073 


015 


012 


N 


■ 


• 


• 


9 


• 


« 


040 


101 


123 


123 


125 


115 


105 




A 


S 


S 


U 


M 


E 


117 


116 


123 


111 


102 


111 


114 





N 


S 


I 


B 


1 


h 


110 


105 


040 


125 


123 


105 


040 


H 


E 




U 


S 


£ 




102 


111 


114 


111 


124 


131 


040 


B 


I 


h 


1 


T 


t 




012 


073 


040 


123 


117 


106 


124 


* 


■ 




S 





F 


T 


121 


125 


111 


120 


115 


105 


116 


Q 


U 


I 


P 


M 


E 


h 



123 117 106 124 127 

e n e* 11 i.i 

122 105 102 131 015 
R E B Y . 
122 105 104 056 015 
RED.. 

116 106 117 122 115 
N F R M 
111 123 040 123 117 
IS SO 
125 102 112 105 103 
U B J E C 
040 040 127 HI 124 

WIT 
105 015 012 073 040 
E * 

040 040 116 117 124 

NUT 

122 125 105 104 040 
RUED 

111 124 115 105 116 
I T M E N 
114 040 105 121 125 
L E g U 

117 122 120 117 122 

R P R 
073 040 104 HI 107 
; DIG 

123 040 116 117 040 
S N U 

111 124 131 040 106 

1 T ¥ i 
117 122 040 040 122 
OR R 
040 117 106 040 040 

F 
127 101 122 105 040 
ri A R E 

124 040 127 110 111 
T W h 1 

(continued on next page) 
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500/ 103 XIO 040 111 123 040 116 117 124 040 123 125 120 120 114 111 

CH IS NOT SUPPLI 
520/ 105 104 040 102 131 040 104 111 107 111 124 101 114 056 015 012 

ED BY DIGITAL... 
540/ 014 056 115 101 103 122 117 040 056 056 126 061 056 056 015 012 

MACRO ..VI.... 
560/ 056 115 103 101 114 114 Oil 056 056 056 103 115 060 054 056 056 

MCALL....CHO,.. 
600/ 056 103 115 061 054 056 056 056 103 115 062 054 056 056 056 103 

C M 1 C M 2 C 

620/ lis 063 054 056 056 056 103 115 064 054 056 056 056 103 115 065 

M3,...CH4,...CMb 
640/ 054 056 056 056 103 115 066 015 012 056 056 056 12b 061 075 061 

;«..CH6e...sVl-l 

660/ 015 012 056 105 116 104 115 015 012 015 012 056 115 101 103 122 

CNDH MACR 

700/ 117 040 056 056 126 062 056 056 015 012 056 115 103 101 114 114 

..V2 HCALL 

720/ Oil 056 056 056 103 115 060 054 056 056 056 103 115 061 054 056 

C H C M 1 

740/ 056 056 103 115 062 054 056 056 056 lo3 115 063 054 056 056 056 

C H 2 C M 3 

760/ 103 115 064 054 056 056 056 103 US 065 054 056 056 056 103 U5 
CM4f • • sCNS f • • aCH 

The last example shows block 6 (the directory) of device RKO:. The output is 
in octal words with Radix-50 equivalents below each word. 

«RK0:/N/X/0:6 

RK0:/N/X/Ol6 

BLOCK NUMBER 00006 

000/ 000020 000002 000004 000000 000046 002000 075131 062000 

P B 8 YX SMA P 

020/ 075273 000031 000000 027147 002000 071677 142302 075273 

SYS ¥ GP9 YX RTl ISJ SYS 

040/ 000103 000000 027147 002000 071677 141262 075273 000120 

AS GP9 YX RTl IFB SYS B 

060/ 000000 027147 002000 071677 141034 075273 000100 000000 

GP9 YX RTl IBL SYS AX 
100/ 027147 002000 100040 000000 075273 000002 000000 027147 

GP9 YX TT SYS B GP9 

120/ 002000 016040 000000 075273 000003 000000 027147 002000 

YX DT SYS C GP9 YX 

140/ 015600 000000 075273 000003 000000 027147 002000 016300 

DP SYS C GP9 YX DX 

160/ 000000 075273 000003 000000 027147 002000 016350 000000 

SYS C GP9 YX DY 

200/ 075273 000004 000000 027147 002000 070560 000000 075273 

SYS D GP9 YX RF SYS 

220/ 000003 000000 027147 002000 071070 000000 075273 000003 

C GP9 YX RK SYS C 

240/ 000000 027147 002000 015340 000000 075273 000004 000000 

GP9 YX DL SYS D 

260/ 027147 002000 015410 000000 075273 000005 000000 027147 

GP9 YX OM SYS E GP9 

300/ 002000 015770 000000 075273 000003 000000 027147 002000 

YX DS SYS C GP9 YX 

320/ 014640 000000 075273 000005 000000 027147 002000 046600 

DD SYS E GP9 YX LP 

340/ 000000 075273 000002 000000 027147 002000 046770 000000 

SYS B GP9 YX LS 

(continued on next page) 
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360/ 075273 000002 000000 027147 002000 012620 000000 075273 

SYS B GP9 YX CR SKS 

400/ 000003 000000 027147 002000 052070 000000 075273 OOOOU 

C GP9 YX MS SYS I 

420/ 000000 027547 002000 052150 014400 075273 000003 000000 

GWO YX MTH D SYS C 
440/ 027147 002000 015173 052177 012445 000011 000000 027547 

GP9 YX DIS MTl COM I GWO 

460/ 002000 051520 014400 075273 000004 000000 027147 002000 

YX MMH D SYS D GP9 YX 

500/ 015173 052200 012445 000010 000000 027547 002000 052100 

DIS MT2 COM H GWO YX MSH 

520/ 014400 075273 000004 000000 027147 002000 054540 000000 

D SYS D GP9 YX i^L 

540/ 075273 000002 000000 027147 002000 062170 000000 075273 

SYS B GP9 YX FC SYS 

560/ 000002 000000 027147 002000 062240 000000 075273 000003 

B GP9 YX PD SYS C 

600/ 000000 027147 002000 012740 000000 075273 000005 000000 

GP9 YX CT SYS E 

620/ 027147 002000 006250 000000 075273 00000? 000000 027147 

GP9 YX BA SYS G GP9 

640/ 002000 016130 000000 073376 000051 000000 027147 002000 

YX DUP SAV AA GP9 YX 

660/ 023752 050574 073376 000023 000000 027147 002000 070533 

FOR HAT SAV S GP9 YX RES 

700/ 060223 073376 000017 000000 027147 002000 015172 OOOOOO 

ORC SAV GP9 YX DIR 

720/ 073376 000021 OOOOOO 027147 002000 075273 050553 074324 

SAV Q GP9 YX SYS MAC SML 

740/ 000052 OOOOOO 027147 002000 017751 076400 073376 000023 

AB GP9 YX EDI T SAV S 

760/ OOOOOO 027147 002000 042614 OOOOOO 073376 000073 OOOOOO 
GP9 YX KED SAV AS 
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Chapter 1 4 
FILEX 



The file exchange program (FILEX) is a general file transfer program that 
converts files from one format to another so that you can use them with vari- 
ous operating systems. You can initiate transfers between any block- 
replaceable RT-11 directory-structured device and any device listed in 
Table 14-1. 



Table 14-1: Supported FILEX Devices 




Device 


Valid as 
Input 


Valid as 
Output 


PDP-11 

DOS/BATCH 

DECtape 


X 


X 


DOS/BATCH 
disk 


X 




RSTS 
DECtape 


X 


X 


DECsystem-10 
DECtape 


X 




Interchange 
Diskette (RXOl, 
RX02 single-density) 


X 


X 



FILEX does not support magtapes, cassettes, or double-density diskettes in 
any operation. Note that you can transfer only one file at a time to inter- 
change diskette format. 

Section 4.2 of this manual describes how to use wildcards, which you can use 
in the FILEX command string. You can use wildcards when transferring 
from interchange to RT-11 format. However, you cannot use embedded 
wildcards in any file name or file type. For example, the following line repre- 
sents a valid file specification. 

The next line is an illegal file specification for FILEX. 

*TXST,MAC 



14.1 File Formats 



FILEX can transfer files created by four different operating systems: RT-11, 
DECsystem-10, universal interchange format (IBM) system (see the RT-11 
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Software Support Manual), and DOS/BATCH (PDP-11 Disk Operating Sys- 
tem). You can use the following three data formats in a transfer: ASCII, 
image, and packed image. ASCII files conform to the American Standard 
Code for Information Interchange in which each character is represented by 
a 7-bit code. In ASCII mode, FILEX deletes null and rubout characters, as 
well as parity bits. 

NOTE 

If you attempt to use RT-11 volumes for both input and out- 
put, FILEX generates an error message. 

Because the file structure and data formats for each system vary, options are 
needed in the command line to indicate the file structures and the data for- 
mats involved in the transfer. These options are discussed in Section 14.2.1. 
FILEX assumes that all devices are RT-11-structured. You can use options 
to indicate otherwise. 



14.2 Calling and Using FILEX 



To call FILEX from the system device, respond to the dot printed by the 
keyboard monitor by tjT)ing: 

R FILEX <RET.> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to enter a command. 

Type two CTRL/C's to halt FILEX at any time (or a single CTRL/C to halt 
FILEX when it is waiting for console terminal input) and return control to 
the monitor. To restart FILEX, type R FILEX or REENTER in response to 
the monitor's dot. 



14.3 Options 



Table 14-2 lists the options that initiate various FILEX operations. The 
table divides into three categories: transfer, operation, and device. Transfer 
options direct FILEX to copy data in a certain mode. The three transfer 
modes are: ASCII, image, and packed image. 

Operation options perform another function in addition to the data transfer. 
These additional functions include deleting files, producing listings, and 
zeroing device directories. Device options indicate the formats of devices 
that are involved in a transfer. These formats are DOS/BATCH or RSTS, 
DECsystem-10, and interchange. FILEX accepts one transfer option and 
one operation option in a single command. 

You can specify one device option for each file involved in the transfer. The 
device options (/S, /T and /U) must appear following the device and file name 
to which they apply; other options may appear anywhere in the command 
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line. These options are explained in more detail in the sections following 
Table 14-2. 



14.3.1 Transferring Flies Between RT-i 1 and DOS/BATCH 
(orRSTS) ' 

You can transfer files between block-replaceable devices used by RT-11 and 
the PDP-11 DOS/BATCH system. Input from DOS/BATCH may be either 
disk or DECtape. You can use both linked and contiguous files. 

If the input device is a DOS/BATCH disk, you should specify a DOS/BATCH 
user identification code (UIC) in the form [nnn,nnn], where nnn represents 
an octal integer less than or equal to 377. The first part of the code repre- 
sents a user group number; the second is the individual user number. The 
initial default value is [1,1]. The UIC you supply will be the default for all 
future transfers. If you do not specify a UIC, FILEX will use the current 
default UIC. Note that the square brackets ([ ]) are part of the UIC; you 
must type them if you specify a UIC. 

Output to DOS/BATCH is limited to DECtape only. You do not need a UIC 
in a command line where you are accessing only DECtape. Individual users 
do not "own" files on DECtape under DOS. However, no error occurs if you 
do use a UIC. DECtape used under the RSTS system is legal as both input 
and output, since its format is identical to DOS/BATCH DECtape. You may 
use any valid RT-11 file storage device for either input or output in the 
transfer. The RT-11 device DK: is assumed if you do not indicate a device. 

An RT-11 DECtape can hold more information than a DOS/BATCH or 
RSTS DECtape. When you copy files from a full RT-11 tape to a DOS DEC- 
tape, some information may not transfer. In this case, an error message 
prints and the transfer does not complete. 

When a transfer from an RT-11 device to a DOS DECtape occurs, the block 
size of the file can increase. However, if the file is later transferred back to 
an RT-11 device, the block size does not decrease. 

Table 14-2: FILEX Options 



Options 



Explanation 



Transfer 

Ik 



Indicates a character-by-character ASCII transfer in which FILEX deletes 
rubouts and nulls. If you use /U with /A, FILEX also ignores all sector bound- 
aries on the diskette. If you use /A with /T, FILEX assumes that each PDP-10 
36-bit word contains five 7-bit ASCII bytes. If you use /U with /A, FILEX 
assumes that records are to be terminated by a line feed, vertical tab, or form 
feed. The transfer terminates when a CTRL/Z is encountered. (This feature is 
included for compatibility with RSTS.) FILEX does not transfer the CTRL/Z. 



(continued on next page) 
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Table 14-2: FILEX Options (Cont.) 



Options 



Explanation 



/I 



/P 



Operation 
/D 

/F 

/L 

/Y 
/Z 



Device 

/S 

/T 
/U[:n.] 



Performs an image mode transfer. If the input is DOS/BATCH, RSTS, or 
RT-11, the transfer is word-for-word. If the input is from DECsystem-10, II 
indicates that the file resembles a file created on DECsystem-10 by MACYll, 
MACXll, or LNKXll with the /I option. In this case, each PDP-10 36-bit 
word will contain one PDP-11 8-bit byte in its low-order bits. If input or out- 
put is an interchange diskette, FILEX reads and writes four diskette sectors 
for each RT-11 block. 

Performs a packed image mode transfer. If the input is DOS/BATCH, RSTS, 
or RT-11, the transfer will be word-for-word. If the input is from DECsystem- 
10, /P indicates that the file resembles a file created on DECsystem-10 by 
MACYll, MACXll, or LNKXll with the /P option. In this ease, each PDP-10 
36-bit word will contain four PDP-11 8-bit bytes aligned on bits 0, 8, 18, and 
26. This is the default mode. If the output is interchange diskette, FILEX 
writes the data as EBCDIC. 



Deletes the file you specify from the device directory. This option is valid only 
for DOS/BATCH, RSTS DECtape, and interchange diskette. 

Produces a brief listing of the device directory on the terminal. It lists only file 
names and file types. FILEX can only list directories of block-replaceable 
devices, and those directories only on the console terminal. 

Produces a complete listing of the device directory on the console terminal, 
including file names, block lengths, and creation dates. 

Suppresses the dev:IInit are you sure? message 

Initializes the directory of the device you specify. This option is valid only for 
DOS/BATCH, RSTS DECtape, and interchange diskette. 



Indicates that the device is a legal DOS/BATCH or RSTS block-replaceable 
device. 

Indicates that the device is a legal DECsystem-10 DECtape. 

Indicates that the device is an interchange diskette. The symbol n. represents 
the length of each output record, in characters; n. is a decimal integer in the 
range 1-128. The default value is 80; n. is not valid with an input file specifi- 
cation, or with /A or II. 



To transfer a file from a DOS/BATCH block-replaceable device or RSTS 
DECtape to an RT-11 device, use this command syntax: 



"output-filespec = input- filespec/S[/option] 



where: 



output-filespec 



input-filespec 



represents any valid RT-11 device, file name, and 
file type (if the device is not file structured, you may 
omit the file name and file type) 

represents the DOS/BATCH or RSTS device ,UIC, 
file name, and file type to be transferred (See Table 
14-1 for a list of valid devices.) 
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/S is the option that designates a DOS/BATCH or RSTS 

block-replaceable device (This option must be 
included in the command line.) 

/option is one of the three transfer options from Table 14-2 

To transfer files from an RT-11 storage device to a DOS/BATCH or RSTS 
DECtape, use this command syntax: 

*DTn:output-filename/S[/option] = input-filespec 

where: 

DTn:output-filename represents the file name and file type of the 

file to be created, as well as the DOS/BATCH 
or RSTS DECtape on which to store the file 

input-filespec represents the device, file name, and file type 

of the RT-11 file to be transferred 

/S is the option that designates a DOS/BATCH or 

RSTS DECtape (This option must be included 
in the command line.) 

/option is one of the three transfer options from Table 

14-2 

The following examples illustrate the use of the /S option. 

The following command instructs FILEX to transfer a file called SORT.ABC 
from the RT-11 default device DK: to a DECtape in DOS/BATCH or RSTS 
format on unit DT2. The transfer is in image mode. 

)(tDT2 : SORT ♦ ABC/S=SORT . ABC/I 

The next command allows a file to be transferred from DOS/BATCH (or 
RSTS) DECtape to the line printer under RT-11. The transfer is done in 
ASCII mode. 

#LP;=riT2:FIL.TYP/S/A 

The next command causes the file MACRl.MAC to be transferred from the 
DOS/BATCH disk on unit 1, stored under the UIC [1,2], to the RT-11 device 
DK:. f 1,2] becomes the default UIC for any further DOS/BATCH operations. 

)(cDk:*.*=rki:ci»23macri.mac/s 



14.3.2 Transferring Files Between RT-1 1 and Interchange Diskette 

You can transfer files between block-replaceable devices used by RT-11 and 
interchange format diskettes. Files are transferred in one of three formats: 
ASCII, image, and packed image EBCDIC mode. 

A universal diskette consists of 77 tracks (some of which are reserved), each 
containing 26 sectors numbered from 1 to 26. A sector contains one record of 
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128 or fewer characters. A record must begin on a sector boundary on an 
interchange diskette in packed image mode. There must only be one record 
per sector. If a record does not fill a sector, the remainder is filled with 
blanks. Since packed image EBCDIC mode is inefficient and wastes space, it 
is recommended only to read or write diskettes that must be compatible with 
IBM 3741 format. Packed image (EBCDIC) mode is generally compatible 
with IBM 3741 format. (FILEX does not support error mapping of bad sec- 
tors and multi-volume files.) Packed image (EBCDIC) is the default mode, so 
you must use one of the options from Table 14-2 to specify ASCII or image 
mode. All records of a file must be the same size. You indicate this with the 
/U:n. option. 

NOTE 

File types are not normally recognized in interchange for- 
mat; instead, a single, eight-character file name is used. 
However, in order to provide uniformity throughout RT-11, 
FILEX has been designed to accept a six-character file 
name with a two-character file type. If you transfer a file 
from RT-11 to interchange diskette, any three-character 
file type is truncated to two characters. 

To transfer files from RT-11 format to interchange format, use this com- 
mand syntax: 



*output-filespec/U[:n.][/option] = input-filespec 



where: 



output-filespec represents the device, file name, and file type of the 
interchange file to be created. Note that you cannot 
use wildcards in the output file specifications 



/U[:n.] 



/option 



is the option that designates an interchange dis- 
kette. This option must be included in the command 

xxxx«^, .€.. i v^j^A v^o\^ixt;o fixt; xc;xigLi.i ui c^ai^xi uixtput ICCUIU, 

in characters; l<n<128 (default is 80) 

is one of the three transfer options from Table 14-2 



input-filespec represents the device, file name, and file type of the 
RT-11 file to be transferred 

To transfer files from interchange diskette to RT-11 format, use this com- 
mand syntax: 



*'output-filespec = input-filespec/U[/option] 



where: 



output-filespec represents the device, file name, and file type of the 
RT-11 file to be created. Note that you can use wild- 
cards as input 



14-6 File Exchange Program (FILEX) 



input-filespec represents the device, file name, and file type of the 
interchange file to be transferred 

/U is the option that designates an interchange diskette 

(This option must be included in the command line.) 

/option is one of the three transfer options from Table 14-2 

The following command transfers the file IVAN.CAT from RT-11 RK05 
imit 2 to the diskette on unit 1. The transfer is done in exact image mode 
(indicated by /I), ignoring all sector boundaries. 

*DX1 : IVAN. CAT/U/I=RK2{ IVAN .CAT 

The next command instructs FILEX to transfer the file BENMAR.FRM 
from the RT-11 disk unit 2 to the diskette on unit 0, and rename it 
KENJOS.JO. The /U option indicates that the format is to be changed from 
ASCII to the interchange format. There will be one record per sector of 128 
or fewer characters. If there are fewer than 128 characters, the remainder of 
the sector will be filled with spaces. 

*n YO : KEN JOS . J0/U=RK2 : BENM AR . FRM 

The next command transfers the file TYPE. SET from RT-11 diskette unit 
to the interchange diskette on unit 2. The exchange converts ASCII to inter- 
change format, putting a maximum of 7 (indicated by :7.) characters into 
each sector until the entire record has been transferred. Records in excess of 
seven characters will be broken up and placed in succeeding sectors on the 
diskette. New records always begin on a sector boundary; carriage returns 
and line feeds are discarded. However, if you use /A or /I, FILEX ignores 
boundary limits and preserves carriage returns and line feeds. 

*DX2tTYPE.SE/U:7.=RX0JTYPE.SET 

File TYPE.SET before transfer: 

ABCDEFGHIJKLMN 

File TYPE.SET after transfer: 

ABCDEFG — (spaces up to 128 characters) Sector 1 
HIJKLMN — (spaces up to 128 characters) Sector 2 

The next command copies file IVAN.CA from the interchange diskette on 
unit 1 to the RT-11 line printer, treating the input as ASCII characters. 
Note that once a record has been divided into sectors, it cannot be trans- 
ferred back to its original size. 

«lp:=dxi : iman.ca/u/a 
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1 4.3.3 Transferring Files to RT-1 1 from DECsystem-1 

Output may be to any valid RT-11 device. DECsystem-10 DECtape is the 
only valid input device. To transfer files from DECsystem-10 format to 
RT-11 format, use this command syntax: 

*output-filespec = input-filespec/T[/option] 

w^here: 

output-filespec represents any valid RT-11 device, file name, and 
file t5T)e (If the device is not file-structured, you can 
omit the file name and file type.) 

input-filespec represents the DECtape unit, file name, and file type 
of the DECsystem-10 file to be transferred 

/T is the option that signifies a DECsystem-10 DEC- 

tape (When you use /T, and especially when you also 
use /A, the system clock loses time. Examine the 
time, and reset it if necessary with the TIME 
command.) 

/option is one of the three transfer options from Table 14-2 

You cannot convert RT-11 files to DECsystem-10 format directly. However, 
there is a two-step procedure for doing this. First, run RT-11 FILEX and 
convert the files to DOS formatted DECtape. Then run DECsystem-10 
FILEX to read the DOS DECtape. 

The following command converts the ASCII file STAND.LIS from DECsys- 
tem-10 ASCII format to RT-11 ASCII format and stored under RT-11 on 
DECtape unit 2 as STAND.LIS. 

!)!liT2:STAND/l,..IS=DTl : STAND. LIS/T/A 

TT-QnofoT-c. f-vnrr, TiVf^c-trc-i-n,^ in ■m?ri^„„„ 4-„ rJT' 11 T~»17inj- . 

<UNUSED> block to appear after the file on the RT-11 device. This is a 
result of the way RT-11 handles the increased amount of information on a 
DECsvstem-10 DECtanp, 

The next command indicates that all files on DECsystem-10 DECtape 
with the file type .LIS are to be transferred to the RT-11 system device 
using the same file name and a file type of .NEW. The /P option is the 
assumed transfer mode. 

3((SY:«.NE:U=riT0S*.LIS/T 

Files may not be transferred to RT-11 devices from a DECsystem-10 DEC- 
tape if a foreground job is running. This restriction is due to the fact that 
when FILES READS DECsystem-10 files, it accesses the DECtape control 
registers directly instead of using the RT-11 DECtape control handler. 
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14.3.4 Listing Directories 

You can list at the terminal a directory of any of the block-replaceable 
devices used in a FILEX transfer. The command syntax is: 



*device:/L/optiuii 



where: 

device represents the block-replaceable device. These are the valid 
device types: 

DOS/BATCH, RSTS DTn:, RKn: 

DECsystem-10 DTn: 

interchange diskette DXn: DYn: 

/L is the listing option (You can substitute /F if you want a brief 

listing of file names only.) 

/option is /S, /T, or /U. These are the valid format and option 
combinations: 

DOS/BATCH, RSTS /S 

DECsystem-10 /T 

interchange diskette /U 

The following example shows the complete disk directory for UIC[1,7] of the 
device RKl:. The letter C following the file size on a DOS/BATCH or RSTS 
directory listing indicates that the file is contiguous. 



*RKi:/L/S 










BADB 


.SYS 


1 


22" 


-JUL-74 


MONLIB 


.CIL 


175C 


22- 


-JlJL-74 


DUll 


.PAL 


45 


24- 


-JUL -74 


VERIFY 


.LDA 


67C 


22- 


-JUL-74 


CILUS 


.LB A 


39 


22- 


-JUL -74 



The next example is a command that lists all files with file type .PAL that 
are stored on DECtape unit 1. 

)KDT1J*.PAL/L/S 

The next command produces a brief directory listing of the interchange dis- 
kette on unit 0, giving file names only. 

JKIIX0:/U/F 

The following command lists all files on DECsystem-10 formatted DECtape 
unit 1, regardless of file name or file type; with the /F, a brief directory is 
requested in which only file names print. 

*PTi:*.*/F/T 
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1 4.3.5 Deleting Files from DOS/BATCH (RSTS) DECtapes and 
Interchange Diskettes 

Use FILEX to delete files from DOS/BATCH and RSTS formatted DEC- 
tapes, and from interchange diskettes. 

To delete files, use this command syntax: 

*filespec/D/option 

where: 

filespec represents the device, file name, and file type of the file to be 
deleted 

/D is the delete option 

/option can be either /S, for DOS/BATCH and RSTS block-replace- 
able devices, or /U, for interchange diskettes 

The foUovifing command deletes all files with the file type .PAL on DECtape 
unit 0. 

*DTO{*.PAL/D/S 

The next command deletes the file TABLE.OBJ from the DECtape on unit 2. 

*nT2: TABLE* OB J/D/S 

The next command deletes all files with an .RNO file type from the inter- 
change diskette on unit 0. 

*nxo:*.RN/D/u 

You can also use FILEX to initialize the directories of DOS/BATCH and 
RSTS DECtapes, and interchange diskettes. Use this command syntax: 

*device:/Z/option[/Y] 

where: 

device represents the DOS/BATCH or RSTS DECtape, or the inter- 
change diskette to be zeroed 

/Z is the initialize option 

/option can be either /S, for DOS/BATCH and RSTS DECtapes, or /U, 
for interchange diskettes 

/Y inhibits the FILEX verification message 

The following command directs FILEX to initialize the directory of the 
interchange diskette on unit 0. 

*rixo;/2/u 

FILEX prints a verification message: 

IiXO./Init are «ou sure? 
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Respond with a Y for initialization to begin. Any other response aborts the 
command. 

The next command initializes the DECtape on unit 1 in DOS/BATCH 
(RSTS) format. Note that by using the /Y option you suppress the veri- 
fication message. 

♦DTIJ/Z/S/Y 

NOTE 

The directory of an initialized interchange diskette has a 
single file entry, DATA, that reserves the entire diskette. 
You must delete this file before you can write any new files 
on the diskette. This is necessary for IBM compatibility. Do 
this by using the following command: 

«DXOtDATA/D/U 
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Chapter 15 

Source Compare (SRCCOM) 



The RT-11 source compare program (SRCCOM) compares two ASCII files 
and lists the differences between them. SRCCOM can either print the 
results or store them in a file. SRCCOM is particularly useful when you 
want to compare two similar versions of a source program. A file comparison 
listing highlights the changes made to a program during an editing session. 

SRCCOM is also useful for creating a command file that you can run with 
the source language patch program (SLP), described in Chapter 24. When 
you use SRCCOM for creating a command file, you can patch one version of 
a source file so that it matches another version. Sectionrl5.4 describes how 
to create a command file for SLP. 

1 5.1 Calling and Using SRCCOM 

To call SRCCOM from the system device, respond to the dot (.) printed by 
the keyboard monitor by typing: 

R SRCCOM <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to enter a command string. If you respond to the 
asterisk by entering only a carriage return, SRCCOM prints its current ver- 
sion number. The syntax of the command is: 

[outT^iit.files'"ec=]old-filesr>ec5new-filesT>ec[/orition...] 
where: 

output-filespec represents the destination device or file for the list- 
ing of differences 

old-filespec represents the first file to be compared 

new-nlesp>ec represents the second file to be compared 

option is one of the options listed in Table 15-1 

Note that you can specify the input files in any order if you want only a com- 
parison. If you are creating a patch for use with the SLP utility, then specify 
the input files in the "old-file, new-file" order shown above. The console ter- 
minal is the default output device. The default file type for input files is 
.MAC. SRCCOM assigns .DIF as the default file type for output files. 

You can type CTRL/C to halt SRCCOM and return control to the monitor 
when SRCCOM is waiting for input from the console terminal. You must 
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type two CTRL/Cs to abort SRCCOM at any other time. To restart 
SRCCOM, type R SRCCOM or REENTER and a carriage return in response 
to the monitor's dot. 

SRCCOM examines the two source files line by line, looking for groups of 
lines that match. When SRCCOM finds a mismatch, it lists the lines from 
each file that are different. SRCCOM continues to list the differences until a 
sj)ecific number of lines from the first file match the second file. The specific 
number of lines that constitutes a match is a variable that you can set with 
the /L:n option. 



15.2 Options 



Table 15-1 summarizes the operations you can perform with SRCCOM 
options. You can place these options anjrwhere in the command string, but it 
is conventional to place them at the end of the command line. 



Table 15-1: SRCCOM Options 



Option 



Explanation 



/A 

/B 

/C 

/D 

/F 

/L[:n] 

/P 

/S 
/T 

A^:i:d 



Lets you specify an audit trail (a string of characters that marks each updated 
line of a patched source file). Use /A with the /P option. The file you create with 
these options can be used as command file input for the source language patch 
program SLP (see Chapter 24). 

Compares blank lines; normally, SRCCOM ignores blank lines. 

Ignores comments (all text on a line preceded by a semicolon) and spacing (spaces 
and tabs). A line consisting entirely of a comment is still included in the line 
count. 

Creates a listing of the "new file" specified in the command line with the differen- 
ces from the "old file" marked with vertical bars ( } ) to indicate insertions and 
bullets (01) to indicate deletions. 

Includes form feeds in the output listing; SRCCOM normally compares form 
feeds, but does not include them in the output listing. 

Specifies the number of lines that determines a match; n is an octal integer in the 

«r.nnn 1 4-Uw,r„.^U O 1 fl T^U^ J„f„,,l* 1 C ;_ O 

Creates for output a file that can be an input command file for the source lan- 
guage pateh program SLP (see Chapter 24). 

Ignores spaces and tabs. 

Compares blanks and tabs that appear at the end of a line. Normally SRCCOM 
ignores these trailing blanks and tabs. 

Use with /D to specify the characters you want SRCCOM to use in place of vertical 
bars and bullets. This option is useful if your terminal does not print the vertical 
bar character. Both i and d represent the numeric codes for ASCII characters in 
the range 40 through 176 (octal), where i represents the code for the insertion 
character, and d the deletion character code. 
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15.3 Output Format 



This section describes the SRCCOM output listing format and explains how 
to interpret it. 

15.3.1 Sample Text 

It will be helpful first to look at a sample text file, DEMO.BAK: 

FILE! 
HERE'S A BOTTLE AND AN HONEST FRIEND ^ 

WHAT WAD YE WISH FOF< MAIR? HAN'r 
WHA KENSf BEFORE HIS LIFE MAY END? 

WHAT HIS SHAME MAY BE 0' CARE? HAN- 
THEN CATCH THE MOMENTS AS THEY FLY, 

AND USE THEM AS YE OUGHT? MANS--- 
BELIEVE MEs HAPPINESS IS SLY? 

AND COMES NOT AYE WHEN SOUGHT ? MAN* 

SCOTTISH SONG 

This file contains two typing errors. In the fourth line of the song, shame 
should be share. In the seventh line, sly should be shy. Here is a file called 
DEMO.TXT that has the correct text: 



HERE^S A BOTTLE AND AN HONEST FRIEND i 

WHAT WAD YE WISH FOR iiAIR? MAN? 
WHA KENS, BEFORE HIS LIFE MAY END? 

WHAT HIS SHARE MAY BE 0' CARE? MAN? 
THEN CATCH THE MOMENTS AS THEY FLY? 

AND USE THEM AS YE OUGHT? MANJ-- 
BELIEVE ME? HAPPINESS IS SHY? 

AND COMES NOT AYE WHEN SOUGHT? HAN, 

SCOTTISH SONG 

15.3.2 Sample Output Listing 

SRCCOM can list the differences between the two files. The example below 
compares the original file, DEMO.BAK, to its edited version, DEMO.TXT: 

* DEMO . B AK . DEHO , TXT/L S 1 

1) DK I DEMO.BAK 

2) DKJDEMO.TXT 

1)1 FILEl 

1) HERE'S A BOTTLE AND AN HONEST FRIEND! 
**** 

2)1 FILE2 

2) HERE'S A BOTTLE AND AN HONEST FRiCENi: ' 

(continued on next page) 
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1)1 WHAT HIS SHAME MAY BE 0' CARE> MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLY» 

2)1 WHAT HIS SHARE MAY BE 0' CAREf MAN? 

2) THEN CATCH THE MOMENTS AS THEY FLY» 

i )i BELIEVE ME? HAPF'INESS IS SLY» 

1) AND COMES NOT AYE WHEN SOUGHT » MAN. 

2)1 BELIEVE ME. HAPPINESS IS SHY, 

2) AND GOMES NOT AYE WHEN SOUGHT? MAN. 

?SRCCun--W-Files sre different 

SRCCOM always prints the file name of each file as identification: 

1) DKJDEMO.BAK 

2) DKJDEMO.TXT 

The numbers at the left margin have the form n)m, where n represents the 
source file (either 1 or 2) and m represents the page of that file on which the 
specific line is located. 

SRCCOM next prints ten asterisks and then lists the differences between 
the two files. The /L:n option was used in this example to set to 1 the number 
of lines that must agree to constitute a match. 

The first line of both files differs. SRCCOM prints the first line from the first 
file, followed by the second line as a reference. SRCCOM then prints four 
asterisks, followed by the corresponding two lines of the second file. 

1)1 FILEl 

1) HERE'S A BOTTLE AND AN HONEST FRIEND! 

2)1 FILE2 

2) HERE'S A BOTTLE AND AN HONEST FRIEND! 

The fourth line contains the second discrepancy. SRCCOM prints the fourth 
line from the first file, followed by the next matching line as a reference. 

1)1 WHAT HIS SHAME MAY BE 0' CARE. MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLYr 

The four asterisks terminate the differences section from the first file. 

SRCCOM then prints the fourth line from the second file, again followed by 
the next matching line as a reference: 

2)1 WHAT HIS SHARE MAY BE 0' CARE. MAN? 

2) THEN CATCH THE MOMENTS AS THEY FLY. 
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The ten asterisks terminate the hsting for a particular difference section. 

SRCCOM scans the remaining lines in the files in the same manner. When 
it reaches the end of each file, it prints the ?SRCCOM-W-Files are different 
message on the terminal. 

The second example is slightly different. The default value for the /L:n 
option sets to 3 the number of lines that must agree to constitute a match. 
The output listing is directed to the file DIFF.TXT on device DK:. 

*niFF . TXT=DEMO , BAK . DEMO , TXT 
?SRCCOM-U-Files are different 

The monitor TYPE command lists the information contained in the output 
file: 

*TYPE DIFF/rXT 
1) UK I DEMO « BAK 
2> DK? DEMO ♦TXT 

1)1 FILEl 

1) HERE'S A BOTTLE AND AN HONEST FRIEND! 

2)1 FILE2 

2) HERE'S A BOTTLE AND AN HONEST FRIEND! 
it:********* 

1)1 WHAT HIS SHAME HAY BE 0' CARE* MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLY» 
1) AND USE THEM AS YE OUGHT f MAN{~~ 

1) BELIEVE ME. HAPPINESS IS SLY, 

1) AND COMES NOT AYE WHEN SOUGHT? MAN* 

2)1 WHAT HIS SHARE MAY BE 0' CARE» MAN? 

2) THEN CATCH THE MOMENTS AS THEY FLY, 
^j HNi.i uoEi i ncn HO i c:. uuun i f rii-ii^t — 
2) BELIEVE ME, HAPPINESS IS SHY, 

2) AND COMES NOT AYE WHEN SOUGHT, MAN* 
********** 

As in the first example, SRCCOM prints the file name of each file: 

1) DK: DEMO. BAK 

2) DKtDEMO.TXT 

The first line of both files differs, so SRCCOM prints the first two lines of 
both files, as in the listing at the terminal from the previous example: 

1)1 FILEl 

1) HERE'S A BOTTLE AND AN HONEST FRIEND! 
)K!lci|ti|c 

2)1 FILE2 

2) HERE'S A BOTTLE AND AN HONEST FRIEND! 
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Again, the fourth line differs. SRCCOM prints the fourth line of the first file, 
followed by the next matching line: 

1)1 WHAT HIS SHAME MAY BE 0' CAREk MAN? 

1) THEN CATCH THE MOMENTS AS THEY FLYf 

However, SRCCOM did not find a match (three identical lines) before it 
encountered the next difference. So, the second matching line prints, fol- 
lowed by the next differing line from the first file: 

1) AND USE THEM AS YE OUGHTj MANt — 

1) BELIEVE MEt HAPPINESS IS SLY» 

Again, the next matching line prints: 

1) AND COMES NOT AY UHEN SOUGHT r MAN. 

The /B option to include blank lines in the comparison was not used in this 
example. Thus, SRCCOM recognizes only one more line before the end of 
file. Since the two identical lines do not constitute a match (three are 
needed), SRCCOM prints the last line as part of the difference section for the 
first file: 

1) 

1) —SCOTTISH SONG 

1) 

In a similar manner, SRCCOM prints a differences section for the second 
file, ending the listing with the '? SRCCOM -W -Files are different message. 

NOTE 

Regardless of the output specification, the differences mes- 
sage always prints on the terminal. If you compare two files 
that are identical and specify a file for the output listing, 

L>J.JLt^ M.M.M.\^\JlyjA^^\^ . K^.B.tf x.^ ^^ V^d.r^ ^ J. » »_/ XJUtffJK^l X^tVX^K^U f\JW1VKA/ Jk/J. J.J.XUO V/IX 

the terminal and SRCCOM does not create an output file. 



15.3.3 Changebar Option /D[/V:i:d] 

When you use the /D option in the SRCCOM command line, SRCCOM cre- 
ates a listing in which it inserts vertical bars ( | ) and bullets (o) to denote 
the differences between the two files in the command line. The vertical bar 
indicates insertion; the bullet indicates deletion. If you do not specify an out- 
put file SRCCOM prints the listing at the terminal. 

If you include the /V:i:d option with /D (you cannot use IW:vA without /D), 
you can specify what characters you would like in place of the vertical bar 
and/or bullet. The argument i represents the ASCII code (between 40 and 
176 (octal)) for the character you want in place of the vertical bar. The argu- 
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ment d represents the ASCII code (between 40 and 176) for the character 
you want to use in place of the bullet. 

In the following command line, SRCCOM compares DEMO.BAK to 
DEMO.TXT: 

*DEHO . BAK f DEMO . TXT/D/L : 1 

When SRCCOM processes the last command, it prints at the terminal the 
following listing: 

I FILI:i!2 

HERE'S A BOTTLE AND AM HONEST F-RIEND! 

WHAT UAD YE WISH FOR hfhlRf HAN? 
WHA KENSy BEFORE HIS LIFE MAY END? 
1 WHAT HIS SHARE MAY BE 0' CARE? MAN? 
THEN CATCH THE MOMENTS AS THEY FLYv 
AND USE THEM AS YE OUGHT i- MANS 
I BELIEVE MEv HAPPINESS IS SHY? 

AND COMES NOT AYE WHEN SOUGHT? MAN* 

SCOTTISH SONG 

?SRCCOM--W--Files are d:i.fferent 

1 5.4 Creating a SLP Command File 

You can use SRCCOM to create an input command file to the source lan- 
guage patch program SLP described in Chapter 24. Two SRCCOM options, 
/A and /P, are designed solely for creating this command file. 



15.4.1 Patch Option (/P) 

WhRTi vou snecifv an outout file and include the /P option in the SRCCOM 
command line, SRCCOM creates a file you can use as the SLP input com- 
mand file. In the following sample command line, SRCCOM creates an out- 
put file, PATCH.DIF, which contains the necessary commands that, when 
used with SLP, can patch DEMO.BAK so that it matches DEMO.TXT. 

*PATCH=DEMO . BAK » DEMO . TXT/P 



15.4.2 Audit Trail Option (/A) 

You can use the /A option with /P to specify an audit trail. When SLP 
patches a file, it creates two output files. One output file is the patched 
source file; the second is a listing file. The listing file contains a numbered 
listing of the patched file, and it also has an audit trail SLP has appended to 
each changed line. The audit trail is a string of characters that keeps track 
of the update status of each line in the patched source file. SLP appends the 
audit trail to the right margin of each updated line in the patched source 
file. Note that when SLP must change a line, it appends an additional audit 
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trail below the audit trail of the changed line. The additional audit trail 
keeps track of the number of consecutive lines that change. 

When you use the /A option with /P you can specify what characters you 
want in the audit trail. 

When you use the /A option, SRCCOM prompts you for the audit trail: 

Audit trail? 

Respond with a string of up to 12 characters. Do not use a slash (/) in the 
audit trail. The example below provides a sample of a SLP listing file that 
contains a meaningful audit trail: the author's initials and the date-of-patch 

SLP V04.00 ALiriRSS»ADDRSS=ADnRS3»AriDRSS 

1. FOURSCORE AND SEVEN YEARS AGO» 

2. OUR FATHERS BROUGHT FORTH ON THIS CONTINENT 

3. A NEW NATION* CONCEIVED IN LIBERTY JAL-4*29*1863 

4. AND DEDICATED TO THE PROPOSITION 5AL-4*29*1863 

5. THAT ALL MEN ARE CREATED ECJUAL. ;**-2 

6. NOW WE ARE ENGAGED IN A GREAT CIVIL WAR> 

7. TESTING WHETHER THAT NATION* OR ANY NATION »AL-4*29*ia63 

8. SO CONCEIVED AND SO DEDICATED, ?**-! 

9. CAN LONG ENDURE, 
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Chapter 16 
BINCOM 



The RT-11 binary compare program (BINCOM) compares two binary files 
and lists the differences between them. BINCOM can either print the 
results at the terminal or line printer, or store them in a file. It is particu- 
larly useful when you need to compare two executable programs because it 
provides a quick way of telling whether two data files are identical. Another 
use of BINCOM is to verify whether two versions of a program produce iden- 
tical output files when given identical input files. 

You can also use BINCOM to create an indirect command file that invokes 
the save image patch program (SIPP, described in Chapter 22) to patch one 
version of a file so that it matches another version. Section 16.5 describes 
the procedure you can use to create an indirect command file for SIPP. 

16.1 Calling and Using BINCOM 

To call BINCOM from the system device, respond to the dot (.) printed by the 
keyboard monitor by typing: 

R BINCOM <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to enter a command string. If you respond to the 
asterisk by entering only a carriage return, BINCOM prints its current ver- 
sion number. You can type a CTRL/C to halt BINCOM and return control to 
the monitor when BINCOM is waiting for input from the console terminal. 
You must type two CTRL/Cs to abort BINCOM at any other time. To restart 
BINCOM, type R BINCOM or REENTER and a carriage return in response 
to the monitor's dot. The syntax of the command is: 

[output-spec[/option]]l,patch-spec[/option]] = input-specl, 
input- spec2 [/option . . . ] 



where: 



output-spec represents the file or volume that you want the differ- 
ences between the two files you are comparing to be 
sent to. If omitted, default is TT: 

patch-spec represents the file that you can run as an indirect com- 
mand file; it contains the commands necessary to patch 
input-specl so it matches input-spec2 

input-specl represents the first file to be compared 
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input-spec2 represents the second file to be compared 

option is one or more of the options hsted in Table 16-1 

The console terminal is the default output device. There is no default file 
type for input files; you must always specify the file type. BINCOM assigns 
.DIF as the default file type for the difference output file, and .COM as the 
default file type for the SIPP indirect command file. 

BINCOM examines the two input files word by word (or byte by byte), look- 
ing for differences. When BINCOM finds a mismatch, it prints the block 
number and offset within the block at which the difference occurs, the octal 
values from the first and second input files, and the logical exclusive OR of 
the two values. This last number helps you find the bits that are different in 
the two values. 



16.2 Options 



Table 16-1 summarizes the options that you can use with BINCOM. Except 
for the /O option, you can place these options anywhere in the command 
string, but it is conventional to place them at the end of the command line. 

Table 16-1: BINCOM Options 



Option 



/B 

/E:n 

/H 



/Q 



/S:n 



Explanation 



Compares the input files byte by byte. If you do not specify this option, BINCOM 
compares the files word by word. 

Ends comparison at block number n, where n is an octal value. If you do not 
include this option, BINCOM ends the comparison when it reaches end-of-file on 
one of the input files. 

Types on the console terminal the list of available options. 



n^__j.__ 



x^reaLCB an output nie or patcn nie, even u mere are no dittierences between the 
two input files. If you enter this option after the differences output file, BINCOM 
creates the differences output file whether or not there are differences between 
the two input files. 

If you enter this option after the SIPP indirect command file, BINCOM creates an 
SIPP indirect command file whether or not differences exist. You can enter this 
option at the end of the command line if you want both output files. 

This option is useful in BATCH streams to prevent later job steps from failing 
because BINCOM did not create the expected control file. 

Suppresses the printing of the differences and prints only the message: ?BIN- 
COM-W-Files are different, if applicable (or ?SIPP-I-No differences encountered). 
This option is useful in BATCH control files when you want to test for differences 
and perhaps abort execution, but do not want the log file filled with output. 

Starts the comparison at block number n, where n is an octal value. 
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16.3 Output Format 

This section describes the BINCOM output file format and explains how to 
interpret it. 

If you include an output file specification in the command line, BINCOM 
creates a file that contains the differences between the two input files. If you 
do not specify an output file, BINCOM prints the differences only on the ter- 
minal. If you include the /Q option, BINCOM does not print the differences 
and does not create an output file. 

The first line of the difference listing is a header line that identifies the files 
you are comparing. Next, BINCOM prints a blank line and then lists the dif- 
ferences between the two files. Each difference line has the following format: 

bbbbbb 000/ ffffff ssssss xxxxxx 

where: 

bbbbbb is the octal number of the block that contains the 
difference 

000 is the octal offset within the block 

ffffff is the value in the first file 

ssssss is the value in the second file 

xxxxxx is the logical exclusive OR of the two values 

If there are several differences in a block, BINCOM prints the block number 
only once for that block. Thus, each time you see a block number appear, it 
indicates that the differences being printed are in a new block. 

If you specify the /B option to compare the files byte by byte, BINCOM prints 
the numbers ffffff, ssssss, and xxxxxx as three-digit, octal byte values. 

When BINCOM reaches the end of one of the input files, it checks its posi- 
tion in the other input file. If the files have different lengths, BINCOM 
prints the message: 

?BINCOM-W-File is looser — devtf ilnsm.typ 

When BINCOM reaches the end of both files, it prints on the terminal the 
message if it encountered any difference: 

?BINCOM-U-Files are different 

If the two files are identical, BINCOM prints the message: 

?BINCOM-I-No differences encountered 

If you include a SIPP indirect command file specification in the command 
line, BINCOM creates a file that is a valid command file for the save image 
patch program SIPP (see Chapter 22). This command file contains com- 
mands that instruct SIPP to patch the first input file so that it matches the 
second input file. If you want BINCOM to create only the patch file, enter a 
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comma before the patch file specification in the command hne, in place of the 
output file specification. 



16.4 Examples 



The first example compares files TESTl.TST and TEST3.TST, both on 
device DK:. Notice that there are no output files and no options in the com- 
mand line. 

.R BINCOM 

* FESTl . TST . TEST3 . TST 

BINCOM compsrina/DK: TESTl.TST — DKITESTS.TST 

000000 002/ 051511 051502 000013 
?BINCOM-W-Files are different 

Notice the fourth line in the above example. The third number, 051511, rep- 
resents the contents of location 2, block 0, in file TESTl.TST. The fourth 
number, 051502, represents the contents of the same location in file 
TEST3.TST. The last number is the logical exclusive OR of the two values. 

The next example specifies the output file FOOl as the file in which to store 
the differences between TESTl.TST and TEST3.TST. 

.R BINCOM 

«F001=TEST1 .TST » TESTS. TST 

?BINCOM-U-Files are different 

The contents of file FOOl from the last example follow. Note that FOOl has 
the default file type .DIF. 

.TYPE FOOl. DIF 

BINCOM coniPsrinS/DK: TESTl.TST — DK;TEST3.TST 

000000 002/ 051511 051502 000013 



1 6.5 Creating a SIPP Command File 

You can use BINCOM to create an indirect command file that invokes the 
save image patch program (SIPP, described in Chapter 22) to patch one ver- 
sion of a file you are comparing to match the other version. As noted earlier 
in this chapter, you specify this indirect file as the second output file in the 
CSI command string. If you wish to create only the indirect file as output, 
place a comma before the output file specification in the command line, in 
place of the first output file. 

The example that follows specifies F002 as the patch output file, which con- 
tains the commands necessary to patch file TESTl.TST so it matches 
TEST3.TST. Notice the comma that appears before the patch file specifica- 
tion. This indicates that a difference output file is not requested, resulting in 
the printing out of all the differences at the terminal when the command is 

A„ J 

CAci-ui/eu. 
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.R BINCQM 

* » F002=TEST 1 . TST f TEST3 . TST 

BINCOM compa rinS/nKt TEST 1. TST — DKJTEST3.TST 

000000 002/ 051511 051502 000013 
TBINCOM-U-Files 3re different 

The contents of file F002 follow. Note that BINCOM assigns to this file the 
.COM file type. 

.TYPE F002.COM 

R SIPP 

DKJTESTl.TST/A 

000000 

000000002 

051502 

"Y 

"C 

The file F002 from the previous example can be run as an indirect com- 
mand file to make TESTl.TST match TEST3.TST. This can be done with the 
following command, when typed in response to the keyboard monitor dot: 

0FOO2.COM 
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Chapter 17 

Resource Utility Program (RESORC) 



The resource utility program lists system resource information on the termi- 
nal. You can use RESORC to display the following data about your system: 

• Monitor version number 

• SET options in effect 

• Hardware configuration 

• Currently loaded jobs 

• System generation special features in effect 

• Device assignments 

• Status of currently active terminals (on multi-terminal systems) 

• Device handler status 

17.1 Calling and Using RESORC 

To call RESORC from the system device, respond to the keyboard monitor 
dot (.) by typing: 

R RESORC <RET> 

The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal and waits for your input. At this point, enter the RESORC 
option or options required to obtain the information you need. Section 17.2 
describes these options, and Table 17-1 summarizes them. 

If you enter only a carriage return in response to the asterisk, RESORC 
prints its name and current version number. To abort RESORC while it is 
executing, type two CTRL/Cs. Type one CTRL/C to return control to the 
monitor when RESORC is waiting for input (that is, when an asterisk has 
printed on the terminal). 

17.2 Options 

By specifying one or more of the options /C, /D, /H, /J, /M, /O, and /T, you 
choose the information that RESORC lists on the terminal. If you use two or 
more options, you can enter them in any order, although RESORC lists the 
information in the order /M, /C, /H, /O, /D, /J, /T. 
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RESORC offers two additional options that are equivalent to combinations 
of options. The /Z option has the same effect as a combination of /M, /C, /H, 
/J, and /O options. The /A option has the same effect as a combination of all 
the options except /Z. 



Table 17-1: RESORC Options 



Option 



/A 
/C 

/D 
/H 
/J 

/L 
/M 
/O 

/T 

/Z 



Display 



The result of a combination of all RESORC options (except /Z) 

The device from which you bootstrapped the system and the monitor SET options 
in effect 

A list of the device handlers, their status, and their vectors 

The hardware configuration 

Information about the currently running and loaded jobs 

Device assignments 

The monitor type, version number, and patch level 

The system generation special features in effect 

The status and options in effect for currently active terminals on multi-terminal 
systems 

The result of a combination of /M, /C, /H, /J, and /O options 



17.2.1 All Option (/A) 

The /A option has the same effect as a combination of all the other RESORC 
options (except /Z). When you enter /A, all RESORC information is printed 
on the terminal in the order shown below. 

• Monitor configuration (that is, the monitor type and version number; the 
base address of the resident monitor; the device from which the monitor 
was bootstrapped; what the SET options are; whether a foreground job is 
loaded; and the indirect file nesting depth) 



• Hardware configuration 

• System generation special features in effect 

• Device handler status 

• Device assignments 

• Job status 

• Status of currently active terminals 

See the following sections for details on these topics. 



17-2 Resource Utility Program (RESORC) 



1 7.2.2 Software Configuration Option (/C) 

The /C option displays: 

• The device from which you bootstrapped the system and the resident 
monitor base address 

• The monitor SET options 

• Whether a foreground job is loaded (if applicable) 
w lUuircci iiic liccstiiig ucptn 

The following example uses the /C option. 

*/c 

Booted from DLIJRTIIFB 

Resident Monitor b3se is 127444 (44836.) 

USR is set SWAP 

Foreground Job is loaded 

TT is set NOQUIET 

Indirect file abort level is ERROR 

Indirect file nestina depth is 3 



1 7.2.3 Device Handier Status Option (/D) 

RESORC's /D option displays a list of your system's device handlers, along 
with their status and vectors. The /D option lists only those handlers whose 
special features match those of the currently booted monitor. If a handler is 
loaded, RESORC prints its load address. The following sample shows the 
table that RESORC prints when you use the /D option. 

*/n 



Device 


Status 


Vector 




DX 


Installed 


264 






DY 


Not installed 


264 






DD 


Not installed 


300 


304 310 


314 


PC 


Not installed 








DT 


Not installed 


214 






RF 


Not installed 


204 






ns 


Not installed 


204 






RK 


113154 


220 






DL 


Resident 


160 






IIP 


Not installed 


254 






DM 


Installed 


210 






MT 


Installed 


224 






MM 


Not installed 


224 






MS 


Not installed 


224 






LP 


113764 


200 






LS 


Not installed 


300 


304 




PC 


Installed 


070 


074 




CR 


Not installed 


230 






CT 


Installed 


260 






NL 


Installed 


000 
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In this table, the status column can list one of the following messages: 
Message Meaning 

Installed The device handler is in the system tables, but you have not 

loaded it in main memory (you can load it with the LOAD 
command). 

Not installed The device handler is not in the system tables, but you can 
add the handler with the INSTALL command (if there is a 
free slot). 

-Not installed The device handler special features do not match those of 
the monitor; you cannot install the handler. (The minus 
sign in front of any message means that you cannot install 
the handler.) 

Resident The device handler is permanently in memory; you cannot 

remove or unload it. 

nnnnnn The beginning address of a loaded handler 

The last column in the /D listing identifies vectors. If the handler has mul- 
tiple vectors, the /D option prints the additional vectors in this column. 



1 7.2.4 Hardware Configuration Option (/H) 

When you use the /H option, RESORC lists the processor type and then all 
the special hardware features in your system configuration. The processor is 
one of the following: 

LSI 11 
PDP 11/04 
PDP 11/05,10 
PDP 11/15,20 
PDP 11/23 
PDP 11/34 
PDP 11/35,40 
PDP 11/44 
PDP 11/45,50,55 
PDP 11/60 
PDP 11/70 

Any special hardware is chosen from the following list. (The /H option dis- 
plays the features in the order they occur in the list.) 

FPU Hardware Floating Point Unit 
Commercial Instruction Set (CIS) 
Extended Instruction Set (EIS) 
Floating Point Instruction Set (FIS) 
KTll Memory Management Unit 
Parity Memory 
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Cache Memory 

VTll, VT48, or VS60 Graphics Hardware 

The next item that appears in the /H hsting is the clock frequency (50 or 60 
cycles), and the last is the KWll-P programmable clock (if your system has 
one and you are not using it as the system clock). 

The following example shows the /H option. 

«/H 

PDP 11/34 Processor 

Extended Instruction Set <EIS) 

KTll Memory Mans^ement Unit 

Parity Memory 

Cache Memory 

60 Cycle System ClocM. 

KUll-P User Programmable Clock 



1 7.2.5 Loaded Jobs Option (/J) 

The /J option prints information about the currently loaded jobs. For each 
job, RESORC displays: 

• The job number and name (if you have not enabled system job support on 
your monitor, the foreground job name appears as FORE, and its priority 
levelislinFBorXM) 

• The console the job is running on 

• The priority level of the job 

• The job's state (running, suspended, or done but not unloaded) 

• The low and high memory limits of the job 

• The start address of the job's impure area 
The following example uses the /J option. 

*/j 

Job Name Console Level State Lom HisEh Impure 

16 MFUNCT 1 7 Suspend 115350 127444 114412 

14 EL 6 132404 141452 130663 

12 QUEUE 5 152345 163243 144231 

RESORC Run 000000 113144 133374 



1 7.2.6 Device Assignments Option (/L) 

When you type /L in response to the CSI asterisk, RESORC displays your 
system's device assignments. The devices RESORC lists are those in the sys- 
tem tables. The listing also includes additional information about particular 
devices. The informational messages and their meanings follow. 
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(RESOROor =RESORC 



(FORE) or = FORE 



(jobname) or =jobname 



(Loaded) 

(Resident) 

= logical-device-name(l), 
logical-device-name(2 ) . . . 
,logical-device-name(n) 

XX free slots 



The device or unit is assigned to the back- 
ground job RESORC (for FB and XM monitors 
only). 

The device or unit is assigned to the foreground 
job (only for FB and XM monitors that do not 
have system job support). 

The device or unit is assigned to the system or 
foreground job (only for FB and XM monitors 
that have system job support), where jobname 
represents the name of the foreground or sys- 
tem job. 

The handler for the device has been loaded into 
memory with the LOAD command. 

The handler for the device is included in the 
resident monitor. 



The device or unit has been assigned the 
indicated logical device names with the 
ASSIGN command. 

The last line tells the number of unassigned 
(free) devices. 



The following example was created under an FB monitor. It shows the 
status of all devices known to the system. 



TT 
DL 



MQ 
RK 
DM 
DX 



(Resident) 

(Resident) 

DLl = SY f DK f OBJf SRC» BIN 

DL2 = LST? MAP 

(Resident) 

(Loaded) 

(Loaded) 

DXO: (FORE) 

DXl! (RESORC) 
MT 
CT 
LP 
PC 
BA 
NL 
9 free slots 



1 7.2.7 Current Monitor Option (/M) 

When you use the /M option RESORC prints the type, version number, and 
patch level of the currently running monitor. The (iesignation BL, SJ, FB, or 
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XM identifies the monitor type as base-line, single-job, foreground/ 
background, or extended memory, respectively. 

The following example uses the /M option. 

RT-llFB (S) y04.00 

1 7.2.3 Special Features Opiicn (/O) 

The special features chosen during system generation are listed on the ter- 
minal when you use the /O option. Whatever features are in effect are 
printed out in the same order as the following list of possible special 
features. 



Option 

FipT7if»Q T/O firnf-nnf annr)nT4' 



Error logging support 



Multi-terminal support 
Memory parity support 



SJ time su^'^ort 



System job support 



Function 

Permits device handlers to do the equivalent 
of a mark time without doing a .SYNCH 
request; DECnet applications require this 
support. 

Keeps a statistical record of all I/O operations 
on devices that are supported by this feature; 
detects and stores data on any errors that 
occur during I/O operations. 

Permits you to use as many as 16 terminals. 

Causes the system to print an error message 
when a memory parity error occurs. 

Configures the single-job monitor to include 
mark time and cancel mark time programmed 
requests and to support the .FORK process. 

Allows you to run up to six jobs in the fore- 
ground in addition to the foreground and 
background jobs. 



The following example shows the /O option 
*/o 

Device 1/0 time-out support 
Error losains support 
Multi-termiri3l support 
Memora psritu support 

If there are no special features in effect, RESORC prints NO SYSGEN 
options enabled. 
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1 7.2.9 Terminal Status Option (/T) 

The /T option displays information about currently running active termi- 
nals on multi-terminal systems. Therefore, if your system has only the con- 
sole terminal, RESORC prints: 

No mijlti-terminsl support 

Since multi-terminal support is not part of the distributed RT-11 monitors, 
such support is present on your system only if you have included it during 
system generation; that is, multi-terminal support is a special feature. 

If you do have multi-terminal support, and you enter the /T option in 
response to RESORC's asterisk, RESORC prints a table similar to the fol- 
lowing example: 



*/T 
















Unit Owner 


Type 


WIDTH 


TAB 


CRLF 


FORM 


SCOPE 


sf-ee: 





S-Console DL 


132 


No 


Yes 


No 


No 


N/A 


1 


Local DZ 


80 


Yes 


No 


No 


Yes 


4800 


2 


Local DZ 


80 


Yes 


No 


No 


Yes 


4800 


3 


Local nz 


80 


Yes 


No 


No 


Yes 


4800 


4 


Remote DZ 


72 


No 


Yes 


No 


No 


300 



Note that in this table, the unit number refers to the terminal; RT-11 multi- 
terminal support permits you to use as many as 16 terminals. 

The UNIT OWNER column lists the name of the job (foreground, system, or 
background) to which the terminal is assigned. If the running monitor does 
not have system job support, RESORC prints FORE and RESORC, where 
applicable. 

The TYPE column of this table shows (1) the type of terminal: local, remote, 
console, or S-console (a console shared between background, system, and 
foreground jobs) and (2) the type of hardware interface the terminal uses: 
DL or DZ. 

The WIDTH column indicates the width in characters (up to 132) of termi- 
nal listing or display text. 

The next four columns indicate which SET options are in effect on the termi- 
nal. If you have set TAB, the terminal can execute hardware tabs. If you 
have set CRLF, the terminal issues a carriage return and line feed when- 
ever you attempt to type past the right margin. The terminal is capable of 
executing hardware form feeds if you have set FORM and (on graphics ter- 
minals) of echoing RUBOUT characters as backspace-space-backspace if 
you have set SCOPE. 

The last column, SPEED, lists the terminal's baud rate. If the terminal's 
DLll interfaces do not have programmable baud rates, however, the /T 
option prints N/A under the SPEED column to indicate that the baud rate is 
not alterable. 
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1 7.2.1 Q Summary Option {/Z) 

The /Z option has the same effect as a combination of the /M, /C, /H, /J, and 
/O options. In other words, /Z lists the following information about your 
system: 

• Monitor configuration 

• Set options in effect on the monitor 

^ -r-r 1 f* I • 

^ J. XCLX U. vV £t J. C W/J.J.XXgU.xCi.i/xi^xx 

• System generation special features in effect 

This information prints out in the order shown in the following sample. 

*/z 

RT-llFB <S) y04.00 

Booted from DLIJRTIIFB 

Resident Monitor base is 127444 <44836.) 

USR is set SUAP 

Foreground Job is loaded 

TT is set NOQUIET 

Indirect file short level is ERFiOR 

Indirect file nesting depth is 3 

PDF 11/34 Processor 

Extended Instruction Set (EIS) 

KTll Memory M3n3<aement Unit 

Parity Memory 

Cache Memory 

60 Cycle System Clock 

KUll-P User Pro.'Srammable Clock 

Device I/O time-out support 
Error lossiins support 
Multi-terminal support 
Memory parity support 
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Chapter 1 8 

Volume Formatting Program (FORMAT) 



The FORMAT utility program formats disks and diskettes. You can also use 
FORMAT to convert single-density diskettes to double-density and vice 
versa. FORMAT can format RX01-RX02 diskettes, RK05 disks, RP02-Rjf 03 
disks, and RK06-RK07 disks. 

Formatting a volume makes that volume usable by RT-11. When you for- 
mat a volume, FORMAT writes headers on each block in that volume. The 
header of a block contains data the device controller uses to transfer infor- 
mation to and from that block. 

When you use FORMAT to convert a single-density diskette to double den- 
sity, or vice versa, FORMAT writes media density marks on each block of 
the diskette. You can format a diskette only in a double-density diskette 
drive, DY:. If you attempt to format a diskette in a single-density diskette 
drive, DX:, FORMAT prints an error message. 

Reformatting with the FORMAT program can also eliminate bad blocks 
that disks and diskettes sometimes develop as a result of age and use. 
Although formatting does not guarantee that each bad block will be elimi- 
nated, formatting can reduce the number of bad blocks. 

NOTE 

FORMAT destroys any data that cur- 
rently exists on the disk. 



1 8.1 Calling and Using FORMAT 

To call FORMAT from the system device, respond to the dot (.) printed by 
the keyboard monitor by typing: 

R FORHAT <RET> 

The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal and waits for a command string. If you enter only a carriage 
return in response to the asterisk, FORMAT prints its current version num- 
ber. You can type CTRL/C to halt FORMAT and return control to the mon- 
itor when FORMAT is waiting for input from the console terminal. You 
cannot type two CTRL/Cs to halt FORMAT during an operation. 

If you interrupt the program during a formatting operation by some other 
means, the disk or diskette involved is not completely formatted. You must 
restart the operation on the same disk or diskette and allow it to run to 
completion. 
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Chapter 6, Command String Interpreter, describes the general syntax of the 
command hne that system utihty programs accept. FORMAT accepts one 
device specification (either a physical or logical device name) followed, if 
necessary, by one or more options. An RK05 disk you wish to format can be 
located in any unit (0-7) of device RK:. A diskette you need to format must 
be mounted on an RX02 device (device DY:), but it can be located in any unit 
(0-3) of that device. You cannot format diskettes on an RXOl device. 

FORMAT automatically prints the device-name: I Are you sure'? message 
before it begins any operation. The device name that prints out in the mes- 
sage is the physical name of the device you specify in the command line. 
Therefore, if you use a logical device name in the command line, the device 
name that FORMAT displays in the verification message is different from 
the name you ty-pe. If you want the operation to continue, type a Y followed 
by a carriage return in response to the verification message. Any other 
response prevents the formatting operation from occurring and causes FOR- 
MAT to print its prompting asterisk again. 

You can use FORMAT from an indirect command file. To satisfy the device- 
name:! Are you sure'? message, enter a Y as the next line of the indirect file 
immediately following the FORMAT command line. You can suppress the 
verification message completely by using the /Y option in the FORMAT 
command line. If you use /Y, you do not need to enter the Y on the following 
line. 

After you format a disk, you should use the INITIALIZE command to pre- 
pare the volume for use with RT-11. See Chapter 4 for more information on 
the INITIALIZE command. 



18.2 Options 



Options that you specify in a command line to the FORMAT program per- 
form several functions. Table 18-1 summarizes these options and the oper- 
ations they perform. You can combine these options, if necessary, in any 
order. More detailed explanations of the options are arranged alphabetically 
by option name in the sections that follow the table. 

Table 18-1: FORMAT Options 



Option 


Section 


Explanation 


none 

/P:n 


18.2.1 
18.2.2 


If you do not supply an option, FORMAT formats the volume you spec- 
ify. If you specify an RXOl or RX02 diskette, the default operation 
that occurs is double-density diskette formatting. You c£in use /Y and 
AV with the default operation. 

Pattern verification option, where n represents an octal integer in the 
range to 377. The option specifies the specific 16-bit word pattern 
that FORMAT uses to write to the volnine, and read from the volume, 
during the process of verification. If you do not use this option, FOR- 
MAT defaults to /P:200. 



(continued on next page) 
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Table 18-1: 


FORMAT Options (Cont.) 


Option 


Section 


Explanation 


/S 


18.2.2 


Single-density option. This option formats a diskette in a single-den- 
sity format. 


A^[:ONL] 


18.2.3 


Verification option. When you specify IN in the command line, FOR- 
MAT first formats the specified volume, then verifies it. If you specify 
A'':ONL, FORMAT only verifies the specified device. Note that you 
can use A^:ONL with any disk, diskette, DECtape, or DECtape II. 


AV 


18.2.4 


Wait option. This option permits you to substitute another disk for the 
volume you specify in the command line, format the second volume, 
then replace the original volume. 


n 


18.2.5 


No query option. This option suppresses the Are you sure? message 
FORMAT automatically prints before each operation. 



18.2.1 Default Format 

To format diskette in double-density mode, specify the device name in the 
command line. You can also use /Y to suppress the query message, and AV to 
pause for a volume substitution. The following example formats the diskette 
in DY: device unit 1 as a double-density diskette. 

*IiYlJ 

DYIJ/FORMAT-Ars you sureTY 

? F R H A T - • I - F o r in a 1 1 i n sS c o m p 1 e t e 
* 

To format an RK05, RK06-7, or RP02-3 disk, specify the device name in the 
command line. You can also use /Y to suppress the query message and /W to 
pause for a volume substitution. The following example formats an RK05 
disk in RK: device unit 1: 



RKII/FORHAT-Are you sure?Y 
TFORMAT -I -Formatting complete 



When you format an RK06 or RK07 disk, FORMAT lists the block numbers 
of all the bad blocks in the manufacturer's bad block table and in the soft- 
ware bad block table. 



18.2.2 Pattern Verification Option (/P:n) 

When you use the /P:n option with /V[:ONL] in the command line, you can 
specify the 16-bit word pattern you want FORMAT to use when it performs 
volume verification. The argument n represents an octal integer in the 
range to 377 that specifies the pattern or successive patterns you want 
FORMAT to use. Table 18-2 lists the verification patterns FORMAT uses. 
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Table 18-2: Verification Bit Patterns 



Pattern # 


Bit Set 


16-Bit Pattern 


1 





000000 


2 


1 


mill 


3 


2 


163126 


4 


3 


125252 


5 


4 


052525 


6 


5 


007417 


7 


6 


021042 


8 


7 


104210 



In /P:n, the number you specify for n indicates the value for the bit patterns 
to be run during verification. Bits set in /P:n select the patterns to be run. 
FORMAT converts the number you specify into a binary number; the num- 
ber of each set bit specifies which patterns to run. For example, the number 
25 translates to the binary number 010101. In the number 010 101, bits 0, 2, 
and 4 are set. As Table 18-2 shows, bit specifies pattern 1; bit 2 specifies 
pattern 3; and bit 4 specifies pattern 5. If you specify /P:25, FORMAT runs 
patterns 1, 3, and 5. If you specify /P:255, FORMAT runs patterns 1, 3, 4, 6, 
and 8. If you specify /P:377, FORMAT runs all eight patterns during veri- 
fication. If you do not use the /P:n option, FORMAT runs only pattern 8. 

When you use the /P:n option, and you specify more than one pattern, FOR- 
MAT runs each pattern successively. After it completes verification, FOR- 
MAT prints at the terminal each bad block it found during each verification 
pass. The format of the verification report is: 

PATTERN *x 
nnnrinri 

In the example above, x represents the pattern number, and nnnnnn repre- 
sents the bad block number. FORMAT makes a separate verification ^ass 
for each pattern it runs, and reports on each pass. 

The sample command line that follows formats volume RKl: and verifies it 
with patterns 4, 5, and 6. 

*RK1J/V/F'5 70 

RKi:/FORMAT-Are uou sureTY 
?F0RMAT~I~Foriii3ttiria complete 
PATTERN #6 
PATTERN *5 
PATTERN *4 

?F0RMAT-I-Verific3tion complete 
* 

The sample command line that follows verifies volume DLO: with pattern 2. 
*nLOJ/u:oNL/p:2 

DLO:/VERIFY-Are hou sureTY 
PATTERN *2 
?F0RMAT-I-Veriflc3tion complete 
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1 8.2.3 Single Density Option (/S) 

Use /S to format a diskette in single-density mode. You can also use /Y to 
suppress the query message and /W to pause for a volume substitution. The 
fnllowiner examnle formats the diskette in DY: device unit 1 as a single-den- 
sity diskette. 

«riYiJ/s 

DYIJ/FORMAT-Are you sureTY 
?F0RMAT-I-.Form3ttind complete 



1 8.2.4 Verification Option (/V[:ONL]) 

Use the A'^LrONL] option to provide a verification of all blocks on a volume 
immediately following formatting. If you use the optional argument :ONL, 
FORMAT executes only the verification procedure. Although FORMAT can 
format only a limited assortment of storage volumes, it can verify any disk, 
diskette, DECtape, or DECtape II. 

In the process of verifying a storage volume, FORMAT first writes a 16-bit 
word pattern on each block of the specified volume, and then reads each pat- 
tern. For each read or write error it encounters, FORMAT prints at the ter- 
minal the block number for each block that generated the error. 

NOTE 

FORMAT destroys data on any storage volume it verifies. 

The following command line uses /V to verify an RK05 disk after 
formatting. 

*RKo:/v 

RXO J /FORMAT -Are «ou sureTY 
TFORMAT-I-Formsttins! complete 
PATTERN *8 
TFORMAT-I-Verificstlon complete 

The next example uses /ViONL to verify, but not format, an RXOl. 

*DxiJ/y:oNL 

DXlJ/yERIFY-Are aou sure?Y 
PATTERN *8 
?F0RMAT-I-Ueriric3t:ion complete 



18.2.5 Wait Option (/W) 

Use /W to pause before formatting begins in order to substitute a second vol- 
ume for the disk you specify in the command line. This is useful for single- 
disk systems. After the FORMAT program accepts your command line, it 
pauses while you exchange volumes. Type a Y followed by a carriage return 
in response to the CONTINUE? prompt when you are ready for formatting 
to begin. When formatting completes, the program pauses again while you 
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replace the original volume. Respond to the CONTINUE? prompt with a Y 
followed by a carriage return. You can combine AV with any other option. 
The following example formats the diskette in DY: device unit 1 as a single- 
density diskette. 

*riYl!/U/S 

DYIJ/FORMAT-Are you sureTY 

Insert volume you wish to formst* CONTINUE (:Y/N)?Y 

?F0RMAT-I-Form3ttin<S complete 

Replace oriainsl volume. CONTINUE (;Y/N)'!'Y 

* 



1 8.2.6 Noquery Option (/Y) 

Use /Y to suppress the Are you sure? query message FORMAT prints before 
each operation begins. When you use /Y, formatting begins as soon as FOR- 
MAT accepts and interprets your command line. The following example for- 
mats the diskette in DY: device unit 1 as a double-density diskette. 

*riYi:/Y 

VFORMAT-I-Formsttina complete 
* 



18-6 Volume Formatting Program (FORMAT) 



PartV 
System Jobs 



Part V describes two utilities that you can run as system jobs: the Error Log- 
ger and the Queue Package. System job support is a special feature, avail- 
able only through the system generation process. Because system jobs run in 
the foreground, they must run under an FB or XM monitor. For an in-depth 
description of the system job feature, see the RT-11 Software Support 
Manual. 

Chapter 19 describes the Error Logger, which keeps statistical records of all 
I/O transfers, I/O errors, memory parity errors, and cache memory errors. 
Chapter 20 describes the Queue Package, which sends files for output to any 
valid RT-11 device. 

Note that you can run these utilities as foreground jobs, but running them 
as system jobs enables you to run a foreground and a background job in 
addition. 



Chapter 19 
Error Logging 



The Error Logger utility monitors the hardware rehability of the system. 
The Error Logger keeps a statistical record of all I/O operations on devices 
that it supports. In addition to keeping these statistics, the Error Logger 
detects and records memory parity or cache errors and any errors that occur 
during I/O operations. At intervals you determine, the Error Logger pro- 
duces individual and/or summary reports on some or all of these errors. The 
Error Logger is available only as a special feature; that is, you must perform 
the system generation process to enable Error Logging. It runs only with the 
foreground/background or extended memory monitors, as either a fore- 
ground or system job. 



19.1 Uses 



Error logging reports are useful for maintaining the hardware on which 
RT-11 runs. Problems such as line noise, static discharges, or inherently 
error-prone media can cause recoverable errors on systems that are other- 
wise functioning normally. By studying error logging reports, you can learn 
to distinguish these errors from those that might be symptoms of an impend- 
ing device failure. Also, some recoverable errors that are insignificant in 
themselves might be related to other more serious errors; their effects might 
not be immediately apparent to you. Information contained in the reports 
about each error and about the status of the system when the error occurred 
may alert you to a previously unforeseen hardware problem. 

Sometimes a device fails so quickly that the Error Logger is unable to pre- 
dict the failure in time for you to prevent it. In this case, you can determine 
the cause more quickly if a report is available that describes the errors that 
occurred immediately prior to the failure. 

In general, the Error Logger: 

• Detects each I/O transfer and I/O error as it occurs 

• Gathers information about each I/O transfer or error 

• Stores the information in a file 

• Formats the information to produce a report 

NOTE 

Because the Error Logger records data on each I/O transfer, 
thereby using additional computer time and memory, you 
may wish to use the Error Logger only when you experience 
difficulty with a device. Keeping a backup system volume 
on which the Error Logger is enabled makes this easy. 
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1 9.2 Error Logging Subsystem 

The Error Logger consists of three programs and a statistics file. When you 
run the Error Logger, you coordinate these programs to gather I/O and 
error-related information into its statistics file and create the error report 
you want. The Error Logger names the statistics file it creates 
ERRLOG.DAT. At any time you specify, you can direct the Error Logger to 
create error reports from the information it has gathered in ERRLOG.DAT. 
The names and functions of the three Error Logger programs follow. 

EL A foreground or system job that gathers information about 

every I/O transfer and system error and stores it in 
ERRLOG.DAT. The EL job communicates with a device handler 
as each I/O transfer occurs, and it gathers from the handlers all 
the necessary statistics for a complete error report. When you 
initiate error logging, EL instructs you to start up the second 
Error Logging program, ELINIT. 

ELINIT A background job that creates and maintains the statistics file, 
ERRLOG.DAT. You can direct ELINIT to initialize 
ERRLOG.DAT every time you have a session at the terminal, or 
you can direct ELINIT to continue compiling statistics in 
ERRLOG.DAT on a daily basis. 

When you run ELINIT, it prompts you for the information it 
needs to maintain ERRLOG.DAT's size. By default, ELINIT 
allocates 100 decimal blocks for ERRLOG.DAT. Each time you 
run ELINIT, it prints a message that tells how many of those 
100 blocks are filled. If ERRLOG.DAT fills to its limit, the EL 
job is unable to store more information in it. So that you can 
increase ERRLOG.DAT's size, ELINIT prompts you for a file 
size change each time you run the program. 

If you rearrange your RT-11 configuration, or if you do some- 
thing to alter the device handlers, ELINIT may print a message 
indicating that it must initialize ERRLOG.DAT to make the 
statistics it has been maintaining compatible with the new con- 
figuration. When this happens, ELINIT renames the 
ERRLOG.DAT it formerly maintained to ERRLOG.TMP and 
creates a new ERRLOG.DAT. The Error Logger can still create 
a report from ERRLOG.TMP. 

ERROUT A background job that creates a report from the statistics in 
ERRLOG.DAT or any file of that format. When you run 
ERROUT, you can direct the program to list the error report at 
the terminal or to create a file for the error report. You can also 
indicate whether you want a detailed report on each error that 
occurred or simply a summary report. 

Figure 19-1 provides a diagram of the Error Logging subsystem. 
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Figure 19-1: Error Logging Subsystem 
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1 9.3 Calling and Using the Error Logger 

The Error Logger runs only with the FB or XM monitors as a foreground or 
system job. To run the Error Logger as a foreground job, call the Error Log- 
ger from the system device by t3T)ing in response to the keyboard monitor 

dot (.): 

FRUN EL <RET> 

To run the Error Logger as a system job, t3T)e in response to the keyboard 
monitor dot: 

SRUN EL <RET> 

The Error Logger returns with a prompt, telling you how to initiate the 
error logging process. 

To initiste Error LosalnSj RUN ELINIT 

To halt the Error Logger if it is running as a foreground job, type a CTRL/F 
followed by two CTRL/Cs. If it is running as a system job, you can type a 
CTRL/X and then specify EL as the system job you want to halt (follow^ by 
two CTRL/Cs). 

NOTE 

If you have not installed the system on which you want to 
run the error logger, check EL's file type on a directory list- 
ing of your system volume. In order to run EL as a system 
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job, RT-11 assumes EL has a .SYS file type. If the EL pro- 
gram on your system volume has a .REL file type, and you 
want to run EL as a system job, either: 

1. rename EL.REL to EL.SYS and type SRUN EL, or 

2. type SRUN EL.REL. 

Likewise, if you want to run EL as a foreground job, and the 
EL program on your system volume has a .SYS file tj^, 
either: 

1. rename EL.SYS to EL.REL and type FRUN EL, or 

2. type FRUN EL.SYS. 



19.3.1 Using ELINIT 

After you type RUN ELINIT (or R ELINIT) followed by a carriage return, 
ELINIT returns with a prompt. This prompt asks you to specify which 
device you want the statistics file ERRLOG.DAT written to. The format of 
this prompt follows. 

Uh3t is the name of the device for the ERRLOG.DAT file <SY>? 

Type a carriage return in response to the last prompt if you want ELINIT to 
write ERRLOG.DAT to the system device. 

ELINIT then prints a message indicating how many blocks allocated to 
ERRLOG.DAT are in use. This message is followed by a prompt asking you 
if you want ELINIT to initialize ERRLOG.DAT. The format of the block 
usage message and the initialization prompt follows (where xx represents 
the number of blocks in use). 

Kx blocks currently in use of >;>; possible total in ERRLOG.DAT file 

Do wou want to zero the ERRLOG.DAT file and re-initialize (YES/NO) <N0>? 



Type YES followed by a carriage return if you want ELINIT to initialize 
ERRLOG.DAT. When ELINIT initializes ERRLOG.DAT, it does not create 
a backup file for the statistics that were present prior to initialization. Enter 
a carriage return or tj^e NO followed by a carriage return if you want ELI- 
NIT to retain the statistics already compiled in ERRLOG.DAT. 

ELINIT proceeds by issuing the following prompt, asking you to indicate the 
number of blocks you want ELINIT to allocate to ERRLOG.DAT: 

How many blocks for the ERRLOG.DAT file <100>? 

Type a carriage return if you want ERRLOG.DAT's file size to remain at the 
default 100 blocks. If you want the file to be a different size, you can specify 
the number of blocks you want the file to have, followed by a carriage 
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return. The only size limitation for ERRLOG.DAT is the amount of avail- 
able space on the device in which it resides. 

NOTE 

Because of a rearrangement of your RT-11 configuration or 
bad header information in ERRLOG.DAT, it may be neces- 
sary for ELINIT to initialize ERRLOG.DAT even if you do 
not want it to. In this case, ELINIT automatically renames 
the current ERRLOG.DAT to ERRLOG.TMP, prints a mes- 
sage indicating it has done so, and returns the prompt How 
many blocks for the ERRLOG.DAT file <100> ?. 

After you have responded to the file size prompt, ELINIT prints the follow- 
ing message: 

RT-11 M04.0 ERROR LOGGING INITIATED 

After the Error Logger has printed the last message, you can proceed. 



19.3.2 Using ERROUT 

The Error Logger program, ERROUT, creates a report from the information 
compiled in the file ERRLOG.DAT. To call ERROUT from the system 
device, type in response to the keyboard monitor dot (.): 

RUN ERROUT <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
terminal and waits for you to enter a command string according to the fol- 
lowing general sjmtax: 

*[output-filespec = ][input-filespec]/option 
where: 

output-filespec represents the device to which you want ERROUT to 
type the report. If you do not specify an output 
device, ERROUT prints the report at the terminal. If 
you specify a file name, ERROUT writes the error 
report to that file 

input-filespec represents ERRLOG.DAT or any file of the Error 
Logger statistics file format. (Thus, you can rename 
ERRLOG.DAT at any time and save it for later 
report formatting.) If you do not specify an input file, 
ERROUT assumes ERRLOG.DAT 

option is one of the options listed below. 

/A creates a report on each error in addition 

to a summary report of the errors and I/O 
transfers that occurred with each device. 
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/F:date use to create an error report for errors 
logged from the date you specify. Specify 
the date in the form dd:mmm:yy, where 
dd represents the two-digit day, mmm 
represents the first three letters of the 
month, and yy represents the last two 
digits of the year. ERROUT interprets 
the date you enter as octal; use a decimal 
point with the day and year to indicate 
the date is in decimal. If you do not use 
/Frdate, ERROUT creates a report start- 
ing with the first error logged in the work 
file. 

/S creates only a summary report of the 

errors and I/O transfers that occurred 
with each device. 

/T:date use to create an error report for errors 
logged up to the date you specify. Specify 
the date as with the /F:date option above. 
If you do not use /T:date, ERROUT cre- 
ates a report that includes the last error 
logged in the work file. 

If you enter only a carriage return in response to the CSI asterisk, ERROUT 
types a full report from ERRLOG.DAT at the terminal. 



1 9.4 Report Analysis 



This section provides a line-by-line analysis of each different report the 
Error Logger creates. Basically, there are three report categories: 

* Storage Device Error Report 

* Memory Error Report 

* Summary Report 



19.4.1 Storage Device Error Report 

When a device handler encounters an error during an I/O transfer, it auto- 
matically retries that transfer as many as eight times (the actual number of 
times a device retries an unsuccessful transfer depends on the particular 
device handler). The Error Logger creates a report for each unsuccessful 
attempt. 

Figure 19-2 provides an example of a storage device error report. This 
example is a report of the second attempt for a read operation on an RX02 
double-density diskette. Table 19-1 tells what some of the lines in the report 
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mean. For ease of reference, each line in this example report is numbered 
(although lines in the actual report are not numbered). 

Figure 19-2: Sample Storage Device Error Report 

1 *********«****#*******************»**♦***************************** 

2 DISK DEVICE ERROR 

3 LOGGED 27-APR-79 00106120 

H ******************************************************************* 

5 

6 UNIT IDENTIFICATION 

7 PHYSICAL UNIT NUMBER g00001 

8 TYPE RX2U/RX02 

9 SOFTWARE STATUS INFORMATIONj 

10 RETRY 6. OF 8. POSSIBLE TOTAL 
U 

12 DEVICE INFORMATION 

13 REGISTERSi 

1« RX2CS UO560 

15 HX206 19104(10 

16 HX2ES 000400 
17 

18 ACTIVE FUNCTION READ 

19 BLOCK (100001 

20 PHYSICAL BUFFER ADDRESS START H03514 

21 TRANSFER SIZF. IN BYTES 512, 

Table 19-1 explains each line in the sample report shown in Figure 19-2. 



Table 19^1: Line-by-Line Analysis of the Sample Storage Device 
Error Report 



Line 



Explanation 



1-4 
6-S 

9-10 



12 

13-16 

18 
19 
20 

21 



Report header. Includes the date and time error was logged. 

Unit identification. Identifies the drive number, the device controller, and the 






Retry count. Tells which retry of the total possible for the device the device han- 
dler has attempted for the I/O transfer. There is a report for each retry the device 
handler attempts. Notice that the retry count is listed in descending order; that is, 
the first retry for this example is listed as retry 7. The second retry is listed as 
retry 6, and so on. 

Labels the section on device information. The lines that follow provide statistics 
on the device registers and address information. 

Register contents. Each device has a number of hardware registers, the contents of 
which are listed in these lines. 

I/O transfer type. Tells whether the I/O transfer was a read or write operation. 

Device block number. Tells which device block the error occurred in. 

Physical buffer start address. Tells the physical address in memory of the user 
data buffer for this I/O transfer. 

Transfer size in bytes. Tells the size in bytes of the unit of data the device handler 
has attempted to transfer. 
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1 9.4.2 Memory Error Report 

There are two kinds of memory errors for which the Error Logger creates 
reports: memory parity errors and cache memory errors. Figure 19-3 pro- 
vides an example of a memory parity error report. As with the storage 
device report, this listing is numbered in the manual to aid in describing its 
contents. The listings that you obtain do not have line numbers. 

Figure 19-3: Sample Memory Parity Error Report 



1 
2 

3 

4 
5 
6 
7 

e 

9 

10 

n 



MEHORY PARITY ERROR 
LOGGED 27-APR-79 ?.e»H6j2e 

DEVICE INFORMATION 

MEMORY REGISTERS! 
ADDRESS CONTENTS 
172100 100001 

ERROR TYPE IS MEMORY 



Table 19-2 tells what each line in the last report shown in Figure 19-3 
means. 



Table 19-2: Line-by-Line Analysis of the Sample Memory 
Error Report 



Line 



Explanation 



1-4 
7-9 

11 



Report header. Tells the date and time the error was logged. 

Memory parity register contents. Identifies the memory parity control and status 
register(s) involved in this error and gives their contents. 

Error type. Tells whether the error was a memory error or a cache memory error 
(see the following cache memory report for cache memory statistics). 



The report in Figure 19-4 is an example of the report the Error Logger cre- 
ates when it loea a cache memorv error. 

fc^ »/■■■■■ 

Figure 19-4: Sample Cache Memory Error Report 



1 ****************************************************************** 

2 CACHE MEMORY ERROR 
LOGGED 27-APR-79 00106120 

******************** tir* ***************************** *************** 



3 

4 
5 

6 
7 
S 
9 

le 

U 
12 
13 

14 
15 



DEVICE INFORMATION 

MEMORY REGISTERS! 
ADDRESS CONTENTS 
172100 100001 

MEMORY SYSTEM ERROR RECISTERl 
CACHE CONTROL REGISTERj 
HIT/MIS8 REGISTERl 

ERROR TYPE IS CACHE 



000200 
000000 
000032 
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Lines 11 through 13 in Figure 19-4 tell the contents of the cache memory 
registers (see the PDP-11 Processor Handbook for more information on the 
cache memory registers). Line 15 indicates that the memory error was in 
cache memory. 

1 9.4.3 Summary Error Report 

The summary error report provides statistics for all the devices the Error 
Losger supports. These statistics include counts for successful and unsuc- 
cessful I/O transfers for storage devices, and error counts for memory errors. 
The report consists of three sections: 

• device statistics 

• memory statistics 

• report file environment and error count 

Figure 19-5 provides an example of a summary error report. 

Figure 19^5: Sample Summary Error Report for Device Statistics 

1 ******************************************************************* 

2 DEVICE STATISTICS 

3 LOGGED SINCE 27-APR-79 00105142 

4 ******************************************************************* 
5 

b UNIT IDENTIFICATION 

T PHYSICAL UNIT NUMBER 808080 

a TYPE RKn/RK05 

9 

10 DEVICE STATISTICS FOR THIS UNITt 

U NUMBER OF ERRORS' LOGGED 0i 

12 NUMBER OF ERROR RECEIVED 0. 

13 NUMBER OF READ SUCCESSES 49. 

14 NUMBER CF MRITE SUCCESSES 0. 
15 

16 UNIT IDENTIFICATION 

17 PHYSICAL UNIT NUMBER 000000 
16 TYPE RX211/RX02 
19 

20 DEVICE STATISTICS FOR TMIS UNITj 

21 NUMBER CF ERRORS LOGGED 1. 

22 NUMBER OF ERRORS RECEIVED 1. 

23 NUMBER OF READ SUCCESSES 2, 

24 NUMBER CF WRITE SUCCESSES 0. 
25 

26 UNIT IDENTIFICATION 

27 PHYSICAL UNIT NUMBER 000001 

28 TYPE RX211/RX02 
29 

30 DEVICE STATISTICS FOR THIS UNITi 

31 NUMBER OF ERRORS LOGGED 16. 

32 NUMBER OF ERRORS RECEIVED 16. 

33 NUMBER OF READ SUCCESSES 0. 

34 NUMBER OF WRITE SUCCESSES 0. 

Notice that the Error Logger provides summary statistics for each device. 
Notice for each device, the count of the number of errors logged and the 
count of the number of errors received can be different. Sometimes, the 
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Error Logger may receive an error but be unable to log it. This is usually 
due to full buffers or some other momentary software limitation. However, 
even if the Error Logger is unable to log an error, it is at least able to inform 
you of this fact. 

Figure 19-6 provides an example of the second section of the summary error 
report, memory statistics. This report immediately follows the report on 
device statistics. 

Figure 19-6: Sample Summary Error Report for Memory Statistics 

1 ******************************************************************* 

2 MEMORY STATISTICS 

3 LOGGED SINCE 27-APR-79 00t05l42 

5 

6 STATISTICS! 

7 NUMBER OF MEMORY PARITY ERRORS 5. 

8 NUMBER OF CACHE ERRORS 0, 

Figure 19-7 provides an example of the third section of the error report sum- 
mary, the report file environment and error count. 

Figure 19-7: Sample Report File Environment and Error Count 
Report 

1 REPORT FILE ENVIRONMENT! 

2 INPUT FILE SY0«ERRLOG,OAT 

3 OUTPUT FILE RKgjERRORS.TxT 
a OPTIONS /A 

5 DATE INITIALIZED 27-APR-79 

6 DATE OF LAST ENTRY 27-APR-79 

7 TOTAL ERRORS LOGGED 22, 

8 MISSED ENTRIES 0, 

9 MISSED ERROR ENTRIES 0, 

10 UNKNOWN DEVICE STATISTICS ENTRIES 0, 
U UNKNOWN ERROR RECORD ENTRIES 0, 

The segment, shown in Figure 19-7 report file environment, provides infor- 
mation concerning the input report file name (usually ERRLOG.DAT or 
ERRLOG.TMP) and the output report file name (any name that you specify 
Ill tiitj iiuLim iLivrvuu i commana iinej. in ime o, tne report tells when the 
input report file was initialized, and in line 6, the date of the last error entry 
to the input report file. 

Lines 7 through 11 count additional error count statistics. Line 8 counts the 
number of missed entries. 

Line 9 counts the number of missed error entries. 

Line 10 provides a count of unknown device statistics entries. An unknown 
device statistics entry occurs when ERROUT does not recognize the device 
identifier byte the EL program recorded in the statistics portion of the 
ERRLOG.DAT file. (All DIGIT AL-distributed device handlers that support 
Error Logging can be identified by ERROUT, so this problem occurs most 
often with user- written handlers. See the RT-11 Software Support Manual 
for details on adding a device to ERROUT.) 
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Line 11 keeps a count of the unknown error record entries. This condition 
occurs when the ERROUT task cannot identify a device error recorded in 
the ERRLOG.DAT file. (Again, this condition occurs most often with user- 
written handlers.) 
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Chapter 20 
Queue Package 



The Queue Package is a utility you can use for sending files to any valid 
RT-11 device. Although the Queue Package is particularly useful for 

other serial device. 

The Queue Package consists of two programs and a work file that contains 
the lineup of files, or queue, waiting to be output: 

QUEUE Queues and sends the files you specify. QUEUE runs as a 

foreground or system job. 

QUEMAN A background job that processes command lines and file 

specifications you enter, and sends that information to 
QUEUE. It serves as the interface between you and the 
Queue Package. 

QUFILE.TMP Contains the queue for the files QUEUE sends to the 
device(s) you specify. 

The Queue Package runs only with the FB or XM monitor. 

NOTE 

To prevent QUEUE and another job from intermixing out- 
put on the same nonfile structured device, use the LOAD 
command to assign exclusive ownership of a device to 
QUEUE. 



20.1 Calling and Using the Queue Package 

To use the Queue Package, you must first call and run QUEUE from the sys- 
tem volume as either a foreground or system job. (Note that system job sup- 
port is a special feature. You can perform the system generation process to 
build a monitor and handlers that support system jobs.) You can then call 
and run QUEMAN when you are ready to output files. 



20.1 .1 Calling and Running QUEUE 

To run QUEUE as a foreground job, call QUEUE from the system volume by 
typing in response to the keyboard monitor dot (.): 

F-'f?UN QUEUE <RET> 
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To run QUEUE as a system job, type in response to the keyboard monitor 
dot: 

SRUN QUEUE <RET> 

To halt QUEUE, see Section 20.2.1. 

NOTE 

If you yourself did not install the system on which you want 
to run the Queue Package, check QUEUE'S file type on a 
directory listing of your system volume. In order to run 
QUEUE as a system job, RT-11 assumes QUEUE has a 
.SYS file type. If the QUEUE program on your system vol- 
ume has the .REL file type, and you want to run QUEUE as 
a system job, either: 

1. rename QUEUE.REL to QUEUE.SYS and type SRUN 
QUEUE, or 

2. type SRUN QUEUE.REL. 

Likewise, if you want to run QUEUE as a foreground job, 
and QUEUE has a .SYS file type, either: 

1. rename QUEUE to QUEUE.REL and type FRUN 
QUEUE, or 

2. type FRUN QUEUE.SYS. 



20.1 .2 Calling and Running QUEMAN 

To call QUEMAN from the system volume, type in response to the keyboard 
monitor dot (.): 

R QUEHAN <RET> 

The Command String Interpreter prints an asterisk at the left margin of the 
bCrmina^ inuicaung lu is reauy to accept input. EuLer a command string 
according to this general syntax: 

[dev:(jobname[/options]] = ][filespec][/options][,filespec[/options]...] 
where: 

dev: represents any valid RT-11 device (The default output 

device is LPO:.) 

jobname represents the output job name. This is the logical name 
for all the files specified in the command. If you send a job 
to a file-structured device, QUEUE uses this name as the 
file name of the job, and assigns a .JOB tile type. If you do 
not specify a job name, QUEMAN uses the file name of the 
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filespec represents the input file specification. If you do not specify 
a file type, QUEMAN assumes a .LST file type 

options represents one or more of the options from Table 20-1 

If you use commas in place of file specifications, QUEMAN ignores all 
remaining file specifications on the command line. (Note, however, that if 
your command string consists of several lines, entering commas in place of a 
file specification does not affect file specifications on subsequent lines in the 
command string. Using commas in place of a file specification affects only 
those remaining files in that particular command line.) 



20.2 QUEMAN Options 



Table 20-1 summarizes the options you can use in the QUEMAN command 
line. The sections that follow Table 20-1 provide detailed explanations and 
examples of each option. Note that some of the options are position-depend- 
ent — that is, their function depends on where you place them in the com- 
mand line. 



Table 20-1: QUEMAN Options 


Option 


Section 


Function 


/A 


20.2.1 


Halts QUEUE. 


/D 


20.2.2 


Deletes the input file(s) after printing. This option is position- 
dependent. 


/H:n 


20.2.3 


Prints n banner pages for each specified input file, where ra is a decimal 
number. This option is position-dependent. 


/K:n 


20.2.4 


Prints n copies of each specified file, where re is a decimal number. This 
option is position-dependent. 


/M 


20.2.5 


Removes a job from the queue. 


/L 


20.2.6 


Lists the contents of the queue. 


/N 


20.2.7 


Specifies no banner pages for the input file(s). 


/P 


20.2.8 


Sets two Queue Package default values: the number of banner pages, 
and whether you want QUFILE.TMP deleted when you halt QUEUE. 


/R 


20.2.10 


Resumes sending the current job after it has been suspended, or 
restarts the current file in the job being sent. 


/S 


20.2.9 


Suspends output at the end of the current file. 


// 


20.2.11 


Continues command on the next line. 



If QUEUE is sending a job that has multiple input files to a file-structured 
volume, QUEUE concatenates all the input files into one output file having 
the name of the job. 
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20.2.1 Halting QUEUE (/A) 

When you type /A in response to the CSI asterisk, QUEMAN halts QUEUE. 
If you use /A while a job is printing, the Queue Package halts output. If 
QUEUE is running as a foreground job, using /A has the same effect as typ- 
ing CTRL/F and two CTRL/Cs. If QUEUE is running as a system job, using 
/A has the same effect as typing CTRL/X and then specifying QUEUE as the 
system job you want to direct input, followed by two CTRL/Cs. 

The following example halts QUEUE 

. R QUEMAN 
*/A <RET> 

If you use CTRL/Cs to halt QUEUE, this may take a few seconds because 
QUEUE halts differently from other foreground or system jobs. 

20.2.2 Deleting Input Files After Printing (/D) 

Use the /D option to delete input files after QUEUE has sent them. This 
option is position-dependent. If you use it with the job name, /D applies to all 
the input files. If you use it with an input file specification, /D applies only to 
that input file. 

The following example deletes all input files after they have been sent: 

*MYJ0B/D=FILEl»FILE2rFILE3 <RET> 

The following example deletes FILEl and FILES but retains FILE2 after 
QUEUE has sent them: 

*MYJ0B=FILEl/n»FILE2»FILE3/n <RET> 



20.2.3 Printing Banner Pages (/H :n) 

Use the /H:n option to print banner pages for the input files you specify, 
where n is a decimal number selecting the number of banner pages. This 
option 15 position-dependeiil. If you use /H:n with the job name, QUEUE 
prints banner pages for each input file. If you use /H:n with an input file 
specification, QUEUE prints n banner pages for that file, and prints the 
default number of banner pages for the remaining input files. (Note that you 
set the default number of banner pages with the /P option, described in Sec- 
tion 20.2.8.) 

The sample command line that follows prints four banner pages for each 
input file: 

!|tLAU6HN/H : 4=R0WAN . TXT » MARTIN . TXT<RET> 

The following samole command orints four banner nages for MARTIN TXT 
and one for ROWAN.TXT: 

*\ AIIRHN=RnUaN.TyT.MiaCTTN.T¥T/UtA<'OCT-^ 
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Note that QUEUE never prints a banner for the job; it prints banners only 
for the input files. 



Kfl. 



nn n a n_:_a:^^ Ba..!*;^!^ f^^wm.\^^ /IW.^\ 

£».£..'* rriiiiiiiy iviuiupic wpico \/ix.ii; 

Use the /K:n option to specify the number of copies of the input files you 
specify, where n is a decimal number. The /K:n option is position-dependent. 
If you use /K:n with the job name, QUEUE prints n copies of each input file. 

ii yOu Ubt? /XV.ii VVitii ci±i ii.x|ju.t iiic: opd^'iiiwaiJiuii; yJkj EjKjih LJiiiiub /i' w-iJi^iob 

that particular file. 

The next command line prints four copies of LAUREL.LST and four copies of 
HARDY.LST: 

«JOB/K J 4=LAUREL t HARDY<RET> 

The following sample command line prints four copies of LAUREL.LST and 
the default number of copies of HARDY.LST: 

*JOB=HARDY f LAUREL/K : 4 <RET> 



20.2.5 Removing a Job from the Queue (/M) 

Use the /M option to remove a job from the queue. When you use this option, 
specify the job name followed by /M and the equal sign ( - ). The following 
example removes the job LAB4 from the queue: 

*LAB4/M= •<RET> 

When you use /M, you do not have to specify the input files, only the job 
name. You remove all the files associated with the job name. 



20.2.6 Listing the Contents of the Queue (/L) 

Use the /L option to get a listing of the contents of the queue. The listing 
gives the output device, job name, input files, job status, and number of 
copies for each job that is in the queue. The job STATUS column prints P if 
the job is currently being sent, S if the job being sent is suspended, or Q if 
the job is waiting to be sent. If you have a large queue and your console is a 
video terminal, you can use the keyboard CTRL/S and CTRL/Q commands to 
control the scrolling of the listing. 

The sample command line that follows lists the queue: 



*/L <RET> 
DEVICE 

LPO: 



JOB 



LAB2 



LPO J 



HODG 



STATUS 


COPIES 


FILES 


P 


1 


PASS3 .LST 




2 


PASS4 .LST 




2 


PASS5 .LST 


a 


3 


MESMAN.DOC 



(continued on next page) 
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MTU 


JUDITH 


a 


2 


PARTI .DOC 


DTi: 

LPo: 


SZYM 
JOYCE 


Q 
Q 


2 
1 
1 


PART2 .DOC 
REFMAN.DOC 
SSM .DOC 
DOCPLN.DOC 



20.2.7 No Banner Pages Option (/N) 

Use the /N option to specify that you do not want QUEUE to print any ban- 
ner pages for the input file(s). Use /N if you have previously set the default 
number of banner pages with the /P option (see Section 20.2.8). The /N 
option is position-dependent; that is, if you use it after the job name, it 
applies to each input file. Use /N after an input file to apply to only the par- 
ticular file. 

The following example uses /N to specify no banner pages for each file in the 
job, MYJOB2. 

* MY J0B2/N=PASS1 » PASS2 » PASS3 

The /N option has the same effect as /H:0 (see Section 20.2.3). 



20.2.8 Setting Queue Package Defaults (/P) 

Use the /P option to set defaults for two values: 

1 . Number of banner pages printed for each input file 

2. Whether you want the work file, QUFILE.TMP, deleted when you halt 
QUEUE (Note that QUFILE.TMP contains the lineup of files, or queue, 
waiting to be sent to an output device.) 

When you type /P in response to the CSI asterisk, QUEMAN prints the fol- 
lowing prompt at the terminal: 

1) Number of banner f='3i3es ? 

QUEUE uses the number you type as the default number of banner pages it 
prints for each file it sends to a device. If you type only a carriage return, 
QUEMAN assumes 0. This value remains in effect until the work file, 
QUFILE.TMP, is deleted (see below). 

After you have responded to the previous prompt, QUEMAN prints the fol- 
lowing prompt at the terminal: 

2) Delete workfile ? 

If you type N followed by a carriage return, or only a carriage return, 
QUEUE maintains the current QUFILE.TMP after you halt QUEUE. That 
is, if you start QUEUE later, QUFILE.TMP retains the queue it had prior to 
the halt. By maintaining QUFILE.TMP between the times QUEUE is 
halted, you have an automatic queue restart capability. This value remains 
in effect until vou reset it. i 
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If you type Y followed by a carriage return, QUEUE deletes QUFILE.TMP 
when you halt QUEUE. The next time you start QUEUE, it creates a new 
QUFILE.TMP. This value remains in effect only until the next time you 
start QUEUE. 



20.2.9 Suspending Output (/S) 

Use the /S option to suspend output of a job being sent. When you tjrpe /S in 

response to txie u/Oi aStcrisK, v^uJii-iil' suSpcuus uutput vmy alter it uaS uOiii- 

pleted output of the current file in the job. This option is useful if you want 
access to an output device while a large job is being sent to it. 

If you suspend a job that is being sent to a storage volume, QUEUE creates a 
file of the job output thus far, making it a permanent file. It uses the job 
name as the file name and assigns a .JOB file tjrpe. (If you do not specify a 
job name, QUEUE uses the name of the first input file.) 

To resume output, use the /R option (Section 20.2.10). 



20.2.10 Resuming/Restarting Output (/R) 

Use the /R option either to resume output of a suspended job, or to restart 
output of the current file in the job from the beginning of the file. Note that a 
job resumes if you previously suspended it with /S, and a job restarts if you 
have not previously suspended it. 

The effect of the /R option depends on the particular output device involved. 
If you are resuming output of a job to a line printer, QUEUE resumes output 
with the subsequent file in the job. If you are restarting output of a job to a 
line printer, QUEUE goes back to the beginning of the file currently being 
sent and prints the file again. If more than one copy of a particular file is 
being sent, the number of copies specified is printed again when you restart 
output, regardless of how many copies were sent prior to restarting. 

NOTE 

If you restart or resume a job being sent to an RT-11, or 
file-structured volume, and there are multiple input files in 
the job, you will lose files that were output prior to the 
restart. 

Resuming a job with multiple input files when the job is being sent to an 
RT-11, file-structured volume can be useful if the volume involved is too 
small to contain the entire job. You can suspend the job being sent (using the 
/S option), change volumes, and resume output of the remainder of the job on 
the new volume. QUEUE uses the same file name for both parts of the job. 
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20.2.1 1 Continuing a Command String (//) 

Use the // option to continue a command string on subsequent lines. This 
option is useful if you want to output more files than you can specify on one 
line. When you want to include several lines in a CSI command string, type 
// at the end of the first line, and again at the end of the command string. 

The following command string uses the // option: 

JKJDBNAM=LML1 .MAC»LML2A.MAC// <RET> 
*LML51 , MAC y LML95 . MAC <RET> 
*I...ML4 . MAC > LML56 . MAC// <RET> 
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Part VI 

Debugging and Altering Programs 



Part VI of this manual consists of the following five chapters: On-Line 
Debugging Technique (ODT), Save Image Patch Program (SIPP), Object 
Module Patch Utility (PAT), Source Language Patch Program (SLP), and 
Patch Utility (PATCH). The five programs that these chapters describe can 
help you debug programs, examine or change assembled programs, and 
patch source programs. 

Chapter 21 describes ODT. This program aids you in debugging assembly 
language programs. With ODT, you can control your program's execution, 
examine locations in memory and alter their contents, and search the object 
program for specific words. 

Chapter 22 describes SIPP. You can use SIPP to examine or modify individ- 
ual locations within programs linked with the RT-11 V04 linker. Using 
SIPP, you can also create an indirect command file that contains a patch and 
the commands necessary to install it. 

Chapter 23 describes PAT, which patches or updates code in a relocatable 
binary object module. PAT accepts a file containing corrections or additional 
instructions and applies these corrections and additions to the original 
object module. 

Chapter 24 describes SLP. SLP provides an easy way to make changes to 
source files. This program can accept an indirect command file created by 
the DIFFERENCES/SLP/OUTPUT:filespec command (or the SRCCOM /P 
option) to make two source programs match. 

Chapter 25 describes PATCH. Patch can make code modifications to any 
RT-11 file. You use PATCH to examine and then change words or bytes in a 
file. PATCH'S checksum feature is particularly useful when you are making 
a correction or improvement to an already existing executable program; it 
verifies that the changes you make are correct. 



Chapter 21 

On-Line Debugging Technique (ODT) 



On-line Debugging Technique (ODT) is a program that aids in debugging 
assembly language programs. ODT performs the following tasks. 

• Prints the contents of any location for examination or alteration. 



• 



Runs all or any portion of an object program using the breakpoint 
feature. 



• Searches the object program for specific bit patterns. 

• Searches the object program for words that reference a specific word. 

• Calculates offsets for relative addresses. 

• Fills a single word, block of words, byte or block of bytes with a desig- 
nated value. 

Make sure you have an assembly listing and a link map available for the 
program you want to debug with ODT. You can make minor corrections to 
the program on line during the debugging session, and you can then execute 
the program under the control of ODT to verify the corrections. If you need 
to make major changes, such as adding a missing subroutine, note them on 
the assembly listing and incorporate them in a new assembly. 

See the RT-11 Software Support Manual for debugging the following rou- 
tines and jobs: interrupt service routines, device handlers, multi-terminal 
jobs, extended memory and virtual jobs. 



21 .1 Calling and Using ODT 



ODT is supplied as a relocatable object module. You can link ODT with your 
program (using the RT-11 linker) for an absolute area in memory and load 
it with your program. When you link ODT with your program, it is a good 
idea to link ODT low in memory relative to the program. If you do link ODT 
high in memory, be sure that the buffer space for your program is contained 
within program bounds. Otherwise, if your program uses dynamic buffering, 
program execution may destroy ODT in memory. Figure 21-1 shows the 
relationship between ODT and the program MYPROG in memory. 
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Figure 21-1: Linking ODT with a Program 
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LOW MEMORY 





MYPROG 



ODT 





Recommended 
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Not Recommended 



Once loaded in memory with your program, ODT has three legal start or 
restart addresses. Use the lowest (O.ODT) for normal entry, retaining the 
current breakpoints. The next (O.ODT + 2) is a restart address that clears 
all breakpoints and re-initializes ODT, thus saving the general registers 
and clearing the relocation registers. Use the last address (O.ODT + 4) to 
reenter ODT. A reenter saves the processor status and general registers, 
and removes the breakpoint instructions from your program. ODT prints 

next ;G command. (;P is illegal after a BE message.) The ;G and ;P com- 
mands control program execution and are explained in Section 21.3.7. 

The system uses as an absolute address the address of the entry point 
O.ODT shown in the linker load map. 

NOTE 

If you link ODT with an overlay-structured file, it should 
reside in the root segment so that it will always be in mem- 
ory. Remove all breakpoints from the current overlay seg- 
ment before execution proceeds to another overlay 
segment. A breakpoint inserted in an overlay is destroyed if 
it is overlaid during program execution. 

The following example links ODT low in memory relative to MYPROG, cre- 
ating the executable module MYPROG.SAV. Running MYPROG causes 
ODT to start automatically. 



.LINK/MAP :TT: /DEBUG MYPROG 



RT-11 LINK V06.01 
MYPROG. SAW Title? 

Section Addr Size 

. ABS. 000000 001000 
*ODT$ 001.000 006152 

PROG 007152 002052 



Load M3P 

GUT I dent; y04.00 

Global Value Global Value Global Value 

<RUfI»GBL»ABSrOVR) 

(RU»IjLCL»RELtCON) 
O.ODT 001232 

CRUTlrLCLfRELfCON) 
START 007152 
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Transfer address = 001232? High limit = 011222 = 2377. words 

. ft MYPROG 
ODT y04.00 



The following example links MYPROG low in memory relative to ODT and 
specifies O.ODT as the transfer address. Running MYPROG causes ODT to 
start automatically. The advantage to this method is that MYPkOG is 
loaded at its normal, execution-time address. 

. LINK/MAPtTTJ MYPROG »ODT/TRANSFER 

Transfer symbol? O.ODT 

RT-11 LINK y06.01 Load Map 

MYPROG. SAV Title: MYPROG Ident: V04.00 

Section Addr Size Global Value Global Value Global Value 

ftSS. 000000 001000 (RU? I "GSL" ABS'OVR) 
prog" 001000 002052 (RU? I i-LCU RELi-CON) 

START 001000 
$0DT$ 003052 006152 (RW, I vLCLfRELf CON) 

O.ODT 003304 

Transfer address = 003304* HifSh limit = 011222 = 2377. words 



.R MYPROG 

ODT V04.00 
* 

The following example is similar to the previous example, except that execu- 
tion does not automatically begin with ODT. When you start the program 
(MYPROG in this case), you must specify the address of O.ODT as shown in 
the link map. 

. LINK/MAP :TT: MYPROG » ODT 

RT-11 LINK V06.01 Load Map 

MYPROG. SAU Title: MYPROG Identt V04.00 

Section Addr Size Global Value Global Value Global Value 

. ABS. 000000 001000 (RU? I =GBL? AES? OVR) 
PROG 001000 002052 (RU, I yLCL»REL jCON) 

START 001000 
*ODT* 003052 006152 (RUr I »LCL>REL.CON) 

O.ODT 003304 

Transfer address = 003304 » HiiSh limit = 011222 = 2377. words 
. GET MYPROG 
. START 3304 
ODT V04 . 00 
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The next example links ODT with a bottom address of 4000, then loads 
ODT.SAV and MYPROG.SAV into memory. As in Example 3 above, when 
you start the program, you must specify the address of O.ODT as shown in 
the link map. 

.LINK/MAPtTT: 0nT/B0TT0MJ4000 

RT-11 LINK V06.01 Load Msf- 

OriT .SAV Title: OriT IdentS y04.00 /B;004000 

Section Addr Size Global Value Global Value Global Value 

. ABS. 000000 004000 <RU » I ^GBLrABSrOVR) 
*ODT* 004000 006152 <RW. I fLCLjRELf CON) 

O.ODT 004232 

Transfer address = 004232? HiSh limit = 012150 = 2612. words 

.GET ODT.SAV 

.GET MYPROG.SAV 

.START 004232 

ODT V04.00 
« 

You can restart ODT by specifying O.ODT + 2 as the start address. This 
reinitializes ODT and clears all breakpoints. For example: 

.START 4234 

You can reenter ODT by specifying O.ODT + 4 as the start address. For 
example: 

.START 4236 

BE004242 
* 

If ODT is waiting for a command, a CTRL/C from the keyboard calls the 
keyboard monitor. The monitor responds with a ^C on the terminal and 

««a.xi/i3 xui a (^uixuxuiuu. v, xuu «..aii U.OC l/lic IvmuiN ±i:jl\ CUllllllfclllU LU rtStJIlLtJI' KJU L 

only if your program has set the reenter bit and ODT is linked high in mem- 
ory relative to the program; otherwise, ODT is reentered at address 
O.ODT + 6.) 

If you type CTRL/U during a search printout, the search terminates and 
ODT prints an asterisk. 



21.2 Relocation 



When the assembler produces a relocatable object module, the base address 
of the module is assumed to be location 000000. The addresses of all program 
locations, as shown in the assembly listing, are relative to this base address. 

Aftiir vnn lint flio mnrliilo mom? of +V>q ^ralnoo oryrt oil <-%-f +V.rv » J^-w^o^or^ i— 4-U- 

****^* J "** -.-.**". VM.M.V ^««wu.««^w, ^^^MAA^ vA vxxvy ▼ uxu.^0 uxxu. cxxi MX bXX^ OLKJLKJLX ^OO^O XXX UIXC 
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program will be incremented by a constant whose value is the actual abso- 
lute base address of the module after it has been relocated. This constant is 
called the relocation bias for the module. Since a linked program may con- 
tain several relocated modules, each with its own relocation bias, and since, 
4« fko nr-nfoaa nf riphiiorcrinp-. thfise biases will have to be subtracted from 
absolute addresses continually in order to relate relocated code to assembly 
listings, ODT provides automatic relocation. 

The basis of automatic relocation is the eight relocation registers, numbered 
through 7. You can set them to the values of the relocation biases at differ- 
ent times during debugging. Obtain relocation biases by consulting the link 
map. Once you set a relocation register, ODT uses it to relate relative 
addresses to absolute addresses. For more information on the relocation 
process, see Chapter 11. 

ODT evaluates a relocatable expression as a 16-bit, six-digit (octal) number. 
You can type an expression in any one of the three forms presented in Table 
16-1. In this table, the symbol n stands for an integer in the range to 7 
inclusive, and the symbol k stands for an octal number up to six digits long, 
with a maximum value of 177777. If you type more than six digits, ODT 
takes the last six digits typed, truncated to the low-order 16 bits. The symbol 
k may be preceded by a minus sign, in which case its value is the two's com- 
plement of the number typed. For example: 

k (number typed) Values 

1 000001 

_1 177777 

400 000400 

-177730 000050 

1234567 034567 



Table 21-1: Forms of Relocatable Expressions (r) 



Form 



Expression 



k 
n,k 



Cor 
C,kor 
n,Cor 
C,C 



Value of r 



The value of ^. 

The value of k plus the contents of relocation register n. (If the n 
part of this expression is greater than 7, ODT uses only the last octal 
digit of n.) 

Whenever you type the letter C, ODT replaces C with the contents 
of a special register called the constant register. (This value has the 
same role as the korn that it replaces. The constant register is des- 
ignated by the symbol $C and may be set to any value, as indicated 
below.) 



Section 21.3.13 describes the relocation register commands in greater detail. 
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21 .3 Commands and Functions 

When ODT starts it indicates its readiness to accept commands by printing 
an asterisk at the left margin of the terminal. You can issue most of the 
ODT commands in response to the asterisk. You can examine a word and 
change it; you can run the object program in its entirety or in segments; you 
can search memory for specific words or references to them. The discussion 
below explains these features. 



21 .3.1 Printout Formats 

Normally, when ODT prints addresses it attempts to print them in relative 
form (Form B in Table 21-1). ODT looks for the relocation register whose 
value is closest to, but less than or equal to, the address to be printed. It then 
represents the address relative to the contents of the relocation register. 
However, if no relocation register fits the requirement, the address prints in 
absolute form. Since the relocation registers are initialized to -1 (the high- 
est number), the addresses initially print in absolute form. If you change the 
contents of any relocation register, it can then, depending on the command, 
qualify for relative form. 

For example, suppose relocation registers 1 and 2 contain 1000 and 1004 
respectively, and all other relocation registers contain much higher num- 
bers. In this case, the following sequence might occur (the slash command 
causes the contents of the location to be printed; the line feed command, LF, 
accesses the next sequential location): 

* loooJiR ;sets relocation register 1 to 1000 

* 1 ' ■< f 2R ;sets relocation register 2 to 1004 

* 774/000000 <LF> ;opens location 774 
000776 /oooooo <LF> ;opens location 776 

i» 000000 /oooooo <LF> ;absolute location 1000 

2.000000 /oooooo ;absolute location 1004 

The printout format is controlled by the format register, $F. Normally this 
register contains 0, in which case ODT prints relative addresses whenever 
possible. You can open $F and change its contents to a non-zero value, how- 
ever. In that case all addresses will print in absolute form (see Section 
21.3.4, Accessing Internal Registers). 



21 .3.2 Opening, Clianging, and Closing Locations 

An open location is one whose contents ODT prints for examination, making 
those contents available for change. In a closed location, the contents are no 
longer available for change. Several commands are used for opening and 



VJ. 
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Any command (except for the slash and backslash commands) that opens a 
location when another location is already open causes the currently open 
location to be closed. You can change the contents of an open location by typ- 
ing the new contents followed by a single-character command that requires 

r.n armimoTit ft.hnt. is LF- "- RET- <-- (3). >. <). 



'O' 



21 .3.2.1 Slash (/) — One way to open a location is to type its address fol- 
lowed by a slash. For example: 

* 1000/012746 

This command opens location 1000 for examination and makes it ready to be 
changed. 

If you do not want to change the contents of an open location, press the 
RETURN key to close the location. ODT prints an asterisk and waits for 
another command. However, to change the word, simply type the new con- 
tents before giving a command to close the location. For example: 

* 1000/012746 012345 <RET> 
* 

This command inserts the new value, 012345, in location 1000 and closes 
the location. ODT prints another asterisk, indicating its readiness to accept 
another command. 

Used alone, the slash reopens the last location opened. For example: 

* 1000/012345 2340 <RET> 
*/002340 

This command opens location 1000, changes its address to 002340, and then 
closes the location. ODT prints an asterisk, indicating its readiness to accept 
another command. The / character reopens the last location opened and veri- 

£__ :4- 1 

ilea Its veiiuc. 

Note again that opening a location while another is open automatically 
closes the currently open location before opening the new location. 

Also note that if you specify an odd numbered address with a slash, ODT 
opens the location as a byte, and subsequently behaves as if you had typed a 
backslash (see Section 21.3.2.2). 

21 .3.2.2 Backslash (\) — ODT operates on bytes, as well as on words. Typ- 
ing the address of the byte followed by a backslash character opens the byte. 
(On the LT33 or LT35 terminal, type SHIFT/L.) This causes ODT to print 
the byte value at the specified address, to interpret the value as ASCII code, 
and to print the corresponding character (if possible) on the terminal. (ODT 
prints a ? when it cannot interpret the ASCII value as a printable 
character.) 

#1001\101 =A 
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A backslash tjT)ed alone reopens the last open byte. Ufa word was previously 
open, the backslash reopens its even byte: 

* 1002/000004 004 =? 

21 .3.2.3 LINE FEED Key (LF) — If you type the LINE FEED key when a 
location is open, ODT closes the open location and opens the next sequential 
location: 

* 1000/002340 <|_F> 
001002 /012740 

In this example, the LINE FEED key caused ODT to print the address of the 
next location along with its contents and to wait for further instructions. 
After the above operation, location 1000 is closed and 1002 is open. You may 
modify the open location by typing the new contents. 

If a byte location was open, typing a line feed opens the next byte location. 

21.3.2.4 Circumflex or Up-Arrow C) — If you type the circumflex (or up- 
arrow) when a location is open, ODT closes the open location and opens the 
previous location. (On LT33 or LT35, type SHIFT/N.) To continue from the 
example above: 

*001002/012740 " 
001000 /002340 

This command closes location 1002 and opens location 1000. You may mod- 
ify the open location by typing the new contents. 

If the opened location was a byte, then the circumflex opens the previous 
byte. 

21.3.2.5 Underline or Back-Arrow (<-) — If you type the underline (or 
back-arrow) (SHIFT/O on an LT33 or LT35 terminal) to an o^en word, ODT 
interprets the contents of the currently open word as an address indexed by 
the program counter (PC) and opens the addressed location: 

* 1006/000006 _ 
001016 /000405 

Notice in this example that the open location, 1006, is indexed by the PC as 
if it were the operand of an instruction with addressing mode 67 (PC relative 
mode). 

You can make a modification to the opened location before you type a line 
feed, circumflex, or underline. Also, the new contents of the location will be 
used for address calculations using the underline command. For example: 

* 100/000222 4<LF> modifies to 4 and Open next location 

0001 02 /oooi 1 1 4" modifi-es to 6 and open previous location 

000100 /000004 200_ changes to 200 and Open location indexed 

000302 /123456 by PC 
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21 .3.2.6 Open the Addressed Location (@) — You can use the at (@) sym- 
bol (SHIFT/P on the LT33 or LT35 terminal) to optionally modify a location, 
close it, and then use its contents as the address of the location to open next. 
For example: 

*ioo6/ooi044 e ;opens location 1044 next 

001044 /000500 

*ioo6/ooi044 21000 ;modifies to 2100 and opeus location 

002100 /000167 ;2100 

21 .3.2.7 Relative Branch Offset (>) — The right-angle bracket (» option- 
ally modifies a location, closes it, and then uses its low-order byte as a rela- 
tive branch offset to the next word to be opened. For example: 

*i032/000407 30i> ;modifles to 301 and interprets as a 

000A36 /ooooio ;relative branch 

Note that 301 is a negative offset (-77). ODT doubles the offset before it adds 
it to the PC; therefore, 1034 + (-176) = 636. 

21.3.2.8 Return to Previous Sequence (<) — The left-angle bracket (<) 
lets you optionally modify a location, close it, and then open the next loca- 
tion of the previous sequence that was interrupted by an underline, @, or 
right-angle bracket command. Note that underline, @, or right-angle 
bracket causes a sequence change to the open word. If a sequence change has 
not occurred, the left-angle bracket simply opens the next location as a 
LINE FEED does. This command operates on both words and bytes. 



#1032/000407 30 1> 
000636 /OOOOIO < 

001034 /001040 B 
001040 /000405 \005 = 

001035 \002 =? < 

001036 \004 =? 



;> causes a sequence change 
;returns to original sequence 
@ causes a sequence change 

< now operates on byte 

< acts like <LF> 



21 .3,3 Accessing General Registers 0-7 

Open the program's general registers 0-7 with a command in the following 
format: 

$n/ 

The symbol, n, is an integer in the range 0-7 that represents the desired reg- 
ister. When you open these registers, you can examine them or change their 
contents by typing in new data, as with any addressable location. For 
example: 

*$o/oooo33<RET> ;examines register then closes it 

* 

* $4/000474 464<RET> ;opens register 4, changes its contents 

* ;to 000464, then closes the register 
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The example above can be verified by typing a slash in response to ODT's 
asterisk: 

*./000464 

You can use the LINE FEED, circumflex, or @ command when a register is 
open. 



21 .3.4 Accessing Internal Registers 

The program's status register contains the condition codes of the most recent 
operational results and the interrupt priority level of the object program. 
Open it by typing $S. For example: 

$S represents the address of the status register. In response to $S in the 
example above, ODT prints the 16-bit word, of which only the low-order 
eight bits are meaningful. Bits 0-3 indicate whether a carry, overflow, zero, 
or negative (in that order) has resulted, and bits 5-7 indicate the interrupt 
priority level (in the range 0-7) of the object program. (Refer to the PDP-11 
Processor Handbook for the Status Register format.) 

You can also use the $ to open certain other internal locations listed in Table 
21-2. 



Table 21-2: Internal Registers 



Register 



$M 

$P 

$S 

$c 

$F 



Section 



21.3.6 
21.3.9 

21.3.15 

21.3.4 

21.3.10 

01 Q 10 

21.3.1 



Contents 



First word of the breakpoint table 

Mask location for specifying which bits are to be examined during a 
bit pattern search 

Defines the operating priority of ODT 

Condition codes (bits 0-3) and interrupt priority level (bits 5-7) 

Constant register 

j-iSiOcai-ion register u, tue uase oi the Relocation Register table 

Format register 



21.3.5 Radix-50Mode(X) 

Many PDP-11 system programs employ the Radix-50 mode of packing cer- 
tain ASCII characters three to a word. You can use Radix-50 mode by speci- 
fying the MACRO .RAD50 directive. ODT provides a method for examining 
and changing memory words packed in this way with the X command. 

When you open a word and type the X command, ODT converts the contents 
of the opened word to its three-character Radix-50 equivalent and prints 
these characters on the terminal. You can then type one of the responses 
from Table 21-3. 
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Table 21-3: Radix-50 Terminators 



Response 


Effect 


RETURN key (RET) 


Closes the currently open location 


LINE FEED key (LF) 


Closes the currently open location and opens the next one in 




sequence 


Circumflex ( ) 


Closes the currently open location and opens the previous one in 




sequence 


Any three 


Converts the three characters into packed Radix-50 format. Legal 


characters whose 


Rarlix-50 characters for this response are: 


octal code is 040 




(space) or greater 


$ 




Space 




through 9 




A through Z 



If you type any other characters, the resulting binary number is unspecified 
(that is, no error message prints and the result is unpredictable). You must 
t3rpe exactly three characters before ODT resumes its normal mode of oper- 
ation. After you type the third character, the resulting binary number is 
available to be stored in the opened location. Do this by closing the location 
in any one of the ways listed in Table 21-3. For example: 



*1000/ 042431 X=KB1 CBA 
*1000/011421 X=CBA 



<RET> 



NOTE 

After ODT converts the three characters to binary, the 






i-r^ r\-n. 

XJ.A. \/J.JL' 



\JJL AJ.XCAJ.J. T 



VAl-J-X^/.!. VJ.XV 



ways, depending on the command that follows. For 
example: 

*1234/ 063337 X=PRO XIT/ 013704 

Since the Radix-50 equivalent of XIT is 113574, the final 
slash in the example will cause ODT to open location 
113574 if it is a legal address. 



21.3.6 Breakpoints 

The breakpoint feature helps you monitor the progress of program execu- 
tion. You can set a breakpoint at any instruction that is not referenced by 
the program for data. When a breakpoint is set, ODT replaces the contents 
of the breakpoint location with a BPT trap instruction so that program exe- 
cution is suspended when a breakpoint is encountered. Then the original 
contents of the breakpoint location are restored, and ODT regains control. 
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With ODT you can set up to eight breakpoints, numbered through 7, at 
any one time. Set a breakpoint by typing the address of the desired location 
of the breakpoint followed by ;B. Thus, r;B sets the next available break- 
point at location r. (If all eight breakpoints have been set, ODT ignores the 
r;B command.) You may set or change specific breakpoints by the r;nB com- 
mand, where n is the number of the breakpoint. For example: 

*i 020 5 B ;sets breakpoint 

*1030 ; B ;sets breakpoint 1 

*i040 5 B ;sets breakpoint 2 

*i 032 5 1 B ;resets breakpoint 1 * 

* 

The ;B command removes all breakpoints. Use the ;nB command to remove 
only one of the breakpoints, where n is the number that identifies the break- 
point. For example: 

* j 2B ;removes breakpoint 2 

* 

ODT keeps a table of breakpoints that you can access. The $B/ command 
opens the location containing the address of breakpoint 0. The next seven 
locations contain the addresses of the other breakpoints in order. You can 
sequentially open them by using the LINE FEED key. For example: 

**B/001020 <LF::- 
001136 /001032 <LF> 
001140 /007070 <LF> 
001142 /007070 <LF> 
001144 /007070 <LF> 
001146 /001046 <LF> 
001150 /001066 <LF> 
001152 /007070 

In this example, breakpoint is set to 1020, breakpoint 1 is set to 1032, 
breakpoint 5 is set to 1 046, and breakpoint 6 is set to 1066. The other break- 
points are not set. 

Note that a repeat count in a proceed command (;P) refers only to the break- 
point that ODT most recently encountered. Execution of other breakpoints 
is determined by their own repeat counts. See Section 21.3.7, below. 



21 .3.7 Running the Program (r;G and r;P) 

ODT controls program execution. There are two commands for running the 
program: r;G and r;P. The r;G command starts execution (go) and r;P contin- 
ues (proceed) execution after halting at a breakpoint. For example: 

*1000fG 

This command starts execution at location 1000. The program runs until it 
encounters a breakpoint or until it completes. If it gets caught in an infinite i 

loop, it must be either restarted or reentered as explained in Section 21.1. ^ 
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Upon execution of either the r;G or r;P command, the general registers 0-6 
are set to the values in the locations specified as $0-$6. The processor status 
register is set to the value in the location specified as $S. 

When ODT encounters a breakpoint, execution stops and ODT prints Bn; 
(where n is the breakpoint number), followed by the address of the break- 
point. You can then examine locations for expected data. For example: 

*ioioj3B ;sets breakpoint 3 at location 1010 

*i 000 f G ;starts execution at location 1000 

B3f 001010 ;stops execution at location 1010 

* 

To continue program execution from the breakpoint, type ;P in response to 
ODT's last prompt (*). 

When you set a breakpoint in a loop, you can allow the program to execute a 
specified number of times through the loop before ODT recognizes the break- 
point. Set a proceed count by using the k;P command. This command speci- 
fies the number of times the breakpoint is to be encountered before ODT 
suspends program execution (on the kth encounter). The count k refers only 
to the numbered breakpoint that most recently occurred. You can specify a 
different proceed count for the breakpoint when it is encountered. Thus: 

B3S001010 ;halts execution at breakpoint 3 

*1026 ; 3B ;resets breakpoint 3 at location 1026 

*4 f P ;sets proceed count to 4 and 

B3 i 001026 ;continues execution; the program loops 

* ;through the breakpoint three times and halts on 

;the fourth occurrence of the breakpoint 

Following the table of breakpoints (as explained in Section 21.3.6) is a table 
of proceed command repeat counts for each breakpoint. You can inspect 

tVioap T-fiT^oSit pmirita l^v +\mir«cr $R/ ar\A ninp lirio fporjo Tlip T-onoat nmirif fmr 

breakpoint prints (the first seven line feeds cause the table of breakpoints 
to be printed; the eighth types the single-instruction mode, explained in the 
next section, and the ninth line feed begins the table of proceed command 
repeat counts). The repeat counts for breakpoints 1 through 7 and the repeat 
count for the single-instruction trap follow in sequence. ODT initializes a 
proceed count to before you assign it a value. After the command has been 
executed, it is set to -1. Opening any one of these provides an alternative 
way of changing the count. Once the location is open, you can modify its con- 
tents in the usual manner by typing the new contents followed by the 
RETURN key. For example: 



nnnnnn /ooi036 <lf> ;address of breakpoint 7 

nnnnnn /006630 <lf> ;single instruction address 

nnnnnn /oooooo 15 <LF> ;count for breakpoint 0; changes to 15 

nnnnnn /oooooo <lf> ;count for breakpoint 1 
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nnnnnn /oooooo <lf.> ;count for breakpoint 7 

nnnnnn /nnnnnn ;repeat count for single instruction 

;mode. 

Both the address indicated as the single-instruction address and the repeat 
count for single-instruction mode are explained in the following section. 



21.3.8 Single-Instruction Mode 

With this mode, you specify the number of instructions to be executed before 
ODT suspends the program run. The proceed command, instead of speci- 
fying a repeat count for a breakpoint encovmter, specifies the number of suc- 
ceeding instructions to be executed. Note that breakpoints are disabled in 
single-instruction mode. Table 21-4 lists the single-instruction mode 
commands. 



Table 21—4: Single-Instruction Mode Commands 



Command 



;nS 
n;P 

;S 



Explanation 



Enables single-instruction mode, (n can be any digit and serves only to dis- 
tinguish this form from the form ;S, which disables single-instruction mode). 
Breakpoints are disabled. 

Proceeds with program run for next n instructions before reentering ODT. (If 
n is missing, it is assumed to be 1.) Trapping instructions and associated han- 
dlers can affect the proceed repeat count (see Section 21.4.2). 

Disables single-instruction mode. 



When the repeat count for single-instruction mode is exhausted and the pro- 






B8» nnnnnn 



vvxx^x^ xxxxxxxxxxxx xo uxxv/ ctv&VAx v>oo v/x bxx^ xi^.A.v xxxoux u.^L>xvjiJ. v\J MO o.A.'CC'UU'CU.. X lie tpu 

breakpoint table contains this address following that of breakpoint 7. How- 
ever, unlike the table entries for breakpoints 0-7, direct modification has no 
effect. 

Similarly, following the repeat count for breakpoint 7 is the repeat count for 
single-instruction mode. You can modify this table entry directly. This is an 
alternative way of setting the single-instruction mode repeat count. In such 
a case, ;P implies the argument set in the $B repeat count table rather than 
an assumed 1. 



21 .3.9 Searches 

With ODT you can search any specific portion of memory for bit patterns or 
references to a particular location. 
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21.3.9.1 Word Search (r;W) — Before initiating a word search, you must 
specify the mask and search limits. The location represented by $M specifies 
the mask of the search. $M/ opens the mask register. The next two sequen- 
tial locations (opened by LINE FEEDs) initially contain the lower and upper 
limits of the search. ODT examines in the search all bits set to 1 in the mask 
and ignores other bits. 

You must then give the search object and the initiating command, using the 
r;W command, where r is the search object. When ODT finds a match (that 
is, each bit set to 1 in the search object is set to 1 in the word ODT searches 
over the mask range), the matching word prints. For example: 

«M/ 000000 177400 <LF> ;tests high-order eight bits 

r,nnnnnn /oooooo looo <lf> ;sets low address limit 

r,nnnnnn /oooooo io40 <ret> ;sets high address limit 
*400 f u ;initiates word search 

001010 /000770 
001034 /000404 
* 

In the above example, nnnnnn is an address internal to ODT; this location 
varies and is meaningful only for reference purposes. In the first line above, 
the slash was used to open $M, which now contains 177400; the LINE 
FEEDs open the next two sequential locations, which now contain the upper 
and lower limits of the search. 

In the search process, ODT performs an exclusive OR (XOR) with the word 
currently being examined and the search object; the result is ANDed to the 
mask. If this result is 0, a match has been found and ODT reports it on the 
terminal. Note that if the mask is 0, all locations within the limits print. 
This provides a convenient method for dumping all memory locations within 
given limits using ODT. 

21.3.9.2 Effective Address Search (r;E) — ODT provides a search for 
words that reference a specific location. Open the mask register only to gain 
access to the low- and high- limit registers. After specifying the search Hmits 
(as explained for the word search), type the command r;E (where r is the 
effective address) to initiate the search. 

Words that are an absolute address (argument r itself), a relative address 
offset, or a relative branch to the effective address print after their 
addresses. For example: 

**M/ 177400 <LF> ;opens mask register only to gain 

r,nnnnnn /ooiooo loio -if ;access to search limits 

r,nnnnnn /ooi040 i060 <ret> 

*i 034 ; E ;initiates search 

001016 /001006 ;relative branch 

001054 /0027A7 ;relative branch 

*i 020 i E ;initiates a new search 

001022 /177774 ;relative address offset 

001030 /001020 ;absolute address 
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Pay particular attention to the reported effective address references. A word 
can have the specified bit pattern of an effective address without actually 
being used as one. ODT reports all possible references whether they are 
actually used or not. 

Typing CTRL/U during a search printout terminates the search. 



21 .3.1 Constant Register (rC) 

It is often desirable to convert a relocatable address into its value after relo- 
cation, or to convert a number into its two's complement and then to store 
the converted value into one or more places in a program. Use the constant 
register to perform this and other useful functions. 

Typing r;C evaluates the relocatable expression to its six-digit octal value, 
prints the value on the terminal, and stores it in the constant register. 
Invoke the contents of the constant register in subsequent relocatable 
expressions by tjrping the letter C. Examples follow: 

*-4432f c=i73346 ;places the two's complement of 4432 in the 

;constant register 

«AiS32/o6270i c <RET> ;stores the contents of the Constant 

;register in location 6632 

* 1 000 » 1 R ;sets relocation register 1 to 1000 

*i 1 4272 » c=005272 ;reprints relative location 4272 as an 

;absolute location and stores it in the 
;constant register 



21 .3.1 1 Memory Block initialization (;F and ;l) 

Use the constant register with the commands ;F and ;I to set a block of mem- 
ory to a specific value. While the most common value required is 0, other 
possibilities are -f 1, -1, ASCII space, etc. 

When you type the command ;F, ODT stores the contents of the constant 
register in successive memory words, starting at the memory word address 
you specify in the lower search limit and ending with the address you specify 
in the upper search limit. 

Typing the command ;I stores the low-order eight bits in the constant regis- 
ter in successive bytes of memory, starting at the byte address you specify in 
the lower search limit and ending with the byte address you specify in the 
upper search limit. 

For example, assume relocation register 1 contains 7000, 2 contains 10000, 
and 3 contains 15000. The foliowiiig sequence sets word locations 7000—7776 
to 0, and byte locations 10000-14777 to ASCII spaces: 
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**M/000000 <LF> 

r,nnnnnn /oooooo 
r,nnnnnn /oooooo 

*OfC=000000 
*»F 

*$M/000000 <LF> 

r,nnnnnn /007000 
r,nnnnnn /oo777A 

* 



IfO <LF> 
2 J -2 <RET> 



2»0 <LF> 
3»-l <RET> 



opens the mask register to gain 
access to search limits 
sets the lower limit to 7000 
sets the upper limit to 7776 
sets the constant register to zero 
sets locations 7000-7776 to zero 

sets the lower limit to 10000 
sets the upper limit to 14777 

scus ixic CuiiStaiiii icgiSbci uO **u 

(space) 

sets the byte locations 

10000-14777 

to the value in the low-order 

eight bits of the constant 

register 



21 .3.1 2 Calculating Offsets (r ;0) 

Relative addressing and branching involve the use of an offset. An offset is 
the number of words or bytes forward or backward from the current location 
to the effective address. During the debugging session it is sometimes neces- 
sary to change a relative address or branch reference by replacing one 
instruction offset with another. ODT calculates the offsets in response to the 
r;0 command. 

The command r;0 causes ODT to print the 16-bit and 8-bit offsets from the 
currently open location to address r. For example: 



*34<4/000034 414 5 000044 022 22 
*/000022 



:ret> 



This command opens location 346, calculates and prints the offsets from 
location 346 to location 414, changes the contents of location 346 to 22 (the 
8-bit offset), and verifies the contents of location 346. 

The 8-bit offset prints only if it is in the range -128(decimal) to 127(decimal) 
and the 16-bit offset is even, as was the case above. In the next example, the 
offset of a relative branch is calculated and modified so that it branches to 
itself. 

*1034/103421 1034J0 177776 377 \021 =? 377<RET> 
*/103777 

Note that the modified low-order byte 377 must be combined with the unmo- 
dified high-order byte. 
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21.3.13 Relocation Register Commands 

The use of the relocation registers is described briefly in Section 21.2. At the 
beginning of a debugging session it is desirable to preset the registers to the 
relocation biases of those relocatable modules that will be receiving the 
most attention. Do this by typing the relocation bias, followed by a semi- 
colon and the specification of relocation registers, as follows: 

r;nR 

The symbol r may be any relocatable expression, and n is an integer in the 
range 0-7. If you omit n, it is assumed to be 0. For example: 

*ioooj5R ;puts 1000 into relocation rep'ister 5 

*5 » 1 00 ; 5R ;adds 100 to the contents 

* ;of relocation register 5 

Once a relocation register is defined, you can use it to reference relocatable 
values. For example: 

*2000 f IR ;puts 2000 into relocation register 1 

*i .2176/ 002466 ;examines the contents of location 4176 

*i . 3712 s OB ;sets a breakpoint at location 5712 

Sometimes programs may be relocated to an address below the one at which 
they were assembled. This could occur with PIC code (position-independent 
code), which is moved without using the linker. In this case, the appropriate 
relocation bias would be the two's complement of the actual downward dis- 
placement. One method for easily evaluating the bias and putting it in the 
relocation register is illustrated in the following example. 

Assume a program was assembled at location 5000 and was moved to loca- 
tion 1000. Then the following sequence enters the two's complement of 4000 
in relocation register 1. 

*1000J1R 

*1»-5000J1R 

* 

Relocation registers are initialized to -1 so that unwanted relocation regis- 
ters never enter into the selection process when ODT searches for the most 
appropriate register. 

To set a relocation register to -1, type ;nR. To set all relocation registers to 
-1, type ;R. 

ODT maintains a table of relocation registers, beginning at the address 
specified by $R. Opening $R ($R/) opens relocation register 0. Successively 
t3T)ing a LINE FEED opens the other relocation registers in sequence. When 
a relocation register is opened in this way, you can modify it as you would 
any other memory location. 



21-18 On-line Debugging Technique (ODT) 



21.3.14 The Relocation Calculators, n! and nR 

When a location has been opened, it is often desirable to relate the relocated 
address and the contents of the location back to their relocatable values. To 
calculate the relocatable address of the opened location relative to a particu- 
lar relocation bias, ts^pe: 



The symbol n specifies the relocation register. This calculator works with 
openeu oytes and. wuruis. ±i juu uinit' /t, unc xciui/ai<n»ii xcgiotci vYiiusB v,tij.i- 
tents are closest to, but less than or equal to, the opened location is selected 
automatically by ODT. In the following example, assume that these condi- 
tions are fulfilled by relocation register 3, which contains 2000. Use the fol- 
lowing command to find the most likely module that a given opened byte is 
in: 

)(c,2500\011 = !=3j000500 

To calculate the difference between the contents of the opened location and a 
relocation register, type: 

nR 

The symbol n represents the relocation register. If you omit n, ODT selects 
the relocation register whose contents are closest to, but less than or equal 
to, the contents of the opened location. For example, assume the relocation 
bias stored in relocation register 1 is 7000: 

* 1.500/011032 1R=1 .002032 

The value 2032 is the content of 1,500, relative to the base 7000. The next 
example shows the use of both relocation calculators. 

If relocation register 1 contains 1000, and relocation register 2 contains 
2000, use the following command to calculate the relocatable addresses of 
location 3000 and its contents, relative to 1000 and 2000: 

#3000/006410 1!=1. 002000 2!=2»001000 1R=1. 005410 2R=2. 00410 



21 .3.1 5 ODT Priority Level ($P) 

$P represents a location in ODT that contains the interrupt (or processor) 
priority level at which ODT operates. If $P contains the value 377, ODT 
operates at the priority level of the processor at the time ODT is entered. 
Otherwise $P may contain a value between and 7 corresponding to the 
fixed priority at which ODT operates. 

To set ODT to the desired priority level, open $P. ODT prints the present 
contents, which you can then change: 

)K»p/ooooo<s 4 <RET> ;lowers the priority to allow interrupts 

* ;from the terminal 



On-line Debugging Technique (ODT) 21-19 



If you do not change $P, its value is seven. 

You must set ODT's priority to if you are using ODT in a fore- 
ground/background environment while another job is running. 

ODT may not always service breakpoints that are set in routines that run at 
different priority levels. For example, a program running at a low priority 
can use a device service routine that operates at a higher priority level. If 
you set $P low, ODT waits for terminal input at a low priority. If an inter- 
rupt occurs from a high-priority routine, the breakpoints in the high-prior- 
ity routine will not be recognized because they were removed when the 
earlier breakpoint occurred. Thus, interrupts that are set at a priority 
higher than the one at which ODT is running will be serviced, but any 
breakpoints will not be recognized. To avoid this problem, set breakpoints at 
one priority level at a time. That is, set breakpoints within an interrupt 
service routine, but not at mainline code level. For a more complete dis- 
cussion of how the PDP-11 handles priority and interrupts, refer to the proc- 
essor handbook for your particular machine. ODT disables all breakpoints 
in the program whenever it gains control. Breakpoints are enabled when ;P 
and ;G commands are executed. For example: 

**P/00007 5 
*1000fB 
*2000JB 
*1000»G 
BO > 001000 

* ;an interrupt occurs and is serviced 

If a higher-level interrupt occurs while ODT is waiting for input, the inter- 
rupt is serviced, and no breakpoints are recognized. 



21 .3.1 6 ASCII Input and Output (r ;nA) 

Inspect and change ASCII text by using a command of this syntax: 

r;nA 

The symbol r represents a relocatable expression, and « is a character count. 
If you omit n, it is assumed to be 1. ODT prints n characters starting at loca- 
tion r and followed by a carriage return/line feed combination. Table 21-5 
lists responses and their effect. 

Table 21-5: ASCII Terminators 



Response 


Effect 


RETURN Key «RET>) 

LINE FEED Key «LF» 
Up to rt characters of text 


ODT outputs a carriage return/line feed combination followed 
by an asterisk, and waits for another command. 

ODT opens the byte following the last byte that was output. 

ODT inserts the text into memory, starting at location r. If 
you type exactly n characters, ODT responds with 
<CR><Lt'> address <CRXLF>*. If you type fewer than n 
characters, terminate that string with CTRL/U. ODT 
responds with ? V <CR><LF> address <CR><LF>. 
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21.4 Programming Considerations 

Information in this section is not necessary for normal use of ODT. However, 
it does provide a better understanding of how ODT performs some of its 
fnnpfinne Tn oprtain diffir.nlt dfihiiccnnEr situations, this understanding is 

necessary. 



21 .4.1 Using ODT with Foreground/Background Jobs 

It is possible to use ODT to debug programs written as either background or 
foreground jobs. In the background or under the single-job monitor, you can 
link ODT with the program as described in Example 1 in Section 21.1. To 
debug a program in the foreground area, DIGITAL recommends that you 
run ODT in the background while the program to be debugged is in the fore- 
ground. The sequence of commands to do this is: 

.FRUN pROG/p ;loads the foreground program 

LOAiiEC hT nnnnnn ;the first address of the job prints 

.RUN ODT ;runs ODT in the background 

ODT yoi.oi ;and sets a relocation register 

* nnnnnn; ;oR ;to the start of the job 

*$F/oooooo ;clears the format register to enable 

*o y nnnnnn ; ob ;proper address printing 

;sets a breakpoint 

* f G ;starts the keyboard monitor again 

. RESUME ;starts the foreground job 

The copy of ODT used must be linked low enough so that it fits in memory 
along with the foreground job. 

NOTE 

Since ODT uses its own terminal handler, it cannot be used 
with the display hardware. If GT ON is in effect, ODT 
ignores it and directs its input and output only to the con- 
sole terminal. 

If you use ODT in a foreground/background environment while another job 
is running, set ODT's priority bit to as follows: 

*$IV000007 <RET> 

This puts ODT into the wait state at level 0, not at level 7. If you leave 
ODT's priority at 7, all interrupts (including clock) are locked out while 
ODT is waiting for terminal input. 



On-line Debugging Technique (ODT) 21-21 



21.4.2 Functional Organization 

The internal organization of ODT is almost totally modularized into inde- 
pendent subroutines. The internal structure consists of three major func- 
tions: command decoding, command execution, and utility routines. 

The command decoder interprets the individual commands, checks for com- 
mand errors, saves input parameters for use in command execution, and 
sends control to the appropriate command execution routine. 

The command execution routines take parameters saved by the command 
decoder and use the utility routines to execute the specified command. Com- 
mand execution routines either return to the command decoder or transfer 
control to your program. 

The utility routines are common routines such as SAVE-RESTORE and I/O. 
They are used by both the command decoder and the command executers. 



21.4.3 Brealtpoints 

The function of a breakpoint is to give control to ODT whenever a program 
tries to execute the instruction at the selected address. 

When a breakpoint is executed, ODT removes all the breakpoint instruc- 
tions from the code so that you can examine and alter the locations. ODT 
then types a message on the terminal in the form Bn;r, where r is the break- 
point address and n is the breakpoint number. ODT restores the breakpoints 
when execution resumes. 

There is a major restriction in the use of breakpoints: the program must not 
reference the word where a breakpoint was set since ODT altered the word. 
You should also avoid setting a breakpoint at the location of any instruction 
that clears the T-bit. For example: 

MOy *240r 177776 ?SET PRIORITY TO LEVEL 5 

NOTE 

Instructions that cause traps or returns from them (for 
example, EMT, RTI) are likely to clear the T-bit, because a 
new word from the trap vector or the stack is loaded into 
the status register. 

A breakpoint occurs when a trace trap instruction (placed in your program 
by ODT) is executed. When a breakpoint occurs, ODT operates according to 
the following algorithm: 

1. Sets processor priority to seven (automatically set by trap instruction). 

2. Saves registers and sets up stack. 

3. If internal T-bit trap flag is set, goes to step 13. 

4. Removes breakpoints. 
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5. Resets processor priority to ODT's priority or user's priority. 

6. Makes sure a breakpoint or single-instruction mode caused the 
interrupt. 

7. If the breakpoint did not cause the interrupt, goes to step 15. 

8. Decrements repeat count. 

9. Groes to step 18 if non-zero; otherwise resets count to one. 
iO. Saves terminal status. 

11. Types message about the breakpoint or single-instruction mode 
interrupt. 

12. Goes to command decoder. 

13. Clears T-bit in stack and internal T-bit flag. 

14. Jumps to the go processor. 

15. Saves terminal status. 

16. Types BE (bad entry), followed by the address. 

17. Clears the T-bit, if set, in the user status and proceeds to the command 
decoder. 

18. Goes to the proceed processor, bypassing the TT restore routine. 

Note that steps 1-5 inclusive take approximately 100 microseconds. Inter- 
rupts are not permitted at this time, because ODT is running at priority 
level 7. 

ODT processes a proceed (;P) command according to the following algorithm: 

2. Sets the processor priority to seven. 

3. Sets the T-bit flags (internal and user status). 

4. Restores the user registers, status, and program counter. 

5. Returns control to the user. 

6. When the T-bit trap occurs, executes steps 1, 2, 3, 13, and 14 of the 
breakpoint sequence, restores breakpoints, and resumes normal pro- 
gram execution. 

When a breakpoint is placed on an lOT, EMT, TRAP, or any instruction 
causing a trap, ODT follows this algorithm: 

1. When the breakpoint occurs as described above, enters ODT. 

2. When ;P is typed, sets the T-bit and executes the lOT, EMT, TRAP, or 
other trapping instruction. 
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3. Pushes the current PC and status (with the T-bit included) on the stack. 

4. Obtains the new PC and status (no T-bit set) from the respective trap 
vector. 

5. Executes the whole trap service routine without any breakpoints. 

6. When an RTI is executed, restores the saved PC and PS (including the 
T-bit). Executes the instruction following the trap-causing instruction. 
If this instruction is not another trap-causing instruction, the T-bit trap 
occurs; reinserts the breakpoints in the user program, or decrements the 
single-instruction mode repeat count. If the following instruction is a 
trap-causing instruction, repeats this sequence starting at step 3. 

NOTE 

Exit from the trap handler must be by means of the RTI 
instruction. Otherwise, the T-bit is lost. ODT cannot regain 
control because the breakpoints have not yet been 
reinserted. 

Note that the ;P command is illegal if a breakpoint has not occurred (ODT 
responds with ?). ;P is legal, however, after any trace trap entry. 

The internal breakpoint status words have the following format: 

1. The first eight words contain the breakpoint addresses for breakpoints 
0-7. (The ninth word contains the address of the next instruction to be 
executed in single-instruction mode.) 

2. The next eight words contain the respective repeat counts. (The follow- 
ing word contains the repeat count for single-instruction mode.) 

You may change these words at will, either by using the breakpoint com- 
mands or by directly manipulating $B. 

When program runaway occurs (that is, when the program is no longer 
under ODT control, perhaps executing an unexpected part of the program 
where you did not place a breakpoint), give control to ODT by pressing the 
HALT key to stop the computer and then restarting ODT (see Section 21.1). 
ODT prints an asterisk, indicating that it is ready to accept a command. 

If the program you are debugging uses the console terminal for input or out- 
put, the program can interact with ODT to cause an error because ODT uses 
the console terminal as well. This interactive error does not occur when you 
run the program without ODT. 

Note the following rules concerning the ODT break routine: 

1 . If the console terminal interrupt is enabled upon entry to the ODT break 
routine, and no output interrupt is pending when ODT is entered, ODT 
generates an unexpected interrupt when returning control to the 
program. 

2. If the interrupt of the console terminal reader (the keyboard) is enabled 
upon entry to the ODT break routine, and the program is expecting to 
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receive an interrupt to input a character, both the expected interrupt 
and the character are lost. 

3. If the console terminal reader (keyboard) has just read a character into 
the reader data buffer when the ODT break routine is entered, the 
expected character in the reader data buffer is lost. 



21.4.4 Searches 

The word search lets you search for bit patterns in specified sections of mem- 
ory. Using the $M/ command, specify a mask, a lower search limit ($M + 2), 
and an upper search limit ($M + 4). Specify the search object in the search 
command itself 

The word search compares selected bits (where I's appear in the mask) in 
the word and search object. If all of the selected bits are equal, the unmasked 
word prints. 

The search algorithm is: 

1. Fetches a word at the current address. 

2. XORs (exclusive OR) the word and search object. 

3. ANDs the result of step 2 with the mask. 

4. If the result of step 3 is zero, t3T)es the address of the unmasked word 
and its contents; otherwise, proceeds to step 5. 

5. Adds two to the current address. If the current address is greater than 
the upper limit, types * and returns to the command decoder; otherwise, 
goes to step 1. 

Note that if the mask is 0, ODT prints every word between the limits, since a 
match occurs every time (that is, the result of step 3 is always 0). 

In the effective address search, ODT interprets every word in the search 
range as an instruction that is interrogated for a possible direct relationship 
to the search object. The mask register is opened only to gain access to the 
search limit registers. 

The algorithm for the effective address search is as follows ((X) denotes con- 
tents of X, and K denotes the search object): 

1. Fetches a word at the current address X. 

2. If (X) = K [direct reference], prints contents and goes to step 5. 

3. If (X) + X + 2 = K [indexed by PC], prints contents and goes to step 5. 

4. If (X) is a relative branch to K, prints contents. 

5. Adds 2 to the current address. If the current address is greater than the 
upper limit, performs a carriage return/line feed combination and 
returns to the command decoder; otherwise, goes to step 1. 
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21.4.5 Terminal Interrupt 

When entering the TT SAVE routine, ODT follows these steps: 

1 . Saves the LSR status register (TKS) . 

2. Clears interrupt enable and maintenance bits in the TKS. 

3. Saves the TT status register (TPS). 

4. Clears interrupt enable and maintenance bits in the TPS. 
To restore the TT: 

1. Wait for completion of any I/O from ODT. 

2. Restore the TKS. 

3. Restore the TPS. 

NOTE 

If the TT printer interrupt is enabled upon entry to the 
ODT break routine, the following can occur: 

1. If no output interrupt is pending when ODT is entered, 
an additional interrupt always occurs when ODT 
returns control to the user. 

2. If an output interrupt is pending upon entry, the 
expected interrupt occurs when the user regains 
control. 

If the TT reader (keyboard) is busy or done, the expected 
character in the reader data buffer is lost. 

If the TT reader (keyboard) interrupt is enabled upon entry 
to the ODT break routine, and a character is pending, the 
interrupt (as well as the character) is lost. 



21 .5 Error Detection 



ODT detects two types of error: illegal or unrecognizable command and bad 
breakpoint entry. ODT does not check for the legality of an address when 
you command it to open a location for examination or modification. Thus the 
command: 



177774/ 

?MON-F-Trap to 4 003362 



references nonexistent memory, thereby causing a trap through the vector 
at location 4. If the program you are debugging with ODT has requested 
traps through location 4 with the .TRPSET EMT, the program receives con- 
trol at its TRPSET address. 
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If something other than a legal command is typed, ODT ignores the com- 
mand and prints: 

(echoes illegal command)? 

* 

ODT then waits for another command. Therefore, to cause ODT to ignore a 
command that has just been typed, type any illegal character (such as 9 or 
RUBOUT), and the command will be treated as an error and ignored. 

\j±^ J. oiA.oiJCi.i.\J.a ^j. u^l dixx i:;.A.c7v/U.i/xUj.j. W j-xiSxxt? v v?x xij c?xx\/\/u.±xl>cx o a, iltx cclx\.^vrxxxu 

(that is, traps to its breakpoint routine). If the breakpoint routine is entered 
and no known breakpoint caused the entry, ODT prints: 

BEnnnnnn 

* 

and waits for another command. BEnnnnnn denotes bad entry from location 
nnnnnn. A bad entry may be caused by an illegal trace trap instruction, by a 
T-bit set in the status register, or by a jump to some random location within 
ODT. 
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Chapter 22 

Save Image Patch Program (SIPP) 



The Save Image Patch Program (SIPP) lets you make code modifications to 
any RT-11 file that exists on a random-access storage volume. You use SIPP 
primarily for maintaining save image files. Although SIPP is designed for 
maintaining programs that have been created with the RT-11 version 4 
linker, you can use SIPP for pre-version 4 programs that are not overlaid. 

SIPP is also useful for examining locations within a file. If you do not modify 
any locations within a file, SIPP makes no changes. SIPP's patching format 
is easier to use than that of PATCH (see Chapter 25). Also, you can run SIPP 
from an indirect command file, a BATCH stream, or from the console. 

When you run SIPP, you have the option of installing your code modifica- 
tions when you close the file, or you can create a command file that contains 
both the code modifications and the instructions necessary for SIPP to 
install them. You can run this command file as an indirect file whenever you 
wish. 

Because SIPP does not install code modifications until you have finished 
making them, SIPP's checksum is not affected by a CTRL/U or DELETE. 
This feature also makes the code modification, or patching, procedure easier 
for you. 

NOTE 

DIGITAL does not recommend that you modify the follow- 
ing data within a save image file: locations 50, 64, and 66; 
the Job Status Word; the overlay handler; the overlay 
tables; and the window definition blocks. SIPP uses these 
locations for internal calculations and will automatically 
update them as necessary. Note, however, that if you use 
the /A option, SIPP does not modify any of these locations. 



22.1 Calling and Using SIPP 



To call SIPP, respond to the dot (.) printed by the keyboard monitor by 
typing: 



>IPP<RE1 



The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal and waits for a command string. If you enter only a carriage 
return in response to the asterisk, SIPP prints its current version number. If 
you type a CTRL/C in response to the asterisk, control returns to the mon- 
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itor. If you type a CTRL/C in response to any of SIPP's prompts, SIPP prints 
the following confirmation message: 



?SIPP 



Are you sure? 



If you type a Y (or any string beginning with a Y) followed by a carriage 
return, SIPP aborts the patching procedure, and returns control to the mon- 
itor, without making any changes to your file. Any other response returns 
control to the procedure that was interrupted. You must type two con- 
secutive CTRL/Cs at any other time, including while running from an 
indirect command file, to get the ?SIPP — Are you sure? message. 

Enter a command string according to this general syntax: 

[com-filespec = ]input-filespec[/option...] 

where: 



com-filespec 



input-filespec 



/option 



represents the file specifications of the command file 
that you want SIPP to create. You can run this file as 
an indirect file. The default file type is .COM. If you do 
not specify a command file, SIPP does not create one 

represents the file specifications of the file you want to 
modify. If you do not specify a file type, SIPP assumes 

.SAV 

is one of the options listed in Table 22-1 



If you enter only a device specification in response to the CSI asterisk, SIPP 
opens the first block of that volume and assumes the /A option. 



22.2 SIPP Options 



Table 22-1 summarizes the options that you can use in the CSI command 
string to SIPP. 



Table 22-1 : SIPP Ontinn.s 



Option 



Function 



/A 



/C 



Prevents SIPP from automatically modifying either location 50, the window defi- 
nition blocks, the overlay table, or the overlay handler. Use /A when you are 
patching anything other than save image files. When you use the option, SIPP 
modifies only those locations that you specify. 

Requires you to enter a checksum after you finish code modifications. If you make 
no modifications, SIPP ignores /C. The command file will automatically contain 
/C. You cannot use /C and /D together. See Section 22.5 for more details on the 
checksum. 



icontmuea on next page) 
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Table 22-1: SIPP Options (Cont.) 



Options 



/D 



/L 



Function 



Use if you do not know the checksum for a particular patch and you want SIPP to 
create one. SIPP prints the checksum for the patch after you have finished enter- 
ing all the code modifications. If you make no modifications, SIPP ignores the /D 
option. You cannot use /C and /D together. 

When you use /L, SIPP does not modify the input file after the patching session. 
This option is useful if you wish only to create a command file and preserve the 

inniif file. 



22.3 SIPP Dialog 



After you have entered the initial command string to SIPP, SIPP prints a 
series of prompts at the terminal. The responses you give to these prompts 
guide SIPP to the location in the input file or volume where you want to 
begin code modifications. If the input file is overlaid, the first prompt SIPP 
prints at the terminal is: 

SsiSmerit? 

Respond to this prompt by typing the number of the overlay segment that 
contains the locations you want to modify. (SIPP does not print this prompt: 
if the file you are modifying is not overlaid, if you are using the Ik option, or 
if you are modifying a volume.) You can find the segment number in the pro- 
gram's load map. Tsrpe a carriage return, or followed by a carriage return, 
if you want to modify the program's root segment. 

SIPP prompts you for the base address within the program or overlay seg- 
ment where you want to begin code modifications or examination. SIPP 
prints the following prompt for both overlaid and non-overlaid files. (Note 
that the following prompt is the second prompt for overlaid files, and the 
first prompt for anything else.) 



If the file you are modifying is overlaid, respond to the last prompt by enter- 
ing the base address specified on the load map for the segment you want to 
modify. If the file is not overlaid, enter the load address of the program sec- 
tion you wish to modify or examine. 

After you have entered the base address, SIPP prompts you for the offset as 
follows: 

Offset? 

Respond to the offset prompt by typing the offset from the current base 
where you want to begin modifying or examining your program. 

If the offset you specify is an even number, SIPP opens the corresponding 
location as a word. If the offset is odd, SIPP opens the location as a bj^te. Sec- 
tion 22.4 describes how you can alternate between words and bs^tes as you 
proceed to modify or examine the file. 
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After you have responded to Offset?, SIPP prints the following header: 



Seament 



Eiase 



Offset 



Old New? 



If the file is not overlaid, SIPP does not print the Segment column. Below the 
header, SIPP prints the segment, base, and offset you have specified by 
responding to the dialogue prompts. 

A sample dialogue format follows. In this example, SIPP is to begin code 
modifications in overlay segment 2 of program PROG.SAV. 



.R SIPP--: 


RET> 


*PFfOG=PROG<RET> 


Segment? 


2<RET> 


Base? 


20000<RET 


Offset? 


100<RET> 


Segment 


Base 


000002 


20000 



Offset Old New? 
20100 103425 



Under the column marked Old, SIPP prints the contents of the cvurently 
open location. Under the column designated New'?, you can enter either a 
new value for the current location and/or a command. Section 22.4 gives 
more details on opening and modifying locations. Table 22-2 summarizes 
the commands you can enter. 

NOTE 

SIPP does not make changes to a file as you type them. 
Instead, SIPP stores the changes in a buffer, allowing you 
to abort a partially completed patch operation without leav- 
ing behind a partially patched file. When you finish a 
patching operation by typing CTRL/Y or multiple CTRL/Z's 
(see Table 22-2), SIPP makes all the changes in one pass. 



22.4 SIPP Commands 



Table 22-2 summarizes the commands you can enter during the code modifi- 
cai/ion pioceuure anu iists tue sections in wriicii you caii iiiiu iixore details on 
each command. You can follow command with either a line feed or a car- 
riage return. 



Table 22-2: SIPP Commands 



Command 


Section 


Function 


<RK'1'> or <LF> 

n<RET> 

''<RET> 


22.4.1 
22.4.1 
22.4.2 


Closes the current location without modifying it, and opens 
and displays the next location. 

Enters the value represented by n in the ciurent location, 
closes it, and opens the next location. 

Closes the current location without modifying it, and opens 
the previous location. 



(continued on next page) 
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Table 22-2: SIPP Gomniands (Cont.) 



CommaQd 


Section 


Function 


n''<RET> 


22.4.2 


Enters the value represented by n in the current location, 
closes it, and opens the previous location. 


\<RET> 


22.4.3 


Reopens the current location as a byte (starting with the 
low, or even, byte for that word). From this point, SIPP will 
continue opening byte locations and accepting byte values. 
Do not use this command when in Radix-50 or ASCII mode. 


/<RET> 


22.4.3 


Reopens the current location as a word. SIPP displays the 
contents of the currently open word location. All further 
displays and input will be word values. Do not use this com- 
mand when in Radix-50 or ASCII mode. 


;0<RET> 


22.4.4 


Reopens the current location as an octal word value. This is 
the default mode. Use ;0 to return to octal after having 
been in Radix-50 or ASCII mode. All further displays and 
input are octal values. 


;A<RET> 


22.4.5 


Displays the byte of the current location as an ASCII value. 
All further displays are in ASCII, and SIPP advances in 
byte mode. 


;Ax<RET> 


22.4.5 


Inserts an ASCII character represented by x in the byte of 
the current location, closes that byte, and opens and dis- 
plays the next location. Use this command for inserting 
only one ASCII character at a time. You can also use this 
command to search for an ASCII value (see Section 22.4.7). 


;E<RET> 


22.4.6 


Displays the current location as a word of up to three 
Radix-50 characters. All further displays are in Radix-50. 


;Ryyy<RET> 


22.4.6 


Inserts up to three Radix-50 characters represented by yyy 
into the ciurent location. SIPP then closes the current loca- 
tion, and opens and displays the next location. U«e this 
command for inserting up to three Radix-50 characters. 
You can also use this command to search for a Radix-50 
value (see Section 22.4.7). 


;S<RET> 


22.4.7 


Searches for a value within the file. When you type this 
command, SIPP prompts you for a value for which it is to 
search. SIPP also prompts you for the boundaries within 
which you want it to conduct the search. 


;V<RET> 


22.4.8 


Prints all the modifications you have made in the current 
patching session. You can use this command at any time, 
except in response to Checksum'?. 


CTRIVZ<RET> 


22.4.10 


Backs up to the previous prompt; Offset"?, Base?, or Seg- 
ment?. This command allows you to insert code modifica- 
tions in more than one area of the file during the same 
patching session. 


CTRL/Y<RET> 


22.4.9 


Completes the current patching session, installs the patch, 
creates the command file (if requested), and prompts you 
with an asterisk for another file specification. 



Save Image Patch Program (SIPP) 22-5 



22.4.1 Opening and Modifying Locations Within a File 

As stated earlier, after you guide SIPP to the location in the file where you 
want to begin making code modifications, SIPP prints out a header under 
which it lists the address and contents of the location specified, called the 
current location. Under the last column in the header, New?, you can enter a 
value that replaces the contents of the current location. After you enter the 
new value, type a carriage return to advance to the next location. 

In the following example, the value 240 is inserted in the current location. 
Next, a carriage return advances SIPP to the next 16-bit location. 



Base 


Offset 


Old 


New? 


001000 


001200 


004767 


240<RET> 


001000 


001202 


003106 





If you do not want to modify the current location, simply tjrpe a carriage 
return to advance to the next location. 



22.4.2 Backing Up Through Files 

When you type the uparrow character C) followed by a carriage return in 
place of entering data into the current location, SIPP closes the current loca- 
tion and opens the previous location. If you specify a value followed by an 
uparrow, SIPP enters that value into the current location, closes that loca- 
tion, and opens the previous location. 

If you type an uparrow when the offset from a specified base is 0, SIPP opens 
the previous location and displays the offset as a double-precision negative 
number. 

In the following example, the value 112000 is entered into the current loca- 
tion, and the previous location is opened. 



Base 


Offset 


Old 


New? 




002000 


002134 


020027 


112000"- 


s:ret:: 


002000 


002132 


001732 







In the last example, notice how SIPP decrements the offset by 2 to designate 
the previous 16-bit location. 

You can use the uparrow with the backslash (\) to back up to the previous 
byte (if currently in word mode). You can also use the uparrow with the 
slash (/) to back up to the previous word (if currently in word mode). 



22.4.3 Advancing in Bytes 

By default, SIPP operates in word mode. That is, locations are displayed as 
16-bit words, and values are displayed and entered as word values. If you 
type the backslash character (\), SIPP closes the current location, and 
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reopens the low, or even, byte of that location. Values that are displayed and 
entered from this point are in bytes. 

To revert to word mode, type the slash character (/). When you type the 
slash, SIPP reopens the current location as a 16-bit word. 

The following example uses the backslash to advance in byte mode, and then 
the slash to revert to word mode. Notice that SIPP prints out a new header 
each time it changes from word to byte mode, and vice versa. 

Bsse Offset Old New? 
002000 002112 003002 \<RET> 

Base Offset Old New? 

002000 002112 002 <RET> 

002000 002113 006 <RET> 

002000 002114 132 /<RET> 

B3se Offset Old New? 
002000 002114 003132 

If you are in byte mode when you get the Offsef? prompt, SIPP automatically 
resets itself to word mode. 



22.4.4 Entering Octal Values (;0) 

Use the ;0 command, followed by a carriage return, to reopen the current 
location, and display its contents as an octal value. Since octal mode is the 
default setting, you need to use it only if you are currently operating in 
ASCII or Radix-50 mode and wish to revert to octal mode. You can also use 
the ;0 command to switch from byte mode to word mode. 

The following example uses the ;0 command to switch from ASCII mode to 
octal mode. 

Base Offset Old New? 

002000 002100 051101 ;a<ret> 

002000 002100 <A> ;0<RET> 

Bsse Offset Old New? 
002000 002100 051101 

Note that unlike the ;A and ;R commands ;0 accepts no optional argument. 
If you return to the Offset? prompt, SIPP automatically resets itself to octal 
mode. 



22.4.5 Displaying and Entering ASCII Values 

Use the ;A command, followed by a carriage return, to open the cvirrent loca- 
tion as a byte and display its contents as an ASCII value. When you use the 
;A command, SIPP continues to display contents in ASCII until you use the 
;0 or ;R commands. Note that when you operate in ASCII mode, you advance 
through the file in byte mode. 
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The following example uses the ;A command to open the low byte of the cur- 
rent location and display its contents as an ASCII value. 



Base 


Offset 


Old 


New? 


003000 


003100 


050524 


yA<RE;T> 


003000 


003100 


<T> 


<RET> 


003000 


003101 


<Q> 





Use the ;Ax command to insert an ASCII character, represented by x, into 
the low byte of the current location. When you use the ;Ax command, SIPP 
enters the ASCII character directly into the current byte, closes that byte, 
opens and displays the next location as an octal, ASCII, or Radix-50 value 
(depending on what mode you were in prior to using the ;Ax command). Note 
that you can insert only one ASCII character at a time, and that you should 
not insert control characters. You can use the ;Ax command when dis- 
playing in ASCII mode. 

The next example uses the ;Ax command to enter the ASCII character, W, 
into the current byte and proceed to the next byte. 



i3S€? 


Offset 


Old 


New 


003000 


003100 


050524 


;aw<ret> 


003000 


003101 


121 





You can also use the ;Ax command to search for an AsClI value (see Section 
22.4.7). 



22.4.6 Displaying and Entering Radix-50 Values 

Use the ;R command, followed by a carriage return, to reopen the current 
location and display its contents in Radix-50. When you use the ;R com- 
mand, SIPP continues in Radix-50 mode until you use either the ;A or ;0 
commands. Note that Radix-50 mode advances in word mode. 

The following example uses the ;R command to reopen the current location 
and display its contents as a Radix-50 value. 



a ? e 


f f q p t. 


ni ,i 


N P LI '^ 


001000 


0052Z0 


071070 


;r<ret 


001000 


005220 


<RK> 


<RET> 


001000 


005222 


<TES> 





If the contents of a location is an invalid Radix-50 value, SIPP displays the 
contents as <???>. 

You can use the ;Ryyy command to insert up to three Radix-50 characters, 
represented by yyy, into the current location. When you use the ;Ryyy com- 
mand, SIPP inserts the Radix-50 value into the current location, closes the 
current location, and opens and displays the contents of the next location as 
an octal, ASCII, or Radix— 50 value (dependiiig oii what mode you were in 
prior to using the ;Ryyy command). 
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If you use the ;Ryyy command, and you enter only two Radix-50 characters, 
SIPP inserts a blank as the third character. Likewise, if you enter only one 
Radix-50 character, SIPP inserts blanks for the second and third charac- 
ters. If you use an imbedded blank (for example, X Z), SIPP inserts all char- 
acters as typed. Note that you can insert up to only three Radix— 50 
characters at a time. Use the ;Ryyy command only when the low byte of the 
current location is open; SIPP prints an error message if you attempt to 
insert a Radix-50 value when the high bjrte of the current location is open. 

The following Radix-50 values are valid for use with the ;Ryyy command: 

A through Z 
through 9 

$ 
* 

% 

Note that a space is also a valid Radix-50 character, and that SIPP trans- 
lates the percentage character to a dot (.). 

The following example uses the ;Ryyy command to insert three Radix-50 
characters in the current location, and proceed to the next location. 

Base Offset Old New? 

001000 005332 000240 ;rabc<ret:; 

001000 005334 002110 

You can also use the ;Ryyy command to search for a Radix-50 value (see 
Section 22.4.7). 



22.4.7 Searching Through Files (;S) 

You can use the ;S command to search between two specified boundaries of a 
file for a given value. With this feature, you can find the location where you 
want to make a change by searching for a specific value. 

To request a search, type the following in response to any of SIPP's dialogue 
questions or in place of entering new data into the current location. 



Do not type the ;S command in response to the Checksum? prompt. After you 
type the ;S command, SIPP responds with the following prompt: 

Search for? 

Enter the value for which you want SIPP to search. You can use the ;Ax or 
;Ryyy commands in response to the last prompt to search for ASCII or 
Radix-50 values. If you type a backslash after the value you enter, SIPP 
searches for a bjdie value. Otherwise, it searches for a word value. Note that 
if you use the ;Ax notation to search for an ASCII value, SIPP conducts the 
search in bjrte mode. 
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SIPP then asks for the lower address limit at which to begin the search: 

Stsrt? 

Enter an address, followed by a carriage return, or just a carriage return. If 
you enter a carriage return, SIPP begins its search at the beginning of the 
file. If you enter an address, SIPP begins the search at that address. If you 
are searching through an overlay segment, use the following notation for 
the start address: 

In the n:m notation, n represents the number of the segment you want to 
search, and m represents the offset from the start of the segment where you 
want SIPP to begin the search. 

SIPP then asks for the upper address limit for the search: 

End? 

You can enter an address (including the n:m notation) or a carriage return. 
If you enter a carriage return, SIPP searches to the end of the file or volume. 
(If you use the /A option, SIPP searches to the end of the last block in the file 
or volume, otherwise it searches up to and including the last address in the 
program.) If you enter an address, SIPP conducts the search up to, but not 
including, that address. 

After you have specified the search limits, the search begins. Each time 
SIPP finds a value that matches the one you specified, SIPP prints out the 
address of that value each time the value is found. If you use the /A option or 
if SIPP is searching the root segment of a program, SIPP prints the search 
results as follows: 

Found 3t nnnnnn 

If a search crosses segments in an overlaid file, SIPP prints the following 
each time it finds the specified value: 

Found at sess t itiinm>nnn 

In the seg:mmm,nnn notation, seg represents the segment number, mmm 
represents the load map address of the segment, and nnn represents the off- 
set from the start of the specified segment. Note that if you are searching an 
overlaid file, and you have specified the /A option in the command line, SIPP 
does not use the seg:rmnm,nnn notation. 



22.4.8 Verifying (;V) 

Use the ;V command to list at the terminal all the changes you have made 
during the current patching session After SIPP prints out the addresses and 
new contents of all the locations that have changed, SIPP returns you to the 
operation that was interrupted. 
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You can use the ;V command at any time, except in response to the Check- 
sum! prompt and the search Start?, and End? prompts. You can use the ;V 
command in response to the Search for? prompt. 

The foiiowino' example uses the ;V command to list at the terminal all the 
changes that have been made during the current patching session. 



Base 


Offset 


Old 


New 


003000 


003200 


003112 


240<re:t, 


003000 


003202 


002300 


<RET> 


003000 


003204 


002300 


<RE-T> 


003000 


003206 


000230 


240<RET 


003000 


003210 


000101 


}M<RET> 


Base 


Offset 


Old 


New? 


003000 


003200 


003112 


000240 


003000 


003206 


000230 


000240 


Base 


Offset 


Old 


New? 


003000 


003210 


000101 





Note that when you use the ;V command to verify your modifications, all dis- 
plays are in octal words. Note also that if you change a location and later 
restore that location to its original contents, SIPP includes that location in 
the verification. 



22.4.9 Backing Up to a Previous Prompt 

You can use the CTRL/Z sequence (or uparrow-Z), followed by a carriage 
return, to back up to a previous prompt. For example, after you have modi- 
fied a series of locations, you can type CTRL/Z, followed by a carriage return, 
to back up to the Offset? prompt. Backing up to a previous prompt enables 
you to examine and/or modify other series of locations in your program. 

If you use CTRL/Z in place of entering a value into a location, SIPP prompts 
Offset?. If you type CTRL/Z, followed by carriage return, in response to Off- 
set?, SIPP prompts Base?. If you type yet another CTRL/Z, followed by a car- 
riage return, SIPP either: 

1. prompts Segment?, if the file is overlaid, or 

2. prompts you for a checksum (if you used /C), then installs the patch (if 
the checksum is valid). (Note that if you have used the /L option, SIPP 
does not install the patch, but does create the command file, if 
requested.) 

If the file is overlaid, and you type another CTRL/Z followed by a carriage 
return sequence in response to Segment?, SIPP prompts you for a checksum 
(if specified) then installs the modifications. 

Using CTRL/Y provides a more efficient way of installing a patch (see the 
following subsection). The CTRL/Z sequence is designed primarily to 
request a particular prompt. 
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22.4.10 Completing Code Modifications 

You can type the CTRL/Y sequence (or uparrow-Y), followed by a carriage 
retvirn, to install the code modifications you have entered. If you have used 
the /C option, which requires you to enter a checksum, SIPP will prompt you 
for a checksum before it installs the modifications. If the checksum you type 
is valid, SIPP then installs the patch. If you have used the /L option and you 
enter the correct checksum, SIPP does not install the patch, but does create 
the command file, if requested. 

After SIPP installs the modifications, an asterisk appears in the left margin, 
indicating that SIPP is ready to accept a new command string. 



22.4.1 1 Extending Files and Overlay Segments 

The limits to which you can extend programs and overlay segments while 
patching vary, depending on if the program is 

• non-overlaid 

• overlaid, but has only low memory overlays 

• overlaid, but has only extended memory overlays 

• overlaid, and has both low memory and extended memory overlays 

The subsections that follow describe in detail the restrictions on extending 
programs, root sections, and overlay segments. Each subsection also details 
what data within your program SIPP does or does not automatically modify 
as you extend root sections and/or overlay segments. 

Listed below are the data that SIPP may automatically modify as you make 
extensions. (Note that each is identified by an abbreviation; the subsections 
that follow reference these data by their abbreviations.) 

Location 50 Contains the last address used by the program, if pro- 

gram is non-overlaid. If the program has low memory 
overlays, location 50 contains the last address used 
hy the low memory overlay region(s). If the program 
has only extended memory overlays, location 50 con- 
tains the last address used by the root. 

Reg. Size Indicates the size of the extended memory region. 

This data appears in the extended memory overlay 
handler. 

High Root + 2 Indicates the address of the next available location 

beyond the root segment. This data appears in either 
the low memory overlay handler or the extended 
memory handler. 
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High /O + 2 Indicates the address of the next available location 

beyond the last low memory overlay region. This data 
appears in either the low memory overlay handler or 
the extended memory overlay handler. 

Wdcnt. in Seg. Indicates the number of words in the current overlay 

segment. This data appears in the overlay handler 
segment table. 

WDB Size and Length Indicates the window size and length to map in the 

window definition block (WDB) for the extended 
memory overlay you are extending. This data 
appears in each extended memory overlay segment's 
WDB. 

WDB Offset Indicates the offset into the extended memory region 

of the windows following the segment you are extend- 
ing. This data appears in each extended memory 
overlay segment's WDB. 



22.4.11.1 Non-overlaid Program — If necessary, SIPP automatically 
extends a non-overlaid program up to the end of the last block of the save 
image on which the program exists (SIPP automatically modifies location 
50). Refer to DUP (Chapter 8) for details on extending a non-overlaid pro- 
gram beyond that point. 



22.4.11.2 Overlaid Program, Low Memory Overlays Only — If your pro- 
gram is overlaid, but has only low memory overlays, SIPP does not permit 
you to extend the root. If an overlay segment is not in the last overlay 
region, you can extend it to the size of the largest segment in its region. If 
the overlay segment is in the last overlay region, you can extend it to the 
end of the last block of that overlay segment. 

Table 22-3 shows the locations that SIPP modifies if necessary when you 
extend the root or overlay segment of a program that has low memory over- 
lays only. Note in this table that there is a column heading for an overlay 
segment that is not the largest in its overlay region {Not Largest in Region), 
and for an overlay segment that you extend beyond the largest overlay seg- 
ment in its region {Past Largest in Last Region). YES indicates that SIPP 
does modify the data in question if necessary, NO indicates SIPP does not 
modify the data in question, and N/A indicates that the data in question is 
not applicable. 
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Table 22-3: Overlaid Program Segment Limits 



Location 50 


Not Largest 
in Region 


Past Largest 
in Last Region 


NO 


YES 


Reg. Size 


N/A 


N/A 


High Root + 2 


NO 


NO 


High/0 + 2 


NO 


YES 


Wdcnt. in Seg. 


YES 


YES 


WDB Size and Length 


N/A 


N/A 


WDB Offset 


N/A 


N/A 



22.4.1 1 .3 Overlaid Program, Extended Memory Overlays Only — If your 
program is overlaid, but has extended memory overlays only, you can 
extend the root segment up to the end of the last block on which the root 
resides. You can also extend any overlay segment up to the end of the last 
block of that particular segment, so long as you do not exceed the physical 
address space. 

Table 22-4 shows the locations that SIPP modifies if necessary when you 
extend the root or overlay segment of a program that has extended memory 
overlays only. Note in this table that there is a column heading for the root 
(Root), an overlay segment that is not the largest in its overlay region {Not 
Largest), and an overlay segment that you extend beyond the largest over- 
lay segment in its region (Past Largest). YES indicates that SIPP does mod- 
ify the data in question if necessary, and NO indicates SIPP does not modify 
the data in question. 

Table 22-4: Overlaid Program Segment Limits 





Root 


Not Largest 


Past Largest 


Location 50 


YES 


NO 


NO 


Reg. Size 


NO 


YES 


YES 


High Root + 2 


YES 


NO 


NO 


High/0 + 2 


YES 


NO 


NO 


Wdcnt. in Seg. 


NO 


YES 


YES 


WDB Size and Length 


NO 


YES 


YES 


WDB Offset 


NO 


YES 


YES 



22.4.11.4 Overlaid Program, Both Low Memory and Extended Memory 
Overlays — If your program has both low memory and extended memory 
overlays, SIPP does not permit you to extend the root segment. You can 
extend any low memory overlay segment up to the size of the largest seg- 
ment in the same region. If the low memory overlay segment is in the last 

lo\)tJ ■•'VI OT?r» m"T7 OTT-Of I O •! r "l*OCnO"*'^ -fi-m />«■»-> rt-vri- r^-w^ rl ^4- -i-r^ 4-\^ n q-*-» ^ /^f4-t^r\ 1r^^4- X>1y-.rt1^ «.C 

that overlay segment. 
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You can extend any extended memory overlay segment up to the end of the 
block limit of that particular segment, so long as you do not exceed your 
physical address space. 

Table 22-5 shows the locations that SIPP modifies if necessary when you 
extend the root or overlay segment of a program that has both low memory 
and extended memory overlays. Note in this table that there is a colvimn 
heading for a low memory overlay segment that is not the largest in its over- 
lay region {10 Not Largest), a low memory overlay segment that extends 
bevond the largest segment in its region (/O Pant Lnreput). an extended 
memory overlay segment that is not the largest in its region (/V Not Larg- 
est), and an extended memory overlay segment that extends beyond the 
largest segment in its region {IV Past Largest). YES indicates that SIPP 
does modify the data in question if necessary, and NO indicates SIPP does 
not modify the data in question. 

Table 22-5: Overlaid Program Segment Limits 





/O 


/O 


rv 


rv 




Not T^argest 


Past Largest 


Not T^argest 


Past Largest 


Location 50 


NO 


YES 


NO 


NO 


Reg. Size 


NO 


NO 


YES 


YES 


High Root + 2 


NO 


NO 


NO 


NO 


High/0 + 2 


NO 


YES 


NO 


NO 


Wdcnt. in Seg. 


YES 


YES 


YES 


YES 


WDB Size and Length 


NO 


NO 


YES 


YES 


WDB Offset 


NO 


NO 


YES 


YES 



NOTE 

it IS possiuie wiien extenuing extenueu memory overlay 
segments to exceed the 96K word physical address space 
(SIPP prints a warning message if you do this). If you do 
exceed the 96K word limit, use the CTRL/C sequence to 
abort the patching session; many system communication 
area locations will have already changed to contain invalid 
data. 



22.5 SIPP Checksum 



SIPP's checksum algorithm creates the checksum only after you have fin- 
ished creating a patch. The checksum helps you verify your work. It lets you 
compare the patch you make to another that is known to be correct. The 
checksum does not tell you where your error is, but it does tell you that an 
inconsistency exists. SIPP's checksum algorithm uses the calculated address 
of a changed location and its new contents. SIPP includes in its checksum 
only those values of locations that have changed during a patching session. 
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If you change a word several times during a patching session, SIPP enters 
into its checksum only the last value you specify. This feature allows you to 
correct a mistake, yet maintain a valid checksum. 

If you are creating a checksum (/D option), SIPP prints the following when 
you finish the patch: 

Checksum=nnnnnn 

If you are verifying a checksum {/C option), SIPP asks the following when 
you complete the patch: 

Checksum? 

Respond by entering the checksum for the patch. 
If the checksum is incorrect, SIPP prints: 

TSIPP-F-Checksum error 

SIPP then returns to the beginning of its dialogue (the Segment? or Base? 
prompt), allowing you to find and correct your error without exiting from the 
patching session. In this way, you do not lose the changes you have made; 
you can go back and verify them (see Section 22.4.8 for details on the verify 
command). 

SIPP does not install the patch until you enter the correct checksum. You 
can type CTRL/C to abort the patching procedure. 



22.6 Running SIPP from an Indirect File 

The SIPP indirect command file contains the commands necessary to install 
a patch in a particular file or volume. The order in which the modifications 
appear in the command file may not correspond to the actual sequence in 
which you typed them; however, the changes are the same as you typed. The 
contents of the command file always appear as octal word values. When you 
specify a command file in the initial command string, SIPP creates that file 
for use as an indirect command file. If you use the /L option when you create 
the command file, SIPP installs the patch contained within only when you 
run this file as an indirect command file. By default, SIPP assigns this file a 
.COM default file type. 

A command file always contains a checksum generated during the console 
input session. If you use the /C option, SIPP prompts you for a checksum 
after you finish making the code modifications. If the checksum is valid, 
SIPP completes this command file, and you can execute this command file at 
any time you wish. If you use the /A option, SIPP inserts /A in the com- 
mand file. 

The command file TEST.COM is created in the following example. (Note 
that SIPP does not modify TEST.SAV in the example, because /L was speci- 
fied in the command string.) 
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♦R SIPP<RET> 
)KTEST=TEST/L<RET> 
B3se? 5000<RET> 
Offset? 20<RET> 



!3se 


Offset 


Old 


New? 


005000 


000020 


032764 


240<RET> 


005000 


000022 


177400 


240<RET> 


005000 


000024 


000002 


1016<RET: 


005000 


000026 


001016 


"y<ret;:- 


fC 









A copy of TEST.COM as it appears in indirect command file format follows. 

♦TYPE TEST.COH 

RUN SIPP 

DKJTEST.SAy/C 

5000 

20 

240 

240 

1016 

"Y 

165617 

"C 

The number 165617 (the last line in the file) is the checksum for that patch. 

To run the command file TEST.COM as an indirect file, type the following in 
response to the monitor dot. 

0TEST<REr> 

If you run a SIPP indirect command file when the SET TT: QUIET setting is 
in effect, SIPP overstrikes its output at the terminal but does install the 
patch correctly. 

22.7 Running SIPP from a BATCH Stream 

An easy way to install a patch from a BATCH stream is to follow the 
instructions for creating a command file. When you get your command file, 
simply open it with an editor, enter the BATCH commands, and insert a dot 
before the line RUN SIPP, and insert asterisks before each subsequent line. 
Remember to remove the CTRL/C (^C) from the command file. An example 
of preparing TEST.COM (from the previous section) for a BATCH stream 
follows. 

$J0B/RT11 

TTYIO 
.RUN SIPP 
*riK:TEST.SAV/C 
*5000 
*20 
*240 
*240 
*1016 
*"Y 

*165617 
$EOJ 
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Chapter 23 

Object Module Patch Utility (PAT) 



The RT-11 Object Module Patch UtiHty (PAT) allows you to update code in a 
relocatable binary object module (.OBJ file). PAT does not permit you to 
examine the octal contents of an object module; use PATCH (described in 
Chapter 25) to do that. PAT makes the patch to the object module by means 
of the procedure outlined in Figure 23-2. One advantage to using PAT is 
that you can add relatively large patches to an object module without per- 
forming any octal calculations. PAT accepts a file containing corrections or 
additional instructions and applies these corrections and additions to the 
original object module. You prepare correction input in source form and 
assemble it with the MACRO-11 assembler. 

Two files form the input to PAT: (1) the original input file, and (2) a correc- 
tion file containing the corrections and additions to that input file. The origi- 
nal input file consists of one or more concatenated object modules, only one 
of which can be corrected with a single execution of the PAT utility. The cor- 
rection file consists of object code that, when linked by the linker, either 
replaces or appends to the original object module. Output from PAT is the 
updated input file. 

It is always good practice to create a backup version of the file you want to 
patch before you use PAT to make the changes. 



23.1 Calling and Using PAT 



To call PAT from the system device, respond to the dot (.) printed by the 
keyboard monitor by tjrping: 

R PAT <re:t> 

The Command String Interpreter prints an asterisk at the left margin of the 
console terminal when it is ready to accept a command line. Chapter 6 
describes the general syntax of the command line PAT accepts. 

Type two CTRL/Cs to halt PAT at any time (or a single CTRL/C to halt PAT 
when it is waiting for console terminal input) and return control to the mon- 
itor. To restart PAT, type R PAT in response to the monitor's dot. When PAT 
executes an operation it returns control to the RT-11 monitor. 

Figure 23-1 shows how you use PAT to update a file (FILED consisting of 
three object modules (MODI, M0D2, and M0D3) by appending a correction 
file to M0D2. After running PAT, you use the linker to relink the updated 
module with the rest of the file and to produce a corrected executable 
program. 
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Figure 23-1: Updating a Module Using PAT 
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There are several steps you must follow when using PAT to update a file. 
First, use a text editor to create the correction file. Then, assemble the cor- 
rection file to produce an object module. Next, submit the input file and the 
correction file in object module form to PAT for processing. Finally, link the 
updated object module, along with the object modules that make up the rest 
of the file, to resolve global symbols and create an executable program. Fig- 
ure 23-2 shows the processing steps involved in generating an updated exec- 
utable file using PAT. 

Figure 23-2: Processing Steps Required to Update a Module Using 
PAT 

CORECT.MAC 



TEXT 
EDITOR 



Create a correction file using the 
text editor. 



O 



CORECT.MAC 



CORECT.OBJ 



>2. Execute the assembler (or compiler) 
to create an object module version 



of the file. 



i> 



CORECT.OBJ 



MYFILE.OBJ 



> 



MYFILE.OBJ 



3. Execute PAT using as input the 
correction file and the module to 
be updated. 



> 



f'^ontiniieti on ppvt. nncr«»'> 
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LINKER 



MYFILE.OBJ 



MYhiLE.SAV 



^ 



a) If the corrected object module is 
part of something that typically 
exists as a program (e.g., BASIC), 

CACI-UU; Uic iiiti^ci LU icauiwc iicvv 

addresses and create an executable 
program. 

b) If the corrected module is an 
element in a library (e.g., SYSLIB), 
run the librarian and create or 
update the library to contain the 
new (corrected) object module. 

c) If the corrected module is some- 
thing that typically exists as an 
object module (e.g., ODT), you 
need do nothing. Whenever you 
link this module, the corrections 
will be included. 



> 



Specify the PAT command string in the following form: 

[output-fiiespec] - input-fiiespec[/C[:n]],correct-fllespec[/C[:n]] 



where: 



output-fiiespec 



input-filespec 



is the file specification for the output file. If you do 
not specify an output file, PAT does not generate one 

is the file specification for the input file. This file can 
contain one or more concatenated object modules 



correct-filespec is the file specification for the correction file. This file 
contains the updates being made to a single module 
in the input file 

C specifies the checksum option for the associated file. 

This directs PAT to generate an octal value for the 
sum of all the binary data composing the module in 
that file (See Section 24.2.5 for more information on 
checksums.) 



number 



specifies an octal value. PAT compares the checksum 
value it computes for a module with the octal value 
you specify 



23.2 How PAT Effects Updates 

PAT updates a base input module by using additions and corrections you 
supply in a correction file. This section describes the PAT input and correc- 
tion files, and gives information on how to create the correction file. 
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23.2.1 Input File 

The input file is the file to be updated; it is the base for the output file and 
must be in object module format. When PAT executes, the module in the cor- 
rection file applies to this file. 



23.2.2 Correction File 

The correction file must be in object module format and it is usually created 
from a MACRO-11 source file in the following format: 

.TITLE inputname 

[.IDENT updatenum] 

[section name] 

inputline 

inputline 



where: 

inputname is the name of the module to be corrected by the PAT 
update. That is, inputname must be the same name as 
the name on the input file .TITLE directive for a single 
module in the input file 

updatenum is any value acceptable to the MACRO-11 assembler. 
Generally, this value reflects the update version of the 
file being processed by PAT, as shown in the examples 
below 

section name is the ASECT. CSECT. or P8ECT included in the cor- 
rection file 

inputline are lines of input for PAT's use in correcting and 

updating the input file 

During execution, PAT adds any new global symbols that are defined in the 
correction file to the module's symbol table. Duplicate global symbols in the 
correction file supersede their counterparts in the input file, provided that 
both definitions are relocatable or both are absolute. 

A duplicate PSECT or CSECT supersedes the previous PSECT or CSECT, 
provided: 

• both have the same relocatability attribute (ABS or REL) 

• both are defined with the same directive (.PSECT or .CSECT) 
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If PAT encounters duplicate PSECT names, it sets the length attribute for 
the PSECT to the length of the longer PSECT and appends a new PSECT to 
the module. 

If you specify a transfer address, it supersedes that of the module you are 
patching. 

23.3 Updating Object Modules 

The following examples show the source code for an input file and a correc- 
tion file to be processed by PAT and the linker. The examples show as output 
a single source file that, if assembled and linked, would produce a binary 
module equivalent to the file generated by PAT and LINK. Two techniques 
are described: one is for overlaying lines in a module, and the other is for 
appending a subroutine to a module. 



23.3.1 Overiaying Lines in a Module 

In the following example, PAT first appends the correction file to the input 
file. The linker is then executed to replace code within the input file. 

The input file for this example is: 



ABCt; 



.TITLE 


ABC 


.IDENT 


/Ol/ 


♦ENABL 


GBL 


MOV 


A»C 


JSR 


PCtXYZ 


RTS 


PC 


.END 





To add the instruction ADD A,h5 after the JSk instruction, the following 
patch source file is included: 





.TITLE 


ABC 




.IDENT 


/Ol.Ol/ 




.ENABL 


GBL 


.=.+12 








ADD 


A>B 




RTS 


PC 




.END 





The patch source is assembled using MACRO-11 and the resulting object 
file is input to PAT along with the original object file. The following source 
code represents the result of PAT processing: 
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.TITLE 


ABC 




. I DENT 


/Ol.Ol/ 


if*^ « * 


.ENABL 


GBL 


>U 4 * 


MOV 


AtC 




JSR 


PC»XYZ 




RTS 


PC 


ABC 






.+12 








ADD 


ArB 




RTS. 


PC 




.END 





After the linker processes these files, the load image appears, as this source 
code representation shows: 



ABC:: 



.TITLE 


ABC 


. I DENT 


/Ol.Ol/ 


.ENABL 


GBL 


MOV 


ArC 


JSR 


PCfXYZ 


ADD 


AfB 


RTS 


PC 


.END 





The linker uses the . = . + 12 in the program counter field to determine where 
to begin overlaying instructions in the program and, finally, overlays the 
RTS instruction with the patch code: 



ADD A , B 

RTS PC 



23.3.2 Adding a Subroutine to a IModule 

In many cases, a patch requires that more than a few lines be added to patch 
the file. A convenient technique for adding new code is to append it to the 
end of the module in the form of a subroutine. This way, you can insert a 
JSR instruction to the subroutine at an appropriate location. The JSR 
directs the program to branch to the new code, execute that code, and then 
return Lo in-line processing. 

The source code for the input file for the example is: 



ABcr 



.TITLE 


ABC 


. IDENT 


/Ol/ 


.ENABL 


GBL 


MOV 


ArB 


JSR 


PCfXYZ 


MOV 


CrRO 


RTS 


PC 


.END 
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Suppose you wish to add the instructions: 



MOV 


D.RO 




ASL 


RO 




betweei 

MOV 


1 
AfB 




and 






JSR 


PCXiZ 




The correction file to accomplish this is as follows: 




.TITLE 


ABC 




. IDENT 


/Ol.Ol/ 




.ENABL 


GBL 




JSR 


PC f PATCH 




NOP 






.PSECT 


PATCH 


PATCHJ 








MOV 


ArB 




MOV 


D»RO 




ASL 


RO 




RTS 


PC 




.END 





PAT appends the correction file to the input file, and the linker then proc- 
esses the file, generating the following output file: 



ABCt! 



patch: 



.TITLE 


ABC 


.IDENT 


/Ol.Ol/ 


.ENABL 


GBL 


JSR 


PC » PATCH 


NOP 




JSR 


PCfXYZ 


MOV 


CfRO 


RTS 


PC 


.PSECT 


PATCH 


MOV 


A.B 


MOV 


D»RO 


ASL 


RO 


RTS 


PC 


.END 





In this example, the JSR PC,PATCH and NOP instructions overlay the 
three-word MOV A,B instruction. (The NOP is included because this is a 
case where a two- word instruction replaces a three- word instruction. NOP is 
required to maintain alignment.) The linker allocates additional storage for 
.PSECT PATCH, writes the specified code into this program section, and 
binds the JSR instruction to the first address in this section. Note that the 
MOV A,B instruction, replaced by the JSR PC .PATCH, is the first instruc- 
tion the PATCH subroutine executes. 
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23.4 Determining and Validating the Contents of a File 

Use the checksum option (/C) to determine or vahdate the contents of a mod- 
ule. The checksum option directs PAT to compute the sum of all binary data 
composing a file. If you specify the command in the form /C:n, /C directs PAT 
to compute the checksum and compare that checksum to the value you spec- 
ify as n. 

To determine the checksum of a file, enter the PAT command line with the 
/C option applied to the appropriate file (the file whose checksum you want 
to determine). For example, PAT responds to the command 

=INFILE/C»INFILE.PAT 

with the message 

?PAT-W-Input module checksum is nnnnnn 

PAT generates a similar message when you request the checksum for the 
correction file. 

To validate the changes made to a file, enter the checksum option in the 
form /C:n. PAT compares the value it computes for the checksum with the 
value you specify as n. If the two values do not match, PAT enters the 
changes but displays a message reporting the checksum error as either: 

?PAT-U-Input file checksum error 

or 

?PAT-W-Correctiori file checksum error 

Checksum processing always results in a nonzero value. 

Do not confuse this checksum with the record checksum byte. 
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Chapter 24 

Source Language Patch Program (SLP) 



The Source Language Patch Program (SLP), is a patching tool you can use 
for maintaining source files that exist on any RT-11 device. 

SLP accepts as input a source file you wish to patch and a command file that 
you create when you compare two soxirce programs using the source com- 
pare program, SRCCOM, described in Chapter 15. When you use SLP along 
with the SRCCOM command file, you can quickly and easily patch one ver- 
sion of a source program to match another version. 

Chapter 15, Source Compare Program (SRCCOM), describes the procedure 
you can use to create a patch command file that is suitable for input to SLP. 



24.1 Calling and Using SLP 



To call SLP from the system device, type the following in response to the 
keyboard monitor dot (.): 

R SI.-P<RET> 

The Command String Interpreter prints an asterisk (*) at the left margin of 
the terminal and waits for a command string. If you enter only a carriage 
return in response to the asterisk, SLP prints its current version number. 
You can type CTRL/C to halt SLP and return control to the monitor when 
SLP is waiting for input from the console terminal. To restart SLP, type R 
SLP or REENTER in response to the monitor's dot. Chapter 6, Command 
String Interpreter, describes the general syntax of the command line that 
SLP accepts. 

Enter a command line according to this general syntax: 

[outfil][,listfil] = infil,comfil/[option...] 

where: 

outfil represents the updated source file. The default file type is 
.MAC 

listfil represents the listing file. When you specify this file, SLP 
creates a numbered listing of the updates SLP made to the 
source file. The default file type is .LST 

infil represents the source file you want SLP to update. The 

default file type is .MAC 
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comfil represents the command file that contains the commands 
for updating the source file. The default file type is .DIF. 
You can create this file by using SRCCOM with the /P 
option 

/option represents one of the options listed in Table 24-1 

Although either output files can be omitted, you must use one or both. 

24.2 Options 

Table 24^1 lists the options you can use in the command line. 



Table 24-1: SLP Options 



Option 



/A 



ID 

ID 

/L:n 



/P:n 



/S:n 



/T 



Function 



Disables audit trail generation. The audit trail is a string of characters that SLP 
appends to the end of each updated line in the output files. The audit trail keeps 
track of the update status of each line in the output file. You can use the /A option 
if you do not want SLP to use the audit trail in both the updated source file and 
the listing file. 

Inserts spaces instead of tabs between the source line and the audit trail. 

Creates a double-spaced listing. When you use this option, SLP double-spaces 
between the lines in a listing file. 

Specifies the size of the source line, where n represents the maximum number of 
characters you want in the source line. The default birffer size for formatting lines 
is 200 (decimal) bjrtes. If you expect the size of the command lines or source lines 
to be greater than what can fit in the line buffer, you can use this option to change 
the buffer size. SLP interprets the number you specify for n as an octal number; if 
you enter a decimal number, use a decimal point. The line buffer must be at least 
as long as the sum of the column number where the audit trail begins and the 
number of characters in the audit trail. 

Specifies the start column of the audit trail, where n represents the column num- 
ber in which you want the audit trail to start. If the number you specify for n is 
decimal, be sure to use a decimal point after the number. By default, SLP starts 
the audit trail in column 73 (decimal). If a sourni? line extends beyond the column 
where the audit trail begins, the audit trail can overstrike the source line. If you 
use the /P:n option, you start the audit trail in any tab stop coliunn. SLP rounds 
up the number you specify to the nearest tab stop column. If, for example, you 
specify 46 for n, SLP rounds this number to 49. 

Specifies size of the audit trail, where n represents the number of characters you 
want in the audit trail. If the number you specify is decimal, be sure to use a deci- 
mal point after the niunber. The default nimiber of characters in the audit trail is 
12 (decimal). The maximum number of characters you can specify for the audit 
trail is 16 (decimal). 

Retains trailing blanks and tabs in the input source file. By default, SLP removes 
spaces and tabs that appear at the end of lines in the input source file. 
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24.3 Example 



This section uses SLP to patch the source file, ANTONY.MAC, so that it 
matches the source file CAESAR.MAC. CAESAR.MAC consists of the fol- 



lowing lines. 



FRIENIiSr ROMANS» COUNTRYMEN! 

LEND ME YOUR EARS! 

I COME TO BURY CAESAR » 

NOT TO PRAISE HIM. 

THE Evil THAT MEN DO 

LIVES AI=-TER THEM. 

THE GOOD IS OFT INTERRED 

WITH THEIR BONESJ 

SO LET IT BE WITH CAESAR! 



The file this example will patch, ANTONY.MAC, follows. 



FRIENDS* ROMANS* COUNTRYMEN! 

LEN ME YOUR EARS! 

I COME TO BURY CAESAR* 

NOT TO PRAISE HIM. 

THE EVIL THAT MAN DO 

LIVES AFTER THEM. 

THE GOOD IS OFT ENTERED 

WIT THEIR HOMES? 

SO LET IT BE WITH CAESAR! 

Using the /P option in SRCCOM, this example obtains a command file, CAE- 
SAR.DIF. CAESAR.DIF contains the necessary commands to make 
ANTONY.MAC match CAESAR.MAC. The following command line directs 
SLP to patch ANTONY.MAC so that it matches CAESAR.MAC. 

.R SLP 

* ANTONY t ANTONY=ANTONY * CAESAR 

After executing the command above, SLP assigns a .BAK file type to the 
input file ANTONY.MAC. It assigns .MAC file type to the updated source 
file. SLP has also created a listing of ANTONY.MAC that lists each line by 
number and appends an audit trail to each new line. The updated file, 
ANTONY.MAC, is now identical to CAESAR.MAC. ANTONY.LST appears 
below. 



SLP V04. 


.00 ANTONY*^ 


i|NTONY=ANTONY 


1. 


FRIENDS, ROMANS* COUNTRYMEN! 


J**NEU!t!* 


2. 


LEND ME YOUR EARS! 


***-! 


3. 


I COME TO BURY CAESAR* 




4. 


NOT TO PRAISE HIM. 


***NEW** 


5. 


THE EVIL THAT MEN DO 


***-! 


6. 


LIVES AFTER THEM. 


J**NEW** 


7. 


THE GOOD IS OFT INTERRED 


;*)KNEU** 


8. 


WITH THEIR BONES 5 


***-2 


9. 


SO LET IT BE WITH CAESAR! 





Note that when SLP updates a line, it appends an additional audit trail 
below the audit trail of the updated line. The additional audit trail keeps 
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track of the number of consecutive lines that have been updated. In 
ANTONY.LST, above, note the audit trails ;**-! and ;**-2. 



24.4 Creating and Maintaining a Command File 

SLP is a line-oriented patching tool. That is, you make changes to entire 
lines, and not to individual or strings of characters within a line. If you want 
to change only a few characters within a line, it will be necessary for you to 
enter a new line. 

Although DIGITAL recommends you use the SRCCOM /P option to create 
the SLP input command file, you can use any RT-11 editor to create it your- 
self. The section that follows describes the commands, or operators, you use 
to create the command file. This procedure is tedious, however, and in most 
cases unnecessary. But for completeness, this procedure is included with 
this chapter. Table 24-2 lists the commands, or operators, you enter into the 
command file. 

The section ends with a description of various line manipulations that SLP 
can effect. 



Table 24-2: SLP Command File Operators 



Operator 



< 



Explanation 



Indicates the start of an update. 

Disables the audit trail. Note that this operator must appear on a line by itself. 

Enables the audit trail. 

Indicates the end of an update or a series of updates; it appears as the last char- 
acter in the command file. 

Serves as an escape character for characters SLP would otherwise interpret as 

onerfltnrs. For pyamnlp if vnn T»anf fn innlnrlo q o1<ioV> (I\ i»> o cniiv<.n Cl^ 4-,m.. 

the less-than character (<) before the slash. Then, SLP will not interpret the 
slash as an operator. You can use the less-than character as an escape charac- 
ter for all SLP command file operators. 



24.4.1 Update Line Format 

The general format of the SLP command file update line follows. 

-locatorl,[locator2],[/audittrail/][;] 
inputline 



where: 



indicates that this is an update line 
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locatorl represents a character string that serves as a line loca- 

tor. SLP moves the line pointer to the line specified by 
the line locator. You can specify this line locator with 
any of the locator forms described below 

locator2 represents a character string that, when used with loca- 

tor 1, defines a range of lines you want to delete or 
replace. You can specify this line locator with any of the 
locator forms described below 

/audit trail/ represents a character string you use as an audit trail. 
SLP appends the audit trail to the right of each updated 
line. You must delimit the audit trail with slashes (/) 

inputline represents a line of new text that SLP inserts into the 
file immediately following the current line. You can 
enter as many input lines as you want 

; is an optional command line terminator 

All fields in the update line are positional. That is, if you specify only loca- 
torl and an audit trail, you must use two commas between those two fields. 
If you want to specify only the audit trail, you must precede the audit trail 
with two commas. 

The line locators can take one of the following forms: 

/string/[ + n] 
/string... string/[ + n] 
number[ + n] 
.-Hn 

where: 



/string/[ + n] represents an ASCII character string. You 

must delimit any string you enter with slashes. 
SLP locates the first occurrence of this string, 
and moves the line pointer to the line that con- 
tains that string. +n represents the offset from 
the line that contains the string. You must use 
the plus character ( + ) with the n notation 

/string...string/[ + n] represents an ASCII character string. SLP 

locates the line in which the two strings delimit 
a larger string. Use the ellipsis (...) in this loca- 
tor form to separate the two strings. + n repre- 
sents the offset from the line specified by the 
string... string locator 



number[ + n] 



represents the line number to which SLP is to 
move the line pointer. +n represents the offset 
from the line specified by number 
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. + n represents the offset from the current line 

pointer. SLP interprets the period (.) as the cur- 
rent line pointer location, and the +nas the off- 
set from it. You must use the plus character ( + ) 



24.4.2 Creating a Numbered Listing 

You can use SLP to create a numbered listing of the input source file. In cre- 
ating a command file, you should use a numbered listing when you prepare 
command input. To generate a numbered listing, enter the following lines: 

R SLP 

*, listf ile=inf ile 

Listfile represents the listing file SLP produces, and infile represents the 
input source file. Here is a file, PROG.MAC, from which SLP is to create a 
numbered listing: 

.TITLE PROG.MAC VERSION 1 
.MCALL .TTYOUT» .EXIT. .PRINT 

EXP; .PRINT ♦MESSAG 

MOV *N>R5 

first: MOV *N+lfRO 

MOV *ArRl 

The following command line creates a numbered listing, PROG.LST of the 
file above, PROG.MAC: 

*f PROG-PROG 

After SLP processes the command above, it produces the following listing of 
PROG.MAC: 

SLP V04.00 rPRDG=PROG.MAC 

1. .title PROG.MAC VERSION 1 

♦MCALL .TTYOUT. .EXIT? .PRINT 



EXP J .PRINT *MESSAG 

MOV *N!.R5 

first; MOV #N+lrRO 

MOV *ArRl 



24.4.3 Adding Lines to a File 

To add lines to a file, enter in the command file one of the three locator forms 
below: 

-number 

- . rfri3 r fC/sudittrail/H 

-/string/ 
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Notice in the second locator form the two commas between the locator and 
the audit trail. You do not have to insert these commas if you are not speci- 
fying an audit trail. 

Below is a file, NUMBER.PAS, to which SLP is to add new lines. 

PROGRAM NUMBER? 

TYPE TEXT =FILE OF CHAR5 
PTR ="UORDNODE» 
UORriNODE=RECORD 

WORD J ARRAYCl ♦ »30j OF CHAR? 

next: PTR > 

END? 

VAR PjTOP JPTRy 

iNTEXT :text; 

I {INTEGER? 

SLP is to insert the following line between the fourth and fifth lines of 
NUMBER.PAS. 

The command file, OMEGA.DIF, contains the following update 1 to perform 
this procedure. 

-/PTR/ 

OKPO INTER TO NODE*) 

/ 

When SLP processes OMEGA.DIF with NUMBER.PAS, it produces the fol- 
lowing updated listing file. 



SLP yo4, 


.00 


NUMBER . PAS » NUMBER=NUM 


1. 

2 ^ 


PROGRAM NUMBER? 




3 = 


TYPE TEXT 


=FILE OF CHAR? 


4. 


PTR 


=''UORDNODE? 


5. 


<*POINTER TO NODE*) 


A. 


UORDNODE=RECORD 


7. 




W0RD:ARRAYC1..303 of CHAR? 


8. 




next: PTR? 


9. 




end; 


10. 






11. 


VAR PtJOF 


:ptr? 


12. 


INTEXT 


:text? 


13. 


I 


: INTEGER? 



;**NEU** 



SLP has numbered the lines, inserted the new text, and appended the 
default audit trail (;**NEW**) to the new line. 

The next example uses the same source file, but uses this command in the 
command file, SIGMA.DIF: 

-/U0RDN0DE/+2 

ID : INTEGER? 
/ 
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When SLP processes SIGMA.DIF with the source file NUMBER.PAS, it 
generates the following listing file: 



SLP V04, 


.00 




NUMBER . PAS , NUMBER=NUM 


1« 
2. 
3. 


PROGRAH 


NUMBER r 




TYPE 


TEXT 


=FILE OF CHAR} 


4. 




PTR 


="U0RriN0DE5 


5. 




UIORDNODE=RECORD 


6, 






WORD {ARRAY CI.. 30 3 OF CHARP 


7, 






next: PTR » 


S, 






ID : INTEGER » 


9. 






END> 


10. 








11. 


VAR 


P»TOP 


:ptr} 


12. 




INTEXT 


:text5 


13. 




I 


; INTEGER f 



r**NEtJ*)K 



Again, SLP has numbered the lines, and this time it skips two lines after the 
first occurrence of string WORDNODE before inserting the new input line. 



24.4.4 Deleting Lines in a File 

The SLP command file command for deleting lines from a file is: 

-locatorl,locator2,[/audittrail/][;] 

where locatorl and locator2 can be any of the forms of the locator fields 
described earlier, locatorl specifies the line where SLP is to begin deleting 
lines. locator2 specifies the last line SLP is to delete. 

If you want to delete lines five through eight in file NUMBER.PAS, it will be 
helpful to look at a numbered listing of NUMBER.PAS. 



SLP V04.00 




,NUMBE 


1. 


PROGRAM 


NUMBER? 




3. 


TYPE 


TEXT 


=FILE OF char; 


4. 




PTR 


="WORDNODE? 


5. 




WORDNODE=RECORD 


6, 






U0RriJARRAYi:i..30a OF CHAR 5 


7. 






next: PTR J 


8. 






END? 


9. 








10. 


VAR 


P»TOP 


:ptr; 


11. 




INTEXT 


:text; 


12. 




I 


: INTEGER? 



In the command file, GAMMA.DIF, the command for deleting lines five 
through eight follows. 



-/WORDNODE/. /END/ 



When SLP processes GAMMA.DIF with NUMBER.PAS, it produces this i 



listing file of NUMBER.PAS. 
24-8 Source Language Patch Program (SLP) 



1 



SLP V04,00 

1. PR0C5RAM NUMBER? 
2. 

TYPE TEXT 

WAR 



3. 
4, 

5. 
6, 
7. 



PjTOP 

INTEXT 

I 



NUMBER ♦ PAS » NUMBER=NUMBER . PAS f GAMMA .DIP 



=FILE OF CHAR5 

:PTR5 

5 TEXT} 

5 INTEGER? 



?**-4 



24.4.5 Hepiacirsg unes in a rue 

When you replace lines, you delete and then add new text. To replace lines 
in a file, first enter the full SLP edit command for the delete operation. The 
first line locator specifies the first line to be deleted. The second line locator 
specifies both the last line to be deleted and the location where SLP is to 
insert new text. For example, the command file command instructs SLP to 
move the line pointer to line 4. 

-4f .+4 

Then, SLP is to delete the next four lines (represented by +4), including line 
4. Finally, SLP is to insert input lines that follow in the command file. SLP 
inserts the new lines, beginning at the line pointer's current location. 

The following example illustrates replacing lines in a file. The source file, 
BETA.MAC, consists of the following lines: 

.TITLE BETA.MAC 
.MCALL .TTYOUTr .PRINTf .EXIT 

START t .PRINT *MESSAG 

MOU *5fR0 

The command file, DELTA.DIF, contains: 

-5y+lr/AUDIT TRAIL/ 

BNE start: 

MOVB <R2)»-(:R3) 
/ 

When SLP processes DELTA.DIF with BETA.MAC, it produces the follow- 
ing listing file: 

SLP V04.00 beta »BETA=BETAi. DELTA 



1. 




.TITLE 


BETA.MAC 




2. 
3. 




.MCALL 


.TTYOUTr .PRINTj 


.EXIT 


4» 
5. 
6. 
7. 


start: 


.PRINT 

BNE 

MOyB 


♦MESSAG 

start: 

<R2).-(R3) 


?AUDIT TRAIL 
JAUDIT TRAIL 


8. 




MOV 


♦5fR0 
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Chapter 25 

Patch Utility (PATCH) 



You can use the PATCH to make code modifications to any RT— 11 file (see 
Table 3-2 in Chapter 3 for a complete list of RT-11 file types). You use 
PATCH to interrogate and then to change words or bytes in the file. 

It is always a good idea to create a backup version of the file you want to 
patch, because PATCH makes changes directly to the file as you work. 

25.1 Calling and Using PATCH 

To call PATCH from the system device, respond to the dot (.) printed by the 
keyboard monitor by t3T)ing: 

R PATCH <RET> 

PATCH then prints: 

FILE NAME — 
* 

You should enter the name of the file you want to patch according to this 
general syntax: 

filespec[/option. . .] 

where: 

filespec represents the device, file name, and file type of the file you 
want to patch 

/option is one of the options listed in Table 25-1 

If you do not specify a file type, PATCH assumes a .SAV file type. 



25.2 Options 

Table 25-1 summarizes the options that are valid for PATCH at this point 
in the opening command. 
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Table 25-1: PATCH Options 



Option 



Meaning 



/A 



/O 

/c 

/D 



Use with a device specification with or without a file specification. Use without a 
file specification to repair damaged RT-11 directories on directory-structured 
devices or to patch the bootstrap on disk block 0. Use with a file specification when 
the file is a source file or has a file type other than .SAV. Use if the file is an 
RT-11 monitor file. 

Use if the file is an overlay-structured file. 

Requires you to enter a checksum. If you make no modifications, PATCH ignores 
the /C option. 

Use if you do not know the checksum for a particular patch. PATCH prints the 
checksum for that patch. If you make no modifications, PATCH ignores the /D 
option. 



Note that you must enter the complete file specification and accompanying 
options at this point; they are not legal at any other time. If you enter a car- 
riage return instead of a file specification, however, PATCH prints its cur- 
rent running version number. It then repeats the prompt for a file 
specification. 

After you enter the file specification, PATCH prints another asterisk and 
waits for commands. 



25.2.1 Checksum 

The checksum option (/C) helps you verify your work. It lets you compare the 
patch that you make to another patch that is known to be correct. The check- 
sum does not tell you specifically where your error is, but it does tell you 
that an inconsistency exists. 

PATCH can maintain a n.inning total of the value of each command, ari^u- 
ment, and character you enter. This total is called the checksum for the 
patch. 

For example, if you receive from DIGITAL a patch to improve your system's 
performance, the patch contains a checksum value. You should use the /C 
option in the first PATCH command line, and then make the modifications 
to your file exactly as shown in the DIGITAL patch. When you exit, PATCH 
asks you for a checksum. Enter the value from the DIGITAL patch. If the 
checksum you enter and the checksum that PATCH generated when you 
made your modifications do not match, PATCH prints the ?PATCH-W- 
Checksum error message. You then know that you made an error in patch- 
ing your file and that you need to try again. 



25.3 Commands 



Table 25-2 summarizes the PATCH commands. Upper-case characters rep- 
resent PATCH commands; lower-case characters represent octal values or 
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ASCII characters. The sections that follow the table describe the commands 
in detail. Section 25.4 provides examples of PATCH. 



Table 25-2: PATCH Commands 



Command 



v;nR 
x;B 

r,o/ 

r,o\ 

s:r,o/ 

s:r,o\ 

RET 
LF 



@ 
F 
E 

x;0 



X 

C(x[x]) 

P(xxx) 



Section 



25.3.8 
25.3.7 
25.3.3 

25.3.3 

25.3.3 

25.3.3 

25.3.3 
25.3.3 

25.3.3 

25.3.3 
25.3.1 
25.3.2 

25.3.5 

25.3.6 

25,3.4 

25.3.4 
25.3.4 

25.3.4 



Explanation 



Sets relocation register n to value v. 

Sets the bottom address of the overlay file to the value x. 

Opens the word location indicated by the contents of relocation 
register r plus offset o. 

Opens the byte location indicated by the contents of relocation reg- 
ister r plus offset o. 

Opens the word location indicated by the contents of relocation 
register r plus offset o in overlay segment s. 

Opens the byte location indicated by the contents of relocation reg- 
ister r plus offset o in overlay segment s. 

Closes the currently open word or byte. 

Closes the cvurently open word or b3rte and opens the next sequen- 
tial word or byte. 

Closes the currently open word or byte and opens the previous 
word or byte. 

Closes the currently open word and opens the word it addresses. 

Closes the file currently open and requests a new file specification. 

Closes the file currently open and returns control to the system 
monitor. 

Indicates that a value in the overlay handler or its tables is being 
modified to the value * and that the overlay structure must be re- 
initialized. A value of zero (0) is illegal and generates an error 
message. 

Indicates that PATCH should add the contents of all subsequently 
opened locations to the checksum, until it encounters another & 
symbol. 

Prints the contents of the opened word or byte as ASCII characters. 
(If a byte is open, one character prints; if a word is open, two char- 
acters print.) 

Prints the contents of the opened word as an unpacked Radix-50 
word. 

Resets the contents of the opened word or byte to the ASCII value 
you type. (If a byte is open, you must type one character; if a word 
is open, you must type two characters.) 

Resets the contents of the currently opened word to the packed 
Radix-50 value of the three ASCII characters you type (you must 
type three characters). 
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25.3.1 Patching a New File (F) 

The F command causes PATCH to request you to enter a checksum, or it 
prints the required checksum (depending upon the options you specify). It 
also causes PATCH to close the currently open file and to print an asterisk 
indicating its readiness to accept another command string. No checksum 
dialogue is invoked if you have not previously specified checksxim options 
(with /D or /C). 



25.3.2 Exiting from PATCH (E) 

The E command causes PATCH to close the currently open file and return 
control to the RT-11 monitor. The checksum dialogue is printed before the 
exit only if you specify the checksum options /D or /C. 



25.3.3 Examining and Clianging Locations in the File 

For a non-overlaid file, you can open a word address (as with ODT) by 
typing: 

[relocation register,]offset/ 

PATCH types the contents of the location and waits for you to enter either 
new location contents or another command. 

For an overlay file, the format is: 

[segment number:][relocation register,]offset/ 

Segment number represents the overlay segment number as it is printed on 
the link map for the file. If you omit the segment number, PATCH assumes 
the root segment. If you make an error in a command string while patching 
an overlaid program, you can use CTRL/U to cancel the command. However, 
PATCH assumes the entire line is incorrect and preserves only the pre- 
viously set relocation registers. PATCH preserves the segment number only 
across the * and LF commands. 

Similarly, you can open a byte address in a file. The format for non-overlaid 
files is: 

[relocation register ,]offset\ 

The format for overlay files is: 

[segment number:][relocation register,]offset\ 

Once a location has been opened, you can optionally type in the new con- 
tents in the format: 

[relocation register,]octal value 

Follow this line with one of the control characters from Table 25-3. 
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Table 25-3: PATCH Control Characters 



Character 



<RET> 

<LF> 

A 

@ 



Function 



Closes the current location by changing its contents to the new contents (if 
any), and awaits additional control input. 

Closes the current location by changing its content to the new contents (if 
any), and opens the next sequential word or byte. 

Closes the current location by changing its contents to the new contents (if 
any), and opens the previous word or b}^. 

Closes the current word location, and opens the word it addresses (in the same 
segment if it is an overlay file). 



25.3.4 Translating and Indirectly Modifying Locations with a File 

After opening a location within a file, you can translate the contents into 
ASCII characters or into the equivalent of a Radix-50 packed word. 

To obtain the ASCII equivalent of the opened location, type A after PATCH 
prints the contents in octal. 

PATCH then translates the word or byte into two (or one, if a byte is opened) 
ASCII characters. In this example, a byte is opened: 

«1»100\ 102 A = B <LF> 

PATCH prints only the printable ASCII characters in the opened word or 
byte (all nonprinting characters, such as ASCII codes 0-37, are represented 
by the ? character). In this example, a word is opened: 

«lf 100/ 302 A = B? <LF> 

In fho T1AY+ PYnmnlp a word is npfipfid. and both ASCII characters are 
printable: 

*1, 100/ 33502 A = B7 <RET> 

In these examples, one or both of the characters cannot be printed: 

*0, 400/ 466 A = <S? <LF> 

*lf 202/ 55001 A = ?Z <LF> 

*6t6/ 401 A = ?? <RET> 

To impack a Radix-50 word as three ASCII characters, type X after PATCH 
prints the contents of the opened word. 

PATCH then unpacks the opened word and prints three ASCII characters. 

Note that you must open a word and not a byte. 

If the word you open contains an illegal Radix-50 word, PATCH prints ???. 
If the translated character is not printable, PATCH prints ? in place of it. 
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Neither the A command nor the X command alters the contents of the open 
location; however, PATCH updates the checksum to reflect the fact that you 
have entered a new command. 

You can specify the A and X commands in any order on the same command 
line without altering the contents of the open location. For example, 

*1» 15022/ 50553 X = MAC A = kQ 

After examining the location, you can change the location. For example, 

*45660/10146 A = F? X = BX8 12122 <RET> or <LF> 

If the same location is reopened, the following change appears: 

)(!45660/12122 

You can change the contents of a location to the ASCII code of the value you 
specify by using the C command. You can use the P command to change a 
word to the packed Radix-50 word of the three characters you specify. This 
example changes an open byte to the ASCII code for the letter Z: 

*1» 115\ 101 C <Z) <RET> 

Note that PATCH prints the parentheses; you type only the character Z. 
When reopened, the byte contains the ASCII code for Z: 

#!» 115\ 132 

Similarly, PATCH inserts the ASCII code for two ASCII characters into the 
low-order and high-order bjrtes of one word. This example changes an open 
word to the ASCII code for AZ: 

*0>10116/ 103523 C <AZ) " 

If reopened, the location contains the ASCII code for AZ: 

)(cO» 10116/ 55101 M = AZ 

You can examine the same location in more conventional ways, as this 
example shows: 

*0i.l0116\ 101 <LF> 
0fl0117\ 132 

Similarly, you can use the P command to change the contents of an open 
word to the Radix-50 packed word equivalent of the three ASCII characters 
you specify. This example changes the Radix-50 word equivalent of SAV to 
REL: 

*2tl»400/ 73376 x = SM P <REL)<RET> 
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25.3.5 Setting Values in the Overlay Handler Tables of a Program 

Use the ;0 command to effect any changes to the overlay handler tables in 
an overlaid program. For example, 

*616/ 1043 llOOfO 
* 

This command line increases the size of the referenced overlay region by 
35(8) words, or 58(10) bytes, to allow room for a patch. The value being mod- 
ified is a value associated with the overlay handier tables, or a value 
required by the overlay handler for proper overlay structure initialization. 
The overlay structure is re-initialized and you can enter commands to mod- 
ify the new region on the next line. A value of is not permitted with the ;0 
command. If you omit the preceding argument, or use 0, an error message is 
printed on the terminal. 



25.3.6 including the Old Contents in the Checksum 

Sometimes it is important that the present contents of the locations being 
changed have known specific values. This is the case when DIGITAL pub- 
lishes system patches. The & command aids in implementing system 
patches. It automatically includes the old contents of an open location into 
the checksum. This command is a simple switch. The first occurrence of the 
& turns the switch on, the second turns it off. While the switch is on, the old 
contents of every location you open and close become part of the checksum. 
To use the & command, type: 



PATCH then prints a carriage return-line feed sequence and another * 
indicating its readiness to accept another command. This switch is then 
enabled. 

If you type the command on a line where a location is currently open, 
PATCH closes the location and resets the switch. PATCH then prompts with 
an asterisk indicating that it is ready to accept additional commands. 



25.3.7 Setting the Bottom Address 

To patch an overlay file, PATCH must know the bottom address at which 
the program was linked if it is different from the initial stack pointer. This 
is the case if the program sets location 42 in an .ASECT. To set the bottom 
address, type: 

bottom address ;B 

You must issue the B command before you open any locations in an overlay 
for modification. 
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25.3.8 Setting Relocation Registers 

You set the relocation registers 0-7 with the R command (as with ODT). The 
R command has the sjTitax: 

relocation value;relocation registerR 

Be careful when you type this command string. If you substitute a comma (,) 
for the semicolon (;) in the R command, PATCH does not generate an error 
message. However, it does not set the value you specify in the relocation 
register. 

Once you set one of the eight relocation registers, the expression: 

relocation register,octal number 

in a command string will have the value: 

relocation value + octal number 



25.4 Examples 



This section consists of two patch examples: one example for a nonoverlaid 
file, and the other for an overlaid file. In each case, the steps that were taken 
to assemble, link, and patch the files are illustrated. 



25.4.1 Patching a Nonoverlaid File 

The following command assembles the program PROMPT.MAC: 

MACRO/LIST PROMPT 

ERRORS detected; 

The following listing was produced on the line printer as a result of the 
assembly. It consists of two parts: (1) the assembly listing of the source pro- 
gram, and (2) the symbol table listing. 



PROMPT. 


«AC 


MACRO V03,00 5.MIV-17 


lAiSAi in 


P»C-S ! 








1 














.TITLE 


PROMPT.MAC 


2 














.«CAtL 


.PRINT, .EXIT 


3 














.MCALL 


.TTIOUT. ,miN 


4 


000000 












.CSECT 


HCHSES 


s 














.NLIST 


BEX 


« 


000000 


112700 


000052 


START! 


MOVB 


•••,F0 




! PBIMT,.,. 


7 


000004 








.TTYOUT 






) ...A PROMPT. 


8 


000010 








■TTYIN 






! ACCEPT A CHARACTER FROM THE KEIBOARU 


9 


oooon 


122700 


000040 




CMPB 


»• ,R0 




) IS II A CONTROL CHARACTER? 


to 


000020 


101367 






BHI 


START 




; KES - MUST BE A MISTAKE, 


11 


000022 


122700 


000057 




CMPB 


••/,R0 




■ NO - IS IT A »/"? 


12 


000026 


OOIOll 






BNE 


ERROR 




) NC - REPORT THE ERROR. 


13 


000030 








.TTlfIN 






: YES • GET NEXT. 


14 


000034 


122700 


00012* 




CMPB 


I'V.RO 




! IS II A "/" CHARACTER? 


15 


000040 


001004 






BNE 


ERROR 




! NO - REPORT THE ERROR. 


16 


000042 








.PRINT 


• fSG 




) lES • PRINT THE VERSION MESSASE... 


17 


000050 






EXIT! 


.EXIT 






; ...AND THEN EXIT TO THE RT-11 MONITOR. 


18 


')00OS2 






E«ROI>! 


.PRINT 


•CKDERB 




J PRINT THE "7(Rei)(LF)",.,. 


19 


000060 


000747 






BR 


START 




1 ...AND THEN RESTART. 


20 


000062 


077 


000 


C«DERR| 


.ASCIZ 


/?/ 






21 


O0O0R4 


"is 


1!? '."•? 


W5C. 


, "'CIZ 


< 16X1 r> 


/FILE 


v'03.01 


















22 














.LIST 


BEX 


23 




nooooo' 










.KM> 


START 

(continued on next page) 
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PROHPI.HAC MACRO VOS.Ou 5-MAY-77 16lS4l30 PAGE 1-1 
SYMBOL TASLE 

CMDEBR O00062R "02 EPKDB O00052P 002 EXIT 000050R 002 «SG 000064R 002 START OOOOOOB 002 

, ABS, 000000 000 

000000 QOl 

HGHSEC OOOim 002 

ERRORS OETECTEDI 

VIRTUAL »E"aRY USEOl 562 «OaOS ( 3 PAOtS) 
DYNAMIC MEMORY AVAILABLE FOR SR PAGES 
DKtPROXPT.LPlPRDXPTsDKlPB'Jt'PT.HAC/C 

The next command links file PROMPT.OBJ and produces an executable 
module called PROMPT.SAV. 

.LINK/MAP PROMPT 

The following listing was produced on the line printer as a result of the link 
operation. 

RT-ll LINK ¥03,01 IHAH MAP THIJ os-^.AY-?? lb;55!2B 

PROMPT.SAV TITIFJ! PROMpf TOEWT; 

SECTION ADDt' SI Z>: (GLOBAL VAL'Jf"- GLOBAL VALUe GLOBAL VALUK 

, RbS, DOOOOO (lOluOO Cf <■■» 1»GBL. AB3#0VR) 

HGHSEG 00lf>00 oooiio ( RW, I , GHL» P£U» t/Vf) 

TRANSFER APDRKSS = uOlOOo, HIGH LIMJT s OOlllO s 292, wORDS 

The program contains an error. On line 21 the characters <16> should be 
<15>. The following example uses PATCH to correct the error. 

.R PATCH 

FILE NAME— 

#PROMPT/D 

$1000>1R 

*E 

TPATCH-I-Checksum = 30633 



The example shown above uses the /D option, which requests PATCH to 
print the checksum when the operation completes. Next, relocation register 
1 is set to the transfer address, which the link map shows is 1000. The next 
command opens relative location 64, which contains the error, as the assem- 
bly listing shows at line sequence number 21. The value 15 is substituted for 
16 (by typing 15 followed by a carriage return), and the exit command is 
issued (E). PATCH then prints the checksum for the operation, which is 
30633. 
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The next example verifies the change just made. 



,R PATCH 


FILE NAME— 


^PROMPT 




#1000»1R 


*1,A4\ 


15 


lr65\ 


12 


It 66\ 


106 


1t67\ 


111 


1>70\ 


114 


1»71\ 


105 


lf72\ 


40 


lr73\ 


40 


1,74\ 


126 


1»75\ 


60 


lf76\ 


63 


1 . 77\ 


56 


lflOO\ 


60 


1.101\ 


61 


1»102\ 


40 


1»103\ 


40 


1»104\ 


15 


lfl05\ 


12 


*E 





As before, relocation register 1 is set to 1000 and location 64 is opened. Now 
it contains the correct value, 15. The rest of the command lines are termi- 
nated with a line feed. This closes the open location and opens the next one. 
This example shows the values from line 21 of the assembly listing 
<RET><LF> FILE V03.01 <RET><LF> as they are stored in memory. 



25.4.2 Patching an Overlaid File 

The following commands assemble two programs: PTCH.MAC, the main 
program, and OVRLAY.MAC, the overlay. 

.MACRO/LIST PTCH 

ERRORS detected; 

.MACRO/LIST OVRLAY 

ERRORS detected: 



The following listings were produced by the two assemblies. 



PTCH 


.MAC 


MACRO V03,00 5-MAJ' 


-77 17158:35 


PAGE 1 




















.TITIE 


PTCH.MAC 
















.MCALL 


.PRINT, .EXIT 






000000 










.CSECI 


HGHSEG 
















.(.LOBL 


ENTRY, MSGi 






000000 


000403 




STARTi 


BH 


EXIT 


! BRANCH IMMEDIATELY TO CALL OVERLAY, 






000002 


C12700 


000016' 




MOV 


«I4SG<R0 


; ALTERNATIVELY PRINT A MESSAGE 






000006 








.PRINI 




! DO THE PRINT. 






noooio 


004767 


oooooos 


EXITI 


J5R 


PC, ENTRY 


1 CALL IN THE OVERLAY. 






000014 








.EXIT 




J THEN EXIT ON RETURN. 
















.NLISl 


BEX 






OOOOie 


Ui5 


uli 


j2« •^iiit 


,A5CIZ 


<15><12>/THIS IS A SUCCESSFUL PATCH/<15><12> 






000055 


OlS 


012 


124 MSni! 


.ASCIZ 


<15><12>/THIS IS AN OVERLAY PATCH/<15><12> 
















.LIST 


BEX 








OOOOOO" 








.END 


START 



(continued on next page) 
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PTCH.HAC «»CRD V03,00 5-^'SY-7T 17l58t36 PAGE 1-1 
SYMBOL TABLE 

EKtBY • »»»«•♦ G EXIT OOOOlOP 002 "tSG 000016P 002 «SG1 000055RG 002 SIAPT OOOOOOR 002 

, MS, 000000 000 

000000 001 

HCHSEG 000112 002 

mOM DETECTED I 

VIRTUAL MEMORY USEOl S09 WOPDS ( 2 PAGES) 
DXNJINIC MEMORY AVAILABLE FOR ^9 PSGES 
DKjPTCH,lPlPTCH»DK|PICH 

OVRLAY.MAC MACRO V03,00 5-MAY-77 i7:58!57 PAGt 1 

i TITLE OVRLAY.MAC 

J Imcall .print 

3 000000 .CSECI OVLSEG 

4 .GLUBL MSGl, ENTRY 

5 000000 000403 EKTPYl BR RETUBK ! BRANCH IXMEDIATELY TO RETURM, 

6 000002 012700 OnoOOOG »'0V IMSGl.RO ( ALTERNAIKELY PRI«T A MESSAGE 

7 000006 .PRIST 

9 OOOOIO 0002O7 RETURN! RTS PC ; THEN RETURN. 

9 000001 .END 

OVRLAY.MAC MACRO V03.00 5-HAV-77 l7l58lS7 PAGE 1-1 
SYMBOL TAKLE 

ENTRY OOOOOORG 002 MSGl = »»«•»• G RETURN OOOOIOR 002 

. ABS. OOOOOn 000 

000000 001 

OVLSEG 000012 002 

ERRORS DETECTED! 

VIRTUAL MEMORY USEDl 354 WORDS ( 2 PAGES} 
DYNAMIC MEMORY AVAILABLE EOR it PAGES 
DK|OVRLAY,LPlOVRLAY«DKlOVRLAY 

The next command links the module PTCH.OBJ and the overlay module 
OVRLAY.OBJ, producing the executable module ROOT.SAV. 

•L.INK/HAF /PROMPT/EXECUTE J ROOT PTCH 

*DVRLAY/0:i 

*// 



The following listing is the load map that resulted from this link. 

RT-11 LINK Y03.01 LOAD MftP THU 05-MAY-77 17^59:51 
ROOT ,sav TITLE: PTCH.M IDENTj 

SECTION ADDB SIZE GLCTBAL VALUE GLOBAL VALUE GLOBAL VALUF 

, ABS, noOOOO OOU22 t ?«» I # GRL» ABS, GVR) 
HGHSEG 001J22 000112 (pw, I , G8L» PEL,OVP) 

VSGl 001177 
SEGMENT SIZF s 001234 s 334, WORDS 
DVEPLAy REGION OOOOOl SEGME'MT OoOOOl 
OVLSEG 001236 000012 ( Rw, 1, G9Lf REL» OVB) 

E^'TPY a 001236 
SEGMENT SIZE a A00012 s 5, wDRDS 

TRANSFER ADDRESS s 001122, HIGH LIMIT = Oul250 = 340, wGRDS 
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The following example shows how to patch an overlay segment. 



♦R PATCH 

FILE NAME— 

*R00T/O/C 

* 12365 IR 

♦iJlrO/ •^O^ 240 

*E 

Checksum? 45475 

' R ROOT 

THIS IS AN OVERLAY PATCH 



The options /O and /C are used in the file specification. /O indicates that the 
file is overlaid. /C causes PATCH to verify that the changes are correct by 
requesting a checksum value that it compares to the actual checksum value 
the changes generate internally. The patch for this example was supplied by 
an experienced user, and the checksum for the correct patch is known to be 
45475. 

The first command line sets relocation register 1 to the start of the overlay 
segment to be patched. The load map shows that overlay segment 1 begins 
at location 1236. The next command opens the first location in overlay seg- 
ment 1. It contains a branch instruction (403). A no-op instruction is sub- 
stituted for it (240) followed by a carriage return, and E is used to exit. 
PATCH then requests the checksum value and 45475 is entered. This 
matches the checksum that the changes generated internally, so control 
returns to the monitor and the patch is successful. 



The program is executed by typing: 



Control branches immediately to the overlay segment. Because the branch 
instruction at ENTRY: is now inoperative, control passes to the next line 
and the message THIS IS AN OVERLAY PATCH prints on the terminal. 

NOTE 

The linker allocates space for overlay segments in 256-word 
blocks. Each segment begins on a block boundeiry. If a par- 
ticular overlay segment's size is less than a whole number 
multiple of 256, you can add patches in the free space that 
exists between the end of that overlay segment and the 
beginning of the next block. You must first modify the 
word-count word in the overlay handler table so the patches 
you add are included in the size of the overlay segment. Be 
careful not to patch into the next block, though, because the 
next overlay segment begins there. 
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Appendix A 
BATCH 



RT-ll BATCH is a complete job control language that allows RT-11 to 
operate unattended. BATCH processing is ideally suited to frequently run 
production jobs, large and long-running programs, and programs that 
require little or no interaction with you, the user. With BATCH, you can 
prepare your job on any RT-11 input device and leave it for the operator to 
start and run. 

RT-11 BATCH permits you to: 

• Execute an RT-1 1 BATCH stream from any RT-1 1 input device 

9 vyutpUu a log me I/O any xvi. — J.x ouupUu device vexcepi* magLape or cassette/ 

• Execute the BATCH stream with the single-job monitor or in the back- 
ground with the foreground/'background monitor or the extended mem- 
ory monitor 

• Generate and support system-independent BATCH language jobs 

• Execute RT-1 1 monitor commands from the BATCH stream 

RT-11 BATCH consists of: (1) the BATCH compiler, and (2) the BATCH 
run- time handler. The BATCH compiler reads the batch input stream you 
create, translates it into a format suitable for the RT-11 BATCH run-time 
handler, and stores it in a file. The BATCH run-time handler executes this 
file with the RT-11 monitor. As each command in the batch stream exe- 

CU.LCJ3, ±J£-i.X\J±J. IIOI/O HAC: V^Ullil.llClll.^-1, aiKJi.lQ WiUXJ ClXiJ U^l 111111.C11 UU.UpU.i> gdlCl - 

ated, by executing the command on the BATCH log device. 



A. 1 Hardware and Software Requirements 

You can run RT-11 BATCH on any single-job system that is configured with 
at least 12K words of memory. You need a minimum system of 16K words of 
memory to run BATCH in the background in a foreground/background envi- 
ronment. BATCH can run in any extended memory environment. A line 
printer, although optional, is highly desirable as the log device. 

BATCH uses certain RT-11 system programs to perform its operations. For 
example, the $BASIC command executes the file BASIC.SAV. Make sure 
that the following RT-11 programs are on the system device, with exactly 
the following names, before you run BATCH: 

BASIC .SAV (BASIC users only) 

BA.SYS 

BATCH.SAV 



A-1 



CREF.SAV (MACRO users only) 

SYSLIB.OBJ (FORTRAN and MACRO users) 

FORTRA.SAV (FORTRAN users only) 

LINK.SAV 

MACRO.SAV (MACRO users only) 

PIP.SAV 

DIR.SAV 



A.2 Control Statement Format 



For input to RT-11 BATCH, you can generate a file with the RT-11 editor 
and use any RT-11 input device, or you can use punched cards from the card 
reader. In both cases, the input consists of BATCH control statements. A 
BATCH control statement is divided into three fields, separated from one 
another by spaces: (1) command fields, (2) specification fields, and (3) com- 
ment fields. The control statement has the syntax: 

$command/option specification/option [Icomment] 

Each control statement requires a specific combination of command and 
specification fields and options (see Section A.4). Control statements cannot 
be longer than 80 characters, excluding multiple spaces, tabs, and com- 
ments. You can use a hyphen (-) as a line continuation character to indicate 
that the control statement is continued on the next line (see Table A-4). 
Even if you use the line continuation character, the maximum control state- 
ment length is still 80 characters. 

The following example of a $FORTRAN command illustrates the various 
fields in a control statement. 

*FORTRAN/LIST/RUN PROGA/LIBRARY PROGB/EXE !RUN FORTRAN 

command/options spec fields/options comment field 



A.2.1 Command Fields 

rni ] J2_ij :_ _ "n a rn/^TT j i _i._i j. i ]^__i. j.i__ j.i j__ 

Hit! cuiiiiiiaiiu iieiu iii a jj.n.xv^±i tuiiLiui otai/CiiiciiL iiiuiutiLes uie upeifciwuu tu 

be performed. It consists of a command name and certain command field 
options. Indicate the command field with a $ in the first character position 
and terminate it with a space, tab, blank, or carriage return. 

A.2.1. 1 Command Names — The command name must appear first in a 
BATCH control statement and have a dollar sign ($) in the first position of 
the command (for example, $JOB). No intervening spaces are allowed in the 
command name. BATCH recognizes only two forms of a command name: the 
full name, and an abbreviation consisting of $ and the first three characters 
of the command name. For example, you can enter the $FORTRAN com- 
manu. as: 

♦FORTRAN 
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or 

*FOR 

You cannot enter it as: 

$FORT 

or 

*FORTR 

A.2.1.2 Command Field Options — Options that appear in a command 
field are command qualifiers. Their fiinctions apply to the entire control 
statement. All option names must begin with a slash (/) that immediately 
follows the command name. Table A-1 describes the command field options 
for BATCH and indicates the commands on which you can use them. Those 
option characters that appear in square brackets are optional. The command 
field options are described in greater detail in the sections dealing with the 
appropriate commands. 

NOTE 

All /NO options are the defaults, except the AVAIT option 
in the $MOUNT and $DISMOUNT commands and the 
/OBJECT option in the $LINK command. 



Table A-1: Command Field Options 



Option 



Explanation 



/BAN[NER] 

/NOBAN[NER] 
/CRE[F] 

/NOCRE[F] 
/DEL[ETE] 

/NODEL[ETE] 
/DOL[LARS] 



Prints the header of the job on the log file. BATCH allows this option 
only on the $JOB command. Note that BATCH outputs the $JOB com- 
mand line to the log device sixty times. 

Does not print a job header. 

Produces a cross-reference listing during compilation. BATCH allows 
this option only on the $MACRO command. 

Does not create a cross-reference listing. 

Deletes input files after the operation completes. BATCH allows this 
option on the $COPY and $PRINT commands. 

Does not delete input files after operation completes. 

The data following this command can have a $ in the first character 
position of a line. BATCH allows this option on the $CREATE, $DATA, 
$FORTRAN, and $MACRO commands. BATCH terminates reading 
data when you use one of the following commands or when it encounters 
a physical end-of-file on the BATCH input stream: 



*.JOB 

^SEQUENCE 



*EOri 
*EOJ 



/NODOL[LARS] 



The data following this command cannot have a $ in the first character 
position; a $ in the first character position means a BATCH control 
command. 



(continued on next page) 
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Table A-1: Command Field Options (Cont.) 



Option 



Explanation 



/LIB[RARY] 

/NOLIB[RARY] 
/LIS[T] 



/NOLIS[T] 
/MAP 

/NOMAP 
/OBJ[ECT] 



/NOOBJ[ECT] 
/RTll 

/NORTH 

/RUN 

/NORUN 
/TIM[E] 

/NOTIM[E] 



/TTXTTrr^TTTT^l 



/NOUNHQUE] 

AVAI[T] 

/NOWAim 
/WRI[TE] 

/NOWRI[TE] 



Includes the default library in the link operation. BATCH allows this 
option on the $LINK and $MACRO commands. 

Does not include the default library in the link operation. 

Produces a temporary listing file (see Section A.2.5) on the listing 
device (LST:) or writes data images on the log device (LOG:). BATCH 
allows this option on the $BASIC, $CREATE, $DATA, $FORTRAN, 
$JOB, and $MACRO commands. When you use /LIST on the $JOB com- 
mand, /LIST sends data lines in the job stream to the log device (LOG:). 

Does not produce a temporary listing file. 

Produces a temporary link map on the listing device (LST:). BATCH 
allows this option on the $FORTRAN, $LINK, and $MACRO 
commands. 

Does not create a MAP file. 

Produces a temporary object file as output from compilation or assembly 
(see Section A.2.5). BATCH allows this option on the $FORTRAN, 
$LINK, and $MACRO commands. When you use /OBJECT on $LINK, 
BATCH includes temporary files in the link operation. 

Does not produce an object file as output of compilation; with $LINK, 
does not include temporary files in the link operation. 

Sets BATCH to operate in RT-11 mode (see Section A.5). BATCH 
allows this option only on the $JOB command. 

Does not set BATCH to operate in RT-11 mode. 

Links (if necessary) and executes programs compiled since the last 
"link-and-go" operation or start of job. BATCH allows this option on the 
$BASIC, $FORTRAN, $LINK, and $MACRO commands. 

Does not execute or link and execute the program after performing the 
specified command. 

Writes the time of day to the log file when BATCH executes. BATCH 

axxuVVO tJAlXO \/y\i±\Jl± \JMI.±y \JIL bXXC q'CJ v./1-r i,uxxiiixaiiLi. xxxxo vuxxxxxxcixxu vyxxtfCO 

the time after each command that begins with a dollar sign ($). 

Does not write the time of day to the log file. 

■olieCiiB for Uiiique spelling of OptlOus aiiu keyiiaiues (see Secliuri 
A.4.13). BATCH allows this option only on the $JOB command. 

Does not check for unique spelling. 

Pauses for operator action. BATCH allows this option on the $DIS- 
MOUNT, $MESSAGE, and $MOUNT commands. 

Does not pause for operator action. 

Indicates that the operator is to WRITE-ENABLE a specified device or 
volume. BATCH allows this option only on the $MOUNT command. 

Indicates that no writes are allowed or that the specified volume is read- 
only; informs the operator, who must WRITE-LOCK the appropriate 
device. 
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A.2.2 Specification Fields 

Specification fields immediately follow command fields in a BATCH control 
statement and apply only to the fields they follow. Use them to name the 



from the command field, and from each other, by blanks or spaces. 

If a specification field contains more than one file to be used in the same 
operation, separate the files by a plus ( + ) sign. For example, to assemble 
files Fl and F2 to produce an object file F3 and a temporary listing file, type: 

$MACRO/LIST F1+F2/S0URCE F3/0BJECT 

If you need to repeat a command for more than one field specification, sepa- 
rate the files by a comma (,). For example, the following command assembles 
Fl to produce F2, a temporary listing file, and a map file F3. It then assem- 
bles F4 and F5 to produce F6 and a temporary listing file. 

*MACRO/LIST Fl/SOURCE F2/0BJECT F3/MAP.F4+F5/S0URCE- 
F6/0BJECT 

Depending on the command you use, specification fields can contain a device 
specification, file specification, or an arbitrary ASCII string. You can use an 
appropriate specification field option (see Table A-3) with any of these three 
items. 

A.2.2. 1 Physical Device Names — Represent each device in an RT-11 
BATCH specification field with a standard two- or three-character device 
name. Table 3-1 in Chapter 3 lists each name and its related device. If you 
do not specify a unit number for devices that have more than one unit, 
BATCH assumes unit 0. 

In addition to the permanent names shown in Table 3-1, you can assign log- 

■i/»ol Ackxrini^ nomAo +rk r)aY7i/«oc A lncrir»al riaxrina nQmo falroc rwcknanoinna mr^iT a 

i\-tlJ. V^V^Yi*^... iilXXiiV-kJ 1,W ^^,^^^^. i.. XV^g,X..,U... V^V^TXWV.. ^..^XXX.^ WUX..^.^ ^^^^^^^^^^^ W . WX W. 

physical name, thus providing device independence. With this feature, you 
do not need to rewrite a program that is coded to use a specific device if the 
device is unavailable. For example, DK: is initially assigned to the system 
device, but you can assign that name to diskette unit 1 (DXl:) with an 
RT-11 monitor ASSIGN command. 

You must assign certain logical names prior to running any BATCH job. 
BATCH uses these logical names as default devices. These names are: 

LOG: BATCH log device (cannot be magtape or cassette) 
LST: Default for listing files generated by BATCH stream 

The following are not legal device names in RT-11; if you use them, the 
operator must assign them as logical names with the ASSIGN command. 
You can use these names in BATCH streams written for other DIGITAL 
systems. 

DF: Fixed-head disk (RF) 

LL: Line printer with upper- and lower-case characters 
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M7: 7-track magtape 

M9: 9-track magtape 

PS: Public storage (DK: as assigned by RT-1 1) 

Refer to Sections 4.3 and A.7.1 for instructions on assigning logical names to 
devices. 

A.2.2.2 File Specifications — You can reference files symbolically in a 
BATCH control statement with a name of up to six alphanumeric characters 
followed, optionally, by a period and a file type of three alphanumeric char- 
acters. Tabs and embedded spaces are not allowed in either the file name or 
file type. The file tj^e generally indicates the format of a file. It is good prac- 
tice to conform to the standard file types for RT-11 BATCH. If you do not 
specify a file type for an output file, BATCH and most other RT-11 system 
programs assign appropriate default file tj^es. If you do not specify a file 
type for an input file, the system searches for that file name with a default 
file type. Table A-2 lists the standard file types used in RT-11 BATCH. 



Table A-2: BATCH FUe Types 


File Type 


Explanation 


.BAS 


BASIC source file (BASIC input) 


.BAT 


BATCH command file 


.CTL 


BATCH control file generated by the BATCH compiler 


.CTT 


BATCH temporary file generated by the BATCH compiler 


.DAT 


BASIC or FORTRAN data file 


.DIR 


Directory listing file 


.FOR 


FORTRAN IV source file (FORTRAN input) 


.LST 


Listing file 


.LOG 


BATCH log file 


.MAC 


MACRO source file (MACRO or SRCCOM input) 


.MAP 


Link map output from $LINK operation 


.OBJ 


Object file output from compilation or assembly 


.SOU 


Temporary source file 


.SAV 


Runnable file or program image output from $LINK 



A.2.2.3 Wiid Card Construction — You may use wild cards in certain 
BATCH control statements (such as, $COPY, $CREATE, $DELETE, 
$DIRECTORY, $PRINT). You can use the asterisk as a wild card to desig- 
nate the entire file name or file type. See Chapter 4 for a complete descrip- 
tion of the wild card construction. 
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NOTE 

You cannot use embedded wild cards (* or %) in BATCH 
control statements. However, you can use them in the 
keyboard monitor commands if you use the RT-11 mode of 
BATCH. 

A.2.2.4 Specification Field Options — Specification field options follow 
file specifications in a BATCH control statement and designate how the file 

Option names begin with a slash. The specification field options for RT-11 
BATCH are listed in Table A-3. Optional characters in the option names 
are in square brackets. 

Table A-3: Specification Field Options 



Option 


Explanation 


/BAS[IC] 


BASIC source file 


/EXE[CUTABLE] 


Indicates the executable program image file to be created as the result 




of a link operation 


/FOR[TRAN] 


FORTRAN source file 


/INP[UT] 


Input file; default if you specify no options 


/LIB[RARY] 


Library file to be included in link operation (prior to default library) 


/Lism 


Listing file 


/LOG[ICAL] 


Indicates that the device is a logical device name: use in $DISMOUNT 




and $MOUNT commands 


/MAC[RO] 


MACRO source file 


/MAP 


Linker map file 


/OBJ[ECT] 


Object file (output of assembly or compilation) 


/OUT[PUT] 


Output file 


/PHYCSICAL] 


Indicates physical device name 


/SOUfRCE] 


Indicates source file 


A^ID 


Volume identification 



A.2.3 Comment Fields 

Comment fields, which document a BATCH stream, are identified by an 
exclamation point (!) appearing anywhere except in the first character posi- 
tion of the control statement. BATCH treats any character following the ! 
and preceding the carriage return/line feed combination as a comment. For 
example: 



$RUN PIP 



! DELETE FILES ON DK: 



This command runs the RT-11 system program PIP. BATCH ignores the 
comment. 
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You can also include comments as separate comment lines by typing a $ in 
character position 1, followed immediately by the ! operator and the com- 
ment. For example: 

*! DELETE FILES ON DKS 



A.2.4 BATCH Character Set 

The RT-11 BATCH character set is limited to the 64 upper-case characters 
(ASCII 40 through 137). The current ASCII set is assumed (character 137 is 
underscore and not left arrow, and character 136 is circumflex, not up- 
arrow). The BATCH job control language does not support any control char- 
acters other than tab, carriage return, and line feed. 

Table A-4 shows how BATCH normally interprets certain characters. Char- 
acter interpretations are different if you use RT-11 mode (see Section A.5). 

Table A-4: Character Explanation 



Character 



Explanation 



space 



/ 
0-9 



Specification field delimiter. It separates arguments in control statements. 
BATCH considers any string of consecutive spaces and tabs (except in quoted 
strings) as a blank (that is, equivalent to a single space). 

Comment delimiter. The input routine ignores all characters after the excla- 
mation point, up to the carriage return/line feed combination. 

Passes a text string containing delimiting characters where the normal prece- 
dence rules would create the wrong action. For example, use it to include a 
space in a volume identification (A^ID). 

BATCH control statement recognition character. A dollar sign ($) in the first 
character position of a BATCH input stream line indicates that the line is a 
control statement. 

Delimiter for file type. 

Indicates line continuation if the character after the hyphen is one of the 
following: 

• A carriage retumyiine feed 

• Any number of spaces or tabs followed by a carriage return/line feed 

• A comment delimiter (!) 

• Spaces followed by a comment delimiter (!) 

If any other character follows the hyphen, the hyphen is assumed to be a 
minus sign indicating a negative value in an option. 

Precedes an option name. An alphanumeric string must immediately follow it. 
Numeric string components. 

Immediately follows a device name. You can also use it to separate an option 
name from its value or to separate an option value from its subvalue (you can 
use : interchangeably with = for this purpose). 



(continued on next page) 
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Table A-4: Character Explanation (Cont.) 



Character 


Explanation 


A-Z 


Alphabetic string components. 


= 


Separates an option name from a value. 


\ 


Illegal character except when it precedes a directive to the BATCH run-time 
handler from the operator (see Section A.7.3). (To include \ in an RT-11 mode 
command, use W.) 


+ 


File delimiter. Separates multiple files in a single specification field. Also 
indicates a positive value in options. 


) 


Separates sets of arguments for which the command is to be repeated. 


* 


A wild card in utility command file specifications. 


CR/LF 


Carriage retxim/line feed. It indicates end-of-line (or end of logical record) for 
records in the BATCH input stream. 



A.2.5 Temporary Files 

When you do not include field specifications in a BATCH command line, 
BATCH sometimes generates temporary files. For example, you can enter a 
$FORTRAN command that is followed in the BATCH stream by the FOR- 
TRAN source program as: 

$FORTRAN/RUN/OBJECT/LIST 

FORTRAN source program 
$EOD 

This command generates: (1) a temporary source file from the source state- 
ments that follow, (2) a temporary object file, (3) a temporary listing file, and 
(4) a temporary memory image file. 

BATCH sends temporary files to the default device (DK:) or the listing 
device (LST:) according to their type. If the device is file-structured, BATCH 
assigns file names and file types as follows: 

nnnmmm.LST for temporary listing files (sent to LST:) 

nnnmmm.MAP for temporary map files (sent to LST:) 

nnnppp.OBJ for temporary object files (sent to DK:) 

000000. SAV for temporary memory image files (sent to DK:) 

nnnppp.SOU for temporary source files (sent to DK:) 



where: 



nnn represents the last three digits of the sequence number 
assigned to the job by the $SEQUENCE command (see Sec- 
tion A.4.22). Thus, a sequence number of 12345 produces a 
file name beginning 345. If you do not use the $SEQUENCE 
command, BATCH sets nnn to 000 
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mmm represents the number of listing (or map) files BATCH gener- 
ated since the BATCH run-time handler (BA.SYS) was 
loaded. The first such file, listing or map, is 000. Each time 
BATCH generates a new temporary file, it increments the file 
name by 1. Thus, the second listing file produced under job 
sequence number 12345 is 345001. LST, and the first map file 
produced is 345000.MAP 

ppp represents the number of object or source files in the current 
BATCH run. The first such file (object or source) is 000. Each 
time BATCH generates a new temporary file, it increments 
the file name by 1. BATCH resets these file names to 000 
every time you run BATCH and after every $LINK, 
$MACRO, or $FORTRAN command that uses the temporary 
files 



A.3 General Rules and Conventions 

You must adhere to the following general rules and conventions associated 
with RT-11 BATCH processing. 

1. Always place a dollar sign ($) in the first character position of a com- 
mand line. 

2. Each job must have a $JOB and $EOJ command (or card). 

3. You can spell out command and option names entirely or you can specify 
only the first three characters of the command and required characters 
of the option. 

4. Specify wild card construction (*) only for the utility commands 
($COPY, $CREATE, $DELETE, $DIRECTORY, and $PRINT) and for 
commands that normally accept wild cards in RT-11 mode. 

5. Include comments at the end of command lines or in a separate comment 
line. When you include comments in a command line, place them after 
the command but precede them by an exclamation mark. 

6. Include only 80 characters per control statement (card record), exclud- 
ing multiple spaces, tabs, and comments. 

7. When you omit file specifications from BATCH commands and supply 
data in the BATCH stream, the system creates a temporary file with a 
default name (see Section A.2.5). 

8. You can use the RT-11 monitor type-ahead feature only with BATCH 
handler directives (see Section A.7.3) to be inserted into a BATCH pro- 
gram. No other terminal input (except input to a foreground program) 
can be entered while a BATCH stream is executing. 

9. You cannot use an indirect command file to call BATCH. 



A-10 



A.4 Commands 



Place BATCH commands in the input stream to indicate to the system 
which functions to perform in the job. All BATCH commands have a dollar 
sien (S) in the first character nosition (for example, $JOB). Intervening 

^ s T ^ J. ^ . ■ — 

spaces are not allowed in command names. The command name must 
always start in the first character position of the line (card column 1). 

BATCH commands are presented in alphabetical order in this chapter for 
ease of reference. However, if you are not familiar with BATCH, read the 
commands in a functional order as listed in Table A-5. The characters 
shown in square brackets are optional. 



Table A-5: BATCH Commands 



Command 



$SEQ[UENCE] 
$JOB 
$EOJ 
$MOU[NT] 

$DIS[MOUNT] 

$FOR[TRAN] 

$BAS[IC] 

$MACIRO] 

$LIB[RARY] 

$LIN[K] 

$RUN 

$CAL[L] 

$CHA[IN] 

$DATtA] 

$EOD 

$MES[SAGE] 

$COP[Y] 

$CRE[ATE] 

$DEL[ETE] 

$DIR[ECTORY] 

$PRI[NT] 

$RT[11] 



Section 



A.4.22 
A.4.13 
A.4. 11 
A.4.18 

A.4.9 

A.4.12 

A.4.1 

A.4.16 

A.4.14 

A.4.15 

A.4.21 

A.4.2 

A.4.3 

A.4.6 

A.4.10 

A.4.17 

A.4.4 

A.4.5 

A.4.7 

A.4.8 

A.4.19 

A.4.20 



Explanation 



Assigns an arbitrary identification number to a job. 

Indicates the start of a job. 

Indicates the end of a job. 

Signals the operator to mount a volume on a device and 
optionally assigns a logical device name. 

Signals the operator to dismount a volume from a device 
and deassigns a logical device name. 

Compiles a FORTRAN source program. 

Compiles a BASIC source program. 

Assembles a MACRO source program. 

Specifies libraries for BATCH to use in link operations. 

Links modules for execution. 

Causes a program to execute. 

Transfers control to another BATCH file, executes that 
BATCH file, and returns to the calling BATCH stream. 

Passes control to another BATCH file. 

Indicates the start of data. 

Indicates the end of data. 

Issues a message to the operator. 

Copies files. 

Creates new files from data included in the BATCH stream. 

Deletes files. 

Provides a directory of the specified device. 

Prints files. 

Specifies that the following lines are RT-11 mode 
commands. 
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For each command listed below, the term filespec represents a device name, 
or file name, and a file type. Filespec has this form: 

dev:filnam.t5T) 

As a general rule, BATCH assumes device DK: if you omit a device 
specification. 



A.4.1 $BASIC 

The $BASIC command calls RT-11 single-user BASIC to execute a BASIC 
source program. The $BASIC command has the following syntax: 



$BASlCt/option...] [filespec/option]] [Icomments] 



where: 



/option indicates an option you can append to the $BASIC 

command. The options are as follows: 

/RUN Indicates that BATCH should execute the 

source program. 

/NORUN Indicates that BATCH should only com- 
pile the program and send error messages 
to the log file. 

/LIST Writes data images that are contained in 

the job stream to the log file (LOG:). 

/NOLIST Writes data images to the log file only if 
you specify $JOB/LIST. 

filespec indicates the name and type of the source file and the device 
on which it resides. If you omit the file type, BATCH 
assumes .BAS. If you omit this specification, the source 
statements must immediately follow the $BASIC command 
in the input stream. 

Terminate the source program after a $BASIC statftment 
with either a $EOD command or with any other BATCH 
command that starts with a $ in the first position 

/option indicates an option that can follow the source file name. 
BATCH assumes any file name with no option appended is 
the name of a source file. This option can have one of the fol- 
lowing values (or you can omit it): 

/BASIC Indicates that the file name you specify is a 
BASIC source program. 

/SOURCE Performs the same function as /BASIC. 

/INPUT Performs the same function as /BASIC . 
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You can follow the $BASIC command with the source program, BASIC com- 
mands (such as RUN), or data. The following two BATCH streams, for 
example, produce the same results (but BATCH does not echo the same out- 
put format for both streams). 



*BASIC 


*BAS1C/RUN 


10 INPUT A 


10 INPUT A 


20 PRINT A 


20 PRINT A 


30 END 


30 END 


RUN 


*DATA 


123 


123 


*EOD 


*EOD 



A.4.2 $CALL 

The $CALL command transfers control to another BATCH control file, tem- 
porarily suspending execution of the current control file. BATCH executes 
the called file until it reaches $EOJ or until the job aborts; control then 
returns to the statement following the $CALL in the originating BATCH 
control file. You can nest calls up to 31 levels. BATCH includes the log file 
for the called file in the log file for the originating BATCH program. (See 
NOTE following the $EOJ command.) 

The syntax of the $CALL command is : 

$CALL filespec[!comments] 

Options are not allowed in the $CALL command. BATCH saves $JOB com- 
mand options across a $CALL; however, they do not apply to the called 
BATCH file. If you specify .CTL as the file type, BATCH assumes a pre- 
compiled BATCH control file. If you do not specify a file type, BATCH 
assumes .BAT and compiles the called BATCH stream before execution. 

NOTE 

If the called program generates temporary files, those files 
can supersede existing temporary files if the two jobs have 
the same sequence number. For example, consider the fol- 
lowing two BATCH streams: 

*FOR/OBJ A *FOR/OBJ A 
«FOR/OBJ B $CALL C 
*L INK/RUN $FOR/OBJ B 
*LINK/RUN 

The called BATCH file (C.BAT) contains the following: 

«JOB 

*FOR/OBJ Al 
*FOR/OBJ Bl 
*L INK/RUN 
*EOJ 
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The temporary object files C.BAT generates change the 
behavior of the previous two BATCH statement sequences. 
The first temporary file created by C.BAT (OOOOOO.OBJ) 
supersedes the temporary file produced by the first $FOR- 
TRAN command (OOOOOO.OBJ). You can avoid this situa- 
tion by giving the BATCH job C.BAT a unique sequence 
number (see Section A.4.22). 



A.4.3 $CHAIN 

The $CHAIN command transfers control to a named BATCH control file but 
does not return to the input stream that executed the $CHAIN command. 
The syntax of the $CHAIN command is: 

$CHAIN filespec[!comments] 

BATCH does not permit options in the $CHAIN command. If you specify 
.CTL as the file type, BATCH assumes a precompiled BATCH control file. If 
you do not specify a file type, BATCH assumes .BAT and compiles the 
chained BATCH stream before execution. 

A $EOJ command should always follow the $CHAIN command in the 
BATCH stream. 

NOTE 

The values of BATCH run-time variables remain constant 
across a $CALL, $CHAIN, or return from call. See Section 
A.5.2.2 for a description of these variables. 

Use the $CHAIN command to transfer control to programs that you need to 
run only once at the end of a BATCH stream. For example, you could use the 
following BATCH program (PRINT.BAT) to print and then delete all tempo- 
rary listing files generated during the current BATCH job. 

*JOB ! PRINT ALL LIST FILES 

*PRINT/DELETE *.LST 

*tUJ 

You could then run PRINT.BAT with the $CHAIN command as follows: 

tJOB 

*MACRO/RUN A ALST/LIST 

*MACRO/RUN B BLST/LIST 

*CHAIN PRINT 

*EOJ 



A.4.4 $COPY 

The $COPY command copies files in image mode from one device to another. 
You can us6 the wild card construction (see Section A.2.2.3) in the input and 
output file specifications. You can coiicatenate several input files to form one 
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output file (as long as the output specification does not contain a wild card). 
The $COPY command has the following syntax: 

$COPY[/option] output-filespec[. . . ,output-filespec]/OUTPUT- 
input-filespec[...,input-filespec][/INPUT][!comments] 

where: 

/option indicates options that you can append to the $COPY 

command 

/DELETE Deletes input files after the copy 
operation. 

/NODELETE Does not delete input files after the 
copy operation. 

output-filespec represents an output file; you must specify a file type 

/OUTPUT indicates that a file specification is for an output file 

input-filespec represents a file to be copied 

(BATCH copies files to the output file in the order 
that you list them, except when you use wildcards.) 

/INPUT indicates that a file specification is for an input file; if 

you do not specify an option, BATCH assumes 
INPUT 

The following are examples of the $COPY command: 

$COPY *.BAS/OUTPUT DTi:*.BAS 

This command copies all files with the file type .BAS from the DECtape on 

$COPY F I LE:2. FOR/OUTPUT FILEO.FOR+FILEl .FOR 

This command merges the input files FILEO.FOR and FILEl.FOR to form 
one file called FILE2.FOR and stores FILE2.FOR on device DK:. 

$COPY *.*/OUT nTO:*.FORf DTi;*.*/OUT DTOJ*,* 

This command copies all files with the file type .FOR from DTO: to DK: and 
all files on DTO: to DTI:. 



A.4.5 $CREATE 

The $CREATE command generates a file from data records that follow the 
$CREATE command in the input stream. An error occurs if the data does 
not immediately follow the $CREATE command. You cannot precede the 
data records with a $DATA command. 
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You can follow the $CREATE data with a $EOD command to signify the end 
of data, or you can use any other BATCH control statement to indicate end 
of data and initiate a new function. The $CREATE command has the follow- 
ing syntax: 

$CREATE[/option...] filespec [Icomments] 

where: 



/option indicates an option you can append to the $CREATE com- 
mand. The options are: 

/DOLLARS Indicates that the data following this com- 
mand can have a $ in the first character 
position of aline. 

/NODOLLARS Indicates that a $ cannot be in the first 
character position of a line. 

/LIST Writes data image lines to the log file. 

/NOLIST Does not write data image lines to the log 

file. If you specify $JOB/LIST, BATCH 
ignores this option. 

filespec represents the file you want to create 

NOTE 

If you use the /DOLLARS option, you must follow the last 
data record with a $EOD command (see Table A-1). 

The following is an example of the $CREATE command: 

*CREATE/LIST PROG ♦FOR 

FORTRAN source file 

*Eon 

rm_ _ j_j._ ]_ ^-^^ .! j.i d*/~m"m a mTn i i _ ^i _ 

1 lie ufci ta rtjcui us luiiu w iiig tiic ^v^xxxux^ x iit uuxiiuiaiiu uccuiiic a iic w me 

(PROG.FOR) on the default device (DK:). BATCH generates a listing on log- 
ical device LOG:. 



A.4.6 $DATA 

Use the $DATA command to include data records in the input stream. Data 
you include in this manner needs no file name. BATCH transfers the data to 
the appropriate program as though it were input from the console terminal. 
For example, you can follow the $RUN command for a particular program 
by a $DATA command and the data records for the program to process The 
data records must be valid data for the program that is to use them. 
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The $DATA command has the following syntax: 

$DATA[/option...] [[comments] 

Four options that you can use with the $DATA command are as follows: 

/DOLLARS Indicates that the data following this command can have a $ 
in the first character position of a line. 

/NODOLLARS Indicates that a $ cannot be in the first character position of 
a line. 

/LIST Writes data image lines to the log file. 

/NOLIST Does not write data images to the log file. If you specify 

$JOB/LIST, BATCH ignores this option. 

NOTE 

Any command beginning with a $ normally follows the last 
data record. However, if you specify $DATA/DOLLARS, 
you must follow the last data record with $EOD. 

The following example shows data entered into a BASIC program 
(TEST1.BAS). 

*BASIC/RUN TESTl.BAS 

*DATA 

25j75»125>146 

180f210»520f874 

$EOD 



A.4.6.1 Using $DATA with FORTRAN Programs — When you use the 
$DATA command to provide input to a FORTRAN program, you must insert 
a CTRL/Z into the BATCH file' after the last data line^and before $EOD (or 
before the next BATCH command if you do not use $EOD). This procedure 
permits FORTRAN to properly detect an end-of-file after it reads the last 
data line. For example: 

*FORTR AN/RUN A. FOR 

$riATA 
1 

2 
3 

"z <re:t> <lf> 
*Eori 

«RIJN PIP 

The above program reads three numbers from the input stream and then 
detects an end-of-file when it attempts to read a fourth number. If you 
include an END = n statement in your FORTRAN program, statement n 
gets control when the end-of-file is detected. If the CTRL/Z <RET> <LF> is 
not present, the program aborts when it reaches $EOD and never executes 
the END = n statement. 
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A.4.7 $DELETE 

Use the $DELETE command to delete files from the device you specify. This 
command has the syntax: 

$DELETEfilespec[...,filespec][!comments] 

where: 

filespec represents the name of a file to be deleted 

The following example deletes all files named TESTl on the default device 
DK:. 

^DELETE TESTl.* 

The following example deletes all files with .FOR file t5T)es on DTI:, then 
deletes all files with .MAC file types on DK:. 

^DELETE riTi:*.F0R5'*.MAC 



A.4.8 $DIRECTORY 

The $DIRECTORY command outputs a directory of the device you specify to 
a listing file. If you do not specify a listing file, the listing goes to the BATCH 
log file. This command has the syntax: 

$DIRECTORY[filespec/LIST][filespec[...,filespec]][/INPUT][!comments] 

where: 

filespec/LIST indicates the name of the directory listing file 

filespec/INPUT indicates the input files to be included in the direc- 
tory (default) 

The following coinriianu outputs a directory of the device DK: to the BATCH 
log file. 

♦DIRECTORY 

This next command creates on the device DK: a directory file (FOR.DIR) 
that contains the names, lengths, and dates of creation of all FORTRAN 
source files on that device. 

♦DIRECTORY FOR.DIR/LIST *,FOR 



A.4.9 $DISMOUNT 

The $DISMOUNT command removes the logical device name assigned by a 
$MOUNT command. When BATCH encounters $DISMOUNT while execu- 
ting a job, it prints the entire $DISMOUNT command line on the console 
terminal. This message tells the operator which device to unload. This com- - 

niand has the syntax: \ 
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$DISMOUNT[/option]logical-device-name:[/LOGICAL][!comments] 

where: 

/option indicates an option you can append to the $DIS- 

MOUNT command. The options are: 

AVAIT Indicates that the job must pause until the 
operator enters a response. If you do not 
specify either /WAIT or /NOWAIT, BATCH 

terminal, prints the physical device name 
to be dismounted followed by a question 
mark {?), and waits for a response. (At this 
point you can enter input to the BATCH 
handler. See Section A.7.3.) 

/NOWAIT Does not pause for operator response; 
BATCH prints the physical device name to 
be dismounted. 

logical- is the logical device name to be deassigned from the 

device-name: physical device 

/LOGICAL identifies the device specification as a logical device 
name 

The following example instructs the operator to dismount the physical 
device with the logical device name OUT: and removes the logical assign- 
ment of device OUT:. In this example, OUT: is DTO:. The operator dis- 
mounts DTO: and then types a carriage return. 

*DISMOUNT/UAIT 0UT:/L0GICAL 
DTO? 

A.4.10 $EOD 

The $EOD command indicates the end-of-data record or the end of a source 
program in the job stream. The syntax of this command is: 

$EOD [Icomments] 

The $EOD command can signal the end of data associated with any of the 
following commands: 



$BASIC 

$CREATE 

$DATA 



$FORTRAN 
$MACRO 



In the following example, the $EOD command indicates the end of a source 
program that is to be compiled, linked, and executed. 



*FORTRAN/RUN 

source program 

♦EOD 
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A.4.11 $EOJ 

The $EOJ command indicates the end of a job. This command must be the 
last statement in every BATCH job. The command has the following syntax: 

$EOJ [Icomments] 

If BATCH encounters a $JOB command, a $SEQUENCE command, or a 
physical end-of-file in the input stream before $EOJ, an error message 
appears in the log file. 

NOTE 

Make sure that the $EOJ command is the last line in a 
BATCH file. 



A.4.12 $FORTRAN 

The $FORTRAN command calls the FORTRAN compiler to compile a 
source program. Optionally, this command can provide printed listings or 
list files and can produce a link map in the listing. The $FORTRAN com- 
mand has the following syntax: 

$FORTRAN[/option...] [source-filespec[/option]] [filespec/OBJECT]- 
[filespec/LIST] [filespec/EXECUTE]- 
[filespec/MAP] [filespec/LIBRARY] [Icomments] 



where: 



/option indicates an option you can append to the $FORTRAN com- 
mand. The options are as follows: 



/RUN 



/NORUN 
/OBJECT 
/NOOBJECT 

/LIST 

/NOLIST 
/MAP 

/NOMA? 



Indicates that FORTRAN is to compile the 
source program, link it with the default 

xM.KfA.vM.xj y ctxxu. \:>.A.ovu.b<c XV. JL JLxo u.c;iOltllU IIUICLIY 

is SYSLIB.OBJ. You can change it with the 
ILIBRARY command. 

Compiles the program only. 

Produces a temporary object file. 

Does not produce a temporary object file. 

Produces a list file on the listing device 

(LST:). 

Does not produce a list file. 

Produces a link map on the listing device 

(LST:). 

Does not create a MAP file. 
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/DOLLARS Indicates that the data following this com- 

mand can have a $ in the first character 
position of a line. 






source-filespec 



/option 



character position of a line. 



indicates the device, file name, and file tjrpe of 
the FORTRAN source file. If you do not specify 
the file name, the SFORTRAN source state- 
ments must immediately follow the $FORTRAN 
command in the input stream; BATCH gener- 
ates a temporary source file that it deletes after 
FORTRAN compiles the temporary source file 
(see Section A.2.5). 

You can terminate the source program included 
after a $FORTRAN statement by either a $EOD 
command or by any other BATCH command. If, 
however, you use dollar signs in the first position 
in the source program, you must enter the source 
program with $CREATE/DOLLARS. In this 
case, you cannot use $FORTRAN/DOLLARS 

represents an option that can have one of the fol- 
lowing values: 

/FORTRAN Indicates that the file name you 
specify is a FORTRAN source pro- 
gram. BATCH assumes that any 
file name with no option appended 
is the name of a source file. 



filespec/OBJECT 



/auUKUm Fertorms tne same lunction as 
/FORTRAN. 

/INPUT Performs the same function as 

/FORTRAN. 

indicates the device, file name, and file t3T)e of 
the object file produced by compilation. The 
object file remains on the device you specify after 
the job finishes. You must follow the object file 
specification, if you include it, with the 
/OBJECT option. 

If you omit the object file specification but spec- 
ify $FORTRAN/OBJECT, BATCH creates a 
temporary object file. BATCH includes this tem- 
porary file in any $LINK operations that follow 
it in the job, and deletes it after the link 
operation 
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filespec/LIST 



filespec/EXECUTE 



indicates the name you assign to the list file cre- 
ated by the compiler. BATCH does not automati- 
cally print the list file if you assign LST: to a file- 
structured device, but you can list it using the 
$PRINT command. Follow the list file specifica- 
tion with the /LIST option 

indicates the name you assign to a memory 
image file. Follow the memory image file specifi- 
cation with the /EXECUTE option. If you do not 
include this field, BATCH generates a tempo- 
rary memory image file (see Section A.2.5) and 
then deletes the temporary file 

indicates the name you assign to the link map 
file created by the linker. Follow the map specifi- 
cation with the /MAP option 

indicates that BATCH must include the file you 
specify in the link procedure as a library before 
SYSLIB.OBJ. The file must be a library file (pro- 
duced by the RT-11 librarian). Follow the 
library specification with the /LIBRARY option 

The following command calls FORTRAN to compile and execute a source 
program named PROGA.FOR. 

FORTRAN/RUN PROGA.FOR 

The next command sequence compiles the FORTRAN program but does not 
produce an object file. BATCH creates a temporary listing file on LST:. 

♦FORTRAN/NOOBJ/LIST 

source program 

*EOD 



filespec/MAP 



filespec/LIBRARY 



NOTE 

See Section A.4.6.1 for instructions on using the $DATA 
command with FORTRAN programs. 



A.4.13 $JOB 

The $JOB command indicates the beginning of a job. Each job must have its 
own $JOB command. This command has the following syntax: 

$JOB [/option...] [Icomments] 

BATCH allows the following options in the $JOB command: 

/BANNER Prints a header (a repetition of the $JOB line or card) 
on the log file. 
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/NOBANNER Does not print a job header. 

/LIST Writes data image lines that are contained in the job 

stream to the log file. 

/"MOT TQT' ■Wyifcc rlo+Q imQfTo linoa +n fViP Incr filo nnlv w^Tipn a 

/LIST option exists on a $BASIC, $CREATE, or 
$DATA command that has data lines following it. 

/RTll If no $ appears in column 1 when BATCH expects one, 

BATCH assumes that the line or card is an RT-11 
mode command (see Section A.5). 

/NORTH Does not process RT-11 mode commands. 

/TIME Writes the time of day to the log file when BATCH 

executes command lines (except $DATA command 
lines). 

/NOTIME Does not write the time of day. 

/UNIQUE Checks for unique spelling of options and keynames. 

When you use this option, you can abbreviate com- 
mands and options to the fewest number of characters 
that still make their names unique. For example, you 
can abbreviate the /DOLLARS option to /DO since no 
other option begins with the characters DO. 

/NOUNIQUE Checks only for normal option and keyname spellings. 

End each job with a $EOJ command if you want to run it. If an input stream 
consists of more than one job, BATCH automatically terminates one job 
when it encounters the $JOB command for the next job. BATCH will never 
run a job terminated with another $JOB command; instead, an error mes- 
sage will appear in the log. 

The following $JOB command writes the time of day to the log file before 
BATCH executes each command beginning with a $. It also accepts unique 
abbreviations of BATCH commands and options. 

»JOB/TIME/UNIQUE 



A.4.14 $LIBRARY 

The $LIBRARY command lets you specify a list of library files for inclusion 
in FORTRAN links or other link operations that have the /LIBRARY 
option. By default, the list of libraries contains only SYSLIB.OBJ, the 
RT-11 system library. This command has the syntax: 

$LIBRARY filespec [Icomments] 

or 

$LIBRARY filespec + SYSLIB [Icomments] 
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where: 

filespec represents a library file; the default file type is .OBJ 

SYSLIB is the RT-11 system library that you create at system 
generation 

Libraries are linked in order of their appearance in the $LIBRARY 
command. 

The following example shows two libraries (LIBl.OBJ and LIB2.0BJ) that 
are included in FORTRAN links before SYSLIB.OBJ. 

^LIBRARY LIB1.0BJ+LIB2.0BJ+SYSLIB.0BJ 



A.4.15 $UNK 

Use the $LINK command to produce memory image files from object files. 
This command links any files you may specify with any temporary object 
files created since the last link or link-and-go operation. 

Temporary object files are those files you create as a result of a $FORTRAN 
or $MACRO command without naming an object file (with the /OBJECT 
wpuiuix^ L>y buppicooiiig ail uujetL nie vwiLii tnt! lirHKjyjtitiEjKj 1 option), aureate 
permanent object files by using the /OBJECT option on a $FORTRAN or 
$MACRO file descriptor. 

BATCH links files in the following order: 

1. Temporary files — in the order in which they were compiled 

2. Permanent files — in the order in which they are specified in the $LINK 
command 

3. Any library specified by the $LINK command — provided that unre- 
solved references remain 

4. The default library list — if you specified $LINK/LIBRARY 

The syntax for this command is: 

$LINK[/option...] [filespec/OBJECT] [filespec/LIBRARY]- 
[filespec/MAP] [filespec/EXECUTE] [Icomments] 



where: 



/option indicates an option that you can append to the 

$LINK command. The options are as follows: 



/LIBRARY Includes the RT-11 system 

library (SYSLIB.OBJ) and any 
default libraries specified in the 
$LIBRARY command in this 
$LINK operation. Use this 
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option when the files being 
linked do not include any tem- 
porary FORTRAN object files. 
You can also use it when you 
specify $FORTRAN without 
the /RUN or /MAP option, but 
want to search the default 
library list for unresolved 
references. 

/NOLlBRARi L»oes not include tile detauit 
libraries. 

/MAP Produces a temporary load map 

on the listing device (LST:). 

/NOMAP Does not produce a map file. 

/OBJECT Includes temporary object files 

in the link. If you specify nei- 
ther /OBJECT nor /NOOB- 
JECT, BATCH assumes 
$LINK/OBJECT. 

/NOOBJECT Does not include temporary 
files in the link. 

/RUN Executes the memory image 

files associated with this 
$LINK command when the link 
is complete. 

/NORUN Only links the program and 

does not execute it. 

indicates the name of the object file BATCH 
must link; if you do not specify /OBJECT, 
BATCH assumes it as the default 

indicates that the file you specify is to be 
included in the link procedure as a library; the 
file you specify must be a library file (produced 
by the RT-11 librarian) 

indicates the load map file BATCH must create 
as a result of the $LINK command 

filespec/EXECUTE indicates the memory image file BATCH must 
create as a result of the $LINK command 

The following command links all temporary object files created since the last 
$LINK command, or the last $FORTRAN/OBJ or $MACRO/OBJ command. 

$LINK/RUN 



filespec/OBJECT 



filespec/'LIBRARY 



filespec/MAP 
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The next command links the temporary files and the object files 
PROGl.OBJ and PR0G2.0BJ to form a memory image file named 
PROGA.SAV. It also creates and outputs a temporary map file. 

$LINK/MAP PR0G1.0BJ+PR0G2. OBJ/OBJ PROGA.SAV/EXE 



A.4.16 $MACRO 

The $MACRO command calls the MACRO assembler to assemble a source 
program and, optionally, to provide printed listings or list files. You must 
specify any MACRO listing directives in the source program; you cannot 
enter them at BATCH command level. 

The $MACRO command has the following syntax: 

$MACRO[/option...] [source-filespec[/option]] [filespec/OBJECT]- 
[filespec/LIST] [filespec/MAP] [filespec/LIBRARY]- 
[filespec/EXECUTE] [Icomments] 



where: 



/option 



indicates an option you can append to the 
$MACRO command. The options are as follows: 



/RUN 

/NORUN 

/OBJECT 

/NOOBJECT 

/LIST 

/NOLIST 
/CREF 

/NOCREF 

/MAP 

/NOMAP 

n-\r\r r » tjq 
/i->V/ijljrt.I\,D 



Assembles, links, and runs the 
source program. 

Only assembles the source 
program. 

Produces a temporary object 
file. 

Does not produce a temporary 
object file. 

Produces a listing file on the 
listing device (LST:). 

Does not produce a list file. 

Produces a cross-reference list- 
ing during assembly. 

Does not produce a cross-refer- 
ence listing during assembly. 

Produces a link map as part of 
the listing file on LST:. 

Does not create a MAP file. 

IndicaleB that the data follow- 
ing this command can have a $ 
in the first character position of 
a line. 
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/NODOLLARS Indicates that a $ cannot be in 
the first character position of a 
line. 

/LIBRARY Includes the default library in 

the link operation. 

/NOLIBRARY Does not include the default 
library in the link operation. 

source-filespec indicates the name of the source file. If you do 

not specify a file name, the $MACRO source 
statements must immediately follow the 
$MACRO pommand in the input stream. 

You can terminate the source program you 
include after a $MACRO statement with either 
a $EOD command or any other BATCH com- 
mand. If, however, you include dollar signs in 
the first position in the source program, use the 
$CREATE/DOLLARS command to enter the 
source program. In this case, you cannot use 
$MACRO/DOLLARS 

/option can have one of the following values: 

/MACRO Indicates that the file name 

you specify is a MACRO source 
program. BATCH assumes 
that any file name with no 
option appended is the name of 
a source file. 

/SOURCE Performs the same function as 



/A/r A nT>ri 



/INPUT Performs the same function as 

/MACRO. 

filespec/OBJECT indicates the name you assign to the object file 
produced by compilation. The object file remains 
on the device you specify after the job finishes. If 
you include an object file specification, follow it 
with the /OBJECT option. 

If you omit the object file specification but spec- 
ify $MACRO/ OBJECT, BATCH creates a tem- 
porary object file. BATCH also includes the 
temporary object file in any $LINK operations 
that follow the $MACRO command in the job, 
and deletes it after the link operation (see Sec- 
tion A.2.5) 
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filespec/LIST indicates the name you assign to the list file cre- 

ated by the assembler. BATCH does not print 
the list file if you assign LST; to a file-structured 
device, but you can list it using the $PRINT 
command. The /LIST option must follow the list 
file specification 

indicates the file to which BATCH must output 
the storage map 

indicates that BATCH must include the file you 
specify in the link procedure as a library. The 
/LIBRARY option must follow the library file 
specification 

indicates the name you assign to a memory 
image file. The /EXECUTE option must follow 
the memory image file specification. If you do 
not include this field but do use $MACRO/RUN, 
BATCH generates and runs a temporary mem- 
ory image file (see Section A.2.5) 

The following $MACRO command assembles a program named 
PROGO.MAC, and creates a temporary object file and a temporary listing 
file. 

*MACRO/LIST/OBJECT PROGO.MAC 



filespec/MAP 



filespec/LIBRARY 



filespec/EXECUTE 



A.4.17 $MESSAGE 

Use the $MESSAGE command to issue a message to the operator at the con- 
sole terminal. It provides a means for the job to communicate with the oper- 
ator. The $MESSAGE command has the syntax: 

$MESSAGE[/option] message [icomments] 

where: 

/option indicates an option you can append to the $MESSAGE com- 
mand. The options are: 

/WAIT Indicates that the job is to pause until the oper- 

ator either types a carriage return to continue 
or enters commands to the BATCH handler fol- 
lowed by a carriage return (see Section A.7.3). 

/NOW AIT Does not pause for operator response. 

message is a string of characters that must fit on one console line. 
BATCH prints the message on the console 

For example, if you include the following message in the input stream: 

tMFSSARF/WATT MOUNT RrPATrH TdPF ON MTO: 
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The message: 



MOUNT SCRATCH TAPE ON MTO; 



appears on the console terminal and a bell sounds. The operator mounts the 
tape and types carriage return to allow further processing of the job. (See 
Section A.7.3 for operator interaction with BATCH.) 

NOTE 

BATCH compresses multiple spaces and tabs in BATCH 
command lines; therefore, attempts to format $MESSAGE 
output with tabs or spaces may not provide you with the 
desired results. 



A.4.18 $MOUNT 

The $MOUNT command assigns a logical device name and other character- 
istics to a physical device. When BATCH encounters $MOUNT during the 
execution of a job, it prints the entire $MOUNT command line on the con- 
sole terminal to notify the operator which volume to use. 

The $MOUNT command has the syntax: 

$MOUNT[/option...] physical-device-name: [/PH YSIC AL][/VID = x] 
[logical-device-name:/LOGICAL] ['.comments] 



where: 



/option indicates an option you can append to the $MOUNT 

command. The options are: 

AVAIT Indicates that the job is to pause until the 

operator enters a response. If you do not 
specify either /WAIT or /NOW AIT, 
BATCH assumes /WAIT. BATCH rings a 
bell, prints the physical device name and 
a question mark (?), and waits for a 
response. (The response can consist of 
input for the BATCH handler; see Sec- 
tion A.7.3.) 

/NOW AIT Does not pause for operator response. 
BATCH prints the name of the physical 
device to be mounted. 

/WRITE Tells the operator to write-enable the 

volume. 

/NOWRITE Tells the operator to write-protect the 
volume. 
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physical-device-name 

is required and specifies the physical device name and 
an optional unit number followed by a colon (for 
example, DTI:). If you specify a device name without a 
unit number, the operator can enter one in response to 
the question mark printed by the $MOUNT command. 
If you want the operator to supply a unit number, do 
not use the /NOWAIT option because it assumes unit 

/PHYSICAL identifies the device specification as a physical unit 

specification. If you do not specify either /PHYSICAL 
or /LOGICAL, BATCH assumes /PHYSICAL 

/VID = x provides volume identification. The volume identi- 

/VID = "x" fication is the name physically attached to the volume. 

Include it to help the operator locate the volume. 

Use this option only on the physical device file specifi- 
cation. Ifx contains spaces, specify it as "x" 

NOTE 

This volume identification is only a visual check for the 
operator. Make the identification match the visual label on 

volume at initialization time with the INIT/VOLUMEID 
command. 

logical-device-name/LOGICAL 

is required to identify any logical device name you may 
assign to the device. The /LOGICAL option must follow 
the logical device name specification 

The following command instructs the operator to select a DECtape unit and 
mount DECtape volume BATOl on that unit, write-enabled. It informs the 
operator by printing: 

*MOUNT/UAIT/WRITE IiT:/VID=BAT01 2: /LOGICAL 
DT? 

The operator selects a unit, mounts DECtape volume BATOl, write-enabled, 
and responds to the question mark by typing the unit number (such as, 1) 
followed by a carriage return. BATCH assigns logical device name 2 to the 
physical device (in this case, DTI:) and proceeds. 

If no unit number response is necessary, as this command shows, 

*MOUNT/WAIT/URITE DTlt 2J/L0GICAL 

the operator responds with a carriage return after mounting the DECtape 
and write-enabling the device. 
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A.4.19 $PRINT 

Use the $PRINT command to print the contents of the files you specify on 
the listing device (LST:). This command has the syntax: 

$PRINT[/option] filespec [...,filespec][/INPUT] [!comments] 

where: 

/option indicates an option you can append to the $PRINT com- 
mand. The options are: 

/DELETE Deletes input files after printing. 

/NODELETE Does not delete input files after printing. 

filespec represents a file to be printed 

/INPUT indicates that the file is an input file; BATCH assumes 
/INPUT ifyou omit it 

The following command prints a listing of files with file type .MAC that are 
stored on default device DK:. 

*PRINT *.MAC 

The following example creates listing files for the programs A and B, prints 
the listing files, and then deletes them. 

$MACRO A.MAC A/LIST 
$MACRO B.MAC B/LIST 
$PR I NT/DELETE A. LST fB. LST 



A.4.20 $RT11 

The $RT11 command allows the BATCH job to communicate directly with 
the RT-11 system. DIGITAL recommends that you use RT-11 mode ifyou 
use BATCH. This command puts BATCH in RT-11 mode until BATCH 
encounters a line beginning with $. In RT-11 mode, BATCH interprets all 
data images as commands to the RT-11 monitor, to RT-11 system pro- 
grams, or to the BATCH run-time system. The $RT11 command has the 
syntax: 

$RT11 [Icomments] 

See Section A. 5 for a complete description of the RT-11 mode. 



A.4.21 $RUN 

The $RUN command executes a program for which a memory image file 
(.SAV) was previously created. It can also run RT-11 system programs. 
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The $RUN command has the syntax: 

$RUN filespec [Icomments] 

where: 

filespec represents the file to be executed. If you omit the file t5^e, 
BATCH assumes .SAV 

For example, if DIR is on DK:, you can run DIR to print a directory listing: 

SRIJN niR 
*riATA 

lp:=dk{/l 

$EOD 

A.4.22 $SEQUENCE 

The $SEQUENCE command is an optional command. If you use it, it must 
immediately precede a $JOB command. The $SEQUENCE command 
assigns a job an arbitrary identification number. BATCH assigns the last 
three characters of a sequence number as the first three characters of a tem- 
porary listing or object file (see Section A.2.5). If a sequence number is less 
than three characters long, BATCH fills it with zeroes on the left. 

The syntax of this command is: 

ISEQUENCE id [Icomments] 

where: 

id represents an unsigned decimal number that indicates the identi- 
fication number of a job 

The following are examples of the $SEQUENCE command: 

$3EQuENCt 3 i SEQUENCE NuHBER IS 003 

$JOB 

*SEQUENCE 100 ! SEQUENCE NUMBER IS 100 
*JOB 



A.4.23 Sample BATCH Stream 

The following sample BATCH stream creates a MACRO program, assem- 
bles and links that program, and runs the memory image file. It then deletes 
the object, memory image, and source files it created and prints a directory 
of DK: showing the files the BATCH stream created. 

$JOB 

«MESSAGE THIS IS AN EXAMPLE BATCH STREAM 

*MESSAGE NOW CREATE A MACRO PROGRAM 

*CREATE/LIST EXAMPL.MAC 

.TITLE EXAMPL TOR BATCH 

.MCALL .PR I NT,. EX IT 

start; .PRINT *MESSAG 
EXI T 

(continued on next page) 
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messaq: .asciz /example macro probram for batch/ 
.end start 

*EOD 

$MACRO EXAMPL EXAMPL/OBJECT EXAMPL/LIST ! ASSEMBLE 

$LINK EXAMPL EXAMPL/EXECUTE !AND LINK 

fPRiNT/IiELETE EXAMPL. LSI 

$MESSAGE RUN THE MACRO PROGRAM 

*RUN EXAMPL 'AND EXECUTE 

*DELETE EXAMPL . OB J+EXAMPL . SAV+EXAMPL . MAC 

*MESSAGE PRINT A DIRECTORY 

*DIRECTORY DK! EXAMPL.* 

*MESSAGE END OF THE EXAMPLE BATCH STREAM 

$EOJ 



To run this batch stream, type the following commands at the console. 
BATCH prints the messages. 

,LOAD BA.LP 
.ASSIGN LP: LOG 
.ASSIGN LP I LST 
.R BATCH 
jjEXAMPL 

THIS IS AN EXAMPLE BATCH STREAM 

NOU CREATE A MACRO PROGRAM 

RUN THE MACRO PROGRAM 

PRINT A DIRECTORY 

END OF THE EXAMPLE BATCH STREAM 

END BATCH 



The above sample BATCH stream produces the following log file on the line 
printer: 

NOTE 

The amount of free memory and the directory format are 
variable, 

$JOB 

tMESSAGE! THIS IS AN EXAMPLE BATCH STREAM 

$MESBA6E NOU CREATE A MACRO PROG. 

SCREATE/LIST EXAMPL. MAC 

.TITLE EXAMPLE FOR BATCH 

.MCALL .PRINTf.EXIT 
START} .PRINT tMESSAG 

• EXIT 
MESSAG: .ASCIZ /example MACRO PROGRAM FOR BATCH/ 

.EVEN 

.END START 


*EOD 

4MACR0 EXAMPL EXAMPL/OBJECT EXAMPL/LIST ! ASSEMBLE 

ERRORS DETECTED} 
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EXAMPLE FOR BATCH 



MACRO V03.00 21-jyN-77 00:05;29 PAGE 1 

.TITLE EXAMPLE FOR BATCH 



2 










.MCALL 


.PRINT» 


3 


000000 








start: .PRINT 


#HESSAG 


4 


000006 








.EXIT 




5 


000010 


105 


130 


101 


messag: .asciz 


/EXAMPLI 




000013 


115 


120 


114 








000016 


105 


040 


115 








000021 


101 


103 


122 








000024 


117 


040 


120 








000027 


122 


117 


107 








000032 


122 


101 


115 








000035 


040 


106 


117 








000040 


122 


040 


102 








000043 


101 


124 


103 








000046 


110 


000 








6 










.EVEN 




7 


000000' 






.END 


START 


EXAMPLE 


FOR BATCH 




MACRO y03.00 21- 


-JUN-77 00:05:29 


PAGE 1-: 


SYMBOL • 


FABLE 












MESSAG 


OOOOIOR 




START 


OOOOOOR 






. ABS. 


000000 
000050 


000 
001 










ERRORS detected: 














.EXIT 



/EXAMPLE MACRO PROGRAM FOR BATCH/ 



VIRTUAL MEMORY USED: 50S WORDS ( 2 PAGES) 
DYNAMIC MEMORY AVAILABLE FOR 48 PAGES 
EXAMPL . EXAMPL=EXAMPL 

$LINK EXAMPL EXAMPL/EXECUTE ! AND LINK 

SPRINT/DELETE EXAMPL. LST 



*MESSAGE RUN THE MACRO PROGRAM 

$RUN EXAMPL 

EXAMPLE MACRO PROGRAM FOR BATCH 

JDELETE EXAMPL . OB J+EXAMPL . SAV+EXAMPL , MAC 



•AND EXECUTE 



♦MESSAGE 
♦DIRECTORY 



PRINT A DIRECTORY 
DK: EXAMPL.* 



21-JUN-77 
EXAMPL, BAK 2 14- JUN-77 
EXAMPL. CTL 3 21-JUN-77 

3 FILES- 7 BLOCKS 

1903 FREE BLOCKS 



EXAMPL.BAT 



2 21-JUN-77 



♦MESSAGE 
♦ EOJ 



END OF THE EXAMPLE BATCH STREAM 



A.5 RT-11Mode 



RT-ll mode lets you enter commands to the RT-11 monitor or to system 
programs, and lets you create BATCH programs. You can enter RT-11 mode 
with either the $J0B/RT11 command or the $RT11 command. If you enter 
RT— 11 mode with the .pJOB/RTll coniiiiaiid, RTll iiiode remaiiis in effect 
until BATCH encounters the next $JOB command. If you enter RT-11 mode 
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with the $RT11 command, RT-11 mode is in effect until BATCH encounters 
a $ in the first position of the command line. 

When the characters ., $, *, and tab or space appear in the first position of a 
line (or card column 1), they are control characters and indicate the 
following: 

command to the RT-11 monitor, for example, 

.R PIP 

* data line; any line not intended to go to the RT-11 monitor or to 

the BATCH run-time handler, such as a command to the RT-11 
PIP program: 

*file:i.dat/d 

NOTE 

BATCH does not pass the * as data to the program. Com- 
ment lines (!) cannot appear on data lines as BATCH 
would consider them as data. 

$ BATCH command. It causes an exit from RT-11 mode if you 

entered RT-11 mode with the $RT11 command. For example: 

*RT11 ! ENTER RT-11 MODE 

.R PIP 

*FILEi.DHT/D 

*FOFiTRAN I LEAVE RT-11 MODE 

space/tab separator to indicate a line directed to BATCH run-time han- 
dler. This separator is indicated by a <TAB> in the following 
descriptions. 



A.5.1 Communicating with RT-1 1 

The most common use of RT-11 mode is to send commands to the RT-11 
monitor and to run system programs. For example, you can insert the fol- 
lowing commands in the BATCH stream to run PIP and save backup copies 
of files on DECtape: 

$RT11 
.R PIP 

*nTi :*.*=*. FOR 

You must anticipate and include in the BATCH input stream responses that 
the called program requires, such as the Y response to DUP's Are you sure? 
query. Place a line in your BATCH file consisting of Y and RETURN or use 
the DUP /Y option to suppress the query. For example: 

*RT11 
.INITIALIZE RKi: 
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You can communicate directly with the RT-11 monitor by using the 
keyboard monitor commands that are described in Section 4.3. For example: 



$RT11 

.DELETE/NOQUERY DXi:*.MAC 



This command deletes all files with a file type of .MAC from device DXl:. 

You cannot mix BATCH standard commands with RT-11 mode data lines 
(lines beginning with an asterisk). For example, the proper way to do a 
$MOUNT within a sequence of RT-11 mode data commands is: 

*.J0B/RT11 

.R MACRO 

*A1=A1 

*A2=A2 

*MOUNT riTO: /PHYSICAL 

,R MACRO 

*bi=dt:bi 

*B2=DT:B2 



A.5.2 Creating RT-1 1 Mode BATCH Programs 

AHvpTi'"'^'^ avotoTTi nrncrrsirpmfivQ ppn nap RT—I 1 mr\r\(^ tn nrpata RATPH nyn- 

grams. These BATCH programs consist of standard RT-11 mode commands 
(monitor commands, data lines for input to system programs, etc.) plus spe- 
cial RT-11 mode commands. The BATCH run-time handler interprets these 
special commands to allow dynamic calculations and conditional execution 
of the RT-11 mode standard commands. The following can help you create 
BATCH programs and dynamically control their execution at run-time: 

• Labels 

• Variable modification: 

1. equating a variable to a constant or character (LET statement) 

2. passing the value of a variable to a program 

3. incrementing the value of a variable by 1 

4. conditional transfers on comparison of variable values with numeric 
or character values (IF and GOTO statements) 

• Commands to control terminal I/O 

• Other control characters 

• Comments 

A.5.2.1 Labels — You define labels in RT-11 mode to provide a symbolic 
means of referring to a specific location within a BATCH program. If pre- 
sent, a label must begin in the first character position, must be unique 
within the first six characters, and must terminate with a colon (:) and a car- 
riage return/line feed combination. 
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A.5.2.2 Variables — A variable in RT-11 mode is a symbol representing a 
value that can change during program execution. The 26 variables BATCH 
permits in a BATCH program have the names A-Z; each variable requires 
one byte of physical storage. There are four ways to modify variables. 

You can assign values to variables in a LET statement. 

You can then test these values by an IF statement to control the direction of 
program execution. 

A" 1 •It • • t T T-1 m . #» . T rt 1 1 • f* 

inoDigii va.xu.c:b uu Vd.iiciuic:b vViuii d xjjji x buciuc::iiic;iiu \jl txxc xuiiuwiii^ luilii. 

<TAB>LETx = "c 
where: 

X represents a variable name in the range A-Z 

"c indicates the ASCII value of a character 
For example: 

<TAB>LET A="0 

This example indicates that the value of variable A is the 7-bit ASCII value 
of the character (60). 

The LET statement can also specify an octal value in the form: 

<TAB>Lt:T A=ri 

where: 

n represents an 8-bit signed octal value in the range 0-377. Positive 
numbers range from 0-177; negative numbers range from 200-377 
(-200 to -1) 

You can use variables to introduce control characters, such as ESCAPE, into 
a BATCH stream. For example, wherever 'A' appears in the following 
BATCH stream, BATCH substitutes the contents of variable A (the code for 
an ESCAPE): 

$J0B/RT11 

LET A=33 

! A 13 AN ESCAPE 
.R EDIT 

*EBFILE.MAC'A"A' 
*R'A"A' 

lEDIT FILE TO CHANGE THE VERSION NUMBER TO 2 
*GVERSI0N='A'DI2'A"A' 
*EX'A' 'A' 

Increment the value of a variable by 1 by placing a percentage sign (%) 
before the variable. For example: 

<TAB>XA 
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This command indicates that BATCH must increase the unsigned contents 
of variable A by 1. 

Indicate with an IF statement conditional transfers of control according to 
the value of a variable. The IF statement has the syntax: 

<TAB>IF(x-"c) labell, label2, label3 

or 

<TAB>IF(x-n) labell, label2, label3 

where: 

X represents the variable to be tested 

"c is the ASCII value to be compared with the contents of the 

variable 

n is an octal integer in the range 0-377 

labell 

label2 ^'^P'^^sent the names of labels included in the BATCH stream 

label3 

When BATCH evaluates the expression (x-"c) or (x-n), the BATCH run-time 
handler transfers control to: 

• labell if the value of the expression is less than zero 

• label2 if the value of the expression is equal to zero 

• label3 if the value of the expression is greater than zero 

If you omit one of the labels, and the condition is met for the omitted label, 
control transfers to the line following the IF statement. 

NOTE 

Since this comparison is a signed byte comparison, 377 is 
considered to be -1. 

The characters + and - allow you to control where BATCH begins search- 
ing for labell, label2, and labels. If you precede the label by a minus sign (-), 
BATCH starts the label search just after the $JOB command. If a plus sign 
( -h ) or no sign precedes the label, the label search starts after the IF state- 
ment. For example: 

<TAB>IF(B-'9) -LOOP? LOOPlr 

This statement transfers program control to the label LOOP following the 
$JOB command if the contents of variable B are less than the ASCII value of 
9. It transfers control to the label LOOPl following the IF statement if B is 

art-tin} fn A QOTT Q T-T fVio f^n'ntp'ni'c? nf ^^'^'^i'^^^P T^ nvct rrvpnfo-r fV»Q»-t fliQ A Qf^TT 

value of 9, program control goes to the next BATCH statement in sequence. 
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The GOTO statement unconditionally transfers program control to a label 
you specify as the argument of the statement. You can use one of the follow- 
ing three forms of this statement: 

<TAB>GOTO label transfers control to the first occurrence of label that 

appears after this GOTO statement in the BATCH 
stream 

<TAB>GOTO + label same as GOTO label 

appears after the $JOB command 

The following GOTO statement transfers control unconditionally to the next 
label LOOP if such a label appears in the BATCH stream following the 
GOTO statement. 

<TAB>GOTO LOOP 

NOTE 

If BATCH cannot find a label (for example, you uninten- 
tionally omit a minus sign) the BATCH handler searches 
until it reaches the end of the .CTL file and ends the job. 

A.5.2.3 Terminal I/O Control — You can issue commands directly to the 
BATCH run-time handler to control logging console terminal input and out- 
put. If you do not enter any of the following commands, BATCH assumes 
TTYOUT (this includes indirect command files). 

<TAB>NOTTY Does not write terminal input and output to the log file. 
Comments to the log are still logged. 

<TAB>TTYIN Writes only terminal input to the log file. 

<TAB>TTYIO Writes terminal input and output to the log file. (You 
should enter this command if using RT-11 mode so that 
RT-11 mode commands go to the log file.) 

<TAB>TTYOUT Writes only terminal output to the log file (default). 

A.5.2.4 Other Control Characters — The system permits other control 
characters in an RT-11 mode command that begins with a period (.) or an 
asterisk (*). Following are these control characters and their meanings: 

'text' command to BATCH run-time handler, where text can be one of the 
following: 

CTY Accepts input from the console terminal; notifies the 

operator that action is required by ringing a bell and 
printing a question mark (?). 

FF Outputs the current log buffer. 

NL Inserts a new line (line feed) in the BATCH stream. 
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X Inserts the contents of a variable where x is an alphanu- 

meric variable in the range A through Z. It indicates 
that BATCH should insert the contents of the variable 
as an ASCII character at this place in the command 
string. 

"message" Directs the message to the console terminal. 

The following commands allow the operator to enter the name of a MACRO 
program to be assembled. The BATCH stream contains: 

*J0B/RT11 

,H MACRO 

*' "ENTER MACRO COMMAND STRING" "CTV 

The operator receives the following message at the terminal and t3T)es a 
response, followed by carriage return; BATCH processing continues. 

ENTER MACRO COMMAND STRING 
?FILErFILE=FILE 

To run the same BATCH file on several systems with different con- 
figurations you need to assign a device dynamically. The following RT-11 
mode command lets you request that the listing device name be entered by 
the operator. 

.ASSIGN "PLEASE TYPE LST DEVICE NAME" "CTY'LST 

The operator receives the message and responds with the device to be used 
as the listing device (DT2:). 

PLEASE TYPE LST DEVICE NAME 
?DT2: 

A.5.2.5 Comments — You can include comments in RT-11 mode as sepa- 
rate comment statements. Include comments by typing a separator followed 
by a ! and the comment. For example: 

<TAB>! OPERATOR ACTION IS REQUESTED IN THIS JOB. BE PREPARED, 

A.5.3 RT-1 1 Mode Examples 

The following are examples of BATCH programs using the RT-11 mode. 

This BATCH program assembles, lists, and maps 10 programs with only 12 
BATCH commands. 

♦JOB/RTll 'ASSEMBLE^ LISTf MAP PROGO to PR0G9 
TTYIO 

! WRITE TERMINAL I/O TO THE LOG FILE 
LET N="0 
"START AT FILE PROGO 

invni^r\^^(^A on novf nacro"! I 
'■-'''" \ 
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loop: 

.R MACRO 

*prog'N'»log;/c=prog'N'/n:ttm 

.R LINK 
*fL0G:=PR0G'N' 

ZN 

! INCREMENT VARIABLE N 

IF < N- " 9 ) -LOOP , -LOOP t END 

ITEST FOR END 
ENDi 
*EOJ 

The foiiowing program lets you set up a master control stream to run several 
BATCH jobs with one call to BATCH. First set up a BATCH job (INIT.BAT) 
that performs a $CHAIN to the master control stream: 

*JOB/RTH 

LET I="0 

UNITIALIZE INDEX 
*CHAIN MASTER ! GO TO MASTER 
*EOJ 

The following is the master control stream (MASTER.BAT) to which INIT 
chains. 

*J0B/RT11 ! MASTER CONTROL STREAM 

%I 

IBUMP INDEX BY 1 

IF<I-'7)»»END 
►R BATCH 

'THIS IS A *CHAIN 
*JOB'I' 

!runs j0b1-j0b7 
end: 
♦message end of batch run 

♦EOJ 

Each job MASTER.BAT will run must contain the following; 

$JOB 

! BATCH COMMANDS 
$CHAIN MASTER 
$EOJ 

Activate the master control stream by calling BATCH as follows: 

.R BATCH 
*INIT 



A.6 Creating BATCH Programs on Punched Cards 

To create a BATCH program on punched cards, punch into the cards the 
commands described in Section A.4. Each command line occupies a single 
punched card. Only one card, the EOF card, is different from the standard 
BATCH commands. The EOF (end-of-file) card terminates the list of jobs 
from the card reader. 
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To create the EOF card, hold the MULT PCH key on the keypunch keyboard 
while typing the following characters: 

-&016789 

This procedure produces an EOF card with holes punched in the first column 
(see Figure A-1). 

Figure A-1: EOF Card 
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To run multiple jobs from the card reader, simply combine the jobs into a 
single card deck. Make sure that each job has its own $JOB and $EOJ card, 
and then follow the last $EOJ card with two EOF cards. 

Although in general, you terminate BATCH jobs on cards by placing two 
EOF cards after the last $EOJ card, some card readers may require that you 
type \F followed by a carriage return. Put two EOF cards and a blank card in 
the reader and make sure that the card reader is ready. Note that a small 
card deck (less than 512 characters) may require more than two EOF cards 
to terminate the deck. 



A.7 Operating Procedures 



A.7.1 Loading BATCH 



After you bootstrap the RT-11 system and enter the date and time, you 
must make the BATCH run-time handler resident by typing the RT-11 
LOAD command as follows: 



You detach and unload the BATCH run-time handler with the /U option in 
the BATCH compiler command line (see Section A.7. 2). 
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NOTE 

If BATCH crashes, you must unload BATCH with the 
UNLOAD command and then reload BATCH with the 
LOAD command. This ensures that the BATCH handler is 
properly initialized when you rerun BATCH. 

You must make the BATCH log device and list device resident unless the 
log or list device is SY:, or unless it is a device for which the handler is 
already resident. Load the log device by typing: 

.LOAD log-device 

where: 

log-device represents the device to which BATCH must write the log 
file 

For example: 

.LOAD LPt 

You can, of course, load device handlers with a single LOAD command. For 
example: 

.LOAD ba: a.p: 

You must then assign the logical device name LOG to the log device. Use the 
RT-1 1 monitor ASSIGN command in the form: 

.ASSIGN log-device LOG 

For example, if LP: is the log device, type: 

.ASSIGN LP LOG 

Then assign the logical device name LST: using the RT-11 ASSIGN com- 
mand in the form: 

.ASSIGN list-device LST 

where: 

list-device represents the physical device BATCH must use for 
listings 

If, for example, you want to produce listings on the line printer, tjrpe: 

.ASSIGN LP LST 

NOTE 

Do not use the DEASSIGN command with no arguments in 
a BATCH program since it deassigns the log and list 
devices, possibly causing the BATCH job to terminate. 

You must also make resident the BATCH run-time handler input device 
(compiler output device). If this device is already resident or is SY:, you do 
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not need to load it. For example, to load the DECtape handler as the input 
device, type: 



.LOAD DT 



If the input file to the BATCH compiler is on cards, load the card reader han- 
dler by typing: 



•LOAD CR 



NOTE 

If input is on cards, you must use the RT-11 monitor SET 
command (before loading the handler) to specify CRLF and 
NOIMAGE modes. That is, the following' command a""ends 
a carriage return/line feed combination to each card image. 

.SET CR CRLF 

The following command translates the card by packing card 
code into ASCII data, one column per byte. 

.SET CR NOIMAGE 

If card images do not properly translate to ASCII, you may 
have to change the card translation codes by using one of 
the following commands: 

.SET CR C0DE=29 

or 

.SET CR CC)DE=26 

See Section 4.4. 



A.7.2 Running BATCH 

When you have loaded all necessary handlers, run the BATCH compiler as 
follows: 

.R BATCH 

BATCH responds by printing an asterisk (*) to indicate its readiness to 
accept commands. In response to the *, type the output file specifications for 
the control file followed by an equals sign. Then type the input file specifica- 
tions for the BATCH file as follows: 

[[output-filespec][,log-filespec][/option...] = ]input-filespec[..., 
input-filespec][/option . . . ] 



where: 



output-filespec is the BATCH compiler output device and file the 
BATCH run-time handler must use. The devirp vnn 
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specify must be random-access. Your BATCH job 
should not delete or move this file. Your BATCH job 
should avoid compressing the system volume with 
the SQUEEZE command or the DUP /S option. If you 
omit output- fiiespec, BATCH generates a file on the 
default device DK: with the same name as the first 
input file but with a .CTL file type. If you do not spec- 
ify a file type in output- fiiespec, BATCH assumes 
.CTL 

log-filespec is the log file created by the BATCH run-time han- 

dler. If you do not specify a log device, BATCH 
assumes LOG: The device name you specify for log- 
filespec must be the same as you assign to LOG:. 

You can change the size of a log file on a file-struc- 
tured device from the default size of 64 (decimal) 
blocks. To make this change, enclose the required 
size in square brackets. For example: 

*>FILE.L0GC10a=FILE 

The default file type for the log-filespec is .LOG 

input-filespec represents an input file. If you do not specify a file 
type, BATCH assumes .BAT. If you specify a .CTL 
file, BATCH assumes a precompiled file that must be 
the only file in the input list 

/option is an option from the following list: 

/N Compiles but does not execute. This option 

creates a BATCH control file (.CTL), gen- 
erates an ABORT JOB message at the 
beginning of the log file, and returns to the 
RT-11 monitor. 

/T:n If n = 0, sets the /NOTIME option as the 

default on the $JOB command. If n = 1, the 
default option on the $JOB command is 
/TIME. 

/U Indicates that the BATCH compiler must 

detach the BATCH run-time handler from 
the RT-11 monitor and unload the 
handler. 

NOTE 

You need not specify the RT-11 monitor UNLOAD BA 
command to remove the handler. Specifying /U to BATCH 
causes the handler to detach and unload. 
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/X Indicates that tlie input is a precompiled 

BATCH program. Use this option when 
you do not specify the .CTL file type. 

<RET> Prints the version number of the BATCH 
compiler. 

The following example calls BATCH to compile and execute three input files 
(PR0G1.BAT, PR0G2.BAT, PR0G3.BAT) to generate on DK: the compiler 
output files, and to generate on LOG: a log file. 

.R BATCH 

*PR0G1 , BAT . PR0G2 . BAT » PROGS . BAT 

The following commands print the version number of BATCH, then compile 
andrunSYBILD.BAT. 

.R BATCH 

!K<RET> 

BATCH V04.00A 

jKSYBILB 

The following commands compile PROTO.BAT to create PROTO.CTL but do 
not run the compiled BATCH stream. 

.R BATCH 
!KPR0T0/N 

Type the following commands to unlink BA.SYS from the monitor and to 
unload it. 

,R BATCH 

The following commands compile FILE. BAT from magtape to create 
FILE.CTL on RKl:. They execute the compiled file and create a log file 
named FILE. LOG (of size 20) on LOG:. 

*RKlVFiLErFILEC203=MT:FILE 

The following commands execute a precompiled job called FILE.TST. 

.R BATCH 
*FILE.TST/X 



T' 



he following commands execute a precompiled job called FILE.CTL. 



,R BATCH 
JttFILE/X 
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The following commands accept input from the card reader to create a file 
called TEMP.CTL. BATCH stores this file on DK: and executes it. 



.R BATCH 
*CR! 



The following commands accept input from the card reader to create a file 
called JOB.CTL. BATCH stores the file on DK: and executes it. 



.R BATCH 

*job=cr: 



A.7.3 Communicating witli BATCH Jobs 

During the execution of a BATCH stream, BATCH can request the operator 
to service a peripheral device, to provide information, or to insert a com- 
mand line into the BATCH stream. The operator does this by typing direc- 
tives to the BATCH handler on the console terminal. 

NOTE 

These directives are equivalent to the compiler output that 
BATCH generates in the .CTL file. The .CTL file is an 
ASCII file that you can list by using the PRINT or TYPE 
commands or by running PIP. 

These directives have the form: 

\dir 

where: 

dir represents one of the directives listed in Table A-6 

To use these directives, the operator must get control of the BATCH run- 
time handler. This can be achieved through a /WAIT or a CTY in the 
BATCH stream, or by typing a carriage return on the console terminal. If a 
carriage return is typed, the operator does not know exactly where the 
BATCH stream has been interrupted. When BATCH executes a command, 
it acknowledges the carriage return and prints a carriage return/line feed 
combination at the terminal. The operator can then enter a directive from 
Table A-6. The most useful directives are marked with an asterisk (*). Some 
directives are not particularly useful in this mode, but are listed to explain 
completely the BATCH compiler output. 
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Table A-6: Operator Directives to BATCH Run-Time Handler 



Directive 



Explanation 



\& 

*\A 

*\B 

*\C 

*\D 

*\E 

*\F 



\G 



\Hn 



label2? 
labels? 



\Jlabel? 

\KvO 
\Kvln 

\Llabel 



Send the characters that follow to the console terminal. 

Change the input source to be the console terminal. 

Change the input source to be the BATCH stream. 

Send the following characters to the log device. 

Consider the following characters as user data. 

Send the following characters to the RT-11 monitor. 

Force the output of the current log block. If this directive is followed by any 
characters other than another BATCH backslash (\) directive, the BATCH job 
prints an error message and terminates. BATCH then returns control to the 
RT-11 monitor. 

Get characters from the console terminal until a carriage return is 
encountered. 

Help function to change the logging mode, n specifies the following: 

Log only .TTYOUT and .PRINT 

1 Log .TTYOUT, .PRINT, and .TTYIN 

2 Do not log .TTYOUT, .PRINT, and .TTYIN 

3 Log only .TTYIN 

IF statement that causes conditional transfer, where i* is a variable name m 
the range A-Z; a: is a value for the signed 8-bit comparison (v-x); and labell, 
label2, labelS are 6-character labels to which control is transferred under cer- 
tain conditions. (All labels must be six characters in length; if too short, pad 
with spaces.) \fv-x is less than 0, control transfers to labell; if v-x is equal to 0, 
control goes to label2; if v-x is greater than 0, control goes to labels. The direc- 
tion for the label search is indicated by ?; if ? is 0, the search begins at the 
beginning of this job; if .? is 1, the label search begins after the IF statement. 

Jump, unconditional transfer; where label is a 6-character label and ? is or 1. 
(All labels must be six characters in length; if too short, pad with spaces.) If 
? = 0, label is a backward reference; if ? = 1, label is a forward reference. 



-» o>.iQrv» tin T iro^T 



Tortic 



store the 8-bit number n in variable v. 

Take the value in variable v and return it to the program (via .TTYIN). 

Insert label as a 6-character alphanumeric string in the BATCH stream. (All 
labels must be six characters in length; if too short, pad with spaces.) Labels 
must not include backslash characters. Characters beyond six are ignored. 



In the following example, the operator must interrupt the BATCH handler 
to enter information from the console. As a result of a /WAIT or 'CTY' in the 
BATCH stream, the following message appears at the terminal: 

*MESSA6E/UAIT WRITE NECESSARY FILES TO DISK 

To divert BATCH stream input from the current file to the console terminal, 
the operator typesVE, enters commands to the RT-11 monitor, then types \B. 
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Control then returns to the BATCH stream. The following example illus- 
trates this procedure. 



,R BATCH 
#NEXT 

WRITE NECESSARY FILES TO DISK 
?\A\E 

\ECOPY DTI ; FILE. MAC RKJ 

FILES copied: 

DTiJFILE.HAC TO RKJFILE.HAC 
\E\F\B 



END BATCH 



The following BATCH program lets you make frequent edits to a file and list 
only the edits. First, create a BATCH program that assembles with a listing 
and link the file. This BATCH program, called COMPIL.BAT, contains: 



*J0B/RT11 

TTYIO 

! WRITE TERMINAL I/O TO LOG FILE 
.R MACRO 

ICALL THE MACRO ASSEMBLER 
*FILE>FILE/C=FILE 

*MESSAGE/IJAIT OK TO TYPE EDIT COMMANDS 
.R LINK 

icall the rt-11 linker 

*file»log;=file 

*EOJ 



At run time, you can insert commands into the BATCH stream from the con- 
sole terminal. These commands search for the section of the listing file that 
has been edited, then list this section to the log. You must insert the com- 
mand after the R MACRO command but before the R LINK command. The 



....... .. . _ .... ....... , -^i. \y\^^\A\A.± \^m 



:?%fA, <LAUvkJ VJ.XXO 



.R BATCH 






#COMPIL 








OK TO TYPE EDIT COMMANDS 


?\A\E 








\ER EDIT 






#ERFILE 


.LST** 






♦EWFILE 


,SEC»$ 






*PRETRY 


:*=j** 






*SL** 








RETRY? 









49 


000020 


016705 


177764 


50 


000024 


011502 




51 


000026 


016504 


000002 


52 


000032 


006204 




53 


000034 


006204 




54 


000036 


006204 




55 


000040 


000304 




56 


000042 


042704 


017777 


57 


000046 


000404 




*EX*$ 








\E\C\E 








END BATCH 







JHIGH ORDER BIT USED FOR 'RESET IN PROGRESS FLAG 



Moy 


RKCQEfR5 




fGET Q P 


Moy 


eR5,R2 




JR2 = BL 


MOV 


2(R5)fR4 




?R4 = UN 


ASR 


R4 




; ISOLATE 


ASR 


R4 






ASR 


R4 






SWAB 


R4 






BIC 


*"C<160000>> 


.R4 




BR 


2* 




J ENTER C 
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A.7.4 Terminating BATCH 

When BATCH terminates normally, it prints the following message and 
returns control to the RT-1 1 monitor: 

END BATCH 

To abort BATCH while it is executing a BATCH stream, interrupt the 
BATCH handler by typing a carriage return. When BATCH executes the 
next command after the carriage return, it prints a carriage return/line feed 
combination at the console terminal. You then gain control of the system. 
Type \F followed by a carriage return. The BATCH handler responds with 
the FE (forced exit) error message and writes the remainder of the log buf- 
fer. Control returns to the RT-11 monitor. 

Typing two CTRL/Cs terminates BATCH immediately. Use two CTRL/Cs 
when BATCH is in a loop or when a long assembly is running. In these 
cases, BATCH responds slowly to your carriage return interrupt. 



A.8 Differences Between RT-1 1 BATCH and RSX-1 1 D BATCH 

Some programmers run their RT-11 BATCH programs under RSX-1 ID. 
Note the differences between the tv/o Bx4TCH implementations listed in 
Table A-7. BATCH programs that run under both systems must be com- 
patible with both RT-11 and RSX-1 ID BATCH. 

Table A-7: Differences Between RT-11 and RSX-1 ID BATCH 



Characteristic 


RT-11 


RSX-llD 


File descriptors 


filespec/option 


SY:filnam.typ/option 


Default listing file type 


.LST(or .LIS) 


.LIS 


Executable file type 


,SAV 


.EXE 


Incompatible commands 


$BASIC 

$CALL 

ICHAIN 

$LIBRARY 

$RT11 

$SEQUENCE 


$MCR 


Incompatible options 


$COPY/DELETE 

$CREATE/DOLLARS 

$CREATE/LIST 

$DATA/DOLLARS 

$DATA/LIST 






$DIRfile/LIST 


IDIRfile/DIRECTORY 




$DISMOUNT/WAIT 






$DISMOUNT lun:/LOGICAL 






$FORTRAN/DOLLARS 






$FORTRAN/MAP 






$JOB/BANNER 


$JOB/NAME 




$JOB/LIST 


$JOB/LIMIT 




-tTOR/RTi 1 


$.TnR/MnR 




^Y"^ ^^ ^-^ ' .*■'.>- ^- •^- 


^ »*■ 1.^ •'m^ ' 4»>^ ^^ ^ w 
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Table A-7: Differences Between RT-11 and RSX-llD Batch (Cont.) 



Characteristic 


RT-11 


RSX-11 


Incompatible options 


$JOB/TIME 

$JOB/UNIQUE 






$LINK/LIBRARY 


$LINK/MCR 




$LINK/OBJECT 






$MACRO/CREF 






$MACRO/DOLLARS 






$MACRO/LIBRARY 






$MACRO/MAP 






$MESSAGE/WAIT 






$MESSAGE/WRITE 






$PRINT/DELETE 




$DATA input 


appears as if from input 


appears as if from a file 
named FOR001.DAT 


Logical device names 


in$MOUNTand 
$DISMOUNT 


Logical unit numbers only 


$RUN 


you must specify file name 


RSX11DBAT.EXE is default 
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Appendix B 

Monitor Command Abbreviations and System Utility 
Program Equivalents 



This appendix provides two tables of correspondence (Tables B-1 and B-2) 
between the keyboard monitor commands with their options and the system 
utility programs with their options. Remember that the S3mtax you use to 
issue a keyboard monitor command is different from the syntax that the 
Command String Interpreter requires for input and output specifications for 
the system utility programs. Bear in mind that there are many differences 
between issuing a monitor command and running a utility program. 

Table B-1 lists all the keyboard monitor commands and options. A dash 
under the corresponding system program or option column indicates that 
the command has no real system program equivalent, that the function is 
inherent in the keyboard monitor, or that the function is the default mode of 
operation. The minimum abbreviation for each command and option is in 
red. 



Table B-1: Monitor Command/System Utility Program 
Equivalents 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


APL 




RAPL 


— 


ASSIGN 

B 

BASIC 




— 


— 




R BASIC 





BOOT 




DUP 


/O 




AVAIT 


DUP 


/w 




/FOREIGN 


DUP 


/Q 


CLOSE 




— 


— 


COMPILE 







— 




/ALLOCATErsize 


— 


[n] 




/ALPHABETIZE 


DIBOL 


/A 




/CODEitype 


FORTRAN 


/I 




/CROSSREFERENCE 








[:type[...:type]] 


MACRO,DIBOL 


/C 




/DUGNOSE 


FORTRAN 


/B 




/DIBOL 


DIBOL 


— 




/DISABLE:value[... lvalue] 


MACRO 


/D 




/ENABLE:value[...:value] 


MACRO 


/E 




/EXTEND 


FORTRAN 


/E 




/FORTRAN 


FORTRAN 





(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


COMPILE 










/HEADER 


FORTRAN 


/O 




/I4 


FORTRAN 


/T 




/LIBRARY 


MACRO 


/M 




/LINENUMBERS 


DIBOL,FORTRAN 


— 




/NOLINENUMBERS 


DIBOL, 


/O 






FORTRAN 


/S 




/LIST[:filespec] 




2nd 

output 

spec. 




/MACRO 


MACRO 


— 




/OBJECT[:filespec] 




1st 

output 

spec. 




/NOOBJECT 




null 
1st 

output 
spec. 




/ONDEBUG 


DIBOL,FORTRAN 


/D 




/OPTIMIZE[:type] 


FORTRAN 


/P 




/NOOPTIMIZE 


FORTRAN 


M 




/PASS:1 


MACRO 


/P 




/RECORDrlength 


FORTRAN 


/R 




/SHOWrvalue 


FORTRAN,MACRO 


/L 




/NOSHOW:value 


MACRO 


/N 




/STATISTICS 


FORTRAN 


/A 




/SWAP 


FORTRAN 







/NOSWAP 


FORTRAN 


/U 




/UNITS:n 


FORTRAN 


/N 




A^ECTORS 


FORTRAN 







/NOVECTORS 


FORTRAN 


/V 




/WARNINGS 


FORTRAN 


AV 




/NOWARNINGS 


DIBOL, 

■I7i^T>rmD A XT 


/W 






r v/xt ± ivn.j.-M 





COPY 




PIP 


_ 




/ALLOCATE:size 


— 


[n] 




/ASCII 


PIP.FILEX 


/A 




/BINARY 


PIP 


/B 




/BOOT 


DUP 


/U 




/CONCATENATE 


PIP 


/u 




/DEVICE 


DUP 


/I 




/DOS 


1^'ILEX 


/S 




/END:n 


DUP 


/E 




/EXCLUDE 


PIP 


/P 




/FILES 


DUP 


/F 




/IGNORE 


PIP 


/G 




/IMAGE 


PIP.FILEX 


/I 




/INTERCHANGE 


FIT.RX 


/u 




/LOG 


PIP 


AV 




/NOLOG 


PIP 







/NEWFILES 


PIP 


/C 




/OWNER: [nnn.nnn] 


FILEX 


UIC 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cent.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


COPY 


/PACKED 


FILEX 


/P 




/POSITION:n 


PIP 


/M 




/PREDELETE 


PIP 


/O 




/QUERY 


PIP,FILEX 


/Q 




/NOQUERY 


DUP 


/Y 




/REPLACE 


— 


— 




/NOREPLACE 


PIP 


/N 




/SETDATE 


PIP 


/T 




/SLOWLY 


PIP 


/S 




/START:n 


DUP 


/G 




/SYSTEM 


PIP 


n 




/TOPS 


FILEX 


/T 




/WAIT 


DUP 


AV 






PIP 


/E 


CREATE 




DUP 


/c 




/ALLOCATE 


DUP 


[n] 




/EXTENSION 


DUP 


/T 




/START 


DUP 


/G 


D 




— 


— 


DATE 




— 


— 


DEASSIGN 




— 


— 


DELETE 




— 


— 




/DOS 


FTLKX 


/S 




/ENTRY 


QUEMAN 


/M 




/EXCLUDE 


PIP 


/P 




/INTERCHANGE 


FILEX 


/U 




/LOG 


PIP 


AV 




/ENTRY 


QUEMAN 


1st 

output 

spec. 




/NEWFILES 


PIP 


/C 




/POSITION:n 


PIP 


/M 




/QUERY 


PIP 


/Q 




/N0OUERY 


— 


— 




/SYSTEM 


PIP 


/Y 




/WAIT 


PIP 


/E 


DIBOL 




R DIBOL 






/ALLOCATE:size 


- 


[n] 




/ALPHABETIZE 


DIBOL 


/A 




/CROSSREFERENCE 


DIBOL 


/O 




/LINENUMBERS 


DIBOL 


— 




/NOLINENUMBERS 


DIBOL 


/o 




/LIST[:filespec] 


DIBOL 


2nd 

output 

spec. 




/OBJECT[:mespec] 


DIBOL 


1st 

output 

spec. 




/NOOBJECT 


DIBOL 


null 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 
Command 



Option 



System Utility 
Program 



Option 



DIBOL 



DIFFERENCES 



/ONDEBUG 

AVARNINGS 

/NOWARNINGS 

/ALLOCATE:size 

/ALWAYS 

/AUDITTRAIL 

/BINARY 

/BLANKLINES 

/BYTES 

/CHANGEBAR 

/COMMENTS 

/NOCOMMENTS 

/END[:n] 

/FORMFEED 

/MATCHrn 

/OUTPUT:filespec 



/PRINTER 



/QUIET 
/SIPP:fiIespec 



/SLP 

/SPACES 

/NOSPACES 

/START[:n] 

/TERMINAL 



/TRIM 

/NOTRIM 



DIBOL 
DIBOL 
DIBOL 

RSRCCOM 

BINCOM 
SRCCOM 
BINCOM 
SRCCOM 
BINCOM 
SRCCOM 
SRCCOM 
SRCCOM 
BINCOM 
SRCCOM 
SRCCOM 
SRCCOM, 



BINCOM 



SRCCOM, 



BINCOM 



BINCOM 
BINCOM 



SRCCOM 
SRCCOM 
SRCCOM 
BINCOM 
SRCCOM, 



BINCOM 



SRCCOM 
SRCCOM 



1st 

output 
spec. 
/D 

AV 

[n] 
/O 

/A 

/B 
/B 
/D 

/C 

/E 

/F 

/L 

1st 

output 

spec. 

1st 

output 

spec. 

LP: as 

1st 

output 

spec. 

LP: as 

1st 

output 

spec. 

/Q 

2nd 

output 

spec. 

/P 

/S 

/S 

TT:as 

1st 

output 

spec. 

TT:as 

1st 

output 

spec. 

/T 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


DIRECTORY 




DIR 






/ALLOCATE:size 


— 


[n] 




/ALPHABETIZE 


DIR 


/A 




/BADBLOCKS 


DUP 


/K 




/BEFORE[date] 


DIR 


/K 




/BEGIN 


DIR 


/K 




/BLOCKS 


DIR 


/B 




/BRIEF 


DIR,FILEX 


/F 




/COLUMNS:n 


DIR 


/C 




/DATE[date] 


DIR 


IB 




/DELETED 


DIR 


/Q 




/DOS 


FILEX 


/S 




/END 


DUP 


/E 




/EXCLUDE 


DIR 


/P 




/FAST 


DIR, FILEX 


/F 




/FILES 


DUP 


/F 




/FREE 


DIR 


/M 




/FULL 


DIR 


/E 




/INTERCHANGE 


FILEX 


/U 




/NEWFILES 


DIR 


/D 




/OCTAL 


DIR 


/O 




/ORDER[:category] 


DIR 


/s 




/OUTPUT:filespec 


DIR, 


1st 

output 
file 
spec. 






FILEX 


1st 

output 
file 
spec. 




/OWNER:[nnn,nnn] 


FILEX 


UIC 




/POSITION 


DIR 


/B 




/PRINTER 


DIR, 


LP: as 
1st 

output 
spec 






FILEX 


LP: as 

1st 

output 

file 

spec. 




/REVERSE 


DIR 


/R 




/SlNCE[date] 


DIR 


/J 




/SORT[:category] 


DIR 


/s 




/START 


DUP 


/G 




/SUMMARY 


DIR 


/N 




/TERMINAL 


DIR, 


TT:as 
1st 

output 
spec. 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cent.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


DIRECTORY 




FILEX 


TT:as 

1st 

output 




/TOPS 


FILEX 


spec. 

/T 




/VERIFY 


DUP 


/H 




/VOLUMEID[:ONLY] 


DIR 


AT 




/WAIT 


DUP 


m 


DUMP 




RDUMP 


_ 




/ALLOCATE:size 


— 







/ASCII 


DUMP 







/NOASCII 


DUMP 


/N 




/BYTES 


DUMP 


/B 




/END:block 


DUMP 


/E 




/FOREIGN 


DUMP 


/T 




/IGNORE 


DUMP 


/G 




/ONLY:block 


DUMP 


/O 




/OUTPUTifilespec 


DUMP 


1st 

output 

file 




/PRINTER 


DUMP 


spec. 
LP: as 
1st 
output 




/RAD50 


DUMP 


spec. 

IX 




/START:block 


DUMP 


/S 




/TERMINAL 


DUMP 


TT:as 

1st 

output 




/WORDS 


DUMP 


spec. 

m 


E 




— 


— 


EDIT 




EDIT,TECO,KED, 








KS2 


EB 




/ALLOCATE:size 


— 


[n] 




/CREATE 


EDITOR 






/EDIT 


EDIT 







/EXECUTE 


TECO 







/INSPECT 


EDITOR 







/KED 


KED 







/K52 


K52 







/OUTPUT:filespec 


EDITOR 


— 




/'I'ECO 


TECO 


— 


EXECUTE 











/ALLOCATE:size 


— 


[n] 




/ALPHABETIZE 


DIBOL 


/A 




/BOTTOM:n 


LINK 


/B 




/CODE:n 


FORTRAN 


/I 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 
Command 



Option 



System Utility 
Program 



Option 



EXECUTE 



/CROSSREFERENCE 
[:type[...:type]] 
/DEBUG[:filespec] 
/DIAGNOSE 



I iJXSi\Ji^ 



/DISABLE:value[...:value] 
/ENABLE:value[...:value] 
/EXECUTE[:filespec] 



/EXTEND 

/FORTRAN 

/HEADER 

l\A 

I ±'± 

/LIBRARY 

/LINENUMBERS 
/NOLINENUMBERS 

/LINKLIBRARY:filespec 
,LIST[:fllespec] 



/MACRO 
/MAP[:filespec 



/OBJECT[:filespec] 



/ONDEBUG 

/OPTIMIZE:type 

/NGGFTIMIZE 

/PASS:1 

/RECORD:length 

/RUN 

/NORUN 

/SHOW[:valuel 

/NOSHOW:value 

/STATISTICS 

/SWAP 

/NOSWAP 

/UNITS:n 

/VECTORS 

/NOVECTORS 

/WARNINGS 

/NOWARNINGS 

/WIDE 



DIBOL.MACRO 

LINK 

FORTRAN 

T*TT3i^T 

MACRO 
MACRO 

LINK 



FORTRAN 

FORTRAN 

FORTRAN 

FORTRAN 

MACRO 

DIBOL, FORTRAN 

DIBOL, 

FORTRAN 

LINK 



MACRO 
LINK 



DIBOL, FORTRAN 

FORTRAN 

FORTRAN 

MACRO 

FORTRAN 

RUN 

FORTRAN, MACRO 

MACRO 

FORTRAN 

FORTRAN 

FORTRAN 

FORTRAN 

FORTRAN 

FORTRAN 

FORTRAN 

DIBOL 

LINK 



/C 

/B 

/D 

/E 

1st 

output 

file 

spec. 

/E 

/O 

/m 
/ X 

/M 
/O 

/s 

2nd 
output 
file 
spec. 

2nd 

output 

file 

spec. 

1st 

output 

file 

spec. 

/D 

/P 

M 

/P 

/R 



/L 
/N 
/A 



;/u 

/N 



/V 
/W 
/W 

rw 
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Table B-1: Monitor Command/System Utility Program 






Equivalents (Cont.) 






Monitor 




System Utility 




Command 


Option 


Program 


Option 


FORMAT 










/PATTERNf:value] 


FORMAT 


/P 




/QUERY 


FORMAT 







/NOQUERY 


FORMAT 


/Y 




/SINGLEDENSITY 


FORMAT 


/S 




A^ERIFY[:only] 


FORMAT 


A^ 




/WAIT 


FORMAT 


/W 


FORTRAN 




R FORTRAN 


_ 




/ALLOCATE:size 


— 


[n] 




/CODE:type 


FORTRAN 


/I 




/DIAGNOSE 


FORTRAN 


/B 




/EXTEND 


FORTRAN 


/E 




/HEADER 


FORTRAN 


/O 




M 


FORTRAN 


/T 




/LINENUMBERS 


FORTRAN 







/NOLINENUMBERS 


FORTRAN 


/S 




/LIST[:filespecl 


FORTRAN 


2nd 
output 
file 
spec. 




/OBJECT[:filespecl 


FORTRAN 


1st 

output 
file 
spec. 




/NOOBJECT 


FORTRAN 


null 
1st 

output 
spec. 




/ONDEBUG 


FORTRAN 


/D 




/OPriMIZE:type 


FORTRAN 


/P 




/NOOPTIMIZE:type 


FORTRAN 


/M 




/RECORD:length 


PORTRAN 


/R 




/SHOW[:value] 


FORTRAN 


/L 




/STATISTICS 


FORTRAN 


/A 




/SWAP 


FORTRAN 







,'NOSWAP 


Trr»DT-ir> \ *.t 


/TT 






X v^xvxx%.£:kAi 


/U 




/UNITS:n 


FORTRAN 


/N 




A/ECTORS 


FORTRAN 







/NOVECTORS 


FORTRAN 


N 




/WARNINGS 


FORTRAN 


/W 


FRUN 







_ 




/BUFi-'ERtn 










/PAUSE 










/TERMINAL^ 





_^ 




/NAME:name 





— 


GET 










GTOFF 
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Table B-1: Monitor Command/System Utility Prograin 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


GTON 






_ 




/L:n 


— 


— 




/r:n 


— 


— 


HELP 




— 


— 




/PRINTER 


— 


— 




/TERMINAL 


— 


— 


INITIALIZE 




DUP 


/Z 




/BADBLOCKS[:RET] 


DUP 


/B 




/DOS 


FILEX 


/S 




/FILE:filespec 


DUP 


— 




/INTERCHANGE 


FILEX 


/u 




/QUERY 


DUP, FILEX 


— 




/NOQUERY 


DUP, FILEX 


/Y 




/REPLACEf:RETAIN] 


DUP 


/R 




/RESTORE 


DUP 


/D 




/SEGMENTS:n 


DUP 


/N 




/VOLUMEID[:ONLY] 


DUP 


/V 




/WAIT 


DUP 


AV 


INSTALL 




— 


— 


LIBRARY 




RLIBR 






/ALLOCATEisize 




[n] 




/CREATE 


LIBR 


— 




/DELETE 


LIBR 


/D 




/EXTRACT 


LIBR 


IE 




/INSERT 


LIBR 


— 




/LIST[:filespecl 


LIBR 


2nd 
output 
file 
spec. 




/MACRO 


LIBR 


/M 




/OBJECT[:filespec] 


LIBR 


1st 

output 
file 
spec. 




/NOOBJECT 


LIBR 


null 
1st 

output 
spec. 




/PROMPT 


LIBR 


II 




/REMOVE 


LIBR 


/G 




/REPLACE 


LIBR 


/R 




/UPDATE 


LIBR 


/U 


LINK 




RLINK 


— 




/ALLOCATEisize 


— 


[n] 




/ALPHABETIZE 


LINK 


/A 




/BITMAP 


LINK 


— 




/NOBITMAP 


— 


/X 




/BOTTOM:n 


LINK 


/B 




/BOUNDARY:value 


LINK 


/Y 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


LINK 










/DEBUG[:filespec] 


LINK 


— 




/EXECUTE[:filespec] 


LINK 


1st 

output 
file 
spec. 




/NOEXECUTE 


LINK 


null 
1st 

output 
spec. 




/EXTEND:n 


LINK 


/E 




/FILL:n 


LINK 


/Z 




/FOREGROUND[:stacksize] 


LINK 


/R 




/INCLUDE 


LINK 


/I 




/LDA 


LINK 


/L 




/LIBRARYrfilespec 


LINK 







/ LINKLIBRARY:filespec 


LINK 


— 




/MAP[:filespec] 


LINK 


2nd 
output 
file 
spec. 




/PROMPT 


LINK 


II 




/ROUND:n 


LINK 


/U 




/RUN 


LINK, RUN 


— 




/SLOWLY 


LINK 


IS 




/STACK[:n] 


LINK 


/M 




/SYMBOLTABLE 


LINK 


3rd 

output 
file 
spec. 




/TOP 


LINK 


/H 




/TRANSFER[:n] 


LINK 


/T 




/TXTTTM7* 


T TXTTr 


fTTT 




/ »» iL/AJ 


UllNIV 


in 




/XM 


LINK 


IV 


LOAD 




— 





Hff A /-^-ni-i 








ivirtOIVVy 




K HACttO 







/ALLOCATE:size 





[n] 




/CROSSREFERENCE 








[:type[...:type]] 


MACRO 


/C 




/ L)ISABLE:value[...:value] 


MACRO 


ID 




/eNABLE:value[...:value] 


MACRO 


IE 




/LIBRARY 


MACRO 


/M 




/LIST[:filespec] 


MACRO 


2nd 

output 

file" 

spec. 




/OBJECT! ifilespec] 


MACRO 


1st 

output 
file 
spec. 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


MACRO 


/NOOBJECT 


MACRO 


null 
1st 

output 
spec. 




/PASS:1 


MACRO 


/P 




/SHOW:value 


MACRO 


/L 




/NOSHOW.-value 


MACRO 


/N 


PRINT 












/COPIES:n 


PIP, QUEMAN 


/K 




/DELETE 


PIP, QUEMAN 


/D 




/FLAGPAGE 


QUEMAN 


/H 




/NOFLAGPAGE 


QUEMAN 


/N 




/LOG 


PIP 


AV 




/NOLOG 


PIP 


— 




/NAME 


QUEMAN 


1st 

output 
file 
spec. 




/NEWFILES 


PIP 


/C 




/PRINTER 


PIP 


LP: as 
1st 

output 
spec. 




/PROMPT 


QUEMAN 


// 




/QUERY 


PIP 


/Q 


R 
REENTER 


/WAIT 


PIP 


/E 




I 


I 


REMOVE 




— 





RENAME 




PIP 







/LOG 


PIP 


/W 




/NOLOG 


PIP 


— 




/NEWFILES 


PIP 


/c 




/PROTECTION 


PIP 


/F 




/NOPROTECTION 


PIP 


/Z 




/QUERY 


PIP 


/Q 




/REPLACE 


PIP 


— 




/NOREPLACE 


PIP 


/N 




/SETDATE 


PIP 


/T 




/SYSTEM 


PIP 


/Y 




/WAIT 


PIP 


/E 


RESET 




— 


— 


RESUME 




— 


— 


RUN 




— 


— 


SAVE 




— 


— 


SET 




— 


— 



(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


SHOW 


ALL 


RESORC 


/A 




CONFIGURATION 


RESORC 


/Z 




DEVICES 


RESORC 


/D 




ERRORS 


ERROUT 


— 




/ALL 


ERROUT 


/A 




/FILE:filespec 


ERROUT 


input 

file 

spec. 




/FROM[:date] 


ERROUT 


/F 




/OUTPUT:filespec 


ERROUT 


1st 

output 
file 
spec. 




/PRINTER 


ERROUT 


LP: as 
1st 

output 
spec. 




/SUMMARY 


ERROUT 


/S 




/TERMINAL 


ERROUT 


Tl': as 
1st 

output 
spec. 




/TO[:datel 


ERROUT 


/T 




QUEUE 


QUEMAN 


/L 




TERMINALS 


RESORC 


/T 




JOBS 


RESORC 


/J 


SQUEEZE 




DUP 


/S 




/OUTPUT:filespec 


DUP 


1st 

output 
file 
spec. 




/QUERY 


DUP 


— 




/NOQUERY 


DUP 


/Y 




/WAIT 


DUP 


AV 


onT TKl 








UXti^J-l 










/BUFFER:n 


— 







/LEVEL;n 


— 







/NAME:logical-jobname 


— 


— 




/PAUSE 


— 







/TERMINAL:n 


— 


— 


START 




— 


— 


SUSPEND 




— 


— 


TIME 









(continued on next page) 
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Table B-1: Monitor Command/System Utility Program 
Equivalents (Cont.) 



Monitor 




System Utility 




Command 


Option 


Program 


Option 


TYPE 










/COPIESrn 


PIP 


/K 




/DELETE 


PIP 


/D 




/LOG 


PIP 


m 




/NOLOG 


PIP 







/NEWFILES 


PIP 


/c 




/QUERY 


PIP 


/Q 




/WAIT 


PIP 


/E 


UNLOAD 




— 





Table B-2 lists all the system programs and options with their keyboard 
monitor equivalents. Note that some system program options are 
inaccessible through any keyboard monitor command; each is marked by an 
asterisk. 

In this table: 

• the first column lists the system program 

• the second column lists the system program's option 

• the third column lists the keyboard monitor command by which the sys- 
tem program is invoked 

• the fourth column lists the monitor equivalent of the system program 
option 

Note also that some system programs are accessible through more than one 
keyboard monitor command (for example, DUP is accessed through BOOT, 
COPY, CREATE, DIRECTORY, INITIALIZE, and SQUEEZE). 
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Table B-2 System Program/Monitor Command Equivalents 



System 
Program 


Option 


Keyboard Monitor 


Command 


Option 


BINCOM 










/B 


DIFFERENCES/BINARY 


/BYTES 




/E:n 


DIFFERENCES/BINARY 


/ENDf:endl 




/H 


* 






/O 


DIFFERENCES/BINARY 


/ALWAYS 




/Q 


DIFFERENCES/BINARY 


/QUIET 




/S:n 


DIFFERENCES/BINARY 


/START[:nl 


DIR 










/A 


DIRECTORY 


/ALPHABETIZE 




/B 


DIRECTORY 


/BLOCKS 




/C:n 


DIRECTORY 


/COLUMNS:n 




/D(:datel 


DIRECTORY 


/DATEf:datel 




/E 


DIRECTORY 


/END 




/F 


DIRECTORY 


/FAST 




/G 


DIRECTORY 


/START 




/J[:datel 


DIRECTORY 


/SINCEIdatel 




/K[:datel 


DIRECTORY 


/BEGIN 




/L 


* 






/M 


DIRECTORY 


/FREE 




/N 


DIRECTORY 


/SUMMARY 




/O 


DIRECTORY 


/OCTAL 




/P 


DIRECTORY 


/EXCLUDE 




/Q 


DIRECTORY 


/DELETED 




/R 


DIRECTORY 


/REVERSE 




/Shxxxl 


DIRECTORY 


/SORTfxategoryl 




/V!:0NL1 


DIRECTORY 


/VOLUMEID|:ONLY] 


DUMP 










/B 


DUMP 


/BYTES 




/E:n 


DUMP . 


/ENDiblock 




/G 


DUMP 


/IGNORE 




/N 


DUMP 


/NOASCII 




/0:n 


DUMP 


/ONLY:block 




/S:n 


DUMP 


/START:block 




/T 


DUMP 


/FOREIGN 




/W 


DUMP 


/WORDS 




/X 


DUMP 


/RAD50 


DUP 










/B[:RET1 


INITIALIZE 


/BADBL0CKS[:RET1 




/C 


CREATE 






/D 


INITIALIZE 


/RESTORE 




/E:n 


COPY, CREATE 


/END:n 




/F 


COPY, DIRECTORY 


/FILES 




/G:n 


COPY, CREATE 


/START:n 




/H 


* 






/I 


COPY 


/DEVICE 




/K 


DIRECTORY 


/BADBLOCKS 




/N:n 


INITIALIZE 


/SEGMENTS:!! 




/O 


BOOT 






/Q 


BOOT 


/FOREIGN 




/Rl:KET| 


INITIALIZE 


/REPLACEliRETAINI 



(continued on next page) 
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Table B-2: System Monitor Command Equivalents (Cont.) 



System 
Program 


Option 


Keyboard Monitor 


Command 


Option 


TiTTTi 








ui^r 










/S 


SQUEEZE 






/T:n 


CREATE 


/EXTENSION:n 




/U[:xx] 


COPY 


/BOOT(:val] 




m:ONL] 


INITIALIZE 


A^OLUMEID[:ONLY] 




AV 


INITIALIZE, COPY, 








SQUEEZE, BOOT 


/WAIT 




/X 


* 






/Y 


COPY, INITIALIZE, 








SQUEEZE 


/NOQUERY 




/Z[:n] 


INITIALIZE 




ERROUT 










/A 


SHOW ERRORS 


/ALL 




/Frdate 


SHOW ERRORS 


/FROM[:date] 




/S 


SHOW ERRORS 


/SUMMARY 




/T:date 


SHOW ERRORS 


/TO[:date] 


FILEX 










/A 


COPY 


/ASCII 




/D 


DELETE 






/F 


DIRECTORY 


/FAST 




/I 


COPY 


/IMAGE 




/L 


DIRECTORY 






/P 


COPY 


/PACKED 




/S 


COPY 


/DOS 




/T 


COPY 


/TOPS 




/U[:n.] 


COPY 


/INTERCHANGE[:size] 




/Y 


INITIALIZE 


/NOQUERY 




/Z 


INITIALIZE 




FORMAT 










/P:n 


FORMAT 


/PATTERN:n 




/S 


FORMAT 


/SINGLEDENSITY 




A^[:ONL] 


FORMAT 


A^ERIFY[:ONLY] 




AV 


FORMAT 


AVAIT 




/Y 


FORMAT 


/NOQUERY 


LIBR 










/A 


¥ 






/C 


LIBRARY 


/PROMPT 




/D 


LIBRARY 


/DELETE 




/E 


LIBRARY 


/EXTRACT 




/G 


LIBRARY 


/REMOVE 




/N 


* 






/? 


* 






/R 


LIBRARY 


/REPLACE 




/U 


LIBRARY 


/UPDATE 




AV 


* 






/X 


* 






II 


* 





(continued on next page) 
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Table B-2: System Monitor Command Equivalents (Cont.) 



System 
Program 


Option 


Keyboard 


Monitor 


Command 


Option 


LINK 










/A 


LINK 


/ALPHABETIZE 




/B:n 


LINK 


/BOTTOM:n 




/C 


LINK 


/PROMPT 




/E:n 


LINK 


/EXTENDin 




/F 


* 






/G 


* 






/H:n 


LINK 


/TOP 




11 


LINK 


/INCLUDE 




/K:n 


* 






/L 


LINK 


/LDA 




/M[:n] 


LINK 


/STACK[:n] 




/0:n 


* 






/P:n 


* 






/Q 


* 






/R[:n] 


LINK 


/FOREGROUND[:STACKSIZE] 




/S 


LINK 


/SLOWLY 




/T[:n] 


LINK 


/TRANSFER[:n] 




/U:n 


LINK 


/ROUND:n 




Af:n[:m] 


LINK 


/XM 




AV 


LINK 


AVIDE 




/X 


LINK 


/NOBITMAP 




/Y:n 


LINK 


/BOUND ARY:value 




/Z:n 


LINK 

//* 


/FILL:n 


MACRO 




// 






/C:arg 


MACRO 


/CROSSREFERENCE 
[:type[...:typel] 




/D:arg 


MACRO 


/DISABLE[ : value[ ... lvalue]] 




/E:arg 


MACRO 


/ENABLE[:value[...:value]] 




/L:arg 


MACRO 


/SHOW:value 




/M 


MACRO 


/LIBRARY 




/N:arg 


MACRO 


/NOSHOW:value 




/P:arg 


MACRO 


/PASS:1 


ODT 


Not accessib 


le through keyboard monitor com 


mands 


n ATI 


XT^4. , ^^;i. 


,__ j^, 1_ 1,„,,1 1 „ i4.„_ „„„ 


J 


J. iix 


J. ^ U i/ Cl^l^COOliU 


16 mroiigii jcv6y»jGaru iiiCiiiuor coiixixxcm^^a 1 


PATCH 


Not accessib 


le through keyboard monitor com 


mands 


PIP 










/A 


COPY 






/B 


COPY 


/BINARY 




/C 


COPY, DELETE, PRINT 








RENAME, TYPE 


/NEWFILES 




/D 


PRINT, TYPE 


/DELETE 




/E 


COPY, DELETE, PRINT, 








RENAME, TYPE 


AVAIT 




/F 


RENAME 


/PROTECTION 




/G 


COPY 


/IGNORE 




/K:n 


PRINT, TYPE 


/COPIES:n 




/M:n 


COPY, DELETE 


/POSITIONS 




/N 


COPY, RENAME 


/NOREPLACE 



(continued on next page) 
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Table B-2: System Monitor Command Equivalents (Cent.) 



System 
Program 


Option 


Keyboard Monitor 


Command 


Option 


PIP 


10 


COPY 


/PREDELETE 




/P 


COPY, DELETE 


/EXCLUDE 




/Q 


COPY, DELETE, PRINT, 








RENAME, TYPE 


/QUERY 




/R 


RENAME 






/S 


COPY 


/SLOWLY 




/T 


COPY, RENAME 


/SETDATE 




/U 


COPY 


/CONCATENATE 




AV 


COPY, DELETE, PRINT, 








RENAME, TYPE 


/LOG 




/Y 


COPY, DELETE, RENAME 


/SYSTEM 




/Z 


RENAME 


/NOPROTECTION 


QUEMAN 










/A 


* 






/D 


PRINT 


/DELETE 




/F 


PRINT 


/FLAGPAGE 




/H:n 


PRINT 


/FLAGPAGE:n 




/K:n 


PRINT 


/COPIES:n 




/L 


SHOW 


QUEUE 




/M 


DELETE 


/ENTRY 




/N 


PRINT 


/NOFLAGPAGE 




/P 


* 






/R 


* 






/S 


* 






// 


PRINT 


/PROMPT 


RESORC 










/A 


SHOW 


ALL 




/C 


* 






/D 


SHOW 


DEVICES 




/H 


* 






/J 


SHOW 


JOBS 




/L 


SHOW 






/M 


* 






/O 


* 






/T 


SHOW 


TERMINALS 




!Z 


SHOW 


CONFIGURATION 


SIP? 


Not accessib 


le through keyboard monitor com 


mands 


SLP 


Not accessib 


le through keyboard monitor com 


mands 


SRCCOM 










/A 


DIFFERENCES 


/AUDITTRAIL 




/B 


DIFFERENCES 


/BLANKLINES 




/C 


DIFFERENCES 


/NOCOMMENTS 




/D 


DIFFERENCES 


/CHANGEBAR 




/F 


DIFFERENCES 


/FORMFEED 




/L:n 


DIFFERENCES 


/MATCH:n 




/P 


DIFFERENCES 


/SLP 




/S 


DIFFERENCES 


/NOSPACES 




/T 


DIFFERENCES 


/NOTRIM 




A^:i:d 


* 
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/A option, 
DIR, 9-3 

LIBR, 12-3 

LINK, 11-40 

PIP, 7-11 

QUEMAN, 20-4 

RESORC, 17-2 

SRCCOM, 15-7 
Abbreviating keyboard commands, 

4-5 
ABS - 

p-sect attribute, 11-4 
. ABS., 11-3, 11-6 
Absolute base address, 

specifying, 11-46 
Absolute block parameters 

information (table) , 11-15 
Absolute section, 11-3, 11-6, 

See Also . ABS. 
Access-code, 11-4 
Accessing general registers, 

ODT, 21-9 
Accessing internal registers, 

ODT, 21-10 
Adding a subroutine to a module, 

23-6 
Address space, 

physical, 11-28 

program virtual (figure), 11-28 

virtual, 11-27 

virtual and physical (figure), 
11-30, 11-32 
Adjusting LINK library buffer 

size, 11-42 
Advance command (A) , 

EDIT, 5-20 
ALL option, 

SHOW, 4-161 
Alloc-code, 11-4, 11-5 
/ALLOCATE option, 

COMPILE, 4-26 

COPY, 4-33 

CREATE, 4-44 

DIBOL, 4-52 

DIFFERENCES, 4-56 

DIRECTORY, 4-64 

DUMP, 4-74 

EDIT, 4-80 

EXECUTE, 4-83 

FORTRAN, 4-93 

LIBRARY, 4-114 



/ALLOCATE option, (Cont) 

LINK, 4-120 

MACRO, 4-128 
/ALPHABETIZE option, 

COMPILE, 4-26 

DIBOL, 4-52 

DIRECTORY, 4-64 

EXECUTE, 4-83 

LINK, 4-120 
Altering or examining program 

contents, 21-1 
/ALWAYS option, 

DIFFERENCES, 4-56 
Analysis, 

error logging report, 19-6 
APL keyboard command, 4-17 
Arguments for /E and /D options 

(table) , 10-7 
Arguments for /L and /N options 

(table), 10-5 
ASCII file format, 3-2 
ASCII mode, 

copying files in, 7-11 
/ASCII option, 

COPY, 4-33 

DUMP, 4-74 
ASCII terminators (table) , 21-20 
ASCII text, 

changing while debugging, 21-20 
ASCII values, 

displaying with SIPP, 22-7 
ASECT directive, 11-16 
.ASECT MACRO-11 directive, 11-3 
Assembler, 

MAC8K, 10-13 

MACRO-11, 1-8 

using, 2-1 
Assembling files, 4-82, 4-86, 

4-128 
Assembly language. 

See MACRO-11 assembly 
language 
Assembly listing, 

sample (figure) , 10-6 
Assembly pass option, 10-13 
ASSIGN keyboard command, 4-18 
Assigning a job name for queued 

files, 4-135 
Assigning a terminal to a 
foreground job, 4-100 
Assigning a terminal to a system 

job, 4-170 
Assigning logical names to 
devices, 4-18 
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INDEX 



Audit trail, 

specifying, 4-57, 15-7 
/AUDITTRAIL option, 

DIFFERENCES, 4-57 

B 

B keyboard command, 4-20 
/B option, 

DIR, 9-4 

DUP, 8-16 

LINK, 11-40 

PIP, 7-11 
Back-arrow key, 

ODT, 21-8 
Background job, 

directing control to, 3-7 

virtual, 4-137 
Backing up through files, 

SIPP, 22-6 
Backing up to a previous prompt, 

SIPP, 22-11 
Bad blocks, 

covering, 4-108, 8-16 

eliminating, 4-90, 18-1 

finding locations of, 4-64, 8-7 

replacing, 4-108, 8-15 

scanning, 4-107, 8-6 
Bad sector error, 4-35 
/BADBLOCKS option, 

DIRECTORY, 4-64 

INITIALIZE, 4-107 
Banner pages, 

printing for job, 4-134, 20-5 

setting default number of, 20-6 

suppressing printing of, 4-134, 
20-6 
Base, 

setting, 4-20 
Base address, 

specifying absolute, 11-46 
B^se keyboard command, 4-20 
Base-line monitor. See BL monitor 
$BASIC command, 

BATCH, A-12 
BASIC keyboard command, 4-21 
BATCH, 1-8 

communicating with RT-11 , A-35 

creating RT-11 mode programs, 
A-35 

differences between RT-11 and 
RSX-llD, A-50 

differences between RT-11 and 
RSX-llD (table) , A-50 

hardware and software 
requirements, A-1 

loading, A-42 

RT-11 mode, A-34 

RT-11 mode examples, A-40 

running, A-44, A-1 



BATCH character explanation 

(table) , A-8 
BATCH character set, A-8 
BATCH command, 

$BASIC, A-12 

$CALL, A-13 

$CHAIN, A-14 

$COPY, A-14 

$CREATE, A-15 

$DATA, A-16 

$DELETE, A-18 

$DIRECTORY, A-18 

$DISMOUNT, A-18 

$EOD, A-19 

$EOJ, A-20 

$ FORTRAN, A-20 

$JOB, A-22 

$LIBRARY, A-23 

$LINK, A-24 

$MACRO, A-26 

$MESSAGE, A-28 

$MOUNT, A-29 

$PRINT, A-31 

$RT11, A-31 

$RUN, A-31 

$SEQUENCE, A-32 
BATCH command field options, A-3 
BATCH command field options 

(table) , A-3 
BATCH command fields, A-2 
BATCH command names, A-2 
BATCH commands, A-11 
BATCH commands (table) , A-11 
BATCH comment fields, A-7 
BATCH control statement format, 

A-2 
BATCH file specifications, A-6 
BATCH file types (table), A-6 
BATCH jobs, 

communicating with, A-47 
BATCH operating procedures, A-42 
BATCH programs, 

creating on punched cards, A-41 
BATCH rules and conventions, A-10 
BATCH specification field 

options, A-7 
BATCH specification fields, A-5 
BATCH streams, 

running SIPP from, 22-17 

sample, A-32 
BATCH temporary files, A-9 
BATCH wild card construction, A-6 
/BEFORE option, 

DIRECTORY, 4-64 
/BEGIN option, 

DIRECTORY, 4-64 
Beginning command (B) , 

EDIT, 5-20 
Binary file comparison program. 
See BINCOM 
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Binary mode, 

copying files in, 4-33, 7-11 
Binary number, 

format of 12-bit (figure) , 
4-149 
Binary object file format, 3-2 
/BINARY option, 

COPY, 4-33 

DIFFERENCES, 4-57 

BT»Tr«/Myl T ^T I^^T 

calling, 16-1 
BINCOM examples, 16-4 
BINCOM options, 16-2 
BINCOM options (table) , 16-2 
BINCOM output format, 16-3 
Bit map, 

inhibiting, 11-49 
Bit patterns, 

selecting FORMAT verification, 
4-91, 18-3 
/BITMAP option, 

LINK, 4-120 
BL monitor, 1-3 

memory requirement, 1-3 
Blank p-sect, 11-5, 11-6 
Blank p-sect size, 11-6 
/BLANKLINES option, 

DIFFERENCES, 4-58 
/BLOCKS option, 

DIRECTORY, 4-65 
Boot blocks 

copying, 4-34, 8-11 
BOOT keyboard command , 4-22 
/BOOT option, 

COPY, 4-34 
Bootable devices, 

list of, 4-22, 8-8 
Bootable volume, 

creating, 4-34, 8-8 
Bootstrapping a device, 4-22, 8-8 
Bootstrapping a different 

monitor, 4-22, 8-8 
Bootstrapping a fo^reign volume, 

4-23, 8-9 
Bootstrapping a non-RT-11 V04 

volume, 4-23, 8-9 
/BOTTOM option, 

EXECUTE, 4-83 

LINK, 4-120 
/BOUNDARY option, 

LINK, 4-121 
Breakpoints, 

ODT, 21-11, 21-22 
/BRIEF option, 

DIRECTORY, 4-65 
BSE, See Bad sector error 
/BUFFER option, 

FRUN, 4-99 

SRUN, 4-169 



Bytes, 

advancing in with SIPP, 22-6 
/BYTES option, 

DIFFERENCES, 4-58 

DUMP, 4-74 



/C option, 
DIR, 9-4 

Pii i p S "j 

LIBR, 12-4 

LINK, 11-41 

PIP, 7-11 

RESORC, 17-2 
/C option arguments (table) , 

10-10 
Cache memory error report, 

sample (figure), 19-8 
Calculating offsets, 

ODT, 21-17 
Calculating space for a 

foreground job, 4-99 
$CALL command, 

BATCH, A-13 
Callable subprograms, 

SYSLIB-FORTRAN, 1-11 
Calling BINCOM, 16-1 
Calling DIR, 9-1 
Calling DUMP, 13-1 
Calling DUP, 8-1 
Calling EDIT, 5-1 
Calling FILEX, 14-2 
Calling FORMAT, 18-1 
Calling LIBR, 12-1 
Calling LINK, 11-7 
Calling ODT, 21-1 
Calling PAT, 23-1 
Calling PATCH, 25-1 
Calling PIP, 7-1 
Calling QUEMAN, 20-2 
Calling QUEUE, 20-1 
Calling RESORC, 17-1 
Calling SIPP, 22-1 
Calling SLP, 24-1 
Calling SRCCOM, 15-1 
Calling the Error Logger, 19-3 
Calling the MACRO-11 assemble, 

10-1 
Calling the Queue Package, 20-1 
Card, 

EOF (figure) , A-42 
Card reader device conditions, 

setting, 4-150 
Cassette, 

using, 4-38, 4-50, 7-4 
Cassette device conditions, 

setting, 4-150 
Categories, 

sort (table) , 4-69 
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$CHAIN command, 

BATCH, A^14 
Change command (C) , 

EDIT, 5-28 
Change command arguments (table) , 

5-29 
/CHANGEBAR option, 

DIFFERENCES, 4-58 
Changebars and bullets, 

inserting in a file comparison, 
4-58, 15-6 
Changing amount of space 

allocated for library routine 
list, 11-46 
Changing ASCII text while 

debugging, 21-20 
Changing locations, 
ODT, 21-7 
PATCH, 25-4 
Changing monitors, 4-22, 8-8 
Changing the number of directory 

segments, 4-110, 8-14 
Changing volume identification, 

8-12, 8-15 
Changing volumes during an 

operation, 4-23, 4-41, 4-51, 
4-72, 4-92, 4-110, 4-136, 
4-142, 7-16, 8-13 
Character explantion, 

BATCH (table) , A-8 
Character set, 

BATCH, A-8 
Characters, 

prompting (table) , 6-3 
Checksum, 

PATCH, 25-2 

SIPP, 22-15 

Circumflex key, 

ODT, 21-8 
Clearing a device directory, 

4-107, 8-14 
CLOSE keyboard command, 4-24 
Closing and opening files, 5-12 
Closing locations, 

ODT, 21-7 
Closing output files, 4-24 
Code modifications, 

completing with SIPP, 22-12 
/CODE option, 
COMPILE, 4-26 
EXECUTE, 4-83 
FORTRAN, 4-94 
Codes, 

FORTRAN listing (table) , 4-96 
FORTRAN optimization (table), 
4-96 
/COLUMNS option, 

DIRECTORY, 4-65 
Combining library option 
functions, 12-12 



Combining low memory and extended 

memory overlays, 11-34 
Command, 

Edit Backup, 5-13 

Edit Read, 5-12 

Edit Write, 5-13 

End File, 5-14 

syntax of keyboard, 4-1 
Command string, 

continuing (QUEMAN) , 20-10 
Command arguments, 

EDIT, 5-5 

EDIT change (table), 5-29 

list (table) , 5-24 

write (table) , 5-17 
Command categories, 

EDIT (table), 5-4 
Command fields, 

BATCH, A-2 
Command file, 

creating a SLP, 24-4 
Command file operators, 

SLP (table), 24-4 
Command files. 

See Indirect command files 

J. iiu X i. cw I. , '± y 

Command names, 

BATCH, A-2 
Command properties, 

EDIT, 5-7 
Command repitition, 

EDIT, 5-9 
Command string, 

continuing (LIBR) , 12-4 

continuing (LINK) , 11-41 

EDIT, 5-6 
Command string interpreter. 

See CSI 
Command structure, 

EDIT, 5-3 
Commands, 

See Also Keyboard f^ommgnds 

BATCH, A-11 

BATCH (table) , A-11 

EDIT editing, 5-12 

EDIT utility, 5-30 

immediate mode (table), 5-37 

ODT single-instruction mode 
(table), 21-14 

PATCH, 25-2 

PATCH (table) , 25-3 

SIPP, 22-4 

SIPP (table), 22-4 
Commands and functions, 

ODT, 21-6 
Commands supporting wildcards 

(table), 4-8 
Comment fields, 

BATCH, A-7 
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/COMMENTS option, 

DIFFERENCES, 4-58 
COMMON , 









Communicating with BATCH jobs, 

A-47 
Communicating with RT-11, 

BATCH, A- 3 5 
Communication, 

system, II-l 
Communication links, 

between modules, 11-6 
Comparing two files, 4-56, 15-1, 

16-1 
Comparison program, 

binary. See BINCOM 

source. See SRCCOM 
COMPILE keyboard command, 4-25 
Compiling files, 4-25, 4-82 
Compiling FORTRAN IV programs, 

4-93 
Complete listing, 

system resources, 4-161, 17-2 
Completing code modifications, 

SIPP, 22-12 
Complex keyboard commands, 1-9 
Components, 

hardware (table) , 1-2 

system hardware, 1-1 

system software, 1-2 
Compressing a device, 4-167, 

8-9 
CON, 

p-sect attribute, 11-4 
/CONCATENATE option, 

COPY, 4-35 
Concatenating files, 4-35, 7-13 

SHOW, 4-161 
Configuration parameters, 

setting system, 4-149 
Confirmation message, 

suppressing, 4-40, 4-51, 4-91, 
4-108, 4-168, 8-13, 18-5 
Constant register, 

ODT, 21-16 
Contents of queue, 

listing, 4-165, 20-5 
Continuing a command string, 

(LIBR) , 12-4 

(QUEMAN) , 20-10 

(LINK) , 11-41 
Control characters, 

PATCH (table) , 25-5 
Control commands. 

See CTRL commands 
Control statement format, 

BATCH, A- 2 
Controlling program execution 
while debugging, 21-12 



Conventions, 

system, 3-1 
Conventions and rules, 

unxv^ii, jr\—j.\j 

Copies, 

generating copies of files, 
4-133, 7-12 

printing multiple, 20-5 
/COPIES option, 

PRINT, 4-133 

TYPE, 4-174 
$COPY command, 

BATCH, A-14 
COPY keyboard command, 4-32 
Copying a device, 4-35, 8-5 
Copying a device to a file, 8-5 
Copying a file to a device, 8-5 
Copying boot blocks, 4-34, 8-11 
Copying devices, 8-5 
Copying files, 4-32, 7-1 

block by block, 4—41 

block-by-block, 7-13 

entering current date while, 
4-41, 7-13 

except those specified, 7-13 

except those specified , 4-36 

in ASCII mode, 7-11 

in binary mode, 4-33, 7-11 

in image mode, 7-10 

of the current date, 4-37, 7-11 

system, 4-41, 7-13 

to magtape or cassette, 4-38 

with a diskette system, 4-42, 
7-17 

with a single volume system, 
4-42, 7-16 
Copying system files, 4-41, 7-13 
Copying volumes, 8-5 
Correction file, 

PAT, 23-4 
Covering bad blocks, 4-108, 8-16 
$CREATE command, 

BATCH, A-15 
CREATE keyboard command, 4-44 
/CREATE option, 

EDIT, 4-80 

LIBRARY, 4-114 
Creating a bootable volume, 4-34, 

8-11 
Creating a Macro library, 4-115, 
12-14 

Creating a patch command file, 

4-56, 15-7, 16-5, 22-1 
Creating a patch for a memory 

image file, 4-56, 16-5 
Creating a patch for a source 

file, 4-56, 15-7, 24-4 
Creating a scratch region in 

extended memory, 4-125, 11-49 
Creating a SLP command file, 15-7 
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Creating a system volume, 8-11 
Creating an LDA file, 11-44 
Creating an overlay structure, 

11-18 
Creating BATCH programs on 

punched cards, A-41 
Creating files, 4-79, 8-3 
Creating indirect command files, 

4-9 
Creating library files, 4-113, 

12-4 
Creating multiple definition 

libraries, 12-10 
Creating RT-11 mode BATCH 

programs, A-35 
Cross-reference sections (table) , 

4-129 
Cross-reference table, 

obtaining a, 10-9 
Cross-reference table (figure) , 

10-12 
Cross-reference table files, 

handling, 10-10 
Cross-reference table generation 

option, 10-9 
/CROSSREFERENCE option, 
COMPILE, 4-26 
DIBOL, 4-52 
EXECUTE, 4-84 
MACRO, 4-128 
.CSECT MACRO-11 directive, 11-4, 

11-5 
CSI, 6-1 

CSI prompting characters, 6-3 
CSI syntax, 6-1 
CTRL commands, 3-6 
CTRL/A, 3-7 
CTRL/B, 3-7 
CTRL/C, 3-7, 5-3 
CTRL/E, 3-7 
CTRL/F, 3-7 
CTRL/0, 3-7, 5-3 
CTRL/Q, 3-8 
CTRL/S, 3-8 
CTRL/U, 3-8, 5-3 
CTRL/X, 3-8, 5-3 
CTRL/Y, 22-12 
CTRL/Z, 3-8, 22-11 
Current location pointer, 5-7 
Current monitor, 

resource listing, 4-161, 17-6 
Cycle, 

program development (figure) , 

2-3 



D, 

p-sect attribute, 11-4 
D keyboard command, 4-46 



/D option, 

DIR, 9-4 

DUP, 8-16 

LIBR, 12-6 

PIP, 7-14 

QUEMAN, 20-4 

RESORC, 17-3 

SRCCOM, 15-6 
5 DATA command, 

BATCH, A- 16 
Data formats, 3-2 
Data p-sect, 11-5 
Date, 

inspecting system, 4-47 

setting system, 4-47 
DATE keyboard command, 4-47 
/DATE option, 

DIRECTORY, 4-66 
DEASSIGN keyboard command, 4-48 
/DEBUG option, 

EXECUTE, 4-84 

LINK, 4-121 
Debugger, 

using, 2-2 
Debugging technique, 

on-line. See ODT 
DECsystem-10, 

transferring files to RT-11 
from, 14-8 
DECtape II device conditions, 

setting, 4-150 
DECtapes, 

deleting files from DOS/BATCH, 
14-10 
Default directory sizes (table) , 

4-110, 8-15 
Default file specification values 

(table)., 10-3 
Default formatting, 4-90, 18-3 
Defaults, 

linker (table) , 11-8 

wildcard (table) , 4-8 
$DELETE command, 

BATCH, A-18 
Delete command (D) , 

EDIT, 5-26 
DELETE key, 3-8 
DELETE keyboard command, 4-49 
/DELETE option, 

LIBRARY, 4-114 

PRINT, 4-133 

TYPE, 4-174 
Deleted files, 

recovering, 4-44, 8-4 
/DELETED option, 

DIRECTORY, 4-66 
Deleting current input line, 3-8 
Deleting files, 4-49, 7-14 

from DOS/BATCH DECtapes, 14-10 

from interchange diskettes, 
14-10 



Index-6 



INDEX 



Deleting global symbols from a 
library directory, 12-7 

Deleting input files after 
printing, 20-5 

Deleting modules from a library, 
12-6 

Deleting QUFILE.TMP, 20-6 

Deleting system files, 4-51 

Deletion, 

eiiaoxxnvj i.j.j.cS j-Oi, i — j.«»j., /— j.3 

protecting files from, 4-141, 
7-15 
Deposit keyboard command, 4-46 
Depositing a value, 4-46 
Description, 

sample load map (table) , 11-17 
Description of sample load map 

(table), 11-37 
Development cycle, 

program (figure), 2-3 
Device, See Also Volume 
Device assignments, 

resource listing, 4-163, 17-5 
Device directory. 

See Also Directory 

clearing, 4-107 
Device handler status, 

resource listing, 4-161, 17-3 
Device handlers, 1-5 

loading, 4-126 

unloading, 4-176 
Device identification, 

displaying or changing, 4-72, 
8-12 
Device names, 

permanent (table) , 3-3 

physical (table) , 3-3 
/DEVICE option, 

COPY, 4-35 
Device structures, 3-5 
Device structures (table), 3-6 
Device utility program. See DUP 
Devices, See Also Volume 

bootstrapping, 4-22, 8-8 

compressing, 4-167, 8-9 

copying, 4-35, 8-5 

creating bootable, 4-34, 8-8, 
8-11 

directory-structured, 3-5 

dumping, 4-73, 13-1 

examining and modifying, 22-1 

file-structured, 3-5 

FILEX supported (table), 14-1 

formatting, 4-90, 18-1 

installing, 4-112 

list of bootable, 4-22, 8-8 

maintaining, 8-1 

random-access, 3-5 

sequential-access, 3-5 



Devices, (Cont) 

SET conditions and 

modifications (table) , 4-150 
squeezing, 4-167, 8-9 
storage error report, 19-6 
supported by FILEX, 14-1 
DEVICES option, 

SHOW, 4-163 
/DIAGNOSE option, 
COMPILE, 4-27 
EXECUTE, 4-84 
FORTRAN, 4-94 
Dialogue, 

SIPP, 22-3 
DIBOL keyboard command, 4-52 
/DIBOL option, 
COMPILE, 4-27 
EXECUTE, 4-84 
Differences between RT-11 BATCH 

and RSX-llD BATCH, A-50 
Differences between RT-11 BATCH 
and RSX-llD BATCH (table) , 
A-50 
DIFFERENCES keyboard command, 

4-56 
DIR, 1-6, 9-1 

calling, 9-1 
DIR options, 9-2 
DIR options (table) , 9-2 
Directing control to background 

job, 3-7 
Directing control to foreground 

job, 3-7 
Directing control to system job, 

3-8 
Directive summary, 

.DSABL and .ENABL (table), 
4-129 
Directives, 

BATCH run-time handler operator 
(table) , A-48 
Directory, 

default sizes (table), 8-15 
$DIRECTORY command, 

BATCH, A-18 
DIRECTORY keyboard command, 4-62 
Directory listing, 
a summary, 9-7 

all but files specified, 9-8 
alphabetically, 4-64, 9-3 
beginning with specified file, 

4-64, 9-5 
block numbers in octal, 9-7 
by category, 4-68, 9-9 
deleted files, 4-66, 9-8 
files created after specified 

date, 4-70, 9-6 
files created before specified 
'date, 4-64, 9-6 
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Directory 1 
files of 

4-66, 9 
files' St 

4-65, 9 
FILEX, 14 
in revers 
library f 
obtaining 
on a line 
on line p 
only file 

4-65, 9 
setting n 

listing 
unused ar 
used and 

9-5 
volume id 

9-10 
Directory p 
Directory s 
changing 

8-14 
Directory sizes. 



isting, (Cont) 

a specified date, 

-4 

arting block numbers, 

-4 

9 
e, 4-70, 9-9 
ile, 12-10 
, 4-62 

printer, 4-70 
rinter, 9-6 

names and types, 
-5 

umber of columns in 
, 4-65, 9-4 
eas, 4-67, 9-7 
unused areas, 4-67, 

entif ication, 4-72, 

rogram. See DIR 

egments, 

the number of, 4-110, 



DOS/BATCH and RT-11 , 

transferring files between, 
14-3 
DOS/BATCH DECtapes, 

deleting files from, 14-10 
•DSABL and .ENABL MACRO-11 

directive summary (table) , 
4-129 
Dummy file name, 8-4 
DUMP, 1-6, 13-1 

calling, 13-1 
DUMP examples, 13-2 
DUMP keyboard command, 4-73 
DUMP Options, 13-1 
DUMP options (table), 13-1 
Dump program. See DUMP 
Dumping devices and files, 4-73 
DUP, 1-6, 8-1 

calling, 8-1 
DUP options, 8-1 
DUP options (table) , 8-2 
DUP options and categories 
(table) , 8-2 



Directory-structured volumes, 3-5 
/DISABLE option, 

COMPILE, 4-27 

EXECUTE, 4-84 

MACRO, 4-129 
Diskette, 

formatting in single-density 
mode, 4-91, 18-5 
Diskette system, 

copying files with, 4-41, 7-17 
$DISMOUNT command, 

BATCH, A-18 






EDIT, 5-34 
using, 5-35 
Display editor format. 

Display hardware, 

using, 4-103 
Display screen values (table) , 

4-109 
Displaying ASCII values with 

SIPP, 22-7 
Displaying Radix-50 values with 

SIPP, 22-8 
Displaying system time, 4-173 
Displaying volume identification, 

4-72, 8-12 
Documentation, 

RT-11 software, 1-9 
/DOS option, 
COPY, 4-36 
DELETE, 4-49 
DIRECTORY, 4-66 
INITIALIZE, 4-108 



E keyboard command, 4-78 
/E option, 
DIR, 9-5 
LIBR, 12-6 
LINK, 11-41 
PIP, 7-16 
EDIT, 1-5, 4-79, 5-1 
calling, 5-1 
modes of operation, 5-1 
Edit Backup command, 5-13 
EDIT command arguments, 5-5 

5-4 
EDIT command properties, 5-7 
EDIT command repitition, 5-9 
EDIT corp.rp.and strin'^ 5—6 
EDIT command structure, 5-3 
EDIT commands and file status 

(table), 5-15 
EDIT display editor, 5-34 
EDIT editing commands. 

See Editing commands 
EDIT error conditions, 5-39 
EDIT example, 5-38 
EDIT key commands (table), 5-2 
EDIT keyboard command, 4-79 
Edit Lower command (EL) , 

EDIT, 5-34 
EDIT memory usage, 5-10 
Edit Read command, 5-12 
Edit Upper command (EU) , 
EDIT, 5-34 
Edit Version command (EV) ■ 
EDIT, 5-33 
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Edit Write command, 5-13 
Editing text files, 4-79 
Editing commands, 

EDIT^ 5-12 
Editing text files, 1-5 
Editor, 

EDIT, 1-5, 4-79, 4-151, 5-1 

K52, 1-5, 4-79, 4-81, 4-151 

KED, 1-5, 4-79, 4-81, 4-151 

keypad. See KED or K52 

setting default, 4-151 

TECO, 4-151 

using, 2-1 
Effective address search, 

ODT, 21-15 
EL, 19-2 
EL.REL, 19-2 
EL. SYS, 19-2 
Eliminating bad blocks, 4-90, 

18-1 
ELINIT, 19-2 

using, 19-4 
.ENABL GBL MACRO-11 directive, 

11-6 
/ENABLE option, 

COMPILE, 4-27 

EXECUTE, 4-84 

MACRO, 4-129 
Enabling files for deletion, 

4-141, 7-15 
Enabling special .SETTOP and 

.LIMIT features, 4-125, 11-49 
End File command, 5-14 
/END option, 

COPY, 4-3fi 

DIFFERENCES, 4-58 

DIRECTORY, 4-67 

DUMP, 4-74 
Entering ASCII values, 

SIPP, 22-7 
Entering octal values, 

SIPP, 22-7 
Entering Radix-50 values, 

SIPP, 22-8 
/ENTRY option, 

DELETE, 4-49 
Entry point, 11-6 
$EOD command, 

BATCH, A-19 
EOF card (figure), A-42 
$EOJ command, 

BATCH, A-20 
ERRLOG.DAT, 19-2 
Error, 

bad sector, 4-35 
Error abort level, 

setting indirect command file, 
4-151 
Error codes, 

MACRO-11, 10-14 

MACRO-11 (table), 10-14 



Error conditions, 

EDIT, 5-39 
Error detection, 

ODT, 21-26 
Error Logger, 1-7, 19-1 

calling, 19-3 
Error Logging, 19-1 
Error logging report analysis, 

19-6 
Error Logging subsystem, 19-2 
Error logging subsystem (figure) , 

19-3 
Error logging uses, 19-1 
Error report, 

analysis of memory parity 

(table) , 19-8 
analysis of sample storage 

device (table) , 19-7 
memory, 19-8 
sample cache memorv (fiaure) . 

19-8 
sample memory parity (figure) , 

19-8 
sample report file environment 
and error count (figure) , 
19-10 
sample storage device (figure) , 

19-7 
sample summary for device 

statistics (figure) , 19-9 
sample summary for memory 

statistics (figure) , 19-10 
storage device, 19-6 
Summary, 19-9 
Errors during file copy, 

ignoring input, 7-12 
ERRORS option, 

SHOW, 4-164 
ERROUT, 19-2 

using, 19-5 
.EVEN MACRO-11 directive, 11-5 
Examining and modifying devices, 

22-1 
Examining and modifying save 

image files. See SIPP 
Examining locations in a file, 

PATCH, 25-4 
Examining memory locations, 4-78 
Examining or altering program 

contents, 21-1 
Examples, 

BATCH RT-11 mode, A-40 

BINCOM, 16-4 

creating an extended memory 

overlay structure, 11-31 
DUMP, 13-2 
PATCH, 25-8 
SLP, 24-3 
specifying low memory overlay 

structure, 11-44 
updating object modules, 23-5 
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Exchange command (X) , 

EDIT, 5-30 
Exchange command arguments, 

EDIT (table) , 5-30 
/EXCLUDE option, 
COPY, 4-36 
DELETE, 4-50 
DIRECTORY, 4-67 
EXECUTE keyboard command, 4-82 
Execute macro command (EM) , 

EDIT, 5-33 
/EXECUTE option, 
EDIT, 4-81 
EXECUTE, 4-84 
LINK, 4-121 
Executing a system job, 4-169 
Executing background virtual 

jobs, 4-137 
Executing foreground jobs, 4-99 
Executing indirect command files, 

4-12 
Executing virtual .SAV files, 

4-99 
Executing virtual foreground 

jobs, 4-99 
Exit command (EX) , 

EDIT, 5-18 
Exiting from PATCH, 25-4 
/EXTEND option, 
COMPILE, 4-27 
EXECUTE, 4-85 
FORTRAN, 4-94 
LINK, 4-121 
Extended memory, 11-2 

creating a scratch region in, 
4-125, 11-49 
Extended memory and low memory 
overlays, 
memory diagram showing 
(figure) , 11-35 
Extended memory monitor. 

See XM monitor 
Extended memory overlay handler 

(figure) , 11-38 
Extended memory overlay option, 

11-31 
Extended memory overlay 
structure, 
examples, 11-31 
Extended memory overlays, 11-27 
load map for program with 
(figure) , 11-36 
Extended memory partitions that 
contain sharing segments 
(figure), 11-33 
Extending a file, 4-44, 8-10 
Extending files and overlay 

segments with SIPP, 22-12 
Extending p-sect in root, 11-41 



/EXTENSION option, 

CREATE, 4-44 
/EXTRACT option, 

LIBRARY, 4-114 
Extracting modules from a 
library, 4-114, 12-6 



/F option, 

DIR, 9-5 

DUP, 8-7 

LINK, 11-42 

PIP, 7-15 
Factoring file specifications, 

4-3 
/FAST option, 

DIRECTORY, 4-67 
FB monitor, 1-3 

memory requirement, 1-3 
Features, 

special. 

See Also Special features 
File copy operations, 7-1, 

See Copying files 
File exchange program. See FILEX 
File format, 

.REL image, 3-2 

.SAV image, 3-2 

ASCII, 3-2 

binary object, 3-2 

LDA image, 3-2 
File formats, 14-1 
File name, 

dummy, 8-5 
File names, 3-4 
/FILE option, 

INITIALIZE, 4-108 
File protection, 4-141, 7-15 
File specification syntax, 6-1 
File specification values, 

default (table) , 10-3 
Pile specifications, 

BATCH, A-6 

factoring, 4-3 

keyboard command, 4-3 
File specifications options, 

MACRO (table) , 10-4 
File transfer operations. 

See Also Copying files 
File transfers involving magtape 

and cassette, 4-38, 7-4 
File type specifications, 4-5 
File types, 3-4 

BATCH (table) , A-6 

standard (table) , 3-4 
File-structured devices, 3^5 
Files, 

assembling, 4-82, 4-128, 10-1 
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Files, (Cont) 

assigning a job name for 

^ .. ^ J3 A T"3C 

comparing two, 4-56, 15-1, 16-1 
compiling, 4-25, 4-82 
concatenating, 4-35, 7-13 
copying, 4-32, 7-1, 7-10 
copying of the current date, 

7-11 

or transferring, 4-35, 



4-37, 
copying 

7-1 
copying 
copying 

4-42, 
copying 



system, 4-41, 7-13 
with a diskette system, 
7-17 

with a single volume 
system, 4-42, 7-16 
creating, 4-79, 8-4 
creating a patch for memory 
image, 16-5 

deleting from DOS/BATCH 

DECtapes, 14-10 
deleting from interchange 

diskettes, 14-10 
deleting input after printing, 

20-5 
deleting 
dumping, 
editing. 



4-141, 



system, 4-51 
4-73, 13-1 
4-79 
enabling for deletion, 

7-15 
extending, 4-44, 8-10 
extending with SIPP, 22-12 
generating copies of, 4-133, 

7-12 
ignoring input errors during 
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indirect command, 4-9 

load map, 4-119 

loading into memory, 4-102 

logging, 7-15 

oerating on system, 4-142 

opening and closing, 5-12 

operating on system, 4-41, 

4-51, 7-13 
PAT input, 23-4 
patching save image. See SIPP 
patching source. See SLP 
preventing replace during copy, 

4-40, 7-12 
printing, 4-133 
printing multiple copies, 
protecting from deletion, 

4-141, 7-15 
queuing for subsequent 

printing, 4-133, 20-1 
recovering deleted, 4-44, 
renaming, 4-140, 7-14 
renaming system, 4-142 
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Files, (Cont) 

searching through with SIPP, 
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transferring, 
transferring 
DOS/BATCH, 
transferring 

interchange 
transferring 

DECsystem-1 
typing at ter 

/FILES option, 
COPY, 4-36 
DIRECTORY, 4- 

FILEX, 1-7, 14- 
calling, 14-2 

FILEX options, 

FILEX options ( 



tion table, 4- 
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4-32, 7-1 
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0, 14-8 
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FILEX supported devices (table) , 
14-1 

/FILL option, 
LINK, 4-122 

Filling unused locations in load 
module, 11-50 

Find command (F) , 
EDIT, 5-23 

Finding locations of bad blocks, 
8-7 

/FLAGPAGE option, 
PRINT, 4-134 

Foreground jobs, 

assigning a terminal to 4-100 
calculating space for, 4-99 
directing control to, 3-7 
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linking, 4-122, 11-47 

unloading, 4-176 
/FOREGROUND option, 

LINK, 4-122 
Foreground/background jobs, 

using ODT with, 21-21 
Foreground/background monitor. 

See FB monitor 
Foreground/background terminal 

I/O, 3-8 
/FOREIGN option, 

BOOT, 4-23 

DUMP, 4-74 
FORMAT, 1-7, 18-1 

calling, 18-1 

specifying verification bit 
patterns, 4-91, 18-3 
Format, 

BATCH control statement, A-2 

BINCOM output, 16-3 

ODT printout, 21-6 

SRCCOM output, 15-3 



Index-11 



INDEX 



FORMAT keyboard command, 4-90 
Format of a 12-bit binary number 

(figure), 4-149 
FORMAT options, 18-2 
FORMAT options (table) , 18-2 
Formats, 

data, 3-2 
Formatting, 

default, 18-3 
Formatting a diskette in 

single-density mode, 4-91, 
18-5 
Formatting volumes, 4-90, 18-1 
/FORMFEED option, 

DIFFERENCES, 4-58 
Forms of ODT relocatable 

expressions (r) (table) , 21-5 
$ FORTRAN command, 

BATCH, A-20 
FORTRAN IV, 

library modules, 11-11 
FORTRAN keyboard command, 4-93 
FORTRAN library modules, 

linking, 11-42 
FORTRAN listing codes (table) , 

4-96 
FORTRAN optimization codes 

(table) , 4-96 
/FORTRAN option, 

COMPILE, 4-27 

EXECUTE, 4-85 
FORTRAN programs, 

p-sect ordering for, 11-6 
/FREE option, 

DIRECTORY, 4-67 
FRUN keyboard command, 4-99 
/PULL option, 

DIRECTORY, 4-67 
Function control options, 

MACRO-11, 10-7 



/G option, 

DIR, 9-5 

LIBR, 12-7 

LINK, 11-42 

PIP, 7-12 
GEL, 

p-sect attribute, 11-4 
General registers, 

accessing with ODT, 21-9 
Generating copies of files, 

4-133, 7-12 
Get command (G) , 

EDIT, 5-21 
GET keyboard command , 4-1 D? 
Global references, 

resolving, 11-7 
mnhal svmhnl . 11-9 



Global symbols, 11-6 

deleting from a library 

directory, 12-7 
including all in library's 

directory, 12-3 
including from any library in 

link, 11-43 
listing in alphabetical order, 

11-40 
unresolved, 4-119 
.GLOBL MACRO-11 directive, 11-6 
GT keyboard command, 4-103 
GT OFF keyboard command, 4-103 
GT ON keyboard command, 4-103 
Guidelines for specifying an 
overlay structure, 11-23 

H 

/H option, 

LINK, 11-42 

QUEMAN, 20-4 

RESORC, 17-4 
Halting QUEUE, 20-4 
Handler, 

device. See device handlers 

extended memory overlay 
(figure) , 11-38 
Handling cross-reference table 

files, 10-10 

Hardware and software 

requirements, 

BATCH, A-1 
Hardware bootstrap, 4-22 

performing, 8-8 
Hardware components (table) , 1-2 
Hardware configuration, 

resource listing, 17-4 
Hardware vectors, 11—3 
/HEADER option, 

COMPILE, 4-27 

EXECUTE, 4-85 

FORTRAN, 4-94 
HELP keyboard command, 4-105 
Highest address used by 
relocatable code, 

specifying, 11-42 

I 

I, 

p-sect attribute, 11-4 
/I option, 

DUP, 8-4 

LINK, 11-43 
I/O, 

f oreground/backcround terminal 
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/I4 option, 
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/I4 option, (Cont) 
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EiXci>_Ul£j, "i — do 

FORTRAN, 4-94 
/IGNORE option, 

COPY, 4-36 

DUMP, 4-74 
Ignoring input errors during file 

copy, 4-36, 7-12 
Image mode, 

copying files in, 4-37, 7-10 
/IMAGE option, 

COPY, 4-37 
Immediate mode, 5-37 
Immediate mode commands (table) , 

5-37 
/INCLUDE option, 

LINK, 4-122 
Including all global symbols in 

library's directory, 12-3 
Including global symbols from any 

library in link, 11-43 
Including module names in a 
library directory, 12-7 
Including p-sect names in library 

directory, 12-8 
Indirect command file, 

running SIPP from, 22-16 
Indirect command file error abort 
level , 
setting, 4-151 
Indirect command files, 4-9 
creating, 4-9, 15-7, 16-5 
executing, 4-12 
interacting with, 4-10 
nesting, 4-14 
SIPP, 22-16 
SLP, 24-4 

startup, 3-2, 4-15 
Information, 

HELP keyboard command, 4-105 
Inhibiting a bit map, 11-49 
INITIALIZE keyboard command, 

4-107 
Initializing a directory, 4-107, 

8-14 
Initiating a foreground job, 4-y9 
Input and output, 

LINK, 11-11 
Insert command (I) , 

EDIT, 5-25 
/INSERT option, 

LIBRARY, 4-115 
Inserting changebars and bullets 
in a file comparison, 4-58, 
15-6 
Inserting modules into a library, 

4-115, 7-5 
Inserting value into word 56 of 
.SAV file, 11-43 



/INSPECT option, 

U ± L f tO-L 

Inspecting system date, 4-47 
INSTALL keyboard command, 4-112 
Installing devices, 4-112 
Interacting with indirect command 

files, 4-10 
Interactive commands. 

See keyboard commands 
Interchange diskette and RT-11 , 
transferring files between, 
14-5 
Interchange diskettes, 

deleting files from, 4-50, 
14-10 
/INTERCHANGE option, 
COPY, 4-37 
DELETE, 4-50 
DIRECTORY, 4-68 
INITIALIZE, 4-108 
Internal ODT registers (table) , 

21-10 
Internal registers, 

accessing with ODT, 21-10 
Invoking a language processor, 
4-25, 4-82 



/J option, 

DIR, 9-6 

RESORC, 17-5 
Job, 

privileged, 1-5, 11-31 

virtual, 1-5, 11-31 
$JOB command, 

BATCH, A- 2 2 
Jobs, 

assigning a name to, 4-135 

deleting from queue, 4-49, 20-5 

loaded, 

resource listing, 17-5 

printing banner pages, 20-5 

resuming or restarting printing 
of, 20-7 

suspending printing of, 20-7 

system, 1-7 
JOBS option, 

SHOW, 4-163 
Jump command (J) , 

EDIT, 5-20 
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/K option, 
DIR, 9-6 
DUP, 8-6 
LINK, 11-43 
PIP, 7-12 
QUEMAN, 20-5 
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K52, 1-5, 4-79, 4-151 
/K52 option, 

EDIT, 4-81 
KED, 1-5, 4-79, 4-151 
/KED option, 

EDIT, 4-81 
Key commands, 

EDIT, 5-2 

EDIT (table), 5-2 
Keyboard command, 

APL, 4-17 

ASSIGN, 4-18 

B, 4-20 

Base, 4-20 

BASIC, 4-21 

BOOT, 4-22 

CLOSE, 4-24 

COMPILE, 4-25 

COPY, 4-32 

CREATE, 4-44 

D, 4-46 
DATE, 4-47 
DEASSIGN, 4-48 
DELETE, 4-49 
Deposit, 4-46 
DIBOL, 4-52 
DIFFERENCES, 4-56 
DIRECTORY, 4-62 
DUMP, 4-73 

E, 4-78 
EDIT, 4-79 
EXECUTE, 4-82 
FORMAT, 4-90 
FORTRAN, 4-93 
FRUN, 4-99 
GET, 4-102 
GT, 4-103 
HELP, 4-105 
INITIALIZE, 4-107 
INSTALL, 4-112 
LIBRARY, 4-113 
LINK, 4-119 
LOAD, 4-126 
MACRO, 4-128 
PRINT, 4-133 

R, 4-137 
REENTER, 4-138 
REMOVE, 4-139 
RENAME, 4-140 
RESET, 4-143 
RESUME, 4-144 
RUN, 4-145 
SAVE, 4-147 
SET, 4-149 
SHOW, 4-160 
SQUEEZE, 4-167 
SRUN, 4^169 
START, 4-171 
SUSPEND, 4-172 



Keyboard command, (Cont) 

TYPE, 4-174 

UNLOAD, 4-176 
Keyboard command file 

specifications, 4-3 
Keyboard command mutually 

exclusive options, 4-2 
Keyboard command option, 4-1 
Keyboard command prompt, 4-6 
Keyboard command prompts, 4-1 
Keyboard command syntax, 4-1 
Keyboard command/system program 

equivalents (table), B-1 
Keyboard commands, 4-1, 4-15 

abbreviating, 4-5 

complex, 1-9 

removing, 4-15 

simple, 1-9 

summary, B-1 

using, 1-9 
Keyboard monitor. See KMON 
Keyboard monitor commands. 

See Keyboard commands 
Keyboard monitor prompt, 4-1 
Keypad editor. See KED or K52 
Keys, 

special function, 3-6 
Kill command (K) , 

EDIT, 5-27 
KMON, 1-2 



/L option, 

DIR, 9-6 

GT, 4-103 

LINK, 11-44 

QUEMAN, 20-5 

RESORC, 17-5 
Language, 

assembly, 1-8 
Language processors, 1-8 

invoking, 4-25, 4-82 
LCL, 

p-sect attribute, 11-4 
LDA file, 

producing, 11-44 
LDA file format, 3-2 
LDA image file, 3-2 
/LDA option, 

LINK, 4-122 
/LEVEL option, 

SRUN, 4-169 
LIBR, 1-6, 12-1 

calling, 12-1 

using, 2-2 
LIBR Macro options (table) , 12-13 
LIBR object options (table) , 12-3 
Librarian program. See LIBR 
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Library, 
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12-10 

deleting global symbols from 

directory, 12-7 
deleting modules from, 4-114, 

12-6 
extracting modules from, 4-114, 

X ^ ~ w 

including module names in 

directory, 12-7 
including p-sect names in 

directory, 12-8 
inserting modules into, 4-115, 

7-5 
listing directory, 4-115, 

12-10 
merging files, 12-11 
replacing modules in, 12-8, 

4-117 
searching, 4-119 
updating, 4-117, 12-9 
using multiple definition, 
11-14 
Library buffer size, 

adjusting LINK, 11-42 
$LIBRARY command, 

BATCH, A-23 
Library files, 11-2 

creating, 4-113, 12-4 
LIBRARY keyboard command, 4-113 
Library modules, 11-2, 11-11 
linking FORTRAN, 11-42 
processing, 11-12 
/LIBRARY option, 

COMPILE, 4-27 
pvpr-iiTCP /i—Oi; 

LINK, 4-122 

MACRO, 4-129 

LIBRARY options, 

prompting sequence (table) , 
4-117 
Library routine list, 

changing amount of space 
allocated for, 11-46 
Library searches (figure) , 11-13 
.LIMIT programmed request, 4-125 
Limits, 

overlaid program segment 
(table) , 22-14, 22-15 
LINE FEED key, 

ODT, 21-8 
Line printer device conditions, 

setting, 4-152 
Line-by-line analysis of the 
sample memory error report 
(table) , 19-8 
Line-by-line analysis of the 

sample storage device error 
report (table) , 19-7 



Line-by-line sample load map 

description (table), 11-17, 

XX — J / 

/LINENUMBERS option. 

COMPILE, 4-27 

DIBOL, 4-53 

EXECUTE, 4-85 

FORTRAN, 4-94 
Lines in a module - 

overlaying, 

PAT, 23-5 
Lines of input to LINK, 

typing additional, 11-41 
LINK, 1-6, 11-1 

calling, 11-7 

memory requirement for, 11-3 
$LINK command, 

BATCH, A-24 
LINK input and output, 11-11 

ijXiNrv i^eyDuaru fjumiTiajju, *i — xx:? 

LINK options prompting sequence 

(table), 4-120 
LINK prompts, 11-50 
Linker, See Also LINK 

using, 2-2 
Linker defaults (table) , 11-8 
Linker functions, 11-2 
Linker options (table) , 11-9 
Linker process, 

overview, 11-1 
Linker program. See LINK 
Linking a foreground job, 4-122, 

11-47 
Linking FORTRAN library modules, 

11-42 
Linking object modules, 4-119, 

11-1 
/LINKLIBRARY option, 
EXECUTE, 4-85 
LINK, 4-122 
.LIST and .NLIST MACRO-11 

directive summary (table) , 
4-132 
List command (L) , 

EDIT, 5-24 
List command arguments (table) , 

5-24 
/LIST option, 
COMPILE, 4-28 
DIBOL, 4-53 
EXECUTE, 4-85 
FORTRAN, 4-94 
LIBRARY, 4-115 
MACRO, 4-130 
Listing, 

requesting a wide (LIBR) , 12-9 
system resources. 

See Resource listing 
Listing a device directory, 4-62, 
9-1 
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Listing bad blocks, 4-64, 8-6 
Listing codes, 

FORTRAN (table), 4-96 
Listing contents of the queue, 

4-165, 20-5 
Listing control options, 

MACRO-11, 10-4 
Listing differences between two 

files, 4-56, 15-1, 16-1 
Listing directories (FILEX) , 14-9 
Listing global symbols in 

alphabetical order, 4-120, 
11-40 
Listing volume directories. 

See Directory listing 
Load image file format, 3-2 
LOAD keyboard command, 4-126 
Load map, 4-119, 11-16 

description of sample (table) , 
11-17, 11-37 

sample (figure), 11-17 
Load map for program with 

extended memory overlays 
(figure) , 11-36 
Load map listing, 

producing a wide, 4-125, 11-49 
Load module, 2-2, 11-2, 11-14 

filling unused locations in, 
11-50 

how LINK structures, 11-3 

specifying start address, 11-47 
Loaded jobs, 

resouce listing, 17-5 
Loaded program, 

starting, 4-171 
Loading a device handler, 4-126 
Loading a file into memory, 4-102 
Loading BATCH, A-42 
Loading ODT in memory (figure) , 

21-2 
Location pointer, 

current, 5-7 
Locations 0-377, 11-3 
Locations of bad blocks, 

finding, 4-64, 8-7 
/LOG option, 

COPY, 4-37 

DELETE, 4-50 

PRINT, 4-134 

RENAME, 4-140 

TYPE, 4-174 
Logging files, 7-15 
Logical device names, 

assigning, 4-18 

deassigning, 4-48 
Low memory, 11-2 
Low memory overlay structure, 

specifying, 11-44 
Low memory overlays, 11-18 

physical address space for 
program with (figure) , 11-29 



Lowest address used by 
relocatable code, 
specifying, 11-40 
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M command arguments (table) , 5-32 
/M option, 

DIR, 9-7 

LIBR, 12-14 

LINK, 11-44 

QUEMAN, 20-5 

RESORC, 17-6 
$MACRO command, 

BATCH, A-26 
Macro command (M) , 

EDIT, 5-32 
MACRO file specifications options 

(table), 10-4 
MACRO keyboard command, 4-128 
Macro library, 

creating, 12-14 
Macro library file designation 

option, 10-8 
Macro library options, 12-13 
/MACRO option, 

COMPILE, 4-29 

EXECUTE, 4-86 

LIBRARY, 4-115 
MACRO-11 8K version, 10-13 
MACRO-11 assembler, 1-8 

calling, 10-1 

terminating, 10-3 
MACRO-11 assembler options, 10-4 
MACRO-11 assembler temporary work 

file, 10-3 
MACRO-11 assembly language, 1-8, 

10-1 
MACRO-11 error codes, 10-14 
MACRO-11 error codes (table) , 

10-14 
MACRO-11 function control 

options, 10-7 
MACRO-11 listing control options, 

10-4 
MACRO-11 program assembly, 10-1 
Magnetic tape. See Magtape 
Magtape, 

using, 4-38, 7-8 
Magtape and cassette, 

file transfers involving, 4-38, 
7-4 
Magtape device conditions, 

setting, 4-155 
Magtape or cassette, 

copying files to, 4-38, 7-4 
Maintaining storage volumes, 8-1 
Map, 

load, 11-16 



Index-16 



INDEX 



/MAP option, 
EXECUTE, 4-86 
LINK, 4-122 
/MATCH option, 

DIFFERENCES, 4-58 
Memory, 

extended, 11-2 
Memory block initialization, 

ODT, 21-16 
Memory diagram showing BASIC iinK 
with overlay regions 
(figure), 11-26 
Memory diagram showing low memory 
and extended memory overlays 
(figure), 11-35 
Memory error report, 19-8 

sample (figure) , 19-8 
Memory error report analysis 

(table), 19-8 
Memory image file. 

See .SAV image file 
creating a patch for, 16-5 
Memory requirement, 
BL monitor, 1-3 
FB monitor, 1-3 
SJ monitor, 1-3 
XM monitor, 1-4 
Memory usage, 

EDIT, 5-10 
Merging library files, 12-11 
Message, 

suppressing confirmation, 8-13 
$MESSAGE command, 

BATCH, A-28 
Minimal memory requirement, 1-3, 

1-4 
Modifying and examining save 

image files. See SIPP 
Module, 

load, 2-2, 11-1, 11-13 
object, 2-2, 11-1, 11-6 
Module names, 

including in a library 
directory, 12-7 
Modules, 

adding a subroutine to, 23-6 
deleting from a library, 4-114, 

12-6 
extracting from a library, 

4-114, 12-6 
inserting into a library, 

4-115, 7-5 
patching object. See PAT 
replacing in a library, 4-117, 
12-8 
Monitor, 

base-line. See BL monitor 
bootstrapping a, 4-22, 8-8 
changing, 4-22 
current. 



Monitor, (Cont) 

resource listing, 17-6 
extended memory, See X^ 
foreground/background , 

See FB monitor 
single-job. See SJ monitor 
system, 1-2 
Monitor commands. 

See keyboard commands 
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3-1 
Monitors, 

changing, 8-8 
$ MOUNT command, 

BATCH, A-29 
Moving EDIT reference pointer, 

5-19 
Multiple copies, 

printing, 4-133, 20-5 
Multiple definition global 

symbols, 11-7 
Multiple definition libraries, 

creating, 12-10 

using, 11-14 
Mutually exclusive options, 

keyboard command, 4-2 

N 

/N option, 

DIR, 9-7 

DUP, 8-14 

LIBR, 12-7 

PIP, 7-12 

QUEMAN, 20-6 
/NAME option, 

FRUN 4—101 

PRINT, 4-135 

SRUN, 4-169 
Named p-sect, 11-6 
Names, 

assigned to p-sects, 11-6 
Nesting indirect command files, 

4-14 
/NEWFILES option, 

COPY, 4-37 

DELETE, 4-50 

DIRECTORY, 4-68 

PRINT, 4-135 

RENAME, 4-140 

TYPE, 4-175 
Next command (N) , 

EDIT, 5-17 
/NOASCII option, 

DUMP, 4-74 
/NOBITMAP option, 

LINK, 4-120 
/NOCOMMENTS option, 

DIFFERENCES, 4-58 
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/NOEXECUTE option, 

LINK, 4-121 
/NOFLAGPAGE option, 

PRINT, 4-134 
/NOLINENUMBERS option, 

COMPILE, 4-27 

DIBOL, 4-53 

EXECUTE, 4-85 

FORTRAN, 4-94 
/NOLOG option, 

COPY, 4-37 

PRINT, 4-135 

RENAME, 4-140 

TYPE, 4-174 
/NOOBJECT option, 

COMPILE, 4-29 

DIBOL, 4-54 

FORTRAN, 4-96 

LIBRARY, 4-116 

MACRO, 4-131 
/NOOPTIMIZE option, 

COMPILE, 4-29 

EXECUTE, 4-87 

FORTRAN, 4-96 

/NOPROTECTION option, 

RENAME, 4-141 
/NOQUERY option, 

COPY, 4-40 

DELETE, 4-51 

FORMAT, 4-91 

INITIALIZE, 4-108 

SQUEEZE, 4-168 

/NOREPLACE option, 
COPY, 4-40 
RENAME, 4-141 

/NORUN option, 

EXECUTE, 4-88 
/NOSHOW option, 

COMPILE, 4-30 

EXECUTE, 4-88 
/NoaPACES option, 

DIFFERENCES, 4-59 
/NOSWAP option, 

COMPILE, 4-30 

EXECUTE, 4-88 

FORTRAN, 4-97 

/NOTRIM option, 

DIFFERENCES, 4-61 
/NOVECTORS option, 

COMPILE, 4-31 

EXECUTE, 4-88 

FORTRAN, 4-97 

/NOWARNINGS option, 
COMPILE, 4-31 
DIBOL, 4-55 
EXECUTE, 4-89 
FORTRAN, 4-98 



/O option, 

DIR, 9-7 

DUP, 8-8 

LINK, 11-44 

PIP, 7-12 

RESORC, 17-7 
Object module patch program. 

See PAT 
Object modules, 2-2, 11-2, 11-6 

examples of updating, 23-5 

input to LINK, 11-11 

linking, 4-119, 11-1 

patching. See PAT 
/OBJECT option, 

COMPILE, 4-29 

DIBOL, 4-54 

EXECUTE, 4-87 

FORTRAN, 4-95 

LIBRARY, 4-116 

MACRO, 4-131 
Obtaining a cross-reference 
table, 4-26, 4-52, 4-84, 
4-128 , 10-9 
Obtaining system services, 1-9 
/OCTAL option, 

DIRECTORY, 4-68 
Octal values, 

entering with SIPP, 22-7 
ODT, 1-7, 21-1 

accessing general registers, 
21-9 

accessing internal registers, 
21-10 

back-arrow key, 21-8 

calculating offsets, 21-17 
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locations, 21-7 
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register, 21-16 
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functional organization, 21-22 
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loaded in memory (figure) , 21- 
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memory block initialization. 
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opening 


bytes, 21-7 




opening 
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ODT, 1-7, 21-1 (Cont) 

opening subsequent locations, 

21-8 
Radix-50 mode, 21-10 
relative branch offset, 21-9 
relocation, 21-4 
relocation register commands, 

21-18 
return to previous sequence, 

21-9 
sample load maps, 21-2 
searching for words, 21-15 
searching through program, 

21-14 
single-instruction mode, 21-14 
specifying number of 

instructions to execute, 
21-14 
suspending program execution, 

21-11 
using with 

foreground/background jobs, 
21-21 
ODT breakpoints, 21-11, 21-22 
ODT commands and functions, 21-6 
ODT error detection, 21-26 
ODT printout format, 21-6 
ODT priority level, 21-19 
ODT relocation calculators, 21-19 
ODT searches, 21-25 
ODT terminal interrupt, 21-26 
On-line debugging technique. 

See ODT 
/ONDEBUG option, 
COMPILE, 4-29 
DIBOL, 4-54 
EXECUTE, 4-87 
FORTRAN, 4-96 
/ONLY option, 

DUMP, 4-74 
Opening addressed location, 

ODT, 21-9 
Opening an individual location, 

ODT, 21-7 
Opening and closing files, 5-12 
Opening bytes, 

ODT, 21-7 
Opening locations, 

ODT, 21-7 
Opening previous location, 

ODT, 21-8 
Opening subsequent locations, 

ODT, 21-8 
Operating on system files, 4-41, 

4-51, 4-142, 7-13 
Operating procedures, 

BATCH, A- 4 2 
Operator directives to BATCH 
run-time handler (table) , 
A- 48 



Operators, 

SLP command file (table) , 24-4 
Optimization codes (table) , 4-96 
/OPTIMIZE option, 

COMPILE, 4-29 

EXECUTE, 4-87 

FORTRAN, 4-96 
Option functions, 

combining library, 12-12 

assembly pass, 10-13 

BATCH command field (table) , 

A- 3 
BATCH specification field, A-7 
BINCOM, 16-2 
BINCOM (table) , 16-2 
DIR, 9-2 

DIR (table) , 9-2 
DUMP, 13-1 
DUMP (table), 13-1 
DUP, 8-1 

DUP (table) , 8-2 
FILEX, 14-2 
FORMAT, 18-2 
FORMAT (table), 18-2 
keyboard command, 4-1 
LIBR Macro (table) , 12-13 
LIBR object, 12-3 
LIBR object (table) , 12-3 
linker (table) , 11-9 
Macro libraries, 12-13 
MACRO-ll assembler, 10-4 
MACRO-11 listing control, 10-4 
PATCH, 25-2 
PATCH (table) , 25-2 
PIP, 7-3 
QUEMAN, 20-3 

RESORC, 17-1 

RESORC (table^, 17-2 

SIPP, 22-2 

SIPP (table) , 22-2 

SLP, 24-2 

SLP (table) , 24-2 

specification field (table), 
A-7 

SRCCOM, 15-2 

SRCCOM (table), 15-2 

summary keyboard commands and 
utility program options, B-1 

SYSGEN, See Special features 
/ORDER option, 

DIRECTORY, 4-68 
Output files, 

closing, 4-24 
Output format, 

BINCOM, 16-3 

SRCCOM, 15-3 
Output listing, 

sample SRCCOM, 15-4 
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/OUTPUT option, 

DIFFERENCES, 4-58 
DIRECTORY, 4-70 
DUMP, 4-74 
EDIT, 4-81 
SQUEEZE, 4-167 
Overlaid program segment limits 

(table) , 22-14, 22-15 
Overlay handler, 

extended memory, 11-38 
extended memory (figure) , 11-38 
run-time (figure) , 11-20 
Overlay regions, 

memory disgram showing BASIC 
link with (figure) , 11-26 
Overlay scheme (figure) , 11-20 
Overlay segments, 11-2 

extending with SIPP, 22-12 
Overlay structure, 
creating, 11-18 

specifying in low memory, 11-44 
Overlay structure for a FORTRAN 
program, 
sample (figure) , 11-19 
Overlaying lines in a module, 

PAT, 23-5 
Overlays, 

combining low memory and 
extended memory, 11-34 
extended memory, 11-27 
guidelines for specifying, 

11-23 
load map for program with 
extended memory (figure) , 
11-36 
low memory, 11-18 
memory diagram showing low 
memory and extended memory 
(figure) , 11-35 
physical address space for 
program with low memory 
(figure) , 11-29 
Overview, 

RT-11, I-l 
OVR, 

p-sect attribute, 11-4 
/OWNER option, 
COPY, 4-38 
DIRECTORY, 4-70 



/P option, 

DIR, 9-8 

FORMAT, 18-3 

LIBR, 12-8 

LINK, 11-46 

PIP, 7-13 

QUEMAN, 20-6 

SRCCOM, 15-7 
P-sect attributes, 11-4 



P-sect attributes (table) , 11-4 
P-sect in root, 
extending, 11-41 
specifying start address, 11-49 
P-sect names, 11-6 

including in library directory, 
12-8 
P-sect order, 11-6 
P-sect ordering for FORTRAN 

programs, 11-6 
P-sects, 11-2, 11-3, 11-5, 11-6 
/PACKED option, 

COPY, 4-38 
Pages, 5-1 
Paging output, 3-7 
Partitions, 

extended memory that contain 
sharing segments (figure) , 
11-33 
/PASS:1 option, 
COMPILE, 4-30 
EXECUTE, 4-87 
MACRO, 4-131 
PAT, 1-8, 23-1 

adding a subroutine to a 

module 23—6 
calling, 23-1 
effecting updates, 23-3 
overlaying lines in a module, 

23-5 
processing steps required to 
update a module using 
(figure) , 23-2 
updating a module using 

(figure) , 23-2 
validating contents of a file, 
23-8 
PAT correction file, 23-4 
PAT input file, 23-4 
PATCH,' 1-8, 25-1 
calling, 25-1 
exiting, 25-4 
example patching a nnnoverl^id 

file, 25-8 
including old contents in the 

checksum, 25-7 
patching a new file, 25-4 
setting relocation registers, 

25-8 
setting the bottom address, 

25-7 
setting values in the overlay 

handler tables, 25-7 
translating and indirectly 
modifying locations in a 
file, 25-5 
Patch, 

creating for a memory image 

file, 16-5 
creating for a source file, 
15-7 
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PATCH checksum, 25-2 
Patch command files, 

creating, 4-56 
PATCH commands, 25-2 
PATCH commands (table), 25-3 
PATCH control characters (table) , 

25-5 
PATCH examining and changing 

locations in a file, 25-4 
PATCH example patching an 

overlaid file, 25-10 
PATCH examples, 25-8 
PATCH options, 25-1 
PATCH options (table) , 25-2 
Patch program. See PATCH 
object module. See PAT 
save image. See SIPP 
source language. See SLP 
Patching a new file, 

PATCH, 25-4 
Patching object modules, See PAT 
Patching pre-V04 save image 

files. See PATCH 
Patching save image files. 

See SIPP 
Patching source files, See SLP 
/PATTERN option, 

FORMAT, 4-91 
/PAUSE option, 
FRUN, 4-100 
SPUN, 4-169 
Peripheral interchange program. 

See PIP 
Permanent device names (table), 

3-3 
Physical address space, 11-28 
Physical address space for 
program with low memory 
overlays (figure) , 11-29 
Physical and virtual address 

space (figure), 11-30, 11-32 
Physical device names (table) , 

3-3 
PIP, 1-6, 7-1 
calling, 7-1 
using wildcards in, 7-1 
PIP options, 7-3 

Pointer, 

current location, 5-7 

moving EDIT reference, 5-19 
Position command (P) , 

EDIT, 5-23 
/POSITION option, 

COPY, 4-38 

DELETE, 4-50 

DIRECTORY, 4-70 
/PREDELETE option, 

COPY, 4-40 
Preventing file replace during 
copy, 4-40, 7-12 



$PRINT command, 

BATCH, A-31 
PRINT keyboard command, 4-133 
Printer, 

line. See Line printer 
/PRINTER option, 
DIFFERENCES, 4-58 
DIRECTORY, 4-70 
DUMP, 4-74 
HELP, 4-105 
Printing, 

deleting input files after, 

4-133, 20-5 
resuming or restarting, 20-7 
suppressing banner pages, 

4-134, 20-6 
suspending a job, 20-7 
Printing files, 4-133 
Printing job banner pages, 4-134, 

20-5 
Printing multiple copies, 4-133, 

20-5 
Printout format, 

ODT, 21-6 
Priority level, 

ODT, 21-19 
Privileged jobs, 1-5, 11-31 
Processing library modules, 11-12 
Processing steps required to 
update a module using PAT 
(figure), 23-2 
Producing a wide load map 
listing, 4-125, 11-49 
Producing an LDA file, 4-122, 

11-44 
Program development cycle, 2-1 
Program development cycle 

(figure) , 2-3 
Program execution, 

controlling while debugging, 

21-12 
suspending while debugging, 

21-11 
terminating, 3-7 
Program section. See P-sect 
Program section order, 11-6 
Program virtual address space 

(figure) , 11-28 
Programmed request, 
.LIMIT, 4-125, 11-49 
.SETTOP, 4-125, 11-49 
Programmed requests, 1-11, II-l 
Programs, 

utility, 1-5, IV-1 
Prompt, 

keyboard command, 4-6 
LINK, 11-50 
/PROMPT option, 
LIBRARY, 4-116 
LINK, 4-123 
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/PROMPT option, (Cont) 

PRINT, 4-135 
Prompting characters (table) , 6-3 
Prompting sequence for LINK 

options (table) , 4-120 
Prompting sequence of LIBRARY 

options (table) , 4-117 
Prompts, 

keyboard command, 4-1 
keyboard monitor, 4-1 
Protecting files from deletion, 

4-141, 7-15 
/PROTECTION option, 

RENAME, 4-141 
.PSECT MACRO-11 directive, 11-4, 

11-5 
Punched cards, 

creating BATCH programs on, A-41 

Q 



/Q option, 

DIR, 9-8 

LINK, 11-46 

PIP, 7-15 
Qualifiers, See Options 
QUEMAN, 

calling, 20-2 
QUEMAN options, 20-3 
QUEMAN options (table), 20-3 
/QUERY option, 

COPY, 4-40 

DELETE, 4-51 

FORMAT, 4-91 

INITIALIZE, 4-108 
Query option, 

PIP, 7-15 

PRINT, 4-135 
RENAME, 4-141 
SQUEEZE, 4-167 

TV DP /1_1 TC 

QUEUE, 4-133, 

See Also Queue Package 

calling, 20-1 

halting, 20-4 

listing contents of, 20-5 

removing a job from, 20-5 

resuming or restarting, 20-7 

suspending, 20-7 
QUEUE option, 

SHOW, 4-165 
Queue Package, 1-7, 20-1 

calling, 20-1 
Queue Package work file, 20-1 
Queue work file, 

deleting, 20-6 
QUEUE. REL, 20-2 
QUEUE. SYS, 20-2 



Queuing files for printing, 

4-133, 20-1 
QUFILE.TMP, 20-1 

deleting, 20-6 
/QUIET option, 

DIFFERENCES, 4-59 



R keyboard command, 4-137 
/R option, 

DIR, 9-9 

DUP, 8-15 

LIBR, 12-8 

LINK, 11-47 

PIP, 7-14 

QUEMAN, 20-7 
/RAD50 option, 

DUMP, 4-74 
Radix-50 mode, 

ODT, 21-10 
Radix-50 terminators (table) , 

21-11 
Radix-50 values, 

^_i 1 spraying anu entering with 
SIPP, 22-8 
Random-access devices, 3-5 
Read command (R) , 

EDIT, 5-15 
/RECORD option, 

COMPILE, 4-30 

EXECUTE, 4-88 

FORTRAN^ 4-96 
Recovering deleted files, 4-44, 

8-4 
REENTER keyboard command, 4-138 
Registers, 

21-9 

ODT internal (table), 21-10 
REL, 

REL file, 3-2 

REL file format, 3-2 

Relative branch offset, 

ODT, 21-9 
Reloc-code, 11-4 
Relocatable code, 

specifying highest address, 
11-42 

specifvinq lowest address used 
by, il-40 
Relocatable expressions (r) , 

forms of ODT (table), 21-5 
Relocatable file format, 3-2 
Relocation, 

ODT, 21-4 
Relocation base, 

setting, 4-20 
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Relocation calculators, 

ODT, 21-19 
Relocation reqister commands, 

ODT, 21-18 
REMOVE keyboard command, 4-139 
/REMOVE option, 

LIBRARY, 4-116 
Removing a device from the system 
tables, 4-139 

20-5 
Removing keyboard commands, 4-15 
RENAME keyboard command, 4-140 
Renaming files, 4-140, 7-14 
Renaming system files, 4-142 
/REPLACE option, 

COPY, 4-40 

INITIALIZE, 4-108 

LIBRARY, 4-117 

RENAME, 4-141 
Replacing bad blocks, 4-108, 8-15 
Replacing modules in a library, 

4-117, 12-8 
Report analysis, 

error logging, 19-6 
Requesting a wide listing (LIBR) , 

12-9 
Requests, 

programmed. 

See Programmed requests 

programmed , II-l 
RESET keyboard command, 4-143 
Resident monitor. See RMON 
Resolving global references, 11-7 
RESORC, 1-7, 17-1 

calling, 17-1 
RESORC options, 17-1 
RESORC options (table) , 17-2 
Resource listing, 

current monitor, 4-161, 17-6 

device assignments, 4-163, 17-5 

device handler status, 4-161, 
17-3 

hardware configuration, 4-161, 
17-4 

loaded jobs, 4-163, 17-5 

software configuration, 4-161, 
17-3 

special features, 4-161, 17-7 

summary, 4-161, 17-9 

terminal status, 4-165, 17-8 
Resource program, See RESORC 
Resources, 

showing system, 4-160, 17-1 
Restarting or resuming QUEUE, 

20-7 
/RESTORE option, 

INITIALIZE, 4-109 
Restoring an initialized volume, 
4-109, 8-17 



Restrictions, 

specifying an overlay 
structure, 11-23 
RESUME keyboard command, 4-144 
Resuming a suspended job, 4-144 
Resuming or restarting QUEUE, 

20-7 
Resuming terminal output, 3-8 
Return to previous sequence, 

ODT, 21-9 
/REVERSE option, 

DIRECTORY, 4-70 
RO, 

p-sect attribute, 11-4 
Root, 

extending p-sect in, 11-41 
Root segment, 11-2 
/ROUND option, 

LINK, 4-124 
Rounding up size of root p-sect, 

11-48 
RT-11, 

communicating with, 

BATCH, A-35 
RT-11 and DOS/BATCH, 

transferring files between, 
14-3 
RT-11 and interchange diskette, 

transferring files between, 
14-5 
RT-11 mode, 

BATCH, A-34 
RT-11 mode BATCH programs, 

creating, A-35 
RT-11 mode examples, 

BATCH, A-40 
RT-11 overview, I-l 
RT-11 software documentation, 1-9 
$RT11 command, 

BATCH, A-31 
RUBOUT or DELETE, 5-3 
RUBOUT or DELETE key, 3-8 
Rules and conventions, 

BATCH, A-10 
$RUN command, 

BATCH, A-31 
RUN keyboard comraand, 4-145 
/RUN option, 

EXECUTE, 4-88 

LINK, 4-124 
Run-time overlay handler 

(figure), 11-20 
Running a virtual .SAV file, 4-99 
Running a virtual foreground job, 

4-99 
Running BATCH, A-44 
Running SIPP from a BATCH stream, 

22-17 
Running SIPP from an indirect 
command file, 22-16 
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RW, 



p-sect attribute, 11-4 



/S option, 
DIR, 9-9 
DUP, 8-9 
LINK, 11-47 
PIP, 7-13 
QUEMAN, 20-7 
Sample assembly listing (figure) , 

10-6 
Sample BATCH stream, A-32 
Sample cache memory error report 

(figure), 19-8 
Sample command syntax 

illustration (figure), 4-3 
Sample load map (figure), 11-17 
Sample load map description 

(table) , 11-17, 11-37 
Sample memory parity error report 

(figure), 19-8 
Sample overlay structure for a 

FORTRAN program (figure) , 

11-19 
Sample report file environment 

and error count report 

(figure), 19-10 
Sample SRCCOM output listing, 

15-4 
Sample storage device error 

report (figure) , 19-7 
Sample storage device error 

repor '. an^ilysis (table) , 19-7 
Sample subroutine calls and 

return paths (figure) , 11-23 
Sample summary error report for 

device statistics (figure), 

19-9 
Sample summary error report for 

19-10 
Sample text, 

SRCCOM, 15-3 
SAV file format, 3-2 
Save command (S) , 

EDIT, 5-30 
Save image files, 

patching. See SIPP 

patching pre-V04, See PATCH 
Save image patch program. 

See SIPP 
SAVE keyboard command, 4-147 
Scanning for bad blocks, 4-107, 

8-6 
Scheme, 

overlay (figure) , 11-20 
ScoDe-code. 11-4, 11-5 



Scratch region, 

creating in extended memory, 
4-125, 11-49 
Screen, 

display editor format for 
12-inch (figure), 5-35 
Screen values, 

display (table) , 4-109 
Search commands, 

EDIT, 5-21 
Searches, 

library (figure) , 11-13 

ODT, 21-25 
Searching for words, 

ODT, 21-15 
Searching libraries, 4-119 
Searching through files, 

SIPP, 22-9 
Searching while debugging, 21-14 
Section attributes (table) , 11-6 
Sections, 

cross-reference (table) , 4-129 
Segment limits, 

overlaid program (table), 
22-14, 22-15 
Segments, 

changing number of directory, 
8-14 
/SEGMENTS option, 

INITIALIZE, 4-110 
Selecting FORMAT verification bit 

patterns, 4-91, 18-3 
$SEQUENCE command, 

BATCH, A-32 
Sequential-access devices, 3-5 
Serial line printer. 

See Also Line printer. 
See Line printer 

OCT* /^/^TTny-i<% /^^\r^/^^^^^\ryc! ai^/-l 

modifications (table) , 4-150 
SET keyboard command, 4-149 
SET USR SWAP or NOSWAP, 4-158 

/ uj lj i. u r\ i. 1^ \j ^ t- J. \j It f 

COPY, 4-41 
RENAME, 4-141 
Setting default number of banner 

pages, 20-6 
Setting FORMAT verification bit 

patterns, 4-91, 18-3 
Setting Queue Package defaults, 

20-6 
Setting relocation base, 4-20 
Setting system configuration 

parameters, 4-149 
Setting system date, 4-47 
Setting system time, 4-173 
.SETTOP programmed request, 4-125 
SHOW keyboard command, 4-160 
/SHOW option, 
COMPILE, 4-30 
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/SHOW option (Cent) 

EXECUTE, 4-88 

FORTRAN, 4-97 

MACRO, 4-132 
Simple keyboard commands, 1-9 
/SINCE option, 

DIRECTORY, 4-70 
Single volume system, 

jw f^ ^iik 1 T ^ *>^ ^^ £ 1 I ^ fi F.I 1 ^ 1^ '~l ^^ 1 C^ 

uOpyAiiy i.j.^c£5 vy ± L.11 , I J.U 

Single-density mode, 

formatting diskettes in, 4-91, 
18-5 
Single-instruction mode, 

ODT, 21-14 
Single-instruction mode commands, 

ODT (table) , 21-14 
Single-job monitor. 

See SJ monitor 
/SINGLEDENSITY option, 

FORMAT, 4-91 
SIPP, 1-8, 22-1 

advancing in bytes, 22-6 

backing up through files, 22-6 

backing up to a previous 
prompt, 22-11 

calling, 22-1 

completing code modifications, 
22-12 

displaying and entering ASCII 
values, 22-7 

displaying and entering 
Radix-50 values, 22-8 

entering octal values, 22-7 

extending files and overlay 
segments, 22-12 

running from a BATCH stream, 
22-17 

running from an indirect 
command file, 22-16 

searching through files, 22-9 

verifying input, 22-10 
SIPP checksum, 22-15 
SIPP command file, 

creating, 16-5 
SIPP commands, 22-4 
SIPP commands (table) , 22-4 
SIPP dialogue, 22-3 
/SIPP option, 

DIFFERENCES, 4-59 
SIPP options, 22-2 
SIPP options (table) , 22-2 
Sizes, 

default directory (table), 
4-110 
SJ monitor, 

memory requirement, 1-3 
/SLOWLY option, 

COPY, 4-41 

LINK, 4-124 



SLP, 1-8, 24-1 

calling, 24-1 
SLP command file, 

adding lines to a file, 24-6 
creating, 15-7, 24-4 
creating a numbered listing, 

24-6 
deleting lines in a file, 24-8 
replacing lines in a file, 24-9 
SLP command file operators 

(table), 24-4 
SLP command file update line 

format, 24-4 
SLP example, 24-3 
/SLP option, 

DIFFERENCES, 4-59 
SLP options, 24-2 
SLP options (table) , 24-2 
Software configuration, 

resource listing, 4-161, 17-3 
Software documentation, 

RT-11, 1-9 
Sort categories, 

directory listing (table) , 4-69 
/SORT option, 

DIRECTORY, 4-71 
Source comparison program, 

See SRCCOM 
Source files, 

creating a patch for, 15-7, 
24-4 
Source language patch program. 

See SLP 
/SPACES option, 

DIFFERENCES, 4-59 
Special features, 

resource listing, 17-7 
Special function keys, 3-6 
Specification field options 

(table) , A-7 
Specifications, 

file type, 4-5 
Specifying absolute base address, 

11-46 
Specifying an audit trail, 4-57, 

15-7 
Specifying extended memory 

overlay structure, 11-49 
Specifying highest address used 

by relocatable code, 11-42 
Specifying lowest address used by 

relocatable code, 11-40 
Specifying number of instructions 
to execute, 
ODT, 21-14 
Specifying start address of load 

module, 11-47 
Specifying the stack address in 
link, 11-44 
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Sprecial features, 

resource listing, 4-161 
SQUEEZE keyboard command, 4-167 
Squeezing a device, 4-167, 8-9 
SRCCOM, 1-7, 15-1 

calling, 15-1 
SRCCOM options, 15-2 
SRCCOM options (table), 15-2 
SRCCOM output format, 15-3 
SRCCOM sample output listing, 

15-4 
SRCCOM sample text, 15-3 
SRUN keyboard command, 4-169 
Stack address, 

specifying in link, 11-44 
/STACK option, 

LINK, 4-124 
Stack pointer, 11-3 
Standard file types (table) , 3-4 
Start address of module, 

specifying, 11-47 
Start address of p-sect in root, 

specifying, 11-49 
START keyboard command, 4-171 
/START option, 

COPY, 4-41 

CREATE, 4-45 

DIFFERENCES, 4-59 

DIRECTORY, 4-71 

DUMP, 4-74 
STARTF.COM, 4-15 

Starting a loaded program, 4-171 
Starting the system, 3-1 
STARTS.COM, 4-15 
Startup indirect command files, 

3-2, 4-15 
STARTX.COM, 4-15 
/STATISTICS option, 

COMPILE, 4-30 

EXECUTE, 4-88 

FORTRAN, 4-97 
Storage device error report, 

4-164, 19-6 
Storing volume identification, 

8-15 
Structures, 

device (table), 3-6 
Subroutine, 

adding to a module, 23-6 
Summary, 

keyboard commands and utility 
program options, B-1 

utility program options, B-13 
Summary error report, 4-164, 19-9 
Summary error report for device 
statistics, 

sample (figure) , 19-9 
/SUMMARY option, 

DIRECTORY, 4-71 
Summary resource listing, 17-9 



Supported FILEX devices (table) , 

14-1 
Suppressing confirmation message, 
4-40, 4-51, 4-108, 4-168, 
8-13 
Suppressing printing of banner 

pages, 20-6 
Suppressing terminal output, 3-7 
SUSPEND keyboard command, 4-172 
Suspended job, 

resuming a, 4-144 
Suspending execution of a job, 

4-172 
Suspending program execution 

while debugging, 21-11 
Suspending QUEUE, 20-7 
Suspending terminal output, 3-8 
/SWAP option, 

COMPILE, 4-30 

EXECUTE, 4-88 

FORTRAN, 4-97 
Switches, See Options 
Symbol table definition file, 

4-119 
/SYMBOLTABLE option, 

LINK, 4-124 
Syntax, 

CSI file specification, 6-1 

EDIT command string, 5-6 

keyboard command, 4-1 
Syntax illustration, 

sample command (figure), 4-3 
SYSGEN options. 

See Special features 
SYSLIB, 1-11 
SYSLIB-FORTRAN callable 

subprograms, 1-11 
SYSMAC, See System macro library 
System communication, II-l 
System communication area, 11-3 
System conventions, 3-1 
System files, 

deleting, 4-51 

operating on, 4-142, 7-13 

renaming, 4-142 
System hardware components, 1-1 
System jobs, 1-7 

assigning a terminal to, 4-170 

directing control to, 3-8 

executing, 4-169 

unloading, 4-176 
System macro library, 1-11, 

See SYSMAC 
System monitors, 1-2 
/SYSTEM option, 

COPY, 4-41 
n,i,n,Tii, 4-5x 

RENAME, 4-142 
System program/keyboard command 
equivalents (table), B-13 
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System resources, 

complete listing, 4-161, 17-2 

showing, 4-160, 17-1 
System services, 

obtaining, 1-9 
System software components, 1-2 
System subroutine library. 

See SYSLIB 
System tables, 

removing a device from, 4-139 
System utility programs. 
See Utility program 
System volume, 

creating a bootable, 4-34, 8-11 



/T option, 

nun S— 1 n 



10-12 



GT, 4-109 

LINK, 11-47 

PIP, 7-13 

RESORC, 17-8 
TAB key, 5-3 
Table, 

cross-reference (figure) , 
TECO, 4-151 
/TECO option, 

EDIT, 4-81 
Temporary files, 

BATCH, A-9 
Temporary work file, 

MACRO-11 assembler, 10-3 
Terminal, 

assigning to a foreground job, 
4-100 

assigning to a system job, 
4-170 
Terminal device conditions, 

setting, 4-156 
Terminal interrupt, 

ODT, 21-26 
/TERMINAL option, 

DIFFERENCES, 4-59 

DIRECTORY, 4-71 

DUMP, 4-74 

FRUN, 4-100 

HELP, 4-105 

SRUN, 4-170 
Terminal output, 

resuming, 3-8 

suppressing, 3-7 

suspending, 3-8 
Terminal status, 

resource listing, 4-165, 17-8 
TERMINALS option, 

SHOW, 4-165 
Terminating input, 3-8 



Terminating program execution, 

3-7 
Terminating the MACRO-11 

assembler, 10-3 
Terminators, 

ASCII (table) , 21-20 
Radix-50 (table) , 21-11 
Text editor. 
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K52, 1-5, 4-79, 4-151 

KED, 1-5, 4-79, 4-151 

TECO, 4-151 
Text files, 

editing, 4-79, 5-1 

SRCCOM sample, 15-3 
Text listing commands, 

EDIT, 5-24 
Text modification commands, 

EDIT, 5-25 
Time, 

displaying system, 4-173 

setting system, 4-173 
TIME keyboard command, 4-173 
/TOP option, 

LINK, 4-124 
/TOPS option, 

COPY, 4-41 

DIRECTORY, 4-71 
Transfer operations, 

file. See Also Copying files 
/TRANSFER option, 

LINK., 4-124 
Transferring files, 4-32, 7-1, 
See Also Copying files 

between RT-11 and DOS/BATCH, 
14-3 

between RT-11 and interchange 
diskette, 4-37, 14-5 

to RT-11 from DECsystem-10 , 
14-8 
Translating locations in a file, 

PATCH, 25-5 
/TRIM option, 

DIFFERENCES, 4-61 
TYPE keyboard command, 4-174 
Type-ahead feature, 3-9 
Type-code, 11-4 
Typing additional lines of input 

to LINK, 4-123, 11-41 
Typing files at terminal, 4-174 

u 

/U option, 

DUP, 8-11 

LIBR, 12-9 

LINK, 11-48 

PIP, 7-13 
Undefined global symbols, 11-7 
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Underline key, 

ODT, 21-8 
Uninitializing a volume, 8-17 
/UNITS option, 
COMPILE, 4-30 
EXECUTE, 4-88 
FORTRAN, 4-97 
UNLOAD keyboard command, 4-176 
Unloading foreground jobs, 4-176 
Unloading system jobs, 4-176 
Unnamed CSECT, 

See Also Blank p-sect 
Unresolved global symbols, 4-119 
Unsave command (U) , 

EDIT, 5-31 
Unused areas of a volume, 

listing, 9-5 
Unused locations in load module, 

filling, 11-50 
Up-arrow key, 

ODT, 21-8 
/UPDATE option, 

LIBRARY, 4-117 
Updates, 

how PAT effects, 23-3 
Updating a library file, 12-9 
Updating a module using PAT 

(figure) , 23-2 
Updating object modules, 

examples, 23-5 
User service routine. See USR 
User stack, 11-3 
uses, 

error logging, 19-1 
Using cassette, 4-38, 4-50, 7-4 
Using display hardware, 4-103 
Using ELINIT, 19-4 
Using ERROUT, 19-5 
Using keyboard commands, 1-9 
Using magtape, 4-38, 7-8 
Using ODT with 

f orearound/backaround jobs. 
21-21 
Using the assembler, 2-1, 4-86, 

4-128, 10-1 
Using the debugger, 2-2 
Using the editor, 2-1 
Using the librarian, 2-2, 4-113, 

12-1 
Using the linker, 2-2, 4-119, 

11-1 
Using wildcards, 4-7, 7-1 
USR, 1-2, 4-30, 4-88, 4-97, 11-6 
setting to SWAP or NOSWAP, 
4-158 
Utility commands, 

EDIT, 5-30 
Utility program options, 
summary, B-13 



Utility program/keyboard command 

equivalents, B-13 
Utility programs, 1-5, IV-1 



/V option, 
DIR, 9-10 
DUP, 8-12, 8-14 

FORMAT, 18-5 

LINK, 11-31, 11-49 
Validating contents of a file, 

PAT, 23-8 
/VECTORS option, 

COMPILE, 4-30 

EXECUTE, 4-88 

FORTRAN, 4-97 
Verification bit patterns, 

selecting FORMAT, 4-91, 18-3 
Verify command (V) , 

EDIT, 5-25 
/VERIFY option, 

DIRECTORY, 4-71 

FORMAT, 4-91 
Verifying SIPP input, 22-10 
Verifying volumes, 4-91 
Virtual .SAV file, 

running, 4-99 
Virtual address space, 11-27 

program (figure), 11-28 
Virtual and physical address 

space (figure), 11-30, 11-32 
Virtual foreground jobs, 

running-, 4-99 
Virtual jobs, 1-5, 11-31 
Volume directory. 

See Directory listing 
Volume formatting program. 

See FORMAT 
Volume identification, 

changing, 8-15 

displaying or changing, 8-12 
/VOLUMElb option, 

DIRECTORY, 4-72 

INITIALIZE, 4-110 
Volumes, 

bootstrapping foreign, 4-23, 
8-9 

changing during an operation, 
4-23, 4-41, 4-51, 4-72, 4-92, 
4-110, 4-136, 4-142, 7-16, 
8-13 

copying, 4-35, 8-5 

formatting, 4-90, 18-1 

initializing, 4-107, 8-14 

maintaining, 8-1 

restoring initialized, 4-109, 
8-17 

squeezing, 4-167, 8-9 
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w 

/W option, 

DUP, 8-13 

FORMAT, 18-5 

LIBR, 12-9 

LINK, 11-49 

PIP, 7-15 
/WAIT option, 

BOOT, 4-23 

COPY, 4-41 

DELETE, 4-51 

DIRECTORY, 4-72 

FORMAT, 4-92 

INITIALIZE, 4-110 
Wait option, 

PIP, 7-16 
/WAIT option, 

SQUEEZE, 4-168 

TYPE, 4-175 
/WAIT, 4-136 
/WARNINGS option, 

COMPILE, 4-31 

DIBOL, 4-55 

EXECUTE, 4-89 

FORTRAN, 4-97 
Wide listing, 

requesting (LIBR) , 12-9 
Wide load map listing, 

producing, 4-125, 11-49 
/WIDE option, 

EXECUTE, 4-89 

LINK, 4-125 
Wild card construction, 

BATCH, A- 6 
Wildcard defaults (table), 4-8 
Wildcards, 

commands supporting (table) , 
4-8 

using, 4-7, 7-1 
Word 56 of .SAV file, 

inserting value into, 11-43 



Words, 

searching for while debugging, 

^ -1- -L ^ 

/WORDS option, 

DUMP, 4-74 
Work file, 

queue, 

deleting, 20-6 

Queue Package, 20-1 
Write command (W) , 

EDIT, 5-16 
Write command arguments (table) , 
5-17 



/X option, 

LIBR, 12-10 

LINK, 11-49 
XM monitor, 1-4 

memory requirement, 1-4 
XM overlays. 

See Extended memory overlays 
/XM, 4-125 



/Y option, 
DUP, 8-13 
LINK, 11-49 
PIP, 7-13 



/Z option, 

DUP, 8-14 

LINK, 11-50 

PIP, 7-15 

RESORC, 17-9 
Zeroing a volume directory, 
4-107, 8-14 
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